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Learning Goals

	Understand and use the basic rules and relationships in trigonometry



Trigonometric Identities

Trigonometric identities are the equalities that involve trigonometric functions and are true for any substitution of the variable where the sides of the equation are defined. Mastery of these identities is crucial for solving trigonometric equations, proving other mathematical statements, and is frequently necessary in calculus.

The main trigonometric identities are listed below.

Key Takeaway

Trigonometric Identities

Reciprocal identities

tanθ=sinθcosθcotθ=cosθsinθcscθ=1sinθsecθ=1cosθ



 
Pythagorean identities

sin2θ+cos2θ=1\rule2em0ex1+tan2θ=sec2θ\rule2em0ex1+cot2θ=csc2θ



 
Addition and subtraction formulas

sin(α±β)=sinαcosβ±cosαsinβ

cos(α±β)=cosαcosβ∓sinαsinβ



 
Double-angle formulas

sin(2θ)=2sinθcosθ

cos(2θ)=2cos2θ−1=1−2sin2θ=cos2θ−sin2θ

Pro Tip
Understanding and remembering these identities can seem daunting at first. However, with consistent practice and some mnemonic devices, they can become second nature. Below are some study tips:
	Association: Link each identity with a visual cue or a part of the unit circle. For example, the sine function starts at zero and goes up, just like a sine wave starts at the middle and rises.
	Mnemonics: Use phrases to remember relationships, like the mnemonic SOHCAHTOA.
	Repetition: Regularly practice rewriting the identities from memory. Repetition is key to retention.
	Flashcards: Create a set of flashcards with each identity on one side and its name or a key hint on the other.
	Group Study: Discuss and solve problems with peers; explaining concepts to others can reinforce your memory.


When facing a trigonometric identity, verification is key to ensuring the identity holds true for all permissible values of the variable. The process is a methodical one, where you manipulate one side of the equation until it matches the other.

How to: Given a Trigonometric Identity, Verify that it is True.

	Work on one side of the equation. It is usually better to start with the more complex side, as it is easier to simplify than to build.
	Look for opportunities to factor expressions, square a binomial, or add fractions.
	Noting which functions are in the final expression, look for opportunities to use the identities and make the proper substitutions.
	If these steps do not yield the desired result, try converting all terms to sines and cosines.


Example
Verify tanθcosθ=sinθ.
Sample Answer
 We will start on the left side, as it is the more complicated side:tanθcosθ=(sinθcosθ)cosθ Rewrite tanθ in terms of sinθ and cosθ=sinθcosθcosθ Multiply by cosθ , then cancel =sinθ Simplify 

Example

Prove the trigonometric identity 1+tan2θ=sec2θ.

Sample Answer

We start with the identity

sin2θ+cos2θ=1

Dividing both sides of this equation by cos2θ, we obtain

sin2θcos2θ+1=1cos2θ

Since sinθcosθ=tanθ and 1cosθ=secθ, we conclude that
tan2θ+1=sec2θ.


Algebra is very important in verifying trigonometric identities, but it is just as critical in simplifying trigonometric expressions before solving. Being familiar with the basic properties and formulas of algebra, such as the difference of squares formula, the perfect square formula, or substitution, will simplify the work involved with trigonometric expressions and equations.

Example
The equation (sinx+1)(sinx−1)=0 resembles the equation (x+1)(x−1)=0, which uses the factored form of the difference of squares. Using algebra makes finding a solution straightforward and familiar. We can set each factor equal to zero and solve. How to: Given a Trigonometric Equation, Solve using Algebra.
	Spot Patterns: Look for familiar algebraic cues in the equation, like notable identities or factors.
	Substitute Variables: Temporarily replace trig expressions with a single variable to simplify the equation.
	Solve Algebraically: Treat the simplified equation as you would a standard algebraic one.
	Back-Substitute: Once you've solved for the temporary variable, revert to the original trigonometric terms.
	Find Angles: Use inverse functions to solve for the angle, considering the function's period and domain.
	Verify Solutions: Always check that your solutions satisfy the initial equation.


Example
Write the following trigonometric expression as an algebraic expression:2cos2θ+cosθ−1

Sample Answer
Notice that the pattern displayed has the same form as a standard quadratic expression, ax2+bx+c. Letting cosθ=x, we can rewrite the expression as follows:2x2+x−1
This expression can be factored as (2x−1)(x+1). If it were set equal to zero and we wanted to solve the equation, we would use the zero factor property and solve each factor for x. At this point, we would replace x with cosθ and solve for θ. 
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Type your Learning Goals text here


Arc Lengths of Curves

Arc Length of the Curve y = f(x)

In previous applications of integration, we required the function f(x) to be integrable, or at most continuous. However, for calculating arc length we have a more stringent requirement for f(x). Here, we require f(x) to be differentiable, and furthermore we require its derivative, f′(x), to be continuous. Functions like this, which have continuous derivatives, are called smooth.

Example

Let f(x) be a smooth function defined over [a,b]. We want to calculate the length of the curve from the point (a,f(a)) to the point (b,f(b)).

We start by using line segments to approximate the length of the curve.

For i=0,1,2,…,n, let P={xi} be a regular partition of [a,b].

Then, for i=1,2,…,n, construct a line segment from the point (xi−1,f(xi−1)) to the point (xi,f(xi)). Although it might seem logical to use either horizontal or vertical line segments, we want our line segments to approximate the curve as closely as possible. The figure below depicts this construct for n=5.
[image: This figure is a graph in the first quadrant. The curve increases and decreases. It is divided into parts at the points a=xsub0, xsub1, xsub2, xsub3, xsub4, and xsub5=b. Also, there are line segments between the points on the curve.]We can approximate the length of a curve by adding line segments.
To help us find the length of each line segment, we look at the change in vertical distance as well as the change in horizontal distance over each interval.

Because we have used a regular partition, the change in horizontal distance over each interval is given by Δx. The change in vertical distance varies from interval to interval, though, so we use Δyi=f(xi)−f(xi−1) to represent the change in vertical distance over the interval [xi−1,xi], as shown below Note that some (or all) Δyi may be negative.

[image: This figure is a graph. It is a curve above the x-axis beginning at the point f(xsubi-1). The curve ends in the first quadrant at the point f(xsubi). Between the two points on the curve is a line segment. A right triangle is formed with this line segment as the hypotenuse, a horizontal segment with length delta x, and a vertical line segment with length delta y.]A representative line segment approximates the curve over the interval [xi−1,xi].
By the Pythagorean theorem, the length of the line segment is:

(Δx)2+(Δyi)2.

We can also write this as:
Δx1+((Δyi)/(Δx))2.

Now, by the Mean Value Theorem, there is a point xi*∈[xi−1,xi] such that f′(xi*)=(Δyi)/(Δx).
Then the length of the line segment is given by:

Δx1+[f′(xi*)]2.

Adding up the lengths of all the line segments, we get:
 Arc Length ≈∑ni=11+[f′(xi*)]2Δx.

This is a Riemann sum. Taking the limit as n→∞, we have:

 Arc Length = lim n→∞∑ni=11+[f′(xi*)]2Δx=∫ab1+[f′(x)]2dx.


We summarize these findings in the following theorem.

Key Takeaway

arc length for y = f(x)

Let f(x) be a smooth function over the interval [a,b]. Then the arc length of the portion of the graph of f(x) from the point (a,f(a)) to the point (b,f(b)) is given by:
 Arc Length =∫ab1+[f′(x)]2dx.


Note that we are integrating an expression involving f′(x), so we need to be sure f′(x) is integrable. This is why we require f(x) to be smooth. The following example shows how to apply the theorem.

Example
Let f(x)=2x3/2. Calculate the arc length of the graph of f(x) over the interval [0,1]. Round the answer to three decimal places.


Sample Answer

We have f′(x)=3x1/2, so [f′(x)]2=9x. Then, the arc length is

 Arc Length =∫ab1+[f′(x)]2dx=∫011+9xdx.

Substitute u=1+9x. Then, du=9dx. When x=0, then u=1, and when x=1, then u=10. Thus,

 Arc Length =∫011+9xdx=19∫011+9x9dx=19∫110udu=19·23u3/2|110=227[1010−1]≈2.268 units .



Although it is nice to have a formula for calculating arc length, this particular theorem can generate expressions that are difficult to integrate. In some cases, we may have to use a computer or calculator to approximate the value of the integral.

Example
Let f(x)=x2. Calculate the arc length of the graph of f(x) over the interval [1,3].

Sample Answer

We have f′(x)=2x, so [f′(x)]2=4x2. Then the arc length is given by

 Arc Length =∫ab1+[f′(x)]2dx=∫131+4x2dx.

Using a computer to approximate the value of this integral, we get

∫131+4x2dx≈8.26815.






Arc Length of the Curve x = g(y)

We have just seen how to approximate the length of a curve with line segments. If we want to find the arc length of the graph of a function of y, we can repeat the same process, except we partition the y -axis  instead of the x -axis .

The figure below shows a representative line segment.

[image: This figure is a graph. It is a curve to the right of the y-axis beginning at the point g(ysubi-1). The curve ends in the first quadrant at the point g(ysubi). Between the two points on the curve is a line segment. A right triangle is formed with this line segment as the hypotenuse, a horizontal segment with length delta x, and a vertical line segment with length delta y.]A representative line segment over the interval [yi−1,yi].
The length of the line segment is (Δy)2+(Δxi)2, which can also be written as Δy1+((Δxi)/(Δy))2. If we now follow the same development we did earlier, we get a formula for arc length of a function x=g(y).

Key Takeaway

arc length for x = g(y)

Let g(y) be a smooth function over an interval [c,d]. Then, the arc length of the graph of g(y) from the point (c,g(c)) to the point (d,g(d)) is given by:

 Arc Length =∫cd1+[g′(y)]2dy

Example
Let g(y)=3y3. Calculate the arc length of the graph of g(y) over the interval [1,2].
Sample Answer

We have g′(y)=9y2, so [g′(y)]2=81y4. Then the arc length is

 Arc Length =∫cd1+[g′(y)]2dy=∫121+81y4dy.

Using a computer to approximate the value of this integral, we obtain

∫121+81y4dy≈21.0277.


Example
Let g(y)=1y. Calculate the arc length of the graph of g(y) over the interval [1,4]. Use a computer or calculator to approximate the value of the integral.


Sample Answer

 Arc Length =3.15018




Area of a Surface of Revolution

The concepts used to find the arc length of a curve can be extended to find the surface area of a surface of revolution. Surface area is the total area of the outer layer of an object. For objects such as cubes or bricks, the surface area of the object is the sum of the areas of all its faces. For curved surfaces, the situation is a little more complex.

As with arc length, we can conduct a similar development for functions of y to get a formula for the surface area of surfaces of revolution about the y -axis . These findings are summarized in the following theorem.

Key Takeaway

surface area of a surface of revolution

Let f(x) be a nonnegative smooth function over the interval [a,b]. Then, the surface area of the surface of revolution formed by revolving the graph of f(x) around the x-axis is given by:

 Surface Area =∫ab(2πf(x)1+(f′(x))2)dx.

 
Similarly, let g(y) be a nonnegative smooth function over the interval [c,d]. Then, the surface area of the surface of revolution formed by revolving the graph of g(y) around the y -axis  is given by:

 Surface Area =∫cd(2πg(y)1+(g′(y))2)dy.

Example
Let f(x)=x over the interval [1,4]. Find the surface area of the surface generated by revolving the graph of f(x) around the x -axis . Round the answer to three decimal places.


Sample Answer

The graph of f(x) and the surface of rotation are shown in the following figure.

[image: This figure has two graphs. The first is the curve f(x)=squareroot(x). The curve is increasing and begins at the origin. Also on the graph are the vertical lines x=1 and x=4. The second graph is the same function as the first graph. The region between f(x) and the x-axis, bounded by x=1 and x=4 has been rotated around the x-axis to form a surface.](a) The graph of f(x). (b) The surface of revolution.
We have f(x)=x. Then, f′(x)=1(2x) and (f′(x))2=1(4x). Then,

 Surface Area =∫ab(2πf(x)1+(f′(x))2)dx=∫14(2πx1+14x)dx=∫14(2πx+14)dx.

Let u=x+14. Then, du=dx. When x=1, u=54, and when x=4, u=174. This gives us:

∫01(2πx+14)dx=∫5/417/42πudu=2π[23u3/2]|5/417/4=π6[1717−55]≈30.846.


Example
Let f(x)=y=3x3. Consider the portion of the curve where 0≤y≤2. Find the surface area of the surface generated by revolving the graph of f(x) around the y -axis .
Sample Answer

Notice that we are revolving the curve around the y -axis , and the interval is in terms of y, so we want to rewrite the function as a function of y. We get x=g(y)=(13)y3. The graph of g(y) and the surface of rotation are shown in the following figure.

[image: This figure has two graphs. The first is the curve g(y)=1/3y^3. The curve is increasing and begins at the origin. Also on the graph are the horizontal lines y=0 and y=2. The second graph is the same function as the first graph. The region between g(y) and the y-axis, bounded by y=0 and y=2 has been rotated around the y-axis to form a surface.](a) The graph of g(y). (b) The surface of revolution.
We have g(y)=(13)y3, so g′(y)=y2 and (g′(y))2=y4. Then:

 Surface Area =∫cd(2πg(y)1+(g′(y))2)dy=∫02(2π(13y3)1+y4)dy=2π3∫02(y31+y4)dy.

Let u=y4+1. Then du=4y3dy. When y=0, u=1, and when y=2, u=17. Then:

2π3∫02(y31+y4)dy=2π3∫11714udu=π6[23u3/2]|117=π9[(17)3/2−1]≈24.118.


Try It
Interactive elements can be viewed embedded within the content of our online courseware.



Parametric Curves and Their Applications: Background You'll Need 3
Learning Goals

	Explain and use the chain rule



The Chain Rule

The chain rule simplifies the process of differentiating composite functions by breaking down a function into simpler parts. Rather than differentiating the entire composite directly, the chain rule allows us to differentiate each part independently. Specifically, for a composite function h(x)=f(g(x)), the derivative is given by the derivative of the outer function f evaluated at the inner function g(x), multiplied by the derivative of the inner function:

h′(x)=f′(g(x))·g′(x)

Example
To contextualize this, consider h(x)=sin(x3).

First, identify the inner function g(x)=x3 and the outer functionf(u)=sinu, where u=g(x). Applying the chain rule, which states the derivative of a composite function is the derivative of the outer function evaluated at the inner function times the derivative of the inner function, we proceed as follows:
	Differentiate the inner function g(x):g′(x)=3x2

	Differentiate the outer function f(u) with respect to u:f′(u)=cosu

	Since u=g(x)=x3, substituting that back in, we get:f′(u)=cos(x3)

	Apply the chain rule:h′(x)=f′(g(x))·g′(x)=cos(x3)·3x2



Therefore, the derivative of h(x)=sin(x3) is:h′(x)=3x2cos(x3)

Now that we've illustrated how to apply the chain rule with a specific example, let's explore the general formula of the chain rule and see how it applies to various types of composite functions. An informal proof of this concept will follow at the end of this section.

Key Takeaway

the chain rule

Let f and g be functions. For all x in the domain of g for which g is differentiable at x and f is differentiable at g(x), the derivative of the composite function h(x)=(f∘g)(x)=f(g(x)) is given by:

h′(x)=f′(g(x))·g′(x)

 
Alternatively, if y is a function of u, and u is a function of x, then

dydx=dydu·dudx

Try It
Interactive elements can be viewed embedded within the content of our online courseware.

For more information, check out this interactive on The Intuitive Notion of the Chain Rule.
How to: Apply the Chain Rule
	Identify the Functions: Begin by identifying the inner function g(x) and the outer function f(u), where u=g(x).
	Derivative of the Outer Function: Compute the derivative of the outer function, f′(u), and evaluate it at g(x) to obtain f′(g(x)).
	Derivative of the Inner Function: Calculate the derivative of the inner function g′(x).
	Apply the Chain Rule: Combine these results to find h′(x) as follows: h′(x)=f′(g(x))·g′(x)



Pro Tip
When applying the chain rule to compositions involving multiple functions, remember that each function contributes to the derivative. Start from the innermost function and work outward, applying the chain rule iteratively. The derivative of a composite involving three functions, for example, involves taking derivatives step by step, moving from the innermost to the outermost function. Importantly, derivatives are not evaluated at derivatives; they are evaluated at functions.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.


Fundamentals of Parametric Equations: Learn It 1
Learning Goals

	Create and sketch graphs of curves given their parametric equations
	Convert parametric equations into a regular y = f(x) form by eliminating the parameter
	Recognize and describe the curve called a cycloid



Parametric Equations and Their Graphs

Traditional functions like y=f(x) work well for many curves, but some curves can't be described this way. What if a curve loops back on itself or is vertical in places? This is where parametric equations become essential.

In parametric equations, both x and y are defined as functions of a third variable called a parameter. This parameter, often denoted as t, acts as an independent variable that controls both coordinates simultaneously.

Key Takeaway

parametric equations

If x and y are continuous functions of t on an interval I, then the equations

x=x(t) and y=y(t)

are called parametric equations and t is called the parameter.

The set of points (x,y) obtained as t varies over the interval I is called the graph of the parametric equations. The graph of parametric equations is called a parametric curve or plane curve, and is denoted by C.

Example

Consider Earth's orbit around the Sun. Earth's position changes continuously throughout the year, tracing an elliptical path. We can use the day of the year as our parameter t.

	Day 1 = January 1
	Day 31 = January 31
	Day 59 = February 28
	And so on...


[image: An ellipse with January 1 (t = 1) at the top, April 2 (t = 92) on the left, July 1 (t = 182) on the bottom, and October 1 (t = 274) on the right. The focal points of the ellipse have F2 on the left and the Sun on the right.]Earth’s orbit around the Sun during one year. The point labeled F2 is one of the foci of the ellipse; the other focus is occupied by the Sun.
As t (the day) increases from 1 to 365, Earth's position (x(t),y(t)) traces out its complete orbital path. After 365 days, we return to the starting position and begin a new cycle.

Pro Tip
Think of the parameter t as time on a stopwatch. As time progresses, both the x and y coordinates change according to their respective functions, creating a path through the coordinate plane.
It's crucial to understand that x and y serve dual roles in parametric equations:

	As functions: x(t) and y(t) are functions of the parameter t
	As variables: x and y represent the coordinates of points on the curve


When t varies over an interval, the functions x(t) and y(t) generate ordered pairs (x,y) that form the parametric curve.

Example


Sketch the curves described by the following parametric equations:

	x(t)=t−1,y(t)=2t+4,−3≤t≤2
	x(t)=t2−3,y(t)=2t+1,−2≤t≤3
	x(t)=4cost,y(t)=4sint,0≤t≤2π




Sample Answer


	To create a graph of this curve, first set up a table of values. Since the independent variable in both x(t) and y(t) is t, let t appear in the first column. Then x(t) and y(t) will appear in the second and third columns of the table.




	t
	x(t)
	y(t)





	−3
	−4
	−2



	−2
	−3
	0



	−1
	−2
	2



	0
	−1
	4



	1
	0
	6



	2
	1
	8








The second and third columns in this table provide a set of points to be plotted. The graph of these points appears in Figure 3. The arrows on the graph indicate the orientation of the graph, that is, the direction that a point moves on the graph as t varies from −3 to 2.


[image: A straight line going from (−4, −2) through (−3, 0), (−2, 2), and (0, 6) to (1, 8) with arrow pointed up and to the right. The point (−4, −2) is marked t = −3, the point (−2, 2) is marked t = −1, and the point (1, 8) is marked t = 2. On the graph there are also written three equations: x(t) = t −1, y(t) = 2t + 4, and −3 ≤ t ≤ 2.]Graph of the plane curve described by the parametric equations in part a.

	To create a graph of this curve, again set up a table of values.




	t
	x(t)
	y(t)





	−2
	1
	−3



	−1
	−2
	−1



	0
	−3
	1



	1
	−2
	3



	2
	1
	5



	3
	6
	7








The second and third columns in this table give a set of points to be plotted (Figure 4). The first point on the graph (corresponding to t=−2) has coordinates (1,−3), and the last point (corresponding to t=3) has coordinates (6,7). As t progresses from −2 to 3, the point on the curve travels along a parabola. The direction the point moves is again called the orientation and is indicated on the graph.


[image: A curved line going from (1, −3) through (−3, 1) to (6, 7) with arrow pointing in that order. The point (1, −3) is marked t = −2, the point (−3, 1) is marked t = 0, and the point (6, 7) is marked t = 3. On the graph there are also written three equations: x(t) = t2 − 3, y(t) = 2t + 1, and −2 ≤ t ≤ 3.]Graph of the plane curve described by the parametric equations in part b.

	In this case, use multiples of π6 for t and create another table of values:




	t
	x(t)
	y(t)
	
	t
	x(t)
	y(t)





	0
	4
	0
	
	7π6
	−23≈−3.5
	2



	π6
	23≈3.5
	2
	4π3
	−2
	−23≈−3.5



	π3
	2
	23≈3.5
	3π2
	0
	−4



	π2
	0
	4
	5π3
	2
	−23≈−3.5



	2π3
	−2
	23≈3.5
	11π6
	23≈3.5
	2



	5π6
	−23≈−3.5
	2
	2π
	4
	0



	π
	−4
	0
	
	
	








The graph of this plane curve appears in the following graph.


[image: A circle with radius 4 centered at the origin is graphed with arrow going counterclockwise. The point (4, 0) is marked t = 0, the point (0, 4) is marked t = π/2, the point (−4, 0) is marked t = π, and the point (0, −4) is marked t = 3π/2. On the graph there are also written three equations: x(t) = 4 cos(t), y(t) = 4 sin(t), and 0 ≤ t ≤ 2π.]Graph of the plane curve described by the parametric equations in part c.
This is the graph of a circle with radius 4 centered at the origin, with a counterclockwise orientation. The starting point and ending points of the curve both have coordinates (4,0).






Watch the following video to see the worked solution to the example above.Interactive elements can be viewed embedded within the content of our online courseware.


For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "7.1 Parametric Equations" here (opens in new window).

Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Fundamentals of Parametric Equations: Learn It 2
Eliminating the Parameter

Sometimes you'll want to convert parametric equations back into a single equation relating x and y. This process is called eliminating the parameter, and it helps you identify what type of curve you're working with. The basic strategy is to solve one parametric equation for the parameter t, then substitute this expression into the other equation.

Example

Given the parametric equations: x(t)=t2−3,y(t)=2t+1,−2≤t≤3

	Step 1: Solve the simpler equation for t from y=2t+1:
t=y−12

	Step 2: Substitute into the other equation
x=(y−12)2−3

	Step 3: Simplify
x=(y−1)24−3=y2−2y+14−3=y2−2y−114



Result: This is a parabola opening to the right with x as a function of y.

Pro Tip
When you eliminate the parameter, don't forget about the original restrictions on t. In the example above, −2≤t≤3 means the curve only exists between specific endpoints, not as an infinite parabola.
Before working through more examples, recall these essential relationships.

Recall

Key Identities

	Pythagorean Identity: For any angle t, sin2t+cos2t=1
	Circle Equation: A circle of radius a centered at the origin has equation x2+y2=a2


These identities are particularly useful when your parametric equations involve trigonometric functions, which often describe circular or elliptical curves.

Example


Eliminate the parameter for each of the plane curves described by the following parametric equations and describe the resulting graph.

	x(t)=2t+4,y(t)=2t+1,−2≤t≤6
	x(t)=4cost,y(t)=3sint,0≤t≤2π




Sample Answer


	To eliminate the parameter, we can solve either of the equations for t. For example, solving the first equation for t gives

x=2t+4x2=2t+4x2−4=2tt=x2−42.



Note that when we square both sides it is important to observe that x≥0. Substituting t=x2−42 this into y(t) yields

y(t)=2t+1y=2(x2−42)+1y=x2−4+1y=x2−3.



This is the equation of a parabola opening upward. There is, however, a domain restriction because of the limits on the parameter t. When t=−2, x=2(−2)+4=0, and when t=6, x=2(6)+4=4. The graph of this plane curve follows.


[image: A curved line going from (−3, 0) through (2, 1) to (4, 13) with arrow going in that order. The point (−3, 0) is marked t = −2, the point (2, 1) is marked t = 0, the point (2 times the square root of 2, 5) is marked t = 2, the point (3 times the square root of 2, 9) is marked t = 4, and the point (4, 13) is marked t = 6. On the graph there are also written three equations: x(t) = square root of the quantity (2t + 4), y(t) = 2t + 1, and −2 ≤ t ≤ 6.]Graph of the plane curve described by the parametric equations in part a.

	Sometimes it is necessary to be a bit creative in eliminating the parameter. The parametric equations for this example are

x(t)=4cost and y(t)=3sint.



Solving either equation for t directly is not advisable because sine and cosine are not one-to-one functions. However, dividing the first equation by 4 and the second equation by 3 (and suppressing the t) gives us

cost=x4 and sint=y3.



Now use the Pythagorean identity cos2t+sin2t=1 and replace the expressions for sint and cost with the equivalent expressions in terms of x and y. This gives

(x4)2+(y3)2=1x216+y29=1.



This is the equation of a horizontal ellipse centered at the origin, with semimajor axis 4 and semiminor axis 3 as shown in the following graph.


[image: An ellipse with major axis horizontal and of length 8 and with minor radius vertical and of length 6 that is centered at the origin with arrow going counterclockwise. The point (4, 0) is marked t = 0, the point (0, 3) is marked t = π/2, the point (−4, 0) is marked t = π, and the point (0, −3) is marked t = 3π/2. On the graph there are also written three equations: x(t) = 4 cos(t), y(t) = 3 sin(t), and 0 ≤ t ≤ 2π.]Graph of the plane curve described by the parametric equations in part b.
As t progresses from 0 to 2π, a point on the curve traverses the ellipse once, in a counterclockwise direction. Recall from the section opener that the orbit of Earth around the Sun is also elliptical. This is a perfect example of using parameterized curves to model a real-world phenomenon.






Watch the following video to see the worked solution to the example above.Interactive elements can be viewed embedded within the content of our online courseware.


For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "7.1 Parametric Equations" here (opens in new window).

Try It
Interactive elements can be viewed embedded within the content of our online courseware.
So far we have seen the method of eliminating the parameter, assuming we know a set of parametric equations that describe a plane curve. What if we would like to start with the equation of a curve and determine a pair of parametric equations for that curve? This is certainly possible, and in fact it is possible to do so in many different ways for a given curve. The process is known as parameterization of a curve.

Example


Find two different pairs of parametric equations to represent the graph of y=2x2−3.



Sample Answer


First, it is always possible to parameterize a curve by defining x(t)=t, then replacing x with t in the equation for y(t). This gives the parameterization

x(t)=t,y(t)=2t2−3.

 
Since there is no restriction on the domain in the original graph, there is no restriction on the values of t.

We have complete freedom in the choice for the second parameterization. For example, we can choose x(t)=3t−2. The only thing we need to check is that there are no restrictions imposed on x; that is, the range of x(t) is all real numbers. This is the case for x(t)=3t−2. Now since y=2x2−3, we can substitute x(t)=3t−2 for x. This gives

y(t)=2(3t−2)2−2=2(9t2−12t+4)−2=18t2−24t+8−2=18t2−24t+6.

 
Therefore, a second parameterization of the curve can be written as

x(t)=3t−2 and y(t)=18t2−24t+6.

 





Watch the following video to see the worked solution to the example above.Interactive elements can be viewed embedded within the content of our online courseware.


For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "7.1 Parametric Equations" here (opens in new window).


Fundamentals of Parametric Equations: Learn It 3
Cycloids and Other Parametric Curves

Let's explore a fascinating connection between everyday motion and parametric curves. Picture yourself riding a bicycle down a straight road. As your wheels roll forward, every point on the tire traces a specific path through space. The path traced by a point on the edge of a rolling wheel creates a special curve called a cycloid.

Key Takeaway

cycloid

The curve traced by a point on the edge of a circle as it rolls along a straight line without slipping. For a wheel of radius a, the parametric equations are:

	x(t)=a(t−sint)
	y(t)=a(1−cost)





To understand where these equations come from, we'll break down the motion into two components:







1. The wheel's center motion: As the wheel rolls, its center moves horizontally at a constant height a (the radius). This gives us:

	x(t)=at
	y(t)=a








2. The point's rotation around the center: A point on the edge rotates clockwise around the center. Relative to the center, this motion is:

	x(t)=−asint
	y(t)=−acost








The negative signs account for the clockwise rotation (if the wheel moves left to right). If the negative sign were not there, we would have to imagine the wheel rotating counterclockwise.







Combining these motions gives us the cycloid equations. The point experiences both the forward motion of the center AND the circular rotation around it.

[image: A series of circles with center marked and a point on the circle drawing out a curve as if the circle was rolling along a plane. The shape made seems to be half an ellipse with height the diameter of the original circle and with major axis the circumference of the circle.]A wheel traveling along a road without slipping; the point on the edge of the wheel traces out a cycloid.





Pro Tip
Visualizing the Motion: Think of a piece of gum stuck to your bicycle tire. As you ride forward, the gum moves in two ways simultaneously: forward with the wheel AND around the wheel's center. The cycloid is the actual path the gum traces through space.Try It
Interactive elements can be viewed embedded within the content of our online courseware.
What happens if instead of rolling along a straight line, a circle rolls along the inside of a larger circle, as in Figure 11? In this graph, the green circle is traveling around the blue circle in a counterclockwise direction. A point on the edge of the green circle traces out the red graph. The resulting curve is called a hypocycloid.

[image: Two circles are drawn both with center at the origin and with radii 3 and 4, respectively; the circle with radius 3 has an arrow pointing in the counterclockwise direction. There is a third circle drawn with center on the circle with radius 3 and touching the circle with radius 4 at one point. That is, this third circle has radius 1. A point is drawn on this third circle, and if it were to roll along the other two circles, it would draw out a four pointed star with points at (4, 0), (0, 4), (−4, 0), and (0, −4). On the graph there are also written two equations: x(t) = 3 cos(t) + cos(3t) and y(t) = 3 sin(t) – sin(3t).]Graph of the hypocycloid described by the parametric equations shown.





Key Takeaway

hypocycloid

The curve traced by a point on a circle of radius b as it rolls inside a larger circle of radius a. The parametric equations are:

	x(t)=(a−b)cost+bcos(a−bbt)
	y(t)=(a−b)sint−bsin(a−bbt)













These parametric equations might look complex, but they follow a pattern similar to what we saw with the cycloid. Let's break down what's happening.








For a hypocycloid, we have a small circle of radius b rolling inside a larger circle of radius a. The center of the rolling circle travels along a circular path of radius a−b, which explains the first term in both the x(t) and y(t) equations.







The period of the second trigonometric function in both equations is 2πba−b. This period, along with the ratio ab, determines the shape of the resulting curve.

Key Takeaway

the ratio ab and cusps

The ratio ab directly controls the number of cusps (sharp points or corners) on the hypocycloid:

	When ab=3: You get a deltoid with 3 cusps
	When ab=4: You get an astroid with 4 cusps
	When ab is rational: The curve has a finite number of cusps and closes
	When ab is irrational: The curve has infinite cusps and never closes







 Figure 11 shows the classic example where a=4 and b=1, producing a four-cusped astroid. Figure 12 displays additional possibilities, including cases where ab is irrational.




[image: A series of hypocycloids is given. The first is a three pointed star marked a/b = 3. The second is a four pointed star marked a/b = 4. The third is a five pointed star marked a/b = 5. None of these first three figures has lines that cross each other. The fourth figure is a five pointed star but this one has lines which cross each other and looks like the star that children first learn to draw; it is marked a/b = 5/3. A similar sort of star with seven points is next and is marked a/b = 7/3. Then a similar star with eight points is next and is marked a/b = 8/3. The next figure is a complicated series of curves that ultimately creates a small rosette in the middle; this is marked a/b = π. Lastly, there is an even more complicated series of curves that creates a large rosette with sharper florets marked a/b = the square root of 2.]Graph of various hypocycloids corresponding to different values of ab.





When the ratio is irrational, something fascinating happens: the hypocycloid never returns to its starting point and creates infinitely many cusps. These curves are examples of space-filling curves—they wind around indefinitely, gradually filling more and more of the enclosed space.

Connect It



Hypocycloids aren't just mathematical curiosities. You'll find them in:







	Mechanical engineering: Gear tooth profiles and cam designs
	Physics: Paths of particles in certain force fields
	Architecture: Decorative patterns and structural designs























Fundamentals of Parametric Equations: Apply It
Learning Goals

	Create and sketch graphs of curves given their parametric equations
	Convert parametric equations into a regular y = f(x) form by eliminating the parameter
	Recognize and describe the curve called a cycloid



Designing Motion Paths

You're working with a local community center to design an interactive art installation that will be accessible to families from all backgrounds. The installation features moving lights that trace beautiful paths in a darkened room, creating patterns that visitors can observe and enjoy together.

The installation has several components:

	Linear Light Paths: Some lights move along straight lines
	Circular and Elliptical Orbits: Other lights follow curved paths
	Special Pattern Wheels: A mechanical component creates cycloid patterns using rolling wheels


Your job is to analyze the mathematical equations that control these light movements and ensure the installation works as designed.

Try It


Interactive elements can be viewed embedded within the content of our online courseware.

Try It


Interactive elements can be viewed embedded within the content of our online courseware.

Try It


Interactive elements can be viewed embedded within the content of our online courseware.

Try It


Interactive elements can be viewed embedded within the content of our online courseware.

Calculus with Parametric Curves: Learn It 1
Learning Goals

	Find derivatives and tangent lines for curves written in parametric form
	Calculate the area underneath a parametric curve
	Find the length of a parametric curve using the arc length formula
	Calculate the surface area when a parametric curve is rotated to create a 3D shape



Derivatives of Parametric Equations

When working with parametric equations, we often need to find the slope of the curve at any point. This is essential for understanding tangent lines, velocity, and rates of change.

Let's start with a concrete example.

Consider the parametric equations:

	x(t)=2t+3
	y(t)=3t−4
	where −2≤t≤3


This represents a line segment from (−1,−10) to (9,5). The graph of this curve appears in Figure 1.


[image: A straight line from (−1, −10) to (9, 5). The point (−1, −10) is marked t = −2, the point (3, −4) is marked t = 0, and the point (9, 5) is marked t = 3. There are three equations marked: x(t) = 2t + 3, y(t) = 3t – 4, and −2 ≤ t ≤ 3]Graph of the line segment described by the given parametric equations.
We can find the slope by converting to rectangular form, starting with solving for t from the x-equation:

x(t)=2t+3x−3=2tt=x−32.

Substituting this into y(t), we obtain

y(t)=3t−4y=3(x−32)−4y=3x2−92−4y=3x2−172.

 
The slope of this line is given by dydx=32.

There's a more direct approach -  calculating x′(t) and y′(t). This gives x′(t)=2 and y′(t)=3. Notice that dydx=dydtdxdt=32.
Both methods give the same answer—but the second method is often much more efficient!

Key Takeaway

theorem: derivative of parametric equations

For parametric equations x=x(t) and y=y(t):

dydx=dydtdxdt=y′(t)x′(t).

Important condition: x′(t)≠0

Connect It

Proof



This theorem can be proven using the Chain Rule. In particular, assume that the parameter t can be eliminated, yielding a differentiable function y=F(x). Then y(t)=F(x(t)). Differentiating both sides of this equation using the Chain Rule yields

y′(t)=F′(x(t))x′(t),

 
so

F′(x(t))=y′(t)x′(t).

 
But F′(x(t))=dydx, which proves the theorem.

∎

Pro Tip

Why This Formula Works

Think of the chain rule: As t changes, both x and y change. The ratio of their rates of change gives us the slope of the curve.

This is particularly useful when eliminating the parameter would result in a complicated expression!

The parametric derivative formula works for any parametric curve—even curves that loop or cross themselves and can't be written as y=f(x).

Recall
Recall that a critical point of a differentiable function y=f(x) is any point x=x0 such that either f′(x0)=0 or f′(x0) does not exist.
The parametric approach gives us the slope at any point along the curve, regardless of how complicated the path might be.

Example


Calculate the derivative dydx for each of the following parametrically defined plane curves, and locate any critical points on their respective graphs.

	x(t)=t2−3,y(t)=2t−1,−3≤t≤4
	x(t)=2t+1,y(t)=t3−3t+4,−2≤t≤5
	x(t)=5cost,y(t)=5sint,0≤t≤2π




Sample Answer


	To apply the theorem , first calculate x′(t) and y′(t): 

x′(t)=2ty′(t)=2.



Next substitute these into the equation:

dydx=dydtdxdtdydx=22tdydx=1t.



This derivative is undefined when t=0. Calculating x(0) and y(0) gives x(0)=(0)2−3=−3 and y(0)=2(0)−1=−1, which corresponds to the point (−3,−1) on the graph. The graph of this curve is a parabola opening to the right, and the point (−3,−1) is its vertex as shown.


[image: A curved line going from (6, −7) through (−3, −1) to (13, 7) with arrow pointing in that order. The point (6, −7) is marked t = −3, the point (−3, −1) is marked t = 0, and the point (13, 7) is marked t = 4. On the graph there are also written three equations: x(t) = t2 − 3, y(t) = 2t − 1, and −3 ≤ t ≤ 4.]Graph of the parabola described by parametric equations in part a.

	To apply the theorem, first calculate x′(t) and y′(t): 

x′(t)=2y′(t)=3t2−3.



Next substitute these into the equation:

dydx=dydtdxdtdydx=3t2−32.



This derivative is zero when t=±1. When t=−1 we have

x(−1)=2(−1)+1=−1 and y(−1)=(−1)3−3(−1)+4=−1+3+4=6,



which corresponds to the point (−1,6) on the graph. When t=1 we have

x(1)=2(1)+1=3 and y(1)=(1)3−3(1)+4=1−3+4=2,



which corresponds to the point (3,2) on the graph. The point (3,2) is a relative minimum and the point (−1,6) is a relative maximum, as seen in the following graph.


[image: A vaguely sinusoidal curve going from (−3, 2) through (−1, 6) and (3, 2) to (5, 6). The point (−3, 2) is marked t = −2, the point (−1, 6) is marked t = −1, the point (3, 2) is marked t = 1, and the point (5, 6) is marked t = 2. On the graph there are also written three equations: x(t) = 2t + 1, y(t) = t3 – 3t + 4, and −2 ≤ t ≤ 2.]Graph of the curve described by parametric equations in part b.

	To apply the theorem, first calculate x′(t) and y′(t): 

x′(t)=−5sinty′(t)=5cost.



Next substitute these into the equation:

dydx=dydtdxdtdydx=5cost−5sintdydx=−cott.



This derivative is zero when cost=0 and is undefined when sint=0. This gives t=0,π2,π,3π2, and 2π as critical points for t. Substituting each of these into x(t) and y(t), we obtain




	t
	x(t)
	y(t)





	0
	5
	0



	π2
	0
	5



	π
	−5
	0



	3π2
	0
	−5



	2π
	5
	0








These points correspond to the sides, top, and bottom of the circle that is represented by the parametric equations (Figure 4). On the left and right edges of the circle, the derivative is undefined, and on the top and bottom, the derivative equals zero.


[image: A circle with radius 5 centered at the origin is graphed with arrow going counterclockwise. The point (5, 0) is marked t = 0, the point (0, 5) is marked t = π/2, the point (−5, 0) is marked t = π, and the point (0, −5) is marked t = 3π/2. On the graph there are also written three equations: x(t) = 5 cos(t), y(t) = 5 sin(t), and 0 ≤ t ≤ 2π.]Graph of the curve described by parametric equations in part c.
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Example


Find the equation of the tangent line to the curve defined by the equations

x(t)=t2−3,y(t)=2t−1,−3≤t≤4 when t=2.

 



Sample Answer


First find the slope of the tangent line using the theorem, which means calculating x′(t) and y′(t):

x′(t)=2ty′(t)=2.

 
Next substitute these into the equation:

dydx=dydtdxdtdydx=22tdydx=1t.

 
When t=2, dydx=12, so this is the slope of the tangent line. Calculating x(2) and y(2) gives

x(2)=(2)2−3=1 and y(2)=2(2)−1=3,

 
which corresponds to the point (1,3) on the graph (Figure 6). Now use the point-slope form of the equation of a line to find the equation of the tangent line:

y−y0=m(x−x0)y−3=12(x−1)y−3=12x−12y=12x+52.

 
[image: A curved line going from (6, −7) through (−3, −1) to (13, 7) with arrow pointing in that order. The point (6, −7) is marked t = −3, the point (−3, −1) is marked t = 0, and the point (13, 7) is marked t = 4. On the graph there are also written three equations: x(t) = t2 − 3, y(t) = 2t − 1, and −3 ≤ t ≤ 4. At the point (1, 3), which is marked t = 2, there is a tangent line with equation y = x/2 + 5/2.]Tangent line to the parabola described by the given parametric equations when t=2.
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Calculus with Parametric Curves: Learn It 2
Second-Order Derivatives

The second derivative of a function y=f(x) is simply the derivative of the first derivative:

d2ydx2=ddx[dydx]

For parametric equations, we already know that dydx=dydtdxdt. To find the second derivative, we treat dydx itself as a function that depends on t, then apply the chain rule:

d2ydx2=ddx(dydx)=ddt(dydx)dxdt

Key Takeaway

second derivative for parametric functions

If x=f(t) and y=g(t), then:

d2ydx2=ddt(dydx)dxdt

Pro Tip
When you know dydx as a function of t, this formula becomes straightforward to apply—just differentiate with respect to t and divide by dxdt.

Example


Calculate the second derivative d2ydx2 for the plane curve defined by the parametric equations x(t)=t2−3,y(t)=2t−1,−3≤t≤4.



Sample Answer



From the example: Finding the Derivative of a Parametric Curve we know that dydx=22t=1t. Using our above equation, we obtain
d2ydx2=(ddt)(dydx)dxdt=(ddt)(1t)2t=−t−22t=−12t3.
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Calculus with Parametric Curves: Learn It 3
Integrals Involving Parametric Equations

Now that we can find derivatives of parametric curves, let's tackle finding the area under these curves. Consider the cycloid defined by x(t)=t−sint and y(t)=1−cost. How do we find the area of the shaded region below?

[image: A series of half circles drawn above the x-axis with x intercepts being multiples of 2π. The half circle between 0 and 2π is highlighted. On the graph there are also written two equations: x(t) = t – sin(t) and y(t) = 1 – cos(t).]Graph of a cycloid with the arch over [0,2π] highlighted.
To find the area under a parametric curve defined by x=x(t) and y=y(t) for a≤t≤b, we'll use the familiar rectangle approximation method.

Start by partitioning the interval [a,b] into n subintervals: t0=a<t1<t2<⋯<tn=b.


[image: A curved line is drawn in the first quadrant. Below it are a series of rectangles marked that begin at the x-axis and reach up to the curved line; the rectangle’s height is determined by the location of the curved line at the leftmost point of the rectangle. These lines are noted as x(t0), x(t1), …, x(tn).]Approximating the area under a parametrically defined curve.
For each rectangle:

	Height: y(t―i) for some t―i in the ith subinterval
	Width: x(ti)−x(ti−1)


The area of the ith rectangle becomes:

Ai=y(x(t―i))(x(ti)−x(ti−1)).

The total approximate area is:

An=∑i=1ny(x(t―i))(x(ti)−x(ti−1)).

To convert this into a form we can integrate, multiply and divide by Δt=ti−ti−1:
An=∑i=1ny(x(t―i))(x(ti)−x(ti−1)ti−ti−1)(ti−ti−1)=∑i=1ny(x(t―i))(x(ti)−x(ti−1)Δt)Δt.

Taking the limit as n approaches infinity gives:

A= lim n→∞An=∫aby(t)x′(t)dt.

As n approaches infinity, the change in x over smaller and smaller time intervals becomes the instantaneous rate of change x′(t). This transformation relies on the Mean Value Theorem.

Recall
Mean Value Theorem

If f is continuous on [a,b] and differentiable on (a,b), then there exists at least one point c∈(a,b) such that:
f′(c)=f(b)−f(a)b−a

This theorem guarantees that the average rate of change equals the instantaneous rate of change at some point in the interval.

The preceding result leads to the following theorem.

Key Takeaway

theorem: area under a parametric curve

For a non-self-intersecting plane curve defined by:

	x=x(t), y=y(t) where a≤t≤b
	x(t) is differentiable


The area under the curve is:

A=∫aby(t)·x′(t)dt

Important: This formula assumes the curve doesn't cross itself and that x(t) increases as t increases from a to b.

Example


Find the area under the curve of the cycloid defined by the equations

x(t)=t−sint,y(t)=1−cost,0≤t≤2π.

 



Sample Answer


Using the theorem, we have

A=∫aby(t)x′(t)dt=∫02π(1−cost)(1−cost)dt=∫02π(1−2cost+cos2t)dt=∫02π(1−2cost+1+cos2t2)dt=∫02π(32−2cost+cos2t2)dt=3t2−2sint+sin2t4|02π=3π.
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Calculus with Parametric Curves: Learn It 4
Arc Length of a Parametric Curve

Besides finding areas, we often need to calculate the arc length of parametric curves. Arc length measures the actual distance along a curve—if a particle travels from point A to point B along a curve, the arc length tells us exactly how far that particle traveled. To develop a formula for arc length, we start with an approximation by line segments as shown in the following graph.


[image: A curved line in the first quadrant with points marked for x = 1, 2, 3, 4, and 5. These points have values roughly 2.1, 2.7, 3, 2.7, and 2.1, respectively. The points for x = 1 and 5 are marked A and B, respectively.]Approximation of a curve by line segments.
For a plane curve defined by x=x(t), y=y(t) where a≤t≤b, we'll approximate the curve using line segments.

Start by partitioning [a,b] into n equal subintervals: t0=a<t1<t2<⋯<tn=b, where each subinterval has width Δt=b−an.

Using the distance formula, we can calculate the length of each line segment:
d1=(x(t1)−x(t0))2+(y(t1)−y(t0))2d2=(x(t2)−x(t1))2+(y(t2)−y(t1))2 etc .

The approximate arc length sn is the sum of all these segments:
s≈∑k=1nsk=∑k=1n(x(tk)−x(tk−1))2+(y(tk)−y(tk−1))2.

If x(t) and y(t) are differentiable, the Mean Value Theorem tells us that in each subinterval [tk−1,tk], there exist points t^k and t~k where:
x(tk)−x(tk−1)=x′(t^k)(tk−tk−1)=x′(t^k)Δty(tk)−y(tk−1)=y′(t~k)(tk−tk−1)=y′(t~k)Δt.

Substituting these expressions into our sum and factoring out Δt:

s≈∑k=1nsk=∑k=1n(x′(t^k)Δt)2+(y′(t~k)Δt)2=∑k=1n(x′(t^k))2(Δt)2+(y′(t~k))2(Δt)2=(∑k=1n(x′(t^k))2+(y′(t~k))2)Δt.

This sum is a Riemann sum approximating the arc length over the partition of [a,b]. As n→∞ and assuming the derivatives are continuous, we get:
s=limn→∞∑k=1nsk=limn→∞(∑k=1n(x′(t^k))2+(y′(t~k))2)Δt=∫ab(x′(t))2+(y′(t))2dt.

As the partition gets finer, t^k and t~k both lie in the same shrinking interval of width Δt, so they converge to the same value.
We can summarize this method in the following theorem.

Key Takeaway

theorem: arc length of a parametric curve

For a plane curve defined by x=x(t), y=y(t) where t1≤t≤t2, with x(t) and y(t) differentiable then:

s=∫t1t2(dxdt)2+(dydt)2dt.

This formula gives the exact arc length of the parametric curve.

Example


Find the arc length of the semicircle defined by the equations

x(t)=3cost,y(t)=3sint,0≤t≤π.

 



Sample Answer


The values t=0 to t=π trace out the red curve in Figure 9. To determine its length, use the theorem:

s=∫t1t2(dxdt)2+(dydt)2dt=∫0π(−3sint)2+(3cost)2dt=∫0π9sin2t+9cos2tdt=∫0π9(sin2t+cos2t)dt=∫0π3dt=3t|0π=3π.

 
Note that the formula for the arc length of a semicircle is πr and the radius of this circle is 3. This is a great example of using calculus to derive a known formula of a geometric quantity.

[image: A semicircle is drawn with radius 3. There is an arrow pointing counterclockwise. On the graph there are also written three equations: x(t) = 3 cos(t), y(t) = 3 sin(t), and 0 ≤ t ≤ π.]The arc length of the semicircle is equal to its radius times π.
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Calculus with Parametric Curves: Learn It 5
Surface Area Generated by a Parametric Curve

Recall that when we revolve a function y=f(x) around the x-axis from x=a to x=b, the surface area is:

S=2π∫abf(x)1+(f′(x))2dx.

Now let's find the surface area when we revolve a parametric curve around the x-axis, as shown in the following figure.

[image: A curve is drawn in the first quadrant with endpoints marked t = a and t = b. On this curve, there is a point marked (x(t), y(t)). There is a circle with an arrow drawn around the x-axis that seems to indicate a rotation about the x axis, and there is a shape that accompanies that curve that seems to be what you would obtain if you rotated the curve about the x axis.]A surface of revolution generated by a parametrically defined curve.
For a parametric curve x=x(t), y=y(t) where a≤t≤b, the analogous formula is:

S=2π∫aby(t)(x′(t))2+(y′(t))2dt

This formula requires that y(t)≥0 on [a,b]—the curve must lie on or above the x-axis. Notice that the expression [x′(t)]2+[y′(t)]2 is the arc length element we just learned, so we're essentially multiplying the circumference 2πy(t) by the arc length differential.

Key Takeaway

surface area of revolution (parametric form)

When revolving a parametric curve x=x(t), y=y(t) around the x-axis for a≤t≤b:

S=2π∫aby(t)[x′(t)]2+[y′(t)]2dt

Requirement: y(t)≥0 on [a,b]

Example


Find the surface area of a sphere of radius r centered at the origin.



Sample Answer


We start with the curve defined by the equations

x(t)=rcost,y(t)=rsint,0≤t≤π.

 
This generates an upper semicircle of radius r centered at the origin as shown in the following graph.


[image: A semicircle is drawn with radius r. On the graph there are also written three equations: x(t) = r cos(t), y(t) = r sin(t), and 0 ≤ t ≤ π.]A semicircle generated by parametric equations.
When this curve is revolved around the x-axis, it generates a sphere of radius r. To calculate the surface area of the sphere, we use the above equation:

S=2π∫aby(t)(x′(t))2+(y′(t))2dt=2π∫0πrsint(−rsint)2+(rcost)2dt=2π∫0πrsintr2sin2t+r2cos2tdt=2π∫0πrsintr2(sin2t+cos2t)dt=2π∫0πr2sintdt=2πr2(−cost|0π)=2πr2(−cosπ+cos0)=4πr2.

 
This is, in fact, the formula for the surface area of a sphere.
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Calculus with Parametric Curves: Apply It
Learning Goals

	Find derivatives and tangent lines for curves written in parametric form
	Calculate the area underneath a parametric curve
	Find the length of a parametric curve using the arc length formula
	Calculate the surface area when a parametric curve is rotated to create a 3D shape



Arc Length and Speed of Parametric Curves

Suppose we would like to represent the location of a baseball after the ball leaves a pitcher’s hand. If the position of the baseball is represented by the plane curve (x(t),y(t)), then we should be able to use calculus to find the speed of the ball at any given time. Furthermore, we should be able to calculate just how far that ball has traveled as a function of time.
Ignoring the effect of air resistance (unless it is a curve ball!), the ball travels a parabolic path. Assuming the pitcher’s hand is at the origin and the ball travels left to right in the direction of the positive x-axis, the parametric equations for this curve can be written as

x(t)=140t,y(t)=−16t2+2t

where t represents time. We first calculate the distance the ball travels as a function of time. This distance is represented by the arc length. We can modify the arc length formula slightly. First rewrite the functions x(t) and y(t) using v as an independent variable, so as to eliminate any confusion with the parameter t:
x(v)=140v,y(v)=−16v2+2v.

Then we write the arc length formula as follows:

s(t)=∫0t(dxdv)2+(dydv)2dv=∫0t1402+(−32v+2)2dv.

The variable v acts as a dummy variable that disappears after integration, leaving the arc length as a function of time t. To integrate this expression we can use a formula from Appendix A,

∫a2+u2du=u2a2+u2+a22 ln |u+a2+u2|+C.

We set a=140 and u=−32v+2. This gives du=−32dv, so dv=−132du. Therefore

∫1402+(−32v+2)2dv=−132∫a2+u2du=−132[(−32v+2)21402+(−32v+2)2+14022 ln |(−32v+2)+1402+(−32v+2)2|]+C

and

s(t)=−132[(−32t+2)21402+(−32t+2)2+14022 ln |(−32t+2)+1402+(−32t+2)2|]+132[1402+22+14022 ln |2+1402+22|]=(t2−132)1024t2−128t+19604−12254 ln |(−32t+2)+1024t2−128t+19604|+1960432+12254 ln (2+19604).

This function represents the distance traveled by the ball as a function of time. To calculate the speed, take the derivative of this function with respect to t. While this may seem like a daunting task, it is possible to obtain the answer directly from the Fundamental Theorem of Calculus:

ddx∫axf(u)du=f(x).

Therefore:

s′(t)=ddt[s(t)]=ddt[∫0t1402+(−32v+2)2dv]=1402+(−32t+2)2=1024t2−128t+19604=2256t2−32t+4901.

One third of a second after the ball leaves the pitcher’s hand, the distance it travels is equal to

s(13)=(132−132)1024(13)2−128(13)+19604−12254 ln |(−32(13)+2)+1024(13)2−128(13)+19604|+1960432+12254 ln (2+19604)≈46.69 feet .

This value is just over three quarters of the way to home plate. The speed of the ball is

s′(13)=2256(13)2−16(13)+4901≈140.34 ft/s .

 
This speed translates to approximately 95 mph—a major-league fastball.

Polar Coordinates and Conic Sections
Polar Coordinates and Conic Sections: Background You'll Need 1
Learning Goals

	Solve quadratic equations by completing the square.



Completing the Square

Not all quadratic equations can be factored or can be solved in their original form using the square root property. In these cases, we may use other methods for solving a quadratic equation. One method of solving quadratic equation is known as completing the square.

Using this process, we add or subtract terms to both sides of the equation until we have a perfect square trinomial on one side of the equal sign. We then apply the square root property. To complete the square, the leading coefficient, a, must equal 1. If it does not, then divide the entire equation by a. Then, we can use the following procedures to solve a quadratic equation by completing the square.

Key Takeaway

completing the square

The goal of completing the square is to transform a quadratic equation of the form ax2+bx+c=0 into a perfect square trinomial:
(x−h)2=k,

which can easily be solved by taking square roots.

How to: Solve a quadratic equation by completing the square
	Rearrange your equation so that it is in standard form: ax2+bx+c=0. Divide by a if a≠1.
	Isolate the constant term by moving it to the right side of the equation.
	Add (b2)2 on both sides of the equation.
	Form the perfect square trinomial.
	Solve for x using the square root property.


Recall
Perfect Square Trinomials:
	a2+2ab+b2=(a+b)2
	a2−2ab+b2=(a−b)2


Example
We will use the example x2+4x+1=0 to illustrate each step.
	Given a quadratic equation that cannot be factored and with a=1, first add or subtract the constant term to the right sign of the equal sign.
x2+4x=−1

	Multiply the b term by 12 and square it.
12(4)=222=4

	Add (12b)2 to both sides of the equal sign and simplify the right side. We have
x2+4x+4=−1+4x2+4x+4=3

	The left side of the equation can now be factored as a perfect square.
x2+4x+4=3(x+2)2=3

	Use the square root property and solve.
(x+2)2=±3x+2=±3x=−2±3

	The solutions are x=−2+3, x=−2−3.


Recall
Remember that we are permitted, by the properties of equality, to add, subtract, multiply, or divide the same amount to both sides of an equation. Doing so won't change the value of the equation but it will enable us to isolate the variable on one side (that is, to solve the equation for the variable).The square root property gives us another operation we can do to both sides of an equation, taking the square root. We just have to remember when taking the square root (or any even root, as we'll see later), to consider both the positive and negative possibilities of the constant.Example
Solve the quadratic equation by completing the square:x2−3x−5=0

Sample Answer
First, move the constant term to the right side of the equal sign by adding 5 to both sides of the equation.
x2−3x=5

Then, take 12 of the b term and square it.
12(−3)=−32(−32)2=94

Add the result to both sides of the equal sign.
 x2−3x+(−32)2=5+(−32)2x2−3x+94=5+94

Factor the left side as a perfect square and simplify the right side.
(x−32)2=294

Use the square root property and solve.
(x−32)2=±294(x−32)=±292x=32±292

The solutions are x=32+292, x=32−292.



Example
Solve the quadratic equation using completing the square:3x2−6x−9=0

Sample Answer
 Divide by the coefficient of x2:3x2−6x−93=0x2−2x−3=0 Isolate the constant term: x2−2x=3 Add (−22)2=(−1)2=1 on both sides :x2−2x+1=3+1 Form the perfect square trinomial: (x−1)2=3+1 Simplify and solve: (x−1)2=4x−1=±2x=1±2x=1+2=3 and x=1−2=−1
Pro Tip
Note that when solving a quadratic by completing the square, a negative value will sometimes arise under the square root symbol. Later, we'll see that this value can be represented by a complex number (as shown in the video help for the problem below). We may also treat this type of solution as unreal, stating that no real solutions exist for this equation, by writing DNE.Interactive elements can be viewed embedded within the content of our online courseware.
Interactive elements can be viewed embedded within the content of our online courseware.

Polar Coordinates and Conic Sections: Background You'll Need 2
Learning Goals

	Use the distance formula and the Pythagorean theorem



Distance Formula

[image: This is an image of a triangle on an x, y coordinate plane. The x and y axes range from 0 to 7. The points (x sub 1, y sub 1); (x sub 2, y sub 1); and (x sub 2, y sub 2) are labeled and connected to form a triangle. Along the base of the triangle, the following equation is displayed: the absolute value of x sub 2 minus x sub 1 equals a. The hypotenuse of the triangle is labeled: d = c. The remaining side is labeled: the absolute value of y sub 2 minus y sub 1 equals b.]Triangle with sides labeled on an x,y coordinate plane

Derived from the Pythagorean Theorem, the distance formula is used to find the distance between two points in the plane. The Pythagorean Theorem, a2+b2=c2, is based on a right triangle where a and b are the lengths of the legs adjacent to the right angle, and c is the length of the hypotenuse.

The relationship of sides |x2−x1| and |y2−y1| to side d is the same as that of sides a and b to side c. We use the absolute value symbol to indicate that the length is a positive number because the absolute value of any number is positive. (For example, |−3|=3. ) The symbols |x2−x1| and |y2−y1| indicate that the lengths of the sides of the triangle are positive. To find the length c, take the square root of both sides of the Pythagorean Theorem.
c2=a2+b2→c=a2+b2

It follows that the distance formula is given as
d2=(x2−x1)2+(y2−y1)2→d=(x2−x1)2+(y2−y1)2

Key Takeaway

distance formula

The distance formula is a mathematical equation used to determine the exact distance between two points ((x1,y1) and (x2,y2)) on a coordinate plane.
 Distance :d=(x2−x1)2+(y2−y1)2

Example
Find the distance between the points (−3,−1) and (2,3).
Sample Answer
Let us first look at the graph of the two points. Connect the points to form a right triangle.

[image: This is an image of a triangle on an x, y coordinate plane. The x-axis ranges from negative 4 to 4. The y-axis ranges from negative 2 to 4. The points (-3, -1); (2, -1); and (2, 3) are plotted and labeled on the graph. The points are connected to form a triangle]Triangle with points labeled on an x,y, coordinate plane

Then, calculate the length of d using the distance formula.
d=(x2−x1)2+(y2−y1)2d=(2−(−3))2+(3−(−1))2=(5)2+(4)2=25+16=41




Interactive elements can be viewed embedded within the content of our online courseware.

Using the Pythagorean Theorem

The Pythagorean Theorem is a special property of right triangles that has been used since ancient times. It is named after the Greek philosopher and mathematician Pythagoras who lived around 500 BCE.

Remember that a right triangle has a 90∘ angle, which we usually mark with a small square in the corner. The side of the triangle opposite the 90∘ angle is called the hypotenuse, and the other two sides are called the legs.


[image: Three right triangles, each with a box representing the right angle. The first one has the right angle in the lower left corner, the next in the upper left corner, and the last one at the top. The two sides touching the right angle are labeled ]These right triangles have two legs and a hypotenuse

 

The Pythagorean Theorem tells how the lengths of the three sides of a right triangle relate to each other. It states that in any right triangle, the sum of the squares of the two legs equals the square of the hypotenuse.

Key Takeaway


the Pythagorean Theorem

In any right triangle ΔABC,
a2+b2=c2

 

where c is the length of the hypotenuse a and b are the lengths of the legs.

 

[image: A right triangle, with the right angle marked with a box. Across from the box is side c. The sides touching the right angle are marked a and b.]
 



Recall



To solve problems that use the Pythagorean Theorem, we will need to find square roots. Recall the notation m and that it is defined in this way:
 If m=n2, then m=n for n≥0

For example, 25 is 5 because 52=25.

We will use this definition of square roots to solve for the length of a side in a right triangle.



Example
Use the Pythagorean Theorem to find the length of the hypotenuse.
[image: Right triangle with legs labeled as 3 and 4.]

Sample Answer




	Step 1. Read the problem.
	



	Step 2. Identify what you are looking for.
	the length of the hypotenuse of the triangle



	Step 3. Name. Choose a variable to represent it.
	Let c= the length of the hypotenuse 
[image: Right triangle with legs labeled 3 and 4 and the hypotenuse labeled c]



	Step 4. Translate.

Write the appropriate formula. Substitute.
	a2+b2=c2
32+42=c2



	Step 5. Solve the equation.
	9+16=c2
25=c2
25=c2
5=c



	Step 6. Check.
	32+42=52
9+16=?25
25+25✓



	Step 7. Answer the question.
	The length of the hypotenuse is 5.








Interactive elements can be viewed embedded within the content of our online courseware.
Example
Use the Pythagorean Theorem to find the length of the longer leg.
[image: A right triangle with one leg labeled as 5 and hypotenuse labeled as 13.]
 


Sample Answer




	Step 1. Read the problem.
	



	Step 2. Identify what you are looking for.
	The length of the leg of the triangle



	Step 3. Name. Choose a variable to represent it.
	Let b= the leg of the triangle 

Label side b
[image: A right triangle with one leg labeled as 5, the other leg labeled as b, and hypotenuse labeled as 13.]



	Step 4. Translate.

Write the appropriate formula. Substitute.
	a2+b2=c2
52+b2=132



	Step 5. Solve the equation. Isolate the variable term. Use the definition of the square root.

Simplify.
	25+b2=169
b2=144
b2=144
b=12



	Step 6. Check.
	52+122=?132
25+144=?169
169=169✓



	Step 7. Answer the question.
	The length of the leg is 12.









Polar Coordinates and Conic Sections: Background You'll Need 3
Learning Goals

	Apply substitution methods to find definite integrals



Substitution for Definite Integrals

Substitution can be used with definite integrals. However, using substitution to evaluate a definite integral requires a change to the limits of integration. If we change variables in the integrand, the limits of integration change as well.

Key Takeaway


substitution with definite integrals

Let u=g(x) and let g′ be continuous over an interval [a,b], and let f be continuous over the range of u=g(x). Then,

∫abf(g(x))g′(x)dx=∫g(a)g(b)f(u)du




Although we will not formally prove this theorem, we justify it with some calculations here. From the substitution rule for indefinite integrals, if F(x) is an antiderivative of f(x), we have

∫f(g(x))g′(x)dx=F(g(x))+C

Then

∫abf[g(x)]g′(x)dx=F(g(x))|x=ax=b=F(g(b))−F(g(a))=F(u)|u=g(a)u=g(b)=∫g(a)g(b)f(u)du,

and we have the desired result.

Example
Use substitution to evaluate ∫01x2(1+2x3)5dx.
Sample Answer

Let u=1+2x3, so du=6x2dx.

Since the original function includes one factor of x2 and du=6x2dx, multiply both sides of the du equation by 16.

Then,
du=6x2dx16du=x2dx.

To adjust the limits of integration, note that when x=0,u=1+2(0)=1, and when x=1,u=1+2(1)=3.

Then,
∫01x2(1+2x3)5dx=16∫13u5du.

Evaluating this expression, we get

16∫13u5du=(16)(u66)|13=136[(3)6−(1)6]=1829.

Watch the following video to see the worked solution to this example.

Interactive elements can be viewed embedded within the content of our online courseware.

For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "5.5 Substitution" here (opens in new window).

Example
Use substitution to evaluate ∫01xe4x2+3dx.
Sample Answer

Let u=4x3+3. Then, du=8xdx.

To adjust the limits of integration, we note that when x=0,u=3, and when x=1,u=7.

So our substitution gives,
∫01xe4x2+3dx=18∫37eudu=18eu|37=e7−e38≈134.568.



Substitution may be only one of the techniques needed to evaluate a definite integral. All of the properties and rules of integration apply independently, and trigonometric functions may need to be rewritten using a trigonometric identity before we can apply substitution. Also, we have the option of replacing the original expression for u after we find the antiderivative, which means that we do not have to change the limits of integration. These two approaches are shown in the following examples.

Example
Use substitution to evaluate ∫0π/2cos2θdθ.
Sample Answer

Let us first use a trigonometric identity to rewrite the integral. The trig identity cos2θ=1+cos2θ2 allows us to rewrite the integral as

∫0π/2cos2θdθ=∫0π/21+cos2θ2dθ.

 
Then,

∫0π/2(1+cos2θ2)dθ=∫0π/2(12+12cos2θ)dθ=12∫0π/2dθ+12∫0π/2cos2θdθ.

 
We can evaluate the first integral as it is, but we need to make a substitution to evaluate the second integral. Let u=2θ. Then, du=2dθ, or 12du=dθ. Also, when θ=0,u=0, and when θ=π/2,u=π. Expressing the second integral in terms of u, we have

12∫0π/2dθ+12∫0π/2cos2θdθ=12∫0π/2dθ+12(12)∫0πcosudu=θ2|θ=0θ=π/2+14sinu|u=0u=θ=(π4−0)+(0−0)=π4.

Watch the following video to see the worked solution to this example.

Interactive elements can be viewed embedded within the content of our online courseware.

For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "5.5 Substitution" here (opens in new window).
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Understanding Polar Coordinates: Learn It 1
Learning Goals

	Write the equation of a parabola when you know its focus and directrix
	Write the equation of an ellipse when you know its foci
	Write the equation of a hyperbola when you know its foci
	Identify which type of conic section you have based on its eccentricity value
	Write polar equations for conic sections using eccentricity



Conic Sections

Conic sections have fascinated mathematicians for over 2,000 years. Ancient Greek mathematicians like Menaechmus, Apollonius, and Archimedes studied these curves as early as 320 BCE, with Apollonius writing an entire eight-volume treatise on the subject. Today, you encounter conic sections in many real-world applications. They're essential in designing radio telescopes, satellite dish receivers, and architectural structures. Understanding these curves gives you powerful tools for modeling everything from planetary orbits to the path of a thrown baseball.

The name "conic sections" comes from their origin—they're literally sections cut from a cone. A cone consists of two identically shaped parts called nappes. You're probably familiar with one nappe, which looks like a party hat.

Key Takeaway

conic sections

Curves formed when a plane intersects a cone. The four basic types are circles, ellipses, parabolas, and hyperbolas.

To visualize a complete cone, imagine revolving a line through the origin around the y-axis. For example, revolving the line y=3x around the y-axis creates the cone shown in Figure 1.
[image: The line y = 3x is drawn and then rotated around the y-axis to create two nappes, that is, a cone that is both above and below the x axis.]A cone generated by revolving the line y=3x around the y -axis.
The type of conic section you get depends entirely on how the intersecting plane cuts through the cone:

	Hyperbola: The plane is parallel to the axis of revolution (the y-axis)
	Parabola: The plane is parallel to the generating line
	Circle: The plane is perpendicular to the axis of revolution
	Ellipse: The plane intersects one nappe at any angle other than 90°



[image: This figure has three figures. The first figure shows a plain cone with two nappes. The second figure shows a cone with a plane through one nappes and the circle at the top, which creates a parabola. There is also a circle, which occurs when a plane intersects one of the nappes while parallel to the circular bases. There is also an ellipse, which occurs when a plane insects one of the nappes while not parallel to one of the circular bases. Note that the circle and the ellipse are bounded by the edges of the cone on all sides. The last figure shows a hyperbola, which is obtained when a plane intersects both nappes.]The four conic sections. Each conic is determined by the angle the plane makes with the axis of the cone.Understanding Polar Coordinates: Learn It 2
Plotting Points in the Polar Plane

One key difference between polar and rectangular coordinates is that polar coordinates are not unique. A single point can be represented by infinitely many polar coordinate pairs.

Consider the point (1,3) in rectangular coordinates. This same point can be expressed in polar form as:

	(2,π3)
	(2,7π3)
	(−2,4π3)


Example

Let's verify that (−2,4π3) represents (1,3):

x=rcosθ=−2cos(4π3)=−2(−12)=1 and y=rsinθ=−2sin(4π3)=−2(−32)=3.


This confirms that negative values of r are allowed in polar coordinates. While every point has infinitely many polar representations, each point has only one representation in rectangular coordinates.

The polar coordinate system has a clear visual interpretation. The value r represents the directed distance from the origin to the point, while θ measures the angle that the line segment makes with the positive x-axis.

In the polar plane, the horizontal line extending right from the center is called the polar axis (equivalent to the positive x-axis). The center point is the pole or origin, corresponding to r=0. Concentric circles represent points at fixed distances from the pole. The equation r=1 describes all points one unit from the pole, r=2 describes points two units away, and so on. Line segments radiating from the pole correspond to fixed angles.

[image: A series of concentric circles is drawn with spokes indicating different values between 0 and 2π in increments of π/12. The first quadrant starts with 0 where the x-axis would be, then the next spoke is marked π/12, then π/6, π/4, π/3, 5π/12, π/2, and so on into the second, third, and fourth quadrants. The polar axis is noted near the former x-axis line.]The polar coordinate system.

How to: Plot Polar Points:

	Start with the angle θ. Measure counterclockwise from the polar axis if positive, clockwise if negative.
	If r>0, move that distance along the terminal ray of the angle.
	If r<0, move that distance along the ray opposite to the terminal ray.




Example


Plot each of the following points on the polar plane.

	(2,π4)
	(−3,2π3)
	(4,5π4)




Sample Answer


The three points are plotted in the following figure.


[image: Three points are marked on a polar coordinate plane, specifically (2, π/4) in the first quadrant, (4, 5π/4) in the third quadrant, and (−3, 2π/3) in the fourth quadrant.]Three points plotted in the polar coordinate system.




Watch the following video to see the worked solution to the example above.Interactive elements can be viewed embedded within the content of our online courseware.
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Understanding Polar Coordinates: Learn It 3
Polar Curves

Just as we graph functions y=f(x) in the rectangular coordinate system, we can graph functions r=f(θ) in the polar coordinate system to create curves.

The process for graphing polar curves follows the same fundamental approach as rectangular graphing. You start with values for the independent variable θ, calculate corresponding values of the dependent variable r, then plot and connect the resulting points.

Since many polar functions are periodic, you often need to evaluate only a limited range of θ values to capture the complete curve pattern.


Problem-Solving Strategy: Plotting a Curve in Polar Coordinates

	Create a table with columns for θ and r
	Choose appropriate θ values (consider the function's period)
	Calculate the corresponding r values for each θ.
	Plot each ordered pair (r,θ) on the coordinate axes.
	Connect the points and identify any patterns in the curve


Example


Graph the curve defined by the function r=4sinθ. Identify the curve and rewrite the equation in rectangular coordinates.



Sample Answer


Because the function is a multiple of a sine function, it is periodic with period 2π, so use values for θ between 0 and 2π. The result of steps 1–3 appear in the following table. Figure 5 shows the graph based on this table.




	θ
	r=4sinθ
	
	θ
	r=4sinθ





	0
	0
	
	π
	0



	π6
	2
	7π6
	−2



	π4
	22≈2.8
	5π4
	−22≈−2.8



	π3
	23≈3.4
	4π3
	−23≈−3.4



	π2
	4
	3π2
	4



	2π3
	23≈3.4
	5π3
	−23≈−3.4



	3π4
	22≈2.8
	7π4
	−22≈−2.8



	5π6
	2
	11π6
	−2



	
	
	2π
	0






[image: On the polar coordinate plane, a circle is drawn with radius 2. It touches the origin, (2 times the square root of 2, π/4), (4, π/2), and (2 times the square root of 2, 3π/4).]The graph of the function r=4sinθ is a circle.
This is the graph of a circle. The equation r=4sinθ can be converted into rectangular coordinates by first multiplying both sides by r. This gives the equation r2=4rsinθ. Next use the facts that r2=x2+y2 and y=rsinθ. This gives x2+y2=4y. To put this equation into standard form, subtract 4y from both sides of the equation and complete the square:

x2+y2−4y=0x2+(y2−4y)=0x2+(y2−4y+4)=0+4x2+(y−2)2=4.

 
This is the equation of a circle with radius 2 and center (0,2) in the rectangular coordinate system.





Watch the following video to see the worked solution to the example above.Interactive elements can be viewed embedded within the content of our online courseware.


For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.
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The graph in the previous example was that of a circle. The equation of the circle can be transformed into rectangular coordinates using the coordinate transformation formulas in the theorem.

Example


Rewrite each of the following equations in rectangular coordinates and identify the graph.

	θ=π3
	r=3
	r=6cosθ−8sinθ




Sample Answer


	Take the tangent of both sides. This gives tanθ=tan(π3)=3. Since tanθ=yx we can replace the left-hand side of this equation by yx. This gives yx=3, which can be rewritten as y=x3. This is the equation of a straight line passing through the origin with slope 3. In general, any polar equation of the form θ=K represents a straight line through the pole with slope equal to tanK.
	First, square both sides of the equation. This gives r2=9. Next replace r2 with x2+y2. This gives the equation x2+y2=9, which is the equation of a circle centered at the origin with radius 3. In general, any polar equation of the form r=k where k is a positive constant represents a circle of radius k centered at the origin. (Note: when squaring both sides of an equation it is possible to introduce new points unintentionally. This should always be taken into consideration. However, in this case we do not introduce new points. For example, (−3,π3) is the same point as (3,4π3).)
	Multiply both sides of the equation by r. This leads to r2=6rcosθ−8rsinθ. Next use the formulas

r2=x2+y2,x=rcosθ,y=rsinθ.



This gives

r2=6(rcosθ)−8(rsinθ)x2+y2=6x−8y.



To put this equation into standard form, first move the variables from the right-hand side of the equation to the left-hand side, then complete the square.

x2+y2=6x−8yx2−6x+y2+8y=0(x2−6x)+(y2+8y)=0(x2−6x+9)+(y2+8y+16)=9+16(x−3)2+(y+4)2=25.



This is the equation of a circle with center at (3,−4) and radius 5. Notice that the circle passes through the origin since the center is 5 units away.






Watch the following video to see the worked solution to the example above.Interactive elements can be viewed embedded within the content of our online courseware.


For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "7.3 Polar Coordinates" here (opens in new window).


The tables below summarize several important families of polar curves, where a and b are arbitrary constants.




	
[image: This table has three columns and 3 rows. The first row is a header row and is given from left to right as name, equation, and example. The second row is Line passing through the pole with slope tan K; θ = K; and a picture of a straight line on the polar coordinate plane with θ = π/3. The third row is Circle; r = a cosθ + b sinθ; and a picture of a circle on the polar coordinate plane with equation r = 2 cos(t) – 3 sin(t): the circle touches the origin but has center in the third quadrant.]
	
[image: This table has three columns and 3 rows. The first row is Spiral; r = a + bθ; and a picture of a spiral starting at the origin with equation r = θ/3. The second row is Cardioid; r = a(1 + cosθ), r = a(1 – cosθ), r = a(1 + sinθ), r = a(1 – sinθ); and a picture of a cardioid with equation r = 3(1 + cosθ): the cardioid looks like a heart turned on its side with a rounded bottom instead of a pointed one. The third row is Limaçon; r = a cosθ + b, r = a sinθ + b; and a picture of a limaçon with equation r = 2 + 4 sinθ: the figure looks like a deformed circle with a loop inside of it. The seventh row is Rose; r = a cos(bθ), r = a sin(bθ); and a picture of a rose with equation r = 3 sin(2θ): the rose looks like a flower with four petals, one petal in each quadrant, each with length 3 and reaching to the origin between each petal.]






A cardioid is a special case of a limaçon (pronounced "lee-mah-son") that occurs when a=b or a=−b. The heart-shaped cardioid gets its name from the Greek word for heart.

The rose curves display fascinating petal patterns that depend on the coefficient of θ. For example, r=3sin2θ produces four petals, while r=3sin3θ creates three petals.

Pro Tip

Rose Petal Rule:

	If the coefficient of θ is even, the graph has twice as many petals as the coefficient
	If the coefficient of θ is odd, the number of petals equals the coefficient


When the coefficient of θ is not an integer, interesting behaviors emerge. If the coefficient is rational, the curve eventually closes by returning to its starting point. However, if the coefficient is irrational, the curve never closes completely.

The graph of r=3sin(πθ) demonstrates this phenomenon. While it appears closed at first glance, closer examination reveals that the petals near the positive x-axis are slightly thicker because the curve never quite returns to its exact starting point. This creates a space-filling curve that would eventually occupy the entire circle of radius 3 if plotted completely.

[image: This figure has two figures. The first is a rose with so many overlapping petals that there are a few patterns that develop, starting with a sharp 10 pointed star in the center and moving out to an increasingly rounded set of petals. The second figure is a rose with even more overlapping petals, so many so that it is impossible to tell what is happening in the center, but on the outer edges are a number of sharply rounded petals.]Polar rose graphs of functions with (a) rational coefficient and (b) irrational coefficient. Note that the rose in part (b) would actually fill the entire circle if plotted in full.
Any polar curve r=f(θ) can be converted to parametric equations in rectangular coordinates using the conversion formulas:

x=rcosθy=rsinθ,

It is possible to rewrite these formulas using the function:

x=f(θ)cosθy=f(θ)sinθ.

This gives us a parametrization of the curve using θ as the parameter. For instance, the spiral r=a+bθ becomes:

x=(a+bθ)cosθy=(a+bθ)sinθ.

As θ ranges from −∞ to ∞, these equations generate the complete spiral curve.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Understanding Polar Coordinates: Learn It 4
Symmetry in Polar Coordinates

Just as we analyze symmetry in rectangular coordinates to understand function behavior, we can examine symmetry in polar curves to reveal important properties and simplify graphing.

Recall

Symmetry in Rectangular Coordinates:

	Even functions: f(−x)=f(x) creates y-axis symmetry
	Odd functions: f(−x)=−f(x) creates origin symmetry



Polar curves exhibit three main types of symmetry, each corresponding to reflection across a different line or point.

Key Takeaway

symmetry in polar curves and equations

For a curve r=f(θ) in polar coordinates, we can test for three types of symmetry:

	Polar Axis Symmetry (horizontal line symmetry)
	If point (r,θ) is on the graph, then (r,−θ)  is also on the graph
	Test: Replace θ with −θ in the equation



	Pole Symmetry (origin symmetry)
	If point (r,θ) is on the graph, then (r,π+θ) is also on the graph
	Test: Replace r with −r, or replace θ with π+θ



	Vertical Line Symmetry (line θ=π2)


	If point (r,θ) is on the graph, then (r,π−θ) is also on the graph
	Test: Replace θ with π−θ in the equation



Understanding these symmetries helps you graph polar curves more efficiently. If you can establish that a curve has certain symmetries, you only need to plot points in one region and then reflect them to complete the entire graph.

The following table shows examples of each type of symmetry.

[image: This table has three rows and two columns. The first row reads ]
Example


Find the symmetry of the rose defined by the equation r=3sin(2θ) and create a graph.



Sample Answer


Suppose the point (r,θ) is on the graph of r=3sin(2θ).

	To test for symmetry about the polar axis, first try replacing θ with −θ. This gives r=3sin(2(−θ))=−3sin(2θ). Since this changes the original equation, this test is not satisfied. However, returning to the original equation and replacing r with −r and θ with π−θ yields

−r=3sin(2(π−θ))−r=3sin(2π−2θ)−r=3sin(−2θ)−r=−3sin2θ.



Multiplying both sides of this equation by −1 gives r=3sin2θ, which is the original equation. This demonstrates that the graph is symmetric with respect to the polar axis.
	To test for symmetry with respect to the pole, first replace r with −r, which yields −r=3sin(2θ). Multiplying both sides by −1 gives r=−3sin(2θ), which does not agree with the original equation. Therefore the equation does not pass the test for this symmetry. However, returning to the original equation and replacing θ with θ+π gives

r=3sin(2(θ+π))=3sin(2θ+2π)=3(sin2θcos2π+cos2θsin2π)=3sin2θ.



Since this agrees with the original equation, the graph is symmetric about the pole.
	To test for symmetry with respect to the vertical line θ=π2, first replace both r with −r and θ with −θ. 

−r=3sin(2(−θ))−r=3sin(−2θ)−r=−3sin2θ.



Multiplying both sides of this equation by −1 gives r=3sin2θ, which is the original equation. Therefore the graph is symmetric about the vertical line θ=π2.


This graph has symmetry with respect to the polar axis, the origin, and the vertical line going through the pole. To graph the function, tabulate values of θ between 0 and π2 and then reflect the resulting graph.




	θ
	r





	0
	0



	π6
	332≈2.6



	π4
	3



	π3
	332≈2.6



	π2
	0






This gives one petal of the rose, as shown in the following graph.

[image: A single petal is graphed with equation r = 3 sin(2θ) for 0 ≤ θ ≤ π/2. It starts at the origin and reaches a maximum distance from the origin of 3.]The graph of the equation between θ=0 and θ=π2.
Reflecting this image into the other three quadrants gives the entire graph as shown.


[image: A four-petaled rose is graphed with equation r = 3 sin(2θ). Each petal starts at the origin and reaches a maximum distance from the origin of 3.]The entire graph of the equation is called a four-petaled rose.




Watch the following video to see the worked solution to the example above.Interactive elements can be viewed embedded within the content of our online courseware.
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Understanding Polar Coordinates: Apply It
Learning Goals

	Plot points using polar coordinates (r,θ)
	Switch back and forth between polar and rectangular (x,y) coordinates
	Draw polar curves from their equations
	Identify when polar curves have symmetry



Applications of Polar Coordinates: Natural Spirals

The chambered nautilus is a fascinating creature. This animal feeds on hermit crabs, fish, and other crustaceans. It has a hard outer shell with many chambers connected in a spiral fashion, and it can retract into its shell to avoid predators. When part of the shell is cut away, a perfect spiral is revealed, with chambers inside that are somewhat similar to growth rings in a tree.

[image: A photo of a cross section of a seashell that spirals from big chambers to smaller and smaller ones.]The chambered nautilus is a marine animal that lives in the tropical Pacific Ocean. Scientists think they have existed mostly unchanged for about 500 million years.(credit: modification of work by Jitze Couperus, Flickr)

This creature displays a spiral when half the outer shell is cut away. It is possible to describe a spiral using rectangular coordinates. Figure 1 below shows a spiral in rectangular coordinates. How can we describe this curve mathematically?


[image: A spiral starting at the origin and continually increasing its radius to a point P(x, y).]How can we describe a spiral graph mathematically?


As the point P travels around the spiral in a counterclockwise direction, its distance d from the origin increases. Assume that the distance d is a constant multiple k of the angle θ that the line segment OP makes with the positive x-axis. Therefore d(P,O)=kθ, where O is the origin. Now use the distance formula and some trigonometry:

d(P,O)=kθ(x−0)2+(y−0)2=k arctan (yx)x2+y2=k arctan (yx) arctan (yx)=x2+y2ky=xtan(x2+y2k).

Although this equation describes the spiral, it is not possible to solve it directly for either x or y. However, if we use polar coordinates, the equation becomes much simpler. In particular, d(P,O)=r, and θ is the second coordinate. Therefore the equation for the spiral becomes r=kθ. Note that when θ=0 we also have r=0, so the spiral emanates from the origin. We can remove this restriction by adding a constant to the equation. Then the equation for the spiral becomes r=a+kθ for arbitrary constants a and k. This is referred to as an Archimedean spiral, after the Greek mathematician Archimedes.

Another type of spiral is the logarithmic spiral, described by the function r=a·bθ. A graph of the function r=1.2(1.25θ) is given in Figure 2. This spiral describes the shell shape of the chambered nautilus.


[image: This figure has two figures. The first is a shell with many chambers that increase in size from the center out. The second is a spiral with equation r = 1.2(1.25θ).]A logarithmic spiral is similar to the shape of the chambered nautilus shell. (credit: modification of work by Jitze Couperus, Flickr)


Area and Arc Length in Polar Coordinates: Learn It 1
Learning Goals

	Calculate the area of regions when they're described in polar coordinates
	Find the length of a curve that's given in polar form



Areas of Regions Bounded by Polar Curves

In rectangular coordinates, you calculate the area under a curve y=f(x) from x=a to x=b using the definite integral A=∫abf(x)dx. You also found arc length using L=∫ab1+(f′(x))2dx.

Recall
 Fundamental Theorem of Calculus: The definite integral ∫abf(x)dx gives the exact area under the curve y=f(x) when f(x)>0 on the interval [a,b].
The key insight is adapting the Riemann sum approach. For rectangular coordinates, we used rectangles to approximate area. For polar curves, we use circular sectors instead.

Consider a polar curve r=f(θ) where α≤θ≤β. Here's how we build the area formula:

Divide [α,β] into n equal subintervals, each with width: Δθ=β−αn

The partition points are: θi=α+iΔθ

Each θi creates a line through the origin, dividing our region into sectors. The radius of each sector is ri=f(θi).


[image: On the polar coordinate plane, a curve is drawn in the first quadrant, and there are rays from the origin that intersect this curve at a regular interval. Every time one of these rays intersects the curve, a perpendicular line is made from the ray to the next ray. The first instance of a ray-curve intersection is labeled θ = α; the last instance is labeled θ = β. The intervening ones are marked θ1, θ2, …, θn−1.]A partition of a typical curve in polar coordinates.
The line segments are connected by arcs of constant radius, creating sectors whose areas we can calculate using a geometric formula. We'll use these sector areas to approximate the area between successive line segments.

[image: A circle is drawn with radius r and a sector of angle θ. It is noted that A = (1/2) θ r2.]The area of a sector of a circle is given by A=12θr2.
A full circle has area πr2 and central angle 2π. A sector represents the fraction θ2π of the full circle, so:

A=(θ2π)πr2=12θr2.

Since the radius of each sector is ri=f(θi), the area of the ith sector becomes:
Ai=12(Δθ)(f(θi))2.



The Riemann sum that approximates the total area is:





An=∑i=1nAi≈∑i=1n12(Δθ)(f(θi))2.

Taking the limit as n→∞, we get the exact area:
A= lim n→∞An=12∫αβ(f(θ))2dθ.

This derivation leads us to our main theorem.

Key Takeaway

area of a region bounded by a polar curve

Suppose f is continuous and nonnegative on the interval α≤θ≤β with 0<β−α≤2π. The area of the region bounded by the graph of r=f(θ) between the radial lines θ=α and θ=β is:

A=12∫αβ[f(θ)]2dθ=12∫αβr2dθ.


Pro Tip
Remember the factor of 12! This comes from the sector area formula and is easy to forget when setting up polar area problems.

Recall
Recall: Solving Trigonometric Equations

When finding intersection points for polar curves, you'll often need to solve trigonometric equations. Follow these steps:
	Use trigonometric identities to rewrite the expression in terms of a single trigonometric function, if necessary.
	Use algebra to isolate the trigonometric expression.
	Identify all angles on the unit circle that satisfy the equation.
	Note the period of the function to state all possible solutions for the angle.
	Solve for the variable in the angle expression, and identify the angles that lie within the desired interval.


For example, to solve the equation 1+3cos2θ=5cos2θ on the interval [0,2π)
	Subtract the 3cos2θ term and then divide both sides of the equation by 2:


cos2θ=12

	There are two angles on the unit circle where cosine is 12:


2θ=π3 and 2θ=5π3

	Since cosx has a period of 2π, all possible solutions are given by:


2θ=π3+2πk,2θ=5π3+2πk for any integer k.

	Divide by 2 to isolate θ:


θ=π6+πk,θ=5π6+πk for any integer k

	The possible values for k that result in angles within the interval [0,2π) are k=0 and 1, yielding the solution:


θ=π6,5π6,7π6,11π6

Example


Find the area of one petal of the rose defined by the equation r=3sin(2θ).



Sample Answer


The graph of r=3sin(2θ) follows.

[image: A four-petaled rose with furthest extent 3 from the origin at π/4, 3π/4, 5π/4, and 7π/4.]The graph of r=3sin(2θ).
When θ=0 we have r=3sin(2(0))=0. The next value for which r=0 is θ=π2. This can be seen by solving the equation 3sin(2θ)=0 for θ. Therefore the values θ=0 to θ=π2 trace out the first petal of the rose. To find the area inside this petal, use the theorem with f(θ)=3sin(2θ), α=0, and β=π2:

A=12∫αβ[f(θ)]2dθ=12∫0π2[3sin(2θ)]2dθ=12∫0π29sin2(2θ)dθ.

 
To evaluate this integral, use the formula sin2α=(1−cos(2α))2 with α=2θ:

A=12∫0π29sin2(2θ)dθ=92∫0π2(1−cos(4θ))2dθ=94(∫0π21−cos(4θ)dθ)=94(θ−sin(4θ)4)0π2=94(π2−sin2π4)−94(0−sin4(0)4)=9π8.
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The previous example showed how to find area inside one curve. You can also find the area between two polar curves using the same formula, but this requires some additional steps.

When finding the area between two polar curves, you need to:

	Find the intersection points of the curves
	Determine which curve is the outer curve and which is the inner curve in each region
	Set up the integral as: A=12∫αβ[r outer 2−r inner 2]dθ


Pro Tip
Identifying outer vs. inner curves: At any given angle θ, the curve with the larger r-value is the outer curve. This can change between intersection points, so check each region separately.Example


Find the area outside the cardioid r=2+2sinθ and inside the circle r=6sinθ.



Sample Answer


First draw a graph containing both curves as shown.

[image: A cardioid with equation r = 2 + 2 sinθ is shown, so it has its upper heart part at the origin and the rest of the cardioid is pointed up. There is a circle with radius 6 centered at (3, π/2). The area above the cardioid but below the circle is shaded orange.]The region between the curves r=2+2sinθ and r=6sinθ.
To determine the limits of integration, first find the points of intersection by setting the two functions equal to each other and solving for θ:

6sinθ=2+2sinθ4sinθ=2sinθ=12.

 
This gives the solutions θ=π6 and θ=5π6, which are the limits of integration. The circle r=3sinθ is the red graph, which is the outer function, and the cardioid r=2+2sinθ is the blue graph, which is the inner function. To calculate the area between the curves, start with the area inside the circle between θ=π6 and θ=5π6, then subtract the area inside the cardioid between θ=π6 and θ=5π6:

A= circle − cardioid =12∫π65π6[6sinθ]2dθ−12∫π65π6[2+2sinθ]2dθ=12∫π65π636sin2θdθ−12∫π65π64+8sinθ+4sin2θdθ=18∫π65π61−cos(2θ)2dθ−2∫π65π61+2sinθ+1−cos(2θ)2dθ=9[θ−sin(2θ)2]π65π6−2[3θ2−2cosθ−sin(2θ)4]π65π6=9(5π6−sin2(5π6)2)−9(π6−sin2(π6)2)-(3(5π6)−4cos5π6−sin2(5π6)2)+(3(π6)−4cosπ6−sin2(π6)2)=4π.
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In the previous example, we found the area inside the circle and outside the cardioid by first finding their intersection points. When we solved 2+2sinθ=6sinθ directly, we got two solutions: θ=π6 and θ=5π6.

However, looking at the graph reveals three intersection points. The third intersection point is the origin.

The reason why this point did not show up as a solution is because the origin is on both graphs but for different values of θ.

Example

For the cardioid r=2+2sinθ: 2+2sinθ=0 sinθ=−1 θ=3π2+2nπ (where n is any integer)

For the circle r=6sinθ: 6sinθ=0 θ=nπ (where n is any integer)

These two solution sets have no values in common, yet the curves still intersect at the origin.

Pro Tip
Always check for intersection at the origin! When polar curves pass through the origin, they may do so at different θ values, so the origin won't appear when you solve r1(θ)=r2(θ) algebraically.
Area and Arc Length in Polar Coordinates: Learn It 2
Arc Length in Polar Curves

When you need to find the length of a curve defined in polar coordinates, you can adapt the familiar arc length formula from rectangular coordinates.

Recall
Rectangular Arc Length: For a parameterized curve (x(t),y(t)), arc length is L=∫ab(dxdt)2+(dydt)2dt
To derive the polar formula, we start with the conversion equations:

x=rcosθ=f(θ)cosθ and y=rsinθ=f(θ)sinθ,

Taking derivatives with respect to θ:
dxdθ=f′(θ)cosθ−f(θ)sinθdydθ=f′(θ)sinθ+f(θ)cosθ.

Now we substitute these into the arc length formula, replacing the parameter t with θ:
L=∫αβ(dxdθ)2+(dydθ)2dθ=∫αβ(f′(θ)cosθ−f(θ)sinθ)2+(f′(θ)sinθ+f(θ)cosθ)2dθ

Expanding the terms under the square root and using the identity cos2θ+sin2θ=1:
L=∫αβ[f′(θ)]2(cos2θ+sin2θ)+[f(θ)]2(cos2θ+sin2θ)dθ=∫αβ[f′(θ)]2+[f(θ)]2dθ=∫αβr2+(drdθ)2dθ

This gives us the following theorem.

Key Takeaway

arc length of a curve defined by a polar function

Let f be a function whose derivative is continuous on [α,β]. The length of the curve r=f(θ) from θ=α to θ=β is:

L=∫αβ[f(θ)]2+[f′(θ)]2dθ=∫αβr2+(drdθ)2dθ.

Example
Find the arc length of the cardioid r=2+2cosθ.
Sample Answer


When θ=0,r=2+2cos0=4. Furthermore, as θ goes from 0 to 2π, the cardioid is traced out exactly once. Therefore these are the limits of integration. Using f(θ)=2+2cosθ, α=0, and β=2π, the theorem equation becomes

L=∫αβ[f(θ)]2+[f′(θ)]2dθ=∫02π[2+2cosθ]2+[−2sinθ]2dθ=∫02π4+8cosθ+4cos2θ+4sin2θdθ=∫02π4+8cosθ+4(cos2θ+sin2θ)dθ=∫02π8+8cosθdθ=2∫02π2+2cosθdθ.

 
Next, using the identity cos(2α)=2cos2α−1, add 1 to both sides and multiply by 2. This gives 2+2cos(2α)=4cos2α. Substituting α=θ2 gives 2+2cosθ=4cos2(θ2), so the integral becomes

L=2∫02π2+2cosθdθ=2∫02π4cos2(θ2)dθ=2∫02π2|cos(θ2)|dθ.

 
The absolute value is necessary because the cosine is negative for some values in its domain. To resolve this issue, change the limits from 0 to π and double the answer. This strategy works because cosine is positive between 0 and π2. Thus,

L=4∫02π|cos(θ2)|dθ=8∫0πcos(θ2)dθ=8(2sin(θ2))0π=16.
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Area and Arc Length in Polar Coordinates: Apply It
Learning Goals

	Calculate the area of regions when they're described in polar coordinates
	Find the length of a curve that's given in polar form



Polar Coordinates in Weather Radar Coverage

You're working with meteorologists to design a new weather radar system that will help protect communities from severe storms. The radar system uses rotating antennas that sweep across different coverage areas to detect precipitation, wind patterns, and storm systems. This technology is crucial for providing early warnings to all residents, regardless of their location or background.

The radar system has several scanning components:

	Primary radar sweeps that create circular coverage zones
	Storm detection patterns with specialized rose-shaped scanning paths
	Cable routing that requires precise measurement along curved antenna paths
	Overlapping coverage areas where multiple radar beams intersect for enhanced accuracy


Your task is to calculate coverage areas and cable lengths for the radar installation, ensuring complete weather monitoring coverage for the region.

Try It


Interactive elements can be viewed embedded within the content of our online courseware.

Try It


Interactive elements can be viewed embedded within the content of our online courseware.

Try It


Interactive elements can be viewed embedded within the content of our online courseware.

Try It


Interactive elements can be viewed embedded within the content of our online courseware.

Conic Sections: Learn It 1
Learning Goals

	Write the equation of a parabola when you know its focus and directrix
	Write the equation of an ellipse when you know its foci
	Write the equation of a hyperbola when you know its foci
	Identify which type of conic section you have based on its eccentricity value
	Write polar equations for conic sections using eccentricity





Conic Sections





Conic sections have fascinated mathematicians for over 2,000 years. Ancient Greek mathematicians like Menaechmus, Apollonius, and Archimedes studied these curves as early as 320 BCE, with Apollonius writing an entire eight-volume treatise on the subject. Today, you encounter conic sections in many real-world applications. They're essential in designing radio telescopes, satellite dish receivers, and architectural structures. Understanding these curves gives you powerful tools for modeling everything from planetary orbits to the path of a thrown baseball.

The name "conic sections" comes from their origin—they're literally sections cut from a cone. A cone consists of two identically shaped parts called nappes. You're probably familiar with one nappe, which looks like a party hat.

Key Takeaway

conic sections

Curves formed when a plane intersects a cone. The four basic types are circles, ellipses, parabolas, and hyperbolas.

To visualize a complete cone, imagine revolving a line through the origin around the y-axis. For example, revolving the line y=3x around the y-axis creates the cone shown in Figure 1.
[image: The line y = 3x is drawn and then rotated around the y-axis to create two nappes, that is, a cone that is both above and below the x axis.]A cone generated by revolving the line y=3x around the y -axis.
The type of conic section you get depends entirely on how the intersecting plane cuts through the cone:

	Hyperbola: The plane is parallel to the axis of revolution (the y-axis)
	Parabola: The plane is parallel to the generating line
	Circle: The plane is perpendicular to the axis of revolution
	Ellipse: The plane intersects one nappe at any angle other than 90°



[image: This figure has three figures. The first figure shows a plain cone with two nappes. The second figure shows a cone with a plane through one nappes and the circle at the top, which creates a parabola. There is also a circle, which occurs when a plane intersects one of the nappes while parallel to the circular bases. There is also an ellipse, which occurs when a plane insects one of the nappes while not parallel to one of the circular bases. Note that the circle and the ellipse are bounded by the edges of the cone on all sides. The last figure shows a hyperbola, which is obtained when a plane intersects both nappes.]The four conic sections. Each conic is determined by the angle the plane makes with the axis of the cone.

Conic Sections: Learn It 2
Parabolas

A parabola forms when a plane intersects a cone parallel to the generating line. Unlike other conic sections, the plane intersects only one nappe of the cone.

Key Takeaway

parabola

A parabola is the set of all whose distance from a fixed point (the focus) equals the distance from a fixed line (the directrix).

The vertex of a parabola is the point halfway between the focus and the directrix. This point represents the parabola's turning point.

[image: A parabola is drawn with vertex at the origin and opening up. A focus is drawn as F at (0, p). A point P is marked on the line at coordinates (x, y), and the distance from the focus to P is marked d. A line marked the directrix is drawn, and it is y = − p. The distance from P to the directrix at (x, −p) is marked d.]A typical parabola in which the distance from the focus to the vertex is represented by the variable p.
Using the distance definition and the distance formula, we can derive the equation of a parabola.

Recall
Distance Formula: For points P(x1,y1) and Q(x2,y2), the distance is d(P,Q)=(x2−x1)2+(y2−y1)2.From Figure 3, we apply the parabola definition: the distance from focus F to point P equals the distance from P to point Q on the directrix.
d(F,P)=d(P,Q)(0−x)2+(p−y)2=(x−x)2+(−p−y)2.

 
Squaring both sides and simplifying:

x2+(p−y)2=02+(−p−y)2x2+p2−2py+y2=p2+2py+y2x2−2py=2pyx2=4py.

Recall
Recall: Transformations of graphs

For function y=f(x), the graph y=f(x−h)+k shifts vertically by k units and horizontally by h units.
	Positive k: shift up; negative k: shift down
	Positive h: shift right; negative h: shift left


The equation y=f(x−h)+k is equivalent to y−k=f(x−h). When you replace y with y−k and x with x−h in any equation, the graph shifts according to these rules.

What if the vertex isn't at the origin? We use coordinates  (h,k) to represent the vertex location. When the focus sits directly above the vertex, it has coordinates (h,k+p) and the directrix becomes the line y=k−p.

Using the same derivation process gives us (x−h)2=4p(y−k). Solving for y leads to our key theorem.

Key Takeaway

standard form of a parabola

Given a parabola opening upward with vertex located at (h,k) and focus located at (h,k+p)], the equation is:

y=14p(x−h)2+k.

 
This is the standard form of a parabola.


Parabolas can open in four directions: up, down, left, or right. Each orientation has its own standard form equation, as shown in Figure 4.


[image: This figure has four figures, each a parabola facing a different way. In the first figure, a parabola is drawn opening up with equation y = (1/(4p))(x − h)2 + k. The vertex is given as (h, k), the focus is drawn at (h, k + p), and the directrix is drawn as y = k − p. In the second figure, a parabola is drawn opening down with equation y = −(1/(4p))(x − h)2 + k. The vertex is given as (h, k), the focus is drawn at (h, k − p), and the directrix is drawn as y = k + p. In the third figure, a parabola is drawn opening to the right with equation x = (1/(4p))(y − k)2 + h. The vertex is given as (h, k), the focus is drawn at (h + p, k), and the directrix is drawn as x = h − p. In the fourth figure, a parabola is drawn opening left with equation x = −(1/(4p))(y − k)2 + h. The vertex is given as (h, k), the focus is drawn at (h – p, k), and the directrix is drawn as x = h + p.]Four parabolas, opening in various directions, along with their equations in standard form.
You'll also encounter parabolas written in general form, where the values of h, k, and p aren't immediately visible:

	Vertical parabolas (opens up/down): ax2+bx+cy+d=0
	Horizontal parabolas (opens left/right): ay2+bx+cy+d=0


Pro Tip
Converting to Standard Form: Use completing the square to convert from general form to standard form. This reveals the vertex coordinates and makes graphing much easier.Example


Put the equation x2−4x−8y+12=0 into standard form and graph the resulting parabola.



Sample Answer


Since y is not squared in this equation, we know that the parabola opens either upward or downward. Therefore we need to solve this equation for y, which will put the equation into standard form. To do that, first add 8y to both sides of the equation:

8y=x2−4x+12.

 
The next step is to complete the square on the right-hand side. Start by grouping the first two terms on the right-hand side using parentheses:

8y=(x2−4x)+12.

 
Next determine the constant that, when added inside the parentheses, makes the quantity inside the parentheses a perfect square trinomial. To do this, take half the coefficient of x and square it. This gives (−42)2=4. Add 4 inside the parentheses and subtract 4 outside the parentheses, so the value of the equation is not changed:

8y=(x2−4x+4)+12−4.

 
Now combine like terms and factor the quantity inside the parentheses:

8y=(x−2)2+8.

Finally, divide by 8:

y=18(x−2)2+1.

 
This equation is now in standard form. Comparing this to equations for parabolas gives h=2, k=1, and p=2. The parabola opens up, with vertex at (2,1), focus at (2,3), and directrix y=−1. The graph of this parabola appears as follows.

[image: A parabola is drawn with vertex at (2, 1) and opening up with equation x2 – 4x – 8y + 12 = 0. The focus is drawn at (1, 3). The directrix is drawn at y = − 1.]The parabola in [link].




Watch the following video to see the worked solution to the example above.Interactive elements can be viewed embedded within the content of our online courseware.


For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "7.5 Conic Sections" here (opens in new window).

Try It
Interactive elements can be viewed embedded within the content of our online courseware.

The axis of symmetry of a vertical parabola is a vertical line passing through the vertex. This creates a powerful reflective property that makes parabolas incredibly useful in real-world applications. When parallel rays (like light or radio waves) enter a parabola parallel to its axis of symmetry, they all reflect to a single point—the focus.

 

[image: A parabola is drawn with vertex at the origin and opening up. Two parallel lines are drawn that strike the parabola and reflect to the focus.]
This reflective property explains why parabolic shapes appear in so many technologies—from car headlights to radio telescopes to solar collectors.

Connect It
Parabolas collect parallel rays to the focus, but they send rays from the focus out in parallel beams. This dual property makes them perfect for both receiving signals (satellite dishes) and projecting light (flashlights).
Satellite Dishes: A parabolic dish aims directly at a satellite in space, with a receiver positioned at the focus. Radio waves from the satellite reflect off the parabolic surface and concentrate at the receiver. This design allows a small receiver to gather signals from a wide area of sky.

Flashlights and Headlights: These devices work using the same principle in reverse. The light bulb sits at the focus, and the parabolic mirror behind it focuses the light rays into a concentrated beam straight ahead. This allows a small light bulb to illuminate a wide angle of space in front of the flashlight or car.


Conic Sections: Learn It 3
Ellipses

An ellipse has two foci (plural of focus) and two directrices (plural of directrix). We'll examine the directrices in detail later in this section.

Key Takeaway

ellipse

An ellipse is the set of all points for which the sum of their distances from two fixed points (the foci) is constant.



[image: An ellipse is drawn with center at the origin O, focal point F’ being (−c, 0) and focal point F being (c, 0). The ellipse has points P and P’ on the x-axis and points Q and Q’ on the y axis. There are lines drawn from F’ to Q and F to Q. There are also lines drawn from F’ and F to a point A on the ellipse marked (x, y). The distance from O to Q and O to Q’ is marked b, and the distance from P to O and O to P’ is marked a.]A typical ellipse in which the sum of the distances from any point on the ellipse to the foci is constant.
Figure 8 shows a typical ellipse with its essential components labeled. Understanding these parts will help you work with ellipse equations and solve related problems. Let's examine each component and its coordinates in this standard position.

	The Foci: Points F and F′ are both the same distance c from the origin. Their coordinates are F(c,0) and F′(−c,0).
	The Major Axis: The longest distance across the ellipse. Points P and P′ mark the ends of the major axis with coordinates (a,0) and  (−a,0). The major axis length is 2a.
	The Vertices: Points P and P′ are called the vertices of the ellipse—the endpoints of the major axis.
	The Minor Axis: The shortest distance across the ellipse, perpendicular to the major axis. Points Q and Q′ mark its ends with coordinates (0,b) and (0,−b).


Pro Tip
The major axis can be horizontal or vertical—whichever is longer. The minor axis is always perpendicular to the major axis and represents the shorter dimension.Now we'll use these components to derive the standard form equation of an ellipse. According to the ellipse definition, the sum of distances from any point on the ellipse to the two foci remains constant. Let's use point P to find this constant sum.
Since P has coordinates (a,0), the sum of the distances is

d(P,F)+d(P,F′)=(a−c)+(a+c)=2a.

This means for any arbitrary point A(x,y) on the ellipse, the sum also equals 2a. Using the distance formula:
d(A,F)+d(A,F′)=2a(x−c)2+y2+(x+c)2+y2=2a.

To solve for the ellipse equation, we'll eliminate the radicals through careful algebra. Subtract the second radical from both sides and square:

(x−c)2+y2=2a−(x+c)2+y2(x−c)2+y2=4a2−4a(x+c)2+y2+(x+c)2+y2x2−2cx+c2+y2=4a2−4a(x+c)2+y2+x2+2cx+c2+y2−2cx=4a2−4a(x+c)2+y2+2cx.

Isolate the radical and square again:
−2cx=4a2−4a(x+c)2+y2+2cx4a(x+c)2+y2=4a2+4cx(x+c)2+y2=a+cxa(x+c)2+y2=a2+2cx+c2x2a2x2+2cx+c2+y2=a2+2cx+c2x2a2x2+c2+y2=a2+c2x2a2.

Rearrange the variables on the left-hand side of the equation and the constants on the right-hand side:
x2−c2x2a2+y2=a2−c2(a2−c2)x2a2+y2=a2−c2.

Divide both sides by a2−c2. This gives the equation:

x2a2+y2a2−c2=1.



Looking back at Figure 8, each green line segment from point Q to a focus has length a. This happens because the sum of distances from Q to both foci equals 2a, and these segments have equal length. These segments form a right triangle with hypotenuse a and legs of length b and c. Using the Pythagorean theorem: a2=b2+c2, which gives us b2=a2−c2.







Substituting this relationship into our equation x2a2+y2b2=1,we get:





x2a2+y2b2=1.

 
When the center moves from the origin to point (h,k), we get standard form of an ellipse.

Key Takeaway

standard form of an ellipse

The standard form depends on whether the major axis is horizontal or vertical.

 

Ellipse with Horizontal Major Axis: Center at (h,k), horizontal major axis of length 2a, vertical minor axis of length 2b:
(x−h)2a2+(y−k)2b2=1

	Foci: (h±c,k) where c2=a2−b2
	Directrices: x=h±a2c


Ellipse with Vertical Major Axis: Center at (h,k), vertical major axis of length 2a, horizontal minor axis of length 2b:
(x−h)2b2+(y−k)2a2=1

	Foci: (h,k±c) where c2=a2−b2
	Directrices: y=k±a2c


An ellipse is called horizontal when its major axis is horizontal, and vertical when its major axis is vertical.

Pro Tip
In standard form, the larger denominator indicates the major axis direction. If a2 is under the x-term, the major axis is horizontal. If a2 is under the y-term, the major axis is vertical.The general form of an ellipse is Ax2+By2+Cx+Dy+E=0, where A and B are both positive or both negative. To convert from general to standard form, use completing the square.

Example


Put the equation 9x2+4y2−36x+24y+36=0 into standard form and graph the resulting ellipse.



Sample Answer


First subtract 36 from both sides of the equation:

9x2+4y2−36x+24y=−36.

 
Next group the x terms together and the y terms together, and factor out the common factor:

(9x2−36x)+(4y2+24y)=−369(x2−4x)+4(y2+6y)=−36.

 
We need to determine the constant that, when added inside each set of parentheses, results in a perfect square. In the first set of parentheses, take half the coefficient of x and square it. This gives (−42)2=4. In the second set of parentheses, take half the coefficient of y and square it. This gives (62)2=9. Add these inside each pair of parentheses. Since the first set of parentheses has a 9 in front, we are actually adding 36 to the left-hand side. Similarly, we are adding 36 to the second set as well. Therefore the equation becomes

9(x2−4x+4)+4(y2+6y+9)=−36+36+369(x2−4x+4)+4(y2+6y+9)=36.

 
Now factor both sets of parentheses and divide by 36:

9(x−2)2+4(y+3)2=369(x−2)236+4(y+3)236=1(x−2)24+(y+3)29=1.

 
The equation is now in standard form. Comparing this to the theorem equation gives h=2, k=−3, a=3, and b=2. This is a vertical ellipse with center at (2,−3), major axis 6, and minor axis 4. The graph of this ellipse appears as follows.

[image: An ellipse is drawn with equation 9x2 + 4y2 – 36x + 24y + 36 = 0. It has center at (2, −3), touches the x-axis at (2, 0), and touches the y-axis at (0, −3).]The ellipse in [link].




Watch the following video to see the worked solution to the example above.Interactive elements can be viewed embedded within the content of our online courseware.


For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "7.5 Conic Sections" here (opens in new window).



Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Connect It

Ellipses appear throughout nature and human-made structures, creating fascinating phenomena that affect everything from planetary motion to architectural acoustics.

Planetary Orbits: According to Kepler's first law of planetary motion, planets orbit the Sun in elliptical paths with the Sun at one focus (Figure 11a). This means Earth's distance from the Sun varies throughout the year. Other celestial objects follow elliptical orbits too. Comets like Halley's Comet, moons orbiting planets, and satellites orbiting Earth all travel in elliptical paths.

Whispering Galleries: Ellipses have a remarkable reflective property: a light ray from one focus reflects off the ellipse and passes through the other focus. Sound waves behave the same way, creating "whispering galleries." The National Statuary Hall in the U.S. Capitol demonstrates this acoustic property perfectly. This elliptical room served as the House of Representatives meeting place for nearly fifty years. Floor marks identify the two foci, and people standing on these spots can hear each other clearly across the room, even when it's crowded.

[image: There are two figures labeled a and b. In figure a, the earth is drawn orbiting the sun, with January and July marked. The distance from the sun to the earth marked January is 147 million km, while the distance from the sun to the earth marked July is 152 million miles. In figure b, a room is shown with curved walls.](a) Earth’s orbit around the Sun is an ellipse with the Sun at one focus. (b) Statuary Hall in the U.S. Capitol is a whispering gallery with an elliptical cross section.

Conic Sections: Learn It 4
Hyperbolas

Like ellipses, hyperbolas have two foci and two directrices. However, hyperbolas also feature two asymptotes—lines the curve approaches but never touches.

Key Takeaway

hyperbola

A hyperbola is the set of all points where the difference between their distances from two fixed points (the foci) is constant.

Pro Tip
Notice the key difference from an ellipse: hyperbolas use the difference of distances, while ellipses use the sum of distances.
Figure 12 shows the essential parts of a hyperbola that you'll need to understand for working with hyperbola equations.

	The Transverse Axis: Also called the major axis, this passes through both foci and vertices. The hyperbola intersects this axis at two points called vertices.
	The Conjugate Axis: Also called the minor axis, this is perpendicular to the transverse axis and passes through the center. Unlike ellipses, the hyperbola doesn't intersect the conjugate axis.
	The Asymptotes: Two diagonal lines that the hyperbola approaches but never touches. These lines help determine the hyperbola's shape and orientation.



[image: A hyperbola is drawn with center at the origin. The vertices are at (a, 0) and (−a, 0); the foci are labeled F1 and F2 and are at (c, 0) and (−c, 0). The asymptotes are drawn, and lines are drawn from the vertices to the asymptotes; the intersections of these lines are connected by other lines to make a rectangle; the shorter axis is called the conjugate axis and the larger axis is called the transverse axis. The distance from the x-axis to either line forming the rectangle is b.]A typical hyperbola in which the difference of the distances from any point on the ellipse to the foci is constant. The transverse axis is also called the major axis, and the conjugate axis is also called the minor axis.


The derivation of a hyperbola's equation follows the same process as for an ellipse, with one important difference in the definition. For a hyperbola, we consider the difference between two distances rather than the sum. Since this difference could be positive or negative, we use absolute value:





|d(P,F1)−d(P,F2)|= constant 

To simplify the derivation, let's assume point P is on the right branch of the hyperbola, which allows us to drop the absolute value bars. The vertex of the right branch has coordinates (a,0), giving us:
d(P,F1)−d(P,F2)=(c+a)−(c−a)=2a.

For any point P(x,y) on the hyperbola:

d(P,F1)−d(P,F2)=2a(x+c)2+y2−(x−c)2+y2=2a.

Add the second radical to both sides and square:
(x−c)2+y2=2a+(x+c)2+y2(x−c)2+y2=4a2+4a(x+c)2+y2+(x+c)2+y2x2−2cx+c2+y2=4a2+4a(x+c)2+y2+x2+2cx+c2+y2−2cx=4a2+4a(x+c)2+y2+2cx.

Isolate the radical and square again:
−2cx=4a2+4a(x+c)2+y2+2cx4a(x+c)2+y2=−4a2−4cx(x+c)2+y2=−a−cxa(x+c)2+y2=a2+2cx+c2x2a2x2+2cx+c2+y2=a2+2cx+c2x2a2x2+c2+y2=a2+c2x2a2.

Rearrange the variables on the left-hand side of the equation and the constants on the right-hand side:
x2−c2x2a2+y2=a2−c2(a2−c2)x2a2+y2=a2−c2.

Dividing both sides by a2−c2:

x2a2+y2a2−c2=1.

For hyperbolas, c>a (unlike ellipses where a>c). This makes a2−c2 negative. We define b2=c2−a2, so a2−c2=−b2.

Substituting this relationship:

x2a2−y2b2=1.

 
When the center moves from the origin to point (h,k), we get the standard form of a hyperbola.

Key Takeaway

standard form of a hyperbola

The standard form depends on whether the transverse axis (major axis) is horizontal or vertical.

 

Hyperbola with Horizontal Transverse Axis: Center at (h,k):
(x−h)2a2−(y−k)2b2=1

	Foci: (h±c,k) where c2=a2+b2
	Asymptotes: y=k±ba(x−h)
	Directrices: x=h±a2c


Hyperbola with Vertical Transverse Axis: Center at (h,k):

(y−k)2a2−(x−h)2b2=1

	Foci: (h,k±c) where c2=a2+b2
	Asymptotes: y=k±ab(x−h)
	Directrices: y=k±a2c


A hyperbola is called horizontal when its transverse axis is horizontal, and vertical when its transverse axis is vertical.

Pro Tip
For hyperbolas, c2=a2+b2. This differs from ellipses, where c2=a2−b2. The relationship c>a always holds for hyperbolas.The general form of a hyperbola is Ax2+By2+Cx+Dy+E=0, where A and B have opposite signs. To convert from general to standard form, use completing the square.

Example


Put the equation 9x2−16y2+36x+32y−124=0 into standard form and graph the resulting hyperbola. What are the equations of the asymptotes?



Sample Answer


First add 124 to both sides of the equation:

9x2−16y2+36x+32y=124.

 
Next group the x terms together and the y terms together, then factor out the common factors:

(9x2+36x)−(16y2−32y)=1249(x2+4x)−16(y2−2y)=124.

 
We need to determine the constant that, when added inside each set of parentheses, results in a perfect square. In the first set of parentheses, take half the coefficient of x and square it. This gives (42)2=4. In the second set of parentheses, take half the coefficient of y and square it. This gives (−22)2=1. Add these inside each pair of parentheses. Since the first set of parentheses has a 9 in front, we are actually adding 36 to the left-hand side. Similarly, we are subtracting 16 from the second set of parentheses. Therefore the equation becomes

9(x2+4x+4)−16(y2−2y+1)=124+36−169(x2+4x+4)−16(y2−2y+1)=144.

 
Next factor both sets of parentheses and divide by 144:

9(x+2)2−16(y−1)2=1449(x+2)2144−16(y−1)2144=1(x+2)216−(y−1)29=1.

 
The equation is now in standard form. Comparing this to the theorem gives h=−2, k=1, a=4, and b=3. This is a horizontal hyperbola with center at (−2,1) and asymptotes given by the equations y=1±34(x+2). The graph of this hyperbola appears in the following figure.

[image: A hyperbola is drawn with equation 9x2 + 16y2 + 36x + 32y – 124 = 0. It has center at (−2, 1), and the hyperbolas are open to the left and right.]Graph of the hyperbola in [link].




Watch the following video to see the worked solution to the example above.Interactive elements can be viewed embedded within the content of our online courseware.


For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "7.5 Conic Sections" here (opens in new window).

Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Hyperbolas have a unique reflective property that makes them valuable in optical and radio applications. A ray directed toward one focus of a hyperbola reflects off the hyperbolic surface toward the other focus.


[image: A hyperbola is drawn that is open to the right and left. There is a ray pointing to a point on the right hyperbola marked ]A hyperbolic mirror used to collect light from distant stars.
Connect It

This reflective property has several important applications:

Radio Direction Finding: Since the difference in signal arrival times from two radio towers remains constant along hyperbolic paths, this principle helps determine the location of signal sources. Navigation systems use this property to triangulate positions.

Telescope Construction: Hyperbolic mirrors inside telescopes redirect light from the primary parabolic mirror to the eyepiece. This design allows for more compact telescope construction while maintaining optical precision.

Comet Trajectories: When a comet enters our solar system with sufficient speed to escape the Sun's gravitational pull, its trajectory follows a hyperbolic path. The comet approaches the Sun along one branch of the hyperbola, swings around, and departs along the other branch. Objects with enough energy to escape a gravitational field follow hyperbolic paths (like some comets), while those with insufficient escape energy follow elliptical orbits (like planets and many asteroids).


Conic Sections: Learn It 5
Eccentricity and Directrix

An alternative way to describe a conic section involves the directrices, the foci, and a new property called eccentricity. The value of a conic's eccentricity can uniquely identify which type of conic section it is.

Key Takeaway

eccentricity

The eccentricity e of a conic section equals the distance from any point on the conic to its focus, divided by the perpendicular distance from that point to the nearest directrix. This ratio remains constant for all points on the conic.

 
The eccentricity value determines the conic type:

	If e=1, the conic is a parabola.
	If e<1, it is an ellipse.
	If e>1, it is a hyperbola.
	If e=0, it is a circle (special case of ellipse)




The directrix of a conic section is the line that, together with the focus, helps define the conic. Parabolas have one focus and one directrix, while ellipses and hyperbolas have two foci and two associated directrices. The three conic sections with their directrices appear in the following figure.

[image: This figure has three figures. In the first is an ellipse, with center at the origin, foci at (c, 0) and (−c, 0), half of its vertical height being b, half of its horizontal length being a, and directrix x = ±a2/c. The second figure is a parabola with vertex at the origin, focus (a, 0), and directrix x = −a. The third figure is a hyperbola with center at the origin, foci at (c, 0) and (−c, 0), vertices at (a, 0) and (−a, 0), and directices at x = ±a2/c.]The three conic sections with their foci and directrices.
Let's verify these eccentricity relationships by examining each conic type.

For parabolas, by definition, the distance from any point on a parabola to the focus equals the distance to the directrix. Therefore, e= distance to focus  distance to directrix =1.
For ellipses, consider a horizontal ellipse with directrices at x=±a2c. The right vertex is at (a,0) and the right focus is (c,0). Therefore the distance from the vertex to the focus is a−c and the distance from the vertex to the right directrix is a2c−c. This gives the eccentricity as:

e=a−ca2c−a=c(a−c)a2−ac=c(a−c)a(a−c)=ca

Since c<a for ellipses, we have e<1.

For hyperbolas, the directrices are also at x=±a2c, and similar calculations give e=ca. However, for hyperbolas c>a, so e>1.

Example


Determine the eccentricity of the ellipse described by the equation

(x−3)216+(y+2)225=1.



Sample Answer


From the equation we see that a=5 and b=4. The value of c can be calculated using the equation a2=b2+c2 for an ellipse. Substituting the values of a and b and solving for c gives c=3. Therefore the eccentricity of the ellipse is e=ca=35=0.6.





Watch the following video to see the worked solution to the example above.Interactive elements can be viewed embedded within the content of our online courseware.


For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "7.5 Conic Sections" here (opens in new window).

Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.


Conic Sections: Learn It 6
Polar Equations of Conic Sections

Sometimes it is useful to write or identify the equation of a conic section in polar form. To do this, we need the concept of the focal parameter.

Key Takeaway

focal parameter

The focal parameter p of a conic section is the distance from a focus to the nearest directrix.

The following table shows the focal parameters for different types of conics, where a is the length of the semi-major axis (half the length of the major axis), c is the distance from the origin to the focus, and e is the eccentricity. For parabolas, a represents the distance from the vertex to the focus.
Eccentricities and Focal Parameters of the Conic Sections



	Conic
	e
	p





	Ellipse
	0<e<1
	a2−c2c=a(1−e2)e



	Parabola
	e=1
	2a



	Hyperbola
	e>1
	c2−a2c=a(e2−1)e






Using the definitions of the focal parameter and eccentricity of the conic section, we can derive an equation for any conic section in polar coordinates. In particular, we assume that one of the foci of a given conic section lies at the pole. Then using the definition of the various conic sections in terms of distances, it is possible to prove the following theorem.

Key Takeaway

polar equation of conic sections

The polar equation of a conic section with focal parameter p is:

r=ep1±ecosθ or r=ep1±esinθ

	Left equation: horizontal major axis (cosine term)
	Right equation: vertical major axis (sine term)



To analyze a conic section written in polar form, follow these steps:

	Step 1: Make the constant term in the denominator equal to 1. Divide both numerator and denominator by the constant that appears in front of the ± sign.
	Step 2: Identify the eccentricity e as the coefficient of the trigonometric function in the denominator.
	Step 3: Determine the conic type using the eccentricity value and orientation using the trigonometric function:
	If cosine appears: horizontal orientation
	If sine appears: vertical orientation
	If both appear: the axes are rotated





Pro Tip
The center of the conic is not necessarily at the origin. The center is at the origin only when the conic is a circle (when e=0).Example


Identify and create a graph of the conic section described by the equation

r=31+2cosθ.

 



Sample Answer


The constant term in the denominator is 1, so the eccentricity of the conic is 2. This is a hyperbola. The focal parameter p can be calculated by using the equation ep=3. Since e=2, this gives p=32. The cosine function appears in the denominator, so the hyperbola is horizontal. Pick a few values for θ and create a table of values. Then we can graph the hyperbola (Figure 17).




	θ
	r
	θ
	r





	0
	1
	π
	−3



	π4
	31+2≈1.2426
	5π4
	31−2≈−7.2426



	π2
	3
	3π2
	3



	3π4
	31−2≈−7.2426
	7π4
	31+2≈1.2426






[image: Graph of a hyperbola with equation r = 3/(1 + 2 cosθ), center at (2, 0), and vertices at (1, 0) and (3, 0).]Graph of the hyperbola described in [link].




Watch the following video to see the worked solution to the example above.Interactive elements can be viewed embedded within the content of our online courseware.


For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "7.5 Conic Sections" here (opens in new window).

Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Conic Sections: Apply It
Learning Goals

	Write the equation of a parabola when you know its focus and directrix
	Write the equation of an ellipse when you know its foci
	Write the equation of a hyperbola when you know its foci
	Identify which type of conic section you have based on its eccentricity value
	Write polar equations for conic sections using eccentricity



Satellite Communication Systems

You're working as an engineer for a telecommunications company that's designing a new satellite communication network. Your team needs to understand the mathematical properties of conic sections to optimize antenna designs, predict satellite orbits, and plan communication coverage areas. Each conic section plays a crucial role in modern satellite technology—from the parabolic dishes that focus radio signals to the elliptical orbits that satellites follow around Earth.

Try It


Interactive elements can be viewed embedded within the content of our online courseware.

Try It


Interactive elements can be viewed embedded within the content of our online courseware.

Try It


Interactive elements can be viewed embedded within the content of our online courseware.

Try It


Interactive elements can be viewed embedded within the content of our online courseware.

Foundations of Vectors and 3D Space
Foundations of Vectors and 3D Space: Background You'll Need 1
Learning Goals

	Find angles using inverse sine, cosine, and tangent functions



Evaluating Angles Using Inverse Trigonometric Functions

Inverse trigonometric functions are essential tools in mathematics for finding angles when the ratios of the sides of right triangles are known. These functions "undo" the calculations made by their respective trigonometric functions, translating a ratio back into an angle measurement. Inverse trigonometric functions allow us to retrieve the angle from a given trigonometric ratio. They provide crucial insights in fields ranging from engineering to physics, where angles need to be determined from known lengths or ratios.
	Inverse Sine (arcsin): If sin(y)=x, then y=sin−1(x).
	sin−1(x) is defined for x in the interval [−1,1] and returns an angle y in the interval [−π2,π2]



	Inverse Cosine (arccos): If cos(y)=x, then y=cos−1(x).
	cos−1(x) is defined for x in the interval [−1,1] and returns an angle y in the interval [0,π]



	Inverse Tangent (arctan): If tan(y)=x, then y=tan−1(x).
	tan−1(x) does not have restrictions on x but returns an angle y in the interval [−π2,π2]





Key Takeaway

inverse sine, cosine, and tangent

For angles in the interval [−π2, π2], if sin(y)=x, then sin−1(x)=y.

For angles in the interval [0,π], if cos(y)=x, then cos−1(x)=y.

For angles in the interval (−π2, π2), if tan(y)=x, then tan−1(x)=y.

Pro Tip
Be aware that sin−1(x) denotes the inverse sine function, which is not the same as the reciprocal of sine, 1sin(x).

To accurately evaluate inverse trigonometric functions, particularly for special input values, it's essential to recognize the outputs for standard angles and adjust these for specific cases. This is analogous to the processes used with original trigonometric functions, enhancing the understanding of their inverse counterparts.

With the inverse trigonometric functions, special angles such as π6(30∘), π4(45∘), and π3(60∘), and their reflections are used to find exact values, mirroring the process used for trigonometric functions.

Recall
Standard trigonometric functions—sine, cosine, and tangent—are used to find the ratio of sides in a right triangle given an angle. For instance, sin(x) represents the ratio of the opposite side to the hypotenuse, cos(x) is the adjacent side to the hypotenuse, and tan(x) is the opposite side to the adjacent side.



	Angle
	sin(θ)
	cos(θ)
	tan(θ)



	π6(30∘)
	12
	32
	13



	π4(45∘)
	22
	22
	1



	π3(60∘)
	32
	12
	3






How To: Evaluate an Inverse Trigonometric Function for Special Input Values
	Identify the Corresponding Angle: Determine which angle x produces an output equal to the input value for the inverse trigonometric function based on known trigonometric values.
	Check for Validity: Ensure that the identified x falls within the function's defined range, and that it appropriately corresponds to the given inverse function (sine, cosine, or tangent).
	Calculate the Inverse: For valid inputs, use the inverse function to compute the corresponding angle that the trigonometric ratio represents.


Example
Evaluate each of the following.
a. sin−1(12)

b. sin−1(−22)

c. cos−1(−32)

d. tan−1(1)

Sample Answer

a. Evaluating sin−1(12) is the same as determining the angle that would have a sine value of 12. In other words, what angle x would satisfy sin(x)=12? There are multiple values that would satisfy this relationship, such as π6 and 5π6, but we know we need the angle in the interval [−π2, π2], so the answer will be sin−1(12)=π6. Remember that the inverse is a function, so for each input, we will get exactly one output.

b. To evaluate sin−1(−22), we know that 5π4 and 7π4 both have a sine value of −22, but neither is in the interval [−π2, π2]. For that, we need the negative angle coterminal with 7π4:sin−1(−22)=−π4.

c. To evaluate cos−1(−32), we are looking for an angle in the interval [0,π] with a cosine value of −32. The angle that satisfies this is cos−1(−32)=5π6.

d. Evaluating tan−1(1), we are looking for an angle in the interval (−π2, π2) with a tangent value of 1. The correct angle is tan−1(1)=π4.



Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Foundations of Vectors and 3D Space: Background You'll Need 2
Learning Goals

	Understand set notation and basic set theory concepts



Applying Set and Interval Notation

Set notation and interval notation are crucial tools in mathematics for describing ranges of values precisely and concisely. These notations assist in expressing solutions to equations, defining function domains and ranges, and setting up integration and summation intervals.

Set Notation generally refers to a way of describing sets with a list of elements or a rule that the elements must follow, often expressed in the form {x| property of x}. This can include descriptions of sets that are not continuous, such as {1,2,3,4} or {x|x is an even integer }.

Interval Notation focuses on describing continuous intervals on the real number line, often using parentheses and brackets, such as (a,b) or [c,d). In interval notation:
	We use parentheses ( ) for intervals to indicate that the endpoint is not included, known as an open interval.
	We use brackets [ ] for intervals to indicate that the endpoint is included, known as a closed interval.
	The union symbol ∪ is used to combine disjoint sets or intervals that are part of the domain or range but do not directly connect.
	Infinity (∞) is always accompanied by a parenthesis because infinity is not a number but rather a concept of endlessness.


Key Takeaway

set and interval notation

	Set Notation: Uses curly braces {} to list elements explicitly or to describe them with conditions.
	Interval Notation: Efficient for describing continuous ranges, using brackets []for closed intervals and parentheses () for open intervals.


Example
Some examples of set and interval notation being used are:
	Describing a Domain: The domain of f(x)=x−3 is all x such that x−3≥0. In interval notation, this is [3,∞).
	Solution Sets: For the inequality x2−4<12, solve to find x<4 and x>−4, described as (−4,4).
	Defining Function Ranges: If a function f maps real numbers to their squares, the range can be set as [0,∞), representing all non-negative real numbers.


Pro Tip
Always determine whether the interval should include the endpoints based on the conditions given.

Example
Write the following sets using interval notation.
	The set of all real numbers greater than 5
	x∣x≤−2
	x∣x≤−3 or x≥3


Sample Answer

	This set includes every real number greater than 5, but not 5 itself. In interval notation, you represent this as (5,∞).
	The set describes all real numbers less than or equal to −2. In interval notation, this is written as (−∞,−2].
	This set includes all real numbers less than or equal to −3 and all real numbers greater than or equal to 3. In interval notation, these two conditions are represented as two separate intervals combined using the union symbol. Thus, the notation for this set is (−∞,−3]∪[3,∞).



Try It
Interactive elements can be viewed embedded within the content of our online courseware.


Set Operations

Commonly, sets interact. For example, you and a new roommate decide to have a house party, and you both invite your circle of friends. At this party, two sets are being combined, though it might turn out that there are some friends that were in both sets.

Key Takeaway


set operations: union, intersection, complement, and difference

	The union of two sets contains all the elements contained in either set (or both sets).
	The union is notated A∪B. More formally, x∈A∪B if x∈A or x∈B (or both).



	The intersection of two sets contains only the elements that are in both sets.
	The intersection is notated A∩B. More formally, x∈A∩B if x∈A and x∈B.



	The complement of a set A contains everything that is not in the A.
	The complement is notated A′, or Ac, or sometimes  ~A.



	The difference of two sets is the list of all the elements that are in one set but not present in the other.
	The difference between two sets is notated A⧵B. More formally, x∈A⧵B if x∈A & x∉B.







Pro Tip
Notice in the descriptions of the notation introduced above that the complement of a set is denoted Ac. This superscript is not an exponent. It is a decoration that denotes the complement of a set.Let’s try applying the set operations.

Consider the sets:
	A={ red, green, blue }
	B={ red, yellow, orange }
	C={ red, orange, yellow, green, blue, purple }


Find the following:
	Find A∪B
	Find A∩B
	Find Ac∩C


Sample Answer

	The union contains all the elements in either set: A∪B={ red, green, blue, yellow, orange }. Notice we only list red once.
	The intersection contains all the elements in both sets: A∩B={ red }.
	Here we’re looking for all the elements that are not in set A and are also in C . Ac∩C={ orange, yellow, purple }




Interactive elements can be viewed embedded within the content of our online courseware.
Set operations can be grouped together – for example, Ac∩C. Grouping symbols can be used like they are with arithmetic – to force an order of operations.

Interactive elements can be viewed embedded within the content of our online courseware.
Foundations of Vectors and 3D Space: Background You'll Need 3
Learning Goals

	Calculate square roots and apply them in basic operations like addition, subtraction, and rationalizing the denominators.



Adding and Subtracting Square Roots

To add or subtract square roots, the expressions involved must have identical radicands and the same type of roots, like square roots. When these conditions are met, you can combine the expressions.

Example
For example, consider the expressions 2 and 32. Since they both contain the square root of 2, they can be combined:2+32=(1+3)2=42
Similarly, 32−22 results in (3−2)2=2.Pro Tip
Notice that simplifying radical expressions is a critical step. The expression 18 can be simplified to 32, because 18=9×2=32. Simplifying each term ensures that you are working with the simplest form, making it easier to add or subtract the radicals.How To: Given a radical expression requiring addition or subtraction of square roots, solve.
	Simplify each radical expression: Convert each term to its simplest radical form.
	Combine terms with matching radicands: Add or subtract the coefficients of the radicals.


Example
Simplify the expression:
512+23

Sample Answer
512+23=54·3+23 Factor 12 into 4 and 3. =5·23+23 Simplify 4 to 2.=103+23 Multiply 5 and 2.=(10+2)3 Combine like terms. =123 Finally, simplify the expression. 
Interactive elements can be viewed embedded within the content of our online courseware.
Example
Simplify the expression:2072a3b4c−148a3b4c

Sample Answer

First, let's rewrite each term so they have equal radicands.
2072a3b4c=2036·2·a3·b4·c Factor out the square of 36 from 72. =20·62a3b4c Simplify 36 to 6.=1202a3b4c Combine constants. 148a3b4c=144·2·a3·b4·c Factor out the square of 4 from 8. =14·22a3b4c Simplify 4 to 2.=282a3b4c Combine constants. Now the terms have the same radicand so we can subtract.2072a3b4c−148a3b4c=1202a3b4c−282a3b4c Subtract the simplified terms. =(120−28)2a3b4c Factor out the common radical term. =922a3b4c Final expression. Do you notice that we can simplify it further?922a3b4c=922·a2·a·b4·c Express a3 as a2·a.=92·a2·b4·2ac Separate terms under the radical. =92·|a|·b2·2ac Simplify a2 to |a| and b4 to b2.=92|a|b22ac Combine the simplified terms. Thus, 2072a3b4c−148a3b4c=92|a|b22ac.




A different way of simplifying:

We can simplify each square root first to its most simplified term.

2072a3b4c=2036·2·a2·a·b4·c Factor 72 and a3 into squares and other parts. =2036·2·a2·a·b4·c Separate each term under the square root. =20·6·2·|a|·b2·a·c Simplify each square root, where b4=b2 and a2=|a|.=120|a|b22ac Combine constants and simplify terms. 148a3b4c=144·2·a2·a·b4·c Factor 8 and a3 similarly. =144·2·a2·a·b4·c Separate terms similarly. =14·2·2·|a|·b2·a·c Simplify. =28|a|b22ac Combine constants and terms. 

Now we can subtract:

2072a3b4c−148a3b4c=120|a|b22ac−28|a|b22ac Now subtract the simplified expressions. =(120−28)|a|b22ac Factor out the common terms. =92|a|b22ac Final simplified expression. 

Interactive elements can be viewed embedded within the content of our online courseware.

Rationalizing Denominators

When an expression involving square root radicals is written in simplest form, it will not contain a radical in the denominator. We can remove radicals from the denominators of fractions using a process called "rationalizing the denominator."

Recall
Recall the identity property of MultiplicationWe leverage an important and useful identity in this section in a technique commonly used in college algebra:
 rewriting an expression by multiplying it by a well-chosen form of the number 1.

Because the multiplicative identity states that a·1=a, we are able to multiply the top and bottom of any fraction by the same number without changing its value. We use this idea when we rationalize the denominator.
How to Rationalize the Denominator?

To rationalize a denominator that contains a square root (or any radical), you multiply both the numerator and the denominator of the fraction by a suitable expression that will eliminate the radical in the denominator.
	Single Term Denominator: For a single radical term like bc in the denominator, multiply both numerator and denominator by c to eliminate the radical.
	Complex Denominator: If the denominator includes both rational and irrational terms, such as a+bc, multiply the fraction by the conjugate a−bc to eliminate the radical. This changes the sign of the radical portion of the denominator.


Pro Tip
The process of rationalizing a denominator that includes a sum or difference of a rational and an irrational term (like a square root or another radical) involves using the conjugate of the denominator. The conjugate is simply the same terms with the opposite sign between them.If the denominator is a+b, then the conjugate is a−b. Multiplying by the conjugate effectively eliminates the radical from the denominator.



	Term
	Conjugate
	Product



	a+b
	a−b
	(a+b)(a−b)=(a)2−(b)2=a2−b



	2−3
	2+3
	(2−3)(2+3)=(2)2−(3)2=2−9=−7






Example
To rationalize the denominator of 1a:1a=1a×aa Multiply by aa to rationalize the denominator. =aa×a Multiply the numerators and the denominators. =aa Simplify a×a to a.Example
Write 23310 in simplest form.
Sample Answer
The radical in the denominator is 10. So multiply the fraction by 1010. Then simplify.
23310·1010=23030=3015




Interactive elements can be viewed embedded within the content of our online courseware.
Example
Rationalize the denominator and simplify the expression:41+5

Sample Answer
41+5=41+5×1−51−5 Multiply by the conjugate to rationalize the denominator. =4(1−5)(1+5)(1−5) Apply the conjugate. =4−4512−(5)2 Expand the numerator and apply the difference of squares. =4−451−5 Simplify the squares and calculate the difference. =4−45−4 Combine like terms in the denominator. =−1+5 Divide each term in the numerator by -4. 
Interactive elements can be viewed embedded within the content of our online courseware.
Vector Basics: Learn It 1
Learning Goals

	Explain what vectors are and how to write them using proper notation, with real-world examples of vector quantities
	Perform basic vector operations (scalar multiplication, addition, subtraction)
	Write vectors using their components and find how long they are (their magnitude)
	Express a vector in terms of unit vectors



Vector Basics

In mathematics, some quantities can be completely described by a single number—like temperature, mass, or distance. These are called scalars. But other quantities need more information to be fully understood.

Consider describing movement or force. If you say "the wind is blowing at 15 mph," that's incomplete information. You also need to know the direction—north, southeast, etc. Similarly, when describing a force, you need both its strength and the direction it's applied.

A quantity that has both magnitude (size) and direction is called a vector. We denote vectors using boldface letters like 𝐯.

Key Takeaway

vector

A vector is a quantity that has both magnitude and direction.


Vector Representation

You can represent a vector in a plane using a directed line segment (an arrow). The starting point is the initial point and the ending point is the terminal point. The arrow shows the vector's direction, while the length of the line segment represents its magnitude. We write ||𝐯|| to denote the magnitude of vector 𝐯.

The zero vector, denoted 0, has its initial point and terminal point at the same location. This is the only vector without a specific direction—by convention, we can assign it any direction that's convenient for the problem.

Equivalent vectors have the same magnitude and direction. We treat equivalent vectors as equal, even when they start at different points. If vectors 𝐯 and 𝐰 are equivalent, we write:

𝐯=𝐰

Key Takeaway

equivalent vectors

Vectors are said to be equivalent vectors if they have the same magnitude and direction.


The arrows in Figure 1(b) show equivalent vectors—each has identical length and direction.

[image: This figure has two images. The first is labeled “a” and has a line segment representing vector v. The line segment begins at the initial point and goes to the terminal point. There is an arrowhead at the terminal point. The second image is labeled “b” and is five vectors, each labeled v sub 1, v sub 2, v sub 3, v sub 4, v sub 5. They all are pointing in the same direction and have the same length.]Figure 1 (a) A vector is represented by a directed line segment from its initial point to its terminal point. (b) Vectors v1 through v5 are equivalent.
Two vectors are parallel if they point in the same direction or exact opposite directions. We'll explore this concept in more detail later.

Example
Are v and w equivalent vectors?
	v has initial point (3,2) and terminal point (7,2)
w has initial point (1,−4) and terminal point (1,0)
	v has initial point (0,0) and terminal point (1,1)
w has initial point (−2,2) and terminal point (−1,3)


Sample Answer

	The vectors are each 4 units long, but they are oriented in different directions. So v and w are not equivalent (Figure 2.10).

[image: This figure is a Cartesian coordinate system with two vectors. The first vector labeled “v” has initial point at (3, 2) and terminal point (7, 2). It is parallel to the x-axis. The second vector is labeled “w” and has initial point (1, -4) and terminal point (1, 0). It is parallel to the y-axis.]These vectors are not equivalent.
	Based on Figure 2.11, and using a bit of geometry, it is clear these vectors have the same length and the same direction, so v and w are equivalent.


[image: This figure is a Cartesian coordinate system with two vectors. The first vector labeled “v” has initial point at (0, 0) and terminal point (1, 1). The second vector is labeled “w” and has initial point (-2, 2) and terminal point (-1, 3).]These vectors are equivalent.


Pro Tip
Vector Notation
	In print, we use boldface letters like 𝐯.
	When writing by hand, draw an arrow over the letter: v→.
	When a vector goes from point P to point Q, you can write PQ→ to show both direction and location.


Example
Sketch a vector in the plane from initial point P(1,1) to terminal point Q(8,5).

Sample Answer

See Figure 2. Because the vector goes from point P to point Q, we name it PQ→.[image: This figure is a graph of the first quadrant. There is a line segment beginning at the ordered pair (1, 1). Also, this point is labeled “P.” The line segment ends at the ordered pair (8, 5) and is labeled “Q.” The line segment is labeled “PQ.”]The vector with initial point (1,1) and terminal point (8,5) is named PQ→.



Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Vector Basics: Learn It 2
Combining Vectors

Vectors appear everywhere in real-world situations involving forces, velocities, and other directional quantities. Understanding how to combine and manipulate vectors is essential for solving these problems.

Consider a boat crossing a river. The boat's motor creates a force in one direction, while the river current creates a force in another direction. To predict where the boat will actually go, you need to account for both forces—their magnitudes and directions.

A second example that involves vectors is a quarterback throwing a football. The quarterback does not throw the ball parallel to the ground; instead, he aims up into the air. The velocity of his throw can be represented by a vector. If we know how hard he throws the ball (magnitude—in this case, speed), and the angle (direction), we can tell how far the ball will travel down the field.

Before working with vector operations, let's clarify an important distinction. A scalar is a real number that has only magnitude—like temperature, mass, or speed. Unlike vectors, scalars have no direction component.

Recall

Scalar vs. Vector:

	Scalar: Has magnitude only (examples: 5, −3.2, π)
	Vector: Has both magnitude and direction (examples: velocity, force, displacement)



Scalar Multiplication

When you multiply a vector by a scalar, you change the vector's magnitude but affect its direction in a predictable way. This operation is called scalar multiplication.

Key Takeaway

scalar multiplication

For a vector 𝐯 and scalar k, the product k𝐯 is a vector where:

	Magnitude: |k| times the magnitude of 𝐯
	Direction: Same as 𝐯 if k>0, opposite if k<0
	If k=0 or 𝐯=0, then k𝐯=0


Pro Tip
Think of scalar multiplication as stretching or shrinking a vector. If k=2, you double the vector's length. If k=0.5, you halve it. If k=−1, you flip the vector to point in the opposite direction without changing its length.
When k=−1, we write the result as:

k𝐯=(−1)𝐯=−𝐯

The vector −𝐯 has the same magnitude as 𝐯 but points in the opposite direction.

[image: This graphic has 4 figures. The first figure is a vector labeled “v.” The second figure is a vector twice as long as the first vector and is labeled “2 v.” The third figure is half as long as the first and is labeled “1/2 v.” The fourth figure is a vector in the opposite direction as the first. It is labeled “-v.”](a) The original vector v has length n units. (b) The length of 2v equals 2n units. (c) The length of v/2 is n/2 units. (d) The vectors v and −v have the same length but opposite directions.Example

Wind blowing north at 15 mph can be represented by vector 𝐯. Then:

	2𝐯 represents wind blowing north at 30 mph
	0.5𝐯 represents wind blowing north at 7.5 mph
	−𝐯 represents wind blowing south at 15 mph



Vector Addition

Adding vectors is different from adding regular numbers because each vector has its own direction. You need graphical methods to combine them properly.
Triangle Method

The most common approach places the initial point of the second vector at the terminal point of the first vector.

Think about this in terms of displacement. If you walk from point A to point B (following vector 𝐯), then walk from point B to point C (following vector 𝐰), your total displacement is the same as walking directly from A to C. This direct path represents the vector sum 𝐯+𝐰.

The order doesn't matter—you get the same result whether you add 𝐯+𝐰 or 𝐰+𝐯. This is called the commutative property of vector addition.

Notice that the three vectors 𝐯, 𝐰, and 𝐯+𝐰 form a triangle. From basic geometry, the length of any side of a triangle must be less than or equal to the sum of the other two sides. This gives us the triangle inequality:

||𝐯+𝐰||≤||𝐯||+||𝐰||

The only time we get equality is when 𝐯 and 𝐰 point in exactly the same direction.

Parallelogram Method

An alternative approach places both vectors at the same initial point, then draws a parallelogram using the vectors as adjacent sides. The diagonal of the parallelogram represents the vector sum.

Both methods give identical results—use whichever seems clearer for your problem.

[image: This image has two figures. The first has two vectors, v and w with the same initial point. A parallelogram is formed by sketching broken lines parallel to the two vectors. A diagonal line is drawn from the same initial point to the opposite corner. It is labeled “v + w.” The second has two vectors, v and w. Vector v begins at the terminal point of vector w. A parallelogram is formed by sketching broken lines parallel to the two vectors. A diagonal line is drawn from the same initial point as vector w to the opposite corner. It is labeled “v + w.”](a) When adding vectors by the triangle method, the initial point of w is the terminal point of v. (b) When adding vectors by the parallelogram method, the vectors v and w have the same initial point.Key Takeaway

vector addition

To add vectors 𝐯 and 𝐰 graphically, place the initial point of 𝐰 at the terminal point of 𝐯. The vector sum 𝐯+𝐰 runs from the initial point of 𝐯 to the terminal point of 𝐰.


Vector Subtraction

Vector subtraction uses the same principle as adding the negative of a vector. We define:

𝐯−𝐰=𝐯+(−𝐰)

Graphically, 𝐯−𝐰 is the vector that points from the terminal point of 𝐰 to the terminal point of 𝐯.

[image: This image has two figures. The first figure has two vectors, one labeled “v” and the other labeled “w.” Both vectors have the same initial point. A third vector is drawn between the terminal points of v and w. It is labeled “v – w.” The second figure has two vectors, one labeled “v” and the other labeled “-w.” The vector “-w” has its initial point at the terminal point of “v.” A parallelogram is created with broken lines where “v” is the diagonal and “w” is the top side.](a) The vector difference v−w is depicted by drawing a vector from the terminal point of w to the terminal point of v. (b) The vector v−w is equivalent to the vector v+(−w).In Figure 4(a), the initial point of v+w is the initial point of v. The terminal point of v+w is the terminal point of w . These three vectors form the sides of a triangle. It follows that the length of any one side is less than the sum of the lengths of the remaining sides. So we have

||v+w||≤||v||+||w||.
This is known more generally as the triangle inequality. There is one case, however, when the resultant vector u+v has the same magnitude as the sum of the magnitudes of u and v. This happens only when u and v have the same direction.

Example
Given the vectors v and w shown in Figure 6, sketch the vectors.
	3w
	v+w
	2v−w


[image: This figure has two vectors. They are vector v and vector w. They are not connected.]Vectors v and w lie in the same plane.



Sample Answer

	a. The vector 3w has the same direction as w; it is three times as long as w.


[image: This figure has two vectors. The first is labeled “w.” The second one is parallel to “w” and is labeled “3w.” It is three times as long as w in the same direction.]

Vector 3w has the same direction as w and is three times as long.
	b. Use either addition method to find v+w.


[image: This image has two figures. The first has two vectors, labeled “v” and “w.” They both have the same initial point. A third vector is drawn, labeled “v + w.” It is the diagonal of the parallelogram formed by having sides parallel to vectors v and w. The second figure is a triangle formed by having vector v on one side and vector w adjacent to v. The terminal point of v is the initial point of w. The third side is labeled “v + w.”]To find v+w, align the vectors at their initial points or place the initial point of one vector at the terminal point of the other. (a) The vector v+w is the diagonal of the parallelogram with sides v and w (b) The vector v+w is the third side of a triangle formed with w placed at the terminal point of v.
	c. To find 2v−w, we can first rewrite the expression as 2v+(−w). Then we can draw the vector −w, then add it to the vector 2v.


[image: This figure is a triangle formed by having vector 2v on one side and vector -w adjacent to 2v. The terminal point of 2v is the initial point of -w. The third side is labeled “2v - w.”]To find 2v−w, simply add 2v+(−w).


Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Vector Basics: Learn It 3
Vector Components

Working with vectors becomes much more straightforward when you use a coordinate system. Instead of relying purely on geometric methods, you can use the coordinates of initial and terminal points to perform precise calculations.

Since vectors can be positioned anywhere in the plane, calculations become easier when we place the vector's initial point at the origin. A vector positioned this way is called a standard-position vector.
For any standard-position vector, the initial point is (0,0), so you only need the terminal point coordinates to describe the vector completely. If vector 𝐯 has terminal point (x,y), we write:

𝐯=⟨x,y⟩

The scalars x and y are called the components of 𝐯.

Key Takeaway

component form

A vector 𝐯 with initial point at the origin (0,0) and terminal point (x,y) can be written in component form as:

v =⟨x,y⟩.

The scalars x and y are called the components of v.

Pro Tip
Use angle brackets ⟨x,y⟩ for vectors in component form, not parentheses (x,y). Parentheses describe points in the plane, while angle brackets describe vectors. The vector ⟨x,y⟩ starts at (0,0) and ends at (x,y).
Converting Any Vector to Component Form

When you have a vector that's not already in standard position, you can find its component form using two approaches:

Geometric Approach: Sketch the vector in the coordinate plane, then draw an equivalent standard-position vector.

Algebraic Approach: Use the coordinates directly. If a vector has initial point (x1,y1) and terminal point (x2,y2), then:

	x-component = x2−x1
	y-component = y2−y1


The vector in component form is ⟨x2−x1,y2−y1⟩.

Key Takeaway

converting to component form

Let v be a vector with initial point (xi,yi) and terminal point (xt,yt). Then we can express v in component form as

v =⟨xt−xi,yt−yi⟩
Example
Express vector v with initial point (−3,4) and terminal point (1,2) in component form.

Sample Answer

	
	a. Geometric
 	
	1. Sketch the vector in the coordinate plane (Figure 13).


	2. The terminal point is 4 units to the right and 2 units down from the initial point.


	3. Find the point that is 4 units to the right and 2 units down from the origin.


	4. In standard position, this vector has initial point (0,0) and terminal point (4,−2):








v =⟨4,−2⟩.

[image: This figure is a coordinate system. There are two vectors on the graph. The first vector has initial point at the origin and terminal point at (4, -2). The horizontal distance from the initial to the terminal point for the vector is labeled as “4 units.” The vertical distance from the initial to the terminal point is labeled as “2 units.” The second vector has initial point at (-3, 4) and terminal point at (1, 2). The horizontal distance from the initial to the terminal point for the vector is labeled as “4 units.” The vertical distance from the initial to the terminal point is labeled as “2 units.”]These vectors are equivalent.

 
	
	b. Algebraic





	
	In the first solution, we used a sketch of the vector to see that the terminal point lies 4 units to the right. We can accomplish this algebraically by finding the difference of the x-coordinates:





xt−xi=1−(−3)=4

	
	Similarly, the difference of the y-coordinates shows the vertical length of the vector.





yt−yi=2−4=−2

	
	So, in component form,





v =⟨xt−xi,yt−yi⟩
 

=⟨1−(−3),2−4⟩
 

=⟨4,−2⟩





Vector Magnitude

To find the magnitude of a vector, you calculate the distance between its initial point and terminal point. For a vector 𝐯=⟨x,y⟩, the magnitude is:

||v|| =x2+y2
This formula comes from the distance formula. Since any vector in component form is equivalent to a standard-position vector with initial point (0,0) and terminal point (x,y), we calculate:


||𝐯||=(x−0)2+(y−0)2=x2+y2


Note that ||𝐯||≥0 for any vector 𝐯, and ||𝐯||=0 if and only if 𝐯=0.

You can also think of this using the Pythagorean theorem—the vector's components form the legs of a right triangle, and the magnitude is the hypotenuse.

[image: This figure is a right triangle. The two sides are labeled “x” and “y.” The hypotenuse is represented as a vector and is labeled “square root (x^2 + y^2).”]If you use the components of a vector to define a right triangle, the magnitude of the vector is the length of the triangle’s hypotenuse.
Operations with Component Form

Expressing vectors in component form makes scalar multiplication and vector addition much simpler—you can perform these operations algebraically instead of geometrically.

Key Takeaway

vector operations in component form

Let 𝐯=⟨x1,y1⟩ and 𝐰=⟨x2,y2⟩ be vectors, and let k be a scalar.

	Scalar multiplication: k𝐯=⟨kx1,ky1⟩
	Vector addition: 𝐯+𝐰=⟨x1+x2,y1+y2⟩


Example
Let v be the vector with initial point (2,5) and terminal point (8,13), and let w=⟨−2,4⟩.
	a. Express v in component form and find ||v||. Then, using algebra, find


	b. v+w,


	c. 3v, and


	d. v−2w.



Sample Answer

	
	a. To place the initial point of v at the origin, we must translate the vector 2 units to the left and 5 units down (Figure 2.15). Using the algebraic method, we can express v as v=⟨8−2,13−5⟩=⟨6,8⟩:





||v|| =62+82=36+64=100=10.

[image: This figure is the first quadrant of a coordinate system. It has two vectors. The first vector has initial point at (2, 5) and terminal point (8, 13). The second vector has initial point at the origin and terminal point at (6, 8).]In component form, v=⟨6,8⟩.

	
	b. To find v+w, add the x-components and the y-components separately:





v+w=⟨6,8⟩+⟨−2,4⟩=⟨4,12⟩.

	
	c. To find 3v, multiply v by the scalar k=3:





3v=3·⟨6,8⟩=⟨3·6,3·8⟩=⟨18,24⟩.

	
	d. To find v−2w, find −2w and add it to v:





v−2w=⟨6,8⟩−2·⟨−2,4⟩=⟨6,8⟩+⟨4,−8⟩=⟨10,0⟩.





Properties of Vector Operations

Vector operations follow familiar algebraic properties. These properties make vector calculations predictable and allow you to manipulate vector expressions just like algebraic expressions.

Key Takeaway

properties of vector operations

Let 𝐮, 𝐯, and 𝐰 be vectors, and let r and s be scalars.

Addition Properties:

	𝐮+𝐯=𝐯+𝐮 (Commutative)
	(𝐮+𝐯)+𝐰=𝐮+(𝐯+𝐰) (Associative)
	𝐮+0=𝐮 (Identity)
	𝐮+(−𝐮)=0 (Inverse)


Scalar Multiplication Properties:

	r(s𝐮)=(rs)𝐮 (Associative)
	(r+s)𝐮=r𝐮+s𝐮 (Distributive)
	r(𝐮+𝐯)=r𝐮+r𝐯 (Distributive)
	1𝐮=𝐮 and 0𝐮=0 (Identity and Zero)


Connect It

Proof



Proof of Cummutative Property

Let u=⟨x1,y1⟩ and v=⟨x2,y2⟩. Apply the commutative property for real numbers:

u+v=⟨x1+x2,y1+y2⟩=⟨x2+x1,y2+y1⟩=u+v.
∎
Proof of Distrubutive Property

Apply the distributive property for real numbers:
r(u+v)=r·⟨x1+x2,y1+y2⟩=⟨r(x1+x2),r(y1+y2)⟩=⟨rx1+rx2,ry1+ry2⟩=⟨rx1,ry1⟩⟨rx2,ry2⟩=ru+rv

∎
Example
Prove the additive inverse property.

Sample Answer

Let 𝐮=⟨x1,y1⟩.
Then −𝐮=⟨−x1,−y1⟩ and
𝐮+(−𝐮)=⟨x1,y1⟩+⟨−x1,−y1⟩=⟨x1+(−x1),y1+(−y1)⟩=⟨x1−x1,y1−y1⟩=⟨0,0⟩=0.



Finding Components from Magnitude and Direction

Sometimes you know a vector's magnitude and direction angle, but not specific coordinate points. You can use trigonometry to find the components.

Consider a vector 𝐯 that makes angle θ with the positive x-axis. The vector's components form the legs of a right triangle, with the vector itself as the hypotenuse.

[image: This figure is a right triangle. There is an angle labeled theta. The two sides are labeled “magnitude of v times cosine theta” and “magnitude of v times sine theta.” The hypotenuse is labeled “magnitude of v.”]The components of a vector form the legs of a right triangle, with the vector as the hypotenuse.
Using basic trigonometry:

	x-component = ||𝐯||cosθ
	y-component = ||𝐯||sinθ


Therefore, given an angle and the magnitude of a vector, we can use the cosine and sine of the angle to find the components of the vector.

𝐯=⟨||𝐯||cosθ,||𝐯||sinθ⟩

Example
Find the component form of a vector with magnitude 4 that forms an angle of −45° with the x-axis.

Sample Answer

Let x and y represent the components of the vector (Figure 2.16). Then x=4cos(−45°)=22 and y=4sin(−45°)=−22. The component form of the vector is ⟨22,−22⟩.[image: This figure is a right triangle. The two sides are labeled “x” and “y.” The hypotenuse is labeled “4.” There is also an angle labeled “45 degrees.” The hypotenuse is represented as a vector.]Use trigonometric ratios, x=||v||cosθ andy=||v||sinθ, to identify the components of the vector.




Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Vector Basics: Learn It 4
Unit Vectors

A unit vector is a vector with magnitude 1. Unit vectors are useful because they indicate direction without being tied to a specific magnitude.

For any nonzero vector 𝐯, you can find a unit vector 𝐮 that points in the same direction by multiplying the vector by the reciprocal of its magnitude:

𝐮=1||𝐯||𝐯

This process is called normalization.

Key Takeaway

unit vector

A unit vector has magnitude 1. To find the unit vector in the direction of 𝐯, use:
𝐮=1||𝐯||𝐯

Let's verify this works:

||𝐮||=||1||𝐯||𝐯||=1||𝐯||·||𝐯||=1✓
 

[image: This image has two figures. The first is a vector labeled “v.” The second figure is a vector in the same direction labeled “u.” This vector has a length of 1 unit.]The vector v and associated unit vector u=1||v||v. In this case, ||v||>1.
Example
Let v=⟨1,2⟩.
	Find a unit vector with the same direction as v.
	Find a vector w with the same direction as v such that ||w||=7.


Sample Answer

	First, find the magnitude of v, then divide the components of v by the magnitude:
||v||=12+22=1+4=5

u=1||v||v=15⟨1,2⟩=⟨15,25⟩.

	The vector u is in the same direction as v and ||u||=1. Use scalar multiplication to increase the length of u without changing direction:
w=7u=7⟨15,25⟩=⟨75,145⟩.






Standard Unit Vectors

Sometimes it's convenient to express vectors in terms of horizontal and vertical components using standard unit vectors:

	𝐢=⟨1,0⟩ (points along positive x-axis)
	𝐣=⟨0,1⟩ (points along positive y-axis)


[image: This figure has the x and y axes of a coordinate system in the first quadrant. On the x-axis there is a vector labeled “i,” which equals <1,0>. The second vector is on the y-axis and is labeled “j” which equals <0,1>.]The standard unit vectors i and j.
Any vector 𝐯=⟨x,y⟩ can be written as a linear combination of 𝐢 and 𝐣:

𝐯=⟨x,y⟩=x⟨1,0⟩+y⟨0,1⟩=x𝐢+y𝐣


Thus, v is the sum of a horizontal vector with magnitude x, and a vertical vector with magnitude y, as in the following figure.

[image: This figure is a right triangle. The horizontal side is labeled “xi.” The vertical side is labeled “yj.” The hypotenuse is a vector labeled “v.”]The vector v is the sum of xi and yj.Example

	Express the vector w=⟨3,−4⟩ in terms of standard unit vectors.
	Vector u is a unit vector that forms an angle of 60° with the positive x-axis. Use standard unit vectors to describe u.


Sample Answer

	Resolve vector w into a vector with a zero y-component and a vector with a zero x-component:
||w||=⟨3,−4⟩=3i−4j

	Because u is a unit vector, the terminal point lies on the unit circle when the vector is placed in standard position (Figure 2.20).
u=⟨cos60°,sin60°⟩=⟨12,32⟩=12i−32j.

[image: This figure is a unit circle. It is a circle centered at the origin. It has a vector with initial point at the origin and terminal point on the circle. The terminal point is labeled (cos(theta), sin(theta)). The length of the vector is 1 unit. There is also a right triangle formed with the vector as the hypotenuse. The horizontal side is labeled “cos(theta)” and the vertical side is labeled “sin(theta).”]The terminal point of u lies on the unit circle (cosθ,sinθ).




Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Vector Basics: Apply It
Learning Goals

	Explain what vectors are and how to write them using proper notation, with real-world examples of vector quantities
	Perform basic vector operations (scalar multiplication, addition, subtraction)
	Write vectors using their components and find how long they are (their magnitude)
	Express a vector in terms of unit vectors



Applications of Vectors

Because vectors have both direction and magnitude, they are valuable tools for solving problems involving such applications as motion and force. Recall the boat example and the quarterback example we described earlier. Here we look at two other examples in detail.

Example
Jane’s car is stuck in the mud. Lisa and Jed come along in a truck to help pull her out. They attach one end of a tow strap to the front of the car and the other end to the truck’s trailer hitch, and the truck starts to pull. Meanwhile, Jane and Jed get behind the car and push. The truck generates a horizontal force of 300 lb on the car. Jane and Jed are pushing at a slight upward angle and generate a force of 150 lb on the car. These forces can be represented by vectors, as shown in Figure 5. The angle between these vectors is 15°. Find the resultant force (the vector sum) and give its magnitude to the nearest tenth of a pound and its direction angle from the positive x-axis.

[image: This image is the side view of an automobile. From the front of the automobile there is a horizontal vector labeled “300 pounds.” Also, from the front of the automobile there is another vector labeled “150 pounds.” The angle between the two vectors is 15 degrees.]Two forces acting on a car in different directions.



Sample Answer
To find the effect of combining the two forces, add their representative vectors. First, express each vector in component form or in terms of the standard unit vectors. For this purpose, it is easiest if we align one of the vectors with the positive x-axis. The horizontal vector, then, has initial point (0,0) and terminal point (300,0). It can be expressed as ⟨300,0⟩ or 300i.The second vector has magnitude 150 and makes an angle of 15° with the first, so we can express it as ⟨150cos(15°),150sin(15°)⟩, or 150cos(15°)i+150sin(15°)j. Then, the sum of the vectors, or resultant vector, is r=⟨300,0⟩+⟨150cos(15°),150sin(15°)⟩ , and we have

r=(300+150cos(15°))2+(150sin(15°))2≈446.6
The angle θ made by r and the positive x-axis has tanθ=150sin(15°)(300+150cos(15°))≈0.09, so θ≈tan−10.09≈5°, which means the resultant force r has an angle of 5° above the horizontal axis.





Example
An airplane flies due west at an airspeed of 425 mph. The wind is blowing from the northeast at 40 mph. What is the ground speed of the airplane? What is the bearing of the airplane?

Sample Answer
Let’s start by sketching the situation described (Figure 6).[image: This figure is the image of an airplane. Coming out of the front of the airplane are two vectors. The first vector is labeled “425” and the second vector is labeled “40.” The angle between the vectors is 45 degrees.]Initially, the plane travels due west. The wind is from the northeast, so it is blowing to the southwest. The angle between the plane’s course and the wind is 45∘ (Figure not drawn to scale.)Set up a sketch so that the initial points of the vectors lie at the origin. Then, the plane’s velocity vector is p=−425i. The vector describing the wind makes an angle of 225° with the positive x-axis:w=⟨40cos(225°),40sin(225°)⟩=⟨−402−402⟩=−402i−402j.
When the airspeed and the wind act together on the plane, we can add their vectors to find the resultant force:p+w=−425i+(−402i−402j)=(−425−402)i−402j.
The magnitude of the resultant vector shows the effect of the wind on the ground speed of the airplane:||p+w||=(−425−402)2+(−402)2≈454.17mph
As a result of the wind, the plane is traveling at approximately 454 mph relative to the ground.To determine the bearing of the airplane, we want to find the direction of the vector p+w:tanθ=−402(−425−402)≈0.06θ≈3.57°
The overall direction of the plane is 3.57° south of west.





Example
An airplane flies due north at an airspeed of 550 mph. The wind is blowing from the northwest at 50 mph. What is the ground speed of the airplane?

Sample Answer

Approximately 516 mph



Watch the following video to see the worked solution to the above example.Interactive elements can be viewed embedded within the content of our online courseware.

You can view the transcript for “CP 2.10” here (opens in new window)
Three-Dimensional Space: Learn It 1
Learning Goals

	Describe three-dimensional space mathematically
	Find and graph points in 3D space using their (x,y,z) coordinates
	Write the distance formula in three dimensions
	Write the equations for simple planes and spheres
	Perform vector operations in ℝ3



Three-Dimensional Coordinate Systems

Vectors work well for solving two-dimensional problems, but real life happens in three dimensions. Whether you're navigating mountainous terrain, analyzing the flight path of an aircraft, or studying molecular structures, you need tools that work in 3D space.

The two-dimensional coordinate system uses two perpendicular axes: the horizontal x-axis and vertical y-axis. To work in three dimensions, we add a third axis—the z-axis—perpendicular to both existing axes.

Key Takeaway

three-dimensional rectangular coordinate system

Consists of three mutually perpendicular axes: the x-axis, y-axis, and z-axis. Since each axis represents all real numbers, we denote this system as ℝ3.



The Right-Hand Rule

In Figure 1(a), the positive z-axis is shown above the plane containing the x- and y-axes. The positive x-axis appears to the left and the positive y-axis is to the right. A natural question to ask is: How was arrangement determined?
The arrangement of the three axes follows a standard convention called the right-hand rule. Here's how it works:

	Point your right hand's fingers along the positive x-axis
	Curl your fingers toward the positive y-axis
	Your thumb naturally points in the direction of the positive z-axis


This standard ensures consistency across mathematical applications. While left-hand rule systems exist, we always use the right-hand rule convention.

[image: This figure has two images. The first is a 3-dimensional coordinate system. The x-axis is forward, the y-axis is horizontal to the left and right, and the z-axis is vertical. The second image is the 3-dimensional coordinate system axes with a right hand. The thumb is pointing towards positive z-axis, with the fingers wrapping around the z-axis from the positive x-axis to the positive y-axis.](a) We can extend the two-dimensional rectangular coordinate system by adding a third axis, the z-axis, that is perpendicular to both the x-axis and the y-axis. (b) The right-hand rule is used to determine the placement of the coordinate axes in the standard Cartesian plane.

Plotting Points in 3D

In two dimensions, we describe a point in the plane with the coordinates (x,y). In three dimensions, you add a third coordinate, z: (x,y,z). A point in space is identified by all three coordinates (Figure 2).

To plot the point (x,y,z):

	Move x units along the x-axis
	Move y units in the direction of the y-axis
	Move z units in the direction of the z-axis


The intersection of these three movements locates your point in 3D space.

[image: This figure is the positive octant of the 3-dimensional coordinate system. In the first octant there is a rectangular solid drawn with broken lines. One corner is labeled (x, y, z). The height of the box is labeled “z units,” the width is labeled “x units” and the length is labeled “y units.”]To plot the point (x,y,z) go x units along the x-axis, then y units in the direction of the y-axis, then z units in the direction of the z-axis.Pro Tip
 Three-dimensional plotting can be challenging to visualize on paper. Try using physical objects or online 3D graphing tools to better understand how points relate to the three axes

Example
Sketch the point (1,−2,3) in three-dimensional space.
Sample Answer
To sketch a point, start by sketching three sides of a rectangular prism along the coordinate axes: one unit in the positive x direction, 2 units in the negative y direction, and 3 units in the positive z direction. Complete the prism to plot the point (Figure 3).[image: This figure is the 3-dimensional coordinate system. In the fourth octant there is a rectangular solid drawn. One corner is labeled (1, -2, 3).]Sketching the point (1,−2,3).

Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Coordinate Planes

Just as two perpendicular axes define a coordinate plane in 2D, pairs of axes define coordinate planes in 3D. With three axes, we get three coordinate planes:

	xy-plane: Contains the x and y axes, where z=0
	xz-plane: Contains the x and z axes, where y=0
	yz-plane: Contains the y and z axes, where x=0


Formally, these planes are defined as:

	xy-plane: (x,y,0):x,y∈ℝ
	xz-plane: (x,0,z):x,z∈ℝ
	yz-plane: (0,y,z):y,z∈ℝ


Connect It
To visualize this, imagine standing in a corner room with two finished walls meeting at a right angle. If you face outward from the corner: the floor is the xy-plane, the wall to your right is the xz-plane, and the wall to your left is the yz-plane.
[image: This figure is the first octant of a 3-dimensional coordinate system. Also, there are the x y-plane represented with a rectangle with the x and y axes on the plane. There is also the x z-plane on the x and z axes and the y z-plane on the y and z axes.]The plane containing the x- and y-axes is called the xy-plane. The plane containing the x- and z-axes is called the xz-plane, and the y- and z-axes define the yz-plane.






In 2D, the coordinate axes divide the plane into four quadrants. In 3D, the three coordinate planes divide space into eight regions called octants.






[image: This figure is the 3-dimensional coordinate system with the first octant labeled with a roman numeral I, I, II, III, IV, V, VI, VII, and VIII. Also, for each quadrant there are the signs of the values of x, y, and z. They are: I (+, +, +); 2nd (-, +, +); 3rd (-, -, +); 4th (+, -, +); 5th (+, +, -); 6th (-, +, -); 7th (-, -, -); and 8th (+, -, -).]Points that lie in octants have three nonzero coordinates.


Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Distance Formula in Three Dimensions

The distance formula extends naturally from 2D to 3D. In two dimensions, the distance between points (x1,y1) and (x2,y2) is:

d=(x2−x1)2+(y2−y1)2

The distance d between points (x1,y1,z1) and (x2,y2,z2) is:

d=(x2−x1)2+(y2−y1)2+(z2−z1)2

Key Takeaway

distance formula in 3D

The distance d between points (x1,y1,z1) and (x2,y2,z2) is given by the formula:

d=(x2−x1)2+(y2−y1)2+(z2−z1)2.
This formula represents the length of the diagonal of a rectangular prism (box) with the two points as opposite corners.

[image: This figure is a rectangular prism. The lower, left back corner is labeled “P sub 1=(x sub 1,y sub 1,z sub 1). The lower front right corner is labeled “(x sub 2, y sub 2, z sub 1)”. There is a line between P sub 1 and P sub 2 and is labeled “d sub 1”. The upper front right corner is labeled “P sub 2=(x sub 2,y sub 2,z sub 2).” There is a line from P sub 1 to P sub 2 and is labeled “d (P sub 1,P sub 2).” The front right vertical side is labeled “|z sub 2-z sub 1|”.]The distance between P1 and P2 is the length of the diagonal of the rectangular prism having P1 and P2 as opposite corners.Example
Find the distance between points P1=(3,−1,5) and P2=(2,1,−1).

[image: This figure is the 3-dimensional coordinate system. There are two points. The first is labeled “P sub 1(3, -1, 5)” and the second is labeled “P sub 2(2, 1, -1)”. There is a line segment between the two points.]Find the distance between the two points.
Sample Answer


Substitute values directly into the distance formula:


d(P1,P2)=(x2−x1)2+(y2−y1)2+(z2−z1)2=(2−3)2+(1−(−1))2+(−1−5)2=(−1)2+22+(−6)2=41



Try It
Interactive elements can be viewed embedded within the content of our online courseware.


Key Differences in Three Dimensions

Before moving on to the next section, let’s get a feel for how ℝ3 differs from ℝ2.
Three-dimensional space offers more geometric flexibility than 2D:

In 2D: Non-parallel lines must intersect.

In 3D: Non-parallel lines can be skew lines—they don't intersect and aren't parallel.

[image: This figure is the 3-dimensional coordinate system. There is a line drawn at z = 3. It is parallel to the x y-plane. There is also a line drawn at y = 2. It is parallel to the x-axis.]These two lines are not parallel, but still do not intersect.

 

In 2D: Circles either intersect, are tangent, or are completely separate.

In 3D: Circles can be interconnected (like links in a chain) without sharing any points.

[image: This figure is the 3-dimensional coordinate system. There are two circles drawn. The first circle is centered around the z-axis, at z = 1. The second circle has the positive x-axis as its diameter. It intersects the x-axis at x = 0 and x = 6. It is vertical.]These circles are interconnected, but have no points in common.



This increased flexibility makes 3D geometry richer and more complex than 2D geometry.








Three-Dimensional Space: Learn It 2
Writing Equations in ℝ3

Now that you can represent points in space and calculate distances between them, you can learn to write equations for geometric objects like lines, planes, and curved surfaces in three-dimensional space.

The same equation can represent completely different geometric objects depending on the dimensional space you're working in. Consider the simple equation x=0:

	In ℝ (1D): Describes a single point
	In ℝ2 (2D): Describes a line (the y-axis)
	In ℝ3 (3D): Describes a plane (the yz-plane)


[image: This figure has three images. The first is a horizontal axis with a point drawn at 0. The second is the two dimensional Cartesian coordinate plane. The third is the 3-dimensional coordinate system. It is inside of a box and has a grid drawn at the y z-plane.](a) In ℝ, the equation x=0 describes a single point. (b) In ℝ2, the equation x=0 describes a line, the y-axis. (c) In ℝ3, the equation x=0 describes a plane, the yz-plane.
In 3D space, each coordinate plane has a simple equation:

	yz-plane: x=0 (contains all points (0,y,z))
	xy-plane: z=0 (contains all points (x,y,0))
	xz-plane: y=0 (contains all points (x,0,z))


[image: This figure has two images. The first is the 3-dimensional coordinate system. It is inside of a box and has a grid drawn at the x y-plane. The second is the 3-dimensional coordinate system. It is inside of a box and has a grid drawn at the x z-plane.]Figure 2 (a) In space, the equation z=0 describes the xy-plane. (b) All points in the xz-plane satisfy the equation y=0.
Once you understand coordinate plane equations, you can write equations for any plane parallel to a coordinate plane. The key insight: when a plane is parallel to a coordinate plane, one coordinate remains constant for all points in that plane.

For example, if a plane is parallel to the xy-plane, every point in that plane has the same z-coordinate. Only the x- and y-coordinates vary from point to point.

Key Takeaway

equations of planes parallel to coordinate planes

	Parallel to xy-plane: z=c (contains point (a,b,c))
	Parallel to xz-plane: y=b (contains point (a,b,c))
	Parallel to yz-plane: x=a (contains point (a,b,c))


The constant value (a, b, or c) determines how far the plane is from the corresponding coordinate plane.

Pro Tip
The coordinate that equals a constant tells you which coordinate plane your plane is parallel to. If z=5, the plane is parallel to the xy-plane and located 5 units above it.Example

	Write an equation of the plane passing through point (3,11,7) that is parallel to the yz-plane.
	Find an equation of the plane passing through points (6,−2,9), (0,−2,4), and (1,−2,−3).


Sample Answer

	When a plane is parallel to the yz-plane, only the y- and z-coordinates may vary. The x-coordinate has the same constant value for all points in this plane, so this plane can be represented by the equation x=3.
	Each of the points (6,−2,9), (0,−2,4), and (1,−2,−3) has the same y-coordinate. This plane can be represented by the equation y=−2.




Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Spheres

Just as a circle consists of all points in a plane equidistant from a center point, a sphere consists of all points in 3D space equidistant from a center point. The distance from the center to any point on the sphere is the radius.

[image: This image is a sphere. It has center at (a, b, c) and has a radius represented with a broken line from the center point (a, b, c) to the edge of the sphere at (x, y, z). The radius is labeled “r.”]Each point (x,y,z) on the surface of a sphere is r units away from the center (a,b,c).The equation of a circle is derived using the distance formula in two dimensions. In the same way, the equation of a sphere is based on the three-dimensional formula for distance.

Key Takeaway

equation of a sphere

The sphere with center (a,b,c) and radius r can be represented by the equation

(x−a)2+(y−b)2+(z−c)2=r2
.
This equation is known as the standard equation of a sphere.

Recall
Compare the 2D circle equation (x−a)2+(y−b)2=r2 to the 3D sphere equation. The sphere equation simply adds the (z−c)2 term for the third dimension.Example

Find the standard equation of the sphere with center (10,7,4) and point (−1,3,−2) as shown in Figure 4.

[image: This figure is a sphere centered on the point (10, 7, 4) of a 3-dimensional coordinate system. It has radius equal to the square root of 173 and passes through the point (-1, 3, -2).]The sphere centered at (10,7,4) containing point (−1,3,−2).
Sample Answer

Use the distance formula to find the radius r of the sphere:

r=(−1−10)2+(3−7)2+(−2−4)2=(−11)2+(−4)2+(−6)2=173.

The standard equation of the sphere is

(x−10)2+(y−7)2+(z−4)2=173.


Example
Let P=(−5,2,3) and Q=(3,4,−1), and suppose line segment PQ forms the diameter of a sphere (Figure 5). Find the equation of the sphere.[image: This figure is the 3-dimensional coordinate system. There are two points labeled. The first point is P = (-5, 2, 3). The second point is Q = (3, 4, -1). There is a line segment drawn between the two points.]Line segment PQ.
Sample Answer

Since PQ is a diameter of the sphere, we know the center of the sphere is the midpoint of PQ. Then,

C=(−5+32,2+42,3+(−1)2)=(−1,3,1).

Furthermore, we know the radius of the sphere is half the length of the diameter. This gives

r=12(−5−3)2+(2−4)2+(3−(−1))2=1264+4+16=21.
.
Then, the equation of the sphere is (x+1)2+(y−3)2+(z−1)2=21.



Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Example
Describe the set of points that satisfies (x−4)(z−2)=0, and graph the set.
Sample Answer
We must have either x−4=0 or z−2=0, so the set of points forms the two planes x=4 and z=2 (Figure 6).[image: This figure is the 3-dimensional coordinate system. It has two intersecting planes drawn. The first is the x y-plane. The second is the y z-plane. They are perpendicular to each other.]The set of points satisfying (x−4)(z−2)=0 forms the two planes x=4 and z=2.
Example
Describe the set of points in three-dimensional space that satisfies (x+2)2+(y−1)2=4, and graph the set.
Sample Answer
The x- and y-coordinates form a circle in the xy-plane of radius 2, centered at (2,1). Since there is no restriction on the z-coordinate, the three-dimensional result is a circular cylinder of radius 2 centered on the line with x=2 and x=1. The cylinder extends indefinitely in the z-direction (Figure 8).[image: This figure is the 3-dimensional coordinate system. It has a vertical cylinder parallel to the z-axis and centered around line parallel to the z-axis with x = 2 and y = 1.]The set of points satisfying (x−2)2+(y−1)2=4. This is a cylinder of radius 2 centered on the line with x=2 and y=1.
Three-Dimensional Space: Learn It 3
Working with Vectors in Three Dimensions

Three-dimensional vectors work exactly like their 2D counterparts—they're quantities with both magnitude and direction, represented by directed line segments (arrows). The only difference is that 3D vectors point in three-dimensional space.
A vector 𝐯=⟨x,y,z⟩ has the initial point at the origin (0,0,0) and terminal point (x,y,z).

The zero vector in 3D is 0=⟨0,0,0⟩.

Example

The three dimensional vector 𝐯=⟨2,4,1⟩ is represented by a directed line segment from point (0,0,0) to point (2,4,1) (Figure 1).
[image: ]Vector v=⟨2,4,1⟩ is represented by a directed line segment from point (0,0,0) to point (2,4,1).

Vector Operations in 3D

All the vector operations you know from 2D extend naturally to 3D. For vectors 𝐯=⟨x1,y1,z1⟩ and 𝐰=⟨x2,y2,z2⟩, and scalar k:

Vector Addition: 𝐯+𝐰=⟨x1+x2,y1+y2,z1+z2⟩

Scalar Multiplication: k𝐯=⟨kx1,ky1,kz1⟩

Vector Subtraction: 𝐯−𝐰=𝐯+(−𝐰)=⟨x1−x2,y1−y2,z1−z2⟩

Pro Tip
Vector addition and other geometric operations work the same way in 3D as in 2D. The parallelogram rule, triangle method, and all the visual techniques you learned for 2D vectors apply directly to 3D.

[image: This figure is the first octant of the 3-dimensional coordinate system. It has has three vectors in standard position. The first vector is labeled “A.” The second vector is labeled “B.” The third vector is labeled “A + B.” This vector is in between vectors A and B.]To add vectors in three dimensions, we follow the same procedures we learned for two dimensions.

Standard Unit Vectors in 3D

The 2D standard unit vectors 𝐢 and 𝐣 get a third companion in 3D:

	𝐢=⟨1,0,0⟩ (points along positive x-axis)
	𝐣=⟨0,1,0⟩ (points along positive y-axis)
	𝐤=⟨0,0,1⟩ (points along positive z-axis)


Any 3D vector can be written in standard unit vector form:

𝐯=⟨x,y,z⟩=x𝐢+y𝐣+z𝐤

Example
Let PQ→ be the vector with initial point P=(3,12,6) and terminal point Q=(−4,−3,2) as shown in Figure 2. Express PQ→ in both component form and using standard unit vectors.[image: This figure is the 3-dimensional coordinate system. It has two points labeled. The first point is P = (3, 12, 6). The second point is Q = (-4, -3, 2). There is a vector from P to Q.]The vector with initial point P=(3,12,6) and terminal point Q=(−4,−3,2).
Sample Answer

In component form,

PQ→=⟨x2−x1,y2−y1,z2−z1⟩=⟨−4−3,−3−12,2−6⟩=⟨−7,−15,−4⟩.
.
In standard unit form,

PQ→=−7𝐢−15𝐣−4𝐤.


We have already seen how some of the algebraic properties of vectors, such as vector addition and scalar multiplication, can be extended to three dimensions. Other properties can be extended in similar fashion. They are summarized here for our reference.

Key Takeaway

3D vector operations

For vectors 𝐯=⟨x1,y1,z1⟩ and 𝐰=⟨x2,y2,z2⟩, and scalar k:

	Scalar multiplication: k𝐯=⟨kx1,ky1,kz1⟩
	Vector addition: 𝐯+𝐰=⟨x1+x2,y1+y2,z1+z2⟩
	Vector subtraction: 𝐯−𝐰=⟨x1−x2,y1−y2,z1−z2⟩
	Vector magnitude: |𝐯|=x12+y12+z12
	Unit vector: 1|𝐯|𝐯=⟨x1|𝐯|,y1|𝐯|,z1|𝐯|⟩ (if 𝐯≠0)


Pro Tip
3D vectors satisfy all the same algebraic properties as 2D vectors: commutative and associative properties for addition, distributive property for scalar multiplication, and the zero vector acts as the additive identity.Example

Let 𝐯=⟨−2,9,5⟩ and 𝐰=⟨1,−1,0⟩ (Figure 4). Find the following vectors.

	3𝐯−2𝐰
	5‖𝐰‖
	‖5𝐰‖
	A unit vector in the direction of v



[image: "This]
Sample Answer

	First, use scalar multiplication of each vector, then subtract:
3𝐯−2𝐰=3⟨−2,9,5⟩−2⟨1,−1,0⟩=⟨−6,27,15⟩−⟨2,−2,0⟩=⟨−6−2,27−(−2),15−0⟩=⟨−8,29,15⟩

	Write the equation for the magnitude of the vector, then use scalar multiplication:

5‖𝐰‖=512+(−1)2+02=52.

	First, use scalar multiplication, then find the magnitude of the new vector. Note that the result is the same as for part b.:
‖5𝐰‖=‖⟨5,−5,0⟩‖=52+(−5)2+02=50=52.

	Recall that to find a unit vector in two dimensions, we divide a vector by its magnitude. The procedure is the same in three dimensions:

𝐯‖𝐯‖=1‖𝐯‖⟨−2,9,5⟩=1(−2)2+92+52⟨−2,9,5⟩=1110⟨−2,9,5⟩=⟨−2110,9110,5110⟩





Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Example
A quarterback is standing on the football field preparing to throw a pass. His receiver is standing 20 yd down the field and 15 yd to the quarterback’s left. The quarterback throws the ball at a velocity of 60 mph toward the receiver at an upward angle of 30∘ (see the following figure). Write the initial velocity vector of the ball, v, in component form.[image: This figure is an image of two football players with the first one throwing the football to the second one. There is a line segment from each player to the bottom of the image. The distance from the first player to the bottom of the image is 20 yards. The distance from the second player to the same point on the bottom of the image is 15 yards. The two line segments are perpendicular. There is a broken line segment from the first player to the second player. There is a vector from the first player. The angle between the broken line and the vector is 30 degrees.]The receiver is standing 20 yd down the field and 15 yd to the quarterback’s left. The quarterback throws the ball at a velocity of 60 mph toward the receiver at an upward angle of 30°
Sample Answer
The first thing we want to do is find a vector in the same direction as the velocity vector of the ball. We then scale the vector appropriately so that it has the right magnitude. Consider the vector w extending from the quarterback’s arm to a point directly above the receiver’s head at an angle of 30∘ (see the following figure). This vector would have the same direction as v, but it may not have the right magnitude.[image: This figure is the image of two football players with the first player throwing the football to the second player. The distance between the two players is represented with a broken line segment. There is a vector from the first player. The angle between the vector and the broken line segment is 30 degrees. There is a vertical broken line segment from the second player. Also, there is a right triangle formed from the two broken line segments and the vector from the first player is labeled “w” and is the hypotenuse.]Vector w extending from the quarterback’s arm at an angle of 30°
The receiver is 20 yd down the field and 15 yd to the quarterback’s left. Therefore, the straight-line distance from the quarterback to the receiver is

 Dist from QB to receiver =152+202=225+400=625=25 yd.

We have 25‖𝐰‖=cos30∘. Then the magnitude of w is given by

‖𝐰‖=25cos30∘=25*23=503yd

and the vertical distance from the receiver to the terminal point of w is

 Vert dist from receiver to terminal point of w=wsin30∘=503*12=253yd.

Then 𝐰=⟨20,15,253⟩, and has the same direction as v.

Recall, though, that we calculated the magnitude of wto be ‖w‖=503, and v has magnitude 60 mph. So, we need to multiply vector w by an appropriate constant, k. We want to find a value of k so that ‖kw‖=60 mph. We have

‖kw‖=k‖w‖=k503 mph,

so we want

k503=60k=60350k=635
.
Then

v=kw=k⟨20,15,253⟩=635⟨20,15,253⟩=⟨243,183,30⟩
.
Let’s double-check that ‖v‖=60. We have

‖v‖=(243)2+(183)2+(30)2=1728+972+900=3600=60mph.
So, we have found the correct components for v.



Example
Assume the quarterback and the receiver are in the same place as in the previous example. This time, however, the quarterback throws the ball at velocity of 40 mph and an angle of 45∘. Write the initial velocity vector of the ball, v, in component form.
Sample Answer
v=⟨162,122,202⟩

Three-Dimensional Space: Apply It
Learning Goals

	Describe three-dimensional space mathematically
	Find and graph points in 3D space using their (x,y,z) coordinates
	Write the distance formula in three dimensions
	Write the equations for simple planes and spheres
	Perform vector operations in ℝ3



Three-Dimensional Coordinate Systems

You're working as a designer for a company that creates custom storage solutions. A client has requested a modular shelving system for their office space, and you need to map out the positions of various connection points in 3D space to ensure everything fits together properly. The origin point (0,0,0) represents the corner where two walls meet the floor. Distances are measured in feet, with the x-axis extending along one wall, the y-axis extending along the perpendicular wall, and the z-axis extending vertically from the floor.
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Vector Operations in Space: Learn It 1
Learning Goals

	Calculate the dot product of two given vectors
	Find angles between vectors and determine when vectors are perpendicular using dot products
	Explain what is meant by the vector projection of one vector onto another vector, and describe how to compute it
	Calculate the work done by a given force



The Dot Product

When you apply a force to move an object, you do work on that object. In earlier calculus courses, you calculated work as force times distance—but only when the force acted in the same direction as the motion.

In reality, force and motion are vectors that often point in different directions. The dot product allows us to calculate work when the force vector and motion vector have different directions. It tells us how much of the force vector acts in the direction of the motion vector.

Beyond calculating work, the dot product helps us measure angles between vectors, determine if vectors are perpendicular, and analyze how vectors relate to coordinate axes.

What is the Dot Product?

The dot product is a new way to "multiply" vectors, but unlike vector addition and scalar multiplication, the result is a scalar (a number), not a vector.

Key Takeaway

dot product

For vectors 𝐮=⟨u1,u2,u3⟩ and 𝐯=⟨v1,v2,v3⟩:

𝐮·𝐯=u1v1+u2v2+u3v3

For 2D vectors 𝐮=⟨u1,u2⟩ and 𝐯=⟨v1,v2⟩:

𝐮·𝐯=u1v1+u2v2


The dot product is also called the scalar product (because the result is a scalar) or the inner product.

Pro Tip
Multiply corresponding components and add the results. For ⟨2,3,1⟩·⟨4,−1,5⟩:
(2)(4)+(3)(−1)+(1)(5)=8−3+5=10
Example

	Find the dot product of 𝐮=⟨3,5,2⟩ and 𝐯=⟨−1,3,0⟩.
	Find the scalar product of 𝐩=10𝐢−4𝐣+7𝐤 and 𝐪=−2𝐢+𝐣+6𝐤.


Sample Answer

	Substitute the vector components into the formula for the dot product:


u·v=u1v1+u2v2+u3v3=3(−1)+5(3)+2(0)=−3+15+0=12.


	The calculation is the same if the vectors are written using standard unit vectors. We still have three components for each vector to substitute into the formula for the dot product:

p·q=u1v1+u2v2+u3v3=10(−2)+(−4)(1)+7(6)=−20−4+42=18.





Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Properties of the Dot Product

The dot product follows familiar algebraic rules, making it easy to work with in calculations.

Key Takeaway

properties of the dot product

Let 𝐮, 𝐯, and 𝐰 be vectors, and let c be a scalar.

	Commutative: 𝐮·𝐯=𝐯·𝐮
	Distributive: 𝐮·(𝐯+𝐰)=𝐮·𝐯+𝐮·𝐰
	Associative with scalars: c(𝐮·𝐯)=(c𝐮)·𝐯=𝐮·(c𝐯)
	Magnitude relationship: 𝐯·𝐯=||𝐯||2


Connect It

Proof



Let 𝐮=⟨u1,u2,u3⟩ and 𝐯=⟨v1,v2,v3⟩. Then


u·v=⟨u1,u2,u3⟩·⟨v1,v2,v3⟩=u1v1+u2v2+u3v3=v1u1+v2u2+v3u3=⟨v1,v2,v3⟩·⟨u1,u2,u3⟩=v·u.

The associative property looks like the associative property for real-number multiplication, but pay close attention to the difference between scalar and vector objects:


c(u·v)=c(u1v1+u2v2+u3v3)=c(u1v1)+c(u2v2)+c(u3v3)=(cu1)v1+(cu2)v2+(cu3)v3=⟨cu1,cu2,cu3⟩·⟨v1,v2,v3⟩=c⟨u1,u2,u3⟩·⟨v1,v2,v3⟩=(c𝐮)·𝐯.

The proof that c(u·v)=𝐮·(c𝐯) is similar.

The fourth property shows the relationship between the magnitude of a vector and its dot product with itself:


𝐯·𝐯=⟨v1,v2,v3⟩·⟨v1,v2,v3⟩=(v1)2+(v2)2+(v3)2=[(v1)2+(v2)2+(v3)2]2=||𝐯||2.
∎

From the definition and properties, we can make several key observations:

	0·𝐯=0 for any vector 𝐯
	If 𝐯·𝐯=0, then 𝐯=0 (only the zero vector has dot product zero with itself)
	The dot product of a vector with itself gives the square of its magnitude


Recall
Remember that ||𝐯||=v12+v22+v32, so ||𝐯||2=v12+v22+v32=𝐯·𝐯.Example

Let 𝐚=⟨1,2,−3⟩, 𝐛=⟨0,2,4⟩, and 𝐜=⟨5,−1,3⟩. Find each of the following products.

	(𝐚·𝐛)𝐜
	𝐚·(2𝐜)
	||𝐛||2


Sample Answer

	Note that this expression asks for the scalar multiple of  𝐜 by 𝐚·𝐛:
(𝐚·𝐛)𝐜=(⟨1,2,−3⟩·⟨0,2,4⟩)⟨5,−1,3⟩=(1(0)+2(2)+(−3)(4))⟨5,−1,3⟩=−8⟨5,−1,3⟩=⟨−40,8,−24⟩.

	This expression is a dot product of vector 𝐚 and scalar multiple 2𝐜:

𝐚·(2𝐜)=2(𝐚·𝐜)=2(⟨1,2,−3⟩·⟨5,−1,3⟩)=2(1(5)+2(−1)+(−3)(3))=2(−6)=−12.

	Simplifying this expression is a straightforward application of the dot product:
||𝐛||2=𝐛·𝐛=⟨0,2,4⟩·⟨0,2,4⟩=02+22+42=0+4+16=20.





Vector Operations in Space: Learn It 2
Using the Dot Product to Find the Angle between Two Vectors

When you place two nonzero vectors in standard position (starting from the origin), they form an angle between them. The dot product provides a powerful way to find this angle.

[image: This figure is two vectors with the same initial point. The first vector is labeled “u,” and the second vector is labeled “v.” The angle between the two vectors is labeled “theta.”]Let θ be the angle between two nonzero vectors u and v such that 0≤θ≤π.The dot product has both algebraic and geometric interpretations. We've seen the algebraic version (multiply components and add). The geometric version connects the dot product to angles.

Key Takeaway

geometric dot product formula

The dot product of two vectors is the product of the magnitude of each vector and the cosine of the angle between them:

𝐮·𝐯=||𝐮||||𝐯||cosθ.
Connect It

Proof




Place vectors 𝐮 and 𝐯 in standard position and consider the vector 𝐯−𝐮 (Figure 2). These three vectors form a triangle with side lengths ||𝐮||, ||𝐯||, and ||𝐯−𝐮||.

[image: This figure is two vectors with the same initial point. The first vector is labeled “u,” and the second vector is labeled “v.” The angle between the two vectors is labeled “theta.” There is also a third vector from the terminal point of vector u to the terminal point of vector v. It is labeled “v – u.”]The lengths of the sides of the triangle are given by the magnitudes of the vectors that form the triangle.
The law of cosines describes the relationship among the side lengths of the triangle and the angle θ. Applying the law of cosines here gives

||𝐯−𝐮||2=||𝐮||2+||𝐯||2−2||𝐮||||𝐯||cosθ.

The dot product provides a way to rewrite the left side of this equation:


||𝐯−𝐮||2=(𝐯−𝐮)·(𝐯−𝐮)=(𝐯−𝐮)·𝐯−(𝐯−𝐮)·𝐮=𝐯·𝐯−𝐮·𝐯−𝐯·𝐮+𝐮·𝐮=𝐯·𝐯−𝐮·𝐯−𝐮·𝐯+𝐮·𝐮=||𝐯||2−2𝐮·𝐯+||𝐮||2.

Substituting into the law of cosines yields

||𝐯−𝐮||2=||𝐮||2+||𝐯||2−2||𝐮||||𝐯||cosθ||𝐯||2−2𝐮·𝐯+||𝐮||2=||𝐮||2+||𝐯||2−2||𝐮||||𝐯||cosθ−2𝐮·𝐯=−2||𝐮||||𝐯||cosθ𝐮·𝐯=||𝐮||||𝐯||cosθ.
∎

Finding Angles Between Vectors

We can rearrange the geometric formula to solve for the angle:

cosθ=𝐮·𝐯||𝐮||,||𝐯||

Since we measure the smallest angle between vectors, we have 0°≤θ≤180° (or 0≤θ≤π radians). The inverse cosine function is unique over this range, so we can determine θ precisely.

Example

Find the measure of the angle between each pair of vectors.

	𝐢+𝐣+𝐤 and 2𝐢−𝐣−3𝐤
	⟨2,5,6⟩ and ⟨−2,−4,4⟩


Sample Answer

	To find the cosine of the angle formed by the two vectors, substitute the components of the vectors into the rearranged Dot Product:
cosθ=(𝐢+𝐣+𝐤)·(2𝐢−𝐣−3𝐤)||𝐢+𝐣+𝐤||·||2𝐢−𝐣−3𝐤||=1(2)+(1)(−1)+(1)(−3)12+12+1222+(−1)2+(−3)2=−2314=−242.

Therefore, θ=arccos−242 rad.
	Start by finding the value of the cosine of the angle between the vectors:

cosθ=⟨2,5,6⟩·⟨−2,−4,4⟩||⟨2,5,6⟩||·||⟨−2,−4,4⟩||=2(−2)+(5)(−4)+(6)(4)22+52+62(−2)2+(−4)2+42=06536=0.

Now,cosθ=0 and 0≤θ≤π, so θ=π2.





Interpreting Different Angles

The value of cosθ tells us about the relationship between the vectors:

	Acute angle (0<θ<90°): cosθ>0 (vectors point in "similar" directions)
	Right angle (θ=90°): cosθ=0 (vectors are perpendicular)
	Obtuse angle (90°<θ<180°): cosθ<0 (vectors point in "opposite" directions)
	Same direction (θ=0°): cosθ=1
	Opposite directions (θ=180°): cosθ=−1


If cosθ=0, then the vectors, when placed in standard position, form a right angle.

[image: This figure has 5 images. The first image has two vectors u and v. The angle between these two vectors is theta. Theta is an acute angle. The second image is has two vectors u and v. The angle between these vectors is theta. Theta is an obtuse angle. The third image is vectors u and v in opposite directions. The angle between u and v is a straight angle. The fourth image is u and v in the same direction. The fifth image is u and v with angle theta between them as a right angle.](a) An acute angle has 0<cosθ<1. (b) An obtuse angle has −1<cosθ<0. (c) A straight line has cosθ=−1. (d) If the vectors have the same direction, cosθ=1. (e) If the vectors are orthogonal (perpendicular), cosθ=0
Orthogonal Vectors

The right angle case is so important that it has special terminology and a simple test. Nonzero vectors 𝐮 and 𝐯 are orthogonal (perpendicular) if and only if 𝐮·𝐯=0.

Key Takeaway

orthogonal vectors

The nonzero vectors 𝐮 and 𝐯 are orthogonal vectors if and only if 𝐮·𝐯=0.

Connect It

Proof



Let 𝐮 and 𝐯 be nonzero vectors, and let θ denote the angle between them. First, assume 𝐮·𝐯=0. Then

||𝐮||||𝐯||cosθ=0.

However, ||𝐮||≠0 and ||𝐯||≠0, so we must have cosθ=0. Hence, θ=90∘, and the vectors are orthogonal.

Now assume 𝐮 and 𝐯 are orthogonal. Then θ=90∘ and we have

𝐮·𝐯=||𝐮||||𝐯||cosθ=||𝐮||||𝐯||cos90∘=||𝐮||||𝐯||(0)=0.
∎
Pro Tip
Terminology: We say vectors are orthogonal, lines are perpendicular, and surfaces have normal vectors. All three terms indicate 90° angles, but context determines which to use.Example
Determine whether 𝐩=⟨1,0,5⟩ and 𝐪=⟨10,3,−2⟩ are orthogonal vectors.
Sample Answer

Using the definition, we need only check the dot product of the vectors:

𝐩·𝐪=1(10)+(0)(3)+(5)(−2)=10+0−10=0.

Because 𝐩·𝐪=0, the vectors are orthogonal (Figure 4).

[image: This figure is the 3-dimensional coordinate system. There are two vectors in standard position. The vectors are labeled “p” and “q.” The angle between the vectors is a right angle.]Vectors p and q form a right angle when their initial points are aligned.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Example

Let 𝐯=⟨2,3,3⟩. Find the measures of the angles formed by the following vectors.

	𝐯 and 𝐢
	𝐯 and 𝐣
	𝐯 and 𝐤


Sample Answer

	Let α be the angle formed by 𝐯 and 𝐢:

cosα=𝐯·𝐢||𝐯||·||𝐢||=⟨2,3,3⟩·⟨1,0,0⟩22+32+321=222 



α=arccos222≈1.130 rad.

	Let β represent the angle formed by 𝐯 and 𝐣:

cosβ=𝐯·𝐣||𝐯||·||𝐣||=⟨2,3,3⟩·⟨0,1,0⟩22+32+321=322=. 



β=arccos322≈0.877 rad.

	Let γ represent the angle formed by 𝐯 and 𝐤:
cosγ=𝐯·𝐤||𝐯||·||𝐤||=⟨2,3,3⟩·⟨0,0,1⟩22+32+321=322. 



γ=arccos322≈0.877 rad.






Direction Angles and Direction Cosines

The angles a vector makes with the coordinate axes are called direction angles. These are crucial in applications like engineering, where precise angular measurements matter—a small error in a rocket's launch angle can cause it to miss its target by hundreds of miles.

Direction angles are often calculated by using the dot product and the cosines of the angles, called the direction cosines. Therefore, we define both these angles and their cosines.

Key Takeaway

direction angles

The direction angles of a vector are the angles it makes with the positive x-, y-, and z-axes. The direction cosines are the cosines of these angles.

[image: This figure is the first octant of the 3-dimensional coordinate system. It has the standard unit vectors drawn on axes x, y, and z. There is also a vector drawn in the first octant labeled “v.” The angle between the x-axis and v is labeled “alpha.” The angle between the y-axis and vector v is labeled “beta.” The angle between the z-axis and vector v is labeled “gamma.”]Angle α is formed by vector v and unit vector i. Angle β is formed by vector v and unit vector j. Angle γ is formed by vector v and unit vector k. 

Example
For vector 𝐯=⟨2,3,3⟩, the direction cosines are cosα=222, cosβ=322, and cosγ=322, giving direction angles α=1.130 rad, β=0.877 rad, and γ=0.877 rad.Vector Operations in Space: Learn It 3
Projections


Vector addition combines vectors to create a resultant vector. But what if you need to work in reverse—breaking a vector into its component parts? Vector projections solve this problem by showing how much of one vector acts in the direction of another.

Consider a child pulling a wagon handle at a 55° angle. Only part of that pulling force actually moves the wagon forward—the horizontal component. Projections help us find exactly how much force is working in the direction we care about.




[image: This figure is the image of a wagon with a handle. The handle is represented by the vector “F.” The angle between F and the horizontal direction of the wagon is 55 degrees.]When a child pulls a wagon, only the horizontal component of the force propels the wagon forward.

The vector projection of 𝐯 onto 𝐮, written as  proj 𝐮𝐯, represents the component of 𝐯 that acts in the direction of 𝐮.

[image: This image has a vector labeled “v.” There is also a vector with the same initial point labeled “proj sub u v.” The third vector is from the terminal point of proj sub u v in the same direction labeled “u.” A broken line segment from the initial point of u to the terminal point of v is drawn and is perpendicular to u.]The projection of v onto u shows the component of vector v in the direction of u.
From the geometry of the situation, if θ is the angle between 𝐮 and 𝐯, then the length of the projection is:

|| proj 𝐮𝐯||=||𝐯||cosθ

Using the dot product formula cosθ=𝐮·𝐯||𝐮||,||𝐯||, this becomes:

|| proj 𝐮𝐯||=||𝐯||·|𝐮·𝐯|||𝐮||,||𝐯||=|𝐮·𝐯|||𝐮||

To get the actual projection vector (not just its length), we multiply by a unit vector in the direction of 𝐮:

|| proj 𝐮𝐯||=𝐮·𝐯||𝐮||(1||𝐮||𝐮)=𝐮·𝐯||𝐮||2𝐮.

The length of this vector is also known as the scalar projection of 𝐯 onto 𝐮 and is denoted by

|| proj  u 𝐯||= comp  u 𝐯=𝐮·𝐯||𝐮||.
Key Takeaway

vector projection

Vector Projection Formula

 proj 𝐮𝐯=𝐮·𝐯||𝐮||2𝐮

Scalar Projection (length only)

|| proj 𝐮𝐯||= comp 𝐮𝐯=𝐮·𝐯||𝐮||

Pro Tip
Think of projection as the "shadow" that vector 𝐯 casts onto vector 𝐮 when light shines perpendicular to 𝐮.Example

Find the projection of 𝐯 onto 𝐮.

	𝐯=⟨3,5,1⟩ and 𝐮=⟨−1,4,3⟩
	𝐯=3𝐢−2𝐣 and 𝐮=𝐢+6𝐣


Sample Answer

	Substitute the components of 𝐯 and 𝐮 into the formula for the projection:

 proj  u 𝐯=𝐮·𝐯||𝐮||2𝐮=⟨−1,4,3⟩·⟨3,5,1⟩||⟨−1,4,3⟩||2⟨−1,4,3⟩=−3+20+3(−1)2+42+32⟨−1,4,3⟩=2026⟨−1,4,3⟩=⟨−1013,4013,3013⟩. 



	To find the two-dimensional projection, simply adapt the formula to the two-dimensional case:

 proj  u 𝐯=𝐮·𝐯||𝐮||2𝐮=(𝐢+6𝐣)·(3𝐢−2𝐣)||𝐢+6𝐣||2(𝐢+6𝐣)=1(3)+6(−2)12+62(𝐢+6𝐣)=−937(𝐢+6𝐣)=−937𝐢−5437𝐣. 








Decomposing Vectors into Orthogonal Components

Projections allow us to decompose (break apart) vectors into orthogonal components. This process is called resolution of a vector into components.

Example

Let 𝐯=⟨6,−4⟩ and 𝐮=⟨3,1⟩. Decompose 𝐯 into orthogonal components where one component has the same direction as 𝐮.

Step 1: Find the projection of 𝐯 onto 𝐮: 𝐩= proj 𝐮𝐯=𝐮·𝐯||𝐮||2𝐮

𝐮·𝐯=(3)(6)+(1)(−4)=18−4=14

||𝐮||2=32+12=10

𝐩=1410⟨3,1⟩=75⟨3,1⟩=⟨215,75⟩

Step 2: Find the orthogonal component:

𝐪=𝐯−𝐩=⟨6,−4⟩−⟨215,75⟩=⟨95,−275⟩

Step 3: Verify orthogonality:

𝐪·𝐩=⟨95,−275⟩·⟨215,75⟩=18925−18925=0 ✓

Therefore: 𝐯=𝐩+𝐪 where 𝐩 and 𝐪 are orthogonal.

Key Takeaway

vector decomposition

Any vector 𝐯 can be written as 𝐯=𝐩+𝐪 where:

	𝐩= proj 𝐮𝐯 (component parallel to 𝐮)
	𝐪=𝐯−𝐩 (component orthogonal to 𝐮)


This decomposition is unique and 𝐩·𝐪=0.

Example
Express 𝐯=⟨8,−3,−3⟩ as a sum of orthogonal vectors such that one of the vectors has the same direction as 𝐮=⟨2,3,2⟩.
Sample Answer

Let 𝐩 represent the projection of 𝐯 onto 𝐮:


𝐩= proj  u 𝐯=𝐮·𝐯||𝐮||2𝐮=⟨2,3,2⟩·⟨8,−3,−3⟩||⟨2,3,2⟩||2⟨2,3,2⟩=16−9−622+32+22⟨2,3,2⟩=117⟨2,3,2⟩=⟨217,317,217⟩.

Then,

𝐪=𝐯−𝐩=⟨8,−3,−3⟩−⟨217,317,217⟩=⟨13417,−5417,−5317⟩.

To check our work, we can use the dot product to verify that p and q are orthogonal vectors:

𝐩·𝐪=⟨217,317,217⟩·⟨13417,−5417,−5317⟩=268289−162289−106289=0.

Then,

𝐯=𝐩+𝐪=⟨217,317,217⟩+⟨13417,−5417,−5317⟩.


Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Example
A container ship leaves port traveling 15∘ north of east. Its engine generates a speed of 20 knots along that path (see the following figure). In addition, the ocean current moves the ship northeast at a speed of 2 knots. Considering both the engine and the current, how fast is the ship moving in the direction 15∘ north of east? Round the answer to two decimal places.[image: This figure is an image of a ship. The ship is at the origin of two perpendicular axes. The horizontal axis is labeled “east.” The second axis is vertical and labeled “north.” From the ship there are two vectors. The first is labeled “v” and has an angle of 15 degrees between the East axis and the vector v. The second vector is labeled “w” and has an angle of 45 degrees between the East axis and the vector w.]Find how fast the ship is moving in the direction of 15∘ north of east.
Sample Answer

Let 𝐯 be the velocity vector generated by the engine, and let 𝐰 be the velocity vector of the current. We already know ||𝐯||=20 along the desired route. We just need to add in the scalar projection of 𝐰 onto 𝐯. We get


 comp  v 𝐰=𝐯·𝐰||𝐯||=||𝐯||||𝐰||cos(30∘)||𝐯||=||𝐰||cos(30∘)=232=3≈1.73 knots. 

The ship is moving at 21.73 knots in the direction 15∘ north of east.




Vector Operations in Space: Learn It 4
Work

Now you can apply dot products to solve real-world problems. The most important application is calculating work—the amount of energy required to move an object with force.

In basic physics, when a constant force acts in the same direction as motion, work is simply: W=F·d (force times distance)

But what happens when the force acts at an angle to the motion? Think back to the child pulling a wagon at a 55° angle. Only part of that force actually moves the wagon forward—the component in the direction of motion. The dot product handles this perfectly. It automatically accounts for the angle between force and motion vectors.

Key Takeaway

work formula

When a constant force 𝐅 moves an object from point P to point Q, the work done is:

W=𝐅·PQ→=||𝐅||||PQ→||cosθ

where θ is the angle between the force vector and displacement vector.


Let's solve the wagon problem we introduced earlier. A child pulls a wagon with 8 lb of force at a 55° angle to the horizontal. If the wagon moves 50 ft, how much work is done?

[image: This figure is an image of a wagon with a handle. The handle is represented with a vector labeled “8 lb.” There is another vector in the horizontal direction from the wagon labeled “50 ft.” The angle between these vectors is 55 degrees.]The horizontal component of the force is the projection of F onto the positive x-axis.Using the work formula:

W=||𝐅||||PQ→||cosθ=8 lb ×50 ft ×cos(55°)
W=400×0.574≈229 ft⋅lb 
Pro Tip
Notice that ||𝐅||cosθ is exactly the magnitude of the projection of 𝐅 onto the direction of motion. This confirms that work equals the force component in the direction of motion times the distance moved.Example

	θ=0°: Force and motion in same direction → W=||𝐅||||PQ→|| (maximum work)
	θ=90°: Force perpendicular to motion → W=0 (no work done)
	θ=180°: Force opposite to motion → W=−||𝐅||||PQ→|| (negative work)



Units of Work

Work units depend on your measurement system.

U.S. Standard Units:

	Force: pounds (lb)
	Distance: feet (ft)
	Work: foot-pounds (ft⋅lb)


One foot-pound is the work needed to lift a 1-pound object straight up 1 foot.

Metric Units:

	Force: newtons (N)
	Distance: meters (m)
	Work: newton-meters (N⋅m) or joules (J)


One joule equals one newton-meter.

Connect It
Connection to Projections: The work formula W=𝐅·PQ→ gives the same result as finding the projection of 𝐅 onto PQ→ and multiplying by the distance: W=|| proj PQ→𝐅||×||PQ→||.Example
A conveyor belt generates a force 𝐅=5𝐢−3𝐣+𝐤 that moves a suitcase from point (1,1,1) to point (9,4,7) along a straight line. Find the work done by the conveyor belt. The distance is measured in meters and the force is measured in newtons.
Sample Answer

The displacement vector PQ→ has initial point (1,1,1) and terminal point (9,4,7):

PQ→=⟨9−1,4−1,7−1⟩=⟨8,3,6⟩=8𝐢+3𝐣+6𝐤.

Work is the dot product of force and displacement:


W=𝐅·PQ→=(5𝐢−3𝐣+𝐤)·(8𝐢+3𝐣+6𝐤)=5(8)+(−3)(3)+1(6)=37 N · m =37 J. 


Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Vector Operations in Space: Apply It
Learning Goals

	Calculate the dot product of two given vectors
	Find angles between vectors and determine when vectors are perpendicular using dot products
	Explain what is meant by the vector projection of one vector onto another vector, and describe how to compute it
	Calculate the work done by a given force



Abstract Vector Applications

Vectors aren't limited to physical quantities like force and position. They're powerful tools for organizing and processing data.

Example

Consider a fruit vendor who sells apples, bananas, and oranges. He can represent his daily sales with a quantity vector 𝐪=⟨30,12,18⟩ (30 apples, 12 bananas, 18 oranges) and his prices with a price vector 𝐩=⟨0.50,0.25,1.00⟩.

The dot product 𝐪·𝐩=30(0.50)+12(0.25)+18(1.00)=15+3+18=36 gives his total daily revenue: $36.


This approach extends to any number of dimensions. If the vendor adds grapefruit, he simply uses four-dimensional vectors. The dot product calculation follows the same pattern: multiply corresponding components and add the results.

Pro Tip
Vectors provide an elegant way to organize related data. The dot product can compute totals, weighted averages, and correlations between datasets.Example

AAA Party Supply Store sells invitations, party favors, decorations, and food service items such as paper plates and napkins. When AAA buys its inventory, it pays 25¢ per package for invitations and party favors. Decorations cost AAA 50¢ each, and food service items cost 20¢ per package. AAA sells invitations for $2.50 per package and party favors for $1.50 per package. Decorations sell for $4.50 each and food service items for $1.25 per package.

During the month of May, AAA Party Supply Store sells 1258 invitations, 342 party favors, 2426 decorations, and 1354 food service items. Use vectors and dot products to calculate how much money AAA made in sales during the month of May. How much did the store make in profit?

Sample Answer

The cost, price, and quantity vectors are


𝐜=⟨0.25,0.25,0.50,0.20⟩𝐩=⟨2.50,1.50,4.50,1.25⟩𝐪=⟨1258,342,2426,1354⟩.

AAA sales for the month of May can be calculated using the dot product 𝐩·𝐪. We have


𝐩·𝐪=⟨2.50,1.50,4.50,1.25⟩·⟨1258,342,2426,1354⟩=3145+513+10917+1692.5=16267.5.

So, AAA took in $16,267.50 during the month of May.

To calculate the profit, we must first calculate how much AAA paid for the items sold. We use the dot product 𝐜·𝐪 to get


𝐜·𝐪=⟨0.25,0.25,0.50,0.20⟩·⟨1258,342,2426,1354⟩=314.5+85.5+1213+270.8=1883.8.

So, AAA paid $1,883.80for the items they sold. Their profit, then, is given by


𝐩·𝐪−𝐜·𝐪=16267.5−1883.8=14383.7.

Therefore, AAA Party Supply Store made $14,383.70 in May.



Example
On June 1, AAA Party Supply Store decided to increase the price they charge for party favors to $2per package. They also changed suppliers for their invitations, and are now able to purchase invitations for only 10¢ per package. All their other costs and prices remain the same.

If AAA sells 1408 invitations, 147 party favors, 2112 decorations, and 1894 food service items in the month of June, use vectors and dot products to calculate their total sales and profit for June.
Sample Answer
Sales = $15,685.50; profit = $14,073.15
Watch the following video to see the worked solution to the above example.Interactive elements can be viewed embedded within the content of our online courseware.

You can view the transcript for “CP 2.26” here (opens in new window).
Advanced Vector Operations and Applications
Advanced Vector Operations and Applications: Background You'll Need 1
Learning Goals

	Calculate determinants of 2×2 and 3×3 matrice



Evaluate the Determinant of a 2×2 Matrix

A determinant is a real number calculated from the entries of a square matrix. Determinants have practical applications in calculating area and volume, solving systems of equations, and even cryptography—where encoded messages can only be decrypted using an invertible matrix and its determinant.

For us, the determinant serves a specific purpose: it tells us whether a matrix is invertible. If the determinant equals zero, the matrix is not invertible. If it's nonzero, we can find an inverse.

Key Takeaway

the determinant of a 2 × 2 matrix

The determinant of a 2 × 2 matrix, given
A=[abcd]

is defined as

[image: ]
Pro Tip
Notation for Determinants
You'll see determinants written in several ways:

	 det (A)
	|A| (vertical bars replacing the matrix brackets)


These all mean the same thing—the determinant of matrix A.

Example
Find the determinant of the given matrix.
A=[52−63]

Sample Answer

det(A)=|52−63|=5(3)−(−6)(2)=27



Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Evaluate the Determinant of a 3 × 3 Matrix

Finding the determinant of a 2×2 matrix is straightforward, but the 3×3 case requires more steps. We'll use a method called diagonal expansion.

The process: augment the matrix by repeating its first two columns on the right, creating a 3×5 array. Then calculate products along diagonals—adding products that go down-right and subtracting products that go up-right.

How to: Find the Determinant of a 3×3 Matrix
Given matrix A=[a1b1c1a2b2c2a3b3c3]

Step 1: Augment A with its first two columns:

 det (A)=|a1b1c1a2b2c2a3b3c3|a1b1a2b2a3b3|

Step 2: Add products down the three diagonals (upper left to lower right):

	First diagonal: a1b2c3
	Second diagonal: b1c2a3
	Third diagonal: c1a2b3


Step 3: Subtract products up the three diagonals (lower left to upper right):

	First diagonal: a3b2c1
	Second diagonal: b3c2a1
	Third diagonal: c3a2b1[image: ]


Result:

|A|=a1b2c3+b1c2a3+c1a2b3−a3b2c1−b3c2a1−c3a2b1

Pro Tip

Think of it as:

	Add the three products going down-right (↘)
	Subtract the three products going up-right (↗)


This pattern makes the calculation systematic and reduces errors.


Example
Find the determinant of the given 3 × 3 matrix:
A=[0213−11401]

Sample Answer


Augment the matrix with the first two columns and then follow the formula. Thus,
|A|=|0213−11401|023−140|=0(−1)(1)+2(1)(4)+1(3)(0)−4(−1)(1)−0(1)(0)−1(3)(2)=0+8+0+4−0−6=6



Example
Find the determinant of the 3 × 3 matrix.
det(A)=|1−371111−23|

Sample Answer

−10


Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Advanced Vector Operations and Applications: Background You'll Need 2
Learning Goals

	Use substitution and the addition/elimination method to solve systems of equations with two variables



Solving Systems of Equations by Substitution

When solving systems of linear equations, we need methods that work reliably for all types of solutions—whether they involve integers, decimals, or fractions. The substitution method provides an algebraic approach that gives us exact answers.

The substitution method works in two main steps: solve one equation for one variable, then substitute that expression into the other equation. This allows us to solve for one variable at a time, which simplifies the process and ensures accuracy.

How To: Given a system of two equations in two variables, solve using the substitution method.
	Solve one of the two equations for one of the variables in terms of the other.
	Substitute the expression for this variable into the second equation, then solve for the remaining variable.
	Substitute that solution into either of the original equations to find the value of the first variable. If possible, write the solution as an ordered pair.
	Check the solution in both equations.


Example
Solve the following system of equations by substitution.
−x+y=−52x−5y=1

Sample Answer


First, we will solve the first equation for y.
−x+y=−5y=x−5

Now we can substitute the expression x−5 for y in the second equation.
2x−5y=12x−5(x−5)=12x−5x+25=1−3x=−24x=8

Now, we substitute x=8 into the first equation and solve for y.
−(8)+y=−5y=3

Our solution is (8,3).

Check the solution by substituting (8,3) into both equations.
−x+y=−5−(8)+(3)=−5 True 2x−5y=12(8)−5(3)=1 True 



Example
Solve the following system of equations.
x=9−2yx+2y=13

Sample Answer


Because one equation is already solved for x, we can substitute  x=9−2y into the second equation:
x+2y=13(9−2y)+2y=139+0y=139=13

Clearly, this statement is a contradiction because 9≠13. Therefore, the system has no solution.

[image: A graph of two parallel lines. The first line's equation is y equals negative one-half x plus 13 over two. The second line's equation is y equals negative one-half x plus 9 over two.]Graph demonstrating an inconsistent system
Analysis

Let's graph the equations to confirm that the system has no solution. Writing the equations in slope-intercept form confirms that the system is inconsistent because all lines will intersect eventually unless they are parallel. Parallel lines will never intersect; thus, the two lines have no points in common.



Interactive elements can be viewed embedded within the content of our online courseware.

Solving Systems of Equations by the Addition Method

Another method of solving systems of linear equations is the addition method, this method is also called the elimination method.  In this method, we add two terms with the same variable, but opposite coefficients, so that the sum is zero. Of course, not all systems are set up with the two terms of one variable having opposite coefficients. Often we must adjust one or both of the equations by multiplication so that one variable will be eliminated by addition.

How To: Given a system of equations, solve using the addition method.
	Write both equations with x- and y-variables on the left side of the equal sign and constants on the right.
	Write one equation above the other, lining up corresponding variables.
	If one of the variables in the top equation has the opposite coefficient of the same variable in the bottom equation, add the equations together, eliminating one variable.
	If not, use multiplication by a nonzero number so that one of the variables in the top equation has the opposite coefficient of the same variable in the bottom equation, then add the equations to eliminate the variable.



	Solve the resulting equation for the remaining variable.
	Substitute that value into one of the original equations and solve for the second variable.
	Check the solution by substituting the values into the other equation.


Example
Solve the given system of equations by addition.
x+2y=−1−x+y=3

Sample Answer


Both equations are already set equal to a constant. Notice that the coefficient of x in the second equation, –1, is the opposite of the coefficient of x in the first equation, 1. We can add the two equations to eliminate x without needing to multiply by a constant.
x+2y=−1−x+y=33y=2

Now that we have eliminated x, we can solve the resulting equation for y.
3y=2y=23

Then, we substitute this value for y into one of the original equations and solve for x.
−x+y=3−x+23=3−x=3−23−x=73x=−73

The solution to this system is (−73,23).

Analysis

Check the solution in the first equation.
x+2y=−1(−73)+2(23)=−73+43=−33=−1=−1 True 

[image: A graph of two lines that cross at the point negative seven-thirds, two-thirds. The first line's equation is x+2y=negative 1. The second line's equation is negative x + y equals 3.]A graph of two lines that intersect at the point negative seven-thirds, two-thirds

We gain an important perspective on systems of equations by looking at the graphical representation. See the graph to find that the equations intersect at the solution. We do not need to ask whether there may be a second solution because observing the graph confirms that the system has exactly one solution.



Example
Solve the given system of equations by the addition method.
3x+5y=−11x−2y=11

Sample Answer


Adding these equations as presented will not eliminate a variable. However, we see that the first equation has 3x in it and the second equation has x. So if we multiply the second equation by −3, the x-terms will add to zero.
x−2y=11−3(x−2y)=−3(11) Multiply both sides by −3−3x+6y=−33 Use the distributive property .

Now, let’s add them.

3x+5y=−11−3x+6y=−3311y=−44y=−4

For the last step, we substitute y=−4 into one of the original equations and solve for x.
3x+5y=−113x+5(−4)=−113x−20=−113x=9x=3

Our solution is the ordered pair (3,−4).

[image: A graph of two lines that cross at the point 3, negative 4. The first line's equation is 3x+5y=-11. The second line's equation is x-2y=11.]A graph of two lines that cross at the point 3, negative 4
Analysis

We can check the solution in the original second equation and also by graphing:
x−2y=11(3)−2(−4)=3+8=11 True 



Interactive elements can be viewed embedded within the content of our online courseware.
Cross Product and Applications: Learn It 1
Learning Goals

	Calculate the cross product of two vectors and understand what it tells us
	Find a vector orthogonal to two given vectors
	Determine areas and volumes by using the cross product
	Calculate the torque of a given force and position vector



The Cross Product

Imagine a mechanic turning a wrench to tighten a bolt. The mechanic applies force at the end of the wrench, creating rotation (torque) that tightens the bolt.

We can represent both the applied force and the radius from bolt to wrench end as vectors. The resulting torque is also a vector, but it points along the axis of rotation—perpendicular to both the force vector and radius vector. How do we find a vector perpendicular to two given vectors? The cross product provides the answer.

The dot product multiplies two vectors to get a scalar. The cross product multiplies two vectors to get a third vector that's orthogonal to both original vectors. Let's see how this works.

Example

Given vectors 𝐮=⟨u1,u2,u3⟩ and 𝐯=⟨v1,v2,v3⟩, we want to find vector 𝐰=⟨w1,w2,w3⟩ such that:

	𝐮·𝐰=0 (orthogonal to 𝐮)
	𝐯·𝐰=0 (orthogonal to 𝐯)


This gives us the system of equations:

u1w1+u2w2+u3w3&=0v1w1+v2w2+v3w3&=0.

Through algebraic manipulation (multiplying and eliminating variables), we find:
w1=u2v3−u3v2
w2=−(u1v3−u3v1)=u3v1−u1v3
w3=u1v2−u2v1

That is, vector

𝐰=⟨u2v3−u3v2,−(u1v3−u3v1),u1v2−u2v1⟩

is orthogonal to both u and v

Pro Tip
To eliminate w3, multiply the first equation by v3 and the second by u3, then subtract. This algebraic manipulation leads to the cross product formulaKey Takeaway

cross product

For vectors 𝐮=⟨u1,u2,u3⟩ and 𝐯=⟨v1,v2,v3⟩:

 
Component Form:

𝐮×𝐯=⟨u2v3−u3v2,u3v1−u1v3,u1v2−u2v1⟩

Standard Unit Vector Form:

𝐮×𝐯=(u2v3−u3v2)𝐢−(u1v3−u3v1)𝐣+(u1v2−u2v1)𝐤


Orthogonality Check

Let's verify that 𝐮×𝐯 is indeed orthogonal to 𝐮 by computing their dot product:

𝐮·(𝐮×𝐯)=⟨u1,u2,u3⟩·⟨u2v3−u3v2,−u1v3−u3v1,u1v2−u2v1⟩=u1(u2v3−u3v2)+u2(−u1v3+u3v1)+u3(u1v2−u2v1)=u1u2v3−u1u3v2−u1u2v3+u2u3v1+u1u3v2−u2u3v1=(u1u2v3−u1u2v3)+(−u1u3v2+u1u3v2)+(u2u3v1−u2u3v1)=0
The terms cancel out perfectly! Similarly, we can show that 𝐯·(𝐮×𝐯)=0.

Pro Tip

Cross Product vs. Dot Product:

	Dot product: Two vectors → scalar
	Cross product: Two vectors → vector (orthogonal to both inputs)


Example
Let 𝐩=⟨−1,2,5⟩ and 𝐪=⟨4,0,−3⟩ (Figure 1). Find 𝐩×𝐪.[image: "This]
Sample Answer

Substitute the components of the vectors into the Cross Product Equation:


𝐩×𝐪=⟨−1,2,5⟩×⟨4,0,−3⟩=⟨p2q3−p3q2,p3q1−p1q3,p1q2−p2q1⟩=⟨2(−3)−5(0),−(−1)(−3)+5(4),(−1)(0)−2(4)⟩=⟨−6,17,−8⟩.


Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Direction: The Right-Hand Rule

The cross product formula tells us the components of 𝐮×𝐯, but how do we determine its direction? The right-hand rule provides the answer.


Right-Hand Rule Steps:

	Point your right hand fingers in the direction of the first vector 𝐮
	Curl your fingers toward the second vector 𝐯
	Your thumb points in the direction of 𝐮×𝐯


[image: This figure has two images. The first image has three vectors with the same initial point. Two of the vectors are labeled “u” and “v.” The angle between u and v is theta. The third vector is perpendicular to u and v. It is labeled “u cross v.” The second image has three vectors. The vectors are labeled “u, v, and u cross v.” “u cross v” is perpendicular to u and v. Also, on the image of these three vectors is a right hand. The fingers are in the direction of u. As the hand is closing, the direction of the closing fingers is the direction of v. The thumb is up and in the direction of “u cross v.”]The direction of u×v is determined by the right-hand rule.Pro Tip
Order Matters: Try the right-hand rule for 𝐯×𝐮. Start with fingers pointing toward 𝐯, curl toward 𝐮—your thumb points in the opposite direction! This shows that 𝐮×𝐯=−(𝐯×𝐮).Example
Let 𝐮=⟨0,2,1⟩ and 𝐯=⟨3,−1,0⟩. Calculate 𝐮×𝐯 and 𝐯×𝐮 and graph them.[image: "This]
Sample Answer

We have


𝐮×𝐯=⟨(0+1),−(0−3),(0−6)⟩=⟨1,3,−6⟩𝐯×𝐮=⟨(−1−0),−(3−0),(6−0)⟩=⟨−1,−3,6⟩.

We see that, in this case, 𝐮×𝐯=−(𝐯×𝐮) (Figure 2.56). We prove this in general later in this section.

[image: ]The cross products u×v and v×u are both orthogonal to u and v, but in opposite directions.

Cross Products of Standard Unit Vectors

Understanding how 𝐢, 𝐣, and 𝐤 interact under cross multiplication simplifies many calculations.

When crossing a unit vector with itself:

𝐢×𝐢=𝐣×𝐣=𝐤×𝐤=0

This makes sense—a vector crossed with itself has no meaningful perpendicular direction, so the result is the zero vector.

When crossing different unit vectors:

Since the cross product of two different unit vectors must be perpendicular to both, it must be parallel to the third unit vector. The right-hand rule determines whether it's positive or negative:

𝐢×𝐣&=𝐤&𝐣×𝐢&=−𝐤𝐣×𝐤&=𝐢&𝐤×𝐣&=−𝐢𝐤×𝐢&=𝐣&𝐢×𝐤&=−𝐣.
Key Takeaway

unit vector cross products

Positive Results (right-hand rule gives positive direction):

	𝐢×𝐣=𝐤
	𝐣×𝐤=𝐢
	𝐤×𝐢=𝐣


Negative Results (opposite order gives negative direction):

	𝐣×𝐢=−𝐤
	𝐤×𝐣=−𝐢
	𝐢×𝐤=−𝐣


Pro Tip
Notice the cyclic pattern 𝐢→𝐣→𝐤→𝐢. Going forward in the cycle gives positive results, backward gives negative results.Example
Find 𝐢×(𝐣×𝐤).
Sample Answer
We know that 𝐣×𝐤=𝐢. Therefore, 𝐢×(𝐣×𝐤)=𝐢×𝐢=0.


Properties of the Cross Product

The dot product and cross product are both forms of vector multiplication, but they have very different properties and applications. The dot product is called the scalar product because it produces a scalar, while the cross product is called the vector product because it produces a vector.

Key Takeaway

properties of the cross product:

Let 𝐮, 𝐯, and 𝐰 be vectors, and let c be a scalar.

	Anticommutative: 𝐮×𝐯=−(𝐯×𝐮)
	Distributive: 𝐮×(𝐯+𝐰)=𝐮×𝐯+𝐮×𝐰
	Scalar multiplication: c(𝐮×𝐯)=(c𝐮)×𝐯=𝐮×(c𝐯)
	Zero vector: 𝐮×0=0×𝐮=0
	Self cross product: 𝐯×𝐯=0
	Scalar triple product: 𝐮×(𝐯×𝐰)≠(𝐮×𝐯)×𝐰 (in general)


Connect It

Proof



For property i., we want to show u×v=−(v×u). We have


𝐮×𝐯=⟨u1,u2,u3⟩×⟨v1,v2,v3⟩=⟨u2v3−u3v2,−u1v3+u3v1,u1v2−u2v1⟩=−⟨u3v2−u2v3,−u3v1+u1v3,u2v1−u1v2⟩=−⟨v1,v2,v3⟩×⟨u1,u2,u3⟩=−(v×u).
 
Unlike most operations we’ve seen, the cross product is not commutative. This makes sense if we think about the right-hand rule.

For property iv., this follows directly from the definition of the cross product. We have


𝐮×0=⟨u2(0)−u3(0),−(u2(0)−u3(0)),u1(0)−u2(0)⟩=⟨0,0,0⟩=0.

Then, by property i., 0×𝐮=0 as well. Remember that the dot product of a vector and the zero vector is the scalar 0, whereas the cross product of a vector with the zero vector is the vector 0.

Property vi. looks like the associative property, but note the change in operations:


𝐮·(v×w)=𝐮·⟨v2w3−v3w2,−v1w3+v3w1,v1w2−v2w1⟩=u1(v2w3−v3w2)+u2(−v1w3+v3w1)+u3(v1w2−v2w1)=u1v2w3−u1v3w2−u2v1w3+u2v3w1+u3v1w2−u3v2w1=(u2v3−u3v2)w1+(u3v1−u1v3)w2+(u1v2−u2v1)w3=⟨u2v3−u3v2,u3v1−u1v3,u1v2−u2v1⟩×⟨w1,w2,w3⟩=(u×v)·𝐰.
 

∎
Example
Use the cross product properties to calculate (2𝐢×3𝐣)×𝐣.
Sample Answer

(2𝐢×3𝐣)×𝐣=2(𝐢×3𝐣)×𝐣=2(3)(𝐢×𝐣)×𝐣=(6𝐤)×𝐣=6(𝐤×𝐣)=6(−𝐢)=−6𝐢.
 



Example
Use the properties of the cross product to find the magnitude of the cross product of 𝐮=⟨0,4,0⟩ and 𝐯=⟨0,0,−3⟩.
Sample Answer

We have


||𝐮×𝐯||=||𝐮||·||𝐯||·sinθ=02+42+02·02+02+(−3)2·sinπ2=4(3)(1)=12.
 




Magnitude of the Cross Product

We've focused on the direction of 𝐮×𝐯, but what about its magnitude? It turns out there is a simple expression for the magnitude of 𝐮×𝐯 involving the magnitudes of 𝐮 and 𝐯, and the sine of the angle between them.

Key Takeaway

magnitude of the cross product

For vectors 𝐮 and 𝐯 with angle θ between them:
||𝐮×𝐯||=||𝐮||·||𝐯||·sinθ

Connect It

Proof



Let 𝐮=⟨u1,u2,u3⟩ and 𝐯=⟨v1,v2,v3⟩ be vectors, and let θ denote the angle between them. Then


||𝐮×𝐯||2=(u2v3−u3v2)2+(u3v1−u1v3)2+(u1v2−u2v1)2=u22v32−2u2u3v2v3+u32v22+u32v12−2u1u3v1v3+u12v32+u12v22−2u1u2v1v2+u22v12=u12v12+u12v22+u12v32+u22v12+u22v22+u22v32+u32v12+u32v22+u32v32−(u12v12+u22v22+u32v32+2u1u2v1v2+2u1u3v1v3+2u2u3v2v3)=(u12+u22+u32)(v12+v22+v32)−(u1v1+u2v2+u3v3)2=||𝐮||2||𝐯||2−(𝐮·𝐯)2=||𝐮||2||𝐯||2−||𝐮||2||𝐯||2cos2θ=||𝐮||2||𝐯||2−(1−cos2θ)=||𝐮||2||𝐯||2−(sin2θ).
 
Taking square roots and noting that sin2θ=sinθ for 0≥θ≥180, we have the desired result:

||𝐮×𝐯||=||𝐮||||𝐯||sinθ.

∎


Pro Tip
Compare this to the dot product formula 𝐮·𝐯=||𝐮||·||𝐯||·cosθ. The cross product uses sine instead of cosine!
The cross product only works in three dimensions. In 2D, there's no direction simultaneously perpendicular to two nonparallel vectors—you'd need to point "out of the plane," which requires a third dimension. This geometric requirement explains why cross products are fundamental in 3D applications like torque, rotation, and magnetic fields, but don't exist in 2D vector algebra.


Cross Product and Applications: Learn It 2
Determinants and the Cross Product

The cross product formula 𝐮×𝐯=⟨u2v3−u3v2,u3v1−u1v3,u1v2−u2v1⟩ works well, but it's complicated and hard to remember. Fortunately, determinant notation provides an elegant alternative that's easier to use and remember.
Review: Determinants

Before using determinants for cross products, let's review how they work.
2×2 Determinants

A 2×2 determinant is calculated as:

|a1a2b1b2|=a1b2−b1a2

Example
|3−251|=3(1)−5(−2)=3+10=13

3×3 Determinants

A 3×3 determinant expands along the first row using 2×2 determinants:

|a1a2a3b1b2b3c1c2c3|=a1|b2b3c2c3|−a2|b1b3c1c3|+a3|b1b2c1c2|


Expansion Pattern: For each term:

	Take the element from the first row as the multiplier
	Create a 2×2 determinant from the entries that remain after crossing out the multiplier's row and column
	Alternate signs: +, −, +


Example
Evaluate the determinant |25−1−113−234|.
Sample Answer

We have


|25−1−113−234|=2|1334|−5|−13−24|−1|−11−23|=2(4−9)−5(−4+6)−1(−3+2)=2(−5)−5(2)−1(−1)=−10−10+1=−19.
 




Cross Product Using Determinants

Now we can use determinant notation to simplify cross product calculations. The idea is to organize the cross product components using the same expansion pattern we use for 3×3 determinants.

If we arrange the unit vectors 𝐢, 𝐣, 𝐤 in the first row and the vector components in the second and third rows, then expand using the determinant pattern, we get exactly the cross product formula.

Key Takeaway

cross product as determinant

For vectors 𝐮=⟨u1,u2,u3⟩ and 𝐯=⟨v1,v2,v3⟩:

𝐮×𝐯=|𝐢𝐣𝐤u1u2u3v1v2v3|

Expanding along the first row:

𝐮×𝐯=𝐢|u2u3v2v3|−𝐣|u1u3v1v3|+𝐤|u1u2v1v2|
Step-by-Step Process
	Step 1: Set up the "determinant" with 𝐢, 𝐣, 𝐤 in the first row
	Step 2: Put 𝐮 components in the second row
	Step 3: Put 𝐯 components in the third row
	Step 4: Expand along the first row, remembering to alternate signs


Connect It
Why This Works: When you expand the determinant, you get exactly the same component expressions as the original cross product formula: (u2v3−u3v2), −(u1v3−u3v1), and (u1v2−u2v1).This method automatically gives you the correct cross product formula, but in an organized way that's much easier to remember and use.

Pro Tip
Technically, determinants contain only numbers, not vectors. This is a mnemonic device—a memory aid that uses determinant notation to organize the cross product calculation.Example
Let 𝐩=⟨−1,2,5⟩ and 𝐪=⟨4,0,−3⟩. Find 𝐩×𝐪.
Sample Answer

We set up our determinant by putting the standard unit vectors across the first row, the components of u in the second row, and the components of v in the third row. Then, we have


𝐩×𝐪=|𝐢𝐣𝐤−12540−3|=|250−3|𝐢−|−154−3|𝐣+|−1240|𝐤=(−6−0)𝐢−(3−20)𝐣+(0−8)𝐤=−6𝐢+17𝐣−8𝐤.
 



Cross Product and Applications: Learn It 3
Using the Cross Product

The cross product is a powerful tool for solving geometric problems in three dimensions. Its key applications include finding vectors orthogonal to two given vectors, calculating areas of parallelograms and triangles, and determining volumes of three-dimensional shapes called parallelepipeds.

Finding Orthogonal Vectors

Since 𝐮×𝐯 is always orthogonal to both 𝐮 and 𝐯, cross products provide an easy way to find perpendicular vectors.

Example
Let 𝐚=⟨5,2,−1⟩ and 𝐛=⟨0,−1,4⟩. Find a unit vector orthogonal to both a and b.
Sample Answer

The cross product 𝐚×𝐛 is orthogonal to both vectors a and b. We can calculate it with a determinant:


𝐚×𝐛=|𝐢𝐣𝐤52−10−14|=|2−1−14|𝐢−|5−104|𝐣+|520−1|𝐤=(8−1)𝐢−(20−0)𝐣+(−5−0)𝐤=7𝐢−20𝐣−5𝐤.
 
Normalize this vector to find a unit vector in the same direction:

||𝐚×𝐛||=(7)2+(−20)2+(−5)2=474.

Thus, ⟨7474,−20474,−5474⟩ is a unit vector orthogonal to a and b.



Pro Tip
Remember that 𝐮×𝐯 and 𝐯×𝐮 point in opposite directions. Both are orthogonal to 𝐮 and 𝐯, but choose the one appropriate for your application.Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Calculating Areas

The cross product provides an elegant way to calculate areas of parallelograms and triangles formed by vectors.

Key Takeaway

area of a parallelogram

If vectors 𝐮 and 𝐯 form adjacent sides of a parallelogram, then the area of the parallelogram is:
 Parallelogram Area =||𝐮×𝐯||

[image: This figure is a parallelogram. One side is represented with a vector labeled “v.” The second side, the base, has the same initial point as vector v and is labeled “u.” The angle between u and v is theta. Also, a perpendicular line segment is drawn from the terminal point of v to vector u. It is labeled “|v|sin(theta).”]The parallelogram with adjacent sides u and v has base ∥u∥ and height ∥v∥sinθ.Connect It

Proof



From basic geometry, the area of a parallelogram equals base times height. Using 𝐮 as the base:

	Base = ||𝐮||
	Height = ||𝐯||sinθ (perpendicular distance from 𝐯 to 𝐮)


Therefore:

Area = ||𝐮||·||𝐯||sinθ=||𝐮×𝐯||

∎
Key Takeaway

area of a triangle

Since a triangle has half the area of the parallelogram formed by the same two vectors:
 Triangle Area =12||𝐮×𝐯||




This geometric interpretation makes cross products invaluable for area calculations in computer graphics, engineering, and physics applications where you need to find areas from vector data.





Example
Let P=(1,0,0), Q=(0,1,0), and R=(0,0,1) be the vertices of a triangle (Figure 2). Find its area.

[image: This figure is the 3-dimensional coordinate system. It has a triangle drawn in the first octant. The vertices of the triangle are points P(1, 0, 0); Q(0, 1, 0); and R(0, 0, 1).]Finding the area of a triangle by using the cross product.
Sample Answer

We have PQ→=⟨0−1,1−0,0−0⟩=⟨−1,1,0⟩ and PR→=⟨0−1,0−0,1−0⟩=⟨−1,0,1⟩. The area of the parallelogram with adjacent sides PQ→ and PR→ is given by ||PQ→×PR→||:


PQ→×PR→=|𝐢𝐣𝐤−110−101|=(1−0)𝐢−(−1−0)𝐣+(0−(−1))𝐤=𝐢+𝐣+𝐤||PQ→×PR→||=||⟨1,1,1⟩||=12+12+12=3.

The area of ΔPQR is half the area of the parallelogram, or 32.



Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Cross Product and Applications: Learn It 4
The Triple Scalar Product

Since the cross product of two vectors produces a vector, we can take the dot product of this result with a third vector. This combination—the dot product of a vector with the cross product of two other vectors—is called the triple scalar product because the final result is a scalar.

Key Takeaway

triple scalar product

For vectors 𝐮, 𝐯, and 𝐰:
 Triple scalar product =𝐮·(𝐯×𝐰)

Just as we used determinants to simplify cross product calculations, we can use them for triple scalar products.

Key Takeaway

 triple scalar product formula

For vectors 𝐮=u1𝐢+u2𝐣+u3𝐤, 𝐯=v1𝐢+v2𝐣+v3𝐤, and 𝐰=w1𝐢+w2𝐣+w3𝐤:

𝐮·(𝐯×𝐰)=|u1u2u3v1v2v3w1w2w3|

Connect It

Proof



The calculation is straightforward.



u·(v×w)&=⟨u1,u2,u3⟩·⟨v2w3−v3w2,−v1w3+v3w1,v1w2−v2w1⟩&=u1(v2w3−v3w2)+u2(−v1w3+v3w1)+u3(v1w2−v2w1)&=u1(v2w3−v3w2)−u2(v1w3−v3w1)+u3(v1w2−v2w1)&=|u1u2u3v1v2v3w1w2w3|.

∎


Pro Tip
 Instead of computing 𝐯×𝐰 first and then taking the dot product with 𝐮, you can simply evaluate a 3×3 determinant.

Example
Let u=⟨1,3,5⟩, v=⟨2,−1,0⟩, and w=⟨−3,0,−1⟩. Calculate the triple scalar product u·(v×w).
Sample Answer
Apply Theorem: Calculating a Triple Scalar Product directly:
u·(v×w)&=|1352−10−30−1|&=1|−100−1|−3|20−3−1|+5|2−1−30|&=(1−0)−3(−2−0)+5(0−3)&=1+6−15=−8.




Order Matters

When you rearrange vectors in the triple scalar product, you're essentially reordering rows in the determinant matrix. Each time you swap two rows, the determinant changes sign.

Example
Let’s take a look at this with an example:
|121−20341−1|&=|031−1|−2|−234−1|+|−2041|&=(0−3)−2(2−12)+(−2−0)=−3+20−2=15.

Switching the top two rows we have

|−20312141−1|&=−2|211−1|+3|1241|&=−2(−2−1)+3(1−8)=6−21=−15.

Notice the sign change!


This leads to important identities for triple scalar products.

Key Takeaway

triple scalar product identities

	𝐮·(𝐯×𝐰)=−𝐮·(𝐰×𝐯) (switching cross product order)
	𝐮·(𝐯×𝐰)=𝐯·(𝐰×𝐮)=𝐰·(𝐮×𝐯) (cyclic permutations)



Volume of Parallelepipeds

The triple scalar product has a powerful geometric interpretation. When three non-coplanar vectors 𝐮, 𝐯, and 𝐰 share the same initial point, they form the edges of a parallelepiped—a 3D prism where all faces are parallelograms.

Key Takeaway

theorem: volume of a parallelepiped

The volume of a parallelepiped with adjacent edges given by vectors 𝐮, 𝐯, and 𝐰 is:

V=|𝐮·(𝐯×𝐰)|

We use absolute value because volume is always positive.

[image: This figure is a parallelepided, a three dimensional parallelogram. Three of the sides are represented with vectors. The base has vectors v and w. The vertical side has vector u. All three vectors have the same initial point. A perpendicular vector is drawn from this common point. It is labeled “proj sub (v x w) u.”]The height of the parallelepiped is given by || proj v×wu||. Connect It

Proof



The area of the base of the parallelepiped is given by ||v×w||. The height of the figure is given by || proj v×wu||. The volume of the parallelepiped is the product of the height and the area of the base, so we have

V=‖proj𝐯×𝐰𝐮‖‖𝐯×𝐰‖=|𝐮·(𝐯×𝐰)‖𝐯×𝐰‖|‖𝐯×𝐰‖=|𝐮·(𝐯×𝐰)|.

∎
Example
Let u=⟨−1,−2,1⟩, v=⟨4,3,2⟩, and w=⟨0,−5,−2⟩. Find the volume of the parallelepiped with adjacent edges u, v, and w (Figure 4).[image: "This]
Sample Answer

We have

u·(v×w)&=|−1−214320−5−2|=(−1)|32−5−2|+2|420−2|+|430−5|&=(−1)(−6+10)+2(−8−0)+(−20−0)&=−4−16−20&=−40.

Thus, the volume of the parallelepiped is |−40|=40 units3.




Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Cross Product and Applications: Learn It 5
Applications of the Cross Product

The cross product appears throughout mathematics, physics, and engineering. Beyond the geometric applications we've seen, cross products solve practical problems involving rotation, planes, and forces. Let's explore these real-world applications.

Testing for Coplanar Vectors

Three vectors are coplanar if they all lie in the same plane. The triple scalar product provides a simple test: if the volume of the parallelepiped formed by three vectors is zero, then the vectors must be coplanar.

Key Takeaway

coplanar vector test

Three vectors 𝐮, 𝐯, and 𝐰 are coplanar if and only if 𝐮·(𝐯×𝐰)=0.

Example
Use the triple scalar product to show that vectors u=⟨2,0,5⟩, v=⟨2,2,4⟩, and w=⟨1,−1,3⟩ are coplanar—that is, show that these vectors lie in the same plane.
Sample Answer

Start by calculating the triple scalar product to find the volume of the parallelepiped defined by u, v, and w:

u·(v×w)&=|2052241−13|&=[2(2)(3)+(0)(4)(1)+5(2)(−1)]−[5(2)(1)+(2)(4)(−1)+(0)(2)(3)]&=2−2&=0.

The volume of the parallelepiped is 0 units3, so one of the dimensions must be zero. Therefore, the three vectors all lie in the same plane.




Finding Vectors Orthogonal to Planes

When you need a vector perpendicular to a plane, cross products provide the solution. Any plane containing two non-parallel vectors can be described using their cross product.

Example
Only a single plane can pass through any set of three noncolinear points. Find a vector orthogonal to the plane containing points P=(9,−3,−2), Q=(1,3,0), and R=(−2,5,0).
Sample Answer

The plane must contain vectorsPQ→ and QR→:

PQ→&=⟨1−9,3−(−3),0−(−2)⟩=⟨−8,6,2⟩QR→&=⟨−2−1,5−3,0−0⟩=⟨−3,2,0⟩.

The cross product PQ→×QR→ produces a vector orthogonal to both PQ→ and QR→. Therefore, the cross product is orthogonal to the plane that contains these two vectors:

PQ→×QR→&=|ijk−862−320|&=0i−6j−16k−(−18k+4i+0j)&=−4i−6j+2k.



Pro Tip
Finding normal vectors to planes is essential in computer graphics (for lighting calculations), engineering (for surface analysis), and physics (for collision detection). The cross product makes this calculation straightforward.
Torque: Force and Rotation

One of the most important applications of cross products is calculating torque—the rotational effect of a force. When you turn a wrench, tighten a screw, or spin a wheel, you're applying torque.

Key Takeaway

Torque

 Torque τ (Greek letter tau) measures the tendency of a force to produce rotation about an axis. For a force 𝐅 applied at position 𝐫 from the axis of rotation:

τ=𝐫×𝐅


[image: This figure has a vector r from an “axis of rotation”. At the terminal point of r there is a vector labeled “F”. The angle between r and F is theta.]Torque measures how a force causes an object to rotate.

Understanding Torque:

	Magnitude: |τ|=|𝐫|·|𝐅|sinθ where θ is the angle between 𝐫 and 𝐅
	Direction: The torque vector points along the axis of rotation (using the right-hand rule)
	Maximum effect: Torque is greatest when force is applied perpendicular to the radius vector
	No effect: When force points toward or away from the axis (sin0°=0)



Think about using a wrench to tighten a bolt. The torque τ applied to the bolt depends on how hard we push the wrench (force) and how far up the handle we apply the force (distance). The torque increases with a greater force on the wrench at a greater distance from the bolt. Common units of torque are the newton-meter or foot-pound.

Pro Tip
Although torque has the same units as work (N⋅m or ft⋅lb), they're different concepts. Work involves force along a line of motion, while torque involves rotational effects around an axis.Example
A bolt is tightened by applying a force of 6 N to a 0.15-m wrench (Figure 6). The angle between the wrench and the force vector is 40∘. Find the magnitude of the torque about the center of the bolt. Round the answer to two decimal places.

[image: This figure is the image of an open-end wrench. The length of the wrench is labeled “0.15 m.” The angle the wrench makes with a vertical vector is 40 degrees. The vector is labeled with “6 N.”]Torque describes the twisting action of the wrench.
Sample Answer


Substitute the given information into the equation defining torque:
||τ||=||r×F||=||r|| ||F||sinθ=(0.15 m )(6 N )sin40∘≈0.58 N · m .



Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Cross Product and Applications: Apply It
Learning Goals

	Calculate the cross product of two vectors and understand what it tells us
	Find a vector orthogonal to two given vectors
	Determine areas and volumes by using the cross product
	Calculate the torque of a given force and position vector



Building a Community Garden with Cross Products


You're volunteering with a community group to design a small neighborhood garden on a triangular plot of land. The garden committee has measured the plot and provided you with coordinate data for the three corner posts. Your tasks include calculating the area of the garden space to order the right amount of soil and mulch, determining which direction to install a perpendicular drainage pipe, and figuring out the torque needed to install support posts using hand tools.







The three corner posts of the triangular plot are located at points P=(2,1,0), Q=(5,3,0), and R=(3,5,0), where all measurements are in meters. You'll use vectors and cross products to analyze this space and make practical decisions for the garden project.







All of your work will help the committee purchase materials efficiently and plan the installation process.





Try It


Interactive elements can be viewed embedded within the content of our online courseware.
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Lines and Planes in Space: Learn It 1
Learning Goals

	Write different types of equations (vector, parametric, symmetric) to describe lines in space
	Find the distance from a point to a given line
	Write equations for planes using vectors and scalars
	Find the angle between two planes



Equations for a Line in Space

You're already comfortable writing equations for lines in two dimensions. In three dimensions, the concept is similar, but instead of using slope to describe direction, we use a direction vector parallel to the line.

Two vectors are parallel when they point in the same or opposite directions. For nonzero vectors u and v, this means there exists a scalar k such that u=kv.

Key Takeaway

parallel vectors

Two nonzero vectors u and v are parallel if and only if u=kv for some scalar k. When k>0, the vectors have the same direction. When k<0, they have opposite directions.

Pro Tip
The zero vector 0 is considered to be parallel to all vectors.
Vector Equation of a Line

Consider a line L passing through point P(x0,y0,z0) with direction vector v=⟨a,b,c⟩. For any point Q(x,y,z) on this line, the vector PQ→ must be parallel to v.

This means PQ→=tv for some scalar t. Since PQ→=⟨x−x0,y−y0,z−z0⟩, we have:

⟨x−x0,y−y0,z−z0⟩=t⟨a,b,c⟩

Using vector addition, we can rewrite this as:

⟨x,y,z⟩=⟨x0,y0,z0⟩+t⟨a,b,c⟩

Setting r=⟨x,y,z⟩ and r0=⟨x0,y0,z0⟩, we get the vector equation of a line:

r=r0+tv

[image: ]Vector v is the direction vector for PQ→.
Parametric and Symmetric Equations

From the vector equation, we can extract three component equations:

	x−x0=ta
	y−y0=tb
	z−z0=tc


Solving for x, y, and z gives us the parametric equations:

x=x0+ta,y=y0+tb,z=z0+tc

If a, b, and c are all nonzero, we can solve each equation for t:

x−x0a=t,y−y0b=t,z−z0c=t

Since all expressions equal t, we can set them equal to create symmetric equations:

x−x0a=y−y0b=z−z0c

Key Takeaway

line equations in three dimensions

A line L through point P(x0,y0,z0) parallel to vector v=⟨a,b,c⟩ can be described by:

	Vector form: r=r0+tv
	Parametric form: x=x0+ta,y=y0+tb,z=z0+tc
	Symmetric form: x−x0a=y−y0b=z−z0c (when a,b,c≠0)


Pro Tip
 The parametric and symmetric equations of a line are not unique. Using a different direction vector or different point on the line creates equivalent but different-looking equations that describe the same line.Example
Find parametric and symmetric equations of the line passing through points (1,4,−2) and (−3,5,0).
Sample Answer

First, identify a vector parallel to the line:

v=⟨−3−1,5−4,0−(−2)⟩=⟨−4,1,2⟩.

Use either of the given points on the line to complete the parametric equations:

x=1−4t, y=4+t, and z=−2+2t.

Solve each equation for t to create the symmetric equation of the line:

x−1−4=y−4=z+22.




Line Segments

Sometimes you need equations for just a portion of a line, not the entire line. This requires restricting the parameter t to a specific interval.

Consider two points P(x0,y0,z0) and Q(x1,y1,z1) with position vectors p=⟨x0,y0,z0⟩ and q=⟨x1,y1,z1⟩. To find the equation of the line segment between these points, we use P as our reference point and PQ→=⟨x1−x0,y1−y0,z1−z0⟩ as our direction vector.

Starting with the vector equation r=p+t(PQ→), we can manipulate this algebraically:

r&=p+t(PQ→)&=⟨x0,y0,z0⟩+t⟨x1−x0,y1−y0,z1−z0⟩&=⟨x0,y0,z0⟩+t(⟨x1,y1,z1⟩−⟨x0,y0,z0⟩)&=⟨x0,y0,z0⟩+t⟨x1,y1,z1⟩−t⟨x0,y0,z0⟩&=(1−t)⟨x0,y0,z0⟩+t⟨x1,y1,z1⟩&=(1−t)p+tq

This gives us the vector equation for a line segment: r=(1−t)p+tq

We can also derive the parametric equations directly:
r&=p+t(PQ→)⟨x,y,z⟩&=⟨x0,y0,z0⟩+t⟨x1−x0,y1−y0,z1−z0⟩&=⟨x0+t(x1−x0),y0+t(y1−y0),z0+t(z1−z0)⟩

Notice what happens at the endpoints:

	When t=0: r=p (we're at point P)
	When t=1: r=q (we're at point Q)


Key Takeaway

line segment equation

The line segment between points P and Q is described by:

	Vector form: r=(1−t)p+tq,0≤t≤1
	Parametric form: x=x0+t(x1−x0), y=y0+t(y1−y0), z=z0+t(z1−z0), 0≤t≤1


Pro Tip
The key difference from a full line is the restriction 0≤t≤1, which limits us to just the segment between the two endpoints.Example
Find parametric equations of the line segment between the points P(2,1,4) and Q(3,−1,3).
Sample Answer

By the Parametric Equations of a Line, we have

x=x0+t(x1−x0), y=y0+t(y1−y0), z=z0+t(z1−z0), 0≤t≤1.

Working with each component separately, we get

x&=x0+t(x1−x0)&=2+t(3−2)&=2+t,

y&=y0+t(y1−y0)&=1+t(−1−1)&=1−2t,

and

z&=z0+t(z1−z0)&=4+t(3−4)&=4−t.

Therefore, the parametric equations for the line segment are

x=2+t,y=1−2t,z=4−t, 0≤t≤1.



Lines and Planes in Space: Learn It 2
Distance between a Point and a Line

You already know how to calculate the distance between two points in space. Now we expand this to find the distance between a point and an entire line. This calculation has many practical applications. Builders must consider "setback" requirements to ensure structures maintain proper distance from property lines. Airlines need to calculate distances between populated areas and proposed flight paths.


The distance from a point to a line is defined as the length of the shortest possible segment connecting the point to the line. This shortest segment is always perpendicular to the line.

Let L be a line and M be any point not on the line. The distance d from M to L is the length of line segment MP―, where P is the point on L such that MP― is perpendicular to L.



[image: This figure has two line segments. The first line is labeled “L” and has point P on the segment. The second line segment is drawn from point P to point M and is perpendicular to line L. The second line segment is labeled “d.”]The distance from point M to line L is the length of MP―.




In three dimensions, there's no obvious way to identify which point on the line creates the perpendicular segment. We solve this by selecting an arbitrary point on the line and using vector properties.

Let P be any point on line L and let v be a direction vector for L. For any point M not on the line, consider the vectors PM→ and v.





[image: This figure has a line segment labeled “L.” On the line segment L there is point P. There is a vector drawn from point P to another point M. Also, from M there is a line segment drawn to line L. This segment is perpendicular to line L. There is also a vector labeled “v” on line segment L. A parallelogram has been formed with vector v, line segment P M, and two other segments back to line L.]Vectors PM→ and v form two sides of a parallelogram with base ||v|| and height d, which is the distance between a line and a point in space.




These vectors form two sides of a parallelogram. From the properties of cross products and geometry:

	The area of this parallelogram equals ||PM→×v||
	The area also equals base × height = ||v||·d


Setting these equal gives us:

||PM→×v||=||v||·d

We can use this formula to find a general formula for the distance between a line in space and any point not on the line.

Key Takeaway

distance from a point to a line

Let L be a line in space passing through point P with direction vector v. If M is any point not on L, then the distance from M to L is

d=||PM→×v||||v||.

Connect It
Why This Works: The cross product PM→×v gives us the area of a parallelogram. Dividing by the base ||v|| isolates the height, which is exactly the perpendicular distance we want.

Example
Find the distance between t point M=(1,1,3) and line x−34=y+12=z−3.
Sample Answer

From the symmetric equations of the line, we know that vector v⟨4,2,1⟩ is a direction vector for the line. Setting the symmetric equations of the line equal to zero, we see that point P(3,−1,3) lies on the line. Then,

PM→=⟨1−3,1−(−1),3−3⟩=⟨−2,2,0⟩.

To calculate the distance, we need to find PM→×v:

PM→×v&=|ijk−220421|&=(2−1)i−(−2−0)j+(−4−8)k&=2i+2j−12k.

Therefore, the distance between the point and the line is (Figure 4)

d&=||PM→×v||||v||&=22+22+12242+22+12&=s3821.

[image: This figure is the first octant of the 3-dimensional coordinate system. There is a 3-dimensional box drawn in the octant. There is a point labeled at (1, 1, 3). There is a line segment labeled “L” inside of the box. Also, there is a perpendicular line segment from the point to line L.]Point (1,1,3) is approximately 2.7 units from the line with symmetric equations x−34=y+12=z−3.

Lines and Planes in Space: Learn It 3
Relationships between Lines


In two dimensions, two lines have only three possible relationships: they are equal (the same line), parallel but distinct, or they intersect at exactly one point. Three dimensions introduces a fourth possibility that doesn't exist in 2D geometry.

When working with two lines in three-dimensional space, exactly one of these four relationships must be true:

	Equal lines: The lines are identical (same direction, same points)
	Parallel lines: The lines have the same direction but never meet
	Intersecting lines: The lines cross at exactly one point
	Skew lines: The lines are not parallel and do not intersect


Key Takeaway

skew lines

Two lines are skew if they are not parallel but do not intersect. This relationship is unique to three-dimensional space and cannot occur in a plane.


[image: This figure has two line segments. They are 3-dimensional, are not parallel, and do not intersect. The directions are different and one is above the other.]In three dimensions, it is possible that two lines do not cross, even when they have different directions.



To classify the relationship between two lines, we need to answer two key questions:

	Are the direction vectors parallel? (Do the lines have the same or opposite directions?)
	Do the lines share any points? (Is there a common point on both lines?)


The answers to these questions determine the relationship.






[image: This figure is a table with two rows and two columns. Above the columns is the question “Lines share a common point?” The first column is labeled “yes,” and the second column is labeled “no.” To the left of the rows is the question “Direction vectors are parallel?” The first row is labeled “yes,” and the second row is labeled “no.” The entries of the first row are “equal” and “parallel but not equal.” The entries in the second row are “intersecting” and “skew.”]Determine the relationship between two lines based on whether their direction vectors are parallel and whether they share a point.
Key Takeaway

line classification

	Direction vectors parallel AND lines share a point → Lines are equal
	Direction vectors parallel AND lines share no points → Lines are parallel but distinct
	Direction vectors not parallel AND lines share a point → Lines intersect
	Direction vectors not parallel AND lines share no points → Lines are skew


Pro Tip
In 2D, if two lines aren't parallel, they must intersect. In 3D, they might "miss" each other entirely—imagine one line running east-west on the ground floor of a building while another runs north-south on the second floor.

Example

For each pair of lines, determine whether the lines are equal, parallel but not equal, skew, or intersecting.

	L1: x=2s−1, y=s−1, z=s−4
L2: x=t−3, y=3t+8, z=5−2t
	L1: x=−y=z
L2: x−32=y=z−2
	L1: x=6s−1, y=−2s, z=3s+1
L2: x−46=y+3−2=z−13


Sample Answer

	Line L1 has direction vector v1=⟨2,1,1⟩; line L2 has direction vector v2=⟨1,3,−2⟩. Because the direction vectors are not parallel vectors, the lines are either intersecting or skew. To determine whether the lines intersect, we see if there is a point, (x,y,z), that lies on both lines. To find this point, we use the parametric equations to create a system of equalities:

2s−1=t−3;s−1=3t+8;s−4=5−2t.


By the first equation, t=2s+2. Substituting into the second equation yields

s−1&=3(2s+2)+8s−1&=6s+6+85s&=−15s&=−3.


Substitution into the third equation, however, yields a contradiction:

s−4&=5−2(2s+2)s−4&=5−4s−45s&=5s&=1.


There is no single point that satisfies the parametric equations for L1 and L2 simultaneously. These lines do not intersect, so they are skew (see the following figure).

[image: This figure is the 3-dimensional coordinate system. There are two skew lines drawn. They do not intersect and are not parallel.]Lines L1 and L2 are skew.
	Line L1 has direction vector v1=⟨1,−1,1⟩ and passes through the origin, (0,0,0). Line L2 has a different direction vector, v2=⟨2,1,1⟩, so these lines are not parallel or equal. Let r represent the parameter for line L1 and let s represent the parameter for L2:

x&=r&x&=2s+3y&=−r&y&=sz&=r&z&=s+2.


Solve the system of equations to find r=1 and s=−1. If we need to find the point of intersection, we can substitute these parameters into the original equations to get (1,−1,1) (see the following figure).

[image: This figure is the 3-dimensional coordinate system. There are two lines drawn. They intersect at the point (1,-1,1).]Lines L1 and L2 intersect at (1,−1,1).
	Lines L1 and L2 have equivalent direction vectors: v=⟨6,−2,3⟩. These two lines are parallel (see the following figure).
[image: This figure is the 3-dimensional coordinate system. There are two lines drawn. They do not intersect and are parallel.]Lines L1 and L2 are parallel.




Lines and Planes in Space: Learn It 4
Equations for a Plane

Just as a line is uniquely determined by two points, a plane is uniquely determined by three points that don't all lie on the same line. There are several ways to characterize a plane mathematically.

A plane can be determined by:

	Three non-collinear points (the most basic definition)
	Two distinct, intersecting lines (exactly one plane contains both)
	One line and a point not on the line (the line and point determine the plane)
	A point and a normal vector


The most powerful way to describe a plane uses a normal vector—a vector perpendicular to the plane. Here's the key insight:

Imagine a vector 𝐧 pointing perpendicular to a plane, and a fixed point P on the plane. Any other point Q lies on the same plane if and only if the vector PQ→ is perpendicular to 𝐧.

[image: This figure is a parallelogram representing a plane. In the plane is a vector from point P to point Q. Perpendicular to the vector P Q is the vector n.]Given a point P and vector n, the set of all points Q with PQ→ orthogonal to n forms a plane.Since orthogonal vectors have dot product zero, this gives us our plane equation.

Key Takeaway

plane equations

Given point P=(x0,y0,z0) on the plane and normal vector 𝐧=⟨a,b,c⟩:

	Vector equation: 𝐧·PQ→=0
	Scalar equation: a(x−x0)+b(y−y0)+c(z−z0)=0
	General form: ax+by+cz+d=0 where d=−ax0−by0−cz0



To see how these forms connect, let's expand the vector equation. If Q=(x,y,z) is any point on the plane, then PQ→=⟨x−x0,y−y0,z−z0⟩. The condition that this vector is orthogonal to 𝐧 gives us:

𝐧·PQ→&=0 ⟨a,b,c⟩·⟨x−x0,y−y0,z−z0⟩&=0 a(x−x0)+b(y−y0)+c(z−z0)&=0

Expanding this gives us ax+by+cz−ax0−by0−cz0=0, which we can write as ax+by+cz+d=0 where d=−ax0−by0−cz0.



When given three points, you need to find a normal vector to write the plane equation. The cross product provides the solution.

Example
Write an equation for the plane containing points P=(1,1,−2), Q=(0,2,1), and R=(−1,−1,0) in both standard and general forms.
Sample Answer

To write an equation for a plane, we must find a normal vector for the plane. We start by identifying two vectors in the plane:

PQ→&=⟨0−1,2−1,1−(−2)⟩&=⟨−1,1,3⟩QR→&=⟨−1−0,−1−2,0−1⟩&=⟨−1,−3,−1⟩.

The cross product PQ→×QR→ is orthogonal to both PQ→ and QR→, so it is normal to the plane that contains these two vectors:

n&=PQ→×QR→&=|ijk−113−1−3−1|&=(−1+9)i−(1+3)j+(3+1)k&=8i−4j+4k.

Thus, n=⟨8,−4,4⟩, and we can choose any of the three given points to write an equation of the plane:

8(x−1)−4(y−1)+4(z+2)&=08x−4y+4z+4&=0.



Pro Tip
The same plane can be described by different equations depending on which point and normal vector you choose. Scalar multiples of a normal vector still point in the same direction, so ⟨8,−4,4⟩, ⟨2,−1,1⟩, and ⟨−4,2,−2⟩ all describe the same plane orientation. [/Tip Box]Connect It

Connection to Cross Products: Finding a plane through three points always involves:

	Form two vectors from the three points
	Take their cross product to get a normal vector
	Use the normal vector and any of the three points to write the plane equation


Example
Find an equation of the plane that passes through point (1,4,3) and contains the line given by x=y−12=z+1.
Sample Answer

Symmetric equations describe the line that passes through point (0,1,−1) parallel to vector v1=⟨1,2,1⟩ (see the following figure). Use this point and the given point, (1,4,3), to identify a second vector parallel to the plane:

v2=⟨1−0,4−1,3−(−1)⟩=⟨1,3,4⟩.

Use the cross product of these vectors to identify a normal vector for the plane:

n&=v1×v2&=|ijk121134|&=(8−3)i−(4−1)j+(3−2)k&=5i−3j+k.

The scalar equations for the plane are 5x−3(y−1)+(z+1)=0 and 5x−3y+z+4=0.

[image: This figure is the 3-dimensional coordinate system. There is a plane sketched. It is vertical, but skew to the z-axis.]Plane represented by the scalar equation 5x−3y+z+4=0.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Distance from a Point to a Plane

Once you have a plane equation, you can find the shortest distance from any point to the plane. This distance is always measured along a line perpendicular to the plane.

[image: This figure is the sketch of a parallelogram representing a plane. In the plane are points Q and R. there is a broken line from Q to R on the plane. There is a vector n out of the plane at point Q. Also, there is a vector labeled “R P” from point R to point P which is above the plane. This vector is perpendicular to the plane.]We want to find the shortest distance from point P to the plane. Let point R be the point in the plane such that, for any other point in the plane Q, ||RP→||<||QP→||.Just as you find the 2D distance from a point to a line by measuring perpendicular to the line, you find the 3D distance from a point to a plane by measuring perpendicular to the plane.

If R is the closest point on the plane to P, then RP→ must be parallel to the normal vector 𝐧. For any other point Q on the plane, the vector QP→ can be projected onto 𝐧 to find RP→.

Key Takeaway

the distance between a plane and a point

For a plane with normal vector 𝐧 passing through point Q, the distance d from the plane to point P (not on the plane) is:

d=|| proj nQP→||=| comp nQP→|=|QP→·n|||n||.

Why the Absolute Value? Distance is always positive, but QP→·𝐧 can be positive or negative depending on which side of the plane point P lies. The absolute value ensures we get a positive distancePro Tip
This formula is exactly the scalar projection of QP→ onto the normal vector 𝐧. The projection gives the component of QP→ in the direction perpendicular to the plane—which is precisely the shortest distance.Example

Find the distance between point P=(3,1,2) and the plane given by x−2y+z=5 (see the following figure).

[image: This figure is the 3-dimensional coordinate system. There is a point drawn at (3, 1, 2). The point is labeled “P(3, 1, 2).” There is a plane drawn. There is a perpendicular line from the plane to point P(3, 1, 2).]The distance between the plane given by x−2y+z=5 and the point P=(3,1,2)
Sample Answer

The coefficients of the plane’s equation provide a normal vector for the plane: n⟨1,−2,1⟩. To find vector QP→, we need a point in the plane. Any point will work, so set y=z=0 to see that point Q=(5,0,0) lies in the plane. Find the component form of the vector from Q to P:

QP→=⟨3−5,1−0,2−0⟩=⟨−2,1,2⟩.

Apply the distance formula from The Distance between a Plane and a Point:

d&=|QP→·n|||n||&=|⟨−2,1,2⟩·⟨1,−2,1⟩|12+(−2)2+12&=|−2−2+2|6&=26.



Lines and Planes in Space: Learn It 5
Parallel and Intersecting Planes

Unlike lines, which can be parallel, intersecting, or skew in 3D space, planes have only two possible relationships: they are either parallel or they intersect. There's no such thing as skew planes.

Parallel planes have parallel normal vectors. If two planes have normal vectors 𝐧1 and 𝐧2, the planes are parallel when 𝐧1=k𝐧2 for some scalar k.

Intersecting planes meet along a line. When two planes aren't parallel, they must intersect, and their intersection is always a straight line.

[image: This figure is two planes that are intersecting. The intersection forms a line segment.]The intersection of two nonparallel planes is always a line.
Why Always a Line?: Think about it geometrically. Two distinct planes can't intersect at just one point (that would require them to be identical), and they can't intersect at scattered points. The intersection must be a continuous set of points that forms a line.
When two planes intersect, you can find parametric equations for their line of intersection by using both plane equations simultaneously.

Example
Find parametric and symmetric equations for the line formed by the intersection of the planes given by x+y+z=0 and 2x−y+z=0 (see the following figure).[image: This figure is two planes intersecting in the 3-dimensional coordinate system.]The line formed by the intersection of the planes given by x+y+z=0 and 2x−y+z=0
Sample Answer

Note that the two planes have nonparallel normals, so the planes intersect. Further, the origin satisfies each equation, so we know the line of intersection passes through the origin. Add the plane equations so we can eliminate the one of the variables, in this case, y:

x+y+z=02x−y+z=03x+2z=0.

This gives us x=−23z. We substitute this value into the first equation to express y in terms of z:

x+y+z&=0−23z+y+z&=0y+13z&=0y&=−13z.

We now have the first two variables, x and y, in terms of the third variable, z. Now we define z in terms of t. To eliminate the need for fractions, we choose to define the parameter t as t=−13z. Then, z=−3t. Substituting the parametric representation of z back into the other two equations, we see that the parametric equations for the line of intersection are x=2t, y=t, z=−3t. The symmetric equations for the line are x2=y=z−3.




Finding the Angle Between Planes

When planes intersect, you might need to find the angle between them. We can use normal vectors to calculate the angle between the two planes.

The key insight: the angle between two planes equals the angle between their normal vectors.

[image: This figure is two parallelograms representing planes. The planes intersect forming angle theta between them. The first plane as vector “n sub 1” normal to the plane. The second vector has vector “n sub 2” normal to the plane. The normal vectors intersect and form the angle theta.]The angle between two planes has the same measure as the angle between the normal vectors for the planes.
We can find the measure of the angle θ between two intersecting planes by first finding the cosine of the angle, using the following equation:

cosθ=|n1·n2|||n1|| ||n2||.

We can then use the angle to determine whether two planes are parallel or orthogonal or if they intersect at some other angle.

Key Takeaway

angle between planes

For planes with normal vectors 𝐧1 and 𝐧2, the angle θ between the planes is:

cosθ=|𝐧1·𝐧2||𝐧1|,|𝐧2|

We use absolute value to ensure 0°≤θ≤90°.


Special Cases:

	Parallel planes: 𝐧1×𝐧2=0 (cross product is zero)
	Perpendicular planes: 𝐧1·𝐧2=0 (dot product is zero)


Example

Determine whether each pair of planes is parallel, orthogonal, or neither. If the planes are intersecting, but not orthogonal, find the measure of the angle between them. Give the answer in radians and round to two decimal places.

	x+2y−z=8 and 2x+4y−2z=10
	2x−3y+2z=3 and 6x+2y−3z=1
	x+y+z=4 and x−3y+5z=1


Sample Answer

	The normal vectors for these planes are n1⟨1,2,−1⟩ and n2=⟨2,3,−2⟩. These two vectors are scalar multiples of each other. The normal vectors are parallel, so the planes are parallel.
	The normal vectors for these planes are n1=⟨2,−3,2⟩ and n2=⟨6,2,−3⟩. Taking the dot product of these vectors, we have

n1·n2=⟨2,−3,2⟩·⟨6,2,−3⟩=2(6)−3(2)+2(−3)=0.

The normal vectors are orthogonal, so the corresponding planes are orthogonal as well.
	The normal vectors for these planes are n1=⟨1,1,1⟩ and n2=⟨1,−3,5⟩:

cosθ&=|n1·n2|||n1|| ||n2||&=|⟨1,1,1⟩·⟨1,−3,5⟩|12+12+1212+(−3)2+52&=3105.

The angle between the two planes is 1.27 rad, or approximately 73∘.





Distance Between Parallel Planes

When two planes are parallel, you can find the distance between them by selecting any point on one plane and calculating its distance to the other plane.

Key Takeaway

distance from point to plane

The distance from point P(x0,y0,z0) to plane ax+by+cz+k=0 is:

d=|ax0+by0+cz0+k|a2+b2+c2


How This Works

If (x1,y1,z1) is any point on the plane ax+by+cz+k=0, then ax1+by1+cz1+k=0, so k=−ax1−by1−cz1.

Using our general distance formula:

d=|a(x0−x1)+b(y0−y1)+c(z0−z1)|a2+b2+c2

Expanding the numerator:

d=|ax0+by0+cz0−ax1−by1−cz1|a2+b2+c2=|ax0+by0+cz0+k|a2+b2+c2

Pro Tip
For parallel planes ax+by+cz+k1=0 and ax+by+cz+k2=0, the distance between them is |k1−k2|a2+b2+c2. Just pick the origin as your test point!Example
Find the distance between the two parallel planes given by 2x+y−z=2 and 2x+y−z=8.
Sample Answer

Point (1,0,0) lies in the first plane. The desired distance, then, is

d&=|ax0+by0+cz0+k|a2+b2+c2&=|2(1)+1(0)+(−1)(0)+(−8)|22+12+(−1)2&=66=6.



Lines and Planes in Space: Apply It
Learning Goals

	Write different types of equations (vector, parametric, symmetric) to describe lines in space
	Find the distance from a point to a given line
	Write equations for planes using vectors and scalars
	Find the angle between two planes



 Mapping Data Center Cable Routes in Three Dimensions

You work as a junior technician for a company that maintains a multi-floor data center. The building has three floors, and your team needs to plan cable routes and network equipment placement using a 3D coordinate system. The origin is at the northwest corner of the ground floor, with the x-axis pointing east, the y-axis pointing south, and the z-axis pointing up (all measurements in meters).

Your supervisor has given you a facilities map with coordinates for server racks, network switches, and cable entry points. You need to write equations for straight cable runs between equipment, calculate distances to verify cable length requirements, and determine the angles between equipment planes to ensure proper ventilation spacing. This planning work ensures the data center runs efficiently—supporting everything from online classes to hospital records to small business websites that people from all walks of life depend on every day.
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    Alternative Coordinate Systems and Surfaces: Learn It 1

    Learning Goals

	Switch between cylindrical and rectangular coordinates
	Switch between spherical and rectangular coordinates
	Recognize and describe different types of quadric surfaces
	Analyze 3D surfaces by looking at their cross-sections and traces



    The Cartesian coordinate system works well for many problems, but some surfaces are difficult to model with rectangular equations. Just as polar coordinates provide a useful alternative in 2D (especially for circles), we can extend coordinate systems to 3D space. Cylindrical coordinates are perfect for problems involving cylinders—like calculating the volume of a water tank or analyzing flow through a pipe. Spherical coordinates excel with sphere-related problems, such as finding volumes of domed structures.
Cylindrical Coordinates

Cylindrical coordinates provide a natural extension of polar coordinates to three dimensions. Instead of just adding a third axis like we did going from 2D to 3D Cartesian coordinates, we build on the polar coordinate foundation.

Key Takeaway

cylindrical coordinate system

In the cylindrical coordinate system, a point in space is represented by the ordered triple (r,θ,z), where

	(r,θ) are the polar coordinates of the point’s projection in the xy-plane
	z is the usual z-coordinate in the Cartesian coordinate system


[image: This figure is the first octant of the 3-dimensional coordinate system. There is a point labeled “(x, y, z) = (r, theta, z).” In the x y-plane, there is a line segment extending to underneath the point. This line segment is labeled “r.” The angle between the line segment and the x-axis is theta. There is a line segment perpendicular to the x-axis. Along with the line segment labeled r, this line segment and the x-axis form a right triangle.]The right triangle lies in the xy-plane. The length of the hypotenuse is r and θ is the measure of the angle formed by the positive x-axis and the hypotenuse. The z-coordinate describes the location of the point above or below the xy-plane.Pro Tip
Think of it this way: to locate a point in cylindrical coordinates, you first find its "shadow" on the xy-plane using polar coordinates (r,θ), then specify how far above or below that plane the point sits using z.
Converting Between Coordinate Systems

The conversion formulas come directly from the right triangle relationships in the xy-plane.

[image: This figure is the first quadrant of the rectangular coordinate system. There is a point labeled “P = (x, y, 0) = (r, theta, 0).” There is a line segment from the origin to point P. This line segment is labeled “r.” The angle between the x-axis and the line segment r is labeled “theta.” There is also a vertical line segment labeled “y” from P to the x-axis. It forms a right triangle.]The Pythagorean theorem provides equation r2=x2+y2. Right-triangle relationships tell us that x=rcosθ, y=rsinθ, and tanθ=yx.
    Key Takeaway

conversion between cylindrical and cartesian coordinates

The rectangular coordinates (x,y,z) and the cylindrical coordinates (r,θ,z) of a point are related as follows:

 
Cylindrical to Rectangular:

	x=rcosθ
	y=rsinθ
	z=z


Rectangular to Cylindrical:

	r2=x2+y2 (so r=x2+y2 for r≥0)
	tanθ=yx (choose θ based on the quadrant)
	z=z




Pro Tip
Finding θ: Just like in 2D polar coordinates, tanθ=yx has infinitely many solutions. Choose θ in [0,2π) based on the signs of x and y to get the correct quadrant.Example
Plot the point with cylindrical coordinates (4,2π3,−2) and express its location in rectangular coordinates.
Sample Answer

Conversion from cylindrical to rectangular coordinates requires a simple application of the equations listed in Theorem: Conversion between Cylindrical and Cartesian Coordinates:

x&=rcosθ=4cos2π3=−2y&=rsinθ=4sin2π3=23z&=−2.

The point with cylindrical coordinates (4,2π3,−2) has rectangular coordinates (−2,23,−2) (see the following figure).

[image: This figure is the 3-dimensional coordinate system. It has a point where r = 4, z = -2 and theta = 2 pi /3.]The projection of the point in the xy-plane is 4 units from the origin. The line from the origin to the point’s projection forms an angle of 2π3 with the positive x-axis. The point lies 2 units below the xy-plane.
Example
Convert the rectangular coordinates (1,−3,5) to cylindrical coordinates.
Sample Answer

Use the second set of equations from Theorem: Conversion between Cylindrical and Cartesian Coordinates to translate from rectangular to cylindrical coordinates:

r2&=x2+y2r&=±12+(−3)2=±10.

We choose the positive square root, so r=10. Now, we apply the formula to find θ. In this case, y is negative and x is positive, which means we must select the value of θ between 3π2 and 2π:

tanθ&=yx=−31θ&=arctan(−3)≈5.03 rad .

In this case, the z-coordinates are the same in both rectangular and cylindrical coordinates:

z=5.

The point with rectangular coordinates (1,−3,5) has cylindrical coordinates approximately equal to (10,5.03,5).



Try It
Interactive elements can be viewed embedded within the content of our online courseware.


Surfaces in Cylindrical Coordinates

Understanding what surfaces look like when one coordinate is held constant helps you visualize the cylindrical coordinate system.
Rectangular Coordinates (for comparison):

	x=c: plane parallel to yz-plane
	y=c: plane parallel to xz-plane
	z=c: plane parallel to xy-plane


Cylindrical Coordinates:

	r=c: vertical circular cylinder of radius c (points at fixed distance from z-axis)
	θ=c: half-plane starting at z-axis, making angle c with positive x-axis
	z=c: plane parallel to xy-plane (same as rectangular)


[image: This figure has 3 images. The first image is a plane in the 3-dimensional coordinate system. It is parallel to the y z-plane where x = c. The second image is a plane in the 3-dimensional coordinate system. It is parallel to the x z-plane where y = c. the third image is a plane in the 3-dimensional coordinate system where z = c.]In rectangular coordinates, (a) surfaces of the form x=c are planes parallel to the yz-plane, (b) surfaces of the form y=c are planes parallel to the xz-plane, and (c) surfaces of the form z=c are planes parallel to the xy-plane.

[image: This figure has 3 images. The first image is a right circular cylinder in the 3-dimensional coordinate system. It has the z-axis in the middle. The second image is a plane in the 3-dimensional coordinate system. It is vertical with the z-axis on one edge. The third image is a plane in the 3-dimensional coordinate system where z = c.]In cylindrical coordinates, (a) surfaces of the form r=c are vertical cylinders of radius c, (b) surfaces of the form θ=c are half-planes at angle c from the x-axis, and (c) surfaces of the form z=c are planes parallel to the xy-plane.





Example

Describe the surfaces with the given cylindrical equations.

	θ=π4
	r2+z2=9
	z=r


Sample Answer

	When the angle θ is held constant while r and z are allowed to vary, the result is a half-plane (see the following figure).
[image: This figure is the first quadrant of the 3-dimensional coordinate system. There is a plane attached to the z-axis, dividing the x y-plane with a diagonal line. The angle between the x-axis and this plane is pi/4.]In polar coordinates, the equation θ=π4 describes the ray extending diagonally through the first quadrant. In three dimensions, this same equation describes a half-plane.
	Substitute r2=x2+y2 into equation r2+z2=9 to express the rectangular form of the equation: x2+y2+z2=9. This equation describes a sphere centered at the origin with radius 3 (see the following figure).
[image: This figure is a sphere. It has the z-axis through the center vertically. The point of intersection with the z-axis and the sphere is (0, 0, 3). There is also the y-axis through the center of the sphere horizontally. The intersection of the sphere and the y-axis is the point (0, 3, 0).]The sphere centered at the origin with radius 3 can be described by the cylindrical equation x2+y2+z2=9.
	To describe the surface defined by equation z=r, is it useful to examine traces parallel to the xy-plane. For example, the trace in plane z=1 is circle r=1, the trace in plane z=3 is circle r=3, and so on. Each trace is a circle. As the value of z increases, the radius of the circle also increases. The resulting surface is a cone (see the following figure).
[image: This figure is the 3-dimensional coordinate system. It has an elliptic cone with the z-axis down the center. The two cones, one right side up, the other upside down, meet at the origin.]The traces in planes parallel to the xy-plane are circles. The radius of the circles increases as z increases.





Cylindrical coordinates shine when dealing with problems that have cylindrical symmetry. In physics, many systems involving electrical charges, capacitors, and electromagnetic fields have this symmetry.

For example, the cylinder x2+y2=25 in rectangular coordinates becomes simply r=5 in cylindrical coordinates—much simpler to work with!

Pro Tip
This coordinate transformation follows the same pattern as converting from polar to rectangular coordinates in 2D. We're just adding the unchanged z-coordinate to extend into three dimensions.


  Alternative Coordinate Systems and Surfaces: Learn It 2
Spherical Coordinates

We've seen how cylindrical coordinates extend polar coordinates to 3D by adding a z-coordinate. Spherical coordinates take a different approach: they use one distance and two angles to locate points in space.

Just as cylindrical coordinates are perfect for cylinders, spherical coordinates excel at describing spheres and problems with spherical symmetry—like analyzing planetary atmospheres, electromagnetic fields radiating from a point, or the volume inside a domed stadium.

Key Takeaway

spherical coordinate system

In the spherical coordinate system, a point P in space (Figure 1) is represented by the ordered triple (ρ,θ,φ) where

	ρ (the Greek letter rho) is the distance between P and the origin (ρ≠0);
	θ is the same angle used to describe the location in cylindrical coordinates;
	φ (the Greek letter phi) is the angle formed by the positive z-axis and line segment OP―, where O is the origin and 0≤φ≤π.



[image: This figure is the first quadrant of the 3-dimensional coordinate system. It has a point labeled “(x, y, z) = (rho, theta, phi).” There is a line segment from the origin to the point. It is labeled “rho.” The angle between this line segment and the z-axis is phi. There is a line segment in the x y-plane from the origin to the shadow of the point. This segment is labeled “r.” The angle between the x-axis and r is theta.]The relationship among spherical, rectangular, and cylindrical coordinates.
Pro Tip

	ρ tells you how far the point is from the origin
	θ tells you the direction in the xy-plane (same as cylindrical)
	φ tells you the angle down from the positive z-axis


The angle φ is measured from the positive z-axis, not from the xy-plane. So φ=0 points straight up along the z-axis, φ=π2 lies in the xy-plane, and φ=π points down toward the negative z-axis.
Conversion Formulas

The conversion formulas come from careful application of trigonometry to the geometric relationships.

[image: This figure is the first quadrant of the 3-dimensional coordinate system. It has a point labeled “(x, y, z) = (r, theta, z) = (rho, theta, phi).” There is a line segment from the origin to the point. It is labeled “rho.” The angle between this line segment and the z-axis is phi. There is a line segment in the x y-plane from the origin to the shadow of the point. This segment is labeled “r.” The angle between the x-axis and r is theta.The distance from r to the point is labeled “z.”]The equations that convert from one system to another are derived from right-triangle relationships.
Key Takeaway

converting among Spherical, cylindrical, and rectangular coordinates

Spherical to Rectangular:

	x=ρsinφcosθ
	y=ρsinφsinθ
	z=ρcosφ


Rectangular to Spherical:

	ρ2=x2+y2+z2 (so ρ=x2+y2+z2)
	tanθ=yx (choose quadrant carefully)
	φ=arccos(zx2+y2+z2)


Spherical to Cylindrical:

	r=ρsinφ
	θ=θ
	z=ρcosφ


Cylindrical to Spherical:

	ρ=r2+z2
	θ=θ
	φ=arccos(zr2+z2)



Understanding the Geometry:

	z=ρcosφ comes directly from the right triangle with ρ as hypotenuse
	r=ρsinφ gives the distance from the z-axis
	Then x=rcosθ=ρsinφcosθ and y=rsinθ=ρsinφsinθ


Example
Plot the point with spherical coordinates (8,π3,π6) and express its location in both rectangular and cylindrical coordinates.
Sample Answer

Use the equations in Theorem: Converting among Spherical, Cylindrical, and Rectangular Coordinates to translate between spherical and cylindrical coordinates (Figure 4):

x&=ρsinφcosθ=8sin(π6)cos(π3)=8(12)12=2y&=ρsinφsinθ=8sin(π6)sin(π3)=8(12)32=23z&=ρcosφ=8cos(π6)=8(32)=43.

[image: This figure is the first quadrant of the 3-dimensional coordinate system. It has a point labeled “(8, pi/3, pi/6).” There is a line segment from the origin to the point. It is labeled “rho = 8.” The angle between this line segment and the z-axis is labeled “phi = pi/6.” There is a line segment in the x y-plane from the origin to the shadow of the point. The angle between the x-axis and r is labeled “theta = pi/3.”]The projection of the point in the xy-plane is 4 units from the origin. The line from the origin to the point’s projection forms an angle of π3 with the positive x-axis. The point lies 43 units above the xy-plane.
The point with spherical coordinates (8,π3,π6) has rectangular coordinates (2,23,43).

Finding the values in cylindrical coordinates is equally straightforward:

r&=ρsinφ=8sinπ6=4θ&=θz&=ρcosφ=8cosπ6=43.

Thus, cylindrical coordinates for the point are (4,π3,43).



Example
Convert the rectangular coordinates (−1,1,6) to both spherical and cylindrical coordinates.
Sample Answer

Start by converting from rectangular to spherical coordinates:

ρ2=x2+y2+z2=(−1)2+12+(6)2=8tanθ&=1−1ρ&=22θ&=arctan(−1)=3π4

Because (x,y)=(−1,1), then the correct choice for θ is 3π4.

There are actually two ways to identify φ. We can use the equation φ=arccos(zx2+y2+z2). A more simple approach, however, is to use equation z=ρcosφ. We know that z=6 and ρ=22, so

6=22cosφ , so cosφ=622=32

and therefore φ=π6. The spherical coordinates of the point are (22,3π4,π6).

To find the cylindrical coordinates for the point, we need only find r:

r=ρsinφ=22sin(π6)=2.

The cylindrical coordinates for the point are (2,3π4,6).




Surfaces in Spherical Coordinates

Understanding constant coordinate surfaces helps you visualize the spherical coordinate system:

	ρ=c: Sphere of radius c centered at the origin
	θ=c: Half-plane starting at the z-axis, making angle c with the x-axis (same as cylindrical)
	φ=c: Half-cone making angle c with the positive z-axis


[image: This figure has three images. The first image is a sphere centered in the 3-dimensional coordinate system. The second figure is a vertical plane with an edge on the z-axis in the 3-dimensional coordinate system. The third image is an elliptical cone with the center at the origin of the 3-dimensional coordinate system.]In spherical coordinates, surfaces of the form ρ=c are spheres of radius ρ (a), surfaces of the form θ=c are half-planes at an angle θ from the x-axis (b), and surfaces of the form φ=c are half-cones at an angle φ from the z-axis (c).Why Half-Cones? Since φ is restricted to [0,π], a constant φ value only generates half of a complete cone. If you want a full cone, you'd need to allow φ to range over a larger interval.Example

Describe the surfaces with the given spherical equations.

	θ=π3
	φ=5π6
	ρ=6
	ρ=sinθsinφ


Sample Answer

	The variable θ represents the measure of the same angle in both the cylindrical and spherical coordinate systems. Points with coordinates (ρ,π3,φ) lie on the plane that forms angle θ=π3 with the positive x-axis. Because ρ>0, the surface described by equation θ=π3 is the half-plane shown in Figure 6.


[image: This figure is the first quadrant of the 3-dimensional coordinate system. There is a plane attached to the z-axis, dividing the x y-plane with a diagonal line. The angle between the x-axis and this plane is theta = pi/3.]The surface described by equation θ=π3 is a half-plane.



	Equation φ=5π6 describes all points in the spherical coordinate system that lie on a line from the origin forming an angle measuring 5π6 rad with the positive z-axis. These points form a half-cone (Figure 7). Because there is only one value for φ that is measured from the positive z-axis, we do not get the full cone (with two pieces).


[image: This figure is the upper part of an elliptical cone. The bottom point of the cone is at the origin of the 3-dimensional coordinate system.]The equation φ=5π6 describes a cone.




To find the equation in rectangular coordinates, use equation φ=arccos(zx2+y2+z2). 

5π6&=arccos(zx2+y2+z2)cos5π6&=zx2+y2+z2−32&=zx2+y2+z234&=zx2+y2+z23x24+3y24+3z24&=z23x24+3y24−z24&=0.

This is the equation of a cone centered on the z-axis.
	Equation ρ=6 describes the set of all points 6 units away from the origin—a sphere with radius 6 (Figure 8).
[image: This figure is a sphere. The z-axis is vertically through the center and intersects the sphere at (0, 0, 6). The y-axis is horizontally through the center and intersects the sphere at (0, 6, 0).]Equation ρ=6 describes a sphere with radius 6.
	To identify this surface, convert the equation from spherical to rectangular coordinates, using equations y=ρsinφsinθ and ρ2=x2+y2+z2:
ρ&=sinθsinφρ2&=ρsinθsinφ& Multiply both sides of the equation by φx2+y2+z2&=y& Substitute rectangular variables using the equations above. x2+y2−y+z2&=0& Subtract y from both sides of the equation. x2+y2−y+14+z2&=14& Complete the square. x2+(y−12)2+z2&=14& Rewrite the middle terms as a perfect square. 

The equation describes a sphere centered at point (0,12,0) with radius 12.





Why Use Spherical Coordinates?

Spherical coordinates simplify problems with spherical symmetry. For example, a sphere with equation x2+y2+z2=c2 in rectangular coordinates becomes simply ρ=c in spherical coordinates.

Physics problems involving point sources (like gravitational or electric fields) often have natural spherical symmetry.
In geography, latitude and longitude are used to describe locations on Earth’s surface, as shown in Figure 9. Although the shape of Earth is not a perfect sphere, we use spherical coordinates to communicate the locations of points on Earth. Let’s assume Earth has the shape of a sphere with radius 4000 mi. We express angle measures in degrees rather than radians because latitude and longitude are measured in degrees.

[image: This figure is an image of the Earth. It has the prime meridian labeled, which is a circle on the surface circumnavigating the Earth vertically through the poles. The equator is also labeled which is a horizontal circle circumnavigating the Earth. Three vectors extend out from the center of Earth. Two of them extend to the equator and indicate a measurement of longitude. Two of them extend to a vertical polar circle and indicate a measurement of latitude.]In the latitude–longitude system, angles describe the location of a point on Earth relative to the equator and the prime meridian.

Let the center of Earth be the center of the sphere, with the ray from the center through the North Pole representing the positive z-axis. The prime meridian represents the trace of the surface as it intersects the xz-plane. The equator is the trace of the sphere intersecting the xy-plane.

Example
The latitude of Columbus, Ohio, is 40∘ N and the longitude is 83∘ W, which means that Columbus is 40∘ north of the equator. Imagine a ray from the center of Earth through Columbus and a ray from the center of Earth through the equator directly south of Columbus. The measure of the angle formed by the rays is 40∘. In the same way, measuring from the prime meridian, Columbus lies 83∘ to the west. Express the location of Columbus in spherical coordinates.
Sample Answer
The radius of Earth is 4,000 mi, so ρ=4,000. The intersection of the prime meridian and the equator lies on the positive x-axis. Movement to the west is then described with negative angle measures, which shows that θ=−83∘, Because Columbus lies 40∘ north of the equator, it lies 50∘ south of the North Pole, so φ−50∘. In spherical coordinates, Columbus lies at point (4,000,−83∘,50∘).
Cylindrical and spherical coordinates give us the flexibility to select a coordinate system appropriate to the problem at hand. The key is choosing the coordinate system that matches your problem's natural symmetry—this can transform complex calculations into simple ones. In the following example, we examine several different problems and discuss how to select the best coordinate system for each one.

Example

In each of the following situations, we determine which coordinate system is most appropriate and describe how we would orient the coordinate axes. There could be more than one right answer for how the axes should be oriented, but we select an orientation that makes sense in the context of the problem. Note: There is not enough information to set up or solve these problems; we simply select the coordinate system (Figure 10).

	Find the center of gravity of a bowling ball.
	Determine the velocity of a submarine subjected to an ocean current.
	Calculate the pressure in a conical water tank.
	Find the volume of oil flowing through a pipeline.
	Determine the amount of leather required to make a football.


[image: This figure has 5 images. The first image shows bowling balls. The second image is a submarine traveling on an ocean surface. The third image is a traffic cone. The fourth image is a pipeline across some barren land. The fifth image is a football.](credit: (a) modification of work by scl hua, Wikimedia, (b) modification of work by DVIDSHUB, Flickr, (c) modification of work by Michael Malak, Wikimedia, (d) modification of work by Sean Mack, Wikimedia, (e) modification of work by Elvert Barnes, Flickr)
Sample Answer

	Clearly, a bowling ball is a sphere, so spherical coordinates would probably work best here. The origin should be located at the physical center of the ball. There is no obvious choice for how the x-, y- and z-axes should be oriented. Bowling balls normally have a weight block in the center. One possible choice is to align the z-axis with the axis of symmetry of the weight block.
	A submarine generally moves in a straight line. There is no rotational or spherical symmetry that applies in this situation, so rectangular coordinates are a good choice. The z-axis should probably point upward. The x- and y-axes could be aligned to point east and north, respectively. The origin should be some convenient physical location, such as the starting position of the submarine or the location of a particular port.
	A cone has several kinds of symmetry. In cylindrical coordinates, a cone can be represented by equation z=kr, where k is a constant. In spherical coordinates, we have seen that surfaces of the form φ=c are half-cones. Last, in rectangular coordinates, elliptic cones are quadric surfaces and can be represented by equations of the form z2=x2a2+y2b2. In this case, we could choose any of the three. However, the equation for the surface is more complicated in rectangular coordinates than in the other two systems, so we might want to avoid that choice. In addition, we are talking about a water tank, and the depth of the water might come into play at some point in our calculations, so it might be nice to have a component that represents height and depth directly. Based on this reasoning, cylindrical coordinates might be the best choice. Choose the z-axis to align with the axis of the cone. The orientation of the other two axes is arbitrary. The origin should be the bottom point of the cone.
	A pipeline is a cylinder, so cylindrical coordinates would be best the best choice. In this case, however, we would likely choose to orient our z-axis with the center axis of the pipeline. The x-axis could be chosen to point straight downward or to some other logical direction. The origin should be chosen based on the problem statement. Note that this puts the z-axis in a horizontal orientation, which is a little different from what we usually do. It may make sense to choose an unusual orientation for the axes if it makes sense for the problem.
	A football has rotational symmetry about a central axis, so cylindrical coordinates would work best. The z-axis should align with the axis of the ball. The origin could be the center of the ball or perhaps one of the ends. The position of the x-axis is arbitrary.




Watch the following video to see the worked solution to above example.Interactive elements can be viewed embedded within the content of our online courseware.

You can view the transcript for “Ex 2.67” here (opens in new window).
Alternative Coordinate Systems and Surfaces: Learn It 3
Cylinders and Surfaces in 3D

We've explored vectors, lines, planes, and spheres in three-dimensional space. Now we'll investigate a broader variety of surfaces that can be graphed in 3D coordinate systems, starting with cylinders.

Identifying Cylinders

When most people hear "cylinder," they think of a hollow pipe or soda can. But the mathematical definition is much broader—a rectangular heating duct is a cylinder, as is a rolled-up yoga mat with spiral cross-section.
Consider the equation x2+y2=9. In 2D, this describes a circle centered at the origin with radius 3. In 3D, this same equation represents a surface. Imagine stacking copies of this circle on top of each other, all centered on the z-axis. This creates a hollow tube extending infinitely in both directions along the z-axis.

[image: This figure a 3-dimensional coordinate system. It has a right circular center with the z-axis through the center. The cylinder also has points labeled on the x and y axis at (3, 0, 0) and (0, 3, 0).]In three-dimensional space, the graph of equation x2+y2=9 is a cylinder with radius 3 centered on the z-axis. It continues indefinitely in the positive and negative directions.Key Takeaway

cylindrical surface

A set of parallel lines (called rulings) passing through a given curve forms a cylindrical surface, or cylinder. The rulings can be parallel to any line, and the original curve can have any shape.

This definition shows that cylinders don't need circular cross-sections. Any curve can form a cylinder, and the parallel lines can point in any direction.

[image: This figure has a 3-dimensional surface that begins on the y-axis and curves upward. There is also the x and z axes labeled.]In three-dimensional space, the graph of equation z=x3 is a cylinder, or a cylindrical surface with rulings parallel to the y-axis.
Identifying Cylinders: An equation describes a cylinder if one variable is completely missing. The missing variable corresponds to the direction of the rulings:

	Missing z: rulings parallel to z-axis
	Missing y: rulings parallel to y-axis
	Missing x: rulings parallel to x-axis


Example



Sketch the graphs of the following cylindrical surfaces.

	x2+z2=25
	z=2x2−y
	y=sinx











Sample Answer

	The variable y can take on any value without limit. Therefore, the lines ruling this surface are parallel to the y-axis. The intersection of this surface with the xz-plane forms a circle centered at the origin with radius 5 (see the following figure).
[image: This figure is the 3-dimensional coordinate system. It has a right circular cylinder on its side with the y-axis in the center. The cylinder intersects the x-axis at (5, 0, 0). It also has two points of intersection labeled on the z-axis at (0, 0, 5) and (0, 0, -5).]The graph of equation x2+z2=25 is a cylinder with radius 5 centered on the y-axis.
	In this case, the equation contains all three variables–x, y, and z–so none of the variables can vary arbitrarily. The easiest way to visualize this surface is to use a computer graphing utility (see the following figure).[image: This figure has a surface in the first octant. The cross section of the solid is a parabola.]The graph of the equation z=2x2−y.
	In this equation, the variable z can take on any value without limit. Therefore, the lines composing this surface are parallel to the z-axis. The intersection of this surface with the xy-plane outlines curve y=sinx (see the following figure).
[image: This figure is a three dimensional surface. A cross section of the surface parallel to the x y plane would be the sine curve.]The graph of equation y=sinx is formed by a set of lines parallel to the z-axis passing through curve y=sinx in the xy-plane.





Traces: Cross-Sections of Surfaces

When sketching surfaces, it helps to examine where the surface intersects planes parallel to the coordinate planes. These intersections are called traces.

Key Takeaway

traces

The traces of a surface are the cross-sections created when the surface intersects a plane parallel to one of the coordinate planes (xy, xz, or yz planes).

[image: This figure has two images. The first image is a surface. A cross section of the surface parallel to the x z plane would be a sine curve. The second image is the sine curve in the x y plane.](a) This is one view of the graph of equation z=sinx. (b) To find the trace of the graph in the xz-plane, set y=0. The trace is simply a two-dimensional sine wave.
For cylindrical surfaces, only one set of traces provides useful information: The trace perpendicular to the rulings shows the shape of the generating curve. Traces parallel to the rulings just show parallel lines.

For example, with z=sinx:

	xz-plane trace (y=0): Shows the sine wave that generates the cylinder
	xy-plane trace (z=0): Shows parallel lines (not very informative)
	yz-plane trace (x=0): Shows a single line (also not informative)




Traces become an essential tool as we explore more complex surfaces beyond cylinders, where the geometry isn't as straightforward as parallel lines through a curve.





Pro Tip
 Cylindrical surfaces are the simplest type of 3D surface—they're formed by parallel lines. More complex surfaces require examining multiple traces to understand their shape fully.Alternative Coordinate Systems and Surfaces: Learn It 4
Quadric Surfaces

We've studied surfaces described by first-order equations (planes). Now we'll explore surfaces described by second-order equations, called quadric surfaces. These are 3D extensions of familiar conic sections: ellipses, parabolas, and hyperbolas.

Key Takeaway

quadric surfaces

Quadric surfaces are the graphs of equations that can be expressed in the form:

Ax2+By2+Cz2+Dxy+Exz+Fyz+Gx+Hy+Jz+K=0.

When a quadric surface intersects a coordinate plane, the trace is a conic section. Since conic sections appear frequently as traces of quadric surfaces, let's review their equations.

Recall

Parabolas:

	x2=4py: opens upward if p>0, downward if p<0
	y2=4px: opens rightward if p>0, leftward if p<0


Ellipses:

	x2a2+y2b2=1: horizontal major axis if a>b, vertical if b>a


Hyperbolas:

	x2a2−y2b2=1: opens horizontally (left and right)
	y2b2−x2a2=1: opens vertically (up and down)



Ellipsoids

An ellipsoid has the equation x2a2+y2b2+z2c2=1. Think of an ellipsoid as a 3D generalization of an ellipse. To understand its shape, examine what happens when you intersect it with each coordinate plane:

Traces of an Ellipsoid:

	yz-plane (set x=0): y2b2+z2c2=1 → ellipse
	xy-plane (set z=0): x2a2+y2b2=1 → ellipse
	xz-plane (set y=0): x2a2+z2c2=1 → ellipse


Special Cases:

	If a=b, the trace in the xy-plane is a circle
	If a=c, the trace in the xz-plane is a circle
	If b=c, the trace in the yz-plane is a circle
	If a=b=c, the ellipsoid becomes a sphere


Example
Sketch the ellipsoid x222+y232+z252=1.
Sample Answer
Start by sketching the traces. To find the trace in the xy-plane, set z=0: x222+y232=1 (see Figure 1). To find the other traces, first set y=0 and then set x=0.[image: This figure has three images. The first image is an oval centered around the origin of the rectangular coordinate system. It intersects the x axis at -2 and 2. It intersects the y-axis at -3 and 3. The second image is an oval centered around the origin of the rectangular coordinate system. It intersects the x-axis at -2 and 2 and the y-axis at -5 and 5. The third image is an oval centered around the origin of the rectangular coordinate system. It intersects the x-axis at -3 and 3 and the y-axis at -5 and 5.](a) This graph represents the trace of equation x222+y232=1 in the xy-plane, when we set z=0. (b) When we set y=0, we get the trace of the ellipsoid in the xz-plane, which is an ellipse. (c) When we set x=0, we get the trace of the ellipsoid in the yz-plane, which is also an ellipse.Now that we know what traces of this solid look like, we can sketch the surface in three dimensions (Figure 2).

[image: This figure has two images. The first image is a vertical ellipse. There two curves drawn with dashed lines around the center horizontally and vertically to give the image a 3-dimensional shape. The second image is a solid elliptical shape with the center at the origin of the 3-dimensional coordinate system.](a) The traces provide a framework for the surface. (b) The center of this ellipsoid is the origin.



The ellipsoid extends a units along the x-axis, b units along the y-axis, and c units along the z-axis from the center. These are called the semi-axes of the ellipsoid.

Elliptic Paraboloids

An elliptic paraboloid has equations of the form x2a2+y2b2=zc, x2a2+z2c2=yb, or y2b2+z2c2=xa. The key feature is that one variable appears to the first power while the other two are squared. This single variable determines the axis of the paraboloid.

Unlike ellipsoids where all traces are ellipses, elliptic paraboloids have different types of traces:

	Traces perpendicular to the axis: ellipses (or circles when a=b)
	Traces parallel to the axis: parabolas


For x2a2+y2b2=zc:

	The z-axis is the axis of the paraboloid
	Cross-sections at constant z values are ellipses
	Cross-sections in planes containing the z-axis are parabolas
	Opens upward if c>0, downward if c<0


The surface looks like a bowl (or upside-down bowl) with elliptical cross-sections.

[image: This figure is the image of a surface. It is in the 3-dimensional coordinate system on top of the origin. A cross section of this surface parallel to the x y plane would be an ellipse.]This quadric surface is called an elliptic paraboloid.
Other elliptic paraboloids can have different orientations by changing which variable appears to the first power:

	x2a2+z2c2=yb (axis along y-direction)
	y2b2+z2c2=xa (axis along x-direction)


Example
Describe the traces of the elliptic paraboloid x2+y222=z5.
Sample Answer

To find the trace in the xy-plane, set z=0: x2+y222=0. The trace in the plane z=0 is simply one point, the origin. Since a single point does not tell us what the shape is, we can move up the z-axis to an arbitrary plane to find the shape of other traces of the figure.

The trace in plane z=5 is the graph of equation x2+y222=1, which is an ellipse. In the xz-plane, the equation becomes z=5x2. The trace is a parabola in this plane and in any plane with the equation y=b.

In planes parallel to the yz-plane, the traces are also parabolas, as we can see in the following figure.

[image: This figure has four images. The first image is the image of a surface. It is in the 3-dimensional coordinate system on top of the origin. A cross section of this surface parallel to the x y plane would be an ellipse. A cross section parallel to the x z plane would be a parabola. A cross section of the surface parallel to the y z plane would be a parabola. The second image is the cross section parallel to the x y plane and is an ellipse. The third image is the cross section parallel to the x z plane and is a parabola. The fourth image is the cross section parallel to the y z plane and is a parabola.](a) The paraboloid x2+y222=z5. (b) The trace in plane z=5. (c) The trace in the xz-plane. (d) The trace in the yz-plane.
Pro Tip
The traces tell the complete story. At z=0, you get a single point (the vertex). As z increases, the traces become larger ellipses. The parabolic traces show how the surface curves upward from the vertex.



Common Quadric Surfaces

The general quadric equation (Ax2+By2+Cz2+Dxy+Exz+Fyz+Gx+Hy+Jz+K=0) yields 17 different standard surfaces. The following figures summarizes the most important ones.

.

[image: This figure is of a table with two columns and three rows. The three rows represent the first 6 quadric surfaces: ellipsoid, hyperboloid of one sheet, and hyperboloid of two sheets. The equations and traces are in the first column. The second column has the graphs of the surfaces. The ellipsoid graph is a vertical oblong round shape. The hyperboloid of one sheet is circular on the top and the bottom and narrow in the middle. The hyperboloid in two sheets has two parabolic domes opposite of each other.]Characteristics of Common Quadratic Surfaces: Ellipsoid, Hyperboloid of One Sheet, Hyperboloid of Two Sheets.



[image: This figure is of a table with two columns and three rows. The three rows represent the second 6 quadric surfaces: elliptic cone, elliptic paraboloid, and hyperbolic paraboloid. The equations and traces are in the first column. The second column has the graphs of the surfaces. The elliptic cone has two cones touching at the points. The elliptic paraboloid is similar to a cone but oblong. The hyperbolic paraboloid has a bend in the middle similar to a saddle.]Characteristics of Common Quadratic Surfaces: Elliptic Cone, Elliptic Paraboloid, Hyperbolic Paraboloid.

Identification Strategy:

	Look at the powers of variables (squared vs. first power)
	Check the signs (positive vs. negative coefficients)
	Examine traces in coordinate planes
	Put equation in standard form if needed








Example

Identify the surfaces represented by the given equations.

	16x2+9y2+16z2=144
	9x2−18x+4y2+16y−36z+25=0


Sample Answer

	The x, y, and z terms are all squared, and are all positive, so this is probably an ellipsoid. However, let’s put the equation into the standard form for an ellipsoid just to be sure. We have16x2+9y2+16z2=144.
Dividing through by 144 gives x29+y216+z29=1.

So, this is, in fact, an ellipsoid, centered at the origin.
	We first notice that the z term is raised only to the first power, so this is either an elliptic paraboloid or a hyperbolic paraboloid. We also note there are x terms and y terms that are not squared, so this quadric surface is not centered at the origin. We need to complete the square to put this equation in one of the standard forms. We have

9x2−18x+4y2+16y−36z+25&=09x2−18x+4y2+16y+25&=36z9(x2−2x)+4(y2+4y)+25&=36z9(x2−2x+1−1)+4(y2+4y+4−4)+25&=36z9(x−1)2−9+4(y+2)2−16+25&=36z9(x−1)2+4(y+2)2&=36z(x−1)24+(y+2)29&=z.

This is an elliptic paraboloid centered at (1,2,0).





Real-World Applications

Hyperboloids of one sheet have some fascinating properties. For example, they can be constructed using straight lines, such as in the sculpture in Figure 6(a). In fact, cooling towers for nuclear power plants are often constructed in the shape of a hyperboloid. The builders are able to use straight steel beams in the construction, which makes the towers very strong while using relatively little material (Figure 6(b)).

[image: This figure has two images. The first image is a sculpture made of parallel sticks, curved together in a circle with a hyperbolic cross section. The second image is a nuclear power plant. The towers are hyperbolic shaped.](a) A sculpture in the shape of a hyperboloid can be constructed of straight lines. (b) Cooling towers for nuclear power plants are often built in the shape of a hyperboloid.

Satellite dishes and solar collectors use parabolic shapes because energy hitting the surface concentrates at the focal point.

Example
Energy hitting the surface of a parabolic reflector is concentrated at the focal point of the reflector (Figure 7). If the surface of a parabolic reflector is described by equation x2100+y2100=z4, where is the focal point of the reflector?

[image: This figure has two images. The first image is a picture of satellite dishes with parabolic reflectors. The second image is a parabolic curve on a line segment. The bottom of the curve is at point V. There is a line segment perpendicular to the other line segment through V. There is a point on this line segment labeled F. There are 3 lines from F to the parabola, intersecting at P sub 1, P sub 2, and P sub 3. There are also three vertical lines from P sub 1 to Q sub 1, from P sub 2 to Q sub 2, and from P sub 3 to Q sub 3.]Energy reflects off of the parabolic reflector and is collected at the focal point. (credit: modification of CGP Grey, Wikimedia Commons)
Sample Answer


Since z is the first-power variable, the axis of the reflector corresponds to the z-axis. The coefficients of x2 and y2 are equal, so the cross-section of the paraboloid perpendicular to the z-axis is a circle. We can consider a trace in the xz-plane or the yz-plane; the result is the same. Setting y=0, the trace is a parabola opening up along the z-axis, with standard equation x2=4pz, where p is the focal length of the parabola. In this case, this equation becomes x2=100·z4=4pz or 25=4p. So p is 6.25 m, which tells us that the focus of the paraboloid is 6.25 m up the axis from the vertex. Because the vertex of this surface is the origin, the focal point is (0,0,6.25).




Alternative Coordinate Systems and Surfaces: Apply It
Learning Goals

	Switch between cylindrical and rectangular coordinates
	Switch between spherical and rectangular coordinates
	Recognize and describe different types of quadric surfaces
	Analyze 3D surfaces by looking at their cross-sections and traces



Rainwater Collection System Design

You're part of a team redesigning the rainwater collection system for a local community center. The current system uses a large cylindrical storage tank and a dome-shaped overflow reservoir. Your job is to analyze the coordinate systems and surface equations that describe these structures to ensure the new design will work efficiently. The engineering team has provided you with various equations and measurements, and you need to convert between coordinate systems and identify the shapes involved.

Try It



Interactive elements can be viewed embedded within the content of our online courseware.
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Vector-Valued Functions and Motion
Vector-Valued Functions and Motion: Background You'll Need 1
Learning Goals

	Use basic rules to find limits of functions, including polynomial and rational functions



The Limit Laws

Limit laws are algebraic rules that let us break down complicated limits into simpler parts. Instead of evaluating limits from scratch each time, we can use these properties to handle complex functions systematically.

Key Takeaway

basic limit properties

Let a be a real number and c be a constant.

	
limx→ax=a

	
limx→ac=c




Example


Evaluate each of the following limits using the basic limit properties above.

	limx→2x
	limx→25


Sample Answer

	The limit of x as x approaches a is a: limx→2x=2.
	The limit of a constant is that constant: limx→25=5.






Try It
Interactive elements can be viewed embedded within the content of our online courseware.


The limit laws outline the essential properties of limits, crucial for the systematic evaluation of functions as they approach specific points.

Key Takeaway

the limit laws

For all x near a, consider functions f(x) and g(x) with limits L and M respectively, limx→af(x)=L and limx→ag(x)=M. Let c be a constant. The following are established limit laws:

 

Sum law for limits:

limx→a(f(x)+g(x))=limx→af(x)+limx→ag(x)=L+M
 

Difference law for limits:

limx→a(f(x)−g(x))=limx→af(x)−limx→ag(x)=L−M
 

Constant multiple law for limits:

limx→acf(x)=c·limx→af(x)=cL
 

Product law for limits:

limx→a(f(x)·g(x))=limx→af(x)·limx→ag(x)=L·M
 

Quotient law for limits:

limx→af(x)g(x)=limx→af(x)limx→ag(x)=LM for M≠0
 

Power law for limits:

limx→a(f(x))n=(limx→af(x))n=Ln for every positive integer n

.

 

Root law for limits:

limx→af(x)n=limx→af(x)n=Ln for all L if n is odd and for L≥0 if n is even
Pro Tip
A handy way to keep the limit laws top of mind is to associate them with simple arithmetic operations you already know:
	Sum and Difference: Just like adding or subtracting numbers, you can add or subtract limits.
	Constant Multiples: Multiplying a number by a constant? The same goes for a limit.
	Product: Multiplying two numbers? You can also multiply their limits.
	Quotient: Dividing numbers translates to dividing their limits, just watch out for a zero denominator.
	Powers and Roots: Raising a number to a power or taking a root? Apply the same operation to the limit.


Example

Use the limit laws to evaluate limx→−3(4x+2).

Sample Answer

Let’s apply the limit laws one step at a time to be sure we understand how they work. We need to keep in mind the requirement that, at each application of a limit law, the new limits must exist for the limit law to be applied.

limx→−3(4x+2)=limx→−34x+limx→−32 Apply the sum law. =4·limx→−3x+limx→−32 Apply the constant multiple law. =4·(−3)+2=−10 Apply the basic limit results and simplify. 



Example
Use the limit laws to evaluate limx→22x2−3x+1x3+4.
Sample Answer

To find this limit, we need to apply the limit laws several times. Again, we need to keep in mind that as we rewrite the limit in terms of other limits, each new limit must exist for the limit law to be applied.

limx→22x2−3x+1x3+4=limx→2(2x2−3x+1)limx→2(x3+4) Apply the quotient law, making sure that 23+4≠0=2·limx→2x2−3·limx→2x+limx→21limx→2x3+limx→24 Apply the sum law and constant multiple law. =2·(limx→2x)2−3·limx→2x+limx→21(limx→2x)3+limx→24 Apply the power law. =2(4)−3(2)+123+4=14 Apply the basic limit laws and simplify. 





Limits of Polynomial and Rational Functions

When working with polynomial and rational functions, you can often find limits by direct substitution.

Consider the limit  lim x→22x2−3x+1x3+4. Using limit laws step-by-step gives us 14. But notice what happens if we simply substitute x=2 directly into the function:

f(2)=2(2)2−3(2)+1(2)3+4=8−6+18+4=312=14

We get the same answer.

This is not mere chance. It demonstrates a foundational concept in calculus: for polynomial and rational functions that are continuous at a point a, the limit as x approaches a equals the value of the function at a, or f(a). This holds true provided the function is defined at that point.

Key Takeaway

limits of polynomial and rational functions

Let p(x) and q(x) be polynomial functions. Let a be a real number. Then,

limx→ap(x)=p(a)

limx→ap(x)q(x)=p(a)q(a) when q(a)≠0


To see that this theorem holds, consider the polynomial p(x)=cnxn+cn−1xn−1+⋯+c1x+c0.

By applying the sum, constant multiple, and power laws, we end up with:
limx→ap(x)=limx→a(cnxn+cn−1xn−1+⋯+c1x+c0)=cn(limx→ax)n+cn−1(limx→ax)n−1+⋯+c1(limx→ax)+limx→ac0=cnan+cn−1an−1+⋯+c1a+c0=p(a)

It now follows from the quotient law that if p(x) and q(x) are polynomials for which q(a)≠0, then

limx→ap(x)q(x)=p(a)q(a)

Example

Evaluate the limx→32x2−3x+15x+4.

Sample Answer

Since 3 is in the domain of the rational function f(x)=2x2−3x+15x+4, we can calculate the limit by substituting 3 for x into the function.

f(3)=2(3)2−3(3)+15(3)+4=1019

Thus,
limx→32x2−3x+15x+4=1019




Try It
Interactive elements can be viewed embedded within the content of our online courseware.



Vector-Valued Functions and Motion: Background You'll Need 2
Learning Goals

	Use basic rules to differentiate functions that involve adding, subtracting, scaling, and raising to powers



The Basic Rules

The Constant Rule

The derivative of any constant is zero:

ddx(c)=0

Why? A constant function f(x)=c is a horizontal line with slope 0. Since the derivative measures rate of change, and a constant never changes, its derivative is 0.

Key Takeaway

the constant rule

Let c be a constant.

If f(x)=c, then f′(c)=0

Alternatively, we may express this rule as

ddx(c)=0

Example

Find the derivative of f(x)=8.

Sample Answer

This is just a one-step application of the rule:

f′(8)=0.




The Power Rule

From Calculus 1, you know that differentiation follows predictable patterns for power functions. For example:

ddx(x2)=2x and ddx(x12)=12x−12

Notice the pattern: the exponent becomes the coefficient, and the new exponent decreases by 1.

Key Takeaway

the power rule

For any real number n:

ddx(xn)=nxn−1

This applies to all powers—positive, negative, and fractional.

Example

Examples:

	ddx(x3)=3x2
	ddx(x−2)=−2x−3
	ddx(x5/3)=53x2/3


Example

Find the derivative of the function f(x)=x10 by applying the power rule.

Sample Answer

Using the power rule with n=10, we obtain

f′(x)=10x10−1=10x9.




The Sum, Difference, and Constant Multiple Rules

We find our next differentiation rules by looking at derivatives of sums, differences, and constant multiples of functions. Just as when we work with functions, there are rules that make it easier to find derivatives of functions that we add, subtract, or multiply by a constant.

Key Takeaway

sum, difference, and constant multiple rules

Let f(x) and g(x) be differentiable functions and k be a constant. Then each of the following equations holds.

 
Sum Rule: The derivative of the sum of a function f and a function g is the same as the sum of the derivative of f and the derivative of g.

ddx(f(x)+g(x))=ddx(f(x))+ddx(g(x));

that is,

for j(x)=f(x)+g(x),j′(x)=f′(x)+g′(x)



Difference Rule: The derivative of the difference of a function f and a function g is the same as the difference of the derivative of f and the derivative of g.

ddx(f(x)−g(x))=ddx(f(x))−ddx(g(x));



that is,

for j(x)=f(x)−g(x),j′(x)=f′(x)−g′(x)



Constant Multiple Rule: The derivative of a constant k multiplied by a function f is the same as the constant multiplied by the derivative:

ddx(kf(x))=kddx(f(x));

that is,

for j(x)=kf(x),j′(x)=kf′(x)

Example

Find the derivative of g(x)=3x2 and compare it to the derivative of f(x)=x2.

Sample Answer

We use the power rule directly:

g′(x)=ddx(3x2)=3ddx(x2)=3(2x)=6x.

Since f(x)=x2 has derivative f′(x)=2x, we see that the derivative of g(x) is 3 times the derivative of f(x). This relationship is illustrated in the graphs below.

[image: Two graphs are shown. The first graph shows g(x) = 3x2 and f(x) = x squared. The second graph shows g’(x) = 6x and f’(x) = 2x. In the first graph, g(x) increases three times more quickly than f(x). In the second graph, g’(x) increases three times more quickly than f’(x).]The derivative of g(x) is 3 times the derivative of f(x).
Example

Find the derivative of f(x)=2x5+7.

Sample Answer

We begin by applying the rule for differentiating the sum of two functions, followed by the rules for differentiating constant multiples of functions and the rule for differentiating powers. To better understand the sequence in which the differentiation rules are applied, we use Leibniz notation throughout the solution:

f′(x)=ddx(2x5+7)=ddx(2x5)+ddx(7) Apply the sum rule. =2ddx(x5)+ddx(7) Apply the constant multiple rule. =2(5x4)+0 Apply the power rule and the constant rule. =10x4. Simplify. 



Example

Find the equation of the line tangent to the graph of f(x)=x2−4x+6 at x=1.

Sample Answer

To find the equation of the tangent line, we need a point and a slope. To find the point, compute

f(1)=12−4(1)+6=3.

This gives us the point (1,3). Since the slope of the tangent line at 1 is f′(1), we must first find f′(x). Using the definition of a derivative, we have

f′(x)=2x−4

so the slope of the tangent line is f′(1)=−2. Using the point-slope formula, we see that the equation of the tangent line is

y−3=−2(x−1).

Putting the equation of the line in slope-intercept form, we obtain

y=−2x+5.

Watch the following video to see the worked solution to this example.

Interactive elements can be viewed embedded within the content of our online courseware.

For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "3.3 Differentiation Rules" here (opens in new window).



Try It
Interactive elements can be viewed embedded within the content of our online courseware.
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Learning Goals

	Apply specific rules to find derivatives of functions multiplied or divided by each other



The Advanced Rules

The Product Rule

When differentiating a product of two functions, you cannot simply multiply their derivatives. To see why, consider f(x)=x2. We know f′(x)=2x, but if we incorrectly applied "derivative of product = product of derivatives," we'd get:

ddx(x)·ddx(x)=1·1=1

This is clearly wrong. The correct rule accounts for both functions changing simultaneously.

Key Takeaway

the product rule

Let f(x) and g(x) be differentiable functions. Then

ddx(f(x)g(x))=ddx(f(x))·g(x)+ddx(g(x))·f(x)

 
That is,

if j(x)=f(x)g(x) then j′(x)=f′(x)g(x)+g′(x)f(x)

 
This means that the derivative of a product of two functions is the derivative of the first function times the second function plus the derivative of the second function times the first function.

Pro Tip
Remember the Pattern
Some students find it helpful to think: "first derivative, second stays" + "first stays, second derivative"

The order doesn't matter due to commutativity—you can write the terms in either order:

f′(x)g(x)+g′(x)f(x)=g′(x)f(x)+f′(x)g(x)

Example

For j(x)=f(x)g(x), use the product rule to find j′(2) if f(2)=3,f′(2)=−4,g(2)=1, and g′(2)=6.

Sample Answer

Since j(x)=f(x)g(x),j′(x)=f′(x)g(x)+g′(x)f(x), and hence

j′(2)=f′(2)g(2)+g′(2)f(2)=(−4)(1)+(6)(3)=14.



Example

For j(x)=(x2+2)(3x3−5x), find j′(x) by applying the product rule. Check the result by first finding the product and then differentiating.

Sample Answer

If we set f(x)=x2+2 and g(x)=3x3−5x, then f′(x)=2x and g′(x)=9x2−5. Thus,

j′(x)=f′(x)g(x)+g′(x)f(x)=(2x)(3x3−5x)+(9x2−5)(x2+2).

Simplifying, we have

j′(x)=15x4+3x2−10.

To check, we see that j(x)=3x5+x3−10x and, consequently, j′(x)=15x4+3x2−10.



Try It
Interactive elements can be viewed embedded within the content of our online courseware.


The Quotient Rule

Just as with products, you cannot simply divide derivatives when differentiating a quotient. Consider f(x)=x2. We know f′(x)=2x, but if we incorrectly applied "derivative of quotient = quotient of derivatives," we'd get:

ddx(x3)ddx(x)=3x21=3x2

This is wrong. The quotient rule accounts for the interaction between numerator and denominator.

Key Takeaway

the quotient rule

Let f(x) and g(x) be differentiable functions. Then

ddx(f(x)g(x))=ddx(f(x))·g(x)−ddx(g(x))·f(x)(g(x))2

 
That is,

if j(x)=f(x)g(x), then j′(x)=f′(x)g(x)−g′(x)f(x)(g(x))2


Pro Tip
Remember: "Low-D-High minus High-D-Low, over Low-Low"
Many students use this mnemonic:

	Low = denominator function g(x)
	High = numerator function f(x)
	D = derivative


So:  (Low)(D-High) − (High)(D-Low)  (Low) 2

Warning: Order matters here—switching the subtraction will give you the wrong sign.



Example

Use the quotient rule to find the derivative of k(x)=5x24x+3

Sample Answer

Let f(x)=5x2 and g(x)=4x+3. Thus, f′(x)=10x and g′(x)=4. Substituting into the quotient rule, we have

k′(x)=f′(x)g(x)−g′(x)f(x)(g(x))2=10x(4x+3)−4(5x2)(4x+3)2.

 
Simplifying, we obtain

k′(x)=20x2+30x(4x+3)2.



Example

Find the derivative of h(x)=3x+14x−3

Sample Answer

Apply the quotient rule with f(x)=3x+1 and g(x)=4x−3.



Sample Answer

k′(x)=−13(4x−3)2.

Watch the following video to see the worked solution to this example.

Interactive elements can be viewed embedded within the content of our online courseware.

For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "3.3 Differentiation Rules" here (opens in new window).



Try It
Interactive elements can be viewed embedded within the content of our online courseware.


Extended Power Rule

It is now possible to use the quotient rule to extend the power rule to find derivatives of functions of the form xk where k is a negative integer.

Key Takeaway

extended power rule

If k is a negative integer, then

ddx(xk)=kxk−1

Example

Find ddx(x−4)

Sample Answer

By applying the extended power rule with k=−4, we obtain

ddx(x−4)=−4x−4−1=−4x−5.




Example

Use the extended power rule and the constant multiple rule to find f(x)=6x2

Sample Answer

It may seem tempting to use the quotient rule to find this derivative, and it would certainly not be incorrect to do so. However, it is far easier to differentiate this function by first rewriting it as f(x)=6x−2.

f′(x)=ddx(6x2)=ddx(6x−2) Rewrite 6x2 as 6x−2.=6ddx(x−2) Apply the constant multiple rule. =6(−2x−3) Use the extended power rule to differentiate x−2.=−12x−3 Simplify. 


Try It
Interactive elements can be viewed embedded within the content of our online courseware.
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Learning Goals

	Use the Fundamental Theorem of Calculus, Part 2, to evaluate definite integrals



Fundamental Theorem of Calculus, Part 2: The Evaluation Theorem

The Fundamental Theorem of Calculus, Part 2 (also called the Evaluation Theorem) provides a direct method for evaluating definite integrals. Instead of approximating area with rectangles, you can find an antiderivative and evaluate it at the endpoints.

Key Takeaway

The Fundamental Theorem of Calculus, Part 2

If f is continuous over the interval [a,b] and F(x) is any antiderivative of f(x), then:

∫abf(x)dx=F(b)−F(a)

Example

Use the second part of the Fundamental Theorem of Calculus to evaluate

∫−22(t2−4)dt.

Sample Answer

Recall the power rule for antiderivatives:

 If y=xn,∫xndx=xn+1n+1+C.

Use this rule to find the antiderivative of the function and then apply the theorem. We have

∫−22(t2−4)dt=t33−4t|−22=[(2)33−4(2)]−[(−2)33−4(−2)]=(83−8)−(−83+8)=83−8+83−8=163−16=−323.

Analysis

Notice that we did not include the “+ C” term when we wrote the antiderivative. The reason is that, according to the Fundamental Theorem of Calculus, Part 2, any antiderivative works. So, for convenience, we chose the antiderivative with C=0. If we had chosen another antiderivative, the constant term would have canceled out. This always happens when evaluating a definite integral.

The region of the area we just calculated is depicted in Figure 3. Note that the region between the curve and the x-axis is all below the x-axis. Area is always positive, but a definite integral can still produce a negative number (a net signed area). For example, if this were a profit function, a negative number indicates the company is operating at a loss over the given interval.

[image: The graph of the parabola f(t) = t^2 – 4 over [-4, 4]. The area above the curve and below the x axis over [-2, 2] is shaded.]The evaluation of a definite integral can produce a negative value, even though area is always positive.

Example
Use the second part of the Fundamental Theorem of Calculus to evaluate ∫12x−4dx.
Sample Answer

724


Example
James and Kathy are racing on roller skates. They race along a long, straight track, and whoever has gone the farthest after 5 sec wins a prize. If James can skate at a velocity of f(t)=5+2t ft/sec and Kathy can skate at a velocity of g(t)=10+cos(π2t) ft/sec, who is going to win the race?
Sample Answer

We need to integrate both functions over the interval [0,5] and see which value is bigger. For James, we want to calculate

∫05(5+2t)dt.

Using the power rule, we have

∫05(5+2t)dt=(5t+t2)|05=(25+25)=50.

Thus, James has skated 50 ft after 5 sec. Turning now to Kathy, we want to calculate

∫0510+cos(π2t)dt.

We know sint is an antiderivative of cost, so it is reasonable to expect that an antiderivative of cos(π2t) would involve sin(π2t). However, when we differentiate sin(π2t), we get π2cos(π2t) as a result of the chain rule, so we have to account for this additional coefficient when we integrate. We obtain

∫0510+cos(π2t)dt=(10t+2πsin(π2t))|05=(50+2π)−(0−2πsin0)≈50.6.

Kathy has skated approximately 50.6 ft after 5 sec. Kathy wins, but not by much!

Watch the following video to see the worked solution to this example.

Interactive elements can be viewed embedded within the content of our online courseware.

For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "5.3 The Fundamental Theorem of Calculus" here (opens in new window).
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Learning Goals

	Write and understand vector-valued functions using components and unit vectors
	Recognize parametric equations for a space curve
	Define the limit of a vector-valued function



Vector-Valued Functions

Vector-valued functions combine ideas from single-variable calculus with our understanding of vectors in three dimensions. These functions allow us to describe curves in both 2D and 3D space mathematically, extending our calculus toolkit to handle motion and curves in space.

Definition of a Vector-Valued Function

Instead of functions that output numbers (like f(t)=t2), vector-valued functions output vectors. Think of them as functions that trace out paths or curves as the parameter t changes.

Key Takeaway

vector-valued function

A vector-valued function is a function of the form

2D:

𝐫(t)=f(t)𝐢+g(t)𝐣 or 𝐫(t)=⟨f(t),g(t)⟩

3D:

𝐫(t)=f(t)𝐢+g(t)𝐣+h(t)𝐤 or 𝐫(t)=⟨f(t),g(t),h(t)⟩

where the component functions  f, g, and h are real-valued functions of the parameter t.

Pro Tip

	The parameter t often represents time, but it can represent any real variable
	Each value of t produces a specific vector (point in space)
	As t varies, the vectors trace out a curve



Domain and Range

Understanding domain and range for vector-valued functions requires thinking about both the input parameter t and the vector outputs.

The domain of a vector-valued function is the set of all allowable values for the parameter t. Just like with regular functions, the domain consists of real numbers, but the restrictions come from all the component functions.


Determining the Domain:

	Find the domain of each component function individually
	The domain of the vector-valued function is the intersection of all component domains
	Exclude any values where at least one component is undefined


Connect It

Common Domain Scenarios:

	No restrictions: When all components are polynomials, the domain is all real numbers
	Bounded intervals: a≤t≤b when the problem specifies limits or when dealing with specific time intervals
	Function-imposed restrictions: When components involve functions like tant, sect, lnt, t, or 1f(t)



If any component is undefined at t=c, the entire vector function is undefined there.

The range of a vector-valued function is fundamentally different from regular functions. Unlike regular functions that output numbers, vector-valued functions output 2D or 3D vectors.
	2D functions: Range is a subset of ℝ2 (set of 2D vectors)
	3D functions: Range is a subset of ℝ3 (set of 3D vectors)


Each value t in the domain produces exactly one vector 𝐫(t). As t varies over the entire domain, the collection of all resulting vectors forms the range.

Pro Tip
 The domain contains real numbers, but the range contains vectors. This fundamental difference makes vector-valued functions perfect for describing curves and motion in space.Example
For each of the following vector-valued functions, evaluate r(0),r(π2), and r(2π3). Do any of these functions have domain restrictions?
	r(t)=4costi+3sintj
	r(t)=3tanti+4sectj+5tk



Sample Answer

	To calculate each of the function values, substitute the appropriate value of t into the function:
r(0)=4cos(0)i+3sin(0)j=4i+0j=4ir(π2)=4cos(π2)i+3sin(π2)j=0i+3j=3jr(2π3)=4cos(2π3)i+3sin(2π3)j=4(−12)i+3(32)j=−2i+332j.

To determine whether this function has any domain restrictions, consider the component functions separately. The first component function is f(t)=4cost and the second component function is g(t)=3sint Neither of these functions has a domain restriction, so the domain of r(t)=4costi+3sintj is all real numbers.


	To calculate each of the function values, substitute the appropriate value of t into the function:
r(0)=3tan(0)i+4sec(0)j+5(0)k=0i+4j+0k=4jr(π2)=3tan(π2)i+4sec(π2)j+5(π2)k, which does not exist r(2π3)=3tan(2π2)i+4sec(2π2)j+5(2π2)k=3(−3)i+4(−2)j+10π3k=−33i−8j+10π3k.

To determine whether this function has any domain restrictions, consider the component functions separately. The first component function is f(t)=3tant, the second component function is g(t)=4sect, and the third component function is h(t)=5t. The first two functions are not defined for odd multiples of π2, so the function is not defined for odd multiples of π2. Therefore,  dom (r(t))=\{t|t≠(2n+1)π2\}, where n is any integer.






Example
For the vector-valued function r(t)=(t2−3t)i+(4t+1)j, evaluate r(0), r(1), and r(−4). Does this function have any domain restrictions?
Sample Answer

r(0)=j,r(1)=−2i+5j,r(−4)=28i−15j. The domain of r(t)=(t2−3t)i+(4t+1)j is all real numbers.


Geometric Interpretation

Vector-valued functions have a powerful geometric interpretation: they describe parametric curves in space. As the parameter t varies over its domain, the tip of the vector 𝐫(t) traces out a curve.

For example, 𝐫(t)=4cost𝐢+3sint𝐣 traces out an ellipse in the xy-plane as t goes from 0 to 2π.

This connection between vector-valued functions and curves in space forms the foundation for studying motion, arc length, curvature, and many other important concepts in vector calculus.
Introduction to Vector-Valued Functions: Learn It 2
Graphing Vector-Valued Functions

A plane vector has two components: direction and magnitude. Starting from any initial point and moving in a specific direction for a specific distance brings you to the terminal point. The vector's components are found by subtracting the initial point coordinates from the terminal point coordinates.
A vector is in standard position when its initial point is at the origin. When graphing vector-valued functions, we place vectors in standard position to guarantee a unique graph. This applies to both two-dimensional and three-dimensional vector-valued functions.

The graph of a vector-valued function traces out a curve in space. The form of the function determines what type of curve you get:

	Plane curve: For r,(t)=f,(t),i+g,(t),j, the graph consists of all points (t, r,(t)) and traces a curve in the xy-plane
	Space curve: For r,(t)=f,(t),i+g,(t),j+h,(t),k, the graph consists of all points (t, r,(t)) and traces a curve in three-dimensional space


Any representation of a plane curve or space curve using a vector-valued function is called a vector parameterization of the curve.

Pro Tip
Vector-valued functions and parameterized curves are essentially the same thing viewed differently. Given r,(t)=f,(t),i+g,(t),j, you can write x=f,(t) and y=g,(t) to get the parameterized form. The graphs match exactly, except vector-valued functions show vectors while parameterized curves show points.


How to: Graph a Vector-Valued Function

	Create a table of values: Choose several values of t in the domain and calculate r,(t) for each
	Plot vectors in standard position: Draw each vector r,(t) with its initial point at the origin
	Mark terminal points: Identify where each vector ends
	Connect the points: Draw a smooth curve through the terminal points in order of increasing t
	Indicate orientation: Add arrows to show the direction of the curve as t increases


Example
Create a graph of each of the following vector-valued functions:
	r(t)=4costi+3sintj, 0≤t≤2π
	r(t)=4cost3i+3sint3j, 0≤t≤2π
	r(t)=costi+sintj+tk, 0≤t≤4π







Sample Answer

	As with any graph, we start with a table of values. We then graph each of the vectors in the second column of the table in standard position and connect the terminal points of each vector to form a curve. This curve turns out to be an ellipse centered at the origin.




	t
	r(t)
	t
	r(t)



	0
	4i
	π
	−4i



	π4
	22i+322j
	5π4
	−22i−322j



	π2
	3j
	3π2
	−3j



	3π4
	−22i+322j
	7π4
	22i−322j



	2π
	4i
	
	









[image: This figure is a graph of an ellipse centered at the origin. The graph is the vector-valued function r(t)=4cost i + 3sint j. The ellipse has arrows on the curve representing counter-clockwise orientation. There are also line segments inside of the ellipse to the curve at different increments of t. The increments are t=0, t=pi/4, t=pi/2, t=3pi/4.]The graph of the first vector-valued function is an ellipse.




	The table of values for r(t)=4costi+3sintj, 0 ≤ t ≤ 2π is as follows:




	t
	r(t)
	t
	r(t)



	0
	4i
	π2
	−4i



	π8
	22i+322j
	5π8
	−22i−322j



	π4
	3j
	3π4
	−3j



	3π8
	−22i+322j
	7π8
	22i−322j



	π
	4i
	
	








The graph of this curve is also an ellipse centered at the origin.


[image: This figure is a graph of an ellipse centered at the origin. The graph is the vector-valued function r(t)=4cost^3 i + 3sint^3 j.]The graph of the second vector-valued function is also an ellipse.






	We go through the same procedure for a three-dimensional vector function.




	t
	r(t)
	t
	r(t)



	0
	4i
	π
	−4j+πk



	π4
	22i+22j+π4k
	5π4
	−22i−22j+5π4k



	π2
	4j+π2k
	3π2
	−4j+3π2k



	3π4
	−22i+22j+3π4k
	7π4
	22i−22j+7π4k



	2π
	4i+2πk
	
	








The values then repeat themselves, except for the fact that the coefficient of k is always increasing (Figure 3.4). This curve is called a helix. Notice that if the k component is eliminated, then the function becomes r(t)=costi+sintj, which is a unit circle centered at the origin.




[image: This figure is the graph of a helix in the 3 dimensional coordinate system. The curve represents the function r(t) = cost i + sint j + tk. The curve spirals in a circular path around the vertical z-axis and has the look of a spring. The arrows on the curve represent orientation.]The graph of the third vector-valued function is a helix.









Reparameterization

Notice that the graphs in parts (a) and (b) are identical. This happens because the function in part (b) is a reparameterization of the function in part (a). Any curve has infinitely many reparameterizations. For example, replacing t with 2t in any of the three curves above doesn't change the shape—only the interval over which t is defined may change. We'll explore arc-length parameterization later in this chapter.

Helix

The curve in part (c) is a helix with a circular cross-section. Helices can also have elliptical cross-sections—for instance, r,(t)=4cost,i+3sint,j+t,k describes an elliptical helix whose projection into the xy-plane is an ellipse. The arrows in the graph indicate the orientation of the curve as t progresses from 0 to 4π.

Key Takeaway

helix

A helix is a three-dimensional curve that resembles a spring. When viewed along the z-axis, it has a circular (or elliptical) cross-section. The curve spirals upward or downward as the parameter increases.
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Limits and Continuity of a Vector-Valued Function

Understanding limits of vector-valued functions is essential for studying their calculus. The process builds directly on what you know about limits of single-variable functions.

Key Takeaway

limit of a vector valued function

A vector-valued function r approaches the limit L as t approaches a, written:
limt→ar(t)=L,

 

provided:
limt→a‖r(t)−L‖=0.

 


This is the rigorous definition, but in practice we use a simpler approach: calculate the limit of each component function separately.

Key Takeaway

limit of a vector-valued function theorem

Let f, g, and h be functions of t.

For plane curves:

 lim t→ar(t)=[ lim t→af(t)]i+[ lim t→ag(t)]j

provided the limits  lim t→af(t) and  lim t→ag(t) exist.

For space curves:

 lim t→ar(t)=[ lim t→af(t)]i+[ lim t→ag(t)]j+[ lim t→ah(t)]k

provided the limits  lim t→af(t),  lim t→ag(t), and  lim t→ah(t) exist.

Pro Tip
Think of this as taking the limit "component by component." Each component function follows the same limit rules you learned in Calculus 1.In the following example, we show how to calculate the limit of a vector-valued function.

Example
For each of the following vector-valued functions, calculate limt→3r(t) for
	
	a. r(t)=(t2−3t+4)i+(4t+3)j


	b. r(t)=2t−4t+1i+tt2+1j+(4t−3)k






Sample Answer

	Use the Limit of a Vector-Valued Function theorem and substitute the value t=3 into the two component expression:
limt→3r(t)=limt→3[(t2−3t+4)i+(4t+3)j]=[limt→3(t2−3t+4)]i+[limt→3(4t+3)]j=4i+15j

 
	Use the Limit of a Vector-Valued Function theorem and substitute the value t=3 into the three component expression:
limt→3r(t)=limt→3(2t−4t+1i+tt2+1j+(4t−3)k)=[limt→3(2t−4t+1)]i+[limt→3(tt2+1)]j+[limt→3(4t−3)]k=12i+310j+9k

 






Now that we can calculate limits of vector-valued functions, we can define what it means for such a function to be continuous.

Key Takeaway

continuity of a vector-valued function

Let f, g, and h be functions of t.

The vector-valued function r(t)=f(t)i+g(t)j is continuous at point t=a if three conditions hold:

	r(a) exists
	limt→ar(t) exists
	limt→ar(t)=r(a)


Similarly, r(t)=f(t)i+g(t)j+h(t)k is continuous at point t=a if the same three conditions hold.

Pro Tip
These three conditions should look familiar—they're the same requirements for continuity you learned with single-variable functions. A vector-valued function is continuous at a point when you can draw its graph through that point without lifting your pencil.Introduction to Vector-Valued Functions: Apply It
Learning Goals

	Write and understand vector-valued functions using components and unit vectors
	Recognize parametric equations for a space curve
	Define the limit of a vector-valued function



Analyzing a Drone's Flight Path

You're programming a drone for an aerial photography project at a local park. The drone's flight path needs to be carefully planned to capture footage while avoiding obstacles. The drone's position at any time t (measured in seconds) can be described using vector-valued functions, where distances are measured in meters. Your task is to analyze different flight paths by evaluating the vector functions, understanding their domains, identifying the shapes of the paths, and verifying that the paths are safe by checking limits at critical points.

Try It




Interactive elements can be viewed embedded within the content of our online courseware.
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Calculus of Vector-Valued Functions: Learn It 1
Learning Goals

	Find derivatives of vector-valued functions
	Find the tangent vector at a point for a given position vector
	Find and interpret unit tangent vectors
	Calculate the definite integral of a vector-valued function



Derivatives of Vector-Valued Functions

To study the calculus of vector-valued functions, we follow a path similar to real-valued functions: define the derivative, examine applications, then move on to integrals. The vector nature of these functions brings some interesting new ideas along the way.

Now that you know what a vector-valued function is and how to take its limit, the next step is learning to differentiate it. The definition closely parallels the derivative of a real-valued function, but because the range consists of vectors, the derivative is also a vector.

Key Takeaway

derivative of a vector-valued function

The derivative of a vector-valued function r(t) is

r′(t)= lim Δt→0r(t+Δt)−r(t)Δt

provided the limit exists. If r′(t) exists, then r is differentiable at t.


For r to be differentiable over a closed interval [a,b], these one-sided limits must also exist:

r′(a)= lim Δt→0+r(a+Δt)−r(a)Δt and r′(b)= lim Δt→0−r(b+Δt)−r(b)Δt

Pro Tip
Just as with real-valued functions, the derivative of a vector-valued function represents an instantaneous rate of change. When the function represents the position of an object at time t, the derivative represents its velocity at that same moment.

Example
Use the definition to calculate the derivative of the function
r(t)=(3t+4)i+(t2−4t+3)j



Sample Answer



Let's use the equation from the above definition:
r′(t)=limΔt→0r(t+Δt)−r(t)Δt=limΔt→0[(3(t+Δt)+4)i+((t+Δt)2−4(t+Δt)+3)j]−[(3t+4)i+(t2−4t+3)j]Δt=limΔt→0(3t+3Δt+4)i−(3t+4)i+(t2+2tΔt+(Δt)2−4t−4Δt+3)j−(t2−4t+3)jΔt=limΔt→0(3Δt)i+(2tΔt+(Δt)2−4Δt)jΔt=limΔt→0(3i+(2t+Δt−4)j=3i+(2t−4)j

 





Calculating derivatives using the limit definition works, but it's tedious. Fortunately, we can differentiate component by component—just like we handled limits.

Key Takeaway

differentiation of vector-valued functions theorem

Let f, g, and h be differentiable functions of t.
	If r(t)=f(t)i+g(t)j, then r′(t)=f′(t)i+g′(t)j.
	If r(t)=f(t)i+g(t)j+h(t)k, then r′(t)=f′(t)i+g′(t)j+h′(t)k.


Pro Tip
Differentiate each component separately using the derivative rules you already know from Calculus 1. The vector structure doesn't change—only the components do.

Since we will be using derivatives of common single-variable functions throughout this course, we briefly recall the derivatives of common functions, along with frequently-encountered derivative rules below.

Recall

Derivatives of Common Functions

	ddx(xn)=nxn−1 (Power Rule)
	ddx(sinx)=cosx
	ddx(cosx)=−sinx
	ddx(tanx)=sec2x
	ddx(secx)=secxtanx
	ddx(cscx)=−cscxcotx
	ddx(cotx)=−csc2x
	ddx(ex)=ex
	ddx(lnx)=1x
	ddx(arctanx)=11+x2


Derivative Rules

	Constant Multiple: ddx(cf(x))=cf′(x)
	Sum and Difference: ddx(f(x)±g(x))=f′(x)±g′(x)
	Product Rule: ddx(f(x)g(x))=g(x)f′(x)+f(x)g′(x)
	Quotient Rule: ddx(f(x)g(x))=g(x)f′(x)−f(x)g′(x)[g(x)]2
	Chain Rule: ddxf(g(x))=f′(g(x))g′(x)


Example
Use Differentiation of Vector-Valued Functions to calculate the derivative of each of the following functions.
	r(t)=(6t+8)i+(4t2+2t−3)j
	r(t)=3costi+4sintj
	r(t)=etsinti+etcostj−e2tk




Sample Answer



We use Differentiation of Vector-Valued Functions and what we know about differentiating functions of one variable.
	The first component of r(t)=(6t+8)i+(4t2+2t−3)j is f(t)=6t+8. The second component is g(t)=4t2+2t−3. We have f′(t)=6 and g′(t)=8t+2, so the theorem gives r′(t)=6i+(8t+2)j
	The first component is f(t)=3cost and the second component is g(t)=4sint. We have f′(t)=−3sint and g′(t)=4cost, so we obtain r′(t)=−3sinti+4costj
	The first component of r(t)=etsinti+etcostj−e2tk is f(t)=etsint, the second component is g(t)=etcost, and the third component is h(t)=−e2t. We have f′(t)=et(sint+cost), g′(t)=et(cost−sint), and h′(t)=−2e2t, so the theorem gives r′(t)=et(sint+cost)i+et(cost−sint)j−2e2tk


 






Properties of Derivatives

The derivative properties you learned in Calculus 1 extend to vector-valued functions. The constant multiple rule, sum and difference rules, and chain rule all work the same way. The product rule has three versions because vectors can be multiplied in three different ways: scalar multiplication, dot product, and cross product.

Key Takeaway

differentiation rules for vector-valued functions

Let r and u be differentiable vector-valued functions of t, and let f be a differentiable real-valued function of t. Let c be a scalar.

	Scalar multiple: ddt[cr,(t)]=cr′,(t)
	Sum and difference: ddt[r,(t)±u,(t)]=r′,(t)±u′,(t)
	Scalar product: ddt[f,(t),u,(t)]=f′,(t),u,(t)+f,(t),u′,(t)
	Dot product: ddt[r,(t)·u,(t)]=r′,(t)·u,(t)+r,(t)·u′,(t)
	Cross product: ddt[r,(t)×u,(t)]=r′,(t)×u,(t)+r,(t)×u′,(t)
	Chain rule: ddt[r(f,(t))]=r′,(f,(t))·f′,(t)
	If r,(t)·r,(t)=c, then r,(t)·r′,(t)=0


Connect It

Proof




The proofs of the first two properties follow directly from the definition of the derivative of a vector-valued function. The third property can be derived from the first two properties, along with the product rule from the Introduction to Derivatives. Let u(t)=g(t)i+h(t)j. Then
ddt[f(t)u(t)]=ddt[f(t)(g(t)i+h(t)j)]=ddt[f(t)g(t)i+f(t)h(t)j]=ddt[f(t)g(t)]i+ddt[f(t)h(t)]j=(f′(t)g(t)+f(t)g′(t))i+(f′(t)h(t)+f(t)h′(t))j=f′(t)u(t)+f(t)u′(t).

 

To prove property 4. Let r(t)=f1(t)i+g1(t)j and u(t)=f2(t)i+g2(t)j. Then
ddt[r(t)·u(t)]=ddt[f1(t)f2(t)+g1(t)g2(t)]=f1′(t)f2(t)+f1(t)f2′(t)+g1′(t)g2(t)+g1(t)g2′(t)=f1′(t)f2(t)+g1′(t)g2(t)+f1(t)f2′(t)+g1(t)g2′(t)=(f1′i+g1′j)·(f2i+g2j)+(f1i+g1j)·(f2′i+g2′j)=r′(t)·u(t)+r(t)·u′(t).

 

The proof of property 5 is similar to that of property 4. Property 6 can be proved using the chain rule. Last, property 7 follows from property 4:
ddt[r(t)·r(t)]=ddt[c]r′(t)·r(t)+r(t)·r′(t)=02r(t)·r′(t)=0r(t)·r′(t)=0.

∎
Example
Given the vector-valued functions
r(t)=(6t+8)i+(4t2+2t−3)j+5tk

and
u(t)=(t2−3)i+(2t+4)j+(t3−3t)k,

calculate each of the following derivatives using the properties of the derivative of vector-valued functions.
	ddt[r(t)·u(t)]
	ddt[u(t)×u′(t)]




Sample Answer


	We have r′(t)=6i+(8t+2)j+5k and u′(t)=2ti+2j+(3t2−3)k. Therefore, according to property 4:
ddt[r(t)·u(t)]=r′(t)·u(t)+r·u′(t)=(6i+(8t+2)j+5k)·((t2−3)i+(2t+4)j+(t3−3t)k)+((6t+8)i+(4t2+2t−3)j+5tk)·(2ti+2j+(3t2−3)k)=6(t2−3)+(8t+2)(2t+4)+5(t3−3t)+2t(6t+8)+2(4t2+2t−3)+5t(3t2−3)=20t3+42t2+26t−16

 
	First, we need to adapt property 5 for this problem:
ddt[u(t)×u′(t)]=u′(t)×u′(t)+u(t)×u″(t).

 

Recall that the cross product of any vector with itself is zero. Furthermore, u″(t) represents the second derivative of u(t):
u″(t)=ddt[u′(t)]=ddt[2ti+2j+(3t2−3)k]=2i+6tk.

 

Therefore,
ddt[u(t)·u′(t)]=0+((t2−3)I+(2t+4)j+(t3−3t)k)×(2I+6tk)=|ijkt2−32t+4t3−3t206t|=6t(2t+4)i−(6t(t2−3)−2(t3−3t))j−2(2t−4)k=(12t2+24t)i+(12t−4t3)j−(4t+8)k

 






Calculus of Vector-Valued Functions: Learn It 2
Tangent Vectors and Unit Tangent Vectors

Recall in single-variable calculus, the derivative at a point gives the slope of the tangent line to the graph at that point. For vector-valued functions, the derivative provides a tangent vector to the curve.
Consider the vector-valued function r(t)=costi+sintj. The derivative is r′(t)=−sinti+costj. If we substitute t=π6 into both functions, we get:

r(π6)=32i+12j and r′(π6)=−12i+32j

Figure 1 shows the graph of this function along with the vectors r(π6) and r′(π6).

[image: This figure is the graph of a circle represented by the vector-valued function r(t) = cost i + sint j. It is a circle centered at the origin with radius of 1, and counter-clockwise orientation. It has a vector from the origin pointing to the curve and labeled r(pi/6). At the same point on the circle there is a tangent vector labeled “r’(pi/6)”.]The tangent line at a point is calculated from the derivative of the vector-valued function r(t).Notice that r′(π6) is tangent to the circle at the point corresponding to t=π6. This is a tangent vector to the curve defined by r(t).

Key Takeaway

tangent vector and principal unit tangent vector

Let C be a curve defined by a vector-valued function r, and assume that r′(t) exists when t=t0.


A tangent vector v at t=t0 is any vector such that, when the tail of the vector is placed at point r(t0) on the graph, vector v is tangent to curve C. The derivative r′(t0) is an example of a tangent vector at point t=t0.


The principal unit tangent vector at t is defined as:

T(t)=r′(t)‖r′(t)‖

provided ‖r′(t)‖≠0.

Pro Tip
The unit tangent vector is exactly what it sounds like: a unit vector that is tangent to the curve. It points in the direction of motion along the curve and always has magnitude 1.
How to: Find the Unit Tangent Vector

	Find the derivative: Calculate r′(t)
	Find the magnitude: Calculate ‖r′(t)‖
	Divide: Compute T(t)=r′(t)‖r′(t)‖


Example
Find the unit tangent vector for each of the following vector-valued functions:
	r(t)=costi+sintj
	u(t)=(3t2+2t)i+(2−4t3)j+(6t+5)k




Sample Answer


1.

2& First step: &r′(t)&=−sinti+costj& Second step: &||r′(t)||&=(−sint)2+(cost)2=1& Third step: &T(t)&=r′(t)||r′(t)||=−sinti+costj1=−sinti+costj&

2.

2& First step: &u′(t)&=(6t+2)i−12t2j+6k& Second step: &||u′(t)||&=(6t+2)2+(−12t2)2+62 &&&=144t4+36t2+24t+40 &&&=236t4+9t2+6t+10& Third step: &T(t)&=u′(t)||u′(t)||=(6t+2)i−12t2j+6k236t4+9t2+6t+10 &&&=3t+136t4+9t2+6t+10i−6t236t4+9t2+6t+10j+336t4+9t2+6t+10k&


Calculus of Vector-Valued Functions: Learn It 3
Integrals of Vector-Valued Functions

You've already worked with antiderivatives and definite integrals of real-valued functions. These concepts extend naturally to vector-valued functions using the same component-by-component approach we used for derivatives.
Just as we can differentiate a vector-valued function by differentiating each component separately, we can calculate antiderivatives and integrals the same way. The Fundamental Theorem of Calculus applies to vector-valued functions as well.

Antiderivatives of vector-valued functions appear frequently in applications. If a vector-valued function represents the velocity of an object at time t, then its antiderivative represents position. If the function represents acceleration, then the antiderivative represents velocity.

Key Takeaway

integrals of vector-valued functions

Let f, g, and h be integrable real-valued functions over the closed interval [a,b].

For plane curves:

	Indefinite integral: ∫[f(t)i+g(t)j]dt=[∫f(t)dt]i+[∫g(t)dt]j
	Definite integral: ∫ab[f(t)i+g(t)j]dt=[∫abf(t)dt]i+[∫abg(t)dt]j


For space curves:

	Indefinite integral: ∫[f(t)i+g(t)j+h(t)k]dt=[∫f(t)dt]i+[∫g(t)dt]j+[∫h(t)dt]k
	Definite integral: ∫ab[f(t)i+g(t)j+h(t)k]dt=[∫abf(t)dt]i+[∫abg(t)dt]j+[∫abh(t)dt]k


Pro Tip

When you integrate a vector-valued function, each component integral includes its own integration constant. These constants can be combined into a single constant vector C.

For example, if ∫f(t)dt=F(t)+C1 and ∫g(t)dt=G(t)+C2, then:

∫[f(t)i+g(t)j]dt=F(t)i+G(t)j+C1i+C2j=F(t)i+G(t)j+C

where C=C1i+C2j.

You'll use the same integration formulas you learned in Calculus 1 to integrate each component function. Since these formulas are essential tools for the work ahead, here's a quick reference of the most commonly used integrals.

Recall

Integrals of Common Functions

	∫xndx=1n+1xn+1+C (if n≠−1)
	∫1xdx=ln|x|+C
	∫eudu=eu+C
	∫cosudu=sinu+C
	∫sinudu=−cosu+C
	∫sec2udu=tanu+C
	∫csc2udu=−cotu+C
	∫secutanudu=secu+C
	∫cscucotudu=−cscu+C
	∫tanudu=ln|secu|+C
	∫secudu=ln|secu+tanu|+C
	∫1a2+u2du=1aarctan(ua)+C
	∫1a2−u2du=arcsin(ua)+C


Example
Calculate each of the following integrals:
	∫[(3t2+2t)i+(3t−6)j+(6t3+5t2−4)k]dt
	∫[⟨t, t2, t3⟩×⟨t3, t2, t⟩]dt
	∫0π3[sin2ti+tantj+e−2tk]dt




Sample Answer


a.  We use the first part of the definition of the integral of a space curve:

∫ [(3t2+2t)i+(3t−6)j+(6t3+5t2−4)k]dt

=[∫ 3t2+2tdt]i+[∫ 3t−6dt]j+[∫6t3+5t2−4dt]k=(t3+t2)i+(32t2−6t)j+(32t4+53t3−4t)k+C.

 
b.  First calculate ⟨t, t2, t3⟩×⟨t3, t2, t⟩:

⟨t, t2, t3⟩×⟨t3, t2, t⟩=|ijktt2t3t3t2t|=(t2(t)−t3(t2))i−(t2−t3(t3))j+(t(t2)−t2(t3))k=(t3−t5)i+(t6−t2)j+(t3−t5)k

 

Next, substitute this back into the integral and integrate:
∫ [⟨t, t2, t3⟩×⟨t3, t2, t⟩]dt=∫ (t3−t5)i+(t6−t2)j+(t3−t5)kdt=(t44−t66)i+(t77−t33)j+(t44−t66)k+C.

 

c.  Use the second part of the definition of the integral of a space curve:
                                                  ∫0π3[sin2ti+tantj+e−2tk]dt

=[∫0π3sin2tdt]i+[∫0π3tantdt]j+[∫0π3 e−2tdt]k=(−12cos2t){|0π3i−(ln(cost)){|}0π3j−(12e−2t){|}0π3k}=(−12cos2π3+12cos0))i−(ln(cosπ3)−ln(cos0)j−(12e−2π/3−12e−2(0))k=(14+12)i−(−ln2)j−(12e−2π/3−12)k=34i+(ln2)j+(12−12e−2π/3)k.

 





Calculus of Vector-Valued Functions: Apply It
Learning Goals

	Find derivatives of vector-valued functions
	Find the tangent vector at a point for a given position vector
	Find and interpret unit tangent vectors
	Calculate the definite integral of a vector-valued function





Programming a Robotic Arm's Movement









You're programming a robotic arm for a manufacturing facility. The arm's position at time t (in seconds) is described by the vector-valued function 𝐫(t), where distances are measured in centimeters. To ensure smooth and precise movements, you need to analyze the arm's velocity (the derivative of position), find tangent vectors that show the direction of motion at specific points, calculate unit tangent vectors for directional control, and determine the arm's total displacement using integrals.






Try It
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Motion in Space: Learn It 1
Learning Goals

	Describe how particles move in space using velocity and acceleration vectors
	Explain the tangential and normal components of acceleration
	Use vector-valued functions to describe and analyze planetary motion



Motion Vectors in the Plane and in Space

You now know how to describe curves in the plane and in space, and how to determine their properties like arc length and curvature. These tools come together to describe motion along curves—the main goal of this chapter.

Our starting point is using vector-valued functions to represent the position of an object as a function of time. This approach works for both plane curves and space curves. For example, planetary orbits are elliptical curves that lie in a plane, while a particle traveling along a helix moves through three-dimensional space.

Key Takeaway

position, velocity, acceleration, and speed

Let r(t) be a twice-differentiable vector-valued function of the parameter t that represents the position of an object as a function of time.

	Velocity vector: v(t)=r′(t)
	Acceleration vector: a(t)=v′(t)=r″(t)
	Speed: v(t)=‖v(t)‖=‖r′(t)‖=dsdt



Since r(t) can describe motion in either two or three dimensions, these vector-valued functions can have either two or three components. In two dimensions, we write r(t)=x(t)i+y(t)j, and in three dimensions r(t)=x(t)i+y(t)j+z(t)k. The table below shows how velocity, acceleration, and speed are expressed in each case.




	Quantity
	Two Dimensions
	Three Dimensions





	Position
	r(t)=x(t)i+y(t)j
	r(t)=x(t)i+y(t)j+z(t)k



	Velocity
	v(t)=x′(t)i+y′(t)j
	v(t)=x′(t)i+y′(t)j+z′(t)k



	Acceleration
	a(t)=x″(t)i+y″(t)j
	a(t)=x″(t)i+y″(t)j+z″(t)k



	Speed
	v(t)=(x′(t))2+(y′(t))2
	v(t)=(x′(t))2+(y′(t))2+(z′(t))2






Example
A particle moves in a parabolic path defined by the vector-valued function r(t)=t2i+5−t2j, where t measures time in seconds.
	Find the velocity, acceleration, and speed as functions of time.
	Sketch the curve along with the velocity vector at time t=1.



Sample Answer

	We use our definition:


v(t)=r′(t)=2ti−t5−t2ja(t)=v′(t)=2i−5(5−t2)−3/2jv(t)=‖r′(t)‖=(2t)2+(−t5−t2)2=4t2+t25−t2=21t2−4t45−t2.

 
	The graph of r(t)=t2I+5−t2j is a portion of a parabola (Figure 1). The velocity vector at t=1 is
v(1)=r′(1)=2(1)i−15−(1)2j=2i−12j

 

and the acceleration vector at t=1 is
a(1)=v′(t)=2i−5(5−(1)2)−3/2j=2i−58j.

 

Notice that the velocity vector is tangent to the path, as is always the case.
[image: This figure is the graph of a curve in the first quadrant. The curve begins on the y axis slightly above y=2 and decreases to the x-axis at x=5. On the curve is a tangent vector labeled “v(1)” and is pointing towards the x-axis.]This graph depicts the velocity vector at time t=1 for a particle moving in a parabolic path.








Understanding Velocity and Acceleration Vectors

Imagine driving along a curvy road. If you don't turn the steering wheel, you continue in a straight line and run off the road. The speed and direction at which you leave the road give a vector representing your velocity (Figure 2).

[image: This figure represents a curving road. On the road is a car. At the car there are two vectors. The first vector is tangent to the back of the car. The second vector comes out of the front of the car in the direction the car is heading. Both of the vectors are labeled “velocity vectors”.]At each point along a road traveled by a car, the velocity vector of the car is tangent to the path traveled by the car.
The fact that you must turn the steering wheel to stay on the road shows that your velocity is always changing—even if your speed stays constant—because your direction constantly changes. As you turn right, your acceleration vector points right. As you turn left, your acceleration vector points left. Your velocity and acceleration vectors are constantly changing, regardless of whether your speed varies (Figure 3).

[image: This figure is a car. The path the car is traveling is an increasing curve represented by a dotted line. The center of the car is labeled “tsub0” on the curve. From this point there are two vectors that are orthogonal to each other. The first vector is asubt and the second vector is asubn. In between these two vectors is a vector labeled “a”. It has angle theta between vector a and asubt.]The dashed line represents the trajectory of an object (a car, for example). The acceleration vector points toward the inside of the turn at all times.
Pro Tip

Key Insight About Velocity and Acceleration

	The velocity vector is always tangent to the path of motion
	The acceleration vector points toward the direction the object is turning
	Speed can remain constant even while velocity changes, because velocity depends on both speed and direction


Motion in Space: Learn It 2
Components of the Acceleration Vector

We can combine concepts from arc length and curvature with the acceleration vector to gain a deeper understanding of how this vector relates to motion. Recall that the unit tangent vector T and the unit normal vector N form an osculating plane at any point P on the curve defined by r(t). The acceleration vector a(t) always lies in this plane and can be written as a combination of these two unit vectors.

Key Takeaway

the plane of the acceleration vector

The acceleration vector a(t) of an object moving along a curve traced out by a twice-differentiable function r(t) lies in the plane formed by the unit tangent vector T(t) and the principal unit normal vector N(t).


The acceleration vector can be expressed as:



a(t)=v′(t)T(t)+[v(t)]2κN(t)

where v(t) is the speed of the object and κ is the curvature of the curve traced out by r(t).

Connect It

Proof




Because v(t)=r′(t) and T(t)=r′(t)‖r′(t)‖, we have v(t)=‖r′(t)‖T(t)=v(t)T(t). Now we differentiate this equation:
a(t)=v′(t)=ddt(v(t)T(t))=v′(t)T(t)+v(t)T′(t).

Since N(t)=T′(t)‖T′(t)‖, we know T′(t)=‖T′(t)‖N(t), so
a(t)=v′(t)T(t)+v(t)‖T′(t)‖N(t).

A formula for curvature is κ=‖T′(t)‖‖r′(t)‖, so ‖T′(t)‖=κ‖r′(t)‖=κv(t). This gives a(t)=v′(t)T(t)+κ(v(t))2N(t).

∎

The coefficients of T(t) and N(t) in this formula have special names. We call v′(t) the tangential component of acceleration and write it as aT. We call [v(t)]2κ the normal component of acceleration and write it as aN.

Key Takeaway

tangential and normal components of acceleration

Let r(t) be a vector-valued function that denotes the position of an object as a function of time. Then a(t)=r″(t) is the acceleration vector. The tangential and normal components of acceleration are:

	Tangential component: aT=a·T=v·a‖v‖
	Normal component: aN=a·N=‖v×a‖‖v‖=‖a‖2−aT2


These components are related by:

a(t)=aTT(t)+aNN(t)

where T(t) is the unit tangent vector and N(t) is the unit normal vector to the curve.


Understanding Centripetal Acceleration

The normal component of acceleration is also called the centripetal component of acceleration or the radial component of acceleration. To understand this concept, imagine traveling in a car on a circular track at constant speed. The acceleration vector points toward the center of the track at all times. As a rider in the car, you feel a pull toward the outside of the track because you are constantly turning. This sensation acts in the opposite direction of centripetal acceleration.

The same holds true for noncircular paths. Your body tends to travel in a straight line and resists the force from acceleration that pushes it toward the side. Notice in Figure 1 that at point B, the acceleration vector points backward. This happens because the car is decelerating as it goes into the curve.

[image: This figure has a curve representing the path of a car. The curve decreases and increases. There are two circles along the path The first circle has point A where the curve meets the circle. At point A there are three vectors. The first vector is asubt and is tangent to the curve at A. The second vector is asubr and is orthogonal to vector asubt. In between these vectors is vector a. The second circle has point B where the curve meets the circle. At point A there are three vectors. The first vector is asubt and is tangent to the curve at A. The second vector is asubr and is orthogonal to vector asubt. In between these vectors is vector a.]The tangential and normal components of acceleration can be used to describe the acceleration vector.
Pro Tip

The tangential and normal unit vectors at any point on the curve provide a frame of reference at that point. Think of the components this way:

	Tangential component (aT): Measures how quickly the speed is changing (speeding up or slowing down)
	Normal component (aN): Measures how quickly the direction is changing (how sharply you're turning)


The tangential and normal components of acceleration are simply the projections of the acceleration vector onto T and N, respectively.

Example
A particle moves in a path defined by the vector-valued function r(t)=t2i+(2t−3)j+(3t2−3t)k, where t measures time in seconds and distance is measured in feet.
	
	a. Find aT and aN as functions of t.


	b. Find aT and aN at time t=2.






Sample Answer

	Let's start with the first equation:


v(t)=r′(t)=2ti+2j+(6t−3)ka(t)=v′(t)=2i+6kaT=v·a‖v‖=(2ti+2j+(6t−3)k)·(2i+6k)‖2ti+2j+(6t−3)k‖=4t+6(6t−3)(2t)2+22+(6t−3)2=40t−1840t2−36t+13.

 

Then we apply the second equation:
aN=‖a‖2−aT=‖2i+6k‖2−(40t−1840t2−36t+13)2=4+36−(40t−18)240t2−36t+13=40(40t2−36t+13)−(1600t2−1440t+324)40t2−36t+13=19640t2−36t+13=1440t2−36t+13.

 
	We must evaluate each of the answers from part a. at t=2:
aT(2)=40(2)−1840(2)2−36(2)+13=80−1840(2)2−36(2)+13=62101aN(2)=1440(2)2−36(2)+13=14160−72+13=14101.

 

The units of acceleration are feet per second squared, as are the units of the normal and tangential components of acceleration.






Motion in Space: Learn It 3
Projectile Motion

Now let's apply vector functions to a real-world scenario: understanding how gravity affects objects moving through the air. This situation—where an object moves with an initial velocity but experiences only the force of gravity—is called projectile motion. It describes everything from golf balls and baseballs to arrows and cannonballs. We'll ignore air resistance in our analysis.

Setting Up the Coordinate System

We place ourselves at the origin with the positive y-axis pointing up, the negative y-axis pointing down, and the positive x-axis pointing forward (away from the thrower). Since gravity acts downward, Newton's second law tells us the force from gravity equals the mass times the acceleration due to gravity: Fg=mg, where Fg is the gravitational force and g is the acceleration due to gravity at Earth's surface.

The value of g is approximately 32ft/sec2 in the English system and approximately 9.8m/sec2 in the metric system. Since gravity acts downward, we write the gravitational force as Fg=−mgj, as shown in Figure 1.

[image: This figure is a ball falling in a vertical path. The ball is at the top at the initial position. From the ball a vector is drawn vertically downward labeled “acceleration”. The vertical line is labeled “distance”. At the bottom of the line it is labeled “final position”. There is also grass at the bottom of the figure.]An object is falling under the influence of gravity.
Deriving the Position Equation

Newton's second law states that F=ma, where a is the acceleration vector. This force must equal the gravitational force at all times:

F=Fgma=−mgja=−gj

Since the acceleration vector is the derivative of the velocity vector, we can write:

v′(t)=−gj

Taking the antiderivative of both sides:

v(t)=∫−gjdt=−gtj+C1

To find the constant vector C1, we use the initial velocity v0=v(0). This gives us C1=v0, so:

v(t)=−gtj+v0

Since velocity is the derivative of position, we have:

s′(t)=−gtj+v0

Taking the antiderivative again:

s(t)=∫−gtj+v0dt=−12gt2j+v0t+C2

Using the initial position s0=s(0), we find C2=s0. This gives the position at any time:

s(t)=−12gt2j+v0t+s0

Projectile Launched at an Angle

Suppose an object is thrown upward from the origin at an angle θ to the horizontal with initial speed v0. We can assume s0=0 by placing the origin at the launch point (Figure 2).

[image: This figure has an upside down parabolic curve representing projectile motion. The figure is labeled “constant horizontal velocity; constant vertical acceleration”. The curve is in the first quadrant beginning and ending on the x-axis. The height of the curve is labeled “H”. The distance on the x-axis is labeled “R”. Angle theta represents the direction of the projectile at the origin. Five points are labeled on the graph with vectors. The vectors are labeled “v” with subscripts representing directions.]Projectile motion when the object is thrown upward at an angle θ. The horizontal motion is at constant velocity and the vertical motion is at constant acceleration.
We can express the initial velocity as v0=v0cosθi+v0sinθj. The position equation becomes:

s(t)=−12gt2j+v0tcosθi+v0tsinθj=v0tcosθi+(v0tsinθ−12gt2)j

Key Takeaway

components of projectile motion

	The coefficient of i represents the horizontal distance from the origin at time t
	The maximum horizontal distance (at the same initial and final altitude) is called the range R
	The coefficient of j represents the altitude at time t
	The maximum altitude is called the height H


Example
During an Independence Day celebration, a cannonball is fired from a cannon on a cliff toward the water. The cannon is aimed at an angle of 30∘ above horizontal and the initial speed of the cannonball is 600 ft/sec. The cliff is 100 ft above the water (Figure 7).
	Find the maximum height of the cannonball.
	How long will it take for the cannonball to splash into the sea?
	How far out to sea will the cannonball hit the water?

[image: This figure has a cannon at the edge of a cliff aimed upwards. There is a cannonball coming out of the cannon. The path of the cannonball is an upside down parabola represented with a broken line. The maximum height is labeled with “?”. The height of the cliff is 100 feet.]The flight of a cannonball (ignoring air resistance) is projectile motion.



Sample Answer
We use the equation
s(t)=v0tcosθi+(v0tsinθ−12gt2)j



with θ=30∘, g=32 ft/sec2, and v0=600 ft/sec. Then the position equation becomes
s(t)=600t(cos30)i+(600tsin30−12(32)t2)j=300t3i+(300t−16t2)j.

	The cannonball reaches its maximum height when the vertical component of its velocity is zero, because the cannonball is neither rising nor falling at that point. The velocity vector is


v(t)=s′(t)=3003i+(300−32t)j.

 

Therefore, the vertical component of velocity is given by the expression 300−32t. Setting this expression equal to zero and solving t gives t=9.375 sec. The height of the cannonball at this time is given by the vertical component of the position vector, evaluated at t=9.375.
s(9.375)=300(9.375)3i+(300(9.375)−16(9.375)2)j=4871.39i+1406.25j

 

Therefore, the maximum height of the cannonball is 1406.39 ft above the cannon, or 1506.39 ft above sea level.
	When the cannonball lands in the water, is is 100 ft below the cannon. Therefore, the vertical component of the position vector is equal to −100. Setting the vertical component of s(t) equal to −100 and solving, we obtain
300t−16t2=−10016t2−300t−100=04t2−75t−25=0t=75±(−75)2−4(4)(−25)2(4)=75±60258=75±52418.

 

The positive value of t that solves this equation is approximately 19.08. Therefore, the cannonball hits the water after approximately 19.08 sec.
	To find the distance out to sea, we simply substitute the answer from part (b) into s(t):
s(19.08)=300(19.08)3i+(300(19.08)−16(19.08)2)j=9914.26i−100.7424j.

 

Therefore, the ball hits the water about 9914.26 ft away from the base of the cliff. Notice that the vertical component of the position vector is very close to −100, which tells us that the ball just hit the water. Note that 9914.26 feet is not the true range of the cannon since the cannonball lands in the ocean at a location below the cannon. The range of the cannon would be determined by finding how far out the cannonball is when its height is 100 ft above the water (the same as the altitude of the cannon).







Maximum Range of a Projectile

One final question: what is the maximum distance a projectile can travel given its initial speed? To answer this, we assume the projectile is fired from ground level and returns to ground level. The equation of projectile motion is:

s(t)=v0tcosθi+(v0tsinθ−12gt2)j

Setting the vertical component equal to zero and solving for t:

v0tsinθ−12gt2=0t(v0sinθ−12gt)=0

This gives t=0 or t=2v0sinθg. Substituting the second value into s(t):

s(2v0sinθg)=v0(2v0sinθg)cosθi+(v0(2v0sinθg)sinθ−12g(2v0sinθg)2)j=(2v02sinθcosθg)i=v02sin2θgi.

Thus, the expression for the range of a projectile fired at an angle θ is
R=v02sin2θgi.

Key Takeaway

range of a projectile

The range of a projectile fired at angle θ with initial speed v0 is:

R=v02sin2θg


To maximize the range, take the derivative with respect to θ and set it equal to zero:

ddθ(v02sin2θg)=02v02cos2θg=0θ=45∘

Pro Tip

In the absence of air resistance, the angle that maximizes range is 45∘. At this angle, the range is:

R=v02g

This result assumes the projectile is launched and lands at the same altitude.

Motion in Space: Learn It 4
Kepler's Laws

During the early 1600s, Johannes Kepler used remarkably accurate astronomical data from his mentor Tycho Brahe to formulate three laws of planetary motion. These laws apply not only to planets but also to other objects orbiting the Sun, such as comets (like Halley's comet) and asteroids. Variations of these laws apply to satellites orbiting Earth.

Key Takeaway

Kepler's laws of planetary motion theorem

	The Law of Ellipses: The path of any planet about the Sun is elliptical in shape, with the center of the Sun located at one focus of the ellipse.
	The Law of Equal Areas: A line drawn from the center of the Sun to the center of a planet sweeps out equal areas in equal time intervals (Figure 1).
	The Law of Harmonies: The ratio of the squares of the periods of any two planets is equal to the ratio of the cubes of the lengths of their semi-major orbital axes.



[image: This figure is an elliptical curve labeled “planets orbit”. The sun is represented towards the left inside the ellipse, at a focal point. Along the ellipse there are points A,B,C,D,E,F. There are line segments from the sun to each point.]Kepler’s first and second laws are pictured here. The Sun is located at a focus of the elliptical orbit of any planet. Furthermore, the shaded areas are all equal, assuming that the amount of time measured as the planet moves is the same for each region.
Understanding Kepler's Third Law

Kepler's third law becomes especially useful when we use appropriate units. One astronomical unit (A.U.) is defined as the average distance from Earth to the Sun, approximately 93,000,000 miles or 149,597,870,700 meters. Since Earth takes 1 year to orbit the Sun, we use Earth years for units of time.

Using these units, Kepler's third law can be written simply as:

Tp2=Dp3

where Tp is the period of a planet measured in Earth years and Dp is the average distance from that planet to the Sun measured in astronomical units.


Using Kepler's Third Law

If you know the average distance from a planet to the Sun (in astronomical units), you can calculate the length of its year (in Earth years), and vice versa. For example:

	If a planet is 4 A.U. from the Sun, then Tp2=43=64, so Tp=8 Earth years
	If a planet's year is 27 Earth years, then Dp3=272=729, so Dp=9 A.U.


Connect It
Kepler formulated these laws based on Brahe's observations, but they weren't formally proved until Sir Isaac Newton applied calculus to celestial mechanics. Newton was also able to generalize Kepler's third law to other orbital systems, such as moons orbiting planets. Kepler's original third law applies specifically to objects orbiting the Sun.

Connect It

Proof




Let’s now prove Kepler’s first law using the calculus of vector-valued functions. First we need a coordinate system. Let’s place the Sun at the origin of the coordinate system and let the vector-valued function r(t) represent the location of a planet as a function of time. Newton proved Kepler's law using his second law of motion and his law of universal gravitation. Newton’s second law of motion can be written as F=ma, where F represents the net force acting on the planet. His law of universal gravitation can be written in the form F=−GmM‖r‖2·r‖r‖, which indicates that the force resulting from the gravitational attraction of the Sun points back toward the Sun, and has magnitude GmM‖r‖2 (Figure 9).

[image: This figure is an ellipse with a circle to the left on the inside at a focal point. The circle represents the sun. On the ellipse is a smaller circle representing Earth. The line segment drawn between the circles is labeled “gravitational force”.]The gravitational force between Earth and the Sun is equal to the mass of the earth times its acceleration.

Setting these two forces equal to each other, and using the fact that a(t)=v′(t), we obtain
mv′(t)=−GmM‖r‖2·r‖r‖,

which can be rewritten as
dvdt=−GM‖r‖3r.

This equation shows that the vectors dv/dt and r are parallel to each other, so dv/dt×r=0. Next, let's differentiate r×v with respect to time:
ddt(r×v)=drdt×v+r×dvdt=v×v+0=0.

This proves that r×v is a constant vector, which we call C. Since r and v are both perpendicular to C for all values of t, they must lie in a plane perpendicular to C. Therefore, the motion of the planet lies in a plane.

Next we calculate the expression dv/dt×C:
dvdt×C=−GM‖r‖3r×(r×v)=−GM‖r‖3[(r·v)r−(r·r)v].

The last equality in the above equation is from the triple cross product formula (Introduction to Vectors in Space). We need an expression for r·v. To calculate this, we differentiate r·r with respect to time:
ddt(r·r)=drdt·r+r·drdt=2r·drdt=2r·v.

Since r·r=‖r‖2, we also have
ddt(r·r)=ddt‖r‖2=2‖r‖ddt‖r‖.

Combining the last two equations, we get
2r·v=2‖r‖ddt‖r‖r·v=‖r‖ddt‖r‖.

Substituting into our expression for dvdt×C gives us
dvdt×C=−GM‖r‖3[(r·r)r−(r·r)v]=−GM‖r‖3[‖r‖(ddt‖r‖)r−‖r‖2v]=−GM[1‖r‖2(ddt‖r‖)r−1‖r‖v]=GM[v‖r‖−r‖r‖2(ddt‖r‖)].

However,
ddtr‖r‖=ddt(r)‖r‖−rddt‖r‖‖r‖=drdt‖r‖−r‖r‖2ddt‖r‖=v‖r‖−r‖v‖2ddt‖r‖.

Therefore, we get
dvdt×C=GM(ddtr‖r‖).

Since C is a constant vector, we can integrate both sides and obtain
v×C=GMr‖r‖+D,

where D is a constant vector. Our goal is to solve for ‖r‖. Let's start by calculating r·(v×C):
r·(v×C)=r·(GMr‖r‖+D)=GM‖r‖2‖r‖+r·D=GM‖r‖+r·D.

However, r·(v×C)=(r×v)×C, so
(r×v)×C=GM‖r‖+r·D.

Since r×v=C, we have
‖C‖2=GM‖r‖+r·D.

Note that r·D=‖r‖‖D‖cosθ, where θ is the angle between r and D. Therefore,
‖C‖2=GM‖r‖+‖r‖‖D‖cosθ.

Solving for ‖r‖,
‖r‖=‖C‖2GM+‖D‖cosθ=‖C‖2GM(11+ecosθ),

where e=‖D‖/GM. This is the polar equation of a conic with a focus at the origin, which we set up to be the Sun. It is a hyperbola if e>1, a parabola if e=1, or an ellipse if e<1. Since planets have closed orbits, the only possibility is an ellipse. However, at this point it should be mentioned that hyperbolic comets do exist. These are objects that are merely passing through the solar system at speeds too great to be trapped into orbit around the Sun. As they pass close enough to the Sun, the gravitational field of the Sun deflects the trajectory enough so the path becomes hyperbolic.

∎
Example
Kepler’s third law of planetary motion can be modified to the case of one object in orbit around an object other than the Sun, such as the Moon around the Earth. In this case, Kepler’s third law becomes
P2=4π2a3G(m+M),

where m is the mass of the Moon and M is the mass of Earth, a represents the length of the major axis of the elliptical orbit, and P represents the period.

Find the length of the major axis of the orbit of the Moon around Earth.

Relevant Information:
	The mass of the Moon is 7.35 × 1022 kg 
	The mass of the Earth is 5.97 × 1024 kg 
	G=6.67 × 10−11 m 3/ kg · sec 2
	The period of the moon is 27.3 days.



Sample Answer


It is important to be consistent with units. Since the universal gravitational constant contains seconds in the units, we need to use seconds for the period of the Moon as well:

27.3 days ×24 hr 1 day ×3600 sec 1 hour =2,358,720 sec .

 

Substitute all the data into the equation given in the problem and solve for a:
(2,358,720 sec )2=4π2a3(6.67×10−11m3 kg · sec 2)(7.35×1022 kg +5.97×1024 kg )5.563×1012=4π2a3(6.67×10−11m3)(6.04×1024)(5.563×1012)(6.67×10−11 m 3)(6.04×1024)=4π2a3a3=2.241×10274π2 m 3a=3.84×108 m ≈384,000 km .

Analysis

According to solarsystem.nasa.gov, the actual average distance from the Moon to Earth is 384,400 km . This is calculated using reflectors left on the Moon by Apollo astronauts back in the 1960s.







Motion in Space: Apply It
Learning Goals

	Describe how particles move in space using velocity and acceleration vectors
	Explain the tangential and normal components of acceleration
	Use vector-valued functions to describe and analyze planetary motion





Analyzing an Automated Delivery System's Motion







Your company is testing an automated delivery system that uses a launch mechanism to send packages across a distribution facility. The system's position at time t (in seconds) is described by vector-valued functions, where distances are measured in feet. To ensure the system operates safely and efficiently, you need to analyze velocity and acceleration vectors, understand the components of acceleration that affect the package's motion, and apply projectile motion principles to predict landing locations.

Try It



Interactive elements can be viewed embedded within the content of our online courseware.
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Arc Length and Curvature: Learn It 1
Learning Goals

	Determine the length of a particle's path in space by using the arc-length function
	Calculate and understand what curvature means for curves in space
	Understand what normal and binormal vectors tell us about a curve's behavior



Arc Length for Vector Functions

You've already seen that a vector-valued function describes a curve in either two or three dimensions. Recall from earlier courses that the arc length of a curve defined by parametric functions x=x(t), y=y(t), t1≤t≤t2 is:

s=∫t1t2(x′(t))2+(y′(t))2dt

Similarly, if we define a smooth curve using a vector-valued function r(t)=f(t)i+g(t)j where a≤t≤b, the arc length is:

s=∫ab(f′(t))2+(g′(t))2dt

In three dimensions, if r(t)=f(t)i+g(t)j+h(t)k over the interval a≤t≤b, the arc length is:

s=∫ab(f′(t))2+(g′(t))2+(h′(t))2dt

Key Takeaway

arc-length formulas theorem

Let C be a smooth curve defined by r(t), where t lies within the interval [a,b].

 
For plane curves r(t)=f(t)i+g(t)j:

s=∫ab[f′(t)]2+[g′(t)]2dt=∫ab‖r′(t)‖dt

For space curves r(t)=f(t)i+g(t)j+h(t)k:

s=∫ab[f′(t)]2+[g′(t)]2+[h′(t)]2dt=∫ab‖r′(t)‖dt

Pro Tip

The two formulas are nearly identical—they differ only in that a space curve has three component functions instead of two. Notice that arc length is simply the integral of the magnitude of the derivative vector ‖r′(t)‖.

These formulas are defined for smooth curves: curves where r(t) is differentiable with a non-zero derivative. This smoothness condition guarantees that the curve has no cusps or corners that could make the formula problematic.

Example
Calculate the arc length for each of the following vector-valued functions:
	r(t)=(3t−2)i+(4t+5)j, 1≤t≤5
	r(t)=⟨tcost, tsint, 2t⟩, 0≤t≤2π



Sample Answer

	Using the Arc Length Formulas, r′(t)=3i+4j, so
s=∫ab ‖r′(t)‖ dt=∫a5 32+42dt=∫15 5dt=5t|15=20.

 
	Using the Arc Length Formulas, r′(t)=⟨cost−tsint, sint+tcost, 2⟩, so
s=∫ab ‖r′(t)‖ dt=∫02π (cost−tsint)2+(sint+tcost)2+22dt=∫02π (cos2t−2tsintcost+t2sin2t)+(sin2t+2tsintcost+t2cos2t)+4dt=∫02π cos2t+sin2t+t2(cos2t+sin2t)+4dt=∫02π t2+5dt

 

Here we can use a table integration formula
∫ u2+a2du=u2u2+a2+a22ln|u+u2+a2|+C,

so we obtain
∫02π t2+5dt=12(tt2+5+5ln |t+t2+5|)02π=12(2π4π2+5+5ln(2π+4π2+5))−52ln5≈25.343.

 







Arc Length of a Helix

Let's return to the helix introduced earlier in this chapter. A vector-valued function describing a helix can be written as:

r(t)=Rcos(2πNth)i+Rsin(2πNth)j+tk, 0≤t≤h

where R is the radius of the helix, h is the height (distance between two consecutive turns), and the helix completes N turns. Let's derive a formula for the arc length using our formula. First:

r′(t)=−2πNRhsin(2πNth)i+2πNRhcos(2πNth)j+k

Therefore,
s=∫ab ‖r′(t)‖ dt=∫0h (−2πNRhsin(2πNth))2+(2πNRhcos(2πNth))2+12dt=∫0h 4π2N2R2h2(sin2(2πNth)+cos2(2πNth))+1dt=∫0h 4π2N2R2h2+1dt=[t4π2N2R2h2+1]0h=h4π2N2R2+h2h2=4π2N2R2+h2.

This formula gives the length of wire needed to form a helix with N turns, radius R, and height h:

s=4π2N2R2+h2
Arc Length and Curvature: Learn It 2
Arc-Length Parameterization

Now that we have a formula for the arc length of a curve, let's examine what an arc-length function is and how we can use it to reparameterize curves.

The Arc-Length Function

If a vector-valued function represents the position of a particle in space as a function of time, then the arc-length function measures how far that particle travels as a function of time. The formula follows directly from the arc length formula:

s(t)=∫at(f′(u))2+(g′(u))2+(h′(u))2du

For curves in two dimensions, only two terms appear under the square root. We use the independent variable u to distinguish between time and the variable of integration.

Since s(t) measures distance traveled as a function of time, s′(t) measures the speed of the particle at any given time. Differentiating both sides:

s′(t)=ddt[∫at (f′(u))2+(g′(u))2+(h′(u))2du]=ddt[∫at ‖r′(u)‖ du]=‖r′(t)‖.

If r(t) defines a smooth curve, then arc length is always increasing, so s′(t)>0 for t>a.

There's a special case worth noting: if r(t) is a curve where ‖r′(t)‖=1 for all t, then:

s(t)=∫at‖r′(u)‖du=∫at1du=t−a

This means t represents the arc length as long as a=0.

Key Takeaway

arc-length function

Let r(t) describe a smooth curve for t≥a. The arc-length function is:

s(t)=∫at‖r′(u)‖du

Additionally:

dsdt=‖r′(t)‖>0

If ‖r′(t)‖=1 for all t≥a, then the parameter t represents the arc length from the starting point at t=a.


Reparameterizing by Arc Length

A useful application of this theorem is finding an alternative parameterization of a curve called an arc-length parameterization. Recall that any vector-valued function can be reparameterized via a change of variables.

For example, the function r(t)=⟨3cost,3sint⟩ for 0≤t≤2π parameterizes a circle of radius 3. Changing the parameter from t to 4t gives r(t)=⟨3cos4t,3sin4t⟩. This still defines a circle of radius 3, but now we only need 0≤t≤π2 to traverse the circle once.

To create an arc-length parameterization, we find the arc-length function s(t) and solve for t as a function of s. Then we substitute this expression for t back into the original function r(t). The result is a vector-valued function written in terms of the parameter s.


How to: Find an Arc-Length Parameterization

	Find the arc-length function: Calculate s(t)=∫at‖r′(u)‖du
	Solve for t: Express t as a function of s
	Substitute: Replace t in the original function r(t) with your expression in terms of s
	Adjust the domain: Convert the restriction on t to a restriction on s


Pro Tip
One advantage of arc-length parameterization is that the distance traveled along the curve starting from s=0 equals the parameter s. This makes calculations more intuitive and simplifies formulas in contexts like curvature and line integrals.

Example
Find the arc-length parameterization for each of the following curves:
	
	a. r(t)=4costi+4sintj, t≥0


	b. r(t)=⟨t+3, 2t−4, 2t⟩, t≥3






Sample Answer

	First we find the arc-length function using the Arc Length Function equations:
s(t)=∫at ‖r′(u)‖ du=∫0t ‖⟨−4sinu, 4cosu⟩‖du=∫0t (−4sinu)2+(4cosu)2du=∫0t 16sin2u+16cos2udu=∫0t 4du=4t,

 

which gives the relationship between the arc length s and the parameter t as s=4t; so, t=s/4. Next we replace the variable t in the original function r(t)=4costi+4sintj with the expression s/4 to obtain
r(s)=4cos(s4)i+4sin(s4)j.

 

This is the arc-length parameterization of r(t). Since the original restriction on t was given by t≥0, the restriction on s becomes s/4≥0, or s≥0.
	The arc-length function is given by the Arc Length Function equations:
s(t)=∫at ‖r′(u)‖ du=∫3t ‖⟨1, 2, 2⟩‖ du=∫3t 12+22+22du=∫3t 3du=3t−9.

 

Therefore, the relationship between the arc length s and the parameter t is s=3t−9, so t=s3+3. Substituting this into the original function r(t)=⟨t+3, 2t−4, 2t⟩ yields
r(s)=\langle(s3+3)+3, 2(s3+3)−4, 2(s3+3)\rangle=\langles3+6, 2s3+2, 2s3+6\rangle.

 

This is an arc-length parameterization of r(t). The original restriction on the parameter t was t≥3, so the restriction on s is (s/3)+3≥3, or s≥0.






Arc Length and Curvature: Learn It 3
Curvature

An important topic related to arc length is curvature. The concept of curvature provides a way to measure how sharply a smooth curve turns. A circle has constant curvature—the smaller the radius, the greater the curvature.

Think of driving down a road. If the road lies on an arc of a large circle, you would barely need to turn the wheel to stay on the road. If the radius is smaller, you need to turn more sharply. For curves other than circles, we can inscribe a circle to the curve at a given point so that it is tangent to the curve and "hugs" it as closely as possible in a neighborhood of that point (Figure 1). The curvature of the graph at that point is then defined to be the same as the curvature of the inscribed circle.

[image: This figure is the graph of a curve. The curve rises and falls in the first quadrant. Along the curve, where the curve changes from decreasing to increasing there is a circle. The bottom of the circle curves the same as the graph of the curve. There is also a second smaller circle where the curve goes from increasing to decreasing. Part of the circle falls on the curve. Both circles have the radius r represented.]The graph represents the curvature of a function y=f(x). The sharper the turn in the graph, the greater the curvature, and the smaller the radius of the inscribed circle.Key Takeaway

curvature

Let C be a smooth curve in the plane or in space given by r(s), where s is the arc-length parameter. The curvature κ at s is:

κ=‖dTds‖=‖T′(s)‖

The formula in this definition is not very practical for calculation. Recall that T(t) represents the unit tangent vector to r(t), given by T(t)=r′(t)‖r′(t)‖. Using the definition would require expressing r(t) in terms of the arc-length parameter s, finding the unit tangent vector T(s), then taking the derivative with respect to s—a tedious process. Fortunately, there are more convenient formulas.

Key Takeaway

alternative formulas for curvature

If C is a smooth curve given by r(t), then the curvature κ of C at t is given by
κ=‖T′(t)‖‖r′(t)‖.

 

If C is a three-dimensional curve, then the curvature can be given by the formula
κ=‖r′(t)×r″(t)‖‖r′(t)‖3.

 

If C is the graph of a function y=f(x) and both y′ and y″ exist, then the curvature κ at point (x, y) is given by
κ=|y″|[1+(y′)2]3/2.

 

Connect It

Proof




The first formula follows directly from the chain rule:
dTdt=dTdsdsdt,

where s is the arc length along the curve C. Dividing both sides by ds/dt, and taking the magnitude of both sides gives
‖dTdt‖=‖T′(t)dsdt‖.

Since ds/dt=‖r′(t)‖, this gives the formula for the curvature κ of a curve C in terms of any parameterization of C:
κ=‖T′(t)‖‖r′(t)‖.

In the case of a three-dimensional curve, we start with the formulas T(t)=(r′(t))/‖r′(t)‖ and ds/dt=‖r′(t)‖. Therefore, r′(t)=(ds/dt)T(t). We can take the derivative of this function using the scalar product formula:
r″(t)=d2sdt2T(t)+dsdtT′(t).

Using these last two equations we get
r′(t)×r″(t)=dsdtT(t)×(d2sdt2T(t)+dsdtT′(t))=dsdtd2sdt2T(t)×T(t)+(dsdt)2T(t)×T′(t).

Since T(t)×T(t)=0, this reduces to
r′(t)×r″(t)=(dsdt)2T(t)×T′(t).

Since T′ is parallel to N, and T is orthogonal to N, it follows that T and T′ are orthogonal. This means that ‖T×T′‖=‖T‖‖T′‖sin(π/2)=‖T′‖, so
‖r′(t)×r″(t)‖=(dsdt)‖T′(t)‖.

Now we solve this equation for ‖T′(t)‖ and use the fact that ds/dt=‖r′(t)‖:
‖T′(t)‖=‖r′(t)×r″(t)‖‖r′(t)‖2

Then, we divide both sides by ‖r′(t)‖. This gives
κ=‖T′(t)‖‖r′(t)‖=‖r′(t)×r″(t)‖‖r′(t)‖3

This proves the second equation in our Alternative Formulas for Curvature Theorem. To prove the third equation in our Alternative Formulas for Curvature Theorem, we start with the assumption that curve C is defined by the function . Then, we can define . Using the previous formula for curvature:
r′(t)=i+f′(x)jr″(t)=f″(x)jr′(t)×r″(t)=|ijk1f′(x)00f″(x)0|=f″(x)k.

Therefore,
κ=‖r′(t)×r″(t)‖‖r′(t)‖3=|f″(x)|(1+[(f′(x))2])3/2.

∎
Pro Tip

Choosing the Right Formula

	Use the first formula when you have the unit tangent vector T(t) already calculated
	Use the cross product formula for space curves—it only requires the first and second derivatives of r(t)
	Use the y=f(x) formula when working with curves given as functions rather than vector-valued functions


Example
Calculate the arc length for each of the following vector-valued functions:
	r(t)=4costi+4sintj+3tk, t=4π3
	f(x)=4x−x2, x=2



Sample Answer

	This function describes a helix.

[image: This figure is the graph of a curve in 3 dimensions. The curve is a helix that spirals around the z-axis. It begins below the xy plane and spirals up with orientation.]


The curvature of the helix at t=(4π)/3 can be found by using the first equation from the alternative formulas curvature. First, calculate T(t):
T(t)=r′(t)‖r′(t)‖=⟨−4sint, 4cost, 3⟩(−4sint)2+(4cost)2+32=⟨−45sint, 45cost, 35⟩.

 

Next, calculate T′(t):
T′(t)=⟨−45cost, −45sint, 0⟩.

 

Last, apply the first equation from the alternative formulas curvature
κ=‖T′(t)‖‖r′(t)‖=‖⟨−45cost, −45sint, 0⟩‖‖⟨−4sint, 4cost, 3⟩‖=(−45cost)2+(−45sint)2+02(−4sint)2+(4cost)2+32=4/55=425.

 

The curvature of this helix is constant at all points on the helix.

 
	This function describes a semicircle.

[image: This figure is the graph of a semicircle. It is in the first quadrant. The semicircle begins at the origin and stops at 4 on the x-axis. The semicircle represents the function f(x) = the square root of (4x-x^2).]


To find the curvature of this graph, we must use the second equation from the Alternative Formulas for Curvature. First, we calculate y′ and y″:
y=4x−x2=(4x−x2)1/2y′=12(4x−x2)−1/2(4−2x)=(2−x)(4x−x2)−1/2y″=−(4x−x2)−1/2+(2−x)(−12)(4x−x2)−3/2(4−2x)=−4x−x2(4x−x2)3/2−(2−x)2(4x−x2)3/2=x2−4x−(4−4x+x2)(4x−x2)3/2=−4(4x−x2)3/2.

 

Then, we apply the third equation from the Alternative Formulas for Curvature:
κ=|y″|[1+(y′)2]3/2=|−4(4x−x2)3/2|[1+((2−x)(4x−x2)−1/2)2]3/2=|4(4x−x2)3/2|[1+(2−x)24x−x2]3/2=|4(4x−x2)3/2|[4x−x2+x2−4x+44x−x2]3/2=|4(4x−x2)3/2|·(4x−x2)3/28=12.

 

The curvature of this circle is equal to the reciprocal of its radius. There is a minor issue with the absolute value is the second equation from the Alternative Formulas for Curvature; however, a closer look at the calculation reveals that the denominator is positive for any value of x.






Arc Length and Curvature: Learn It 4
The Normal and Binormal Vectors

You've seen that the derivative r′(t) of a vector-valued function is a tangent vector to the curve, and the unit tangent vector T(t) can be calculated by dividing r′(t) by its magnitude. When studying motion in three dimensions, two other vectors are useful for describing the motion of a particle along a path in space: the principal unit vector and the binomial vector.

Key Takeaway

principal unit normal vector and binormal vector

Let C be a three-dimensional smooth curve represented by r over an open interval I.


Principal unit normal vector: If T′(t)≠0, then the principal unit normal vector at t is:

N(t)=T′(t)‖T′(t)‖

Binormal vector: The binormal vector at t is:

B(t)=T(t)×N(t)

where T(t) is the unit tangent vector.

Pro Tip
By definition, the binormal vector is orthogonal to both the unit tangent vector and the normal vector. Additionally, B(t) is always a unit vector.
We can verify that B(t) is a unit vector using the formula for the magnitude of a cross product:

‖B(t)‖=‖T(t)×N(t)‖=‖T(t)‖‖N(t)‖sinθ

where θ is the angle between T(t) and N(t). Since N(t) is the derivative of a unit vector, we know from earlier properties that T(t) and N(t) are orthogonal to each other, so θ=π2. Both are unit vectors with magnitude 1. Therefore:

‖T(t)‖‖N(t)‖sinθ=(1)(1)sin(π2)=1

This confirms that B(t) is a unit vector.

The principal unit normal vector can be challenging to calculate because the unit tangent vector involves a quotient, often with a square root in the denominator. In three dimensions, finding the cross product of the unit tangent vector and the unit normal vector can be even more cumbersome. Fortunately, alternative formulas exist for finding these vectors, which are presented presented in section on Motion in Space

Example
For each of the following vector-valued functions, find the principal unit normal vector. Then, if possible, find the binormal vector.
	r(t)=4costi−4sintj
	r(t)=(6t+2)i+5t2j−8tk



Sample Answer

	This function describes a circle.

[image: This figure is the graph of a circle centered at the origin with radius of 2. The orientation of the circle is clockwise. It represents the vector-valued function r(t) = 4costi – 4 sintj.]


To find the principal unit normal vector, we first must find the unit tangent vector T(t):
T(t)=r′(t)‖r′(t)‖=−4sinti−4costj(−4sint)2+(−4cost)2=−4sinti−4costj16sin2t+16cos2t=−4sinti−4costj16(sin2t+cos2t)=−4sinti−4costj4=−sinti−costj.

 

Next, we use the first equation from the definition
N(t)=T′(t)‖T′(t)‖=−costi+sintj(−cost)2+(sint)2=−costi+sintjcos2t+sin2t=−costi+sintj.

 

Notice that the unit tangent vector and the principal unit normal vector are orthogonal to each other for all rules of t:
T(t)·N(t)=⟨−sint,−cost⟩·⟨−cost,sint⟩=sintcost−costsint=0.

 

Furthermore, the principal unit normal vector points toward the center of the circle from every point on the circle. Since r(t) defines a curve in two dimensions, we cannot calculate the binormal vector

[image: This figure is the graph of a circle centered at the origin with radius of 2. The orientation of the circle is clockwise. It represents the vector-valued function r(t) = 4costi – 4 sintj. On the circle in the first quadrant is a vector pointing inward. It is labeled “principal unit normal vector”.]
	This function looks like this:

[image: This figure is a curve in 3 dimensions. It is inside of a box. The box represents the first octant. The curve starts at the bottom right of the box and curves through the box in a parabolic curve to the top.]


To find the principal unit normal vector, we first find the unit tangent vector T(t):
T(t)=r′(t)‖r′(t)‖=6i+10tj−8k62+(10t)2+(−8)2=6i+10tj−8k36+100t2+64=6i+10tj−8k100(t2+1)=3i+5tj−4k5t2+1=35(t2+1)−1/2i+t(t2+1)−1/2j−45(t2+1)−1/2k..

 

Next, we calculate T′(t) and ‖T′(t)‖:
T(t)=35(−12)(t2+1)−3/2(2t)i+((t2+1)−1/2−t(12)(t2+1)−3/2(2t))j−45(−12)(t2+1)−3/2(2t)k=−3t5(t2+1)3/2i+1(t2+1)3/2j+45(t2+1)3/2k‖T′(t)‖=(−3t5(t2+1)3/2)2+(−1(t2+1)3/2)2+(4t5(t2+1)3/2)2=9t225(t2+1)3+1(t2+1)3+16t225(t2+1)3=25t2+2525(t2+1)3=1(t2+1)2=1t2+1.

 

Therefore, according to the second equation from the above definition:
N(t)=T′(t)‖T′(t)‖=(−3t5(t2+1)3/2i+1(t2+1)3/2j+4t5(t2+1)3/2k)(t2+1)=−3t5(t2+1)1/2i+1(t2+1)1/2j+4t5(t2+1)1/2k=−3ti−5j−4tk5t2+1

 

Once again, the unit tangent vector and the principal unit normal vector are orthogonal to each other for all values of t:
T(t)·N(t)=(3i+5tj−4k5t2+1)·(−3ti−5j−4tk5t2+1)=3(−3)−5t(−5)−4(4t)5t2+1=−9t+25t−16t5t2+1=0.

Last, since r(t) represents a three-dimensional curve, we can calculate the binormal vector using the first equation from the above definition:
B(t)=T(t)×N(t)=|ijk35t2+1+5t5t2+1−45t2+1−3t5t2+1+55t2+14t5t2+1|=((+5t5t2+1)(4t5t2+1)−(−45t2+1)(−55t2+1))i+((35t2+1)(4t5t2+1)−(−45t2+1)(−3t5t2+1))j+((35t2+1)(+55t2+1)−(+5t5t2+1)(−3t5t2+1))k=(20t2+2025(t2+1))i+(−15−15t225(t2+1))k=20(t2+125(t2+1))i−15(t2+125(t2+1))k=45i−35k.







Try It
Interactive elements can be viewed embedded within the content of our online courseware.

The Frenet Frame and Osculating Plane

For any smooth curve in three dimensions defined by a vector-valued function, we now have formulas for three important vectors: the unit tangent vector T, the unit normal vector N, and the binormal vector B.

The unit normal vector and the binormal vector form a plane perpendicular to the curve at any point, called the normal plane. These three vectors together form a frame of reference in three-dimensional space called the Frenet frame of reference (also called the TNB frame), shown in Figure 1. The plane determined by the vectors T and N forms the osculating plane of C at any point P on the curve.

[image: This figure is the graph of a curve increasing and decreasing. Along the curve at 4 different points are 3 vectors at each point. The first vector is labeled “T” and is tangent to the curve at the point. The second vector is labeled “N” and is normal to the curve at the point. The third vector is labeled “B” and is orthogonal to T and N.]This figure depicts a Frenet frame of reference. At every point P on a three-dimensional curve, the unit tangent, unit normal, and binormal vectors form a three-dimensional frame of reference.
The Osculating Circle

Suppose we form a circle in the osculating plane of C at point P on the curve. Assume the circle has the same curvature as the curve does at point P and has radius r. Then the curvature of the circle is 1r. We call r the radius of curvature of the curve—it equals the reciprocal of the curvature.

If this circle lies on the concave side of the curve and is tangent to the curve at point P, then this circle is called the osculating circle of C at P, as shown in Figure 2.

[image: This figure is the graph of a curve with a circle in the middle. The bottom of the circle is the same as part of the curve. Inside of the circle is a vector labeled “r”. It starts at point “P” on the circle and points towards the radius. There is also a line segment perpendicular to the radius and tangent to point P.]In this osculating circle, the circle is tangent to curve C at point P and shares the same curvature.To find the equation of an osculating circle in two dimensions, you need only the center and radius of the circle. The radius is the reciprocal of the curvature at that point.

Example
Find the equation of the osculating circle of the helix defined by the function y=x3−3x+1 at x=1.

Sample Answer

Figure 9 shows the graph of y=x3−3x+1.

[image: This figure is the graph of a cubic function y = x^3-3x+1. The curve increases, reaches a maximum at x=-1, decreases passing through the y-axis at 1, then reaching a minimum at x =1 before increasing again.]We want to find the osculating circle of this graph at the point where t=1.

First, let's calculate the curvature at x=1:
κ=|f″(x)|(1+[f′(x)]2)3/2=|6x|(1+[3x2−3]2)3/2.

 

This gives κ=6. Therefore, the radius of the osculating circle is given by R=1κ=16. Next, we then calculate the coordinates of the center of the circle. When x=1, the slope of the tangent line is zero. Therefore, the center of the osculating circle is directly above the point on the graph with coordinates (1, −1). The center is located at (1, −56). The formula for a circle with radius r and center (h, k) is given by (x−h)2+(y−k)2=r2. Therefore, the equation of the osculating circle is (x−1)2+(y+56)2=136. The graph and its osculating circle appears in the following graph.

[image: This figure is the graph of a cubic function y = x^3-3x+1. The curve increases, reaches a maximum at x=-1, decreases passing through the y-axis at 1, then reaching a minimum at x =1 before increasing again. There is a small circle inside of the bend of the cure at x = 1.]The osculating circle has radius R=16


Arc Length and Curvature: Apply It
Learning Goals

	Determine the length of a particle's path in space by using the arc-length function
	Calculate and understand what curvature means for curves in space
	Understand what normal and binormal vectors tell us about a curve's behavior





Designing a Roller Coaster Track







You're part of an engineering team designing a new roller coaster for an amusement park. The track follows specific mathematical curves to ensure rider safety and excitement. You need to calculate the length of track sections to determine material costs, analyze how sharply the track curves at critical points to ensure safe G-forces, and understand the geometry of the curve to properly position support structures. The track's path is described by vector-valued functions, where distances are measured in feet.





Try It
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Introduction to Multivariable Functions
Introduction to Multivariable Functions: Background You'll Need 1
Learning Goals

	Determine the domain and range of each toolkit function



Domain and Range of Toolkit Functions



Here are the domain and range for fundamental the tool kit functions.





For the constant function f(x)=c, the domain consists of all real numbers; there are no restrictions on the input. The only output value is the constant c, so the range is the set {c} that contains this single element. In interval notation, this is written as [c,c], the interval that both begins and ends with c.

[image: Constant function f(x)=c.]Graph of constant function

For the identity function f(x)=x, there is no restriction on x. Both the domain and range are the set of all real numbers.

[image: Identity function f(x)=x.]Graph of the identity function

For the absolute value function f(x)=|x|, there is no restriction on x. However, because absolute value is defined as a distance from 0, the output can only be greater than or equal to 0.

[image: Absolute function f(x)=|x|.]Graph of absolute value function

For the quadratic function f(x)=x2, the domain is all real numbers since the horizontal extent of the graph is the whole real number line. Because the graph does not include any negative values for the range, the range is only nonnegative real numbers.

[image: Quadratic function f(x)=x^2.]Graph of quadratic function

For the cubic function f(x)=x3, the domain is all real numbers because the horizontal extent of the graph is the whole real number line. The same applies to the vertical extent of the graph, so the domain and range include all real numbers.

[image: Cubic function f(x)-x^3.]Graph of cubic function

For the reciprocal function f(x)=1x, we cannot divide by 0, so we must exclude 0 from the domain. Further, 1 divided by any value can never be 0, so the range also will not include 0. In set-builder notation, we could also write {x| x≠0}, the set of all real numbers that are not zero.

[image: Reciprocal function f(x)=1/x.]Graph of reciprocal function

For the reciprocal squared function f(x)=1x2, we cannot divide by 0, so we must exclude 0 from the domain. There is also no x that can give an output of 0, so 0 is excluded from the range as well. Note that the output of this function is always positive due to the square in the denominator, so the range includes only positive numbers.

[image: Reciprocal squared function f(x)=1/x^2]Graph of reciprocal squared function

For the square root function f(x)=x, we cannot take the square root of a negative real number, so the domain must be 0 or greater. The range also excludes negative numbers because the square root of a positive number x is defined to be positive, even though the square of the negative number −x also gives us x.

[image: Square root function f(x)=sqrt(x).]Graph of square root function

For the cube root function f(x)=x3, the domain and range include all real numbers. Note that there is no problem taking a cube root, or any odd-integer root, of a negative number, and the resulting output is negative (it is an odd function).

[image: Cube root function f(x)=x^(1/3).]Graph of cube root function

Given the formula for a function, determine the domain and range.

	Exclude from the domain any input values that result in division by zero.
	Exclude from the domain any input values that have nonreal (or undefined) number outputs.
	Use the valid input values to determine the range of the output values.
	Look at the function graph and table values to confirm the actual function behavior.


Example
Find the domain and range off(x)=2x+1

Sample Answer
We cannot evaluate the function at x=−1 because division by zero is undefined. The domain is (−∞,−1)∪(−1,∞). Because the function is never zero, we exclude 0 from the range. The range is (−∞,0)∪(0,∞).
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Introduction to Multivariable Functions: Background You'll Need 2
Learning Goals

	Simplify complex fractions



Complex Fractions

A complex fraction is a fraction where the numerator, denominator, or both contain fractions.
673,3458,x256

The key to simplifying: remember that the fraction bar means division. So 3458 is the same as 34÷58.

How to Simplify a Complex Fraction
	Rewrite the complex fraction as a division problem
	Follow the rules for dividing fractions (multiply by the reciprocal)
	Simplify if possible


Example
Simplify: −673
Sample Answer
Solution:



	−673



	Rewrite as division.
	−67÷3



	Multiply the first fraction by the reciprocal of the second.
	−67·13



	Multiply; the product will be negative.
	−6·17·3



	Look for common factors.
	−3·2·17·3



	Remove common factors and simplify.
	−27








Example
Simplify: 3458
Sample Answer
Solution:



	
	3458



	Rewrite as division.
	34÷58



	Multiply the first fraction by the reciprocal of the second.
	34·85



	Multiply.
	3·84·5



	Look for common factors.
	3·4·24·5



	Remove common factors and simplify.
	65
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Example
Simplify: x2xy6
Sample Answer
Solution:



	
	x2xy6



	Rewrite as division.
	x2÷xy6



	Multiply the first fraction by the reciprocal of the second.
	x2·6xy



	Multiply.
	x·62·xy



	Look for common factors.
	x·3·22·x·y



	Remove common factors and simplify.
	3y








Try It
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Introduction to Multivariable Functions: Background You'll Need 3
Learning Goals

	Find the derivative of a function at a given point



The Derivative of a Function at a Point

The limit we use to find the slope of a tangent line appears so frequently in calculus that it has a special name: the derivative. The process of finding a derivative is called differentiation.

Key Takeaway

derivative

Let f(x) be a function defined in an open interval containing a. The derivative of the function f(x) at a, denoted by f′(a), is defined by

f′(a)=limx→af(x)−f(a)x−a

provided this limit exists.

 
Alternatively, we may also define the derivative of f(x) at a as

f′(a)=limh→0f(a+h)−f(a)h

provided this limit exists.

Example

For f(x)=x2, estimate f′(3) using the first definition of the derivative.

Sample Answer

Start by creating a table using values of x just below 3 and just above 3.




	x
	x2−9x−3





	2.9
	5.9



	2.99
	5.99



	2.999
	5.999



	3.001
	6.001



	3.01
	6.01



	3.1
	6.1






 
Look at the values in the table. As x gets closer to 3, the values of x2−9x−3 get closer to 6.

Based on the table, we can estimate that f′(3)≈6.



Example

For f(x)=3x2−4x+1, find f′(2) by using the second definition.

Sample Answer

Using the second definition, we can substitute two values of the function into the equation.

f′(2)=limh→0f(2+h)−f(2)h Apply the definition. =limh→0(3(2+h)2−4(2+h)+1)−5h Substitute f(2)=5 and f(2+h)=3(2+h)2−4(2+h)+1.=limh→03h2+8hh Simplify the numerator. =limh→0h(3h+8)h Factor the numerator. =limh→0(3h+8) Cancel the common factor. =8 Evaluate the limit. 

The results are the same whether we use the first or second definition.



Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Functions of Several Variables: Learn It 1
Learning Goals

	Recognize a function of two variables and identify its domain and range
	Sketch a graph of a function of two variables
	Analyze functions by looking at their level curves and traces
	Identify functions of three or more variables and understand their level surfaces



Functions of Two Variables

Our first step is to explain what a function of more than one variable is, starting with functions of two independent variables. This includes identifying the domain and range of such functions and learning how to graph them. We also examine ways to relate graphs of functions in three dimensions to graphs of more familiar planar functions.

The definition of a function of two variables is very similar to the definition for a function of one variable. The main difference is that instead of mapping values of one variable to values of another variable, we map ordered pairs of variables to another variable.

Key Takeaway

function of two variables

A function of two variables z=f(x,y) maps each ordered pair (x,y) in a subset D of the real plane ℝ2 to a unique real number z.

	The set D is called the domain of the function
	The range of f is the set of all real numbers z that has at least one ordered pair (x,y)∈D such that f(x,y)=z


[image: A bulbous shape is marked domain and it contains the point (x, y). From this point, there is an arrow marked f that points to a point z on a straight line marked range.]The domain of a function of two variables consists of ordered pairs (x,y).
Determining the domain of a function of two variables involves taking into account any domain restrictions that may exist.

Pro Tip

Look for restrictions similar to those in single-variable calculus:

	Square roots require non-negative expressions under the radical
	Denominators cannot equal zero
	Logarithms require positive arguments


The difference is that these restrictions now define regions in the xy-plane rather than intervals on the number line.

Example
Find the domain and range of each of the following functions:
	f(x, y)=3x+5y+2
	g(x, y)=9−x2−y2



Sample Answer

	This is an example of a linear function in two variables. There are no values or combinations of x and y that cause f(x, y) to be undefined, so the domain of f is ℝ2. To determine the range, first pick a value for z. We need to find a solution to the equation f(x, y)=z, or 3x−5y+2=z. One such solution can be obtained by first setting y=0, which yields the equation 3x+2=z. The solution to this equation is x=z−23, which gives the ordered pair (z−23, 0) as a solution to the equation f(x, y)=z for any value of z. Therefore, the range of the function is all real numbers, or ℝ.
	For the function g(x, y) to have a real value, the quantity under the square root must be nonnegative:
9−x2−y2≥0.

 

This inequality can be written in the form
x2+y2≤9.

 

Therefore, the domain of g(x, y) is {(x, y)∈ℝ2|x2+y2≤9}. The graph of this set of points can be described as a disk of radius 3 centered at the origin. The domain includes the boundary circle as shown in the following graph.
[image: A circle of radius three with center at the origin. The equation x2 + y2 = 9 is given.]The domain of the function g(x,y)=9−x2−y2 is a closed disk of radius 3.

To determine the range of g(x, y)=9−x2−y2 we start with a point (x0, y0) on the boundary of the domain, which is defined by the relation x2+y2=9. It follows that x02+y02=9 and
g(x0, y0)=9−x02−y02=9−(x02+y02)=9−9=0.

 

If x02+y02=0 (in other words, x0=y0=0), then
g(x0, y0)=9−x02−y02=9−(x02+y02)=9−0=3

 

This is the maximum value of the function. Given any value c between 0 and 3, we can find an entire set of points inside the domain of g such that g(x, y)=c:
9−x2−y2=c9−x2−y2=c2x2+y2=9−c2.

 

Since 9−c2>0, this describes a circle of radius 9−c2 centered at the origin. Any point on this circle satisfies the equation g(x, y)=c. Therefore, the range of this function can be written in interval notation as [0, 3].






Functions of Several Variables: Learn It 2
Graphing Functions of Two Variables

When you graph a function z=f(x,y), you're working with two independent variables (x and y) and one dependent variable (z). For single-variable functions y=f(x), we use the Cartesian plane where every point has an ordered pair (x, y) associated with it. With two-variable functions, each ordered pair (x, y) in the domain maps to a real number z, creating ordered triples (x, y, z).

The graph of a function z=f(x,y) is called a surface.

To visualize this, imagine the xy-coordinate system lying flat. Every point in the domain of f has a unique z-value associated with it. If z is positive, the graphed point sits above the xy-plane. If z is negative, it sits below. The collection of all these graphed points forms a two-dimensional surface in three-dimensional space.

Example
Create a graph of each of the following functions:
	g(x, y)=9−x2−y2
	f(x, y)=x2+y2


Sample Answer

	In the previous example, we determined that the domain of g(x, y)=9−x2−y2 is {(x, y)∈ℝ2|x2+y2≤9} and the range is z∈ℝ2|0≤z≤3.

When x2+y2=9 we have g(x, y)=0. Therefore, any point on the circle of radius 3 centered at the origin in the xy-plane maps to z=0 in ℝ3.

If x2+y2=8, then g(x, y)=1, so any point on the circle of radius 22 centered at the origin in the xy-plane maps to z=1 in ℝ3.

As x2+y2 gets closer to zero, the value of z approaches 3. When x2+y2=0, then g(x, y)=3. This is the origin in the xy-plane.

If x2+y2 is equal to any other value between 0 and 9, then g(x, y) equals some other constant between 0 and 3. The surface described by this function is a hemisphere centered at the origin with radius 3 as shown in the following graph.

[image: A hemisphere with center at the origin. The equation z = g(x, y) = the square root of the quantity (9 – x2 – y2) is given.]Graph of the hemisphere represented by the given function of two variables.


	This function also contains the expression x2+y2. Setting this expression equal to various values starting at zero, we obtain circles of increasing radius.

The minimum value of f(x, y)=x2+y2 is zero (attained when x=y=0). When x=0, the function becomes z=y2, and when y=0, then the function becomes z=x2.

These are cross-sections of the graph, and are parabolas. Recall that the name of the graph of f(x, y)=x2+y2 is a paraboloid. The graph of f appears in the following graph.

[image: A paraboloid with vertex at the origin. The equation z = f(x, y) = x2 + y2 is given.]A paraboloid is the graph of the given function of two variables.






Pro Tip
To understand the shape of a surface, examine what happens when you hold one variable constant. For instance, setting x=0 or y=0 gives you cross-sections that are often familiar curves like parabolas or circles.

Example
A profit function for a hardware manufacturer is given by
f(x, y)=16−(x−3)2−(y−2)2,

where x is the number of nuts sold per month (measured in thousands) and y represents the number of bolts sold per month (measured in thousands). Profit is measured in thousands of dollars. Sketch a graph of this function.


Sample Answer

This function is a polynomial function in two variables. The domain of f consists of (x, y) coordinate pairs that yield a nonnegative profit:
16−(x−3)2−(y−2)2≥0

(x−3)2−(y−2)2≤16.

This is a disk of radius 4 centered at (3, 2). A further restriction is that both x and y must be nonnegative. When x=3 and y=2, f(x, y)=16. Note that it is possible for either value to be a noninteger; for example, it is possible to sell 2.5 thousand nut in a month. The domain, therefore, contains thousands of points, so we can consider all points within the disk. For any z<16, we can solve the equation f(x, y)=z:

16−(x−3)2−(y−2)2=z

(x−3)2−(y−2)2=16−z

Since z<16, we know that 16−z>0, so the previous equation describes a circle with radius 16−z centered at the point (3, 2). Therefore, the range of f(x, y) is {z∈ℝ|z≤16}. The graph of f(x, y) is also a paraboloid, and this paraboloid points downward as shown.

[image: A paraboloid center seemingly on the positive z axis. The equation z = f(x, y) = 16 – (x – 3)2 – (y – 2)2 is given.]The graph of the given function of two variables is also a paraboloid.


Functions of Several Variables: Learn It 3
Level Curves

If hikers walk along rugged trails, they might use a topographical map that shows how steeply the trails change. A topographical map contains curved lines called contour lines, where each contour line corresponds to points on the map that have equal elevation (Figure 1). A level curve of a function of two variables f(x,y) works exactly the same way as a contour line on a topographical map.

[image: This figure consists of two figures marked a and b. Figure a shows a topographic map of Devil’s Tower, which has its lines very close together to indicate the very steep terrain. Figure b shows a picture of Devil’s Tower, which has very steep sides.](a) A topographical map of Devil’s Tower, Wyoming. Lines that are close together indicate very steep terrain. (b) A perspective photo of Devil’s Tower shows just how steep its sides are. Notice the top of the tower has the same shape as the center of the topographical map.
Key Takeaway

level curve

Given a function f(x,y) and a number c in the range of f, a level curve of a function of two variables for the value c is defined to be the set of points satisfying the equation f(x,y)=c.


Consider the function g(x,y)=9−x2−y2 with range [0,3]. To find a level curve, we choose a value in this interval—say, c=2—and set the function equal to this value:

9−x2−y2=2.

Square both sides:

9−x2−y2=4.

Simplify by multiplying both sides by −1 and adding 9:

x2+y2=5.

This equation describes a circle centered at the origin with radius 5. Using different values of c between 0 and 3 yields other circles also centered at the origin. If c=3, the circle has radius 0, so it consists solely of the origin. Figure 2 shows the level curves for c=0,1,2, and 3.

[image: Three concentric circles with center at the origin. The largest circle marked c = 0 has a radius of 3. The medium circle marked c = 1 has a radius slightly less than 3. The smallest circle marked c = 2 has a radius slightly more than 2.]Level curves of the function g(x,y)=9−x2−y2, using c=0,1,2, and 3 (c=3 corresponds to the origin).Pro Tip
When contour lines are close together, the function is changing rapidly. When contour lines are far apart, the function is changing slowly. This is why steep mountain slopes show tightly packed contour lines on topographical maps.A graph of the various level curves of a function is called a contour map.

Key Takeaway

contour map

A graph of the various level curves of a function is called a contour map.

Example
Given the function f(x, y)=8+8x−4y−4x2−y2, find the level curve corresponding to c=0. Then create a contour map for this function. What are the domain and range of f?
Sample Answer

To find the level curve for c=0, we set f(x, y)=0 and solve. This gives
0=8+8x−4y−4x2−y2.

 

We then square both sides and multiply both sides of the equation by −1:
4x2+y2−8x+4y−8=0.

 

Now, we rearrange the terms, putting the x terms together and the y terms together, and add 8 to each side:
4x2−8x+y2+4y=8.

 

Next, we group the pairs of terms containing the same variable in parentheses, and factor 4 from the first pair:
4(x2−2x)+(y2+4y)=8.

 

Then we complete the square in each pair of parentheses and add the correct value to the right-hand side:
4(x2−2x+1)+(y2+4y+4)=8+4(1)+4.

 

Next, we factor the left-hand side and simplify the right-hand side:
4(x−1)2+(y+2)2=16.

 

Last, we divide both sides by 16:
(x−1)24+(y+2)216=1.

 

This equation describes an ellipse centered at (1, −2). The graph of this ellipse appears in the following graph.
[image: An ellipse with center (1, –2), major axis vertical and of length 8, and minor axis horizontal of length 4.]Level curve of the function f(x,y)=8+8x−4y−4x2−y2 corresponding to c=0

 

We can repeat the same derivation for values of c less than 4. Then, the equation of an ellipse centered at (1,−2) becomes
4(x−1)216−c2+(y+2)216−c2=1

 

for an arbitrary value of c. Figure 4 shows a contour map for f(x, y) using the values c=0, 1, 2, and 3. When c=4, the level curve is the point (−1, 2).
[image: An series of four concentric ellipses with center (1, –2). The largest one is marked c = 0 and has major axis vertical and of length 8 and minor axis horizontal of length 4. The next smallest one is marked c = 1 and is only slightly smaller. The next two are marked c = 2 and c = 3 and are increasingly smaller. Finally, there is a point marked c = 4 at the center (1, –2).]Contour map for the function f(x,y)=8+8x−4y−4x2−y2, using the values c=0,1,2,3, and 4.




Vertical Traces

Level curves are always graphed in the xy-plane, but vertical traces are graphed in the xz- or yz-planes. Vertical traces help you understand how a surface behaves when you "slice" through it parallel to a coordinate plane.

Key Takeaway

vertical traces

Consider a function z=f(x,y) with domain D⊆ℝ2. A vertical trace of the function can be either the set of points that solves the equation f(a,y)=z for a given constant x=a or f(x,b)=z for a given constant y=b.

Example
Find vertical traces for the function f(x, y)=sinxcosy corresponding to x=−π4,0, and π4, and y=−π4,0, and π4.
Sample Answer

First set x=−π4 in the equation z=sinxcosy:
z=sin(−π4)cosy=−2cosy2≈−0.7071cosy.

 

This describes a cosine graph in the plane x=−π4. The other values of z appear in the following table.



	c
	Vertical Trace for x=c



	−π4
	z=−2cosy2



	0
	z=0



	π4
	z=2cosy2






In a similar fashion, we can substitute the y-values in the equation f(x, y) to obtain the traces in the yz-plane, as listed in the following table.



	d
	Vertical Trace for y=d



	−π4
	z=2sinx2



	0
	z=sinx



	π4
	z=2sinx2






The three traces in the xz-plane are cosine functions; the three traces in the yz-plane are sine functions. These curves appear in the intersections of the surface with the planes x=−π4, x=0, x=π4 and y=−π4, y=0, y=π4 as shown in the following figure.

[image: This figure consists of two figures marked a and b. In figure a, a function is given in three dimensions and it is intersected by three parallel x-z planes at y = ±π/4 and 0. In figure b, a function is given in three dimensions and it is intersected by three parallel y-z planes at x = ±π/4 and 0.]Vertical traces of the function f(x,y) are cosine curves in the xz-planes(a), and sine curves in the yz-planes (b).

Functions of two variables can produce some striking-looking surfaces. Figure 7 shows two examples that combine different types of functions.

[image: This figure consists of two figures marked a and b. In figure a, the function f(x, y) = x2 sin y is given; it has some sinusoidal properties by increases as the square along the maximums of the sine function. In figure b, the function f(x, y) = sin(ex) cos(ln y) is given in three dimensions; it decreases gently from the corner nearest (–2, 20) but then seems to bunch up into a series of folds that are parallel to the x and y axes.]Examples of surfaces representing functions of two variables: (a) a combination of a power function and a sine function and (b) a combination of trigonometric, exponential, and logarithmic functions.Functions of Several Variables: Learn It 4
Functions of More Than Two Variables

So far, we have examined only functions of two variables. However, many real-world situations require functions of three or more variables. Consider these examples:

f(x,y,z)=x2−2xy+y2+3yz−z2+4x−2y+3z−6 (a polynomial in three variables)

g(x,y,t)=(x2−4xy+y2)sint−(3x+5y)cost

In the first function, (x, y, z) represents a point in space, and the function f maps each point to a fourth quantity, such as temperature or wind speed. In the second function, (x, y) represents a point in the plane and t represents time. This function might map a point in the plane to a third quantity (such as pressure) at a given time t.

The method for finding the domain of a function of more than two variables follows the same principles as for functions of one or two variables.

Example
Find the domain of each of the following functions:
	f(x, y, z)=3x−4y+2z9−x2−y2−z2
	g(x, y, t)=2t−4x2−y2


Sample Answer

	For the function f(x, y, z)=3x−4y+2z9−x2−y2−z2 to be defined (and be a real value), two conditions must hold:
	The denominator cannot be zero
	The radicand cannot be zero


Combining these conditions leads to the inequality
9−x2−y2−z2>0.

 

Moving the variables to the other side and reversing the inequality gives the domain as
 domain  (f)={(x, y, z)∈ℝ3|x2+y2+z2<9},

 

which describes a ball of radius 3 centered at the origin. (Note: The surface of the ball is not included in this domain.)
	For the function g(x, y, t)=2t−4x2−y2 to be defined (and be a real value), two conditions must hold:
	The radicand cannot be negative.
	The denominator cannot be zero.


Since the radicand cannot be negative, this implies 2t−4≥0, and therefore that t≥2. Since the denominator cannot be zero, x2−y2≠0, or x2≠y2, which can be rewritten as y≠±x, which are the equations of two lines passing through the origin. Therefore, the domain of g is
 domain  (g)={(x, y, t)|y≠±x,t≥2}.





Recall

Remember the key restrictions when finding domains:

	Square roots require nonnegative radicands
	Denominators cannot equal zero
	Logarithms require positive arguments



Level Surfaces

Functions of two variables have level curves, which appear as curves in the xy-plane. When the function has three variables, these curves extend into three dimensions and become level surfaces.

Key Takeaway

level surfaces

Given a function f(x,y,z) and a number c in the range of f, a level surface of a function of three variables is defined to be the set of points satisfying the equation f(x,y,z)=c.

Example
Find the level surface for the function f(x, y, z)=4x2+9y2−z2 corresponding to c=1.
Sample Answer

The level surface is defined by the equation 4x2+9y2−z2=1. This equation describes a hyperboloid of one sheet as shown in the following figure.

[image: This figure consists of four figures. The first is marked c = 0 and consists of a double cone (that is, two nappes) with their apex at the origin. The second is marked c = 1 and it looks remarkably similar to the first except that there is no apex at which the cones meet: instead, the two nappes are connected. Similarly, the next figure marked c = 2 has the two nappes connect, but this time their connection is larger (that is, the radius of their connection is greater). The final figure marked c = 3 also has the two nappes connect in an even larger fashion.]A hyperboloid of one sheet with some of its level surfaces.


Pro Tip
Level surfaces are the three-dimensional analog of level curves. Just as level curves show where a two-variable function has constant value, level surfaces show where a three-variable function has constant value. Different values of c produce different level surfaces.

Functions of Several Variables: Apply It
Learning Goals

	Recognize a function of two variables and identify its domain and range
	Sketch a graph of a function of two variables
	Analyze functions by looking at their level curves and traces
	Identify functions of three or more variables and understand their level surfaces



Monitoring Air Quality in a Warehouse

You work as a safety coordinator at a large distribution warehouse. Air quality sensors throughout the building measure particulate concentration, which varies based on location due to ventilation patterns and equipment placement. Understanding how concentration levels change across the warehouse floor—and eventually throughout the full three-dimensional space—helps you determine where to install additional filtration units and place warning signage. The particulate concentration (measured in micrograms per cubic meter above the acceptable baseline) at any point on the warehouse floor is modeled by P(x,y)=18−2x2−2y2, where x and y are measured in tens of meters from the center of the building.
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Limits and Continuity: Learn It 1
Learning Goals

	Calculate the limit of a function of two variables
	Learn how a function of two variables can approach different values at a boundary point, depending on the path of approach
	Determine when a function is continuous and check the conditions for continuity
	Find limits and check continuity for functions of three or more variables



Limits

We have now examined functions of more than one variable and seen how to graph them. In this section, we see how to take the limit of a function of more than one variable, and what it means for a function of more than one variable to be continuous at a point in its domain. It turns out these concepts have aspects that just don't occur with functions of one variable.

Recall

Limit of a Function of One Variable

Let f(x) be defined for all x≠a in an open interval containing a. Let L be a real number. Then

 lim x→af(x)=L

if for every ϵ>0, there exists a δ>0, such that if 0<|x−a|<δ for all x in the domain of f, then

|f(x)−L|<ϵ.


Before we can adapt this definition to define a limit of a function of two variables, we first need to extend the idea of an open interval in one variable to an open interval in two variables.

Key Takeaway

δ disk

A δ disk centered at point (a, b) is an open disk of radius δ centered at point (a, b):

(x,y)∈ℝ2,|,(x−a)2+(y−b)2<δ2

[image: On the xy plane, the point (2, 1) is shown, which is the center of a circle of radius δ.]A δ disk centered around the point (2,1).
The idea of a δ disk appears in the definition of the limit of a function of two variables. If δ is small, then all the points (x, y) in the δ disk are close to (a, b). This is completely analogous to x being close to a in the definition of a limit of a function of one variable. In one dimension, we express this restriction as

a−δ<x<a+δ.

In more than one dimension, we use a δ disk.

Key Takeaway

limit of a function of two variables

Let f be a function of two variables. The limit of f(x,y) as (x, y) approaches (a, b) is L, written:

 lim (x,y)→(a,b)f(x,y)=L

if for each ϵ>0 there exists a δ>0 such that for all points (x, y) in a δ disk around (a, b), except possibly for (a, b) itself, we have:

|f(x,y)−L|<ϵ

In symbols:

 
For any ε>0, there exists δ>0 such that |f(x,y)−L|<ε whenever 0<(x−a)2+(y−b)2<δ



[image: In xyz space, a function is drawn with point L. This point L is the center of a circle of radius ॉ, with points L ± ॉ marked. On the xy plane, there is a point (a, b) drawn with a circle of radius δ around it. This is denoted the δ-disk. There are dashed lines up from the δ-disk to make a disk on the function, which is called the image of delta disk. Then there are dashed lines from this disk to the circle around the point L, which is called the ॉ-neighborhood of L.]The limit of a function involving two variables requires that f(x,y) be within ε of L whenever (x,y) is within δ of (a,b). The smaller the value of ε, the smaller the value of δ.Proving that a limit exists using the definition of a limit of a function of two variables can be challenging. Instead, we use the following theorem, which gives us shortcuts to finding limits. The formulas in this theorem are extensions of the formulas in the limit laws theorem for single-variable functions.

Key Takeaway

limit laws for functions of two variables theorem

Let  lim (x,y)→(a,b)f(x,y)=L and  lim (x,y)→(a,b)g(x,y)=M, and let c be a constant. Then:

 

Constant Law:
lim(x, y)→(a, b)c=c

Identity Law:
lim(x, y)→(a, b)x=alim(x, y)→(a, b)y=b

Sum Law:
lim(x, y)→(a, b)(f(x, y)+g(x, y))=L+M

Difference Law:
lim(x, y)→(a, b)(f(x, y)−(g(x, y))=L−M

Constant Multiple Law:
lim(x, y)→(a, b)(cf(x, y))=cL

Product Law: 
lim(x, y)→(a, b)(f(x, y)g(x, y))=LM

Quotient Law: 
lim(x, y)→(a, b)f(x, y)g(x, y)=LM

for M≠0

Power Law: 
lim(x, y)→(a, b)(f(x, y))n=Ln

for any positive integer n.

Root Law:
lim(x, y)→(a, b)f(x, y)n=Ln

for all L if n is odd and positive, and for L≥0 if n is even and positive.


The proofs of these properties are similar to those for the limits of functions of one variable. We can apply these laws to finding limits of various functions.

Example
Find each of the following limits:
	lim(x, y)→(2, −1)(x2−2xy+3y2−4x+3y−6)
	lim(x, y)→(2, −1)2x+3y4x−3y


Sample Answer

	First use the sum and difference laws to separate the terms:


lim(x, y)→(2, −1)(x2−2xy+3y2−4x+3y−6)
=(lim(x, y)→(2, −1)x2)−(lim(x, y)→(2, −1)2xy)+(lim(x, y)→(2, −1)3y2)−(lim(x, y)→(2, −1)4x)+(lim(x, y)→(2, −1)3y)−(lim(x, y)→(2, −1)6).

 

Next, use the constant multiple law on the second, third, fourth, and fifth limits:
=(lim(x, y)→(2, −1)x2)−2(lim(x, y)→(2, −1)xy)+3(lim(x, y)→(2, −1)y2)−4(lim(x, y)→(2, −1)x)+3(lim(x, y)→(2, −1)y)−(lim(x, y)→(2, −1)6).

 

Now, use the power law on the first and third limits, and the product law on the second limit:
=(lim(x, y)→(2, −1)x)2−2(lim(x, y)→(2, −1)xy)+3(lim(x, y)→(2, −1)y)2−4(lim(x, y)→(2, −1)x)+3(lim(x, y)→(2, −1)y)−(lim(x, y)→(2, −1)6).

 

Last, use the identity laws on the first six limits and the constant law on the last limit:
lim(x, y)→(2, −1)(x2−2xy+3y2−4x+3y−6)=(2)2−2(2)(−1)+3(−1)2−4(2)+3(−1)−6=−6

	Before applying the quotient law, we need to verify that the limit of the denominator is nonzero. Using the difference law, constant multiple law, and identity law,
lim(x, y)→(2, −1)(4x−3y)=lim(x, y)→(2, −1)4x−lim(x, y)→(2, −1)3y=4(lim(x, y)→(2, −1)x)−3(lim(x, y)→(2, −1)y)=4(2)−3(−1)=11.

 

Since the limit of the denominator is nonzero, the quotient law applies. We now calculate the limit of the numerator using the difference law, constant multiple law, and identity law:
lim(x, y)→(2, −1)(2x+3y)=lim(x, y)→(2, −1)2x+lim(x, y)→(2, −1)3y=2(lim(x, y)→(2, −1)x)+3(lim(x, y)→(2, −1)y)=2(2)+3(−1)=1.

 

Therefore, according to the quotient law we have
lim(x, y)→(2, −1)2x+3y4x−3y=lim(x, y)→(2, −1)(2x+3y)lim(x, y)→(2, −1)(4x−3y)=111.





Pro Tip
Since we are taking the limit of a function of two variables, the point (a, b) is in ℝ2, and it is possible to approach this point from an infinite number of directions. Sometimes when calculating a limit, the answer varies depending on the path taken toward (a, b). If this is the case, then the limit fails to exist. In other words, the limit must be unique, regardless of path taken

Example
Show that neither of the following limits exist:
	lim(x, y)→(0, 0)2xy3x2+y2
	lim(x, y)→(0, 0)4xy2x2+3y4


Sample Answer

	The domain of the function f(x, y)=2xy3x2+y2 consists of all points in the xy-plane except for the point (0, 0) (Figure 3). To show that the limit does not exist as (x, y) approaches (0, 0), we note that it is impossible to satisfy the definition of a limit of a function of two variables because of the fact that the function takes different values along different lines passing through point (0, 0). First, consider the line y=0 in the xy-plane. Substituting y=0 into f(x, y) gives
f(x, 0)=2x(0)3x2+02=0

 

For any value of x. Therefore the value of f remains constant for any point on the x-axis, and as y approaches zero, the function remains fixed at zero. Next, consider the line y=x. Substituting y=x into f(x, y) gives
f(x, x)=2x(x)3x2+x2=2x24x2=12.

 

This is true for any point on the line y=x. If we let x approach zero while staying on this line, the value of the function remains fixed at 12, regardless of how small x is. Choose a value for ϵ that is less than 1/2−say, 1/4. Then, no matter how small a δ disk we draw around (0, 0), the values of f(x, y) for points inside that δ disk will include both 0 and 12. Therefore, the definition of limit at a point is never satisfied and the limit fails to exist.

[image: In xyz space, the function f(x, y) = 2xy/(3x2 + y2) is shown, which is a slightly twisted plane, with values of 0 along the line y = 0 and values of ½ along the line y = x.]Graph of the function f(x,y)=(2xy)/(3x2+y2). Along the line y=0, the function is equal to zero; along the line y=x, the function is equal to 12.
	In a similar fashion to 1., we can approach the origin along any straight line passing through the origin. If we try the x-axis (i.e., y=0), then the function remains fixed at zero. The same is true for the y-axis. Suppose we approach the origin along a straight line of slope k The equation of this line is y=kx. Then the limit becomes
lim(x, y)→(0, 0)4xy2x2+3y4=lim(x, y)→(0, 0)4x(kx)2x2+3(kx)4=lim(x, y)→(0, 0)4k2x3x2+3k4x4=lim(x, y)→(0, 0)4k2x1+3k4x2=lim(x, y)→(0, 0)4k2xlim(x, y)→(0, 0)(1+3k4x2)=0

 

Regardless of the value of k. It would seem that the limit is equal to zero. What if we chose a curve passing through the origin instead? For example, we can consider the parabola given by the equation x=y2. Substituting y2 in place of x in f(x, y) gives
lim(x, y)→(0, 0)4xy2x2+3y4=lim(x, y)→(0, 0)4(y2)y2(y2)2+3y4=lim(x, y)→(0, 0)4y4y4+3y4=lim(x, y)→(0, 0)1=1.

 

By the same logic in 1., it is impossible to find a δ disk around the origin that satisfies the definition of the limit for any value of ϵ<1. Therefore, lim(x, y)→(0, 0)4xy2x2+3y4 does not exist.




Limits and Continuity: Learn It 2
Interior Points and Boundary Points

To study continuity and differentiability of a function of two or more variables, we first need to learn some new terminology.

Key Takeaway

interior and boundary points

Let S be a subset of ℝ2.

	A point P0 is an interior point of S if there is a δ disk centered around P0 contained completely in S.
	A point P0 is a boundary point of S if every δ disk centered around P0 contains points both inside and outside S


[image: On the xy plane, a closed shape is drawn. There is a point (–1, 1) drawn on the inside of the shape, and there is a point (2, 3) drawn on the boundary. Both of these points are the centers of small circles.]In the set S shown, (−1,1) is an interior point and (2,3) is a boundary point.Key Takeaway

open and closed sets

Let S be a subset of ℝ2.

	S is an open set if every point of S is an interior point.
	S is a closed set if it contains all its boundary points.


An example of an open set is a δ disk. If we include the boundary of the disk, then it becomes a closed set. A set that contains some, but not all, of its boundary points is neither open nor closed. For example, if we include half the boundary of a δ disk but not the other half, then the set is neither open nor closed.

Key Takeaway

connected sets and regions

Let S be a subset of ℝ2.

	An open set S is connected if it cannot be represented as the union of two or more disjoint, nonempty open subsets.
	A set S is a region if it is open, connected, and nonempty.



Limits at Boundary Points

The definition of a limit of a function of two variables requires the δ disk to be contained inside the domain of the function. However, if we wish to find the limit of a function at a boundary point of the domain, the δ disk is not contained inside the domain. By definition, some points of the δ disk are inside the domain and some are outside.

Therefore, we need only consider points that are inside both the δ disk and the domain of the function. This leads to the definition of the limit of a function at a boundary point.

Key Takeaway

limit at a boundary point

Let f be a function of two variables, and suppose (a, b) is on the boundary of the domain of f. Then

 lim (x,y)→(a,b)f(x,y)=L

if for any ϵ>0, there exists δ>0 such that

|f(x,y)−L|<ϵ whenever 0<(x−a)2+(y−b)2<δ

for all points (x, y) inside the domain of f.

Example
Prove lim(x, y)→(4, 3)25−x2−y2=0.
Sample Answer

The domain of the function f(x, y)=25−x2−y2 is {(x, y)∈ℝ2|x2+y2≤25}, which is a circle of radius 5 centered at the origin, along with its interior as shown in the following graph.

[image: A circle with radius 5 centered at the origin with its interior filled in.]Domain of the function f(x,y)=25−x2−y2.

We can use the limit laws, which apply to limits at the boundary of domains as well as interior points:

lim(x, y)→(4, 3)25−x2−y2=lim(x, y)→(4, 3)(25−x2−y2)=lim(x, y)→(4, 3)25−lim(x, y)→(4, 3)x2−lim(x, y)→(4, 3)y2=25−42−32=0.

See the following graph.

[image: The upper hemisphere in xyz space with radius 5 and center the origin.]Graph of the function f(x,y)=25−x2−y2.





Limits and Continuity: Learn It 3
Continuity

In single-variable calculus, we studied continuity of functions and saw how it relied on limits. The definition of continuity for functions of two variables follows the same pattern, with three key conditions that must be satisfied.

Recall

Continuity of a Function of One Variable

A function f(x) is continuous at point x=a if three conditions hold:

	f(a) exists.
	 lim x→af(x) exists.
	 lim x→af(x)=f(a).



These three conditions are necessary for continuity of a function of two variables as well.

Key Takeaway

continuity of a function of two variables

A function f(x, y) is continuous at a point (a, b) in its domain if:
	f(a, b) exists.
	lim(x, y)→(a, b)f(x, y) exists.
	lim(x, y)→(a, b)f(x, y)=f(a, b).


Example
Show that the function f(x, y)=3x+2yx+y+1 is continuous at point (5,−3).
Sample Answer

There are three conditions to be satisfied, per the definition of continuity. In this example, a=5 and b=−3.

	f(a, b) exists. This is true because the domain of the function f consists of those ordered pairs for which the denominator is nonzero (i.e., x+y+1≠0). Point (5,−3) satisfies this condition. Furthermore,
f(a, b)=f(5,−3)=3(5)+2(−3)5+(−3)+1=15−62+1=3.

 
	lim(x, y)→(a, b)f(x, y) exists. This is also true:
lim(x, y)→(a, b)f(x, y)=lim(x, y)→(5, −3)3x+2yx+y+1=lim(x, y)→(5, −3)(3x+2y)lim(x, y)→(5, −3)(x+y+1)=15−65−3+1=3.

	lim(x, y)→(a, b)f(x, y)=f(a, b). This is true because we have just shown that both sides of this equation equal three.





Properties of Continuous Functions

Continuity can also be defined using the epsilon-delta definition. A function of two variables is continuous at a point (x0,y0) in its domain if for every ϵ>0 there exists δ>0 such that, whenever (x−x0)2+(y−y0)2<δ, we have |f(x,y)−f(x0,y0)|<ϵ.

This definition can be combined with the epsilon-delta definition of continuity for functions of one variable to prove the following theorems.

Key Takeaway

sum of continuous functions

If f(x,y) is continuous at (x0,y0), and g(x,y) is continuous at (x0,y0), then f(x,y)+g(x,y) is continuous at (x0,y0).

Key Takeaway

product of continuous functions

If g(x) is continuous at x0, and h(y) is continuous at y0, then f(x,y)=g(x)h(y) is continuous at (x0,y0).

Key Takeaway

composition of continuous functions

Let g be a function of two variables continuous at (x0,y0)∈D, and define z0=g(x0,y0). Let f be a function of one variable continuous at z0. Then f∘g is continuous at (x0,y0).


[image: A shape is shown labeled the domain of g with point (x, y) inside of it. From the domain of g there is an arrow marked g pointing to the range of g, which is a straight line with point z on it. The range of g is also marked the domain of f. Then there is another arrow marked f from this shape to a line marked range of f.]The composition of two continuous functions is continuous.
We can use these theorems to show continuity of functions in the following example.

Example
Show that the functions f(x, y)=4x3y2 and g(x, y)=cos(4x3y2) are continuous everywhere.
Sample Answer


The polynomials g(x)=4x3 and h(y)=y2 are continuous at every real number, and therefore by the product of continuous functions theorem, f(x, y)=4x3y2 is continuous at every point (x, y) in the xy-plane. Since f(x, y)=4x3y2 is continuous at every point (x, y) in the xy-plane and g(x)=cosx is continuous at every real number x, the continuity of the composition of functions tells us that g(x, y)=cos(4x3y2) is continuous at every point (x, y) in the xy-plane.



Limits and Continuity: Learn It 4
Functions of Three or More Variables

The limit of a function of three or more variables occurs readily in applications. For example, suppose we have a function f(x, y, z) that gives the temperature at a physical location (x, y, z) in three dimensions. Or perhaps a function g(x, y, z, t) can indicate air pressure at a location (x, y, z) at time t.

How can we take a limit at a point in ℝ3? What does it mean to be continuous at a point in four dimensions?

The answers to these questions rely on extending the concept of a δ disk into more than two dimensions. Then, the ideas of limits and continuity for functions of three or more variables follow naturally from the definitions for two variables.

Key Takeaway

δ ball in higher dimensions

Let (x0, y0, z0) be a point in ℝ3. A δ ball in three dimensions consists of all points in ℝ3 lying at a distance of less than δ from (x0, y0, z0):
\{(x, y, z)∈ℝ3|(x−x0)2+(y−y0)2+(z−z0)2<δ\}.

 

For higher dimensions, add additional terms under the radical to correspond to each additional dimension.

Example
For example, given a point P=(w0, x0, y0, z0) in ℝ4, a δ ball around P can be described by
\{(w, x, y, z)∈ℝ4|(w−w0)2+(x−x0)2+(y−y0)2+(z−z0)2<δ\}.

To show that a limit of a function of three variables exists at a point (x0, y0, z0), we show that for any point in a δ ball centered at (x0, y0, z0), the value of the function at that point is arbitrarily close to a fixed value (the limit value). All the limit laws for functions of two variables hold for functions of more than two variables as well.

Example
Find lim(x, y, z)→(4, 1, −3)x2y−3z2x+5y−z.
Sample Answer


Before we can apply the quotient law, we need to verify that the limit of the denominator is nonzero. Using the difference law, the identity law, and the constant law,
lim(x, y, z)→(4, 1, −3)(2x+5y−z)=2(lim(x, y, z)→(4, 1, −3)x)+5(lim(x, y, z)→(4, 1, −3)y)−(lim(x, y, z)→(4, 1, −3)z)=2(4)+5(1)−(−3)=16.

 

Since this is nonzero, we next find the limit of the numerator. Using the product law, difference law, constant multiple law, and identity law,
lim(x, y, z)→(4, 1, −3)(x2y−3z)=(lim(x, y, z)→(4, 1, −3)x)2(lim(x, y, z)→(4, 1, −3)y)−3lim(x, y, z)→(4, 1, −3)z=(42)(1)−3(−3)=16+9=25.

 

Last, applying the quotient law:
lim(x, y, z)→(4, 1, −3)x2y−3z2x+5y−z=lim(x, y, z)→(4, 1, −3)(x2y−3z)lim(x, y, z)→(4, 1, −3)(2x+5y−z)=2516.



Limits and Continuity: Apply It
Learning Goals

	Calculate the limit of a function of two variables
	Learn how a function of two variables can approach different values at a boundary point, depending on the path of approach
	Determine when a function is continuous and check the conditions for continuity
	Find limits and check continuity for functions of three or more variables



Analyzing Signal Strength in a Wireless Network

You work as a network technician for a public library system that provides free Wi-Fi to patrons. The router is mounted on the ceiling, and signal strength varies throughout the reading room based on distance from the router. To optimize coverage and identify dead zones, you need to analyze how signal strength behaves at different locations—including near walls and corners where the signal may behave unpredictably. The signal strength (measured in decibels above a baseline threshold) at any point on the floor is modeled by various functions depending on interference patterns. Understanding limits and continuity of these functions helps you predict signal behavior and plan where to add signal boosters.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Introduction to Partial Derivatives: Learn It 1
Learning Goals

	Calculate the partial derivatives of a function of two variables
	Calculate the partial derivatives of a function of more than two variables
	Find higher-order partial derivatives of a function of two variables



Derivatives of a Function of Two Variables

In single-variable calculus, the derivative represents an instantaneous rate of change of y with respect to x. We write this using Leibniz notation as dy/dx, where y is the dependent variable and x is the independent variable.

For a function z=f(x,y) of two variables, both x and y are independent variables and z is the dependent variable. This immediately raises two questions: How do we adapt Leibniz notation for two variables? What does the derivative even mean when we have two inputs? The answer lies in partial derivatives.

Key Takeaway

partial derivatives

Let f(x,y) be a function fo two variables.


The partial derivative of f with respect to x, written as ∂f∂x or fx, is defined as

∂f∂x= lim h→0f(x+h,y)−f(x,y)h.

The partial derivative of f with respect to y, written as ∂f∂y or fy, is defined as

∂f∂y= lim k→0f(x,y+k)−f(x,y)k.


This definition reveals two key differences from single-variable derivatives. First, the notation changes—we use the symbol ∂ instead of d. This rounded "d" is called "partial," so ∂f/∂x is read as "the partial of f with respect to x."

Second, we now have two different derivatives we can compute, one with respect to each independent variable. Depending on which variable we choose, we get entirely different partial derivatives.

Example
Use the definition of the partial derivative as a limit to calculate ∂f/∂x and ∂f/∂y for the function
f(x,y)=x2−3xy+2y2−4x+5y−12.

Sample Answer

First, calculate f(x+h,y).

f(x+h,y)=(x+h)2−3(x+h)y+2y2−4(x+h)+5y−12=x2+2xh+h2−3xy−3hy+2y2−4x−4h+5y−12.

 

Next, substitute this into our definition and simplify:
∂f∂x=limh→0f(x+h,y)−f(x,y)h=limh→0(x2+2xh+h2−3xy−3hy+2y2−4x−4h+5y−12)−(x2−3xy+2y2−4x+5y−12)h=limh→0x2+2xh+h2−3xy−3hy+2y2−4x−4h+5y−12−x2+3xy−2y2+4x−5y+12h=limh→02xh+h2−3hy−4hh=limh→0h(2x+h−3y−4)h=limh→0(2x+h−3y−4)=2x−3y−4

 

To calculate ∂f∂y, first calculate f(x,y+h):
f(x,y+h)=x2−3x(y+h)+2(y+h)2−4x+5(y+h)−12=x2−3xy−3xh+2y2+4yh+2h2−4x+5y+5h−12.

 

Next, substitute this into our definition and simplify:
∂f∂y=limk→0f(x,y+h)−f(x,y)k=limk→0(x2−3xy−3xh+2y2+4yh+2h2−4x+5y+5h−12)−(x2−3xy+2y2−4x+5y−12)k=limk→0x2−3xy−3xh+2y2+4yh+2h2−4x+5y+5h−12−x2+3xy−2y2+4x−5y+12k=limk→0−3xk+4yk+2k2+5kk=limk→0h(−3x+4y+2k+5)k=limk→0(−3x+4y+2k+5)=−3x+4y+5.




Computing Partial Derivatives

The key idea when calculating partial derivatives is simple: treat all independent variables except the one you're differentiating with respect to as constants. Then differentiate as you would with a single-variable function.

Why does this work? When we fix y and define g(x)=f(x,y) as a function of x only, we get:

g′(x)= lim h→0g(x+h)−g(x)h= lim h→0f(x+h,y)−f(x,y)h=∂f∂x.

The same reasoning applies for the partial derivative with respect to y. Fix x and define h(y)=f(x,y) as a function of y only:

h′(y)= lim k→0h(y+k)−h(y)k= lim k→0f(x,y+k)−f(x,y)k=∂f∂y.

All the differentiation rules you learned in single-variable calculus still apply.

Pro Tip

To find ∂f∂x: Treat y as a constant and differentiate with respect to x.

To find ∂f∂y: Treat x as a constant and differentiate with respect to y.

Example
Calculate ∂f/∂x and ∂f/∂y for the following functions by holding the opposite variable constant then differentiating:
	f(x,y)=x2−3xy+2y2−4x+5y−12.
	g(x,y)=sin(x2y−2x+4)


Sample Answer

	To calculate ∂f/∂x, treat the variable y as a constant. Then differentiate f(x,y) with respect to x using the sum, difference, and power rules:
∂f∂x=∂∂x[x2−3xy+2y2−4x+5y−12]=∂∂x[x2]−∂∂x[3xy]+∂∂x[2y2]−∂∂x[4x]+∂∂x[5y]−∂∂x[12]=2x−3y+0−4+0−0=2x−3y−4.

 

The derivatives of the third, fifth, and sixth terms are all zero because they do not contain the variable x, so they are treated as constant terms. The derivative of the second term is equal to the coefficient of x, which is −3y. Calculating ∂f/∂y:
∂f∂y=∂∂y[x2−3xy+2y2−4x+5y−12]=∂∂y[x2]−∂∂y[3xy]+∂∂y[2y2]−∂∂y[4x]+∂∂y[5y]−∂∂y[12]=−3x+4y−0+5−0=−3x+4y+5.

 

These are the same answers obtained in the previous example
	To calculate ∂g/∂x, create the variable y as a constant. Then differentiate g(x,y) with respect to x using the chain rule and power rule:
∂g∂y=∂∂x[sin(x2y−2x+4)]=cos(x2y−2x+4)∂∂x[x2y−2x+4]=(2xy−2)cos(x2y−2x+4).

 

To calculate ∂f/∂y, treat the variable x as a constant. Then differentiate g(x,y) with respect to y using the chain rule and power rule:
∂g∂y=∂∂y[sin(x2y−2x+4)]=cos(x2y−2x+4)∂∂x[x2y−2x+4]=x2cos(x2−2x+4).
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Geometric Interpretation

How should we interpret partial derivatives geometrically? Recall that the graph of a function of two variables is a surface in ℝ3. If we remove the limit from the definition of the partial derivative with respect to x, we're left with the difference quotient:

f(x+h,y)−f(x,y)h.

This looks just like the difference quotient for a single-variable derivative, except y is along for the ride as a constant. Figure 1 shows a surface described by z=f(x,y).

[image: A complicated curve in xyz space with a secant line through the points (x, y, f(x, y)) and (x + h, y, f(x + h, y)).]Secant line passing through the points (x,y,f(x,y)) and (x+h,y,f(x+h,y)).
In Figure 1, h is positive. When we graph the points f(x,y) and f(x+h,y), the slope of the secant line connecting them is:

f(x+h,y)−f(x,y)h.

This secant line runs parallel to the x-axis. The slope represents an average rate of change of f as we move parallel to the x-axis. As h approaches zero, the secant line's slope approaches the tangent line's slope.

If we instead change y by an increment h (while holding x fixed), the secant line—and resulting tangent line—would be parallel to the y-axis.

Therefore:

	∂f∂x gives the slope of the tangent line to the surface parallel to the x-axis at the point (x,y,f(x,y))
	∂f∂y gives the slope of the tangent line to the surface parallel to the y-axis at the point (x,y,f(x,y))


Pro Tip

Think of partial derivatives as slopes in specific directions:

	∂f∂x: slope when moving parallel to the x-axis
	∂f∂y: slope when moving parallel to the y-axis


What about slopes in other directions? We'll need directional derivatives for that, which we'll discuss later.




You can also estimate partial derivatives using contour maps.





Example
Use a contour map to estimate ∂g/∂x at the point (5,0) for the function
g(x,y)=9−x2−y2.


Sample Answer

The following graph represents a contour map for the function g(x,y)=9−x2−y2.

[image: A series of concentric circles with the center the origin. The first is marked c = 0 and has radius 3; the second is marked c = 1 and has radius slightly less than 3; and the third is marked c = 2 and has radius slightly more than 2. The graph is marked with the equation g(x, y) = the square root of the quantity (9 – x2 – y2).]Contour map for the function g(x,y)=9−x2−y2, using c=0,1,2, and 3 (c=3 corresponds to the origin).

The inner circle on the contour map corresponds to c=2 and the next circle out corresponds to c=1. The first circle is given by the equation 2=9−x2−y2; the second circle is given by the equation 1=9−x2−y2. The first equation simplifies to x2+y2=5 and the second equation simplifies to x2+y2=8. The x-intercept of the first circle is (5,0) and the x-intercept of the second circle is (22,0). We can estimate the value of ∂g/∂x evaluated at the point (5,0) using the slope formula:
∂g∂x|(x,y)=(5,0)≈g(5,0)−g(22,0)5−22=2−15−22=15−22≈−1.688.

 

To calculate the exact value of ∂g/∂x evaluated at the point (5,0), we start by finding ∂g/∂x using the chain rule. First, we rewrite the function as g(x,y)=9−x2−y2=(9−x2−y2)12 and then differentiate with respect to x while holding y constant:
∂g∂x=12(9−x2−y2)−12(−2x)=−x9−x2−y2.

 

Next, we evaluate this expression using x=5 and y=0:
∂g∂x|(x,y)=(5,0)=−59−(5)2−(0)2=−54=−52≈−1.118.

 

The estimate for the partial derivative corresponds to the slope of the secant line passing through the points (5,0,g(5,0)) and (22,0,g(22,0)). It represents an approximation to the slope of the tangent line to the surface through the point (5,0,g(5,0)), which is parallel to the x-axis.
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Functions of More Than Two Variables

Suppose we have a function of three variables, such as w=f(x,y,z). We can calculate partial derivatives of w with respect to any of the independent variables. The definitions extend naturally from what we did with two variables.

Key Takeaway

partial derivatives of functions of three variables

Let f(x,y,z) be a function of three variables. Then:


The partial derivative with respect to x is

∂f∂x= lim h→0f(x+h,y,z)−f(x,y,z)h.

The partial derivative with respect to y is

∂f∂y= lim k→0f(x,y+k,z)−f(x,y,z)k.

The partial derivative with respect to z is

∂f∂z= lim m→0f(x,y,z+m)−f(x,y,z)m.

The computation technique is identical to what you used with two variables. To calculate ∂f∂x, treat y and z as constants and differentiate with respect to x. The same principle applies for the other partial derivatives—just hold the other variables constant and differentiate with respect to the variable of interest.

Example
Use the limit definition of partial derivatives to calculate ∂f/∂x for the function
f(x, y, z)=x2−3xy+2y2−4xz+5yz2−12x+4y−3z.

 

Then, find ∂f/∂y and ∂f/∂z by setting the other two variables constant and differentiating accordingly.


Sample Answer

We first calculate ∂f/∂x using our definition, then we calculate the other two partial derivatives by holding the remaining variables constant. To use the equation to find ∂f/∂x, we first need to calculate f(x+h, y, z):

f(x+h, y, z)=(x+h)2−3(x+h)y+2y2−4(x+h)z+5yz2−12(x+h)+4y−3z=x2+2xh+h2−3xy−3xh+2y2−4xz−4hz+5yz2−12x−12h+4y−3z

 

and recall that f(x, y, z)=x2−3xy+2y2−4xz+5yz2−12x+4y−3z. Next, we substitute these two expressions into the equation:
∂f∂x=limh→0[x2+2xh+h2−3xy−3xh+2y2−4xz−4hz+5yz2−12x−12h+4y−3zh−x2−3xy+2y2−4xz+5yz2−12x+4y−3zh]=limh→0[2xh+h2−3hy−4hz−12hh]=limh→0[h(2x+h−3y−4z−12)h]=limh→0(2x+h−3y−4z−12)=2x−3y−4z−12.

 

Then we find ∂f/∂y by holding x and z constant. Therefore, any term that does not include the variable y is constant, and its derivative is zero. We can apply the sum, difference, and power rules for functions of one variable:

2&∂∂y[x2−3xy+2y2−4xz+5yz2−12x+4y−3z]&=∂∂y[x2]−∂∂y[3xy]+∂∂y[2y2]−∂∂y[4xz]+∂∂y[5yz2]−∂∂y[12x]+∂∂y[4y]−∂∂y[3z]&&=0−3x+4y−0+5z2−0+4−0&=−3x+4y+5z2+4.

To calculate ∂f/∂z, we hold x and y constant and apply the sum, difference, and power rules for functions of one variable:

2&∂∂z[x2−3xy+2y2−4xz+5yz2−12x+4y−3z]&=∂∂z[x2]−∂∂z[3xy]+∂∂z[2y2]−∂∂z[4xz]+∂∂z[5yz2]−∂∂z[12x]+∂∂z[4y]−∂∂y[3z]&&=0−0+0−4x+10yz−0+0−3&=−4z+10yz−3.


Example
Calculate the three partial derivatives of the following functions.
	f(x, y, z)=x2y−4xz+y2x−3yz
	g(x, y, z)=sin(x2y−z)+cos(x2−yz)


Sample Answer

In each case, treat all variables as constants except the one whose partial derivative you are calculating.

 
1.∂f∂x=∂∂x[x2y−4xz+y2x−3yz]=∂∂x(x2y−4xz+y2)(x−3yz)−(x2y−4xz+y2)∂∂x(x−3yz)(x−3yz)2=(2xy−4z)(x−3yz)−(x2y−4xz+y2)(1)(x−3yz)2=2x2y−6xy2z−4xz+12yz2−x2y+4xz−y2(x−3yz)2=x2y−6xy2z−4xz+12yz2+4xz−y2(x−3yz)2∂f∂y=∂∂y[x2y−4xz+y2x−3yz]=∂∂y(x2y−4xz+y2)(x−3yz)−(x2y−4xz+y2)∂∂y(x−3yz)(x−3yz)2=(x2+2y)(x−3yz)−(x2y−4xz+y2)(−3z)(x−3yz)2=x3−3x2yz+2xy−6y2z+3x2yz−12xz2+3y2z(x−3yz)2=x3+2xy−3y2z−12xz2(x−3yz)2∂f∂z=∂∂z[x2y−4xz+y2x−3yz]=∂∂z(x2y−4xz+y2)(x−3yz)−(x2y−4xz+y2)∂∂z(x−3yz)(x−3yz)2=(−4x)(x−3yz)−(x2y−4xz+y2)(−3y)(x−3yz)2=−4x2+12xyz+3x2y2−12xyz+3y3(x−3yz)2=−4x2+3x2y2+3y3(x−3yz)2

2.∂f∂x=∂∂x[sin(x2y−z)+cos(x2−yz)]=(cos(x2y−z))∂∂x(x2y−z)−(sin(x2−yz))∂∂x(x2−yz)=2xycos(x2y−z)−2xsin(x2−yz)∂f∂y=∂∂y[sin(x2y−z)+cos(x2−yz)]=(cos(x2y−z))∂∂y(x2y−z)−(sin(x2−yz))∂∂y(x2−yz)=x2cos(x2y−z)+zsin(x2−yz)∂f∂z=∂∂z[sin(x2y−z)+cos(x2−yz)]=(cos(x2y−z))∂∂z(x2y−z)−(sin(x2−yz))∂∂z(x2−yz)=−cos(x2y−z)+ysin(x2−yz)
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Higher-Order Partial Derivatives

Consider the function

f(x,y)=2x3−4xy2+5y3−6xy+5x−4y+12.

Its partial derivatives are

∂f∂x=6x2−4y2−6y+5 and ∂f∂y=−8xy+15y2−6x−4.

Each of these partial derivatives is itself a function of two variables, so we can calculate partial derivatives of these functions. Just as with single-variable derivatives, we call these second-order derivatives, third-order derivatives, and so on. In general, they are higher-order partial derivatives.

There are four second-order partial derivatives for any function (provided they all exist):

∂2f∂x2=∂∂x[∂f∂x], ∂2f∂x∂y=∂∂x[∂f∂y], ∂2f∂y∂x=∂∂y[∂f∂x], ∂2f∂y2=∂∂y[∂f∂y].

An alternative notation for these is fxx, fyx, fxy, and fyy, respectively. Higher-order partial derivatives calculated with respect to different variables, such as fxy and fyx, are called mixed partial derivatives.

Pro Tip

In ∂2f∂y∂x, read the variables from right to left: differentiate first with respect to x, then with respect to y.

In subscript notation fxy, read left to right: differentiate first with respect to x, then with respect to y.

Example
Calculate all four second partial derivates for the function
f(x, y)=xe−3y+sin(2x−5y).

Sample Answer

To calculate ∂2f/∂x2 and ∂2f/∂y∂x, we first calculate ∂f/∂x:

∂f∂x=e−3y+2cos(2x−5y).

 

To calculate ∂2f/∂x2, differentiate ∂f/∂x with respect to x:
∂2f∂x2=∂∂x[∂f∂x]=∂∂x[e−3y+2cos(2x−5y)]=−4sin(2x−5y).

 

To calculate ∂2f/∂y∂x, differentiate ∂f/∂x with respect to y:
∂2f∂y∂x=∂∂y[∂f∂x]=∂∂y[e−3y+2cos(2x−5y)]=−3e−3y+10sin(2x−5y).

 

To calculate ∂2f/∂x∂y and ∂2f/∂y2, first calculate ∂f/∂y:
∂f∂y=−3xe−3y−5cos(2x−5y).

 

To calculate ∂2f/∂x∂y, differentiate ∂f/∂y with respect to x:
∂2f∂x∂y=∂∂x[∂f∂y]=∂∂x[−3xe−3y−5cos(2x−5y)]=−3e−3y+10sin(2x−5y).

 

To calculate ∂2f/∂2y, differentiate ∂f/∂y with respect to y:
∂2f∂y=∂∂y[∂f∂y]=∂∂y[−3xe−3y−5cos(2x−5y)]=9xe−3y−25sin(2x−5y).



Notice something interesting in the previous example: ∂2f∂x∂y=∂2f∂y∂x. Both mixed partial derivatives equal −3e−3y+10sin(2x−5y). Is this always true? Under certain conditions, yes. In fact, this is guaranteed by the following theorem.

Key Takeaway

equality of mixed partial derivatives (Clairaut's Theorem)

Suppose f(x, y) is defined on an open disk D that contains the point (a, b). If the functions fxy and fyx are continuous on D, then fxy=fyx.


Clairaut's theorem guarantees that as long as mixed second-order derivatives are continuous, the order in which we differentiate doesn't matter. We can differentiate with respect to x first then y, or y first then x—we'll get the same result. This theorem can be extended to higher-order derivatives as well.

Beyond the mixed partial derivatives, we also have fxx (the partial derivative of fx with respect to x) and fyy (the partial derivative of fy with respect to y). These aren't mixed—they differentiate with respect to the same variable twice.
Introduction to Partial Derivatives: Learn It 4
Partial Differential Equations

In earlier coursework, we studied differential equations where the unknown function had one independent variable. A partial differential equation (PDE) is an equation involving an unknown function of more than one independent variable and one or more of its partial derivatives.

Example

Examples of partial differential equations include:

	ut=c2(uxx+uyy) (heat equation in two dimensions)
	utt=c2(uxx+uyy) (wave equation in two dimensions)
	uxx+uyy=0 (Laplace's equation in two dimensions)



In the first two equations, the unknown function u has three independent variables—t, x, and y—and c is an arbitrary constant. The independent variables x and y represent spatial variables (position in space), and t represents time. In Laplace's equation, the unknown function u has two independent variables x and y.

Example
Verify that
u(x, y, t)=5sin(3πx)sin(4πy)cos(10πt)

is a solution to the wave equation
utt=4(uxx+uyy).

Sample Answer

First, we calculate utt, uxx, and uyy:

utt=∂∂t[∂u∂t]=∂∂t[5sin(3πx)sin(4πy)(−10πsin(10πt))]=∂∂t[−50πsin(3πx)sin(4πy)sin(10πt)]=−500π2sin(3πx)sin(4πy)cos(10πt)uxx=∂∂x[∂u∂x]=∂∂x[15πcos(3πx)sin(4πy)cos(10πt)]=−45π2sin(3πx)sin(4πy)cos(10πt)uyy=∂∂y[∂u∂y]=∂∂y[5sin(3πx)(4πcos(4πy))cos(10πt)]=∂∂y[20πsin(3πx)cos(4πy)cos(10πt)]=−80π2sin(3πx)sin(4πy)cos(10πt).

Next, we substitute each of these into the right-hand side of our wave equation and simplify:


4(uxx+uyy)=4(−45π2sin(3πx)sin(4πy)cos(10πt)+−80π2sin(3πx)sin(4πy)cos(10πt)=4(−125π2sin(3πx)sin(4πy)cos(10πt)=−500π2sin(3πx)sin(4πy)cos(10πt)=utt

This verifies the solution.






Visualizing Solutions

Since the solution to the two-dimensional heat equation is a function of three variables, creating a visual representation is challenging. We can graph the solution for fixed values of t, which gives us snapshots of the heat distribution at specific times. These snapshots show how heat spreads over a two-dimensional surface as time progresses.

The graph of the solution at time t=0 appears in Figure 1. As time progresses, the extreme temperatures level out, approaching zero as t approaches infinity.

[image: A complicated curve in xyz space with many sinusoidally alternating local maxima and minima.]
If we consider the heat equation in one dimension, then graphing the solution over time becomes more manageable. The heat equation in one dimension is:

ut=c2uxx,

where c2 represents the thermal diffusivity of the material. A solution of this differential equation can be written as:

um(x,t)=e−π2m2c2tsin(mπx)

where m is any positive integer.

Figure 2 shows a graph of this solution using m=1, where the initial temperature distribution over a wire of length 1 is given by u(x,0)=sin(πx). Notice that as time progresses, the wire cools off. From left to right, the highest temperature (which occurs in the middle of the wire) decreases and changes color from red to blue.

[image: A curve in xtu space with a local maximum at (0.5, 0, 12). From this maximum, the values decrease with increasing t and for any value of x.]Graph of a solution of the heat equation in one dimension over time.Introduction to Partial Derivatives: Apply It
Learning Goals

	Calculate the partial derivatives of a function of two variables
	Calculate the partial derivatives of a function of more than two variables
	Find higher-order partial derivatives of a function of two variables



Lord Kelvin and the Age of Earth

[image: This figure consists of two figures marked a and b. Figure a show Lord Kelvin, dressed well and with a beard. Figure b shows an image of the planet Earth taken from space.](a) William Thomson (Lord Kelvin), 1824-1907, was a British physicist and electrical engineer; (b) Kelvin used the heat diffusion equation to estimate the age of Earth (credit: modification of work by NASA).

During the late 1800s, the scientists of the new field of geology were coming to the conclusion that Earth must be “millions and millions” of years old. At about the same time, Charles Darwin had published his treatise on evolution. Darwin’s view was that evolution needed many millions of years to take place, and he made a bold claim that the Weald chalk fields, where important fossils were found, were the result of 300 million years of erosion.

At that time, eminent physicist William Thomson (Lord Kelvin) used an important partial differential equation, known as the heat diffusion equation, to estimate the age of Earth by determining how long it would take Earth to cool from molten rock to what we had at that time. His conclusion was a range of 20 to 400 million years, but most likely about 50 million years. For many decades, the proclamations of this irrefutable icon of science did not sit well with geologists or with Darwin.

Read Kelvin’s paper on estimating the age of the Earth.
Kelvin made reasonable assumptions based on what was known in his time, but he also made several assumptions that turned out to be wrong. One incorrect assumption was that Earth is solid and that the cooling was therefore via conduction only, hence justifying the use of the diffusion equation. But the most serious error was a forgivable one—omission of the fact that Earth contains radioactive elements that continually supply heat beneath Earth’s mantle. The discovery of radioactivity came near the end of Kelvin’s life and he acknowledged that his calculation would have to be modified.

Kelvin used the simple one-dimensional model applied only to Earth’s outer shell, and derived the age from graphs and the roughly known temperature gradient near Earth’s surface. Let’s take a look at a more appropriate version of the diffusion equation in radial coordinates, which has the form

∂T∂t=K[∂2T∂2r+2r∂T∂r].

 

Here, T(r, t) is temperature as a function of r (measured from the center of Earth) and time t. K is the heat conductivity conductivity—for molten rock, in this case. The standard method of solving such a partial differential equation is by separation of variables, where we express the solution as the product of functions containing each variable separately. In this case, we would write the temperature as
T(r, t)=R(r)f(t).

 
	Substitute this form into our first equation from this section and, noting that f(t) is constant with respect to distance (r) and R(r) is constant with respect to time (t), show that
1f∂f∂t=KR[∂2R∂r2+2r∂R∂r].

 
	This equation represents the separation of variables we want. The left-hand side is only a function of t and the right-hand side is only a function of r, and they must be equal for all values of r and t. Therefore, they both must be equal to a constant. Let's call that constant −λ2. (The convenience of this choice is seen on substitution.) So, we have
1f∂f∂t=−λ2 and KR[∂2R∂r2+2r∂R∂r]=−λ2.

 

Now, we can verify through direct substitution for each equation that the solutions are f(t)=Ae−λ2t and R(r)=B(sinαrr)+C(cosαrr), where α=λ/K. Note that f(t)=Ae+λn2t is also a valid solution, so we could have chosen +λ2 for our constant. Can you see why it would not be valid for this case as time increases?
	Let's now apply boundary conditions.
	The temperature must be finite at the center of Earth, r=0. Which of the two constants, B or C, must therefore be zero to keep R finite at r=0? (Recall that sin(αr)/r→a= as r→0, but cos(αr)/r behaves very differently.)
	Kelvin argued that when magma reaches Earth’s surface, it cools very rapidly. A person can often touch the surface within weeks of the flow. Therefore, the surface reached a moderate temperature very early and remained nearly constant at a surface temperature Ts. For simplicity, let's set T=0 at r=RE and find α such that this is the temperature there for all time t. (Kelvin took the value to be 300 K ≈80∘F. We can add this 300 K  constant to our solution later.) For this to be true, the sine argument must be zero at r=RE. Note that α represents a valid solution (each with its own value for A). The total or general solution is the sum of all these solutions.
	At t=0, we assume that all of Earth was at an initial hot temperature T0 (Kelvin took this to be about 7000 K .) The application of this boundary condition involves the more advanced application of Fourier coefficients. As noted in part 2. each value of αn represents a valid solution, and the general solution is a sum of all these solutions. This results in a series solution:
T(r,t)=(T0REπ)∑n(−1)n−1ne−λn2tsin(αnr)r, where αn=nπ/RE.






Note how the values of αn come from the boundary condition applied in part 2. The term −1n−1n is the constant An for each term in the series, determined from applying the Fourier method. Letting β=πRE, examine the first few terms of this solution shown here and note how λ2 in the exponential causes the higher terms to decrease quickly as time progresses:

T(r,t)=T0REπr(2e−Kβ2t(sinβr)&−12e−4Kβ2t(sin2βr)+13e−9Kβ2t(sin3βr)&−14e−16Kβ2t(sin4βr)+15e−25Kβ2t(sin5βr)…&).


Near time t=0, many terms of the solution are needed for accuracy. Inserting values for the conductivity K and β=π/RE for time approaching merely thousands of years, only the first few terms make a significant contribution. Kelvin only needed to look at the solution near Earth's surface (Figure 6) and, after a long time, determine what time best yielded the estimated temperature gradient known during his era (1∘ F  increase per 50 ft ). He simply chose a range of times with a gradient close to this value. In Figure 6, the solutions are plotted and scaled, with the 300− K  surface temperature added. Note that the center of Earth would be relatively cool. At the time, it was thought Earth must be solid.

[image: This figure consists of two figures labeled a and b. Figure a shows three curves labeled 20, 50, and 200 million years on a chart showing fraction of the earth’s radius vs. temperature (K). The highest curve is the 20 million one, then the 50 million one, and then the 200 million one, with all of them starting with a mildly decreasing slope until the slope decreases more steeply around x = 0.2 and then they all intersect at roughly (1, 315). Figure b shows a close up near (1, 315) with the x axis marked 4.0 miles below Earth’s surface; the curves all appear linear in this close up, with the slopes increasing as the value of the curve does.]Temperature versus radial distance from the center of Earth. (a) Kelvin’s results, plotted to scale. (b) A close-up of the results at a depth of 4.0 mi  below Earth’s surface.Epilogue: On May 20, 1904, physicist Ernest Rutherford spoke at the Royal Institution to announce a revised calculation that included the contribution of radioactivity as a source of Earth’s heat. In Rutherford’s own words:
“I came into the room, which was half-dark, and presently spotted Lord Kelvin in the audience, and realised that I was in for trouble at the last part of my speech dealing with the age of the Earth, where my views conflicted with his. To my relief, Kelvin fell fast asleep, but as I came to the important point, I saw the old bird sit up, open an eye and cock a baleful glance at me.

Then a sudden inspiration came, and I said Lord Kelvin had limited the age of the Earth, provided no new source [of heat] was discovered. That prophetic utterance referred to what we are now considering tonight, radium! Behold! The old boy beamed upon me.”

Rutherford calculated an age for Earth of about 500 million years. Today's accepted value of Earth's age is about 4.6 billion years.
Advanced Partial Derivatives
Advanced Partial Derivatives: Background You'll Need 1
Learning Goals

	Differentiate exponential, logarithmic, and trigonometric functions 



Derivatives of Exponential, Logarithmic, and Trigonometric Functions

The Natural Exponential Function

The function f(x)=ex has a unique property: it's its own derivative.

Key Takeaway

derivative of ex

ddx(ex)=ex

More generally, using the chain rule:

ddx(eg(x))=eg(x)·g′(x)

Think of it as: e raised to the power of a function, times the derivative of that function.

Example

Find the derivative of y=ex2x.

Sample Answer

Use the derivative of the natural exponential function, the quotient rule, and the chain rule.

y′=(ex2·2x)·x−1·ex2x2 Apply the quotient rule. =ex2(2x2−1)x2 Simplify. 

 



Try It
Interactive elements can be viewed embedded within the content of our online courseware.


General Exponential Functions

Key Takeaway

derivative of bx

For exponential functions with base b≠e:
ddx(bx)=bxlnb

More generally:

ddx(bg(x))=bg(x)·g′(x)·lnb

The extra factor of lnb accounts for the base being different from e.


The Natural Logarithm

Key Takeaway

derivative of lnx

For x>0:

ddx(lnx)=1x

More generally, using the chain rule:

ddx(ln(g(x)))=g′(x)g(x)

This applies when g(x)>0.

Example

Find the derivative of f(x)=ln(x3+3x−4)

Sample Answer

Use the derivative of a natural logarithm directly.

f′(x)=1x3+3x−4·(3x2+3) Use g(x)=x3+3x−4 in h′(x)=1g(x)g′(x).=3x2+3x3+3x−4 Rewrite. 




General Logarithmic Functions

Key Takeaway

derivative of logbx

For logarithms with base b≠e:
ddx(logbx)=1xlnb

More generally:

ddx(logb(g(x)))=g′(x)g(x)lnb

Again, the factor of lnb adjusts for the different base.

Example

Find the derivative of h(x)=3x3x+2

Sample Answer

Use the quotient rule and the derivative from above.

h′(x)=3xln3(3x+2)−3xln3(3x)(3x+2)2 Apply the quotient rule. =2·3xln3(3x+2)2 Simplify. 
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Basic Trigonometric Derivatives

Key Takeaway

derivatives of sine and cosine

ddx(sinx)=cosx</center> <center>ddx(cosx)=−sinx

Notice the negative sign for cosine—this reflects the relationship between the functions and their graphs.

Pro Tip
Understanding the Sign Pattern
Watch the signs carefully:

	sinx differentiates to +cosx
	cosx differentiates to −sinx


At points where sinx has a horizontal tangent (maximum or minimum), cosx=0. Where sinx is increasing, cosx>0.

Example

Find the derivative of f(x)=5x3sinx.

Sample Answer

Don’t forget to use the product rule.



Sample Answer
Using the product rule, we have
f′(x)=ddx(5x3)·sinx+ddx(sinx)·5x3=15x2·sinx+cosx·5x3

After simplifying, we obtain

f′(x)=15x2sinx+5x3cosx.



Example

Find the derivative of g(x)=cosx4x2.

Sample Answer

Use the quotient rule.



Sample Answer

By applying the quotient rule, we have

g′(x)=(−sinx)4x2−8x(cosx)(4x2)2.

Simplifying, we obtain

g′(x)=−4x2sinx−8xcosx16x4=−xsinx−2cosx4x3
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Other Trigonometric Functions

The remaining trigonometric functions can be differentiated using the quotient rule, since they're defined as ratios of sine and cosine.

Key Takeaway

derivatives of all six trigonometric functions

ddx(sinx)=cosx
ddx(cosx)=−sinx
ddx(tanx)=sec2x
ddx(cotx)=−csc2x
ddx(secx)=secxtanx
ddx(cscx)=−cscxcotx
Pro Tip
Pattern Recognition
Notice the patterns:

	Functions starting with "co-" have negative derivatives
	Squared functions (sec2x, csc2x) come from tanx and cotx
	Products (secxtanx, cscxcotx) come from secx and cscx


Example

Find the derivative of f(x)=cscx+xtanx.

Sample Answer

To find this derivative, we must use both the sum rule and the product rule. Using the sum rule, we find

f′(x)=ddx(cscx)+ddx(xtanx).

 
In the first term, ddx(cscx)=−cscxcotx, and by applying the product rule to the second term we obtain

ddx(xtanx)=(1)(tanx)+(sec2x)(x).

 
Therefore, we have

f′(x)=−cscxcotx+tanx+xsec2x.

Watch the following video to see the worked solution to this example.

Interactive elements can be viewed embedded within the content of our online courseware.

For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "3.5 Derivatives of Trigonometric Functions (edited)" here (opens in new window).
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Advanced Partial Derivatives: Background You'll Need 2
Learning Goals

	Calculate the dot product of two given vectors



The Dot Product

The dot product is a new way to "multiply" vectors, but unlike vector addition and scalar multiplication, the result is a scalar (a number), not a vector.

Key Takeaway

dot product

For vectors 𝐮=⟨u1,u2,u3⟩ and 𝐯=⟨v1,v2,v3⟩:

𝐮·𝐯=u1v1+u2v2+u3v3

For 2D vectors 𝐮=⟨u1,u2⟩ and 𝐯=⟨v1,v2⟩:

𝐮·𝐯=u1v1+u2v2


The dot product is also called the scalar product (because the result is a scalar) or the inner product.

Pro Tip
Multiply corresponding components and add the results. For ⟨2,3,1⟩·⟨4,−1,5⟩:
(2)(4)+(3)(−1)+(1)(5)=8−3+5=10
Example

	Find the dot product of 𝐮=⟨3,5,2⟩ and 𝐯=⟨−1,3,0⟩.
	Find the scalar product of 𝐩=10𝐢−4𝐣+7𝐤 and 𝐪=−2𝐢+𝐣+6𝐤.


Sample Answer

	Substitute the vector components into the formula for the dot product:


u·v=u1v1+u2v2+u3v3=3(−1)+5(3)+2(0)=−3+15+0=12.


	The calculation is the same if the vectors are written using standard unit vectors. We still have three components for each vector to substitute into the formula for the dot product:

p·q=u1v1+u2v2+u3v3=10(−2)+(−4)(1)+7(6)=−20−4+42=18.
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Properties of the Dot Product

The dot product follows familiar algebraic rules, making it easy to work with in calculations.

Key Takeaway

properties of the dot product

Let 𝐮, 𝐯, and 𝐰 be vectors, and let c be a scalar.

	Commutative: 𝐮·𝐯=𝐯·𝐮
	Distributive: 𝐮·(𝐯+𝐰)=𝐮·𝐯+𝐮·𝐰
	Associative with scalars: c(𝐮·𝐯)=(c𝐮)·𝐯=𝐮·(c𝐯)
	Magnitude relationship: 𝐯·𝐯=||𝐯||2



From the definition and properties, we can make several key observations:

	0·𝐯=0 for any vector 𝐯
	If 𝐯·𝐯=0, then 𝐯=0 (only the zero vector has dot product zero with itself)
	The dot product of a vector with itself gives the square of its magnitude


Recall
Remember that ||𝐯||=v12+v22+v32, so ||𝐯||2=v12+v22+v32=𝐯·𝐯.Example

Let 𝐚=⟨1,2,−3⟩, 𝐛=⟨0,2,4⟩, and 𝐜=⟨5,−1,3⟩. Find each of the following products.

	(𝐚·𝐛)𝐜
	𝐚·(2𝐜)
	||𝐛||2


Sample Answer

	Note that this expression asks for the scalar multiple of  𝐜 by 𝐚·𝐛:
(𝐚·𝐛)𝐜=(⟨1,2,−3⟩·⟨0,2,4⟩)⟨5,−1,3⟩=(1(0)+2(2)+(−3)(4))⟨5,−1,3⟩=−8⟨5,−1,3⟩=⟨−40,8,−24⟩.

	This expression is a dot product of vector 𝐚 and scalar multiple 2𝐜:

𝐚·(2𝐜)=2(𝐚·𝐜)=2(⟨1,2,−3⟩·⟨5,−1,3⟩)=2(1(5)+2(−1)+(−3)(3))=2(−6)=−12.

	Simplifying this expression is a straightforward application of the dot product:
||𝐛||2=𝐛·𝐛=⟨0,2,4⟩·⟨0,2,4⟩=02+22+42=0+4+16=20.





Advanced Partial Derivatives: Background You'll Need 3
Learning Goals

	Use implicit differentiation to find derivatives and the equations for tangent lines



What is Implicit Differentiation?

When an equation relates x and y without explicitly solving for one variable, you can still find derivatives using implicit differentiation.

Recall

Explicit function: y is isolated on one side

	Example: y=x2+1


Implicit function: x and y are interrelated in an equation

	Example: x2+y2=25



Implicit differentiation is essential for finding the slopes of tangent lines to curves that are not explicit functions. For example, the equation y−x2=1 implicitly defines y because it does not isolate y on one side of the equation. This method allows us to derive relations where y is defined implicitly by differentiating both sides of the equation with respect to x, treating y as a function of x where necessary.

An equation defines a function implicitly if it holds for y and x without isolating one variable on one side. For instance, the equations:

y=25−x2,  y=−25−x2, and y={25−x2 if −5≤x<0−25−x2 if 0≤x≤5,

are all examples of functions defined implicitly by the circle equation x2+y2=25.

Figure 1 illustrates how the equation x2+y2=25 defines multiple functions implicitly, showcasing different ways y can be expressed in relation to x. These representations include the full circle and its segments, dependent on x values, demonstrating the versatility of implicit functions.

[image: The circle with radius 5 and center at the origin is graphed fully in one picture. Then, only its segments in quadrants I and II are graphed. Then, only its segments in quadrants III and IV are graphed. Lastly, only its segments in quadrants II and IV are graphed.]The equation x2+y2=25 defines many functions implicitly.
To apply implicit differentiation practically, consider finding the slope of the tangent line to the circle at a specific point.

For example, to determine the slope at point (3,4), one might initially think to differentiate y=25−x2 directly at x=3. Similarly, to find the slope at (3,−4), we could use the derivative of y=−25−x2. However, these expressions don't always provide the clearest path for differentiation, especially over different ranges of x.

Implicit differentiation streamlines this process by differentiating the entire equation directly:
2x+2ydydx=0

This leads to:
dydx=−xy

which can then be evaluated at any point on the curve without having to solve explicitly for y first. This method confirms the flexibility and power of implicit differentiation in handling equations where y is not isolated.

The process of finding dydx using implicit differentiation is described in the following problem-solving strategy.

How to: Implicit Differentiation
	Differentiate both sides with respect to x
	Treat y as a function of x
	Use the chain rule when differentiating terms with y
	Example: ddx(siny)=cosy·dydx



	Collect dydx terms on one side of the equation
	Factor out dydx
	Solve for dydx by dividing both sides


Example

Assuming that y is defined implicitly by the equation x2+y2=25, find dydx.

Sample Answer

Follow the steps in the problem-solving strategy.

ddx(x2+y2)=ddx(25) Step 1. Differentiate both sides of the equation. ddx(x2)+ddx(y2)=0 Step 1.1. Use the sum rule on the left.  On the right, ddx(25)=0.2x+2ydydx=0 Step 1.2. Take the derivatives, so ddx(x2)=2x and ddx(y2)=2ydydx.2ydydx=−2x Step 2. Keep the terms with dydx on the left.  Move the remaining terms to the right. dydx=−xy Step 4. Divide both sides of the equation by 2y. (Step 3 does not apply in this case.) 

Analysis
Note that the resulting expression for dydx is in terms of both the independent variable x and the dependent variable y. Although in some cases it may be possible to express dydx in terms of x only, it is generally not possible to do so.



Example

Assuming that y is defined implicitly by the equation x3siny+y=4x+3, find dydx.

Sample Answer

ddx(x3siny+y)=ddx(4x+3) Step 1: Differentiate both sides of the equation. ddx(x3siny)+ddx(y)=4 Step 1.1: Apply the sum rule on the left.  On the right, ddx(4x+3)=4.(ddx(x3)·siny+ddx(siny)·x3)+dydx=4 Step 1.2: Use the product rule to find ddx(x3siny). Observe that ddx(y)=dydx.3x2siny+(cosydydx)·x3+dydx=4 Step 1.3: We know ddx(x3)=3x2. Use the  chain rule to obtain ddx(siny)=cosydydx.x3cosydydx+dydx=4−3x2siny Step 2: Keep all terms containing dydx on the  left. Move all other terms to the right. dydx(x3cosy+1)=4−3x2siny Step 3: Factor out dydx on the left. dydx=4−3x2sinyx3cosy+1 Step 4: Solve for dydx by dividing both sides of  the equation by x3cosy+1.


Example

Find d2ydx2 if x2+y2=25.

Sample Answer

In the first example, we showed that dydx=−xy. We can take the derivative of both sides of this equation to find d2ydx2.

d2ydx2=ddx(−xy) Differentiate both sides of dydx=−xy.=−(1·y−xdydx)y2 Use the quotient rule to find ddx(−xy).=−y+xdydxy2 Simplify. =−y+x(−xy)y2 Substitute dydx=−xy.=−y2−x2y3 Simplify. 

At this point we have found an expression for d2ydx2. If we choose, we can simplify the expression further by recalling that x2+y2=25 and making this substitution in the numerator to obtain d2ydx2=−25y3.

Watch the following video to see the worked solution to this example..

Interactive elements can be viewed embedded within the content of our online courseware.

For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "3.8 Implicit Differentiation" here (opens in new window).
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The Chain Rule: Learn It 1
Learning Goals

	Use the chain rule when you have one independent variable
	Apply the chain rule with multiple changing variables
	Find derivatives implicitly when working with functions of multiple variables



Chain Rules for One or Two Independent Variables

In single-variable calculus, the chain rule was one of the most useful differentiation rules. It allowed us to find the derivative of the composition of two functions. The same thing is true for multivariable calculus, but now we have to deal with more than one form of the chain rule.

Recall

Chain Rule for Single-Variable Functions

For the derivative of a composite of two functions:

ddx(f(g(x)))=f′(g(x))g′(x)

where both f(x) and g(x) are functions of one variable.


In the above equation, both f(x) and g(x) are functions of one variable. What happens when f is a function of two variables and g is a function of one variable? Or when they're both functions of two variables? The following theorem gives us the answer when we have one independent variable.

Key Takeaway

chain rule for one independent variable

Suppose that x=g(t) and y=h(t) are differentiable functions of t and z=f(x,y) is a differentiable function of x and y. Then z=f(x(t),y(t)) is a differentiable function of t and

dzdt=∂z∂x·dxdt+∂z∂y·dydt,

where the ordinary derivatives are evaluated at t and the partial derivatives are evaluated at (x,y).

Connect It

Proof



The proof of this theorem uses the definition of differentiability of a function of two variables. Suppose that f is differentiable at the point P(x0,y0), where x0=g(t0) and y0=h(t0) for a fixed value of t0. We wish to prove that z=f(x(t),y(t)) is differentiable at t=t0 and that the Chain Rule for One Independent Variable holds at that point as well.

Since f is differentiable at P, we know that

z(t)=f(x,y)=f(x0,y0)+fx(x0,y0)(x−x0)+fy(x0,y0)(y−y0)+E(x,y),

where lim(x,y)→(x0,y0)E(x,y)(x−x0)2+(y−y0)2=0. We then subtract z0=f(x0,y0) from both sides of this equation:
2z(t)−z(t0)&=f(x(t),y(t))−f(x(t0),y(t0))&=fx(x0,y0)(x(t)−x(t0))+fy(x0,y0)(y(t)−y(t0))+E(x(t),y(t)).

Next, we divide both sides by t−t0:
z(t)−z(t0)t−t0=fx(x0,y0)(x(t)−x(t0)t−t0)+fy(x0,y0)(y(t)−y(t0)t−t0)+E(x(t),y(t))t−t0.

Then we take the limit as t approaches t0:
limt→t0z(t)−z(t0)t−t0=fx(x0,y0)limt→t0(x(t)−x(t)t−t0)+fy(x0,y0)limt→t0(y(t)−y(t0)t−t0)+limt→t0E(x(t),y(t))t−t0.

The left-hand side of this equation is equal to dz/dt, which leads to
dzdt=fx(x0,y0)dxdt+fy(x0,y0)dydt+limt→t0E(x(t),y(t))t−t0.

The last term can be rewritten as
2limt→t0E(x(t),y(t))t−t0&=limt→t0(E(x,y)(x−x0)2+(y−y0)2(x−x0)2+(y−y0)2t−t0)&=limt→t0(E(x,y)(x−x0)2+(y−y0)2)limt→t0((x−x0)2+(y−y0)2t−t0).

As t approaches t0,(x(t),y(t)) approaches (x(t0),y(t0)), so we can rewrite the last product as
lim(x,y)→(x0,y0)(E(x,y)(x−x0)2+(y−y0)2)lim(x,y)→(x0,y0)((x−x0)2+(y−y0)2t−t0)

Since the first limit is equal to zero, we need only show that the second limit is finite:
2lim(x,y)→(x0,y0)((x−x0)2+(y−y0)2t−t0)&=lim(x,y)→(x0,y0)((x−x0)2+(y−y0)2(t−t0)2)&=lim(x,y)→(x0,y0)((x−x0t−t0)2+(y−y0t−t0)2)&=(lim(x,y)→(x0,y0)(x−x0t−t0))2+(lim(x,y)→(x0,y0)(y−y0t−t0))2.

Since x(t) and y(t) are both differentiable functions of t, both limits inside the last radical exist. Therefore, this value is finite. This proves the chain rule at t=t0; the rest of the theorem follows from the assumption that all functions are differentiable over their entire domains.

∎

Look closely at this chain rule. The first term is ∂z∂x·dxdt and the second term is ∂z∂y·dydt. If we treat these derivatives like fractions, each product "simplifies"—the x in the first term appears to cancel, as does the y in the second term.

The variables x and y are called intermediate variables because they're independent variables for f, but dependent variables for t. Notice that we have two terms on the right side, and f is a function of two variables. This pattern holds for functions with more variables too.

Pro Tip
The number of terms in the chain rule equals the number of intermediate variables. Each term corresponds to one path through the variables from z to t.

Example
Calculate dz/dt for each of the following functions:
a. z=f(x,y)=4x2+3y2,x=x(t)=sint,y=y(t)=cost

b. z=f(x,y)=x2−y2,x=x(t)=e2t,y=y(t)=e−t

Sample Answer


a. To use the chain rule, we need four quantities—∂z/∂x,∂z/∂y,dx/dt, and dy/dt:

2∂z∂x&=8x&&∂z∂y&=6ydxdt&=cost&&dydt&=−sint.

Now, we substitute each of these into the Chain Rule for One Independent Variable:

2dzdt&=∂z∂x·dxdt+∂z∂y·dydt&=(8x)(cost)+(6y)(−sint)&=8xcost−6ysint.

This answer has three variables in it. To reduce it to one variable, use the fact that x(t)=sint and y(t)=cost. We obtain

2dzdt&=8xcost−6ysint&=8(sint)cost−6(cost)sint&=2sintcost.

This derivative can also be calculated by first substituting x(t) and y(t) into f(x,y), then differentiating with respect to t:

2z&=f(x,y)&=f(x(t),y(t))&=4(x(t))2+3(y(t))2&=4sin2t+3cos2t.

Then

2dzdt&=2(4sint)(cost)+2(3cost)(−sint)&=8sintcost−6sintcost&=2sintcost,

which is the same solution. However, it may not always be this easy to differentiate in this form.

b. To use the chain rule, we again need four quantities—∂z/∂x,∂z/∂y,dx/dt,, and dy/dt:

2∂z∂x&=xx2−y2&&∂z∂y&=−yx2−y2dxdt&=2e2t&&dydt&=−e−tt.

We substitute each of these into the Chain Rule for One Independent Variable:

2dzdt&=∂z∂x·dxdt+∂z∂y·dydt&=(xx2−y2)(2e2t)+(−yx2−y2)(−e−t)&=2xe2t−ye−tx2−y2.

To reduce this to one variable, we use the fact that x(t)=e2t and y(t)=e−1. Therefore,

2dzdt&=2xe2t−ye−tx2−y2&=2(e2t)e2t+(e−t)e−te4t−e−2t&=2e4t+e−2te4t−e−2t.

To eliminate negative exponents, we multiply the top by e2t and the bottom by e4t:

2dzdt&=2e4t+e−2te4t−e−2t·e2te4t&=2e6t+1e8t−e2t&=2e6t+1e2t(e6t−1)&=2e6t+1ete6t−1.

Again, this derivative can also be calculated by first substituting x(t) and y(t) into f(x,y), then differentiating with respect to t:

2z&=f(x,y)&=f(x(t),y(t))&=(x(t))2−(y(t))2&=e4t−e−2t&=(e4t−e−2t)1/2.

Then

2dzdt&=12(e4t−e−2t)−1/2(4e4t+2e−2t)&=2e4t+e−2te4t−e−2t.

This is the same solution.




Tree Diagrams for the Chain Rule

A visual representation of the chain rule can be helpful. We use a tree diagram to remember the formula (Figure 1).

[image: A diagram that starts with z = f(x, y). Along the first branch, it is written ∂z/∂x, then x = x(t), then dx/dt, then t, and finally it says ∂z/∂x dx/dt. Along the other branch, it is written ∂z/∂y, then y = y(t), then dy/dt, then t, and finally it says ∂z/∂y dy/dt.]Tree diagram for the case dzdt=∂z∂x·dxdt+∂z∂y·dydt.
In this diagram, the leftmost corner represents z=f(x,y). Since f has two independent variables, two lines come from this corner. The upper branch corresponds to x and the lower branch corresponds to y.

Since both variables depend on t, one branch comes from x and one from y. Each branch on the far right shows the path traveled to reach it. The top branch follows x then t, so it's labeled ∂z∂x×dxdt. The bottom branch follows y then t, labeled ∂z∂y×dydt.

To get dzdt, add all the terms on the rightmost side of the diagram.

Chain Rule for Two Independent Variables

Now suppose z=f(x,y) is a function of x and y, and both x=g(u,v) and y=h(u,v) are functions of u and v.

Key Takeaway

chain rule for two independent variables

Suppose x=g(u,v) and y=h(u,v) are differentiable functions of u and v, and z=f(x,y) is a differentiable function of x and y. Then, z=f(g(u,v),h(u,v)) is a differentiable function of u and v, and

∂z∂u=∂z∂x∂x∂u+∂z∂y∂y∂u

and
∂x∂v=∂z∂x∂x∂v+∂z∂y∂y∂v



We can draw a tree diagram for each of these formulas as well.





[image: A diagram that starts with z = f(x, y). Along the first branch, it is written ∂z/∂x, then x = g(u, v), at which point it breaks into another two branches: the first subbranch says ∂x/∂u, then u, and finally it says ∂z/∂x ∂x/∂u; the second subbranch says ∂x/∂v, then v, and finally it says ∂z/∂x ∂x/∂v. Along the other branch, it is written ∂z/∂y, then y = h(u, v), at which point it breaks into another two branches: the first subbranch says ∂y/∂u, then u, and finally it says ∂z/∂y ∂y/∂u; the second subbranch says ∂y/∂v, then v, and finally it says ∂z/∂y ∂y/∂v.]Tree diagram for ∂z∂u=∂z∂x∂x∂u+∂z∂y∂y∂u and ∂x∂v=∂z∂x∂x∂v+∂z∂y∂y∂v.




To find ∂z∂u, start from the left side of the diagram and follow only the branches ending with u. Add the terms at the end of those branches. For ∂z∂v, follow only the branches ending with v.

Pro Tip
There's an important difference between these two chain rules. In the chain rule for one independent variable, the left side is an ordinary derivative dzdt because z ultimately depends only on t. In the chain rule for two independent variables, the left side is a partial derivative ∂z∂u (or ∂z∂v) because z depends on both u and v.

Example
Calculate ∂z/∂u and ∂z/∂v using the following functions:
z=f(x,y)=3x2−2xy+y2,x=x(u,v)=3u+2v,y=y(u,v)=4u−v

Sample Answer


To implement the chain rule for two variables, we need six partial derivatives—∂z/∂x,∂z/∂y,∂x/∂u,∂x/∂v,∂y/∂u,, and ∂y/∂v:

2∂z∂x&=6x−2y&&∂z∂y&=−2x+2y∂x∂u&=3&&∂x∂v&=2∂y∂u&=4&&∂y∂v&=−1.

To find ∂z/∂u, we use the Chain Rule for Two Independent Variables:

2∂z∂u&=∂z∂x∂x∂u+∂x∂y∂y∂u&=3(6x−2y)+4(−2x+2y)&=10x+2y.

Next, we substitute x(u,v)=3u+2v and y(u,v)=4u−v:

2∂z∂u&=10x+2y&=10(3u+2v)+2(4u−v)&=38u+18v.

To find ∂z/∂v, we use the Chain Rule for Two Independent Variables:

2∂z∂v&=∂z∂x∂x∂v+∂x∂y∂y∂v&=2(6x−2y)+(−1)(−2x+2y)&=14x−6y.

Then we substitute x(u,v)=3u+2v and y(u,v)=4u−v:

2∂z∂v&=14x−6y&=14(3u+2v)−6(4u−v)&=18u+34v.



The Chain Rule: Learn It 2
The Generalized Chain Rule

Now that we've seen how to extend the chain rule to functions of two variables, a natural question arises: Can we extend the rule to more than two variables? The answer is yes.

Key Takeaway

generalized chain rule

Let w=f(x1,x2,…,xm) be a differentiable function of m variables, and let each xi=xi(t1,t2,…,tn) be a differentiable function of n variables. Then:

∂w∂tj=∂w∂x1∂x1∂tj+∂w∂x2∂x2∂tj+⋯+∂w∂xm∂xm∂tj

for any j∈1,2,…,n.


In the next example, we calculate the derivative of a function of three independent variables where each variable depends on two other variables.

Example
Calculate ∂w/∂u and ∂w/∂v using the following functions:w=f(x,y,z)=3x2−2xy+4z2x=x(u,v)=eusinvy=y(u,v)=eycosvz=z(u,v)=eu.
Sample Answer


The formulas for ∂w/∂u and ∂w/∂v are
∂w∂u=∂w∂x·∂x∂u+∂w∂y·∂y∂u+∂w∂z·∂z∂u

∂w∂v=∂w∂x·∂x∂v+∂w∂y·∂y∂v+∂w∂z·∂z∂v.

Therefore, there are nine different partial derivatives that need to be calculated and substituted. We need to calculate each of them:

2∂w∂x&=6x−2y&&∂w∂y&=−2x&&∂w∂z&=8z∂x∂u&=eusinv&&∂y∂u&=eucosv&&∂z∂u&=eu∂x∂v&=eucosv&&∂y∂v&=−eusinv&&∂z∂v&=0.

Now, we substitute each of them into the first formula to calculate ∂w/∂u:

∂w∂u=∂w∂x·∂x∂u+∂w∂y·∂y∂u+∂w∂z·∂z∂u=(6x−2y)eusinv−2xeucosv+8zeu,

then substitute x(u,v)=eusinv,y(u,v)=eucosv, and z(u,v)=eu, into this equation:

∂w∂u=(6x−2y)eusinv−2xeucosv+8zeu=(6eusinv−2eucosv)eusinv−2(eusinv)eucosv+8e2u=6e2usin2v−4e2usinvcosv+8e2u=2e2u(3sin2v−2sinvcosv+4).

Next, we calculate ∂w/∂v:

∂w∂v=∂w∂x·∂x∂v+∂w∂y·∂y∂v+∂w∂z·∂z∂v=(6x−2y)eucosv−2x(−eusinv)+8z(0),

then we substitute x(u,v)=eusinv,y(u,v)=eucosv, and z(u,v)=eu into this equation:

∂w∂v=(6x−2y)eucosv−2x(−eusinv)=(6eusinv−2eucosv)eucosv+2(eusinv)(eusin)=2e2usin2v+6e2usinvcosv−2e2ucos2v=2e2u(sin2v+sinvcosv−cos2v).


Example
Create a tree diagram for the case when
w=f(x,y,z),x=x(t,u,v),y=y(t,u,v),z=z(t,u,v)

and write out the formulas for the three partial derivatives of w.


Sample Answer


Starting from the left, the function f has three independent variables: x, y, and z. Therefore, three branches must be emanating from the first node. Each of these three branches also has three branches, for each of the variables t, u, and v.

[image: A diagram that starts with w = f(x, y, z). Along the first branch, it is written ∂w/∂x, then x = x(t, u, v), at which point it breaks into another three subbranches: the first subbranch says t and then ∂w/∂x ∂x/∂t; the second subbranch says u and then ∂w/∂x ∂x/∂u; and the third subbranch says v and then ∂w/∂x ∂x/∂v. Along the second branch, it is written ∂w/∂y, then y = y(t, u, v), at which point it breaks into another three subbranches: the first subbranch says t and then ∂w/∂y ∂y/∂t; the second subbranch says u and then ∂w/∂y ∂y/∂u; and the third subbranch says v and then ∂w/∂y ∂y/∂v. Along the third branch, it is written ∂w/∂z, then z = z(t, u, v), at which point it breaks into another three subbranches: the first subbranch says t and then ∂w/∂z ∂z/∂t; the second subbranch says u and then ∂w/∂z ∂z/∂u; and the third subbranch says v and then ∂w/∂z ∂z/∂v.]Tree diagram for a function of three variables, each of which is a function of three independent variables.

The three formulas are
∂w∂t=∂w∂x∂x∂t+∂w∂y∂y∂t+∂w∂z∂z∂t

∂w∂u=∂w∂x∂x∂u+∂w∂y∂y∂u+∂w∂z∂z∂u

∂w∂v=∂w∂x∂x∂v+∂w∂y∂y∂v+∂w∂z∂z∂v.



The Chain Rule: Learn It 3
Implicit Differentiation

In single-variable calculus, we learned how to find dydx when y is defined implicitly as a function of x. The technique involved differentiating both sides of an equation with respect to x, then solving for the derivative. Partial derivatives give us an alternative approach to this problem.

Recall

Implicit Differentiation for Single-Variable Functions

Implicit differentiation gives us a method for finding dydx when y is defined implicitly as a function of x. The method involves differentiating both sides of the equation with respect to x, then solving for dydx.


Consider the ellipse defined by the equation x2+3y2+4y−4=0.

[image: An ellipse with center near (0, –0.7), major axis horizontal and of length roughly 4.5, and minor axis of length roughly 3.]Graph of the ellipse defined by x2+3y2+4y−4=0.This equation implicitly defines y as a function of x. As such, we can find the derivative dy/dx using the method of implicit differentiation:

ddx(x2+3y2+4y−4)=ddx(0)2x+6ydydx+4dydx=0(6y+4)dydx=−2xdydx=−x3y+2.

We can also define a function z=f(x,y) using the left-hand side of the equation. Then f(x,y)=x2+3y2+4y−4, and the ellipse x2+3y2+4y−4=0 can be described by f(x,y)=0. This gives us an alternative approach to calculating dydx.

Key Takeaway

implicit differentiation of a function of two or more variables

Suppose z=f(x,y) defines y implicitly as a function y=g(x) via the equation f(x,y)=0. Then

dydx=−∂f/∂x∂f/∂y

provided fy(x,y)≠0.

If the equation f(x,y,z)=0 defines z implicitly as a differentiable function of x and y, then

∂z∂x=−∂f/∂x∂f/∂z and ∂z∂y=−∂f/∂y∂f/∂z

as long as fz(x,y,z)≠0.

This formula is a direct consequence of the chain rule. If y is defined implicitly as a function of x via f(x,y)=0, we can apply the chain rule to find dydx:

ddxf(x,y)=ddx(0)∂f∂x·dxdx+∂f∂y·dydx=0∂f∂x+∂f∂y·dydx=0.

Solving for dydx gives us the formula. The formulas for three variables can be derived similarly.
Let's return to the ellipse example using this new approach. With f(x,y)=x2+3y2+4y−4, we calculate:

∂f∂x=2x∂f∂y=6y+4.
Then the formula gives:

dydx=−∂f/∂x∂f/∂y=−2x6y+4=−x3y+2,

which is the same result we obtained using the traditional implicit differentiation method.


Why Use Partial Derivatives? This method can be more efficient than traditional implicit differentiation, especially for complicated equations. Instead of differentiating the entire equation and solving for dydx, you just find two partial derivatives and plug them into the formula.

Example

	Calculate dy/dx if y is implicitly as a function of x via the equation 3x2−2xy+y2+4x−6y−11=0. What is the equation of the tangent line to the graph of this curve at point (2,1)?
	Calculate ∂z/∂x and ∂z/∂y, given x2ey−yzex=0.


Sample Answer

	Set f(x,y)=3x2−2xy+y2+4x−6y−11=0, then calculate fx and fy:fx=6x−2y+4fy=−2x+2y−6.The derivative given by
dydx=−∂f/∂x∂f/∂y=−6x−2y+4−2x+2y−6=−3x−y+2x−y+3

The slope of the tangent line at point (2,1) is given by
dydx|(x,y)=(2,1)=3(2)−1+22−1+3=74.

To find the equation of the tangent line, we use the point-slope form (Figure 6):

y−y0=m(x−x0)y−1=74(x−2)y=74x−72+1y=74x−52.

 

[image: A rotated ellipse with equation 3x2 – 2xy + y2 + 4x – 6y – 11 = 0 and with tangent at (2, 1). The equation for the tangent is given by y = 7/4 x – 5/2. The ellipse’s major axis is parallel to the tangent line.]Graph of the rotated ellipse defined by 3x2−2xy+y2+4x−6y−11=0.
	We have f(x,y,z)=x2ey−yzex. Therefore,
∂f∂x=2xey−yzex∂f∂y=x2ey−zex∂f∂x=−yex.

Using the Implicit Differentiation of a Function of Two or More Variables in terms of x and y:2∂z∂x&=−∂f/∂x∂f/∂y&&&&∂z∂y&=−∂f/∂y∂f/∂z&=−2xey−yzex−yex&& and &&&=−x2ey−zex−yex&=2xey−yzexyex&&&&&=x2ey−zexyex.
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The Chain Rule: Apply It
Learning Goals

	Use the chain rule when you have one independent variable
	Apply the chain rule with multiple changing variables
	Find derivatives implicitly when working with functions of multiple variables



Tracking Drone Flight Performance

You work as a technician for a company that operates delivery drones. Each drone's battery efficiency depends on multiple factors like altitude, speed, and air temperature—all of which change over time during a flight. To optimize delivery routes and predict battery life, you need to understand how quickly efficiency changes as these variables shift. Additionally, the drone's flight path follows certain constraints that define relationships between position variables. Your task is to apply chain rule techniques to analyze how efficiency changes during flight and to find rates of change when variables are related implicitly.

Try It
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Tangent Planes and Linear Approximations: Learn It 1
Learning Goals

	Find equations of tangent planes to surfaces
	Use tangent planes for approximation
	Explain when a function of two variables is differentiable
	Use the total differential to approximate the change in a function of two variables



Tangent Planes

You've already worked with tangent lines to curves when studying functions of one variable. For y=f(x), the slope of the tangent line at x=a is m=f′(a). Now we're extending this idea to three dimensions—finding tangent planes to surfaces.

In two dimensions, only one line can be tangent to a curve at a point. In three dimensions, things get more interesting—infinitely many lines can be tangent to a surface at a single point. If all these tangent lines lie in the same plane, that plane is the tangent plane.

Pro Tip
A more intuitive way to think of a tangent plane is to assume the surface is smooth at that point (no corners). Then, a tangent line to the surface at that point in any direction does not have any abrupt changes in slope because the direction changes smoothly.

Key Takeaway

tangent plane

Let P0=(x0,y0,z0) be a point on a surface S, and let C be any curve passing through P0 and lying entirely in S. If the tangent lines to all such curves C at P0 lie in the same plane, then this plane is called the tangent plane to S at P0.

[image: A surface S is shown with a point P0 = (x0, y0, z0). There are two intersecting curves shown on S that pass through P0. There are tangents drawn for each of these curves at P0, and these tangent lines create a plane, namely, the tangent plane at P0.]The tangent plane to a surface S at a point P0 contains all the tangent lines to curves in S that pass through P0.For a tangent plane to exist at a point, the function defining the surface needs to be differentiable at that point. We'll define differentiability more carefully later in this section. For now, here's the formula for finding tangent planes.

Key Takeaway

equation of a tangent plane

Let S be a surface defined by a differentiable function z=f(x, y), and let P0=(x0, y0) be a point in the domain of f. Then, the equation of the tangent plane to S at P0 is given by
z=f(x0, y0)+fx(x0, y0)(x−x0)+fy(x0, y0)(y−y0).


Where Does This Formula Come From?

To understand why this works, let's build it from the ground up using two tangent lines to the surface S. First, recall what you learned about tangent lines in single-variable calculus.

Recall

Definition of a Tangent Line

If y=f(x) is differentiable at x=x0, then the equation of the tangent line to the curve at x=x0 is:

y=f(x0)+f′(x0)(x−x0)


Now, consider two curves on our surface S. The first curve is where S intersects the vertical plane x=x0. The tangent line to this curve at our point is z=f(x0,y0)+fy(x0,y0)(y−y0). The second curve is where S intersects the vertical plane y=y0. Its tangent line is z=f(x0,y0)+fx(x0,y0)(x−x0).

These two tangent lines determine our tangent plane. To find the equation of the plane, we need a normal vector. Let's find vectors parallel to each tangent line:

	Parallel to the first tangent line: a=j+fy(x0,y0)k
	Parallel to the second tangent line: b=i+fx(x0,y0)k


The cross product of these vectors gives us a normal vector to the plane:

a×b=(j+fy(x0, y0)k)×(i+fx(x0, y0)k)=|ijk01fy(x0, y0)10fx(x0, y0)|=fx(x0, y0)i+fy(x0, y0)j−k.

This vector is perpendicular to both tangent lines, so it's perpendicular to the tangent plane. We can now use this normal vector n and the point P0=(x0,y0,f(x0,y0)) to write the equation of the plane:
n·((x−x0)i+(y−y0)j+(z−f(x0, y0))k)=0(fx(x0, y0)i+fy(x0, y0)j−k)·((x−x0)i+(y−y0)j+(z−f(x0, y0))k)=0fx(x0, y0)(x−x0)+fy(x0, y0)(y−y0)−(z−f(x0, y0))=0

 
Solving for z gives us the tangent plane equation.

Example
Find the equation of the tangent plane to the surface defined by the function f(x, y)=2x2−3xy+8y2+2x−4y+4 at point (2,−1).
Sample Answer

First, we must calculate fx(x, y) and fy(x, y), then use our definition with x0=2 and y0=−1:

fx(x, y)=4x−3y+2fy(x, y)=−3x+16y−4f(2, −1)=2(2)2−3(2)(−1)+8(−1)2+2(2)−4(−1)+4=34.fx(2, −1)=4(2)−3(−1)+2=13fy(2, −1)=−3(2)+16(−1)−4=−26.

 

Then our equation becomes
z=f(x0, y0)+fx(x0, y0)(x−x0)+fy(x0, y0)(y−y0)z=34+13(x−2)−26(y−(−1))z=34+13x−26−26y−26z=13x−26y−18.

 

(See the following figure).

[image: A curved surface f(x, y) = 2x2 – 3xy + 8y2 + 2x + 4y + 4 with tangent plane z = 13x – 26y – 18 at point (2, –1, 34).]Calculating the equation of a tangent plane to a given surface at a given point.


 



Example
Find the equation of the tangent plane to the surface defined by the function f(x,y)=sin(2x)cos(3y) at point (π/3,π/4).
Sample Answer

First, calculate fx(x, y) and fy(x, y), then use our definition with x0=π/3 and y0=π/4:

fx(x, y)=2cos(2x)cos(3y)fy(x,y)=−3sin(2x)sin(3y)f,(π3, π4)=sin(2(π3))cos(3(π4))=(32)(−22)=−64fx(π3, π4)=2cos(2(π3))cos(3,(π4))=2(−12)(−22)=22fy(π3, π4)=−3sin(2(π3))sin(3(π4))=−3(32)(22)=−364.



Then our definition becomes

2z&=f(x0,y0)+fx(x0,y0)(x−x0)+fy(x0,y0)(y−y0)z&=−64+22(x−π3)−364(y−π4)&z&=22x−364y−64−π26+3π616.






When Tangent Planes Don't Exist

Not every surface has a tangent plane at every point. Consider this function:

f(x, y)={xyx2+y2  (x, y)≠(0, 0)0            (x, y)=(0, 0).

Here's what its graph looks like:

[image: A curved surface that passes through (0, 0, 0) and that folds up on either side of the z axis.]Graph of a function that does not have a tangent plane at the origin.
When either x=0 or y=0, we have f(x,y)=0. The function doesn't change along either axis, so fx(x,0)=fy(0,y)=0. As x or y approach zero along the axes, these partial derivatives stay zero. Using our formula, we'd get z=0 as the equation of the tangent plane.

But watch what happens when we approach the origin from a different direction. Let's approach along the line y=x:

f(x, x)=x(x)x2+(x)2=x22x2=|x|2.

When x>0, this curve has slope 2/2. When x<0, the slope is −2/2.

This creates a problem. Our definition of tangent plane assumes all tangent lines through a point lie in the same plane. That's clearly not happening here—we're getting different slopes depending on which direction we approach from. When we discuss differentiability later, we'll see that this function isn't differentiable at the origin, which is why a tangent plane doesn't exist there.
Tangent Planes and Linear Approximations: Learn It 2
Linear Approximations

You've seen linear approximations before in single-variable calculus. The idea is straightforward: use a tangent line to estimate function values near a known point.

Recall

Linear Approximations and Differentials

The formula for the linear approximation of a function f(x) at the point x=a is:

y≈f(a)+f′(a)(x−a)


Here's what this looks like graphically:

[image: A curve in the xy plane with a point and a tangent to that point. The figure is marked tangent line approximation.]Linear approximation of a function in one variable.
The tangent line gives you a good approximation to f(x) for values of x reasonably close to x=a. When working with functions of two variables, we use the same idea—just replace the tangent line with a tangent plane.

Key Takeaway

linear approximation of a function of two variables

Given a function z=f(x,y) with continuous partial derivatives at the point (x0,y0), the linear approximation of f at (x0,y0) is:
L(x,y)=f(x0,y0)+fx(x0,y0)(x−x0)+fy(x0,y0)(y−y0).

Notice this is exactly the equation of the tangent plane to the surface z=f(x,y) at (x0,y0). The linear approximation works because if you know the exact value of f(x,y) at (x0,y0), then for points (x,y) close to (x0,y0), the tangent plane gives you a value close to the actual value of f(x,y) (Figure 5).

[image: A paraboloid with surface z = f(x, y). There is a point given on the paraboloid P (x0, y0) with a tangent plane at that point. There is a point on the plane which is marked as the linear approximation L(x, y) to f(x0, y0), which is close to the corresponding point on the paraboloid.]Using a tangent plane for linear approximation at a point.
Example
Given the function f(x,y)=41−4x2−y2, approximate f(2.1,2.9) using point (2,3) for (x0,y0). What is the approximate value of f(2.1,2.9) to four decimal places?
Sample Answer

To apply our definition, we first must calculate f(x0,y0), fx(x0,y0), and fy(x0,y0) using x0=2 and y0=3:

f(x0,y0)=f(2,3)=41−4(2)2−(3)2=41−16−9=16=4fx(x,y)=−4x41−4x2−y2 so fx(x0,y0)=−4(2)41−4(2)2−(3)2=−2fy(x,y)=−y41−4x2−y2 so fy(x0,y0)=−341−4(2)2−(3)2=−34.

 

Now we substitute these values into our definition equation:
L(x,y)=f(x0,y0)+fx(x0,y0)(x−x0)+fy(x0,y0)(y−y0)=4−2(x−2)−34(y−3)=414−2x−34y.

 

Last, we substitute x=2.1 and y=2.9 into L(x,y):
L(2.1,2.9)=414−2(2.1)−34(2.9)=10.25−4.2−2.175=3.875.

 

The approximate value of f(2.1,2.9( to four decimal places is
f(2.1,2.9)=41−4(2.1)2−(2.9)2=14.95≈3.8665,

 

which corresponds to a 0.2% error in approximation.



Tangent Planes and Linear Approximations: Learn It 3
Differentiability

For a function y=f(x) of one variable, we say the function is differentiable at x=a if f′(a) exists. When a function is differentiable at a point, the graph is "smooth" there—no corners—and a tangent line is well-defined.

For functions of two variables, differentiability is also connected to smoothness. In this case, a surface is considered to be smooth at point P if a tangent plane to the surface exists at that point. If a function is differentiable at a point, then a tangent plane to the surface exists at that point.  Recall that the tangent plane at (x0,y0) is:

z=f(x0,y0)+fx(x0,y0)(x−x0)+fy(x0,y0)(y−y0)

For this tangent plane to exist, the partial derivatives must exist at (x0,y0). However, this isn't enough to guarantee smoothness, as was illustrated in Figure 3. The partial derivatives existed at the origin, but the function had a corner there.

Key Takeaway

differentiable function at a point

A function f(x,y) is differentiable at a point P (x0,y0) if, for all points (x,y) in a δ disk around P, we can write:
f(x,y,z)=f(x0,y0)+fx(x0,y0)(x−x0)+fy(x0,y0)(y−y0)+E(x,y),

 

where the error term E satisfies:
lim(x,y)→(x0,y0)E(x,y)(x−x0)2+(y−y0)2=0.

The error term E(x,y) represents how closely the tangent plane approximates the surface in a small neighborhood around point P. For f to be differentiable at P, the function must be smooth—the graph of f must stay close to the tangent plane for points near P.

Example

The function f(x,y)={xyx2+y2(x,y)≠(0,0)0(x,y)=(0,0) is not differentiable at the origin.

We can see this by calculating the partial derivatives. This function appeared earlier in the section, where we showed that fx(0,0)=fy(0,0)=0. Substituting this information into our definition equation using x0=0 and y0=0, we get:

f(x,y)=f(0,0)+fx(0,0)(x−0)+fy(0,0)(y−0)+E(x,y)E(x,y)=xyx2+y2

Calculating lim(x,y)→(x0,y0)E(x,y)(x−x0)2+(y−y0)2 gives:

lim(x,y)→(x0,y0)E(x,y)(x−x0)2+(y−y0)2=lim(x,y)→(0,0)xyx2+y2x2+y2=lim(x,y)→(0,0)xyx2+y2

Depending on the path taken toward the origin, this limit takes different values. Therefore, the limit does not exist and the function f is not differentiable at the origin as shown in the following figure.

[image: A curved surface in xyz space that remains constant along the positive x axis and curves downward along the line y = –x in the second quadrant.]This function f(x,y) is not differentiable at the origin.Example
Show that the function f(x,y)=2x2−4y is differentiable at point (2,−3).
Sample Answer

First, we calculate f(x0,y0), fx(x0,y0), and fy(x0,y0) using x0=2 and y0=−3, then we use the equation for a Differentiable Function at a Point:

f(2,−3)=2(2)2−4(−3)=8+12=20fx(2,−3)=4(2)=8fy(2,−3)=−4.

 

Therefore m1=8 and m2=−4, and the equation for a Differentiable Function at a Point becomes
f(x,y)=f(2,−3)+fx(2,−3)(x−2)+fy(2,−3)(y+3)+E(x,y)2x2−4y=20+8(x−2)−4(y+3)+E(x,y)2x2−4y=20+8x−16−4y−12+E(x,y)2x2−4y=8x−4y−8+E(x,y)E(x,y)=2x2−8x+8.

 

Next, we calculate lim(x,y)→(x0,y0)E(x,y)(x−x0)2+(y−y0)2:
lim(x,y)→(x0,y0)E(x,y)(x−x0)2+(y−y0)2=lim(x,y)→(2,−3)2x2−8x+8(x−2)2+(y+3)2=lim(x,y)→(2,−3)2(x2−4x+4)(x−2)2+(y+3)2=lim(x,y)→(2,−3)2(x−2)2(x−2)2+(y+3)2≤lim(x,y)→(2,−3)2((x−2)2+(y+3)2)(x−2)2+(y+3)2=lim(x,y)→(2,−3)2(x−2)2+(y+3)2=0.

 

Since E(x,y)≥0 for any value of x or y, the original limit must be equal to zero. Therefore, f(x,y)=2x2−4y is differentiable at point (2,−3).




The Connection Between Differentiability and Continuity

Differentiability and continuity for functions of two or more variables are connected, just as they are for functions of one variable.

Key Takeaway

differentiability implies continuity

Let z=f(x,y) be a function of two variables with (x0,y0) in the domain of f. If f(x,y) is differentiable at (x0,y0), then f(x,y) is continuous at (x0,y0).


This theorem shows that if a function is differentiable at a point, then it must be continuous there. However, the reverse isn't true—a function can be continuous at a point without being differentiable there. For example,

f(x,y)={xyx2+y2(x,y)≠(0,0)0(x,y)=(0,0)

is continuous at the origin, but not differentiable there. This is similar to what happens in single-variable calculus.

The next theorem gives us a practical way to check for differentiability. It says that if the function and its partial derivatives are all continuous at a point, then the function is differentiable there.

Key Takeaway

continuity of first partials implies differentiability

Let z=f(x,y) be a function of two variables with (x0,y0) in the domain of f. If f(x,y), fx(x,y), and fy(x,y) all exist in a neighborhood of (x0,y0) and are continuous at (x0,y0), then f(x,y) is differentiable there.


Let's revisit the function we showed wasn't differentiable at the origin:

f(x,y)={xyx2+y2(x,y)≠(0,0)0(x,y)=(0,0)

The partial derivatives are:

∂f∂x=y3(x2+y2)3/2 and ∂f∂y=x3(x2+y2)3/2

The contrapositive of the previous theorem states that if a function is not differentiable, then at least one of the hypotheses must fail. Let's check whether fx is continuous at (0,0). For continuity, we need lim(x,y)→(0,0)fx(x,y)=fx(0,0):

lim(x,y)→(0,0)fx(x,y)=lim(x,y)→(0,0)y3(x2+y2)3/2.

Let x=ky. Then:

lim(x,y)→(0,0)y3(x2+y2)3/2=limy→0y3((ky)2+y2)3/2=limy→0y3(k2y2+y2)3/2=limy→0y3|y3|(k2+1)3/2=1(k2+1)3/2limy→0|y|y

If y>0, this expression equals 1/(k2+1)3/2; if y<0, it equals −(1/(k2+1)3/2). In either case, the value depends on k, so the limit fails to exist. This confirms that fx is not continuous at the origin, which is why the function isn't differentiable there.Tangent Planes and Linear Approximations: Learn It 4
Differentials

You first encountered differentials when studying linear approximations in single-variable calculus. The differential of y, written dy, is defined as f′(x)dx. We use differentials to approximate Δy=f(x+Δx)−f(x), where Δx=dx.

We can extend this idea to the linear approximation of a function of two variables at the point(x0,y0) to create the formula for the total differential for a function of two variables.

Key Takeaway

total differential

Let z=f(x,y) be a function of two variables with (x0,y0) in the domain of f and let Δx and Δy be chosen so that (x0+Δx,y0+Δy) is also in the domain of f. If f is differentiable at the point (x0,y0), then the differentials dx and dy are defined as:
dx=Δx and dy=Δy

The differential dz also called the total differential of z=f(x,y) at (x0,y0), is defined as:
dz=fx(x0,y0)dx+fy(x0,y0)dy.

Pro Tip
Notice that we use d (not the partial derivative symbol ∂) for the total differential.
Now, let's define Δz=f(x+Δx,y+Δy)−f(x,y). We use dz to approximate Δz:

Δz≈dz=fx(x0,y0)dx+fy(x0,y0)dy

The differential approximates the change in z=f(x0,y0) at point (x0,y0) for given values of Δx and Δy. Since Δz=f(x+Δx,y+Δy)−f(x,y), we can use this to approximate f(x+Δx,y+Δy):

2f(x+Δx,y+Δy)&=f(x,y)+Δz&≈f(x,y)+fx(x0,y0)Δx+fy(x0,y0)Δy.
See the following figure.

[image: A surface f in the xyz plane, with a tangent plane at the point (x, y, f(x, y)). On the (x, y) plane, there is a point marked (x + Δx, y + Δy). There is a dashed line to the corresponding point on the graph of f and the line then continues to the tangent plane; the distance to the graph of f is marked f(x + + Δx, y + Δy), and the distance to the tangent plane is marked as the linear approximation.]The linear approximation is calculated via the formula f(x+Δx,y+Δy)≈f(x,y)+fx(x0,y0)Δx+fy(x0,y0)Δy.Connect It

Applications to Error Propagation

One practical application of differentials is determining error propagation. For example, if you're manufacturing a gadget and your measurements are off by a small amount, you can use the differential to estimate the error in the total volume of the gadget.

Example
Find the differential dz of the function f(x,y)=3x2−2xy+y2 and use it to approximate Δz at point (2,−3). Use Δx=0.1 and Δy=−0.05 What is the exact value of Δz?
Sample Answer
First, we must calculate f(x0,y0), fx(x0,y0), and fy(x0,y0) using x0=2 and y0=−3:2f(x0,y0)&=f(2,−3)=3(2)2−2(2)(−3)+(−3)2=12+12+9=33fx(x,y)&=6x−2yfy(x,y)&=−2x+2yfx(x0,y0)&=fx(2,−3)=6(2)−2(−3)=12+6=18fy(x0,y0)&=fy(2,−3)=−2(2)+2(−3)=−4−6=−10.

Then, we substitute these quantities into the Total Differential Equation:

2dz&=fx(x0,y0)dx+fy(x0,y0)dydz&=18(0.1)−10(−0.05)=1.8+0.5=2.3.

This is the approximation to Δz=f(x0+Δx,y0+Δy)−f(x0,y0) The exact value of Δz is given by

2Δz&=f(x0+Δx,y0+Δy)−f(x0,y0)&=f(2+0.1,−3−0.05)−f(2,−3)&=f(2.1,−3.05)−f(2,−3)&=2.3425.


Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Differentiability of a Function of Three Variables

All of the results for differentiability of functions of two variables generalize naturally to functions of three variables.

Key Takeaway

differentiable function of three variables

A function f(x,y,z) is differentiable at a point P(x0,y0,z0) if for all points (x,y,z) in a δ disk around P we can write:

2f(x,y,z)&=fx(x0,y0,z0)(x−x0)+fy(x0,y0,z0)(y−y0)&+fz(x0,y0,z0)(z−z0)+E(x,y,z),
where the error term E satisfies:

lim(x,y,z)→(x0,y0,z0)=E(x,y,x)(x−x0)2+(y−y0)2+(z−z0)2=0.




If a function of three variables is differentiable at (x0,y0,z0), then it is continuous there. Furthermore, continuity of first partial derivatives at that point guarantees differentiability.




Tangent Planes and Linear Approximations: Apply It
Learning Goals

	Find equations of tangent planes to surfaces
	Use tangent planes for approximation
	Explain when a function of two variables is differentiable
	Use the total differential to approximate the change in a function of two variables



Monitoring Water Quality Across a Filtration System

You are a technician at a municipal water treatment facility responsible for monitoring contaminant concentration levels across a large rectangular filtration bed. The concentration C of a particular compound (measured in parts per million) varies across the bed and is modeled as a function C(x,y), where x and y represent horizontal distances in meters from the southwest corner. Sensors are placed at specific grid locations, but you often need to estimate concentration values at points between sensors. By finding tangent planes to the concentration surface and using linear approximations, you can make reliable estimates without installing additional equipment. Understanding when these approximations are valid—and how to quantify potential changes—is critical for maintaining water quality standards.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Directional Derivatives and the Gradient: Learn It 1
Learning Goals

	Calculate directional derivatives in two dimensions
	Find and interpret the gradient vector
	Use the gradient to find the tangent to a level curve of a given function
	Calculate directional derivatives in three dimensions



When you studied partial derivatives, you learned that a function z=f(x,y) has two partial derivatives: ∂z/∂x and ∂z/∂y. These derivatives correspond to each independent variable and represent instantaneous rates of change—slopes of tangent lines. For example, ∂z/∂x gives the slope of a tangent line parallel to the x-axis, and ∂z/∂y gives the slope of a tangent line parallel to the y-axis.

But what if you want to find the slope of a tangent line that's not parallel to either axis? That's where directional derivatives come in.

Directional Derivatives

Let's start with a surface defined by z=f(x,y). Given a point (a,b) in the domain of f, we choose a direction to travel from that point. We measure this direction using an angle θ, measured counterclockwise in the xy-plane, starting from the positive x-axis (Figure 1).

We travel a distance h in the direction given by the unit vector u=(cosθ)i+(sinθ)j. The z-coordinate of our destination point on the graph is z=f(a+hcosθ,b+hsinθ).

[image: A shape in xyz space with point (a, b, f(a, b)). From the point, there is an arrow that represents the directional derivative. On the xy plane, the point (a, b) is marked and an angle of size θ is made between the projection of the directional derivative onto the plane and a line parallel to the x axis.]Finding the directional derivative at a point on the graph of z=f(x,y). The slope of the black arrow on the graph indicates the value of the directional derivative at that point.
To find the slope of the secant line, we divide the difference in z-values by the length of the line segment connecting the two points in the domain. Since the length is h, the slope of the secant line is:

m sec =f(a+hcosθ,b+hsinθ)−f(a,b)h

To find the slope of the tangent line in this direction, we take the limit as h approaches zero.

Key Takeaway

directional derivative

Suppose z=f(x,y) is a function of two variables with a domain of D. Let (a,b)∈D and define u=(cosθ)i+(sinθ)j. Then the directional derivative of f in the direction of u is given by
Duf(a,b)=limh→0f(a+hcosθ,b+hsinθ)−f(a,b)h,

provided the limit exists.


This definition provides a formal way to calculate directional derivatives in many cases.

Example
Let θ=arccos(3/5). Find the directional derivative Duf(x,y) of f(x,y)=x2−xy+3y2 in the direction of u=(cosθ)i+(sinθ)j. What is Duf(−1,2)?
Sample Answer
First of all, since cosθ=3/5 and θ is acute, this implies
sinθ=1−(35)2=1625=45

Using f(x,y)=x2−xy+3y2, we first calculate f(x+hcosθ,y+hsinθ):

f(x+hcosθ,y+hsinθ)=(x+hcosθ)2−(x+hcosθ)(y+hsinθ)+3(y+hsinθ)2=x2+2xhcosθ+h2cos2θ−xy−xhsinθ−yhcosθ−h2sinθcosθ+3y2+6yhsinθ+3h2sin2θ=x2+2xh(35)+9h225−xy−4xh5−3yh5−12h225+3y2+6yh(45)+3h2(1625)=x2−xy+3y2+2xh5+9h25+21yh5.

We substitute this expression into the directional derivative of f in the direction of u:

Duf(a,b)=limh→0f(a+hcosθ,b+hsinθ)−f(a,b)h=limh→0(x2−xy+3y2+2xh5+9h25+21yh5)−(x2−xy+3y2)h=limh→02xh5+9h25+21yh5h=limh→02x5+9h5+21y5=2x+21y5.

To calculate Duf(−1,2), we substitute x=−1 and y=2 into this answer:

Duf(−1,2)=2(−1)+21(2)5=−2+425=8.

(See the following figure.)

[image: The shape f(x, y) = x2 – xy + 3y2 in xyz space with tangent plane at point (–1, 2, 15). There are two arrows from the point, one seemingly along the surface of the shape and the other in a direction on the plane. The one that corresponds to the plane is marked u = 3/5 i + 4/5 j.]Finding the directional derivative in a given direction u at a given point on a surface. The plane is tangent to the surface at the given point (−1,2,15)

Computing Directional Derivatives Using Partial Derivatives

There's another approach to calculating directional derivatives that uses partial derivatives directly. This method is often more efficient than using the limit definition.

Key Takeaway

directional derivative of a function of two variables

Let z=f(x,y) be a function of two variables x and y, and assume that fx and fy exist. Then the directional derivative of f in the direction of u=cosθi+sinθj is given by:
Duf(x,y)=fx(x,y)cosθ+fy(x,y)sinθ.

Connect It

Proof



The directional derivative of f in the direction of u states that the directional derivative of f in the direction of u=cosθi+sinθj is given by

Duf(a,b)=limh→0f(a+hcosθ,b+hsinθ)−f(a,b)h

Let x=a+tcosθ and y=b+tsinθ, and define g(t)=f(x,y). Since fx and fy both exist, and therefore f is differentiable, we can use the chain rule for functions of two variables to calculate g′(t):

g′(t)=∂f∂xdxdt+∂f∂ydydt=fx(x,y)cosθ+fy(x,y)sinθ.

If t=0, then x=x0(=a) and y=y0(=b), so
g′(0)=fx(x0,y0)cosθ+fy(x0,y0)sinθ

By the definition of g′(t), it is also true that

g′(0)=limt→0g(t)−g(0)t=limt→0f(x0+tcosθ,y0+tsinθ)−f(x0,y0)t.

Therefore, Duf(x0,y0)=fx(x,y)cosθ+fy(x,y)sinθ.

∎
Example
Let θ=arccos(3/5). Find the directional derivative Duf(x,y) of f(x,y)=x2−xy+3y2 in the direction of u=(cosθ)i+(sinθ)j. What is Duf(−1,2)?
Sample Answer
First we must calculate the partial derivatives of f:
fx=2x−y

fy=−x+6y,

Then we use the Directional Derivative of a Function of Two Variables with θ=arccos(3/5):

Duf(x,y)=fx(x,y)cosθ+fy(x,y)sinθ=(2x−y)35+(−x+6y)45=6x5−3y5−4x5+24y5=2x+21y5.

To calculate Duf(−1,2), let x=−1 and y=2:
Duf(−1,2)=2(−1)+21(2)5=−2+425=8.



Pro Tip

Working with Non-Unit Vectors

If the direction vector you're given is not a unit vector, divide it by its magnitude first to get u. For example, if you want the directional derivative in the direction of ⟨−5,12⟩, first find its magnitude: (−5)2+122=169=13. Then u=⟨−5/13,12/13⟩.

Then you can calculate:

Duf(x,y)=∇f(x,y)·u=−513(2x−y)+1213(−x+6y)=−2213x+1713y

Directional Derivatives and the Gradient: Learn It 2
Gradient

Look back at the formula for the directional derivative: Duf(x,y)=fx(x,y)cosθ+fy(x,y)sinθ. The right-hand side can be written as a dot product of two vectors. Define the first vector as ∇f(x,y)=fx(x,y)i+fy(x,y)j and the second as u=(cosθ)i+(sinθ)j. Then:

Duf(x,y)=∇f(x,y)·u

Pro Tip
The symbol ∇ is called nabla, and the vector ∇f is read "del f" or "gradient of f".The first vector in this equation has a special name: the gradient of the function f.

Key Takeaway

gradient

Let z=f(x,y) be a function of x and x such that fx and fy exist. The vector ∇f(x,y) is called the gradient of f and is defined as:
∇f(x,y)=fx(x,y)i+fy(x,y)j.

The vector ∇f(x,y) is also written as "grad f".

Example
Find the gradient ∇f(x,y) of each of the following functions:
	f(x,y)=x2−xy+3y2
	f(x,y)=sin3xcos3y


Sample Answer


For both parts a. and b., we first calculate the partial derivatives fx and fy, then use the gradient of f.
	fx(x,y)=2x−y and fx(x,y)=−x+6y, so ∇f(x,y)=fx(x,y)i+fy(x,y)j=(2x−y)i+(−x+6y)j.
	fx(x,y)=3cos3xcos3y and fx(x,y)=−3sin3xsin3y, so ∇f(x,y)=fx(x,y)i+fy(x,y)j=(3cos3xcos3y)i−(3sin3xsin3y)j.




Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Properties of the Gradient

The gradient has important properties that make it useful for understanding how functions behave. We've already seen one: the formula for the directional derivative. Let's dig deeper.

Recall that if the angle between two vectors a and b is φ, then a·b=|a||b|cosφ. If the angle between ∇f(x0,y0) and u=(cosθ)i+(sinθ)j is φ, then:

Duf(x0,y0)=∇f(x0,y0)·u=|∇f(x0,y0)||u|cosφ=|∇f(x0,y0)|cosφ

The |u| term disappears because u is a unit vector. The directional derivative equals the magnitude of the gradient at (x0,y0), multiplied by cosφ.

Since cosφ ranges from −1 to 1, we can determine when the directional derivative is maximized or minimized:

	If φ=0, then cosφ=1 and ∇f(x0,y0) and u point in the same direction. This maximizes Duf(x0,y0).
	If φ=π, then cosφ=−1 and ∇f(x0,y0) and u point in opposite directions. This minimizes Duf(x0,y0).
	If ∇f(x0,y0)=0, then Duf(x0,y0)=0 for any unit vector u.


These cases are outlined in the following theorem.

Key Takeaway

properties of the gradient

Suppose the function z=f(x,y) is differentiable at (x0,y0) (Figure 3).
	If ∇f(x0,y0)=0, then Duf(x0,y0)=0 for any unit vector u.
	If ∇f(x0,y0)≠0, then Duf(x0,y0) is maximized when u points in the same direction as ∇f(x0,y0). The maximum value of Duf(x0,y0) is ‖∇f(x0,y0)‖.
	If ∇f(x0,y0)≠0, then Duf(x0,y0) is minimized when u points in the opposite direction from ∇f(x0,y0). The minimum value of Duf(x0,y0) is −‖∇f(x0,y0)‖.



[image: An upward facing paraboloid in xyz space with point P0 (x0, y0, z0). From this point, there are arrows going up, down, and around the paraboloid. On the xy plane, the point (x0, y0) is marked, and the corresponding arrows are drawn onto the plane: the down arrow corresponds to −∇f (most rapid decrease in f), the up arrow corresponds to ∇f (most rapid increase in f), and the arrows around correspond to no change in f. The up/down arrows are perpendicular to the around arrows in their projection on the plane.]The gradient indicates the maximum and minimum values of the directional derivative at a point.
Example
Find the direction for which the directional derivative of f(x,y)=3x2−4xy+2y2 at (−2,3) is a maximum. What is the maximum value?
Sample Answer
The maximum value of the directional derivative occurs when ∇f and the unit vector point in the same direction. Therefore, we start by calculating ∇f(x,y):fx(x,y)=6x−4y and fy(x,y)=−4x+4y, so ∇f(x,y)=fx(x,y)i+fy(x,y)j=(6x−4y)i+(−4x+4y)j.

Next, we evaluate the gradient at (−2,3):
∇f(−2,3)=(6(−2)−4(3))i+(−4(−2)+3(3))j=−24i+20j.

We need to find a unit vector that points in the same direction as ∇f(−2,3), so the next step is to divide ∇f(−2,3) by its magnitude, which is (−24)2+(20)2=976=461. Therefore,
∇f(−2,3)‖∇f(−2,3)‖=−24461i+20461j=−66161i+56161j.

This is the unit vector that points in the same direction as ∇f(−2,3). To find the angle corresponding to this unit vector, we solve the equations
cosθ=−66161 and sinθ=56161.

for θ. Since cosine is negative and sine is positive, the angle must be in the second quadrant. Therefore,

θ=π−arcsin((561)/61)≈2.45 rad .

The maximum value of the directional derivative at (−2,3) is ‖∇f(−2,3)‖=461 (see the following figure).

[image: An upward facing paraboloid f(x, y) = 3x2 – 4xy + 2y2 with tangent plane at the point (–2, 3, 54). The tangent plane has equation z = –24x + 20y – 54.]The maximum value of the directional derivative at (−2,3) is in the direction of the gradient.

Interpreting the Gradient

Figure 3 shows part of the graph of f(x,y)=3+sinxsiny. Given a point (a,b) in the domain of f, the maximum value of the gradient at that point is |∇f(a,b)|. If the surface represented a topographical map, this would be the rate of greatest ascent. In the opposite direction, it would be the rate of greatest descent.

[image: An surface in xyz space with point at f(a, b). There is an arrow in the direction of greatest descent.]A typical surface in ℝ3. Given a point on the surface, the directional derivative can be calculated using the gradient.
When using a topographical map, the steepest slope is always in the direction where the contour lines are closest together (see Figure 4). This is analogous to the contour map of a function, assuming the level curves are obtained for equally spaced values throughout the range of that function.

[image: Two crossing dashed lines that pass through the origin and a series of curved lines approaching the crosses dashed lines as if they are asymptotes.]Contour map for the function f(x,y)=x2−y2 using level values between −5 and 5.Directional Derivatives and the Gradient: Learn It 3
Gradients and Level Curves

The gradient has a special relationship with level curves that reveals important geometric information. Let's explore this connection.

Recall that if a curve is defined parametrically by (x(t),y(t)), then the vector x′(t)i+y′(t)j is tangent to the curve for every value of t in the domain.

Now suppose z=f(x,y) is a differentiable function, and (x0,y0) is in its domain. Assume that x0=x(t0) and y0=y(t0) for some value of t, and consider the level curve f(x,y)=k.

Define g(t)=f(x(t),y(t)) and calculate g′(t) on the level curve. By the Chain Rule:
g′(t)=fx(x(t),y(t))x′(t)+fy(x(t),y(t))y′(t)

But g′(t)=0 because g(t)=k for all t (the function value is constant on a level curve). Therefore:
fx(x(t),y(t))x′(t)+fy(x(t),y(t))y′(t)=0

We can rewrite the left side as a dot product:
fx(x(t),y(t))x′(t)+fy(x(t),y(t))y′(t)=∇f(x,y)·⟨x′(t),y′(t)⟩

Therefore:
∇f(x,y)·⟨x′(t),y′(t)⟩=0

The dot product of these vectors equals zero, which means they're orthogonal. Since the vector ⟨x′(t),y′(t)⟩ is tangent to the level curve, the gradient must be normal (perpendicular) to the level curve. This gives us an important theorem.

Key Takeaway

gradient is normal to the level curve

Suppose the function z=f(x,y) has continuous first-order partial derivatives in an open disk centered at a point (x0,y0). If ∇f(x0,y0)≠0, then ∇f(x0,y0) is normal to the level curve of f at (x0,y0).


We can use this theorem to find tangent and normal vectors to level curves of a function.

Example
For the function f(x,y)=2x2−3xy+8y2+2x−4y+4, find a tangent vector to the level curve at point (−2,1). Graph the level curve corresponding to f(x,y)=18 and draw in ∇f(−2,1) and a tangent vector.
Sample Answer
First, we must calculate ∇f(x,y):
fx(x,y)=4x−3y+2 and fy=−3x+16y−4 so ∇f(x,y)=(4x−3y+2)i+(−3x+16y−4)j.

Next, we evaluate ∇f(x,y) at (−2,1):
∇f(−2,1)=(4(−2)−3(1)+2)i+(−3(−2)+16(1)−4)j=−9i+18j.

This vector is orthogonal to the curve at point (−2,1). We can obtain a tangent vector by reversing the components and multiplying either one by −1. Thus, for example, −18i−9j is a tangent vector (see the following graph).

[image: A rotated ellipse with equation f(x, y) = 10. At the point (–2, 1) on the ellipse, there are drawn two arrows, one tangent vector and one normal vector. The normal vector is marked ∇f(–2, 1) and is perpendicular to the tangent vector.]A rotated ellipse with equation f(x,y)=18. At the point (−2,1) on the ellipse, there are drawn two arrows, one tangent vector and one normal vector. The normal vector is marked ∇f(−2,1) and is perpendicular to the tangent vector.
Directional Derivatives and the Gradient: Learn It 4
Three-Dimensional Gradients and Directional Derivatives

The definition of a gradient extends naturally to functions of more than two variables.

Key Takeaway

gradient of a function of three variables

Let w=f(x,y,z) be a function of three variables such that fx, fy, and fz exist. The vector ∇f(x,y,z) is called the gradient of f and is defined as:
∇f(x,y,z)=fx(x,y,z)i+fy(x,y,z)j+fz(x,y,z)k.

The notation ∇f(x,y,z) can also be written as  grad f(x,y,z).


Calculating the gradient of a function in three variables follows the same process as in two variables. First, calculate the partial derivatives fx, fy, and fz, then assemble them into the gradient vector.

Example
Find the gradient ∇f(x,y,z) of each of the following functions:
	f(x,y,z)=5x2−2xy+y2−4yz+z2+3xz
	f(x,y,z)=e−2zsin2xcos2y


Sample Answer


For both parts a. and b., we first calculate the partial derivatives fx, fy, and fz, then use the Equation for ∇f(x,y,z).
	fx(x,y,z)=10x−2y+3z,fy(x,y,z)=−2x+2y−4z and fz(x,y,z)=3x−4y+2z so,
∇f(x,y,z)=fx(x,y,z)i+fy(x,y,z)j+fz(x,y,z)k=(10x−2y+3z)i+(−2x+2y−4z)j+(−4x+3y+2z)k
	fx(x,y,z)=−2e−2zcos2xcos2y, fy(x,y,z)=−2e−2zsin2xsin2y and fz(x,y,z)=−2e−2zsin2xcos2y so,
∇f(x,y,z)=fx(x,y,z)i+fy(x,y,z)j+fz(x,y,z)k=(2e−2zcos2xcos2y)i+(−2e−2z)j+(−2e−2z)k=2e−2z(cos2xcos2yi−sin2xsin2yj−sin2xcos2yk).





Directional Derivatives in Three Dimensions

The directional derivative also generalizes to functions of three variables. To specify a direction in three dimensions, we need a vector with three components. This vector must be a unit vector, and its components are called directional cosines.

Given a three-dimensional unit vector u in standard position (initial point at the origin), this vector forms three angles with the positive x-, y-, and z-axes. Let's call these angles α, β, and γ. The directional cosines are cosα, cosβ, and cosγ—these are the components of the unit vector u. Since u is a unit vector, we have cos2α+cos2β+cos2γ=1.

Key Takeaway

directional derivative in three dimensions

Suppose w=f(x,y,z) is a function of three variables with a domain of D, Let (x0,y0,z0)∈D and let u=cosαi+cosβj+cosγk be a unit vector.



Then, the directional derivative of f in the direction of u is given by:
Duf(x0,y0,z0)=limt→0f(x0+tcosα,y0+tcosβ,z0+tcosγ)−f(x0,y0,z0)t,

providing the limit exists.


Just as in two dimensions, we can calculate the directional derivative using the gradient. This leads to a formula analogous to the dot product definition we saw earlier.

Key Takeaway

directional derivative of a function of three variables

Let f(x,y,z) be a differentiable function of three variables and let u=cosαi+cosβj+cosγk be a unit vector.



Then, the directional derivative of f in the direction of u is given by
Duf(x,y,z)=∇f(x,y,z)·u=fx(x,y,z)cosα+fy(x,y,z)cosβ+fz(x,y,z)cosγ.

Pro Tip
The three angles α, β, and γ determine the unit vector u. In practice, you can use any (nonunit) vector, then divide by its magnitude to obtain a unit vector in the desired direction.Example
Calculate Duf(1,−2,3) in the direction of v=−i+2j+2k for the function
f(x,y,z)=5x2−2xy+y2−4yz+z2+3xz.

Sample Answer


First, we find the magnitude of v:
‖v‖=(−1)2+(2)2+(2)2=3

Therefore v‖v‖=−i+2j+2k3=−13i+23j+23k is a unit vector in the direction of v, so cosα=−13, cosβ=23, and cosγ=23. Next, we calculate the partial derivatives of f:

fx(x,y,z)=10x−2y+3zfy(x,y,z)=−2x+2y−4zfz(x,y,z)=−4y+2z+3x,

Then substitute them into the Directional Derivative of a Function of Three Variables:

Duf(x,y,z)=10x−2y+3zfy(x,y,z)=fx(x,y,z)cosα+fy(x,y,z)cosβ+fz(x,y,z)cosγ=(10x−2y+3z)(−13)+(−2x+2y−4z)(23)+(−4y+2z+3x)(23)=−10x3+2y3−3z3−4x3+4y3−8z3−8y3+4z3+6x3=−8x3−2y3−7z3

Last, to find Duf(1,−2,3), we substitute x=1, y=−2, and z=3:

Duf(1,−2,3)=−8(1)3−2(−2)3−7(3)3=−83+43−213=−253.


Directional Derivatives and the Gradient: Apply It
Learning Goals

	Calculate directional derivatives in two dimensions
	Find and interpret the gradient vector
	Use the gradient to find the tangent to a level curve of a given function
	Calculate directional derivatives in three dimensions



Optimizing Hiking Routes on Mountain Terrain

You work as a trail guide at a state park, helping hikers plan safe and efficient routes across mountainous terrain. The park uses a mathematical model to represent elevation across the hiking area, and understanding how elevation changes in different directions helps you advise hikers on the steepest climbs, gentlest descents, and paths that maintain constant elevation. Your task is to analyze the terrain using directional derivatives and gradients to answer questions about rate of elevation change, optimal travel directions, and level paths along the mountainside.

Try It
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Optimization and Applications
Optimization and Applications: Background You'll Need 1
Learning Goals

	Use the first derivative to determine where a function is increasing or decreasing and identify local extrema



The First Derivative and Function Behavior

The first derivative tells you whether a function is increasing or decreasing. This comes directly from the Mean Value Theorem:

	If f′(x)>0 on an interval I, then f is increasing on I
	If f′(x)<0 on an interval I, then f is decreasing on I


A continuous function f has a local maximum at c when f switches from increasing to decreasing at that point. Similarly, f has a local minimum at c when it switches from decreasing to increasing.

For a continuous function f to switch from increasing to decreasing (or vice versa) at point c, the derivative must change sign. This can only happen when f′(c)=0 or f′(c) is undefined—these are your critical points.

Recall
A critical point of f occurs at x=c when f′(c)=0 or f′(c) is undefined. Critical points are candidates for local extrema, but not every critical point is a local extremum.Key Takeaway

first derivative test

Let f be continuous over an interval I containing a critical point c:
	If f′ changes from positive to negative at c, then f(c) is a local maximum
	If f′ changes from negative to positive at c, then f(c) is a local minimum
	If f′ does not change sign at c, then f(c) is neither a maximum nor minimum


How to: Apply the First Derivative Test
	Find all critical points of f(x) on the interval (where f′(x)=0 or f′(x) is undefined)
	Divide the interval into subintervals using the critical points as boundaries
	Test the sign of f′(x) in each subinterval by choosing a test point
	Determine extrema by checking if f′ changes sign at each critical point


Example
Use the first derivative test to find the location of all local extrema for f(x)=x3−3x2−9x−1. Use a graphing utility to confirm your results.
Sample Answer

Step 1. The derivative is f′(x)=3x2−6x−9. To find the critical points, we need to find where f′(x)=0. Factoring the polynomial, we conclude that the critical points must satisfy:

3(x2−2x−3)=3(x−3)(x+1)=0

Therefore, the critical points are x=3,−1. Now divide the interval (−∞,∞) into the smaller intervals (−∞,−1),(−1,3), and (3,∞).

Step 2. Since f′ is a continuous function, to determine the sign of f′(x) over each subinterval, it suffices to choose a point over each of the intervals (−∞,−1),(−1,3), and (3,∞) and determine the sign of f′ at each of these points.

For example, let’s choose x=−2,x=0, and x=4 as test points.



	Interval
	Test Point
	Sign of f′(x)=3(x−3)(x+1) at Test Point
	Conclusion





	(−∞,−1)
	x=−2
	(+)(−)(−)=+
	f is increasing.



	(−1,3)
	x=0
	(+)(−)(+)=−
	f is decreasing.



	(3,∞)
	x=4
	(+)(+)(+)=+
	f is increasing.






Step 3. Since f′ switches sign from positive to negative as x increases through 1,f has a local maximum at x=−1.

Since f′ switches sign from negative to positive as x increases through 3,f has a local minimum at x=3.

These analytical results agree with the following graph.

[image: The function f(x) = x3 – 3x2 – 9x – 1 is graphed. It has a maximum at x = −1 and a minimum at x = 3. The function is increasing before x = −1, decreasing until x = 3, and then increasing after that.]The function f has a maximum at x=−1 and a minimum at x=3Watch the following video to see the worked solution to this example.Interactive elements can be viewed embedded within the content of our online courseware.

For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "4.5 Derivatives and the Shape of a Graph" here (opens in new window).



Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Optimization and Applications: Background You'll Need 2
Learning Goals

	Apply the second derivative to determine concavity and locate inflection points



Concavity and the Second Derivative

The second derivative tells you about the concavity of a function—whether the graph curves upward or downward.

	When f is concave up, the slope f′ is increasing, so f″(x)>0
	When f is concave down, the slope f′ is decreasing, so f″(x)<0


Key Takeaway

test for concavity

Let f be twice differentiable over an interval I:
	If f″(x)>0 for all x∈I, then f is concave up on I
	If f″(x)<0 for all x∈I, then f is concave down on I


A function can switch concavity, but only at points where f″(x)=0 or f″(x) is undefined. When f is continuous at such a point and actually changes concavity there, we call it an inflection point.

Key Takeaway

inflection point

If f is continuous at a and f changes concavity at a, then the point (a,f(a)) is an inflection point of f.

Pro Tip

Quick Reference: What Derivatives Tell You




	Sign of f′
	Sign of f′′
	Is f increasing or decreasing?
	Concavity





	Positive
	Positive
	Increasing
	Concave up



	Positive
	Negative
	Increasing
	Concave down



	Negative
	Positive
	Decreasing
	Concave up



	Negative
	Negative
	Decreasing
	Concave down







The Second Derivative Test

The second derivative provides an alternative method for classifying critical points. At a critical point c where f′(c)=0, the concavity tells you whether you have a maximum or minimum.

Key Takeaway

second derivative test

Suppose f′(c)=0 and f″ is continuous near c:
	If f″(c)>0, then f has a local minimum at c
	If f″(c)<0, then f has a local maximum at c
	If f″(c)=0, the test is inconclusive (use the first derivative test instead)


Example
Use the second derivative to find the location of all local extrema for f(x)=x5−5x3.
Sample Answer

To apply the second derivative test, we first need to find critical points c where f′(c)=0.

The derivative is f′(x)=5x4−15x2. Therefore, f′(x)=5x4−15x2=5x2(x2−3)=0 when x=0,±3.
To determine whether f has a local extrema at any of these points, we need to evaluate the sign of f′′ at these points. The second derivative is

f′′(x)=20x3−30x=10x(2x2−3).

In the following table, we evaluate the second derivative at each of the critical points and use the second derivative test to determine whether f has a local maximum or local minimum at any of these points.




	x
	f′′(x)
	Conclusion





	−3
	−303
	Local maximum



	0
	0
	Second derivative test is inconclusive



	3
	303
	Local minimum






By the second derivative test, we conclude that f has a local maximum at x=−3 and f has a local minimum at x=3. The second derivative test is inconclusive at x=0.

To determine whether f has a local extrema at x=0, we apply the first derivative test.

To evaluate the sign of f′(x)=5x2(x2−3) for x∈(−3,0) and x∈(0,3), let x=−1 and x=1 be the two test points. Since f′(−1)<0 and f′(1)<0, we conclude that f is decreasing on both intervals and, therefore, f does not have a local extrema at x=0 as shown in the following graph.

[image: The function f(x) = x5 – 5x3 is graphed. The function increases to (negative square root of 3, 10), then decreases to an inflection point at 0, continues decreasing to (square root of 3, −10), and then increases.]The function f has a local maximum at x=−3 and a local minimum at x=3Watch the following video to see the worked solution to this example.Interactive elements can be viewed embedded within the content of our online courseware.

For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "4.5 Derivatives and the Shape of a Graph" here (opens in new window)


Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Optimization and Applications: Background You'll Need 3
Learning Goals

	Determine whether the Extreme Value Theorem applies to a given function



The Extreme Value Theorem

When analyzing functions, we often need to find the largest and smallest values. In multivariable calculus, this becomes crucial for optimization problems involving surfaces and regions in space.

Key Takeaway

absolute extrema definitions

Let f be a function defined over an interval I and let c∈I.

	f has an absolute maximum on I at c if f(c)≥f(x) for all x∈I
	f has an absolute minimum on I at c if f(c)≤f(x) for all x∈I


Important: The extremum is the y-value f(c), while the location is the x-value c.


Not all functions have absolute extrema. Consider f(x)=x3 over (−∞,∞)—as x increases or decreases without bound, so does f(x). This function has neither an absolute maximum nor an absolute minimum.

However, when certain conditions are met, we can guarantee that both an absolute maximum and absolute minimum exist. The extreme value theorem guarantees that a continuous function f over a closed, bounded interval [a,b] has both an absolute maximum and an absolute minimum.

Key Takeaway

extreme value theorem

If f is continuous over a closed, bounded interval [a,b], then f has both:

	An absolute maximum at some point in [a,b]
	An absolute minimum at some point in [a,b]



This theorem provides a powerful guarantee, but only when both conditions are satisfied:

	Continuity: The function f must be continuous over the entire interval [a,b]
	Closed, bounded interval: The interval must include both endpoints and have finite length


If either condition fails, the theorem does not apply, and the function may or may not have absolute extrema.


Why Both Conditions Matter

	Continuity is essential. A single discontinuity can prevent absolute extrema from existing. Consider a piecewise function on [0,4] that jumps at x=2. Even though the interval is closed and bounded, the discontinuity means the Extreme Value Theorem doesn't apply.
	The interval must be closed and bounded. Open intervals like (a,b) or half-open intervals like [a,b) don't guarantee extrema exist. Similarly, unbounded intervals like [0,∞) fail this requirement.


Pro Tip
Quick Check for the Extreme Value Theorem:
Ask yourself two questions:

	Is f continuous on the entire interval [a,b]?
	Does the interval include both endpoints (closed) and have finite length (bounded)?


If yes to both → EVT applies → absolute max and min are guaranteed to exist

If no to either → EVT does not apply → extrema may or may not exist

Example
Determine whether the Extreme Value Theorem applies to each function. Explain your reasoning.
	
f(x)=(x−2)2 on [1,4]


	
f(x)={2−x2 if 0≤x<2 x−3 if 2≤x≤4 on [0,4]


	
f(x)=x2−x on [0,2)




Sample Answer

	The Extreme Value Theorem applies.

	f(x)=(x−2)2 is a polynomial, so it's continuous everywhere, including on [1,4]
	The interval [1,4] is closed (includes both endpoints) and bounded (finite length)
	Both conditions are satisfied, so f is guaranteed to have an absolute maximum and absolute minimum on [1,4]



	The Extreme Value Theorem does not apply.

	The interval [0,4] is closed and bounded
	However, at x=2: limx→2−f(x)=2−22=−2 but f(2)=2−3=−1
	The function is discontinuous at x=2, so the continuity condition fails
	Without EVT, we cannot guarantee both extrema exist (in this case, the function has an absolute maximum but no absolute minimum)



	The Extreme Value Theorem does not apply.

	f(x)=x2−x is continuous on [0,2) (the denominator is never zero on this interval)
	However, [0,2) is not a closed interval—it doesn't include the right endpoint x=2
	The interval condition fails, so EVT doesn't apply
	Without EVT, we cannot guarantee both extrema exist (in this case, the function has an absolute minimum but no absolute maximum)







Pro Tip
Common Reasons EVT Fails:
	Discontinuity: Jumps, vertical asymptotes, removable discontinuities, or piecewise functions with mismatched values at transition points
	Open interval: Missing one or both endpoints, like (a,b), (a,b], or [a,b)
	Unbounded interval: Intervals extending to infinity, like [a,∞) or (−∞,b]


Always verify both continuity and the interval type before concluding EVT applies.

Critical Points and Local Extrema: Learn It 1
Learning Goals

	Find critical points using partial derivatives
	Apply the second derivative test
	Find absolute extrema on closed regions



Critical Points

One of the most useful applications of derivatives for single-variable functions is finding maximum and minimum values. This application is equally important for functions of two or more variables. The main ideas—finding critical points and using derivative tests—are still valid, but more independent variables lead to more possible outcomes.

For functions of a single variable, critical points occur where the derivative equals zero or does not exist. For functions of two or more variables, the concept is the same, except we work with partial derivatives.

Key Takeaway

critical point

Let z=f(x,y) be a function of two variables that is defined on an open set containing the point (x0,y0). The point (x0,y0) is called a critical point of f if one of the following conditions holds:
	fx=(x0,y0)=fy(x0,y0)=0
	Either fx(x0,y0) or fy(x0,y0) does not exist.


Example
Find the critical points of each of the following functions:
	f(x,y)=4y2−9x2+24y+36x+36
	g(x,y)=x2+2xy−4y2+4x−6y+4


Sample Answer

	First, we calculate fx(x,y) and fy(x,y):fx(x,y)=12(−18x+36)(4y2−9x2+24y+36x+36)−1/2=−9x+184y2−9x2+24y+36x+36fy(x,y)=12(8y+24)(4y2−9x2+24y+36x+36)−1/2=4y+124y2−9x2+24y+36x+36.

Next, we set each of these expressions equal to zero:

−9x+184y2−9x2+24y+36x+36=04y+124y2−9x2+24y+36x+36=0.

Then, multiply each equation by its common denominator:

−9x+18=04y+2=0.

Therefore, x=2 and y=−3, so (2,−3) is a critical point of f.

We must also check for the possibility that the denominator of each partial derivative can equal zero, thus causing the partial derivative not to exist. Since the denominator is the same in each partial derivative, we need only do this once:
4y2−9x2+24y+36x+36=0

This equation represents a hyperbola. We should also note that the domain of f consists of points satisfying the inequality
4y2−9x2+24y+36x+36≥0

Therefore, any points on the hyperbola are not only critical points, they are also on the boundary of the domain. To put the hyperbola in standard form, we use the method of completing the square:

4y2−9x2+24y+36x+36=04y2−9x2+24y+36x=−364y2+24y−9x2+36x=−364(y2+6y)−9(x2−4x)=−364(y2+6y+9)−9(x2−4x+4)=−36+36−364(y+3)2−9(x−2)2=−36.

Dividing both sides by −36 puts the equation in standard form:

4(y+3)2−36−9(x−2)2−36=1(y−2)24−(x+3)29=1.

Notice that point (2,−3) is the center of the hyperbola.
	First, we calculate gx(x,y) and gy(x,y):gx(x,y)=2x+2y+4gy(x,y)=2x−8y−6.

Next, we set each of these expressions equal to zero, which gives a system of equations in x and y:

2x+2y+4=02x−8y−6=0.

Subtracting the second equation from the first gives 10y+10=0, so y=−1. Substituting this into the first equation gives2x+2(−1)+4=0, so x=−1. Therefore (−1,−1) is a critical point of g (Figure 1). There are no points in ℝ2 that make either partial derivative not exist.

[image: The function g(x, y) = x2 + 2xy – 4y2 + 4x – 6y + 4 is shown with critical point (–1, –1, 5). The critical point is located where the derivative in the x and y directions are both zero.]The function g(x,y) has a critical point at (−1,−1,5).





Local Extrema

The main purpose for determining critical points is to locate relative maxima and minima, just as in single-variable calculus. When working with a function of one variable, the definition of a local extremum involves finding an interval around the critical point such that the function value is either greater than or less than all other function values in that interval. For functions of two or more variables, we work with an open disk around the point.

Key Takeaway

local extrema

Let z=f(x,y) be a function of two variables that is defined and continuous on an open set containing the point (x0,y0).


	Local Maximum: The function f has a local maximum at (x0,y0) if
f(x0,y0)≥f(x,y)

for all points (x,y) within some disk centered at (x0,y0).
	The number f(x0,y0) is called a local maximum value. If this inequality holds for every point (x,y) in the domain of f, then f has a global maximum (also called an absolute maximum) at (x0,y0).



	Local Minimum: The function f has a local minimum at (x0,y0) if
f(x0,y0)≤f(x,y)

for all points (x,y) within some disk centered at (x0,y0).
	The number f(x0,y0) is called a local minimum value. If this inequality holds for every point (x,y) in the domain of f, then f has a global minimum (also called an absolute minimum) at (x0,y0).





If f(x0,y0) is either a local maximum or local minimum value, then it is called a local extremum.

[image: The function z = the square root of (16 – x2 – y2) is shown, which is the upper hemisphere of radius 4 with center at the origin. In the xy plane, the circle with radius 4 and center at the origin is highlighted; it has equation x2 + y2 = 16.]The graph of z=16−x2−y2 has a maximum value when (x,y)=(0,0) It attains its minimum value at the boundary of its domain, which is the circle x2+y2=16.Just as with functions of one variable, extrema of functions of more than one variable occur at critical points.

Key Takeaway

Fermat's theorem for functions of two variables

Let z=f(x,y) be a function of two variables that is defined and continuous on an open set containing the point (x0,y0). Suppose fx and fy each exists at (x0,y0). If f has a local extremum at (x0,y0), then (x0,y0) is a critical point of f.

Critical Points and Local Extrema: Learn It 2
Second Derivative Test

Consider the function f(x)=x3. This function has a critical point at x=0 since f′(0)=3(0)2=0. However, f does not have an extreme value at x=0. The existence of a critical point at x=x0 does not guarantee a local extremum there.

The same is true for functions of two or more variables. One way this can happen is at a saddle point. Here's an example:

[image: x^{2}-y^{2}]Graph of the function z=x2−y2. This graph has a saddle point at the origin.In this graph, the origin is a saddle point. The first partial derivatives of f(x,y)=x2−y2 are both zero at this point, but it's neither a maximum nor a minimum for the function. The vertical trace corresponding to y=0 is z=x2 (a parabola opening upward), but the vertical trace corresponding to x=0 is z=−y2 (a parabola opening downward). Therefore, it's both a global maximum for one trace and a global minimum for another.

Key Takeaway

saddle point

Given the function z=f(x,y), the point (x0,y0,f(x0,y0)) is a saddle point if both fx(x0,y0)=0 and fy(x0,y0)=0, but f does not have a local extremum at (x0,y0).


The second derivative test for single-variable functions provides a method for determining whether an extremum occurs at a critical point. Let's recall how it works before extending it to two variables.

Recall
Second Derivative Test (Single Variable Version)Suppose that f(x) is twice-differentiable at x=x0 and f′(x0)=0.
	If f″(x0)<0, then f has a local maximum at x0.
	If f″(x0)>0, then f has a local minimum at x0.
	If f″(x0)=0, then the test is inconclusive.


When extending this to functions of two variables, an issue arises: there are four different second-order partial derivatives (though equality of mixed partials reduces this to three). The second derivative test for a function of two variables, stated in the following theorem, uses a discriminant D that replaces f″(x0) in the second derivative test for a function of one variable.

Key Takeaway

second derivative test

Let z=f(x,y) be a function of two variables for which the first- and second-order partial derivatives are continuous on some disk containing the point (x0,y0). Suppose fx(x0,y0)=0 and fy(x0,y0)=0. Define the quantity
D=fxx(x0,y0)fyy(x0,y0)−(fxy(x0,y0))2.

	If D>0 and fxx(x0,y0)>0, then f has a local minimum at (x0,y0).
	If D>0 and fxx(x0,y0)<0, then f has a local maximum at (x0,y0).
	If D<0, then f has a saddle point at (x0,y0).
	If D=0, then the test is inconclusive.


See Figure 2.


[image: This figure consists of three figures labeled a, b, and c. Figure a has two bulbous mounds pointing down, and the two extrema are listed as the local minima. Figure b has two bulbous mounds pointed up, and the two extrema are listed as the local maxima. Figure c is shaped like a saddle, and in the middle of the saddle, a point is marked as the saddle point.]The second derivative test can often determine whether a function of two variables has a local minima (a), a local maxima (b), or a saddle point (c).

To apply the second derivative test, we first need to find the critical points of the function. Here's a systematic approach.

Using the Second Derivative Test for Functions of Two Variables
Let z=f(x,y) be a function of two variables for which the first- and second-order partial derivatives are continuous on some disk containing the point (x0,y0). To apply the second derivative test to find local extrema:

	Find critical points (x0,y0) where fx(x0,y0)=fy(x0,y0)=0. Discard any points where at least one of the partial derivatives does not exist.
	Calculate the discriminant D=fxx(x0,y0)fyy(x0,y0)−(fxy(x0,y0))2 for each critical point.
	Apply the second derivative test to determine whether each critical point is a local maximum, local minimum, saddle point, or whether the test is inconclusive.


Example

Find the critical points for each of the following functions, and use the second derivative test to find the local extrema:

	f(x,y)=4x2+9y2+8x−36y+24
	g(x,y)=13x3+y2+2xy−6x−3y+4


Sample Answer


a. Step 1 of the problem-solving strategy involves finding the critical points of f. To do this, we first calculate fx(x,y) and fy(x,y), then set each of them equal to zero:

fx(x,y)=8x+8fy(x,y)=18y−36.

Setting them equal to zero yields the system of equations

8x+8=018y−36=0.

The solution to this system is x=−1 and y=2. Therefore (−1,2) is a critical point of f.
Step 2 of the problem-solving strategy involves calculating D. To do this, we first calculate the second partial derivatives of f:

fxx(x,y)=8fxy(x,y)=0fyy(x,y)=18.

Therefore, D=fxx(−1,2)fyy(−1,2)−(fxy(−1,2))2=(8)(18)−(0)2=144.

Step 3 states to check the Second Derivative Test for Functions of Two Variables.. Since D>0 and fxx(−1,2)>0, this corresponds to case 1. Therefore, f has a local minimum at (−1,2) as shown in the following figure.

 

[image: The function f(x, y) = 4x2 + 9y2 + 8x – 36y + 24 is shown with local minimum at (–1, 2, –16). The shape is a plane curving up on both ends parallel to the y axis.]The function f(x,y) has a local minimum at (−1,2,−16).b. For step 1, we first calculate gx(x,y) and gy(x,y), then set each of them equal to zero:gx(x,y)=x2+2y−6gy(x,y)=2y+2x−3.
Setting them equal to zero yields the system of equations
x2+2y−6=02y+2x−3=0.
To solve this system, first solve the second equation for y. This gives y=3−2x2. Substituting this into the first equation givesx2+3−2x−6=0x2−2x−3=0(x−3)(x+1)=0.
Therefore, x=−1 or x=3. Substituting these values into the equation y=3−2x2 yields the critical points (−1,52) and (3,−32).
Step 2 involves calculating the second partial derivatives of g:

gxx(x,y)=2xgxy(x,y)=2gyy(x,y)=2.

Then, we find a general formula for D:

D=gxx(x0,y0)gyy(x0,y0)−(gxy(x0,y0))2=(2x0)(2)−22=4x0−4.

Next, we substitute each critical point into this formula:

D(−1,52)=(2(−1))(2)−(2)2=−4−4=−8D(3,−32)=(2(3))(2)−(2)2=12−4=8.

In step 3, we note that, applying the Second Derivative Test for Functions of Two Variables to point (−1,52) leads to case 3, which means that (−1,52) is a saddle point. Applying the theorem to point (3,−32) leads to case 1, which means that (3,−32) corresponds to a local minimum as shown in the following figure.

[image: The function f(x, y) = (1/3)x3 + y2 + + 2xy – 6x – 3y + 4 is shown with local minimum at (3, –3/2, –29/4) and saddle point at (−1, 5/2, 41/12). The shape is a plane curving up on the corners near (4, 3) and (−2, −2).]The function g(x,y) has a local minimum and a saddle point.
Critical Points and Local Extrema: Learn It 3
Absolute Maxima and Minima

When finding global extrema of single-variable functions on a closed interval, we check critical values over that interval and then evaluate the function at the endpoints. Let's briefly recall how this works.

Recall

Extreme Value Theorem (Single-Variable)

A continuous function f(x) on a closed interval [a,b] attains an absolute maximum value at some point and an absolute minimum value at some point. These values are the largest and smallest values found among:

	The values of f at the critical values within [a,b]
	The values of f at the endpoints of [a,b]



For functions of two variables, the closed interval is replaced by a closed, bounded set. A set is bounded if all points in that set can be contained within a ball (or disk) of finite radius. We need to find the critical points inside the set and calculate the corresponding critical values. Then, we find the maximum and minimum values on the boundary of the set. The largest function value corresponds to the global maximum and the smallest to the absolute minimum.

First, we need to be assured that such values exist.

Key Takeaway

extreme value theorem

A continuous function f(x,y) on a closed and bounded set D in the plane attains an absolute maximum value at some point of D and an absolute minimum value at some point of D.


Now that we know continuous functions on closed, bounded sets attain their extreme values, we need to know how to find them.

Key Takeaway

finding absolute extrema

Assume z=f(x,y) is a differentiable function of two variables defined on a closed, bounded set D. Then f will attain the absolute maximum value and the absolute minimum value, which are the largest and smallest values found among:

	The values of f at the critical points of f in D
	The values of f on the boundary of D




The proof follows directly from the extreme value theorem and Fermat's theorem. If either extremum is not on the boundary of D, then it's at an interior point of D. But an interior point (x0,y0) that's an absolute extremum is also a local extremum, so (x0,y0) is a critical point by Fermat's theorem. Therefore, the only possible values for global extrema are the extreme values on the interior or boundary of D.


Finding Absolute Extrema on a Closed, Bounded Set

Let z=f(x,y) be a continuous function defined on a closed, bounded set D, and assume f is differentiable on D. To find the absolute maximum and minimum values:

	Find the critical points of f in D
	Calculate f at each critical point
	Determine the maximum and minimum values of f on the boundary of D
	Compare all values from steps 2 and 3—the maximum and minimum will occur at one of these values


Finding extrema on the boundary can be challenging. If the boundary is a rectangle or set of straight lines, parameterize the line segments and determine the maxima on each segment. The same approach works for circles and ellipses.

Pro Tip
If the boundary is a more complicated curve defined by g(x,y)=c, and the first-order partial derivatives of g exist, the method of Lagrange multipliers can help determine extrema on the boundary.

Example
Use the problem-solving strategy for finding absolute extrema of a function to determine the absolute extrema of each of the following functions:


	f(x,y)=x2−2xy+4y2−4x−2y+24 on the domain defined by 0≤x≤4 and 0≤y≤2.
	g(x,y)=x2+y2+4x−6y on the domain defined by x2+y2≤16.


Sample Answer


a. Using the problem-solving strategy, step 1 involves finding the critical points of f on its domain. Therefore, we first calculate fx(x,y) and fy(x,y), then set them each equal to zero:

fx(x,y)=2x−2y−4fy(x,y)=−2x+8y−2.

Setting them equal to zero yields the system of equations

2x−2y−4=0−2x+8y−2=0.

The solution to this system is x=3 and y=1. Therefore (3,1) is a critical point of f. Calculating f(3,1) gives f(3,1)=17. 
The next step involves finding the extrema of f on the boundary of its domain. The boundary of its domain consists of four line segments as shown in the following graph:

[image: A rectangle is drawn in the first quadrant with one corner at the origin, horizontal length 4, and height 2. This rectangle is marked D, and the sides are marked in counterclockwise order from the side overlapping the x axis L1, L2, L3, and L4.]Graph of the domain of the function f(x,y)=x2−2xy+4y2−4x−2y+24.


 

L1 is the line segment connecting (0,0) and (4,0), and it can be parameterized by the equations x(t)=t, y(t)=0 for 0≤t≤4. Define g(t)=f(x(t),y(t)). This gives g(t)=t2−4t+24. Differentiating g leads to g′(t)=2t−4. Therefore, g has a critical value at t=2, which corresponds to the point (2,0). Calculating f(2,0) gives the z-value 20.

L2 is the line segment connecting (4,0) and (4,2), and it can be parameterized by the equations x(t)=4, y(t)=t for 0≤t≤2. Again, define g(t)=f(x(t),y(t)). This gives g(t)=4t2−10t+24. Then, g′(t)=8t−10. g has a critical value at t=54, which corresponds to the point (4,54). Calculating f(4,54) gives the z-value 17.75.

L3 is the line segment connecting (0,2) and (4,2), and it can be parameterized by the equations x(t)=t, y(t)=2 for 0≤t≤4. Again, define g(t)=f(x(t),y(t)). This gives g(t)=t2−8t+36. The critical value corresponds to the point (4,2). So, calculating f(4,2) gives the z-value 20.

L4 is the line segment connecting (0,0) and (0,2), and it can be parameterized by the equations x(t)=0, y(t)=t for 0≤t≤2. This time g(t)=4t2−2t+24 and the critical value t=14corresponds to the point (0,14). Calculating f(0,14) gives the z-value 23.75. We also need to find the values of f(x,y) at the corners of its domain. These corners are located at (0,0), (4,0), (4,2), and (0,2):
f(0,0)=(0)2−2(0)(0)+4(0)2−4(0)−2(0)+24=24f(4,0)=(4)2−2(4)(0)+4(0)2−4(4)−2(0)+24=24f(4,2)=(4)2−2(4)(2)+4(2)2−4(4)−2(2)+24=20f(0,2)=(0)2−2(0)(2)+4(2)2−4(0)−2(2)+24=36.

The absolute maximum value is 36, which occurs at (0,2), and the global minimum value is 17, which occurs at (3,1) as shown in the following figure.

 

[image: The function f(x, y) = x2 − 2xy – 4x + 4y2 – 2y + 24 is shown with local minima at (4, 2, 20) and (2, 0, 20) and local maximum at (0, 2, 36). The shape is a plane curving up on the corners significantly near (0, 2) and slightly less near (4, 0).]The function f(x,y) has one global minimum and one global maximum over its domain.b. Using the problem-solving strategy, step 1 involves finding the critical points of g on its domain. Therefore, we first calculate gx(x,y) and gy(x,y), then set them each equal to zero:




gx(x,y)=2y+4gy(x,y)=2y−6.

Setting them equal to zero yields the system of equations



2x+4=02y−6=0.
The solution to this system is x=−2 and y=3. Therefore, (−2,3) is a critical point of g. Calculating g(−2,3), we get
g(−2,3)=(−2)2+32+4(−2)−6(3)=4+9−8−18=−13.

The next step involves finding the extrema of g on the boundary of its domain. The boundary of its domain consists of a circle of radius 4 centered at the origin as shown in the following graph.

[image: A filled-in circle marked D of radius four with center at the origin.]Graph of the domain of the function g(x,y)=x2+y2+4x−6y.
The boundary of the domain of g can be parameterized using the functions x(t)=4cost, y(t)=4sint for 0≤t≤2π. Define h(t)=g(x(t),y(t)):
h(t)=g(x(t),y(t))=(4cost)2+(4sint)2+4(4cost)−6(4sint)=16cos2t+16sin2t+16cost−24sint=16+16cost−24sint.
Setting h′(t)=0 leads to
−16sint−24cost=0−16sint=24cost−16sint−16cost=24cost−16costtant=−32
This equation has two solutions over the interval 0≤t≤2π. One is t=π−arctan(32) and the other is t=2π−arctan(32). For the first angle,
sint=sin(π−arctan(32))=sin(arctan(32))=31313cost=cos(π−arctan(32))=−cos(arctan(32))=−21313
Therefore, x(t)=4cost=81313 and y(t)=4sint=−121313, so (81313,−121313) is a critical point on the boundary andg(−81313,121313)=(−81313)2+(121313)2+4(−81313)−6(121313)=14413+6413−321313−721313=208−1041313≈−12.844.
For the second angle,
sint=sin(2π−arctan(32))=−sin(arctan(32))=−31313cost=cos(2π−arctan(32))=cos(arctan(32))=21313.
Therefore, x(t)=4cost=81313 and y(t)=4sint=−121313, so (81313,−121313) is a critical point on the boundary andg(81313,−121313)=(81313)2+(−121313)2+4(81313)−6(−121313)=14413+6413+321313+721313=208+1041313≈44.844.The absolute minimum of g is −13 which is attained at the point (−2,3), which is an interior point of D. The absolute maximum of g is approximately equal to 44.844, which is attained at the boundary point (81313,−121313). These are the absolute extrema of g on D as shown in the following figure.[image: The function f(x, y) = x2 + 4x + y2 – 6y is shown with local minimum at (–12/5, 16/5, –64/5) and local maximum at (12/5, −16/5, 224/5). The shape is a plane curving up from near (−4, 4) to (4, −4).]The function f(x,y) has a local minimum and a local maximum.







Critical Points and Local Extrema: Apply It
Learning Goals

	Find critical points using partial derivatives
	Apply the second derivative test
	Find absolute extrema on closed regions



Optimizing Solar Panel Efficiency

You work for a renewable energy company that installs solar panels on flat commercial rooftops. The energy output efficiency E at any position on a rooftop depends on two factors: x, the distance in meters from the west edge, and y, the distance in meters from the south edge. Factors like nearby buildings, ventilation units, and rooftop geometry create variations in sunlight exposure across the surface. Your job is to analyze efficiency models to find optimal panel placement. By locating critical points and classifying them, you can identify positions of maximum efficiency, minimum efficiency, or unstable transition zones. When working within a specific installation zone, you must also check boundary constraints to find the absolute best and worst positions.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Constrained Optimization: Learn It 1
Learning Goals

	Solve optimization problems with one constraint
	Solve optimization problems with two constraints



Lagrange Multipliers

Solving optimization problems for functions of two or more variables can be similar to solving such problems in single-variable calculus. However, techniques for dealing with multiple variables allow us to solve more varied optimization problems for which we need to deal with additional conditions or constraints. Let's look at an example.
Pro-T company has developed a profit model that depends on the number x of golf balls sold per month (measured in thousands), and the number of hours per month of advertising y, according to the function:

z=f(x,y)=48x+96y−x2−2xy−9y2

where z is measured in thousands of dollars. The maximum number of golf balls that can be produced and sold is 50,000, and the maximum number of hours of advertising that can be purchased is 25. Our goal is to find the values of x and y that maximize profit.

Now suppose we add a budgetary constraint, such as 20x+4y≤216, that takes into account the cost of producing the golf balls and the number of advertising hours purchased per month. The goal is still to maximize profit, but now there's a different type of constraint on the values of x and y.

This constraint, combined with the profit function, creates what's called an optimization problem. The profit function f(x,y) is the objective function—the function we want to maximize (or minimize in other contexts). The budgetary constraint 20x+4y≤216 is the constraint function—it limits the possible values of x and y we can consider.

Here's a graph of various level curves of the function f(x,y).

[image: A series of rotated ellipses that become increasingly large. The smallest one is marked f(x, y) = 400, and the biggest one is marked f(x, y) = 150.]Graph of level curves of the function f(x,y)=48x+96y−x2−2xy−9y2 corresponding to c=150,250,350, and 400.
In Figure 1, the value c represents different profit levels (values of the function f). As c increases, the curve shifts to the right. Since our goal is to maximize profit, we want to choose a curve as far to the right as possible. If there was no restriction on production or advertising, we could produce as many golf balls as we want and advertise as much as we want—there would be no maximum profit.

Unfortunately, we have a budgetary constraint modeled by 20x+4y≤216. Figure 2 shows how this constraint interacts with the profit function by superimposing the line 20x+4y=216 on the previous graph.

[image: A series of rotated ellipses that become increasingly large. On the smallest ellipse, which is red, there is a tangent line marked with equation 20x + 4y = 216 that appears to touch the ellipse near (10, 4).]Graph of level curves of the function f(x,y)=48x+96y−x2−2xy−9y2 corresponding to c=150,250,350, and 395. The red graph is the constraint function.The maximum profit occurs when the level curve is as far to the right as possible. However, the production level corresponding to this maximum must also satisfy the budgetary constraint, so the point must lie on (or to the left of) the red line in Figure 2. Inspection reveals that this point exists where the line is tangent to the level curve of f. Trial and error suggests this profit level is around 395, when x and y are both just less than 5.

From a theoretical standpoint, at the point where the profit curve is tangent to the constraint line, the gradient of both functions evaluated at that point must point in the same (or opposite) direction. Recall that the gradient of a function of more than one variable is a vector. If two vectors point in the same (or opposite) directions, then one must be a constant multiple of the other. This idea is the basis of the method of Lagrange multipliers.
Key Takeaway

method of Lagrange multipliers: one constraint

Let f and g be functions of two variables with continuous partial derivatives at every point of some open set containing the smooth curve g(x,y)=0. Suppose that f, when restricted to points on the curve g(x,y)=0, has a local extremum at the point (x0,y0) and that ∇g(x0,y0)≠0. Then there is a number λ called a Lagrange multiplier, for which:
∇f(x0,y0)=λ∇g(x0,y0)

Connect It

Proof



Assume that a constrained extremum occurs at the point (x0,y0). Furthermore, we assume that the equation g(x,y)=0 can be smoothly parameterized as

x=x(s) and y=y(s)

where s is an arc length parameter with reference point (x0,y0) at s=0. Therefore, the quantity z=f(x(s),y(s)) has a relative maximum or relative minimum at s=0, and this implies that dzds=0 at that point. From the chain rule,
dzds=∂f∂x·∂x∂s+∂f∂y·∂y∂s=(∂f∂xi^+∂f∂yj^)·(∂x∂si^+∂y∂sj^)=0,

where the derivatives are all evaluated at s=0. However, the first factor in the dot product is the gradient of f, and the second factor is the unit tangent vector  T (0) to the constraint curve. Since the point (x0,y0) corresponds to s=0, it follows from this equation that
∇f(x0,y0)· T (0)=0,

which implies that the gradient is either 0 or is normal to the constraint curve at a constrained relative extremum. However, the constraint curve g(x,y)=0 is a level curve for the function g(x,y) so that if ∇g(x0,y0)≠0 then ∇g(x0,y0) is normal to this curve at (x0,y0) It follows, then, that there is some scalar λ such that
∇f(x0,y0)=λ∇g(x0,y0)

∎

To apply the method of Lagrange multipliers to optimization problems, we need a systematic strategy.


Steps for Using Lagrange Multipliers

	Identify the objective and constraint functions. Determine the objective function f(x,y) and the constraint function g(x,y). Does the problem ask you to maximize or minimize?
	Set up the system of equations:


∇f(x0,y0)=λ∇g(x0,y0)g(x0,y0)=0

	Solve the system for x0 and y0.
	Evaluate and compare. The largest of the values of f at the solutions found in step 3 maximizes f; the smallest minimizes f.


Example
Use the method of Lagrange multipliers to find the minimum value of f(x,y)=x2+4y2−2x+8y subject to the constraint x+2y=7.
Sample Answer

Let’s follow the problem-solving strategy:

	The optimization function is f(x,y)=x2+4y2−2x+8y. To determine the constraint function, we must first subtract 7 from both sides of the constraint. This gives x+2y−7=0. The constraint function is equal to the left-hand side, so g(x,y)=x+2y−7. The problem asks us to solve for the minimum value of f, subject to the constraint (see the following graph).


[image: Two rotated ellipses, one within the other. On the largest ellipse, which is marked f(x, y) = 26, there is a tangent line marked with equation x + 2y = 7 that appears to touch the ellipse near (5, 1).]Graph of level curves of the function f(x,y)=x2+4y2−2x+8y corresponding to c=10 and 26. The red graph is the constraint function.2. We then must calculate the gradients of both f and g:
∇f(x,y)=(2x−2)i+(8y+8)j∇g(x,y)=i+2j.
The equation ∇f(x0,y0)=λ∇g(x0,y0) becomes

(2x0−2)i+(8y0+8)j=λ(i+2j),



which can be rewritten as

(2x0−2)i+(8y0+8)j=λi+2λj.



 

Next, we set the coefficients of i and j equal to each other:

2x0−2=λ8y0+8=2λ.

The equation g(x0,y0)=0 becomes x0+2y0−7=0. Therefore, the system of equations that needs to be solved is

2x0−2=λ8y0+8=2λx0+2y0−7=0.



3. This is a linear system of three equations in three variables. We start by solving the second equation for λ and substituting it into the first equation. This gives λ=4y0+4, so substituting this into the first equation gives

2x0−2=4y0+4.

Solving this equation for x0 gives x0=2y0+3. We then substitute this into the third equation:
(2y0+3)+2y0−7=04y0−4=0y0=1.

Since x0=2y0+3, this gives x0=5.

4. Next, we substitute (5,1) into f(x,y)=x2+4y2−2x+8y, gives f(5,1)=52+4(1)2−2(5)+8(1)=27. To ensure this corresponds to a minimum value on the constraint function, let’s try some other values, such as the intercepts of g(x,y)=0, Which are (7,0) and (0,3.5). We get f(7,0)=35 and f(0.3.5)=77, so it appears f has a minimum at (5,1).





Example

Return to the golf ball manufacturer problem.  The golf ball manufacturer, Pro-T, has developed a profit model that depends on the number x of golf balls sold per month (measured in thousands), and the number of hours per month of advertising y, according to the function

z=f(x,y)=48x+96y−x2−2xy−9y2,

where z is measured in thousands of dollars. The budgetary constraint function relating the cost of the production of thousands golf balls and advertising units is given by 20x+4y=216. Find the values of x and y that maximize profit, and find the maximum profit.
Sample Answer

Again, we follow the problem-solving strategy:

	The optimization function is f(x,y)=48x+96y−x2−2xy−9y2. To determine the constraint function, we first subtract 216 from both sides of the constraint, then divide both sides by 4, which gives 5x+y−54=0. The constraint function is equal to the left-hand side, so g(x,y)=5x+y−54. The problem asks us to solve for the maximum value of f subject to this constraint.
	So, we calculate the gradients of both f and g:
∇f(x,y)=(48−2x−2y)i+(96−2x−18y)j∇g(x,y)=5i+j.
The equation ∇f(x0,y0)=λ∇g(x0,y0) becomes

(48−2x0−2y0)i+(96−2x0−18y0)j=λ(5i+j),
which can be rewritten as

(48−2x0−2y0)i+(96−2x0−18y0)j=λ5i+λj.

We then set the coefficients of i and j equal to each other:

48−2x0−2y0=5λ96−2x0−18y0=λ.


The equation g(x0,y0)=0 becomes 5x0+y0−54=0. Therefore, the system of equations that needs to be solved is

48−2x0−2y0=5λ96−2x0−18y0=λ5x0+y0−54=0.




	We use the left-hand side of the second equation to replace λ in the first equation:

48−2x0−2y0=5(96−2x0−18y0)48−2x0−2y0=480−10x0−90y08x0=432−88y0x0=54−11y0.


Then we substitute this into the third equation:

 

5(54−11y0)+y+0=0270−55y0+y0=0216−54y0=0y0=4.


Since x0=54−11y0, this gives x0=10.
	We then substitute (10,4) into f(x,y)=48x+96y−x2−2xy−9y2, which gives


f(10,4)=48(10)+96(4)−(10)2−2(10)(4)−9(4)2=480+384−100−80−144=540.




Therefore the maximum profit that can be attained, subject to budgetary constraints, is $540,000 with a production level of 10,000 golf balls and 4 hours of advertising bought per month. Let’s check to make sure this truly is a maximum. The endpoints of the line that defines the constraint are (10.8,0) and (0,54). Let’s evaluate f at both of these points:


f(10.8,0)=48(10.8)+96(0)−10.82−2(10.8)(0)−9(0)2=401.76f(0,54)=48(0)+96(54)−02−2(0)(54)−9(54)2=−21,060.




The second value represents a loss, since no golf balls are produced. Neither of these values exceed 540, so it seems that our extremum is a maximum value of f.





Extension to Three Variables

The method of Lagrange multipliers extends naturally to optimization functions with three variables and a single constraint. For example, consider a Cobb-Douglas function f(x,y,z)=x0.2y0.4z0.4, where x represents the cost of labor, y represents capital input, and z represents the cost of advertising. The equations to solve are:

∇f(x,y,z)=λ∇g(x,y,z)g(x,y,z)=0

Example
Find the minimum of the function f(x,y,z)=x2+y2+z2 subject to the constraint x+y+z=1.
Sample Answer

	The optimization function is f(x,y,z)=x2+y2+z2. To determine the constraint function, we subtract 1 from each side of the constraint: x+y+z−1=0 which gives the constraint function as g(x,y,z)=x+y+z−1.
	Next, we calculate ∇f(x,y,z) and ∇g(x,y,z):
∇f(x,y,z)=⟨2x,2y,2z⟩∇g(x,y,z)=⟨1,1,1⟩
This leads to the equations

⟨2x0,2y0,2z0⟩=λ⟨1,1,1⟩x0+y0+z0−1=0


which can be rewritten in the following form:


2x0=λ2y0=λ2z0=λx0+y0+z0−1=0.


	Since each of the first three equations has λ on the right-hand side, we know that 2x0=2y0=2z0 and all three variables are equal to each other. Substituting y0=x0 and z0=x0 into the last equation yields 3x0−1=0, so x0=13 and y0=13 and z0=13 which corresponds to a critical point on the constraint curve.
	Then, we evaluate f at the point (13,13,13): 

f(13,13,13)=(13)2+(13)2+(13)2=39=13.

Therefore, an extremum of the function is 13. To verify it is a minimum, choose other points that satisfy the constraint and calculate f at that point. For example,

f(1,0,0)=12+02+02=1f(0,−2,3)=02+(−2)2+32=13.


Both of these values are greater than 13, leading us to believe the extremum is a minimum.




Constrained Optimization: Learn It 2
Problems with Two Constraints

The method of Lagrange multipliers can be applied to problems with more than one constraint. In this case the optimization function, w is a function of three variables:

w=f(x,y,z)

and it is subject to two constraints:

g(x,y,z)=0 and h(x,y,z)=0

There are two Lagrange multipliers, λ1 and λ2, and the system of equations becomes:

∇f(x0,y0,z0)=λ1∇g(x0,y0,z0)+λ2∇h(x0,y0,z0)g(x0,y0,z0)=0h(x0,y0,z0)=0.
Example
Find the maximum and minimum values of the function
f(x,y,z)=x2+y2+z2

subject to the constraints z2=x2+y2 and x+y−z+1=0.


Sample Answer

Let’s follow the problem-solving strategy:

	The optimization function is f(x,y,z)=x2+y2+z2. To determine the constraint functions, we first subtract z2 from both sides of the first constraint, which gives x2+y2−z2=0, so g(x,y,z)=x2+y2−z2. The second constraint function is h(x,y,z)=x+y−z+1.
	


We then calculate the gradients of f, g, and h:

 

∇f(x,y,z)=2xi+2yj+2zk∇g(x,y,z)=2xi+2yj−2zk∇h(x,y,z)=i+j−k.

The equation ∇f(x0,y0,z0)=λ1∇g(x0,y0,z0)+λ2∇h(x0,y0,z0) becomes

2x0i+2y0j+2z0k=λ(2x0i+2y0j−2z0k)+λ2(i+j−k),

which can be rewritten as
2x0i+2y0j+2z0k=(2λ1x0+λ2)i+(2λ1y0+λ2)j−(2λ1z0+λ2)k.

Next, we set the coefficients of i, j, and k equal to each other:
2x0=2λ1x0+λ22y0=2λ1y0+λ22z0=2λ1z0−λ2.
The two equations that arise from the constraints are x02=x02+y02 and x0+y0−z0+1=0. Combining these equations with the previous three equations gives
2x0=2λ1x0+λ22x0=2λ1y0+λ22x0=2λ1z0−λ2z02=x02+y02x0+y0−z0+1=0.


	The first three equations contain the variable λ2. Solving the third equation for λ2 and replacing into the first and second equations reduces the number of equations to four:

2x0=2λ1x0−2λ1z0−2z02y0=2λ1y0−2λ1z0−2z0z02=x02+y02x0+y0−z0+1=0.

Next, we solve the first and second equation for λ1. The first equation gives λ1=x0+z0x0−z0, the second equation gives λ1=y0+z0y0−z0. We set the right-hand side of each equation equal to each other and cross-multiply:


x0+z0x0−z0=y0+z0y0−z0(x0+z0)(y0−z0)=(x0−z0)(y0+z0)x0y0−x0z0+y0z0−z02=x0y0+x0z0−y0z0−z022y0z0−2x0z0=02x0(y0−x0)=0.


Therefore, either z0=0 or y0=x0. If z0=0, then the first constraint becomes 0=x02+y02 The only real solution to this equation is x0=0 and y0=0, which gives the ordered triple (0,0,0). This point does not satisfy the second constraint, so it is not a solution.Next, we consider y0=x0, which reduces the number of equations to three:

y0=x0z02=x02+y02x0+y0−z0+1=0.
We substitute the first equation into the second and third equations:

z02=x02+y02x0+y0−z0+1=0.

Then, we solve the second equation for z0, which gives z0=2x0+1. We then substitute this into the first equation,

z02=2x02(2x0+1)2=2x024x02+4x0+1=2x022x02+4x0+1=0
and use the quadratic formula to solve for x0:
x+0=−4±42−4(2)(1)2(2)=−4±84=−4±224=−1±22.


Recall y0=x0,so this solves for y0 as well. Then, z0=2x0+1, so
x0=2x0+1=2(−1±22)+1=−2+1±2=−1±2.

Therefore, there are two ordered triplet solutions:
(−1+22,−1+22,−1+2) and (−1−22,−1−22,−1−2).


	We substitute (−1+22,−1+22,−1+2) into f(x,y,z)=x2+y2+z2, which gives

f(−1+22,−1+22,−1+2)=(−1+22)2+(−1+22)2+(−1+2)2=(1−2+12)+(1−2+12)+(1−22+2)=6−42.

6+42 is the maximum value and 6−42 is the minimum value of f(x,y,z) subject to the given constraints.




Constrained Optimization: Apply It
Learning Goals

	Solve optimization problems with one constraint
	Solve optimization problems with two constraints



Optimizing Production with Budget Constraints

You work as an operations analyst for a small manufacturing company that produces custom phone cases. The company's weekly profit depends on two factors: the number of standard cases produced (in hundreds) and the number of hours spent on marketing. However, production and marketing costs are limited by the weekly budget. Your job is to determine the optimal production and marketing levels that maximize profit while staying within budget constraints. In some situations, you may also need to consider additional constraints such as warehouse capacity or labor availability.

Try It
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Double Integration and Applications
Double Integration and Applications: Background You'll Need 1
Learning Goals

	Evaluate definite integrals using integration techniques including substitution, and integration by parts



Substitution for Definite Integrals

Substitution can be used with definite integrals. However, using substitution to evaluate a definite integral requires a change to the limits of integration. If we change variables in the integrand, the limits of integration change as well.

Key Takeaway


substitution with definite integrals

Let u=g(x) and let g′ be continuous over an interval [a,b], and let f be continuous over the range of u=g(x). Then,

∫abf(g(x))g′(x)dx=∫g(a)g(b)f(u)du



Example
Use substitution to evaluate ∫01x2(1+2x3)5dx.
Sample Answer

Let u=1+2x3, so du=6x2dx.

Since the original function includes one factor of x2 and du=6x2dx, multiply both sides of the du equation by 16.

Then,
du=6x2dx16du=x2dx.

To adjust the limits of integration, note that when x=0,u=1+2(0)=1, and when x=1,u=1+2(1)=3.

Then,
∫01x2(1+2x3)5dx=16∫13u5du.

Evaluating this expression, we get

16∫13u5du=(16)(u66)|13=136[(3)6−(1)6]=1829.

Watch the following video to see the worked solution to this example.

Interactive elements can be viewed embedded within the content of our online courseware.

For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "5.5 Substitution" here (opens in new window).

Example
Use substitution to evaluate ∫01xe4x2+3dx.
Sample Answer

Let u=4x3+3. Then, du=8xdx.

To adjust the limits of integration, we note that when x=0,u=3, and when x=1,u=7.

So our substitution gives,
∫01xe4x2+3dx=18∫37eudu=18eu|37=e7−e38≈134.568.


Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Integration by Parts for Definite Integrals

Key Takeaway


integration by parts for definite integrals

Let u=f(x) and v=g(x) be functions with continuous derivatives on [a,b]. Then

∫abudv=uv|ab−∫abvdu.


Example

 Find the area of the region bounded above by the graph of y=tan−1x and below by the x -axis over the interval [0,1].


Sample Answer


This region is shown in Figure 1. To find the area, we must evaluate ∫10tan−1xdx.


[image: This figure is the graph of the inverse tangent function. It is an increasing function that passes through the origin. In the first quadrant there is a shaded region under the graph, above the x-axis. The shaded area is bounded to the right at x = 1.]To find the area of the shaded region, we have to use integration by parts.
For this integral, let’s choose u=tan−1x and dv=dx, thereby making du=1x2+1dx and v=x. After applying the integration-by-parts formula we obtain

 Area =xtan−1x|01−∫10xx2+1dx.

 
Use u-substitution to obtain

∫10xx2+1dx=12 ln |x2+1|01.

 
Thus,

 Area =xtan−1x|01−12ln|x2+1||01=π4−12ln2.

 
At this point it might not be a bad idea to do a "reality check" on the reasonableness of our solution. Since π4−12 ln 2≈0.4388, and from Figure 1 we expect our area to be slightly less than 0.5, this solution appears to be reasonable.







Example


Find the volume of the solid obtained by revolving the region bounded by the graph of f(x)=e-x, the x-axis, the y-axis, and the line x=1 about the y-axis.



Sample Answer


The best option to solving this problem is to use the shell method. Begin by sketching the region to be revolved, along with a typical rectangle (see the following graph).


[image: This figure is the graph of the function e^-x. It is an increasing function on the left side of the y-axis and decreasing on the right side of the y-axis. The curve also comes to a point on the y-axis at y=1. Under the curve there is a shaded rectangle in the first quadrant. There is also a cylinder under the graph, formed by revolving the rectangle around the y-axis.]We can use the shell method to find a volume of revolution.
To find the volume using shells, we must evaluate 2π∫01xe-xdx. To do this, let u=x and dv=e-x. These choices lead to du=dx and v=∫ e-x=-e-x. Substituting into the integration-by-parts for definite integrals formula, we obtain

 Volume =2π∫10xe-xdx=2π(-xe-x|01+∫10e-xdx) Use integration by parts .=−2πxe-x|01−2πe-x|01 Evaluate ∫10e-xdx=-e-x|01.=2π−4πe. Evaluate and simplify .

 




Analysis

Again, it is a good idea to check the reasonableness of our solution. We observe that the solid has a volume slightly less than that of a cylinder of radius 1 and height of 1e added to the volume of a cone of base radius 1 and height of 1−13. Consequently, the solid should have a volume a bit less than

π(1)21e+(π3)(1)2(1−1e)=2π3e−π3≈1.8177.

 
Since 2π−4πe≈1.6603, we see that our calculated volume is reasonable.
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Double Integration and Applications: Background You'll Need 2
Learning Goals

	 Estimate the area under a curve using Riemann sums



Riemann Sums


When approximating the area under a curve using rectangles, we can determine the height of each rectangle by evaluating the function at any point xi* within each subinterval [xi−1,xi]. Using f(xi*) as the height of our rectangle gives us an estimate for the area of the form:

A≈∑i=1nf(xi*)Δx.

A sum of this form is called a Riemann sum, named after the 19th-century mathematician Bernhard Riemann.

Key Takeaway


Riemann sum

Let f(x) be defined on a closed interval [a,b] and let P be a regular partition of [a,b]. Let Δx be the width of each subinterval [xi−1,xi] and for each i, let xi* be any point in [xi−1,xi].





A Riemann sum is defined for f(x) as

∑i=1nf(xi*)Δx.


When using left- and right-endpoint approximations, our estimates improve as we increase the number of subintervals n. The same idea applies to Riemann sums: the more subintervals we use, the better our approximation. Now, let's define the area under a curve using Riemann sums.

Key Takeaway


area under a curve using Riemann sums

Let f(x) be a continuous, nonnegative function on an interval [a,b], and let ∑i=1nf(xi*)Δx be a Riemann sum for f(x).





Then, the area under the curve y=f(x) on [a,b] is given by

A=limn→∞∑i=1nf(xi*)Δx.


Taking the limit of a sum is a bit different from taking the limit of a function f(x) as x goes to infinity. We discuss limits of sums in more detail in the chapter on Sequences and Series in Calculus 2. For now, assume that the techniques we use to compute limits of functions also apply to sums.

We must also consider what happens if our sum converges to different limits for different choices of xi*. If f(x) is continuous on [a,b], the limit:

limn→∞∑i=1nf(xi*)Δx

is unique and does not depend on the choice of xi*.
Before we dive into examples, let's discuss some specific choices for xi*. Any choice for xi* gives us an estimate of the area under the curve, but we might want to know if our estimate is too high or too low. We can choose xi* to guarantee one result or the other.

	Overestimate: Choose xi* so that f(xi*) is the maximum value on [xi−1,xi]. This makes our Riemann sum an upper sum.
	Underestimate: Choose xi* so that f(xi*) is the minimum value on [xi−1,xi]. This makes our Riemann sum a lower sum.


Pro Tip

	If a function is increasing over an interval, using the right endpoints for the upper sum and the left endpoints for the lower sum gives us a good estimate.
	If a function is decreasing, using the left endpoints for the upper sum and the right endpoints for the lower sum is effective.


Example
Find a lower sum for f(x)=10−x2 on [1,2]; use n=4 subintervals.
Sample Answer
With n=4 over the interval [1,2],Δx=14. We can list the intervals as [1,1.25],[1.25,1.5],[1.5,1.75],[1.75,2]. Because the function is decreasing over the interval [1,2], (Figure 14) shows that a lower sum is obtained by using the right endpoints.[image: The graph of f(x) = 10 − x^2 from 0 to 2. It is set up for a right-end approximation of the area bounded by the curve and the x axis on [1, 2], labeled a=x0 to x4. It shows a lower sum.]The graph of f(x)=10−x2 is set up for a right-endpoint approximation of the area bounded by the curve and the x-axis on [1,2], and it shows a lower sum.
The Riemann sum is

∑k=14(10−x2)(0.25)=0.25[10−(1.25)2+10−(1.5)2+10−(1.75)2+10−(2)2]=0.25[8.4375+7.75+6.9375+6]=7.28

 
The area of 7.28 is a lower sum and an underestimate.

Watch the following video to see the worked solution to this example.

Interactive elements can be viewed embedded within the content of our online courseware.

For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.You can view the transcript for this segmented clip of "5.1 Approximating Areas" here (opens in new window).



Example

	Find an upper sum for f(x)=10−x2 on [1,2]; let n=4.
	Sketch the approximation.



Sample Answer

f(x) is decreasing on [1,2], so the maximum function values occur at the left endpoints of the subintervals.



Sample Answer

	Upper sum =8.0313.
	[image: A graph of the function f(x) = 10 − x^2 from 0 to 2. It is set up for a right endpoint approximation over the area [1,2], which is labeled a=x0 to x4. It is an upper sum.]Graph of f(x) with approximation
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Double Integration and Applications: Background You'll Need 3
Learning Goals

	Recognize indeterminate forms and apply L’Hôpital’s rule for quotients, products, subtractions, and powers



L’Hôpital’s Rule

L'Hôpital's Rule uses derivatives to evaluate limits that produce indeterminate forms 00 or ∞∞.

Key Takeaway

L’Hôpital’s rule

Suppose f and g are differentiable near a. If limx→af(x)g(x) produces 00 or ∞∞, then:

limx→af(x)g(x)=limx→af′(x)g′(x)

provided the limit on the right exists or equals ±∞.

 
This also applies to one-sided limits and when a=∞ or −∞.

Pro Tip
Critical Points:
	Always verify the limit produces 00 or ∞∞ before applying L'Hôpital's Rule
	 Differentiate numerator and denominator **separately** (this is not the quotient rule)
	 You may need to apply L'Hôpital's Rule multiple times
	 If the limit doesn't produce an indeterminate form, do not use L'Hôpital's Rule


Example

Evaluate each of the following limits by applying L’Hôpital’s rule.

	limx→01−cosxx
	limx→1sin(πx)lnx
	limx→∞e1x−11x
	limx→0sinx−xx2


Sample Answer

	Since the numerator 1−cosx→0 and the denominator x→0, we can apply L’Hôpital’s rule to evaluate this limit. We have
limx→01−cosxx=limx→0ddx(1−cosx)ddx(x)=limx→0sinx1=limx→0(sinx)limx→0(1)=01=0

	As x→1, the numerator sin(πx)→0 and the denominator lnx→0. Therefore, we can apply L’Hôpital’s rule. We obtain
limx→1sin(πx)lnx=limx→1πcos(πx)1/x=limx→1(πx)cos(πx)=(π·1)(−1)=−π

	As x→∞, the numerator e1/x−1→0 and the denominator (1x)→0. Therefore, we can apply L’Hôpital’s rule. We obtain
limx→∞e1/x−11x=limx→∞e1/x(−1x2)(−1x2)=limx→∞e1/x=e0=1

	As x→0, both the numerator and denominator approach zero. Therefore, we can apply L’Hôpital’s rule. We obtain
limx→0sinx−xx2=limx→0cosx−12x.

Since the numerator and denominator of this new quotient both approach zero as x→0, we apply L’Hôpital’s rule again. In doing so, we see that
limx→0cosx−12x=limx→0−sinx2=0.

Therefore, we conclude that
limx→0sinx−xx2=0.



Watch the following video to see the worked solution to this example.

For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "4.8 L'Hopital's Rule" here (opens in new window).

Example

Evaluate each of the following limits by applying L’Hôpital’s rule.

	limx→∞3x+52x+1
	limx→0+lnxcotx


Sample Answer

	Since 3x+5 and 2x+1 are first-degree polynomials with positive leading coefficients, limx→∞(3x+5)=∞ and limx→∞(2x+1)=∞. Therefore, we apply L’Hôpital’s rule and obtain
limx→∞3x+52x+1x=limx→∞32=32.

Note that this limit can also be calculated without invoking L’Hôpital’s rule. Earlier in the module we showed how to evaluate such a limit by dividing the numerator and denominator by the highest power of x in the denominator. In doing so, we saw that
limx→∞3x+52x+1=limx→∞3+5x2+1x=32.

L’Hôpital’s rule provides us with an alternative means of evaluating this type of limit.
	Here, limx→0+lnx=−∞ and limx→0+cotx=∞. Therefore, we can apply L’Hôpital’s rule and obtain
limx→0+lnxcotx=limx→0+1x−csc2x=limx→0+1−xcsc2x.

Now as x→0+, csc2x→∞. Therefore, the first term in the denominator is approaching zero and the second term is getting really large. In such a case, anything can happen with the product. Therefore, we cannot make any conclusion yet. To evaluate the limit, we use the definition of cscx to write
limx→0+1−xcsc2x=limx→0+sin2x−x.

Now limx→0+sin2x=0 and limx→0+x=0, so we apply L’Hôpital’s rule again. We find
limx→0+sin2x−x=limx→0+2sinxcosx−1=0−1=0.

We conclude that
limx→0+lnxcotx=0.





Try It
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Indeterminate Form 0·∞

When limx→af(x)=0 and limx→ag(x)=∞, the product f(x)g(x) produces the indeterminate form 0·∞. To apply L'Hôpital's Rule, rewrite the product as a quotient:

f(x)·g(x)=f(x)1g(x) or f(x)·g(x)=g(x)1f(x)

Choose whichever form gives 00 or ∞∞.

Example
Evaluate limx→0+xlnx.
Sample Answer

First, rewrite the function xlnx as a quotient to apply L’Hôpital’s rule. If we write

xlnx=lnx1/x,

we see that lnx→−∞ as x→0+ and 1x→∞ as x→0+. Therefore, we can apply L’Hôpital’s rule and obtain

limx→0+lnx1/x=limx→0+ddx(lnx)ddx(1/x)=limx→0+1/x−1/x2=limx→0+(−x)=0.

We conclude that

limx→0+xlnx=0.

[image: The function y = x ln(x) is graphed for values x ≥ 0. At x = 0, the value of the function is 0.]Finding the limit at x=0 of the function f(x)=xlnx.

Indeterminate Form ∞−∞

When both f(x)→∞ and g(x)→∞ as x→a, the difference f(x)−g(x) produces ∞−∞. To use L'Hôpital's Rule, combine the terms into a single quotient, typically by finding a common denominator.

Example
Evaluate limx→0+(1x2−1tanx).

Sample Answer

By combining the fractions, we can write the function as a quotient. Since the least common denominator is x2tanx, we have

1x2−1tanx=(tanx)−x2x2tanx

As x→0+, the numerator tanx−x2→0 and the denominator x2tanx→0. Therefore, we can apply L’Hôpital’s rule. Taking the derivatives of the numerator and the denominator, we have

limx→0+(tanx)−x2x2tanx=limx→0+(sec2x)−2xx2sec2x+2xtanx

As x→0+, (sec2x)−2x→1 and x2sec2x+2xtanx→0. Since the denominator is positive as x approaches zero from the right, we conclude that

limx→0+(sec2x)−2xx2sec2x+2xtanx=∞

Therefore,

limx→0+(1x2−1tanx)=∞ 





Indeterminate Forms Involving Exponents

The forms 00, ∞0, and 1∞ are indeterminate when they arise in limits. To handle limits of the form limx→af(x)g(x), use logarithms.

Strategy for Exponential Indeterminate Forms
	Let y=f(x)g(x)
	Take the natural logarithm: lny=g(x)ln(f(x))
	Evaluate L=limx→ag(x)ln(f(x)) using techniques for 0·∞
	Then limx→af(x)g(x)=eL


Example
Evaluate limx→∞x1x
Sample Answer

Let y=x1/x. Then,

ln(x1/x)=1xlnx=lnxx

 
We need to evaluate limx→∞lnxx. Applying L’Hôpital’s rule, we obtain

limx→∞lny=limx→∞lnxx=limx→∞1/x1=0

 
Therefore, limx→∞lny=0. Since the natural logarithm function is continuous, we conclude that

ln(limx→∞y)=0,

 
which leads to

limx→∞y=limx→∞lnxx=e0=1

 
Hence,

limx→∞x1/x=1

Watch the following video to see the worked solution to this example.

Interactive elements can be viewed embedded within the content of our online courseware.

For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "4.8 L'Hopital's Rule" here (opens in new window).

Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Double Integrals over Basic Regions: Learn It 1
Learning Goals

	Calculate double integrals when your region is a rectangle
	Find double integrals over more complex regions
	Switch the order of integration to make calculations easier



Volumes and Double Integrals

In this section we investigate double integrals and show how we can use them to find the volume of a solid over a rectangular region in the xy-plane. Many of the properties of double integrals are similar to those we have already discussed for single integrals.
Let's begin by reviewing the definite integral from single-variable calculus. This foundation will help us extend the concept to two dimensions.

Recall
Recall: Riemann Sums and the Definite Integral
Suppose that y=f(x) is a continuous function and f(x)≥0 on a closed interval [a,b]. The area under the curve and above the x-axis can be approximated using rectangles.

To create this approximation, subdivide the interval [a,b] into n subintervals of width Δx=b−an. If xi* denotes a sample point within the i th  subinterval, then f(xi*) gives the height of the i th  rectangle. Adding up each of these areas yields an approximation of the total area, called a Riemann sum:

∑i=1nf(xi*)Δx

The definite integral of f(x) on [a,b] represents the exact area under the curve y=f(x), and is defined as the following limit:

∫abf(x)dx= lim n→∞∑i=1nf(xi*)Δx


To extend this concept to two dimensions, we consider the space above a rectangular region R. Consider a continuous function f(x,y)≥0 of two variables defined on the closed rectangle R:

R=[a,b]×[c,d]=(x,y)∈ℝ2|a≤x≤b,c≤y≤d

Here [a,b]×[c,d] denotes the Cartesian product of the two closed intervals [a,b] and [c,d]. It consists of rectangular pairs (x,y) such that a≤x≤b and c≤y≤d.

The graph of f represents a surface above the xy-plane with equation z=f(x,y), where z is the height of the surface at the point (x,y). Let S be the solid that lies above R and under the graph of f (Figure 1). The base of the solid is the rectangle R in the xy-plane. We want to find the volume V of the solid S.

[image: In xyz space, there is a surface z = f(x, y). On the x axis, the lines denoting a and b are drawn; on the y axis the lines for c and d are drawn. When the surface is projected onto the xy plane, it forms a rectangle with corners (a, c), (a, d), (b, c), and (b, d).]The graph of f(x,y) over the rectangle R in the xy-plane is a curved surface.
We divide the region R into small rectangles Rij, each with area ΔA and with sides Δx and Δy (Figure 2). We do this by dividing the interval [a,b] into m subintervals and dividing the interval [c,d] into n subintervals. Hence Δx=b−am, Δy=d−cn, and ΔA=ΔxΔy.

[image: In the xy plane, there is a rectangle with corners (a, c), (a, d), (b, c), and (b, d). Between a and b on the x axis lines are drawn from a, x1, x2, …, xi, …, b with distance Delta x between each line; between c and d on the y axis lines are drawn from c, y1, y2, …, yj, …, d with distance Delta y between each line. Among the resulting subrectangles, the one in the second column and third row up has a point marked (x*23, y*23). The rectangle Rij is marked with upper right corner (xi, yj). Within this rectangle the point (x*ij, y*ij) is marked.]Rectangle R is divided into small rectangles Rij, each with an area ΔA.The volume of a thin rectangular box above Rij is f(xij*,yij*)ΔA, where (xij*,yij*) is an arbitrary sample point in each Rij as shown in the following figure.

 

[image: In xyz space, there is a surface z = f(x, y). On the x axis, the lines denoting a and b are drawn; on the y axis the lines for c and d are drawn. When the surface is projected onto the xy plane, it forms a rectangle with corners (a, c), (a, d), (b, c), and (b, d). There are additional squares drawn to correspond to changes of Delta x and Delta y. On the surface, a square is marked and its projection onto the plane is marked as Rij. The average value for this small square is f(x*ij, y*ij).]A thin rectangular box above Rij with height f(xij*,yij*).
Using the same idea for all the subrectangles, we obtain an approximate volume of the solid S as V≈∑i=1m∑j=1n f(xij*,yij*)ΔA. This sum is known as a double Riemann sum and can be used to approximate the value of the volume of the solid. Here the double sum means that for each subrectangle we evaluate the function at the chosen point, multiply by the area of each rectangle, and then add all the results.

As we have seen in the single-variable case, we obtain a better approximation to the actual volume if m and n become larger. The exact volume is given by:

V=limm,n→∞∑i=1m∑j=1nf(xij*,yij*)ΔA

or equivalently,

V=limΔx,Δy→0∑i=1m∑j=1nf(xij*,yij*)ΔA

Note that the sum approaches a limit in either case and the limit is the volume of the solid with the base R. Now we are ready to define the double integral.

Key Takeaway

Double Integral

The double integral of the function f(x,y) over the rectangular region R in the xy-plane is defined as:
∬Rf(x,y)dA=limm,n→∞∑i=1m∑j=1nf(xi*,yj*)ΔA.

	If f(x,y)≥0, then the volume V of the solid S, which lies above R in the xy-plane and under the graph of f, is the double integral of the function f(x,y) over the rectangle R.
	If the function is ever negative, then the double integral can be considered a “signed” volume in a manner similar to the way we defined net signed area in single-variable calculus.


Example

Consider the function z=f(x,y)=3x2−y over the rectangular region R=[0,2]×[0,2] (Figure 4).

	Set up a double integral for finding the value of the signed volume of the solid S that lies above R and “under” the graph of f.
	Divide R into four squares with m=n=2, and choose the sample point as the upper right corner point of each square (1,1),(2,1),(1,2), and (2,2) (Figure 4) to approximate the signed volume of the solid S that lies above R and “under” the graph of f.
	Divide R into four squares with m=n=2, and choose the sample point as the midpoint of each square: (1/2,1/2),(3/2,1/2),(1/2,3/2), and (3/2,3/2) to approximate the signed volume.


[image: In xyz space, there is a surface z = f(x, y) = 3x2 minus y. The corners of the surface are given as (0, 0, 0), (2, 0, 12), (0, 2, negative 2), and (2, 2, 10). The surface is parabolic along the x axis.]The function z=f(x,y) graphed over the rectangular region R=[0,2]×[0,2].
Sample Answer


	
	
	As we can see, the function z=f(x,y)=3x2−y is above the plane. To find the signed volume of S, we need to divide the region R into small rectangles Rij each with area ΔA and with sides Δx and Δy, and choose (xij*,yij*) as sample points in each Rij. Hence, a double integral is set up as
V=∬R(3x2−y)dA=limm,n→∞∑i=1m∑j=1n[3(xij*)2−yij*]ΔA.

	Approximating the signed volume using a Riemann sum with m=n=2 we have ΔA=ΔxΔy=1×1=1. Also, the sample points are (1,1),(2,1),(1,2), and (2,2) as shown in the following figure.


[image: On the xy plane, the points (1, 1), (1, 2), (2, 1), and (2, 2) are marked, and these form the upper right corners of four squares marked R11, R12, R21, and R22, respectively. Each square has area Delta A = 1.]Subrectangles for the rectangular region R=[0,2]×[0,2].




Hence,





V=∑i=12∑j=12f(xij*,yij*)ΔA=∑i=12(f(xi1*,yi1*)+ff(xi2*,yi2*))ΔA=(f(x11*,y11*)ΔA+(f(x21*,y21*)ΔA+(f(x12*,y12*)ΔA+(f(x22*,y22*)ΔA=f(1,1)(1)+f(2,1)(1)+f(1,2)(1)+f(2,2)(1)=(3−1)(1)+(12−1)(1)+(3−1)(1)+(12−2)(1)=2+11+1+10=24.
	Approximating the signed volume using a Riemann sum with m=n=2, we haveΔA=ΔxΔy=1×1=1. In this case the sample points are (1/2,1/2),(3/2,1/2),(1/2,3/2), and (3/2,3/2).
Hence,


V=∑i=12∑j=12f(xij*,yij*)ΔA=f(x11*,y11*)ΔA+f(x21*,y21*)ΔA+f(x12*,y12*)ΔA+f(x22*,y22*)ΔA=f(1/2,1/2)(1)+f(3/2,1/2)(1)+f(1/2,3/2)(1)+f(3/2,3/2)(1)=(34−14)(1)+(274−12)(1)+(34−32)(1)+(274−32)(1)=24+254+(−34)+214=454.


Analysis

Notice that the approximate answers differ due to the choices of the sample points. In either case, we are introducing some error because we are using only a few sample points. Thus, we need to investigate how we can achieve an accurate answer.




Notation and Integrability

Note that we developed the concept of double integral using a rectangular region R. This concept can be extended to any general region. However, when a region is not rectangular, the subrectangles may not all fit perfectly into R, particularly if the base area is curved. We examine this situation in more detail in the next section, where we study regions that are not always rectangular and subrectangles may not fit perfectly in the region R.

Also, the heights may not be exact if the surface z=f(x,y) is curved. However, the errors on the sides and the height where the pieces may not fit perfectly within the solid S approach 0 as m and n approach infinity. The double integral of the function z=f(x,y) exists provided that the function f is not too discontinuous. If the function is bounded and continuous over R except on a finite number of smooth curves, then the double integral exists and we say that f is integrable over R.

Since ΔA=ΔxΔy=ΔyΔx, we can express dA as dxdy or dydx. This means that, when we are using rectangular coordinates, the double integral over a region R denoted by ∬Rf(x,y)dA can be written as

∬Rf(x,y)dxdy or ∬Rf(x,y)dydx

Now let's list some of the properties that can be helpful to compute double integrals.
Double Integrals over Basic Regions: Learn It 2
Properties of Double Integrals

The properties of double integrals are very helpful when computing them or otherwise working with them. We list here six properties of double integrals. Properties 1 and 2 are referred to as the linearity of the integral, property 3 is the additivity of the integral, property 4 is the monotonicity of the integral, and property 5 is used to find the bounds of the integral. Property 6 is used if f(x,y) is a product of two functions g(x) and h(y).

Key Takeaway

theorem: properties of double integrals

Assume that the functions f(x,y) and g(x,y) are integrable over the rectangular region R; S and T are subregions of R; and assume that m and M are real numbers.

	The sum f(x,y)+g(x,y) is integrable and:
∬R[f(x,y)+g(x,y)]dA=∬Rf(x,y)dA+∬Rg(x,y)dA

	If c is a constant, then cf(x,y) is integrable and:
∬Rcf(x,y)dA=c∬Rf(x,y)dA

	If R=S∪T and S∩T=∅ except an overlap on the boundaries, then:
∬Rf(x,y)dA=∬Sf(x,y)dA+∬Tf(x,y)dA

	If f(x,y)≥g(x,y) for (x,y) in R, then:
∬Rf(x,y)dA≥∬Rg(x,y)dA

	If m≤f(x,y)≤M, then:
m×A(R)≤∬Rf(x,y)dA≤M×A(R)

	In the case where f(x,y) can be factored as a product of a function g(x) of x only and a function h(y) of y only, then over the region R=(x,y)∣a≤x≤b,c≤y≤d, the double integral can be written as:
∬Rf(x,y)dA=(∫abg(x)dx)(∫cdh(y)dy)



These properties are used in the evaluation of double integrals, as we will see later.Double Integrals over Basic Regions: Learn It 3
Iterated Integrals

So far, we have seen how to set up a double integral and how to obtain an approximate value for it. We can also imagine that evaluating double integrals by using the definition can be a very lengthy process if we choose larger values for m and n. Therefore, we need a practical and convenient technique for computing double integrals. In other words, we need to learn how to compute double integrals without employing the definition that uses limits and double sums.

The basic idea is that the evaluation becomes easier if we can break a double integral into single integrals by integrating first with respect to one variable and then with respect to the other. The key tool we need is called an iterated integral.

Key Takeaway

iterated integral

Assume a, b, c, and d are real numbers. We define an iterated integral for a function f(x,y) over the rectangular region R=[a,b]×[c,d] as:

∫ab∫cdf(x,y)dydx=∫ab[∫cdf(x,y)dy]dx

∫cd∫abf(x,y)dxdy=∫cd[∫abf(x,y)dx]dy

Pro Tip
The notation ∫ab[∫cdf(x,y)dy]dx means that we integrate f(x,y) with respect to y while holding x constant. Similarly, the notation ∫cd[∫abf(x,y)dx]dy means that we integrate f(x,y) with respect to x while holding y constant.
The fact that double integrals can be split into iterated integrals is expressed in Fubini's theorem. Think of this theorem as an essential tool for evaluating double integrals.

Key Takeaway

Fubini's theorem

Suppose that f(x,y) is a function of two variables that is continuous over a rectangular region R=(x,y)∈ℝ2∣a≤x≤b,c≤y≤d. Then the double integral of f over the region equals an iterated integral,

∬Rf(x,y)dA=∬Rf(x,y)dxdy=∫ab∫cdf(x,y)dydx=∫cd∫abf(x,y)dxdy

More generally, Fubini's theorem is true if f is bounded on R and f is discontinuous only on a finite number of continuous curves. In other words, f has to be integrable over R.

Figure 1 illustrates both orders of integration visually, showing how we can integrate in either order to find the volume.

[image: This figure consists of two figures marked a and b. In figure a, in xyz space, a surface is shown that is given by the function f(x, y). A point x is chosen on the x axis, and at this point, it it written fix x. From this point, a plane is projected perpendicular to the xy plane along the line with value x. This plane is marked Area A(x), and the entire space under the surface is marked V. Similarly, in figure b, in xyz space, a surface is shown that is given by the function f(x, y). A point y is chosen on the y axis, and at this point, it it written fix y. From this point, a plane is projected perpendicular to the xy plane along the line with value y. This plane is marked Area A(y), and the entire space under the surface is marked V.](a) Integrating first with respect to y and then with respect to x to find the area A(x) and then the volume V; (b) integrating first with respect to x and then with respect to y to find the area A(y) and then the volume V.Example
Use Fubini’s theorem to compute the double integral ∬Rf(x,y)dA where f(x,y)=x and R=[0,2]×[0,1].
Sample Answer
Fubini’s theorem offers an easier way to evaluate the double integral by the use of an iterated integral. Note how the boundary values of the region R become the upper and lower limits of integration.∬Rf(x,y)dA=∬Rf(x,y)dxdy=∫y=0y=1∫x=0x=2xdxdy=∫y=0y=1[x22|x=0x=2]dy=∫y=0y=12dy=2y|y=0y=1=2.



The double integration in this example is simple enough to use Fubini's theorem directly, allowing us to convert a double integral into an iterated integral. Consequently, we are now ready to convert all double integrals to iterated integrals and demonstrate how the properties listed earlier can help us evaluate double integrals when the function f(x,y) is more complex. Note that the order of integration can be changed.

Example
Evaluate the double integral ∬R(xy−3xy2)dA where R={(x,y)∣0≤x≤2,1≤y≤2}.
Sample Answer
This function has two pieces: one piece is xy and the other is 3xy2 Also, the second piece has a constant3. Notice how we use properties i and ii to help evaluate the double integral.∬R(xy−3xy2)dA=∬R(xy)dA+∬R(−3y2)dA Property i: Integral of a sum is the sum of the integrals. =∫y=1y=2∫x=0x=2xydxdy−∫y=1y=2∫x=0x=23xy2dxdy Convert double integrals to iterated integrals. =∫y=1y=2(x22y)|x=0x=2dy−3∫y=1y=2(x22y2)|x=0x=2dy Integrat with respect to x, holding y constant .=∫y=1y=22ydy−∫y=1y=26y2dy Property ii: Placing the constant before the integral. =2∫12ydy−6∫12y2dy Integrate with respect to y.=2y22|12−6y33|12=y2|12−2y3|12=(4−1)−2(8−1)=3−2(7)=3−14=−11


Example
Over the region R={(x,y)∣1≤x≤3,1≤y≤2}, we have 2≤x2≤y2≤13. Find a lower and upper bound for the integral ∬R(x2+y2)dA.
Sample Answer
For a lower bound, integrate the constant function 2 over the region R. For an upper bound, integrate the constant function 13 over the region R.
∫12∫132dxdy=∫12[2x|13]dy=∫122(2)dy=4y|12=4(2−1)=4

∫12∫1313dxdy=∫12[13x|13]dy=∫1213(2)dy=26y|12=26(2−1)=26

Hence, we obtain 4≤∬R(x2+y2)dA≤26.



Example
Evaluate the integral ∬ReycosxdA over the region R={(x,y)∣0≤x≤π2,0≤y≤1}.
Sample Answer
This is a great example for property vi because the function f(x,y) is clearly the product of two single-variable functions ey and cos x. Thus we can split the integral into two parts and then integrate each one as a single-variable integration problem.∬ReycosxdA=∫01∫0π/2eycosx dx dy=(∫01eydy)(∫0π/2cosxdx)=(ey|01)(sinx|0π/2)=e−1



As we mentioned before, when we are using rectangular coordinates, the double integral over a region R denoted by ∬Rf(x,y)dA can be written as ∬Rf(x,y)dxdy or ∬Rf(x,y)dydx. The next example shows that the results are the same regardless of which order of integration we choose.

Example

Let’s return to the function f(x,y)=3x2−y from Example "Setting up a Double Integral and Approximating It by Double Sums" this time over the rectangular region R=[0,2]×[0,3]. Use Fubini’s theorem to evaluate ∬Rf(x,y)dA in two different ways:

	First integrate with respect to y and then with respect to x.
	First integrate with respect to x and then with respect to y.


Sample Answer


Figure 1 shows how the calculation works in two different ways.



a. First integrate with respect to y and then integrate with respect to x:

∬Rf(x,y)dA=∫x=0x=2∫y=0y=3(3x2−y)dy dx=∫x=0x=2(∫y=0y=3(3x2−y)dy)dx=∫x=0x=2[3x2y−y22|y=0y=3]dx=∫x=0x=2(9x2−92)dx=3x3−92x|x=0x=2=15.

 

b. First integrate with respect to x and then integrate with respect to y:

∬Rf(x,y)dA=∫y=0y=3∫x=0x=2(3x2−y)dx dy=∫y=0y=3(∫x=0x=2(3x2−y)dx)dy=∫y=0y=3[x3−xy|x=0x=2]dy=∫y=0y=3(8−2y)dy=8y−y2|x=0x=2=15.





Analysis

With either order of integration, the double integral gives us an answer of 15. We might wish to interpret this answer as a volume in cubic units of the solid S below the function f(x,y)=3x2−y over the region R=[0,2]×[0,3]. However, remember that the interpretation of a double integral as a (non-signed) volume works only when the integrand f is a nonnegative function over the base region R.





In the next example we see that it can actually be beneficial to switch the order of integration to make the computation easier. We will come back to this idea several times in this chapter.

Example

Consider the double integral ∬Rxsin(xy)dA over the region R={(x,y)∣0≤x≤3,0≤y≤2} (Figure 2).

	Express the double integral in two different ways.
	Analyze whether evaluating the double integral in one way is easier than the other and why.
	Evaluate the integral.



[image: The function z = f(x, y) = x sin(xy) is shown, which starts with z = 0 along the x axis. Then, the function increases roughly as a normal sin function would, but then skews a bit and decreases as x increases after pi/2.]The function z=f(x,y)=xsin(xy) over the rectangular region R=[0,π]×[1,2].
Sample Answer



a. We can express ∬Rxsin(xy)dA in the following two ways: first by integrating with respect to y and then with respect to x; second by integrating with respect to x and then with respect to y.

∬Rxsin(xy)dA=∫x=0x=π∫y=1y=2xsin(xy)dy dx Integrate first with respect to y.=∫y=1y=2∫x=0x=πxsin(xy)dx dy Integrate first with respect to x.

 

b. If we want to integrate with respect to y first and then integrate with respect to x, we see that we can use the substitution u=xy, which gives du=x dy. Hence the inner integral is simply ∫sinu du and we can change the limits to be functions of x,
∬Rxsin(xy)dA=∫x=0x=π∫y=1y=2xsin(xy)dy dx=∫x=0x=π[∫u=xu=2xsin(u)du]dx.

However, integrating with respect to x first and then integrating with respect to y requires integration by parts for the inner integral, with u=x and dv=sin(xy)dx.Then du=dx and v=−cos(xy)y, so
∬Rxsin(xy)dA=∫y=1y=2∫x=0x=πxsin(xy)dx dy=∫y=1y=2[−xcos(xy)y|+x=0x=π+1y∫x=0x=πcos(xy)dx]dy.

Since the evaluation is getting complicated, we will only do the computation that is easier to do, which is clearly the first method.

 

c. Evaluate the double integral using the easier way.

∬Rxsin(xy)dA=∫x=0x=π∫y=1y=2xsin(xy)dy dx=∫x=0x=π[∫u=xu=2xsin(u)du]dx=∫x=0x=π[−cosu|u=xu=2x]dx=∫x0x=π(−cos2x+cosx) dx=−12sin2x+sinx|x=0x=π=0.




Try It
Interactive elements can be viewed embedded within the content of our online courseware.
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General Regions of Integration

So far we have computed double integrals over rectangular regions. However, most regions we encounter in applications are not rectangular.

Consider a general bounded region D on a plane as shown in Figure 1. Since D is bounded, there must exist a rectangular region R that encloses D. In other words, we can find a rectangle R such that D is a subset of R, written as D⊆R.

[image: A rectangle R with a shape D inside of it. Inside D, there is a point labeled g(x, y) = f(x, y). Outside D but still inside R, there is a point labeled g(x, y) = 0.]For a region D that is a subset of R, we can define a function g(x,y) to equal f(x,y) at every point in D and 0 at every point of R not in D.
Now suppose z=f(x,y) is defined on this general bounded region D. To develop double integrals of f over D, we extend the definition of the function to include all points on a rectangular region R that contains D. We define a new function g(x,y) on R as follows:

g(x,y)={f(x,y) if (x,y) is in D0 if (x,y) is in R but not in D

This extension allows us to use the integration techniques from rectangular regions. The function g(x,y) equals f(x,y) inside D and equals zero outside D but within R.

We assume the boundary of D is a piecewise smooth and continuous simple closed curve to avoid technical difficulties. Under this assumption, g(x,y) is integrable over the rectangular region R as long as f(x,y) is integrable over D. For now we focus on describing different types of regions rather than the technical details of the function.

We consider two types of planar bounded regions.

Key Takeaway

type I and type II regions

A region D in the (x,y)-plane is of Type I if it lies between two vertical lines and the graphs of two continuous functions g1(x) and g2(x). That is,,

D={(x,y)∣a≤x≤ b,g1≤y≤g2 (x)}.

A region D in the xy plane is of Type II if it lies between two horizontal lines and the graphs of two continuous functions h1(y) and h2(y). That is,

D={(x,y)∣c≤y≤ d,h1≤x≤h2 (y)}.


Figures 2 and 3 illustrate the geometric interpretation of Type I and Type II regions.

[image: The graphs showing a region marked D. In all instances, between a and b, there is a shape that is defined by two functions g1(x) and g2(x). In one instance, the two functions do not touch; in another instance, they touch at the end point a, and in the last instance they touch at both end points.]A Type I region lies between two vertical lines and the graphs of two functions of x. 

[image: The graphs show a region marked D. In all instances, between c and d, there is a shape that is defined by two vertically oriented functions x = h1(y) and x = h2(y). In one instance, the two functions do not touch; in the other instance, they touch at the end point c.]A Type II region lies between two horizontal lines and the graphs of two functions of y.Pro Tip

Identifying Region Types

For a Type I region, think vertically: identify the functions that form the top and bottom boundaries, then determine the x-interval.

For a Type II region, think horizontally: identify the functions that form the left and right boundaries, then determine the y-interval.

Example
Consider the region in the first quadrant between the functions y=x and y=x3 (Figure 4). Describe the region first as Type I and then as Type II.[image: The region D is drawn between two functions, namely, y = the square root of x and y = x3.]Region D can be described as Type I or as Type II.
Sample Answer

When describing a region as Type I, we need to identify the function that lies above the region and the function that lies below the region. Here, region D is bounded above by y=x and below by y=x3 in the interval for x in [0,1]. Hence, as Type I, D is described as the set {(x,y)∣0≤x≤1,x3≤y≤x}.

However, when describing a region as Type II, we need to identify the function that lies on the left of the region and the function that lies on the right of the region. Here, the region D is bounded on the left by x=y2 and on the right by x=y3 in the interval for y in [0,1]. Hence, as Type II, D is described as the set {(x,y)∣0≤y≤1,y2≤x≤y3}.
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Double Integrals over Nonrectangular Regions

To evaluate a double integral over a general nonrectangular region, we need to first understand the region and be able to express it as Type I or Type II or a combination of both. Without understanding the regions, we will not be able to determine the limits of integration in double integrals. As a first step, let us look at the following theorem.

Key Takeaway

double integrals over nonrectangular regions

Suppose g(x,y) is the extension to the rectangle R of the function f(x,y) defined on the regions D and R inside R. Then g(x,y) is integrable and we define the double integral of f(x,y) over D by:

∬Df(x,y)dA=∬Rg(x,y)dA.


The right-hand side of this equation is what we have seen before, so this theorem is reasonable because R is a rectangle and ∬Rg(x,y)dA has been discussed in the preceding section. Also, the equality works because the values of g(x,y) are 0 for any point (x,y) that lies outside D, and hence these points do not add anything to the integral. However, it is important that the rectangle R contains the region D.

If the region D is bounded by smooth curves on a plane and we are able to describe it as Type I or Type II or a mix of both, then we can use the following theorem and not have to find a rectangle R containing the region.

Key Takeaway

Fubini's theorem (strong form)

For a function f(x,y) that is continuous on a region D of Type I, we have:

∬Df(x,y)dA=∬Df(x,y)dy dx=∫ab[∫g1(x)g2(x)f(x,y)dy]dx.

Similarly, for a function f(x,y) that is continuous on a region D of Type II, we have:
∬Df(x,y)dA=∬Df(x,y)dx dy=∫cd[∫h1(y)h2(y)f(x,y)dx]dy.

The integral in each of these expressions is an iterated integral, similar to those we have seen before. Notice that, in the inner integral in the first expression, we integrate f(x,y) with x being held constant and the limits of integration being g1(x) and g2(x). In the inner integral in the second expression, we integrate f(x,y) with y being held constant and the limits of integration are h1(x) and h2(x).

Example
Evaluate the integral ∬Dx2exydA where D is shown in Figure 5 (see solution for image).
Sample Answer
First construct the region D as a Type I region (Figure 5). Here D={(x,y)∣0 ≤ x ≤ 2,12x ≤ y ≤ 1}. Then we have
∬Dx2exydA=∫x=0x=2∫y=1/2xy=1x2exydydx.

[image: A triangle marked D drawn with lines y = 1/2 x and y = 1, with vertices (0, 0), (2, 1), and (0, 1). Here, there is a pair of red arrows reaching vertically from one edge to the other.]We can express region D as a Type I region and integrate from y=12x to y=1, between the lines x=0 and x=2.
Therefore, we have
∫x=0x=2∫y=12xy=1x2exydydx=∫x=0x=2[∫y=12xy=1x2exydydx] Iterated for a Type I region. =∫x=0x=2[x2exyx]|y=12xy=1dx Integrate with respect to y using u -substitution  with u=xy where x is held constant =∫x=0x=2[xex−xex22]dx Integrate with respect to x using u -substitution with u=12x2=[xex−ex−e12x2]|x=0x=2=2
In the previous example, we could have looked at the region in another way, such as D={(x,y)∣0 ≤ y ≤ 1,0 ≤ x ≤ 2y} (Figure 6).

[image: A triangle marked D drawn with lines x = 2y and y = 1, with vertices (0, 0), (2, 1), and (0, 1). Here there is a pair of red arrows reaching horizontally from one edge to the other.]

This is a Type II region and the integral would then look like:
∬Dx2exydA=∫y=0y=1∫x=0x=2ux2exydx dy

However, if we integrate first with respect to x, this integral is lengthy to compute because we have to use integration by parts twice.

Example
Evaluate the integral ∬D(3x2+y2) dA where = {(x,y)∣−2 ≤ y ≤ 3,y2−3 ≤ x ≤ y+3}.
Sample Answer
Notice that D can be seen as either a Type I or a Type II region, as shown in Figure 7. However, in this case describing D as Type I is more complicated than describing it as Type II. Therefore, we use D as a Type II region for the integration.

[image: This figure consists of two figures labeled a and b. In figure a, a region is bounded by y = the square root of the quantity (x + 3), y = the negative of the square root of the quantity (x + 3), and y = x minus 3, which has points of intersection (6, 3), (1, negative 2), and (0, negative 3). There are vertical lines in the shape, and it is noted that this is a type I region: integrate first with respect to y. In figure b, a region is bounded by x = y2 minus 3 and x = y + 3, which has points of intersection (6, 3), (1, negative 2), and (0, negative 3). There are horizontal lines in the shape, and it is noted that this is a type II region: integrate first with respect to x.]The region D in this example can be either (a) Type I or (b) Type II.Choosing this order of integration, we have∬D(3x2+y2)dA=∫y=−2y=3∫x=y2−3x=y+3(3x2+y2)dxdy Interated integral, Type II region .=∫y=−2y=3(x2+xy2|y2−3y+3dy Integrate with respect to x.=∫y=−2y=3((y+3)2+(y+3)y2−(y2−3)3−(y2−3)y2)dy=∫−23(54+27y−12y2+2y3+8y4−y6)dy Integrate with respect to y.=[54y+27y22−4y3+y42+8y55−y77]|−23=2,3757.

As these examples show, choosing the right region type can significantly simplify your calculations. Another useful technique is breaking complex regions into simpler pieces.

Recall

Property of Double Integrals

Recall from Double Integrals over Rectangular Regions that all properties of double integrals are also valid for a function defined on a nonrectangular bounded region on a plane. In particular, property 3 states:

If R=S∪T and S∩T=∅ except at their boundaries, then:

∬Rf(x,y)dA=∬Sf(x,y)dA+∬Tf(x,y)dA

Similarly, we have the following property of double integrals over a nonrectangular bounded region on a plane.

Key Takeaway

decomposing regions into smaller regions

Suppose the region D can be expressed as D=D1 ∪ D2 where D1 and D2 do not overlap except at their boundaries. Then:
∬Df(x,y)dA=∬D1f(x,y)dA=∬D2f(x,y)dA.

This theorem is particularly useful for nonrectangular regions because it allows us to split a region into a union of regions of Type I and Type II. Then we can compute the double integral on each piece in a convenient way, as in the next example.

Example
Express the region D shown in Figure 8 as a union of regions of Type I or Type II, and evaluate the integral
∬D(2x+5y)dA.

[image: A complicated shape enclosed by the lines y = (x + 2) squared, x = 16y minus y cubed, x = negative 2, and y = negative 4. This graph has intersection points (0, 4), (negative 2, 0), (0, negative 4), and (negative 2, negative 4).]This region can be decomposed into a union of three regions of Type I or Type II.
Sample Answer


The region D is not easy to decompose into any one type; it is actually a combination of different types. So we can write it as a union of three regions D1, D2, and D3 where,

D1={(x,y)∣−2 ≤ x ≤ 0,0 ≤ y ≤ (x+y)2},

D2={(x,y)∣0 ≤ y ≤ 4,0 ≤ x ≤ (y−116y3)}.

These regions are illustrated more clearly in Figure 9.

[image: The same complicated shape enclosed by the lines y = (x + 2) squared, x = 16y minus y cubed, x = negative 2, and y = negative 4. This graph has intersection points (0, 4), (negative 2, 0), (0, negative 4), and (negative 2, negative 4). The area in the first quadrant is marked as D2 and a Type II region. The region in the second quadrant is marked as D1 and is a Type I region. The region in the third quadrant is marked as D3 and is a Type II region.]Breaking the region into three subregions makes it easier to set up the integration.

Here D1 is Type I and D2 and D3 are both of Type II. Hence,

∬D(2x+5y)dA=∬D1(2x+5y)dA+∬D2(2x+5y)dA+∬D3(2x+5y)dA=∫x=−2x=0∫y=0y=(x+2)2(2x+5y)dydx+∫y=0y=4∫x=0x=y−(1/16)y3(2x+5y)dxdy+∫y=−4y=0∫x=−2x=y−(1/16)y3(2x+5y)dxdy=∫x=−2x=0[12(2+x)2(20+24x+5x2)]+∫y=0y=4[1256y6−716y4+6y2]+∫y=−4y=0[1256y6−716y4+6y2+10y−4]=403+1,66435−1,69635=1,304105.
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Changing the Order of Integration

As we have already seen when we evaluate an iterated integral, sometimes one order of integration leads to a computation that is significantly simpler than the other order of integration. Sometimes the order of integration does not matter, but it is important to learn to recognize when a change in order will simplify our work.

Example
Reverse the order of integration in the iterated integral ∫x=0x=2∫y=0y=2−x2xex2dydx. Then evaluate the new iterated integral.
Sample Answer


The region as presented is of Type I. To reverse the order of integration, we must first express the region as Type II. Refer to Figure 10.

[image: This figure consists of two figures labeled Type I and Type II. In the Type I figure, a curve is given as y = 2 minus x squared, which forms a shape with the x and y axes. There is a vertical line with arrows on the end of it within this shape. In the Type II figure, a curve is given as x = the square root of the quantity (2 minus y), which forms a shape with the x and y axes. There is a horizontal line with arrows on the end of it within this shape.]Converting a region from Type I to Type II.
We can see from the limits of integration that the region is bounded above by y=2−x2 and below by y=0, where x is in the interval [0,2]. By reversing the order, we have the region bounded on the left by x=0 and on the right by x=2−y where y is in the interval [0,2]. We solved y=2−x2 in terms of x to obtain x=2−y.

Hence

∫02∫02−x2xex2dydx=∫02∫02−yxex2dxdy Reverse the order of integration then use substitution =∫02[12ex2|02−y]dy=∫0212(e2−y−1)dy=−12(e2−y+y)|02=12(e2−3)..



Example

Consider the iterated integral ∬Rf(x,y)dx dy where z=f(x,y)=x−2y over a triangular region R that has sides on x=0, y=0 and the line x+y=1. Sketch the region, and then evaluate the iterated integral by

a. integrating first with respect to y, and then,

b. integrating first with respect to x.

Sample Answer


A sketch of the region appears in Figure 11.

[image: The line y = 1 minus x is drawn, and it is also marked as x = 1 minus y. There is a shaded region around x = 0 that comes from the y axis, which projects down to make a shaded region marked y = 0 from the x axis.]A triangular region R for integrating in two ways.
We can complete this integration in two different ways.

a. One way to look at it is by first integrating y from y=0 to y=1−x vertically and then integrating x from x=0         to x=1:

∬Rf(x,y)dxdy=∫x=0x=1∫y=0y=1−x(x−2y)dydx=∫x=0x=1[xy−2y2]y=0y=1−xdx=∫x=0x=1[x(1−x)−(1−x)2]dx=∫x=0x=1[−1+3x−2x2]dx=[−x+32x2−23x3]x=0x=1=−16
b. The other way to do this problem is by first integrating x from x=0 to x=1−y horizontally and then integrating y from y=0 to y=1:

∬Rf(x,y)dxdy=∫y=0y=1∫x=0x=1−y(x−2y)dxdy=∫y=0y=1[12x2−2xy]x=0x=1−ydy=∫y=0y=1[12(1−y)2−2y(1−y)]dy=∫y=0y=1[12−3y+52y2]dy=[12y−32y2+56y3]y=0y=1=−16

 



Double Integrals over Basic Regions: Apply It
Learning Goals

	Calculate double integrals when your region is a rectangle
	Find double integrals over more complex regions
	Switch the order of integration to make calculations easier





Calculating Material Needs for a Shelter Floor






You are volunteering with a disaster relief organization that builds temporary shelters. Your task is to calculate the amount of insulating foam needed for the floor of a new shelter. The shelter floor is rectangular, measuring 5 meters by 4 meters. Due to the uneven ground beneath, the foam thickness varies across the floor according to the function f(x,y)=6−x−y centimeters, where x is the distance in meters from the west edge and y is the distance in meters from the south edge. To determine the total volume of foam required, you need to evaluate a double integral over this region. Later, you'll also help calculate materials for a triangular storage area where the integration region is not rectangular.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.



Applications of Double Integrals: Learn It 1
Learning Goals

	Use a double integral to calculate the area of a region, volume under a surface, or average value of a function over a plane region
	Use double integrals to calculate the volume of a region between two surfaces or the area of a plane region
	Solve problems involving improper double integrals



Applications of Double Integrals

Double integrals are very useful for finding the area of a region bounded by curves of functions. We describe this situation in more detail in the next section. However, if the region is a rectangular shape, we can find its area by integrating the constant function f(x,y)=1 over the region R.

Key Takeaway

area of the region

The area of the region R is given by:
A(R)=∬R1dA.

This definition makes sense because using f(x,y)=1 and evaluating the integral make it a product of length and width. Let’s check this formula with an example and see how this works.

Example
Find the area of the region R={(x,y)∣0≤x≤3,0≤y≤2} by using a double integral, that is, by integrating 1 over the region R.
Sample Answer
The region is rectangular with length 3 and width 2, so we know that the area is 6. We get the same answer when we use a double integral:
A(R)=∫02∫031dx dy=∫02[x|03]dy=∫023dy=3∫02dy=3y|02=3(2)=6.



We have already seen how double integrals can be used to find the volume of a solid bounded above by a function f(x,y) over a region R provided f(x,y)≥0 for all (x,y) in R. Here is another example to illustrate this concept.

Example
Find the volume V of the solid S that is bounded by the elliptic paraboloid 2x2+y2+z=27, the planes x=3 and y=3, and the three coordinate planes.
Sample Answer
First notice the graph of the surface z=27−2x2−y2 in Figure 1(a) and above the square region R1=[−3,3]×[−3,3]. However, we need the volume of the solid bounded by the elliptic paraboloid 2x2+y2+z=27, the planes x=3 and y=3, and the three coordinate planes.[image: This figure consists of two figures marked a and b. In figure a, in xyz space, the surface z = 20 minus 2x2 minus y2 is shown for x and y from negative 3 to positive 3. The shape looks like a sheet that has been pinned at the corners and forced up gently in the middle. In figure b, in xyz space, the surface z = 20 minus 2x2 minus y2 is shown for x and y from 0 to positive 3. The surface is the upper corner of the figure from part a, and below the surface is marked the solid S.](a) The surface z=27−2x2−y2 above the square region R1=[−3,3]×[−3,3]. (b) The solid S lies under the surface z=27−2x2−y2 above the square region R2=[0,3]×[0,3].
Now let’s look at the graph of the surface in Figure 1(b). We determine the volume V by evaluating the double integral over R2:

V=∬Rz dA=∬R(27−2x2−y2) dA=∫y=0y=3∫x=0x=3(27−2x2−y2)dx dy Convert to iterated integral. =∫y=0y=3[27x−23x3−y2x]|x−0x=3dy Integrate with respect to x.=∫y=0y=3(63−3y2)dy=63y−y3|y=0y=3=162.


Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Similarly, we can define the average value of a function of two variables over a region R. The main difference is that we divide by an area instead of the width of an interval.

Recall
Recall that we defined the average value of a function of one variable on an interval [a,b] as:
f ave =1b−a∫abf(x)dx.

Key Takeaway

average value of a function of two variables

The average value of a function of two variables over a region R is:
f ave =1 Area R∬Rf(x,y)dA

In the next example we find the average value of a function over a rectangular region. This is a good example of obtaining useful information for an integration by making individual measurements over a grid, instead of trying to find an algebraic expression for a function.

Example

The weather map in Figure 2 shows an unusually moist storm system associated with the remnants of Hurricane Karl, which dumped 4–8 inches (100–200 mm) of rain in some parts of the Midwest on September 22–23, 2010. The area of rainfall measured 300 miles east to west and 250 miles north to south. Estimate the average rainfall over the entire area in those two days.

[image: A map of Wisconsin and Minnesota that shows many cities with numbers affixed to them. The highest numbers come in a narrow band, and the map is colored accordingly. The map effectively looks like a contour map, but instead of elevations, it uses these numbers.]Effects of Hurricane Karl, which dumped 4–8 inches (100–200 mm) of rain in some parts of southwest Wisconsin, southern Minnesota, and southeast South Dakota over a span of 300 miles east to west and 250 miles north to south.
Sample Answer

Place the origin at the southwest corner of the map so that all the values can be considered as being in the first quadrant and hence all are positive. Now divide the entire map into six rectangles (m=2 and n=3), as shown in Figure 3. Assume f(x,y) denotes the storm rainfall in inches at a point approximately x miles to the east of the origin and y miles to the north of the origin. Let R represent the entire area of 250×300=75,000 square miles. Then the area of each subrectangle is

ΔA=16(75,000)=12,500.

Assume (xij*,yij*) are approximately the midpoints of each subrectangle Rij. Note the color-coded region at each of these points, and estimate the rainfall. The rainfall at each of these points can be estimated as:

At (x11,y11) the rainfall is 0.08.

At (x12,y12) the rainfall is 0.08.

At (x13,y13) the rainfall is 0.01.

At (x21,y21) the rainfall is 1.70.

At (x22,y22) the rainfall is 1.74.

At (x23,y23) the rainfall is 3.00.

[image: Another version of the previous storm map, but this time with lines drawn for x = 100, 200, and 300 and for y = 125 and 250. There is a dot in the center of each of the resulting rectangles.]Storm rainfall with rectangular axes and showing the midpoints of each subrectangle.
According to our definition, the average storm rainfall in the entire area during those two days was

f ave =1 Area R∬Rf(x,y)dxdy=175,000∬Rf(x,y)dxdy≅175,000∑i=13∑j=12f(xij*,yij*)ΔA≅175,00[f(x11*,y11*)ΔA+f(x12*,y12*)ΔA+f(x13*,y13*)ΔA+f(x21*,y21*)ΔA+f(x22*,y22*)ΔA+f(x23*,y23*)ΔA]≅175,000[0.08+0.08+0.01+1.70+1.74+3.00]ΔA≅175,00[0.08+0.08+0.01+1.70+1.74+3.00]12,500≅530[0.08+0.08+0.01+1.70+1.74+3.00]≅1.10.
During September 22–23, 2010 this area had an average storm rainfall of approximately 1.10 inches.
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Calculating Volumes, Areas, and Average Values

We can use double integrals over general regions to compute volumes, areas, and average values. The methods are the same as those we used for rectangular regions, but without that restriction, we can now solve a wider variety of problems.

Example
Find the volume of the solid bounded by the planes x=0, y=0, z=0, and 2x+3y+z=6.
Sample Answer
The solid is a tetrahedron with the base on the xy-plane and a height z=6−2x−3y The base is the region D bounded by the lines, x=0, y=0, and 2x+3y=6 where z=0 (Figure 1). Note that we can consider the region D as Type I or as Type II, and we can integrate in both ways.[image: This figure shows a tetrahedron bounded by x = 0, y = 0, z = 0, and 2x + 3y = 6 (or z = 6 minus 2x minus 3y).]A tetrahedron consisting of the three coordinate planes and the plane z=6−2x−3y, with the base bound by x=0, y=0, and 2x+3y=6.
First, consider D as a Type I region, and hence D={(x,y)∣0 ≤ x ≤ 3,0 ≤ y ≤ 2−23x}.

Therefore, the volume is
V=∫x=0x=3∫y=0y=2−(2x/3)(6−2x−3y)dydx=∫x=0x=3[(6y−2xy−32y2)|y=0y=2−(2x/3)]dx=∫x=0x=3[23(x−3)2]dx=6

Now consider D as a Type II region, so D={(x,y)∣0 ≤ y ≤ 2,0 ≤ x ≤ 3−32y}. In this calculation, the volume is
V=∫y=0y=2∫x=0x=3−(3y/2)(6−2x−3y)dxdy=∫y=0y=2[(6x−x2−3xy)|x=0x=3−(3y/2)]dy=∫y=0y=2[94(y−2)2]dy=6

Therefore, the volume is 6 cubic units.




Finding Areas Using Double Integrals

Finding the area of a rectangular region is easy, but finding the area of a nonrectangular region is not so easy. As we have seen, we can use double integrals to find a rectangular area. This approach is even more useful for finding the area of a general nonrectangular region, as stated in the next definition.

Key Takeaway

area of a nonrectangular region

The area of a plane-bounded region D is defined as the double integral:
∬D1dA.

We have already seen how to find areas in terms of single integration. Here we are seeing another way of finding areas by using double integrals, which can be very useful.

Example
Find the area of the region bounded below by the curve y=x2 and above by the line y=2x in the first quadrant (Figure 2).[image: The line y = 2 x (also marked x = y/2) is shown, as is y = x squared (also marked x = the square root of y). There are vertical and horizontal shadings giving for small stretch of this region, denoting that it can be treated as a Type I or Type II area.]The region bounded by y=x2 and y=2x.
Sample Answer

We just have to integrate the constant function f(x,y)=1 over the region. Thus, the area A of the bounded region is ∫x=0x=2∫y=x2y=2xdydx or ∫y=0x=4∫x=y/2x=ydxdy:

A=∬D1dxdy=∫x=0x=2∫y=x2y=2x1dydx=∫x=0x=2[y|y=x2y=2x]dx=∫x=0x=2(2x−x2)dx=x2−x33|02=43.




Average Value over General Regions

We can also use a double integral to find the average value of a function over a general region. This extends our single-variable approach to two dimensions.

Recall
Average Value of a Function (Single-variable version)

If f(x) is continuous on [a,b], then the average value of f(x) on [a,b] is:
fave=1b−a∫abf(x)dx

The following definition is a direct extension of the formula above.

Key Takeaway

average value of a function over a general region

If f(x,y) is integrable over a plane-bounded region D with positive area A(D) then the average value of the function is:
fave=1A(D)∬Df(x,y)dA

Note that the area is:
A(D)=∬D1dA.

Example
Find the average value of the function f(x,y)=7xy2 on the region bounded by the line x=y and the curve x=y (Figure 3).[image: The lines x = y and x = the square root of y bound a shaded region. There are horizontal dashed lines marked throughout the region.]The region bounded by x=y and x=y
Sample Answer

First find the area A(D) where the region D is given by the figure. We have

A(d)=∬D1dA=∫y=0y=1∫x=yx=y1dxdy∫y=0y=1[x|x=yx=y]dy=23y3/2−y22|01=16.
Then the average value of the given function over this region is

fave=1A(D)∬Df(x,y)dA=1A(D)∫y=0y=1∫x=yx=yyxy2dxdy=11/6∫y=0y=1[72x2ys|x=yx=y]dy=6∫y=0y=1[72y2(y−y2)]dy=6∫y=0y=1[72(y3−y4)]dy=422(y44−y55)|01=4240=2120.


Applications of Double Integrals: Learn It 3
Improper Double Integrals

In single-variable calculus, an improper integral arises when attempting to integrate a function on an unbounded region, or attempting to integrate a function on an interval where that function is discontinuous. We briefly recall both types of improper integrals below.

Recall
Recall: Improper Integrals

A type I improper integral arises when integrating a function f(x) on an unbounded interval, either [a,∞), [−∞,b), or (−∞,∞).  Each of these integrals is defined in terms of a limit.
	∫a∞f(x)dx=limt→∞∫atf(x)dx
	∫−∞bf(x)dx=limt→−∞∫tbf(x)dx
	∫−∞∞f(x)dx=∫−∞cf(x)dx+∫c∞f(x)dx   (where c is a real number)


If the limits above exist, the improper integrals are said to be convergent.  Otherwise, the integrals are divergent.

A type II improper integral arises when integrating a function f(x) on a half-open interval [a,b) or (a,b]. In these respective cases, the improper integrals are defined as follows:
	∫abf(x)dx=limt→b−∫atf(x)dx
	∫abf(x)dx=limt→a+∫tbf(x)dx


The two definitions above can be used to define an improper integral on a closed interval [a,b] where there exists a c∈[a,b] such that f(x) is discontinuous at c.

∫abf(x)dx=∫acf(x)dx+∫cbf(x)dx
An improper double integral is an integral ∬DfdA where either D is an unbounded region or f is an unbounded function. For example, D=(x,y)∣|x−y|≥2 is an unbounded region, and the function f(x,y)=11−x2−2y2 over the ellipse x2+3y2≤1 is an unbounded function. Hence, both of the following integrals are improper integrals:
	∬DxydA where D={(x,y)|∣x−y∣≥2};
	∬D11−x2−2y2dA where D={(x,y)∣x2+3y2 ≤ 1}.


In this section we would like to deal with improper integrals of functions over rectangles or simple regions such that f has only finitely many discontinuities. Not all such improper integrals can be evaluated; however, a form of Fubini’s theorem does apply for some types of improper integrals.

Key Takeaway

Fubini's theorem for improper integrals

If D is a bounded rectangle or simple region in the plane defined by {(x,y): a ≤ x ≤ b,g(x) ≤ y ≤ h(x)} and also by {(x,y): c ≤ y ≤ d,j(y) ≤ x ≤ k(y)} and f is a nonnegative function on D with finitely many discontinuities in the interior of D, then:
∬DfdA=∫x=ax=b∫y=g(x)y=h(x)f(x,y)dydx=∫y=cy=d∫x=j(y)x=k(y)f(x,y)dxdy.

Pro Tip
It is very important to note that we required that the function be nonnegative on D for the theorem to work. We consider only the case where the function has finitely many discontinuities inside D.Example

Consider the function f(x,y)=eyy over the region D={(x,y): 0 ≤ x ≤ 1,x ≤ y ≤ x}.

Notice that the function is nonnegative and continuous at all points on D except (0,0). Use Fubini’s theorem to evaluate the improper integral.

Sample Answer


First we plot the region D (Figure 1); then we express it in another way.

[image: The line y = x is shown, as is y = the square root of x.]The function f is continuous at all points of the region D except (0,0).
The other way to express the same region D is

D={(x,y): 0 ≤ y ≤ 1,y2 ≤ x ≤ y}

Thus we can use Fubini’s theorem for improper integrals and evaluate the integral as
∫y=0y=1∫x=y2x=yeyydxdy.

Therefore, we have

∫y=0y=1∫x=y2x=yeyydxdy=∫y=0y=1eyyx|x=y2x=ydy=∫y=0y=1eyy(y−y2)dy=∫01(ey−yey)dy=e−2.



As mentioned before, we also have an improper integral if the region of integration is unbounded. Suppose now that the function f is continuous in an unbounded rectangle R.

Key Takeaway

improper integrals on an unbounded region

If R is an unbounded rectangle such as R={(x,y): a ≤ x ≤ ∞,c ≤ y ≤ c ≤ ∞}, then when the limit exists, we have:
∬Rf(x,y)dA=lim(b,d)→(∞,∞)∫ab(∫cdf(x,y)dy)dx=lim(b,d)→(∞,∞)∫cd(∫abf(x,y)dx)dy

The following example shows how this theorem can be used in certain cases of improper integrals.

Example
Evaluate the integral ∬Rxye−x2−y2dA where R is the first quadrant of the plane.
Sample Answer

The region R is the first quadrant of the plane, which is unbounded. So

∬Rxye−x2−y2dA=lim(b,d)→(∞,∞)∫x=0x=b(∫y=0y=dxye−x2−y2dy)dx=lim(b,d)→(∞,∞)∫x=0x=bxe−x2dx∫y=0y=dye−y2dy=lim(b,d)→(∞,∞)14(1−e−b2)(1−e−d2)=14
Thus, ∬Rxye−x2−y2dA is convergent and the value is 14.




Applications to Probability

In some situations in probability theory, we can gain insight into a problem when we are able to use double integrals over general regions. Before we go over an example with a double integral, we need to set a few definitions and become familiar with some important properties.

Key Takeaway

joint density function

Consider a pair of continuous random variables X and Y, such as the birthdays of two people or the number of sunny and rainy days in a month. The joint density function f of X and Y satisfies the probability that (X,Y) lies in a certain region D:

P((X,Y)∈D)=∬Df(x,y)dA.

Since the probabilities can never be negative and must lie between 0 and 1, the joint density function satisfies the following inequality and equation:

f(x,y) ≥ 0 and ∬R2f(x,y)dA=1.

Key Takeaway

independent random variables

The variables X and Y are said to be independent random variables if their joint density function is the product of their individual density functions:

f(x,y)=f1(x)f2(y).

Example
At Sydney’s Restaurant, customers must wait an average of 15 minutes for a table. From the time they are seated until they have finished their meal requires an additional 40 minutes, on average. What is the probability that a customer spends less than an hour and a half at the diner, assuming that waiting for a table and completing the meal are independent events?
Sample Answer

Waiting times are mathematically modeled by exponential density functions, with m being the average waiting time, as

f(t){0 if t<0,1me−t/m if t≥0.

If X and Y are random variables for ‘waiting for a table’ and ‘completing the meal,’ then the probability density functions are, respectively,

f1(x)={0 if x<0,115e−x/15 if x≥0. and  f2(y)={0 if y<0,140e−y/40 if y≥0.

Clearly, the events are independent and hence the joint density function is the product of the individual functions

f(x,y)=f1(x)f2(y)={0          if x<0  or  y<0,1600e−x/15e−y/60 if x,y≥0.

We want to find the probability that the combined time X+Y is less than 90 minutes. In terms of geometry, it means that the region D is in the first quadrant bounded by the line x+y=90 (Figure 2).

[image: The line x + y = 90 is shown.]The region of integration for a joint probability density function.
Hence, the probability that (X,Y) is in the region D is

P=(X+Y ≤ 90)=P((X,Y)∈D)=∬Df(x,y)dA=∬D1600e−x/15e−y/40dA.

Since x+y=90 is the same as y=90−x, we have a region of Type I, so
D={(x,y)∣0 ≤ x ≤ 90,0 ≤ y ≤ 90−x},P(X+Y≤90)=1600∫x=0x=90∫y=0y=90−xe−x/15e−y/40dxdy=1600∫x=0x=90∫y=0y=90−xe−(x/15+y/40)dxdy=0.8328.

Thus, there is an 83.2% chance that a customer spends less than an hour and a half at the restaurant.



Another important application in probability that can involve improper double integrals is the calculation of expected values. First we define this concept and then show an example of a calculation.

Key Takeaway

expected values

In probability theory, we denote the expected values E(X) and E(Y), respectively, as the most likely outcomes of the events. The expected values E(X) and E(Y) are given by:

E(X)=∬Sxf(x,y)dA and E(Y)=∬Syf(x,y)dA,

where S is the sample space of the random variables X and Y.

Example
Find the expected time for the events ‘waiting for a table’ and ‘completing the meal’ in Example "Application to Probability".
Sample Answer
Using the first quadrant of the rectangular coordinate plane as the sample space, we have improper integrals for E(X) and E(Y). The expected time for a table is:
E(X)=∬Sx1600e−x/15e−y/40dA=1600∫x=0x=∞∫y=0y=∞xe−x/15e−y/40dA=1600lim(a,b)→(∞,∞)∫x=0x=a∫y=0y=bxe−x/15e−y/40dxdy=1600(lima→∞∫x=0x=axe−x/15dx)(∫y=0y=be−y/40dy)=1600((lima→∞(−15e−x/15(x+15)))|x=0x=a)((limb→∞(−40e−y/40))|y=0y=b)=1600((lima→∞(−15e−a/15(x+15)+225))((limb→∞(−40e−b/40+40))=1600(225)(40)=15.


A similar calculation shows that E(Y)=40. This means that the expected values of the two random events are the average waiting time and the average dining time, respectively.



Applications of Double Integrals: Apply It
Learning Goals

	Use a double integral to calculate the area of a region, volume under a surface, or average value of a function over a plane region
	Use double integrals to calculate the volume of a region between two surfaces or the area of a plane region
	Solve problems involving improper double integrals



Optimizing Storage and Traffic Flow for a Small Bakery

You are helping a friend who recently opened a small bakery in your neighborhood. The bakery has a rectangular customer area, and your friend needs help with several calculations to optimize operations. The main floor area where customers walk and browse is bounded by the front counter (modeled by the line y=2x) and a curved display case (modeled by y=x2), where x and y are measured in meters.

Your friend wants to know the total floor area available for customer movement, the average customer density during peak hours, and how to model the probability that customers complete their orders within a certain time frame.

The customer density during the Saturday morning rush can be modeled by D(x,y)=6xy customers per square meter at any point (x,y) in the browsing region. Additionally, your friend has noticed that the time customers spend deciding on their order and the time spent at the register follow independent exponential distributions, which you'll use to calculate service probabilities.

Try It
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Double Integrals in Polar Coordinates: Learn It 1
Learning Goals

	Use polar coordinates to evaluate double integrals
	Use double integrals in polar coordinates to calculate areas and volumes



Polar Rectangular Regions of Integration

Double integrals are sometimes much easier to evaluate if we change rectangular coordinates to polar coordinates. However, before we describe how to make this change, we need to establish the concept of a double integral in a polar rectangular region.
When we defined the double integral for a continuous function in rectangular coordinates—say, g over a region R in the xy-plane—we divided R into subrectangles with sides parallel to the coordinate axes. These sides have either constant x-values or constant y-values.

In polar coordinates, the shape we work with is a polar rectangle, whose sides have constant r-values or constant θ-values. We can describe a polar rectangle as shown in Figure 1(a):

R=(r,θ)∣a≤r≤b,α≤θ≤β.

Consider a function f(r,θ) over a polar rectangle R. We divide the interval [a,b] into m subintervals [ri−1,ri] of length Δr=b−am. Similarly, we divide the interval [α,β] into n subintervals [θj−1,θj] of width Δθ=β−αn. The circles r=ri and rays θ=θj for 1≤i≤m and 1≤j≤n divide the polar rectangle R into smaller polar subrectangles Rij (Figure 1(b)).

[image: This figure consists of three figures labeled a, b, and c. In figure a, a sector of an annulus is shown in the polar coordinate plane with radii a and b and angles alpha and beta from the theta = 0 axis. In figure b, this sector of an annulus is cut up into subsectors in a manner similar to the way in which previous spaces were cut up into subrectangles. In figure c, one of these subsectors is shown with angle Delta theta, distance between inner and outer radii Delta r, and area Delta A = r* sub theta Delta r Delta theta, where the center point is given as (r* sub i j, theta* sub i j).](a) A polar rectangle R (b) divided into subrectangles Rij (c) Close-up of a subrectangle.
As before, we need to find the area ΔA of the polar subrectangle Rij. Recall that in a circle of radius r, the length s of an arc subtended by a central angle of θ radians is s=rθ. The polar rectangle Rij looks like a trapezoid with parallel sides ri−1Δθ and riΔθ, and width Δr. Hence the area of the polar subrectangle Rij is:

ΔA=12Δr(ri−1Δθ+riΔθ).

Simplifying and letting rij*=12(ri−1+ri), we have ΔA=rij*ΔrΔθ. Therefore, the polar volume of the thin box above Rij (Figure 2) is:
f(rij*,θij*)ΔA=f(rij*,θij*)rij*ΔrΔθ.

[image: In x y z space, there is a surface f (r, theta). On the x y plane, a series of subsectors of annuli are drawn as in the previous figure with radius between annuli Delta r and angle between subsectors Delta theta. A subsector from the surface f(r, theta) is projected down onto one of these subsectors. This subsector has center point marked (r* sub i j, theta* sub i j).]Finding the volume of the thin box above polar rectangle Rij
Using the same idea for all the subrectangles and summing the volumes of the rectangular boxes, we obtain a double Riemann sum:

∑i=1m∑j=1nf(rij*,θij*)rij*ΔrΔθ.

We obtain a better approximation to the polar volume of the solid above the region R when we let m and n become larger. Hence, we define the polar volume as the limit of the double Riemann sum:
V=limm,n→∞ ∑i=1m∑j=1nf(rij*,θij*)rij*ΔrΔθ.

This becomes the expression for the double integral.

Key Takeaway

double integral in polar coordinates

The double integral of the function f(r,θ) over the polar rectangular region R in the rθ-plane is defined as:
∬Rf(r,θ)dA=limm,n→∞∑i=1m∑j=1nf(rij*,θij*)ΔA=limm,n→∞∑i=1m∑j=1nf(rij*,θij*)rij*ΔrΔθ.


Just as with rectangular regions, the double integral over a polar rectangular region can be expressed as an iterated integral in polar coordinates:

∬Rf(r,θ)dA=∬Rf(r,θ)rdrdθ=∫θ=αθ=β∫r=ar=bf(r,θ)rdrdθ

Notice that the expression for dA is replaced by rdrdθ when working in polar coordinates. The extra r factor is crucial and comes from the geometry of polar rectangles.

Another way to look at the polar double integral is to change the double integral in rectangular coordinates by substitution. When the function f is given in terms of x and y, using x=rcosθ, y=rsinθ, and dA=rdrdθ changes it to

∬Rf(x,y)dA=∬Rf(rcosθ,rsinθ)rdrdθ

Note that all the properties we listed earlier for the double integral in rectangular coordinates hold true for the double integral in polar coordinates as well.

Example
Sketch the polar rectangular region R={(r,θ)∣1 ≤ r ≤ 3,0 ≤ θ ≤ π}.
Sample Answer
As we can see from Figure 3, r=1 and r=3 are circles of radius 1 and 3 and 0 ≤ θ ≤ π covers the entire top half of the plane. Hence the region R looks like a semicircular band.[image: Half an annulus R is drawn with inner radius 1 and outer radius 3. That is, the inner semicircle is given by x squared + y squared = 1, whereas the outer semicircle is given by x squared + y squared = 9.]The polar region R lies between two semicircles.
Now that we have sketched a polar rectangular region, let us demonstrate how to evaluate a double integral over this region by using polar coordinates.

Example
Evaluate the integral ∬R3xdA over the region R={(r,θ)∣1 ≤ r ≤ 2,0 ≤ θ ≤ π}.
Sample Answer
First we sketch a figure similar to Figure 3 but with outer radius 2. From the figure we can see that we have∬R3x dA=∫θ=0θ=π∫r=1r=23rcosθr dr dθ Use an iterated integral with correct limits of integration. =∫θ=0θ=πcosθ[r3|r=1r=2]dθ Integrate first with respect to r.=∫θ=0θ=π7cosθdθ=7sinθ|θ=0θ=π=0.
Example
Evaluate the integral ∬R(1−x2−y2)dA where R is the unit circle on the xy-plane.
Sample Answer

The region R is a unit circle, so we can describe it as R={(r,θ)∣0 ≤ r ≤ 1,0 ≤ θ ≤ 2π}.

Using the conversion x=rcosθ,y=rsinθ, and dA=r dr dθ, we have

∬R(1−x2−y2)dA=∫02π∫01(1−r2)r dr dθ=∫02π∫01(r−r3)dr dθ=∫02π[r22−r44]01dθ=∫02π14dθ=π2.


Example
Evaluate the integral ∬R(x+y)dA where R={(x,y)∣1 ≤ x2+y2 ≤ 4,x ≤ 0}.
Sample Answer
We can see that R is an annular region that can be converted to polar coordinates and described as R={(r,θ)∣1 ≤ r ≤ 2,π2 ≤ θ ≤ 3π2} (see the following graph).[image: Two semicircles are drawn in the second and third quadrants, with equations x squared + y squared = 1 and x squared + y squared = 2.]The annular region of integration R.Hence, using the conversionx=rcosθ,y=rsinθ, and dA=r dr dθ, we have
∬R(x+y)dA=∫θ=π/2θ=3π/2∫r=1r=2(rcosθ+rsinθ)r dr dθ=(∫r=1r=2r2dr)(∫π/23π/2(cosθ+sinθ)dθ)=[r33]12[sinθ−cosθ]|π/23π/2=−143.

Double Integrals in Polar Coordinates: Learn It 2
General Polar Regions of Integration

To evaluate the double integral of a continuous function by iterated integrals over general polar regions, we consider regions analogous to Type I and Type II as discussed earlier for rectangular coordinates. It is more common to write polar equations as r=f(θ) than θ=f(r), so we describe a general polar region as R=(r,θ)∣α≤θ≤β,h1(θ)≤r≤h2(θ) (see the following figure).

[image: A region D is shown in polar coordinates with edges given by theta = alpha, theta = beta, r = h2(theta), and r = h1(theta).]A general polar region between α<0<β and h1(θ)<r<h2(θ).Key Takeaway

double integrals over a general polar regions

If f(r,θ) is continuous on a general polar region D as described above, then:
∬Rf(r,θ)r dr dθ=∫θ=αθ=β∫r=h1(θ)r=h2(θ)f(r,θ)r dr dθ

Example
Evaluate the integral ∬Dr2sinθr dr dθ where D is the region bounded by the polar axis and the upper half of the cardioid r=1+cosθ.
Sample Answer
We can describe the region D as {(r,θ)∣0≤θ≤π,0≤r≤1+cosθ} as shown in the following figure.[image: A region D is given as the top half of a cardioid with equation r = 1 + cos theta.]The region D is the top half of a cardioid.Hence, we have
∬Dr2sinθrdr dθ=∫θ=0θ=π∫r=0r=1+cosθ(r2sinθ)rdrdθ=14∫θ=0θ=π[r4]r=0r=1+cosθsinθdθ=14∫θ=0θ=π(1+cosθ)4sinθdθ=−14[(1+cosθ)55]0π=85.

Double Integrals in Polar Coordinates: Learn It 3
Polar Areas and Volumes

As in rectangular coordinates, if a solid S is bounded by the surface z=f(r,θ), as well as by the surfaces r=a, r=b, θ=α, and θ=β, we can find the volume V of S by double integration:

V=∬Rf(r,θ)rdrdθ=∫θ=αθ=β∫r=ar=bf(r,θ)rdrdθ

If the base of the solid can be described as D=(r,θ)∣α≤θ≤β,h1(θ)≤r≤h2(θ), then the double integral for the volume becomes:

V=∬Df(r,θ)rdrdθ=∫θ=αθ=β∫r=h1(θ)r=h2(θ)f(r,θ)rdrdθ

We illustrate this idea with some examples.

Example
Find the volume of the solid that lies under the paraboloid z=1−x2−y2 and above the unit circle on the xy-plane (see the following figure).[image: The paraboloid z = 1 minus x squared minus y squared is shown, which in this graph looks like a sheet with the middle gently puffed up and the corners anchored.]The paraboloid z=1−x2−y2.
Sample Answer

By the method of double integration, we can see that the volume is the iterated integral of the form ∬R(1−x2−y2)dA where R={(r,θ)∣0 ≤ r ≤ 1,0 ≤ θ ≤ 2π}.

Converting to polar coordinates and evaluating, we find the volume is π2 cubic units.



Example
Find the volume of the solid that lies under the paraboloid z=4−x2−y2 and above the disk (x−1)2+y2=1 on the xy-plane. See the paraboloid in Figure 2 intersecting the cylinder (x−1)2+y2=1 above the xy-plane.

[image: A paraboloid with equation z = 4 minus x squared minus y squared is intersected by a cylinder with equation (x minus 1) squared + y squared = 1.]Finding the volume of a solid with a paraboloid cap and a circular base.
Sample Answer

First change the disk (x−1)2+y2=1 to polar coordinates. Expanding the square term, we have x2−2x+1+y2=1. Then simplify to get x2+y2=2x, which in polar coordinates becomes r2=2rcosθ and then either r=0 or r=2cosθ. Similarly, the equation of the paraboloid changes to z=4−r2. Therefore we can describe the disk (x−1)2+y2=1 on the xy-plane as the region

D={(r,θ)∣0 ≤ θ ≤ π,0 ≤ r ≤ 2cosθ}.

Hence the volume of the solid bounded above by the paraboloid z=4−x2−y2 and below by r=2cosθ is

V=∬Df(r,θ)r dr dθ=∫θ=0θ=π∫r=0r=2cosθ(4−r2)r dr dθ=∫θ=0θ=π[4r22−r44|r=0r=2cosθ]dθ=∫0π[8cos2θ−4cos2θ]dθ=[52θ+52sinθcosθ−sinθcos3θ]0π=52π.



Notice in the next example that integration is not always easy with polar coordinates. Complexity of integration depends on the function and also on the region over which we need to perform the integration. If the region has a more natural expression in polar coordinates or if f has a simpler antiderivative in polar coordinates, then the change in polar coordinates is appropriate; otherwise, use rectangular coordinates.

Example
Find the volume of the region that lies under the paraboloid z=x2+y2 and above the triangle enclosed by the lines y=x, x=0 and x+y=2 in the xy-plane (Figure 3).
Sample Answer

First examine the region over which we need to set up the double integral and the accompanying paraboloid.

[image: This figure consists of three figures. The first is simply a paraboloid that opens up. The second shows the region D bounded by x = 0, y = x, and x + y = 2 with a vertical double-sided arrow within the region. The second shows the same region but in polar coordinates, so the lines bounding D are theta = pi/2, r = 2/(cos theta + sin theta), and theta = pi/4, with a double-sided arrow that has one side pointed at the origin.]Finding the volume of a solid under a paraboloid and above a given triangle.

The region D is {(x,y)∣0 ≤ x ≤ 1,x ≤ y ≤ 2−x}. Converting the lines y=x, x=0, and x+y=2 in the xy-plane to functions of r and θ, we have θ=π/4, θ=π/2, and r=2/(cosθ+sinθ), respectively. Graphing the region on the xy-plane, we see that it looks like D={(r,θ)∣π/4 ≤ θ ≤ π/2,0 ≤ r ≤ 2/(cosθ+sinθ)}. Now converting the equation of the surface gives z=x2+y2=r2. Therefore, the volume of the solid is given by the double integral
V=∬Df(r,θ)r dr dθ=∫θ=π/4θ=π/2∫r=0r=2/(cosθ+sinθr2r dr dθ=∫π/4π/2[r44]02/(cosθ+sinθ) dθ=14∫π/4π/2(2(cosθ+sinθ))4 dθ=164∫π/4π/2(1(cosθ+sinθ))4 dθ=4∫π/4π/2(1(cosθ+sinθ))4 dθ.
As you can see, this integral is very complicated. So, we can instead evaluate this double integral in rectangular coordinates as
V=∫01∫x2−x(x2+y2)dydx.

Evaluating gives
V=∫01∫x2−x(x2+y2)dydx=∫01[x2y+y33]|x2−xdx=∫0183−4x+4x2−8x33dx=[8x3−2x2+4x33−2x43]|01=43.


To answer the question of how the formulas for the volumes of different standard solids such as a sphere, a cone, or a cylinder are found, we want to demonstrate an example and find the volume of an arbitrary cone.

Example
Use polar coordinates to find the volume inside the cone z=2−x2+y2 and above the xy-plane.
Sample Answer

The region D for the integration is the base of the cone, which appears to be a circle on the xy-plane (see the following figure).

[image: A cone given by z = 2 minus the square root of (x squared plus y squared) and a circle given by x squared plus y squared = 4. The cone is above the circle in xyz space.]Finding the volume of a solid inside the cone and above the xy-plane.


We find the equation of the circle by setting z=0:

0=2−x2+y22=x2+y2x2+y2=4
This means the radius of the circle is 2, so for the integration we have 0 ≤ θ ≤ 2π and 0 ≤ r ≤ 2. Substituting x=rcosθ and y=rsinθ in the equation z=2−x2+y2 we have z=2−r. Therefore, the volume of the cone is

∫θ=0θ=2π∫r=0r=2(2−r)r dr dθ=2π43=8π3 cubic units.






Analysis

Note that if we were to find the volume of an arbitrary cone with radius a and height h units, then the equation of the cone would be z=h−hax2+y2.

We can still use Figure 4 and set up the integral as ∫θ=0θ=2π∫r=0r=a(h−ha)r dr dθ.

Evaluating the integral, we get 13πa2h.








As with rectangular coordinates, we can also use polar coordinates to find areas of certain regions using a double integral. As before, we need to understand the region whose area we want to compute. Sketching a graph and identifying the region can be helpful to realize the limits of integration. Generally, the area formula in double integration will look like:

 Area A=∫αβ∫h1(θ)h2(θ)1r dr dθ.

Example
Evaluate the area bounded by the curve r=cos4θ.
Sample Answer
Sketching the graph of the function r=cos4θ reveals that it is a polar rose with eight petals (see the following figure).

[image: A rose with eight petals given by r = cos (4 theta).]Finding the area of a polar rose with eight petals.

Using symmetry, we can see that we need to find the area of one petal and then multiply it by 8. Notice that the values of θ for which the graph passes through the origin are the zeros of the function cos4θ, and these are odd multiples of π/8. Thus, one of the petals corresponds to the values of θ in the interval [−π/8,π/8]. Therefore, the area bounded by the curve r=cos4θ is

 


A=8∫θ=−π/8θ=π/8∫r=0r=cos4θ1r dr dθ=8∫−π/8π/8[12r2|0cos4θ]dθ=8∫−π/8π/812cos24θ dθ=8[14θ+116sin4θcos4θ|−π/8π/8]=8[π16]=π2.


Example
Find the area enclosed by the circle r=3cosθ and the cardioid r=1+cosθ.
Sample Answer

First and foremost, sketch the graphs of the region (Figure 6).

[image: A cardioid with equation 1 + cos theta is shown overlapping a circle given by r = 3 cos theta, which is a circle of radius 3 with center (1.5, 0). The area bounded by the x axis, the cardioid, and the dashed line connecting the origin to the intersection of the cardioid and circle on the r = 2 line is shaded.]Finding the area enclosed by both a circle and a cardioid.
We can from see the symmetry of the graph that we need to find the points of intersection. Setting the two equations equal to each other gives

3cosθ=1+cosθ.

One of the points of intersection is θ=π/3. The area above the polar axis consists of two parts, with one part defined by the cardioid from θ=0 to θ=π/3 and the other part defined by the circle from θ=π/3 to θ=π/2. By symmetry, the total area is twice the area above the polar axis. Thus, we have
A=2[∫θ=0θ=π/3∫r=0r=1+cosθ1r dr dθ+∫θ=π/3θ=π/2∫r=0r=3cosθ1r dr dθ].

Evaluating each piece separately, we find that the area is
A=2(14π+9163+38π−9163)=2(58π)=54π square units.



Example
Evaluate the integral ∬R2e−10(x2+y2)dx dy.
Sample Answer

This is an improper integral because we are integrating over an unbounded region R2. In polar coordinates, the entire plane R2 can be seen as 0 ≤ θ ≤ 2π,0 ≤ r ≤ ∞.

Using the changes of variables from rectangular coordinates to polar coordinates, we have

∬R2e−10(x2+y2)dx dy=∫θ=0θ=2π∫r=0r=∞e−10r2r dr dθ=∫θ=0θ=2π(lima→∞∫r=0r=ae−10r2r dr)dθ=(∫θ=0θ=2πdθ)(lima→∞∫r=0r=ae−10r2r dr)=2π(lima→∞∫r=0r=ae−10r2r dr)=2πlima→∞(−120)(e−10r2|01)=2π(−120)lima→∞(e−10a2−1)=π10


Double Integrals in Polar Coordinates: Apply It
Learning Goals

	Use polar coordinates to evaluate double integrals
	Use double integrals in polar coordinates to calculate areas and volumes



Calculating Storm Rainfall Using Polar Coordinates

You volunteer at a local emergency preparedness center during storm season. A storm system is approaching your area, and the weather radar displays precipitation intensity as a function of distance and angle from the radar station located at the center of town. The radar measures rainfall rate in centimeters per hour at each point in the region. Your task is to analyze the radar data to calculate total rainfall amounts over different neighborhoods. This information helps emergency coordinators decide where to position response teams and sandbag supplies. The radar naturally provides data in polar coordinates, with distance r measured in kilometers from the station and angle θ measured from due east.
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Triple Integration and Applications
Triple Integration and Applications: Background You'll Need 1
Learning Goals

	Apply substitution methods to find definite integrals



Substitution for Definite Integrals

Substitution can be used with definite integrals. However, using substitution to evaluate a definite integral requires a change to the limits of integration. If we change variables in the integrand, the limits of integration change as well.

Key Takeaway


substitution with definite integrals

Let u=g(x) and let g′ be continuous over an interval [a,b], and let f be continuous over the range of u=g(x). Then,

∫abf(g(x))g′(x)dx=∫g(a)g(b)f(u)du




Although we will not formally prove this theorem, we justify it with some calculations here. From the substitution rule for indefinite integrals, if F(x) is an antiderivative of f(x), we have

∫f(g(x))g′(x)dx=F(g(x))+C

Then

∫abf[g(x)]g′(x)dx=F(g(x))|x=ax=b=F(g(b))−F(g(a))=F(u)|u=g(a)u=g(b)=∫g(a)g(b)f(u)du,

and we have the desired result.

Example
Use substitution to evaluate ∫01x2(1+2x3)5dx.
Sample Answer

Let u=1+2x3, so du=6x2dx.

Since the original function includes one factor of x2 and du=6x2dx, multiply both sides of the du equation by 16.

Then,
du=6x2dx16du=x2dx.

To adjust the limits of integration, note that when x=0,u=1+2(0)=1, and when x=1,u=1+2(1)=3.

Then,
∫01x2(1+2x3)5dx=16∫13u5du.

Evaluating this expression, we get

16∫13u5du=(16)(u66)|13=136[(3)6−(1)6]=1829.

Watch the following video to see the worked solution to this example.

Interactive elements can be viewed embedded within the content of our online courseware.

For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "5.5 Substitution" here (opens in new window).

Example
Use substitution to evaluate ∫01xe4x2+3dx.
Sample Answer

Let u=4x3+3. Then, du=8xdx.

To adjust the limits of integration, we note that when x=0,u=3, and when x=1,u=7.

So our substitution gives,
∫01xe4x2+3dx=18∫37eudu=18eu|37=e7−e38≈134.568.



Substitution may be only one of the techniques needed to evaluate a definite integral. All of the properties and rules of integration apply independently, and trigonometric functions may need to be rewritten using a trigonometric identity before we can apply substitution. Also, we have the option of replacing the original expression for u after we find the antiderivative, which means that we do not have to change the limits of integration. These two approaches are shown in the following examples.

Example
Use substitution to evaluate ∫0π/2cos2θdθ.
Sample Answer

Let us first use a trigonometric identity to rewrite the integral. The trig identity cos2θ=1+cos2θ2 allows us to rewrite the integral as

∫0π/2cos2θdθ=∫0π/21+cos2θ2dθ.

 
Then,

∫0π/2(1+cos2θ2)dθ=∫0π/2(12+12cos2θ)dθ=12∫0π/2dθ+12∫0π/2cos2θdθ.

 
We can evaluate the first integral as it is, but we need to make a substitution to evaluate the second integral. Let u=2θ. Then, du=2dθ, or 12du=dθ. Also, when θ=0,u=0, and when θ=π/2,u=π. Expressing the second integral in terms of u, we have

12∫0π/2dθ+12∫0π/2cos2θdθ=12∫0π/2dθ+12(12)∫0πcosudu=θ2|θ=0θ=π/2+14sinu|u=0u=θ=(π4−0)+(0−0)=π4.

Watch the following video to see the worked solution to this example.

Interactive elements can be viewed embedded within the content of our online courseware.

For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "5.5 Substitution" here (opens in new window).
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Triple Integration and Applications: Background You'll Need 2
Learning Goals

	Solve three equations with three different variables



Systems of Three Equations in Three Variables

A system of three equations in three variables helps us solve problems that involve three unknown quantities. Each equation in the system takes the form ax+by+cz=d, where x, y, and z are the variables we're solving for, and a, b, and c are numbers that can't all be zero. When we graph any single equation from this system, it creates a plane in three-dimensional space.


Key Takeaway

systems of three equations in three variables

A system of linear equations with three variables is a set of linear equations with three variables.

In order to solve systems of equations in three variables, known as three-by-three systems, the primary tool we will be using is called Gaussian elimination.

The goal is to eliminate one variable at a time to achieve upper triangular form, the ideal form for a three-by-three system because it allows for straightforward back-substitution to find a solution (x,y,z), which we call an ordered triple. A system in upper triangular form looks like the following:

Ax+By+Cz=DEy+Fz=GHz=K
The third equation can be solved for z, and then we back-substitute to find y and x.
Number of Solutions

When we solve a system of linear equations with three variables, we have many possible solutions.

Graphically, if there is one solution, the ordered triple defines the point that is the intersection of three planes in space. You can visualize such an intersection by imagining any corner in a rectangular room. A corner is defined by three planes: two adjoining walls and the floor (or ceiling). Any point where two walls and the floor meet represents the intersection of three planes.
	Systems that have a single solution is written as an ordered triple {(x,y,z)}.
	Systems that have an infinite number of solutions are those which, after elimination, result in an identity expression that is always true, such as 0=0.
	Systems that have no solution are those that, after elimination, result in a statement that is a contradiction, such as 3=0.


[image: ]Diagram of a system of linear equations with three variables and its possible solutions

The solutions are summarized in the table below.

Recall
In the context of systems of equations, the terms "consistent," "inconsistent," and "dependent" are used to describe the nature of the solutions:
	Consistent System: A system of equations is consistent if it has at least one solution. This can be either a single unique solution or infinitely many solutions.
	Inconsistent System: A system of equations is inconsistent if it has no solutions. This occurs when the equations represent parallel lines that never intersect.
	Dependent System: A system of equations is dependent if it has infinitely many solutions. This occurs when the equations represent the same line (they are essentially the same equation written in different forms).





Solve Systems of Three Equations in Three Variables

Solving a system with three variables is very similar to solving one with two variables. It is important to keep track of your work as the addition of one more equation creates more steps in the solution process.

How To: Given a linear system of three equations, solve for three unknowns.

	Pick any pair of equations and solve for one variable.
	Pick another pair of equations and solve for the same variable.
	You have created a system of two equations in two unknowns. Solve the resulting two-by-two system.
	Back-substitute known variables into any one of the original equations and solve for the missing variable.


Example
Determine whether the ordered triple (3,−2,1) is a solution to the system.
 x+y+z=26x−4y+5z=315x+2y+2z=13

Sample Answer


We will check each equation by substituting in the values of the ordered triple for x,y, and z.
x+y+z=2(3)+(−2)+(1)=2 True  6x−4y+5z=316(3)−4(−2)+5(1)=3118+8+5=31 True  5x+2y+2z=135(3)+2(−2)+2(1)=1315−4+2=13 True 

The ordered triple (3,−2,1) is indeed a solution to the system.



Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Example
Solve the given system.{x−13y+12z=1y−12z=4z=−1

Sample Answer
The third equation states that z=−1, so we substitute this into the second equation to obtain a solution for y.
y−12(−1)=4y+12=4y=4−12y=82−12y=72

Now we have two of our solutions, and we can substitute them both into the first equation to solve for x.
x−13(72)+12(−1)=1x−76−12=1x−76−36=1x−106=1x=1+106x=66+106x=166=83
Now we have our ordered triple; remember to place each variable solution in order.(x,y,z)=(83,72,−1)
Analysis of the SolutionEach of the lines in the system above represents a plane (think about a sheet of paper). If you imagine three sheets of notebook paper each representing a portion of these planes, you will start to see the complexities involved in how three such planes can intersect. Below is a sketch of the three planes. It turns out that any two of these planes intersect in a line, so our intersection point is where all three of these lines meet.

[image: Three Planes Intersecting.]Three planes intersecting.
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Triple Integration and Applications: Background You'll Need 3
Learning Goals

	Calculate determinants of 2×2 and 3×3 matrice



Evaluate the Determinant of a 2×2 Matrix

A determinant is a real number calculated from the entries of a square matrix. Determinants have practical applications in calculating area and volume, solving systems of equations, and even cryptography—where encoded messages can only be decrypted using an invertible matrix and its determinant.

For us, the determinant serves a specific purpose: it tells us whether a matrix is invertible. If the determinant equals zero, the matrix is not invertible. If it's nonzero, we can find an inverse.

Key Takeaway

the determinant of a 2 × 2 matrix

The determinant of a 2 × 2 matrix, given
A=[abcd]

is defined as

[image: ]
Pro Tip
Notation for Determinants
You'll see determinants written in several ways:

	 det (A)
	|A| (vertical bars replacing the matrix brackets)


These all mean the same thing—the determinant of matrix A.

Example
Find the determinant of the given matrix.
A=[52−63]

Sample Answer

det(A)=|52−63|=5(3)−(−6)(2)=27



Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Evaluate the Determinant of a 3 × 3 Matrix

Finding the determinant of a 2×2 matrix is straightforward, but the 3×3 case requires more steps. We'll use a method called diagonal expansion.

The process: augment the matrix by repeating its first two columns on the right, creating a 3×5 array. Then calculate products along diagonals—adding products that go down-right and subtracting products that go up-right.

How to: Find the Determinant of a 3×3 Matrix
Given matrix A=[a1b1c1a2b2c2a3b3c3]

Step 1: Augment A with its first two columns:

 det (A)=|a1b1c1a2b2c2a3b3c3|a1b1a2b2a3b3|

Step 2: Add products down the three diagonals (upper left to lower right):

	First diagonal: a1b2c3
	Second diagonal: b1c2a3
	Third diagonal: c1a2b3


Step 3: Subtract products up the three diagonals (lower left to upper right):

	First diagonal: a3b2c1
	Second diagonal: b3c2a1
	Third diagonal: c3a2b1[image: ]


Result:

|A|=a1b2c3+b1c2a3+c1a2b3−a3b2c1−b3c2a1−c3a2b1

Pro Tip

Think of it as:

	Add the three products going down-right (↘)
	Subtract the three products going up-right (↗)


This pattern makes the calculation systematic and reduces errors.


Example
Find the determinant of the given 3 × 3 matrix:
A=[0213−11401]

Sample Answer


Augment the matrix with the first two columns and then follow the formula. Thus,
|A|=|0213−11401|023−140|=0(−1)(1)+2(1)(4)+1(3)(0)−4(−1)(1)−0(1)(0)−1(3)(2)=0+8+0+4−0−6=6



Example
Find the determinant of the 3 × 3 matrix.
det(A)=|1−371111−23|

Sample Answer

−10


Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Triple Integrals: Learn It 1
Learning Goals

	Evaluate triple integrals over box-shaped regions
	Calculate triple integrals over more complex 3D regions
	Simplify a calculation by changing the order of integration of a triple integral
	Find the average value of a function of three variables



Integrable Functions of Three Variables

In earlier sections, we discussed the double integral of a function f(x,y) of two variables over a rectangular region in the plane. In this section we define the triple integral of a function f(x,y,z) of three variables over a rectangular solid box in space, ℝ3.

We can define a rectangular box B in ℝ3 as B=(x,y,z)∣a≤x≤b,c≤y≤d,e≤z≤f. We follow a similar procedure to what we did for double integrals over rectangular regions.

We divide the interval [a,b] into l subintervals [xi−1,xi] of equal length Δx=xi−xi−1l, divide the interval [c,d] into m subintervals [yj−1,yj] of equal length Δy=yj−yj−1m, and divide the interval [e,f] into n subintervals [zk−1,zk] of equal length Δz=zk−zk−1n. Then the rectangular box B is subdivided into lmn subboxes Bijk=[xi−1,xi]×[yj−1,yj]×[zk−1,zk], as shown in Figure 1.

[image: In x y z space, there is a box B with a subbox Bijk with sides of length Delta x, Delta y, and Delta z.]A rectangular box in ℝ3 divided into subboxes by planes parallel to the coordinate planes.
For each i, j, and k, consider a sample point (xijk*,yijk*,zijk*) in each sub-box Bijk. We see that its volume is ΔV=ΔxΔyΔz. Form the triple Riemann sum:

∑i=1l∑j=1m∑k=1nf(xijk*,yijk*,zijk*)ΔxΔyΔz

We define the triple integral in terms of the limit of a triple Riemann sum, as we did for the double integral in terms of a double Riemann sum.

Key Takeaway

triple integral

The triple integral of a function f(x,y,z) over a rectangular box B is defined as:

liml,m,n→∞ ∑i=1l∑j=1m∑k=1n f(xijk*,yijk*,zijk*)ΔxΔyΔz=∭Bf(x,y,z)dV

if this limit exists.

When the triple integral exists on B, the function f(x,y,z) is said to be integrable on B. The triple integral exists if f(x,y,z) is continuous on B, so we will use continuous functions for our examples. However, continuity is sufficient but not necessary; in other words, f is bounded on B and continuous except possibly on the boundary of B The sample point (xijk*,yijk*,zijk*) can be any point in the rectangular sub-box Bijk and all the properties of a double integral apply to a triple integral.

Now that we have developed the concept of the triple integral, we need to know how to compute it. Just as with double integrals, we can use an iterated triple integral. Fubini's theorem extends to triple integrals as well.

Key Takeaway

Fubini's theorem for triple integrals

If f(x,y,z) is continuous on a rectangular box B=[a,b] × [c,d] × [e,f], then:








∭Bf(x,y,z)dV=∫ef∫cd∫abf(x,y,z)dx dy dz













This integral is also equal to any of the other five possible orderings for the iterated triple integral.


For a, b, c, d, e, and f real numbers, the iterated triple integral can be expressed in six different orderings:

∫ef∫cd∫abf(x,y,z)dx dy dz=∫ef(∫cd(∫abf(x,y,z)dx)dy)dz=∫cd(∫ef(∫abf(x,y,z)dx)dz)dy=∫ab(∫ef(∫cdf(x,y,z)dy)dz)dx=∫ef(∫ab(∫cdf(x,y,z)dy)dx)dz=∫ce(∫ab(∫eff(x,y,z)dz)dx)dy=∫ab(∫ce(∫eff(x,y,z)dz)dy)dx.
For a rectangular box, the order of integration does not make any significant difference in the level of difficulty in computation. We compute triple integrals using Fubini’s Theorem rather than using the Riemann sum definition. We follow the order of integration in the same way as we did for double integrals (that is, from inside to outside).

Example
Evaluate the following triple integral:∫z=0z=1∫y=2y=4∫x=−1x=5(x+yz2)dxdydz
.Sample Answer
The order of integration is specified in the problem, so integrate with respect to x first, then y, and then z.
∫z=0z=1∫y=2y=4∫x=−1x=5(x+yz2)dxdydz=∫z=0z=1∫y=2y=4[x22+xyz2]x=−1x=5dydz Integrate with respect to x.=∫z=0z=1∫y=2y=4[12+6yz2]dydz Evaluate. =∫z=0z=1[12y+6y2z22]y=2y=4dz Integrate with respect to y.=∫z=0z=1[24+36z2]dz Evaluate. =[24z+36z33]z=0z=1=36.

Example
Evaluate the triple integral ∭Bx2yzdV whereB={(x,y,z)∣−2 ≤ x ≤ 1,0 ≤ y ≤ 3,1 ≤ z ≤ 5} as shown in the following figure.

[image: In x y z space, there is a box given with corners (1, 0, 5), (1, 0, 1), (1, 3, 1), (1, 3, 5), (negative 2, 0, 5), (negative 2, 0, 1), (negative 2, 3, 1), and (negative 2, 3, 5).]Evaluating a triple integral over a given rectangular box.
Sample Answer

The order is not specified, but we can use the iterated integral in any order without changing the level of difficulty. Choose, say, to integrate y first, then x, and then z.

∭Bx2yzdV=∫15∫−21∫03[x2yz]dy dx dz=∫15∫−21[x2y22z|03]dx dz=∫15∫−2192x2z dx dz=∫15[92x33z|−21]dz=∫15272z22|15=162.

Now try to integrate in a different order just to see that we get the same answer. Choose to integrate with respect to x first, then z, and then y.

∭Bx2yzdV=∫03∫15∫−21[x2yz]dx dz dy=∫03∫15[x33yz|−21]dz dy=∫03∫153yz dz dy=∫03[3yz22|15]dy=∫0336y dy=36y22|03=18(9−0)=162.


Try It
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Triple Integrals: Learn It 2
Triple Integrals over a General Bounded Region

We now expand the definition of the triple integral to compute a triple integral over a more general bounded region E in ℝ3. The general bounded regions we will consider are of three types.

First, let D be the bounded region that is a projection of E onto the xy-plane. Suppose the region E in ℝ3 has the form:

E=(x,y,z)∣(x,y) ∈ D,u1(x,y) ≤ z ≤ u2(x,y).

For two functions z=u1(x,y) and z=u2(x,y), such that u1(x,y) ≤ u2(x,y) for all (x,y) in D as shown in the following figure.

[image: In x y z space, there is a shape E with top surface z = u2(x, y) and bottom surface z = u1(x, y). The bottom projects onto the x y plane as region D.]We can describe region E as the space between u1(x,y) and u2(x,y) above the projection D of E onto the xy-plane.Key Takeaway

triple integral over a general region

The triple integral of a continuous function f(x,y,z) over a general three-dimensional region:

E={(x,y,z)∣(x,y) ∈ D,u1(x,y) ≤ z ≤ u2(x,y)}

in ℝ3, where D is the projection of E onto the xy-plane, is:
∭Ef(x,y,z)dV=∬D[∫u1(x,y)u2(x,y)f(x,y,z)dz]dA


Similarly, we can consider a general bounded region D in the xy-plane and two functions y=u1(x,z) and y=u2(x,z) such that u1(x,z) ≤ u2(x,z) for all (x,z) in D. Then we can describe the solid region E in ℝ3 as:

E={(x,y,z)∣(x,z) ∈ D,u1(x,z) ≤ z ≤ u2(x,z)}

where D is the projection of E onto the xy-plane and the triple integral is:
∭Ef(x,y,z)dV=∬D[∫u1(x,z)u2(x,z)f(x,y,z)dy]dA.

Finally, if D is a general bounded region in the yz-plane and we have two functions x=u1(y,z) and x=u2(y,z) such that u1(y,z) ≤ u2(y,z) for all (y,z) in D, then the solid region E in ℝ3 can be described as:
E={(x,y,z)∣(y,z) ∈ D,u1(y,z) ≤ z ≤ u2(y,z)}

where D is the projection of E onto the yz-plane and the triple integral is:
∭Ef(x,y,z)dV=∬D[∫u1(y,z)u2(y,z)f(x,y,z)dx]dA.

Setting Up Triple Integrals with Type I and Type II Regions

Note that the region D in any of the planes may be of Type I or Type II. 
Recall
Type I and Type II Regions
A Type I region in the xy-plane has the form: a≤x≤b and g1(x)≤y≤g2(x). The bounds on y depend on x.

A Type II region in the xy-plane has the form: c≤y≤d and h1(y)≤x≤h2(y). The bounds on x depend on y.

These same classifications apply to regions in the xz-plane and yz-plane.

If D in the xy-plane is of Type I (Figure 4), then:
E={(x,y,z)∣a ≤ x ≤ b,g1(x) ≤ y ≤ g2(x),u1(x,y) ≤ z ≤ u2(x,y)}.

[image: In x y z space, there is a complex shape E with top surface z = u2(x, y) and bottom surface z = u1(x, y). The bottom projects onto the xy plane as region D with boundaries x = a, x = b, y = g1(x), and y = g2(x).]A box E where the projection D in the xy-plane is of Type I.Then the triple integral becomes:
∭Ef(x,y,z)dV=∫ab ∫g1(x)g2(x) ∫u1(x,y)u2(x,y)f(x,y,z)dzdydx.

If D in the xy-plane is of Type II (Figure 5), then:

E={(x,y,z)∣c ≤ x ≤ d,h1(x) ≤ y ≤ h2(x),u1(x,y) ≤ z ≤ u2(x,y)}.

[image: In x y z space, there is a complex shape E with top surface z = u2(x, y) and bottom surface z = u1(x, y). The bottom projects onto the xy plane as region D with boundaries y = c, y = d, x = h1(y), and x = h2(y).]A box E where the projection D in the xy-plane is of Type II.Then the triple integral becomes:
∭Ef(x,y,z)dV=∫y=cy=d∫x=h1(y)x=h2(y)∫z=u1(x,y)z=u2(x,y)f(x,y,z)dzdxdy.

Example
Evaluate the triple integral of the function f(x,y,z)=5x−3y over the solid tetrahedron bounded by the planes x=0, y=0, z=0, and x+y+z=1.
Sample Answer
Figure 6 shows the solid tetrahedron E and its projection D on the xy-plane.[image: In x y z space, there is a solid E with boundaries being the x y, z y, and x z planes and z = 1 minus x minus y. The points are the origin, (1, 0, 0), (0, 0, 1), and (0, 1, 0). Its surface on the x y plane is shown as being a rectangle marked D with line y = 1 minus x. Additionally, there is a vertical line shown on D.]The solid E has a projection D on the xy-plane of Type I.
We can describe the solid region tetrahedron as

E={(x,y,z)∣0 ≤ x ≤ 1,0 ≤ y ≤ 1−x,0 ≤ z ≤ 1−x−y}.

Hence, the triple integral is

∭Ef(x,y,z)dV=∫x=0x=1∫y=0y=1−x∫z=0z=1−x−y(5x−3y)dzdydx.

To simplify the calculation, first evaluate the integral ∫z=0z=1−x−y(5x−3y)dz. We have

∫z=0z=1−x−y(5x−3y)dz=(5x−3y)(1−x−y).

Now evaluate the integral ∫y=0y=1−x(5x−3y)(1−x−y)dy, obtaining

∫y=0y=1−x(5x−3y)(1−x−y)dy=12(x−1)2(6x−1).

Finally, evaluate

∫x=0x=112(x−1)2(6x−1)dx=112.

Putting it all together, we have
∭Ef(x,y,z)dV=∫x=0x=1∫y=0y=1−x∫z=0z=1−x−y(5x−3y)dzdydx=112.




Using Triple Integrals to Find Volume

Just as we used the double integral ∬D1dA to find the area of a general bounded region D, we can use ∭E1dV to find the volume of a general solid bounded region E. The next example illustrates the method.

Example

Find the volume of a right pyramid that has the square base in the xy-plane [−1,1] × [−1,1] and vertex at the point (0,0,1) as shown in the following figure.

[image: In x y z space, there is a pyramid with a square base centered at the origin. The apex of the pyramid is (0, 0, 1).]Finding the volume of a pyramid with a square base.
Sample Answer

In this pyramid the value of z changes from 0 to 1 and at each height z, the cross section of the pyramid for any value of z is the square [−1+z,1−z] × [−1+z,1−z]. Hence, the volume of the pyramid is ∭E1dV where

E={(x,y,z)∣0 ≤ z ≤ 1,−1+z ≤ y ≤ 1−z,−1+z ≤ x ≤ 1−z}.

Thus, we have

∭E1dV=∫z=0z=1∫y=−1+zy=1−z∫x=1+zx=1−z1dxdydz=∫z=0z=1∫y=−1+zy=1−z(2−2z)dydz=∫z=0z=1(2−2z)2dz=43.

Hence, the volume of the pyramid is 43 cubic units.



Triple Integrals: Learn It 3
Changing the Order of Integration

As we have already seen in double integrals over general bounded regions, changing the order of the integration is done quite often to simplify the computation. With a triple integral over a rectangular box, the order of integration does not change the level of difficulty of the calculation. However, with a triple integral over a general bounded region, choosing an appropriate order of integration can simplify the computation quite a bit. Sometimes making the change to polar coordinates can also be very helpful.

Example

Consider the iterated integral

∫x=0x=1 ∫y=0y=x2 ∫z=0z=y2f(x,y,z)dzdydx.

The order of integration here is first with respect to z, then y, and then x.

Express this integral by changing the order of integration to be first with respect to x, then z, and then y. Verify that the value of the integral is the same if we let f(x,y,z)=xyz.


Sample Answer

The best way to do this is to sketch the region E and its projections onto each of the three coordinate planes. Thus, let

E={(x,y,z)∣0 ≤ x ≤ 1,0 ≤ y ≤ x2,0 ≤ z ≤ y2}.

and

∫x=0x=1 ∫y=0y=x2 ∫z=0z=y2f(x,y,z)dzdydx=∭Ef(x,y,z)dV.

We need to express this triple integral as

∫y=cy=d ∫z=v1(y)z=v2(y) ∫x=u1(y,z)x=u2(y,z)f(x,y,z)dxdzdy.

Knowing the region E we can draw the following projections (Figure 8):

on the xy-plane is D1={(x,y)∣0 ≤ x ≤ 1,0 ≤ y ≤ x2}={(x,y)∣0 ≤ y ≤ 1,y ≤ x ≤ 1},

on the yz-plane is D2={(y,z)∣0 ≤ y ≤ 1,0 ≤ z ≤ y2}, and

on the xz-plane is D3={(x,z)∣0 ≤ x ≤ 1,0 ≤ z ≤ x2}.

[image: Three similar versions of the following graph are shown: In the x y plane, a region D1 is bounded by the x axis, the line x = 1, and the curve y = x squared. In the second version, region D2 on the z y plane is shown with equation z = y squared. And in the third version, region D3 on the x z plane is shown with equation z = x cubed.]The three cross sections of E on the three coordinate planes.Now we can describe the same region E as {(x,y,z)∣0 ≤ y ≤ 1,0 ≤ z ≤ y2,y ≤ x ≤ 1}, and consequently, the triple integral becomes
∫y=cy=d ∫z=v1(y)z=v2(y) ∫x=u1(y,z)x=u2(y,z)f(x,y,z)dxdzdy=∫y=0y=1 ∫z=0z=x2 ∫x=yx=1f(x,y,z)dxdzdy.

Now assume that f(x,y,z)=xyz in each of the integrals. Then we have

∫x=0x=1∫y=0y=x2∫z=0z=y2xyzdzdydx=∫x=0x=1∫y=0y=x2[xyz22|z=0z=y2]dydx=∫x=0x=1∫y=0y=x2(xy52)dy dx=∫x=0x=1[xy612|y=0y=x2]dx=∫x=0x=1x1312dx=1168,∫y=0y=1∫z=0z=y2∫x=yx=1xyzdxdzdy=∫y=0y=1∫z=0z=y2[yzx22|y1]dz dy=∫y=0y=1∫z=0z=y2(yz2−y2z2)dz dy=∫y=0y=1[yz24−y2z24|z=0z=y2]dy=∫y=0y=1(y54−y64)dy=1168.

The answers match.



Example
Evaluate the triple integral ∭Ex2+z2dV, where E is the region bounded by the paraboloid y=x2+z2 (Figure 9) and the plane y=4.

[image: The paraboloid y = x squared + z squared is shown opening up along the y axis to y = 4.]Integrating a triple integral over a paraboloid.
Sample Answer


The projection of the solid region E onto the xy-plane is the region bounded above by y=4 and below by the parabola y=x2 as shown.

[image: In the x y plane, the graph of y = x squared is shown with the line y = 4 intersecting the graph at (negative 2, 4) and (2, 4).]Cross section in the xy-plane of the paraboloid in Figure 9.
Thus, we have

E={(x,y,z)∣−2 ≤ x ≤ 2,x2 ≤ y ≤ 4,−y−x2 ≤ z ≤ y−x2}.

The triple integral becomes

∭Ex2+z2dV=∫x=−2x=2 ∫y=x2y=4 ∫z=−y−x2z=y−x2x2+z2dzdydx.

This expression is difficult to compute, so consider the projection of E onto the xz-plane. This is a circular disc x2+z2 ≤ 4. So we obtain

∭Ex2+z2dV=∫x=−2x=2 ∫y=x2y=4 ∫z=−y−x2z=y−x2x2+z2dzdydx=∫x=−2x=2 ∫z=−4−x2z=4−x2 ∫y=x2+z2y=4x2+z2dydzdx.

Here the order of integration changes from being first with respect to z, then y and then x to being first with respect to y, then to z, and then to x. It will soon be clear how this change can be beneficial for computation. We have

∫x=−2x=2 ∫z=−4−x2z=4−x2 ∫y=x2+z2y=4x2+z2dydzdx=∫x=−2x=2 ∫z=−4−x2z=4−x2(4−x2−z2)x2+z2dzdx.

Now use the polar substitution x=rcosθ,z=rsinθ, and dzdx=rdrdθ in the xz-plane. This is essentially the same thing as when we used polar coordinates in the xy-plane, except we are replacing y by z. Consequently the limits of integration change and we have, by using r2=x2+z2,

∫x=−2x=2 ∫z=−4−x2z=4−x2(4−x2−z2)x2+z2dzdx=∫θ=0θ=2π ∫r=0r=2(4−r2)rrdrdθ

=∫02π [4r33−r55\vert02] dθ=∫02π 6415dθ=128π15.



Triple Integrals: Learn It 4
Average Value of a Function of Three Variables

Recall that we found the average value of a function of two variables by evaluating the double integral over a region on the plane and then dividing by the area of the region. Similarly, we can find the average value of a function in three variables by evaluating the triple integral over a solid region and then dividing by the volume of the solid.

Key Takeaway

average value of a function of three variables

If f(x,y,z) is integrable over a solid bounded region E with positive volume V(E), then the average value of the function is:

f ave =1V(E)∭Ef(x,y,z)dV.

Note that the volume is V(E)=∭E1dV.

Example
The temperature at a point (x,y,z) of a solid E bounded by the coordinate planes and the plane x+y+z=1 is T(x,y,z)=(xy+8z+20)∘ C . Find the average temperature over the solid.
Sample Answer

Use the theorem given above and the triple integral to find the numerator and the denominator. Then do the division. Notice that the plane x+y+z=1 has intercepts (1,0,0), (0,1,0), and (0,0,1). The region E looks like

E={(x,y,z)∣0 ≤ x ≤ 1,0 ≤ y ≤ 1−x,0 ≤ z ≤ 1−x−y}.

Hence the triple integral of the temperature is

∭Ef(x,y,z)dV=∫x=0x=1 ∫y=0y=1−x ∫z=0z=1−x−y(xy+8z+20)dzdydx=14740.

The volume evaluation is
V(E)=∭E1dV=∫x=0x=1 ∫y=0y=1−x ∫z=0z=1−x−y1dzdydx=16.

Hence the average value is T ave =147/401/6=6(147)40=44120 degrees Celsius.



Triple Integrals: Apply It
Learning Goals

	Evaluate triple integrals over box-shaped regions
	Calculate triple integrals over more complex 3D regions
	Simplify a calculation by changing the order of integration of a triple integral
	Find the average value of a function of three variables



Estimating Material for 3D Printed Objects

You work at a public library's makerspace, helping visitors estimate how much filament their 3D prints will require. Today, a student needs help calculating material usage for a custom phone stand they designed. The object has a complex shape that can be described using mathematical surfaces, and the print settings create varying infill density throughout different regions of the object. Your task is to use triple integrals to determine the total volume, account for the density variation, and calculate the average density to help the student estimate their filament cost. The library charges based on material weight, so accurate calculations will help the student budget appropriately.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Triple Integrals in Alternative Coordinate Systems: Learn It 1
Learning Goals

	Evaluate a triple integral by changing to cylindrical coordinates
	Evaluate a triple integral by changing to spherical coordinates



Triple Integrals in Cylindrical and Spherical Coordinates

We have seen how to convert a double integral in rectangular coordinates into a double integral in polar coordinates in order to deal more conveniently with problems involving circular symmetry. A similar situation occurs with triple integrals, but here we need to distinguish between cylindrical symmetry and spherical symmetry. In this section we convert triple integrals in rectangular coordinates into a triple integral in either cylindrical or spherical coordinates.

Connect It
The opera house l'Hemisphèric in Valencia, Spain, has four sections with one of the sections being a theater in a five-story-high sphere (ball) under an oval roof as long as a football field. Inside is an IMAX screen that changes the sphere into a planetarium with a sky full of 9000 twinkling stars. Using triple integrals in spherical coordinates, we can find the volumes of different geometric shapes like these.

[image: A photo of a glass ovoid dome reflecting in the water to make something like a football shape.]The City of Arts and Sciences in Valencia, Spain, has a unique structure along an axis of just two kilometers that was formerly the bed of the River Turia. The l’Hemisfèric has an IMAX cinema with three systems of modern digital projections onto a concave screen of 900 square meters. An oval roof over 100 meters long has been made to look like a huge human eye that comes alive and opens up to the world as the “Eye of Wisdom.” (credit: modification of work by Javier Yaya Tur, Wikimedia Commons)

Review of Cylindrical Coordinates

As we have seen earlier, in two-dimensional space ℝ2, a point with rectangular coordinates (x,y) can be identified with (r,θ) in polar coordinates and vice versa, where x=rcosθ, y=rsinθ, r2=x2+y2, and tanθ=(yx) are the relationships between the variables.

In three-dimensional space ℝ3, a point with rectangular coordinates (x,y,z) can be identified with cylindrical coordinates (r,θ,z) and vice versa. We can use these same conversion relationships, adding z as the vertical distance to the point from the xy-plane as shown in the following figure.

[image: A box E where the projection D in the xy-plane is of Type I.]Cylindrical coordinates are similar to polar coordinates with a vertical z coordinate added.Recall

From rectangular to cylindrical:

	x=rcosθ
	y=rsinθ
	z=z


From cylindrical to rectangular:

	r2=x2+y2
	θ=tan−1(yx) (note: you may need to add π to reach the correct quadrant)
	z=z



In the two-dimensional plane with a rectangular coordinate system, when we say x=k (constant) we mean an unbounded vertical line parallel to the y-axis and when y=l (constant) we mean an unbounded horizontal line parallel to the x-axis. With the polar coordinate system, when we say r=c (constant), we mean a circle of radius c units and when θ=α (constant) we mean an infinite ray making an angle α with the positive x-axis.

Similarly, in three-dimensional space with rectangular coordinates (x,y,z), the equations x=k, y=l, and z=m, where k, l, and m are constants, represent unbounded planes parallel to the yz-plane, xz-plane, and xy-plane, respectively.

With cylindrical coordinates (r,θ,z), the equations r=c, θ=α, and z=m, where c, α, and m are constants, represent:

	r=c: an unbounded vertical cylinder with the z-axis as its radial axis
	θ=α: a plane making a constant angle α with the xy-plane
	z=m: an unbounded horizontal plane parallel to the xy-plane


This means that the circular cylinder x2+y2=c2 in rectangular coordinates can be represented simply as r=c in cylindrical coordinates.

Pro Tip
For a more detailed review of cylindrical and spherical coordinates, including how to visualize these coordinate systems and work with them in three dimensions, refer to the section on Alternative Coordinate Systems and Surfaces.Triple Integrals in Alternative Coordinate Systems: Learn It 2
Integration in Cylindrical Coordinates

Triple integrals can often be more readily evaluated by using cylindrical coordinates instead of rectangular coordinates. Some common equations of surfaces in rectangular coordinates along with corresponding equations in cylindrical coordinates are listed in Table 5.1. These equations will become handy as we proceed with solving problems using triple integrals.




	
	Circular cylinder
	Circular cone
	Sphere
	Paraboloid





	Rectangular
	x2+y2=c2
	z2=c2(x2+y2)
	x2+y2+z2=c2
	z=c(x2+y2)



	Cylindrical
	r=c
	z=cr
	r2+z2=c2
	z=cr2






5.1 Equations of Some Common Shapes
Pro Tip
When to Use Cylindrical Coordinates
Cylindrical coordinate systems work well for solids that are symmetric around an axis, such as cylinders and cones. Look for problems involving circular cross-sections in the xy-plane or equations containing x2+y2.


Setting Up Triple Integrals in Cylindrical Coordinates

As before, we start with the simplest bounded region B in ℝ3 to describe in cylindrical coordinates, in the form of a cylindrical box:
B={(r,θ,z)∣a ≤ r ≤ b,α ≤ θ ≤ β,c ≤ z ≤ d}

Suppose we divide each interval into l, m, and n subdivisions such that Δr=b−al, Δθ=β−αm, and Δz=d−cn.

[image: In cylindrical box is shown with its projection onto the polar coordinate plane with inner radius a, outer radius b, and sides defined by theta = alpha and beta. The cylindrical box B starts at height c and goes to height d with the rest of the values the same as the projection onto the plane.]A cylindrical box B described by cylindrical coordinates.
Just as we defined triple integrals in rectangular coordinates using Riemann sums, we can define them in cylindrical coordinates. The key difference is that we must account for how volume elements change in this coordinate system. When we divide the cylindrical box into small pieces, each piece has volume rΔrΔθΔz, where the factor of r accounts for the way "wedges" get wider as we move away from the z-axis.

Consider a cylindrical box B=(r,θ,z)∣a ≤ r ≤ b,α ≤ θ ≤ β,c ≤ z ≤ d. If the function f(r,θ,z) is continuous on B, we can define the triple integral in cylindrical coordinates as the limit of a triple Riemann sum:

liml,m,n→∞∑i=1l∑j=1m∑k=1nf(rijk*,θijk*,zijk*)rijk*ΔrΔθΔz.

Notice the extra factor of rijk* in the sum. This comes from the geometry of cylindrical coordinates and is crucial for obtaining correct results.

Key Takeaway

converting triple integrals to cylindrical coordinates

If g(x,y,z) is a continuous function in rectangular coordinates, then we can convert to cylindrical coordinates using x=rcosθ, y=rsinθ, and z=z:

∭Bg(x,y,z)dV=∭Bg(rcosθ,rsinθ,z)rdrdθdz.

The volume element in cylindrical coordinates is dV=rdrdθdz.

Pro Tip
Don't Forget the Extra r!
When converting from rectangular to cylindrical coordinates, the volume element dV becomes rdrdθdz. The extra factor of r comes from the Jacobian of the transformation and is essential for correct integration.


Fubini's Theorem in Cylindrical Coordinates

All the properties of double integrals work well in triple integrals, whether in rectangular coordinates or cylindrical coordinates. They also hold for iterated integrals.

Key Takeaway

Fubini's theorem in cylindrical coordinates

Suppose that g(x,y,z) is continuous on a rectangular box B, which when described in cylindrical coordinates looks like:

B={(r,θ,z)∣a ≤ r ≤ b,α ≤ θ ≤ β,c ≤ z ≤ d}.

Then g(x,y,z)=g(rcosθ,rsinθ,z)=f(r,θ,z) and:

∭Bg(x,y,z)dV=∫cd∫αβ∫abf(r,θ,z)rdrdθdz.

The iterated integral may be replaced equivalently by any one of the other five iterated integrals obtained by integrating with respect to the three variables in other orders.

Example
Evaluate the triple integral ∭B(zrsinθ)rdrdθdz where the cylindrical box B is
B={(r,θ,z)∣0 ≤ r ≤ 2,0 ≤ θ ≤ π/2,0 ≤ z ≤ 4}

Sample Answer

As stated in Fubini’s theorem, we can write the triple integral as the iterated integral

∭B(zrsinθ)rdrdθdz=∫θ=0θ=π/2∫r=0r=2∫z=0z=4(zrsinθ)rdzdrdθ.

The evaluation of the iterated integral is straightforward. Each variable in the integral is independent of the others, so we can integrate each variable separately and multiply the results together. This makes the computation much easier:

∫θ=0θ=π/2∫r=0r=2∫z=0z=4(zrsinθ)rdzdrdθ=(∫0π/2sinθdθ)(∫02r2dr)(∫04zdz)=(−cosθ∣0π/2)(r33\vert02)(z22\vert04)=643.




Triple Integrals over General Cylindrical Regions

If the cylindrical region over which we have to integrate is a general solid, we look at the projections onto the coordinate planes. Hence the triple integral of a continuous function f(r,θ,z) over a general solid region:

E={(r,θ,z)∣(r,θ) ∈ D,u1(r,θ) ≤ z ≤ u2(r,θ)}

in ℝ3, where D is the projection of E onto the rθ-plane, is:
∭Ef(r,θ,z)rdrdθdz=∬D[∫u1(r,θ)u2(r,θ)f(r,θ,z) dz]rdrdθ.

In particular, if D={(r,θ)∣g1 (θ) ≤ r ≤ g2 (θ),α ≤ θ ≤ β}, then we have:
∭Ef(r,θ,z)rdrdθ=∫θ=αθ=β ∫r=g1(θ)r=g2(θ) ∫z=u1(r,θ)z=u2(r,θ)f(r,θ,z)rdzdrdθ.

Similar formulas exist for projections onto the other coordinate planes. We can use polar coordinates in those planes if necessary.

Example
Consider the region E inside the right circular cylinder with equation r=2sinθ, bounded below by the rθ-plane and bounded above by the sphere with radius 4 centered at the origin (Figure 3). Set up a triple integral over this region with a function f(r,θ,z) in cylindrical coordinates.

[image: In polar coordinate space, a sphere of radius 4 is shown with equation r squared + z squared = 16 and center being the origin. There is also a cylinder described by r = 2 sin theta inside the sphere.]Setting up a triple integral in cylindrical coordinates over a cylindrical region.
Sample Answer

First, identify that the equation for the sphere is r2+z2=16. We can see that the limits for z are from 0 to z=16−r2. Then the limits for r are from 0 to r=2sinθ. Finally, the limits for θ are from 0 to π. Hence the region is

E={(r,θ,z)∣0 ≤ θ ≤ π,0 ≤ r ≤ 2sinθ,0 ≤ z ≤ 16−r2}.

Therefore, the triple integral is
∭Ef(r,θ,z)rdzdrdθ=∫θ=0θ=π ∫r=0r=2sinθ ∫z=0z=16−r2f(r,θ,z)rdzdrdθ.



Example

Let E be the region bounded below by the cone z=x2+y2 and above by the paraboloid z=2−x2−y2 (Figure 4). Set up a triple integral in cylindrical coordinates to find the volume of the region, using the following orders of integration:

	dz dr dθ
	dr dz dθ


[image: A paraboloid with equation z = 2 minus x squared minus y squared opening down, and within it, a cone with equation z = the square root of (x squared + y squared) pointing down.]Setting up a triple integral in cylindrical coordinates over a conical region.
Sample Answer

	The cone is of radius 1 where it meets the paraboloid. Since z=2−x2−y2=2−r2 and z=x2+y2=r (assuming r is nonnegative), we have 2−r2=r. Solving, we have r2+r−2=(r+2)(r−1)=0. Since r≥0, we have r=1. Therefore z=1. So the intersection of these two surfaces is a circle of radius 1 in the plane z=1. The cone is the lower bound for z and the paraboloid is the upper bound. The projection of the region onto the xy-plane is the circle of radius 1 centered at the origin.
Thus, we can describe the region as
E={(r,θ,z)∣0 ≤ θ ≤ 2π,0 ≤ r ≤ 1,r ≤ z ≤ 2−r2}.

Hence the integral for the volume is

V=∫θ=0θ=2π∫r=0r=1 ∫zz=2−r2r dz dr dθ.


	We can also write the cone surface as r=z and the paraboloid as r2=2−z. The lower bound for r is zero, but the upper bound is sometimes the cone and the other times it is the paraboloid. The plane z=1 divides the region into two regions. Then the region can be described as
E&={(r,θ,z)∣0 ≤ θ ≤ 2π,0 ≤ z ≤ 1,0 ≤ r ≤ z}& ∪ {(r,θ,z)∣0 ≤ θ ≤ 2π,1 ≤ z ≤ 2,0 ≤ r ≤ 2−z}.

Now the integral for the volume becomes
V=∫θ=0θ=2π ∫z=0z=1 ∫r=0r=zrdrdzdθ+∫θ=0θ=2π ∫z=1z=2 ∫r=0r=2−zrdrdzdθ.






Example

Let E be the region bounded below by the rθ-plane, above by the sphere x2+y2+z2=4, and on the sides by the cylinder x2+y2=1 (Figure 5). Set up a triple integral in cylindrical coordinates to find the volume of the region using the following orders of integration, and in each case find the volume and check that the answers are the same:

	dz dr dθ
	dr dz dθ.


[image: A hemisphere with equation x squared + y squared + z squared = 4 in the upper half plane, and within it, a cylinder with equation x squared + y squared = 1.]Finding a cylindrical volume with a triple integral in cylindrical coordinates.
Sample Answer

	Note that the equation for the sphere is
x2+y2+z2=4  or  r2+z2=4

and the equation for the cylinder is

x2+y2=1  or  r2=1.

Thus, we have for the region E

E={(r,θ,z)∣0 ≤ z ≤ 4−r2,0 ≤ r ≤ 1,0 ≤ θ ≤ 2π}.

Hence the integral for the volume is

V(E)&=∫θ=0θ=2π ∫r=0r=1 ∫z=0z=4−r2rdzdrdθ&=∫θ=0θ=2π ∫r=0r=1[rz\vertz=0z=4−r2]drdθ=∫θ=0θ=2π ∫r=0r=1(r4−r2)drdθ&=∫02π(83−3)dθ=2π(83−3)  cubic units. 


	Since the sphere is x2+y2+z2=4, which is r2+z2=4, and the cylinder is x2+y2=1, which is r2=1, we have 1+z2=4, that is, z2=3. Thus we have two regions, since the sphere and the cylinder intersect at (1,3) in the rz-plane
E1={(r,θ,z)∣0 ≤ r ≤ 4−r2,3 ≤ z ≤ 2,0 ≤ θ ≤ 2π}

and

E2={(r,θ,z)∣0 ≤ r ≤ 1,0 ≤ z ≤ 3,0 ≤ θ ≤ 2π}.

Hence the integral for the volume is
V(E)&=∫θ=0θ=2π ∫z=3z=2 ∫r=0r=4−r2rdrdzdθ+∫θ=0θ=2π ∫z=0z=3 ∫r=0r=1rdrdzdθ&=3π+(163−33)π=2π(83−3)  cubic units. 






Triple Integrals in Alternative Coordinate Systems: Learn It 3
Review of Spherical Coordinates

In three-dimensional space ℝ3 in the spherical coordinate system, we specify a point P by its distance ρ from the origin, the polar angle θ from the positive x-axis (same as in the cylindrical coordinate system), and the angle φ from the positive z-axis and the line OP (Figure 1). Note that ρ ≥ 0 and 0 ≤ φ ≤ π.

When to Use Spherical Coordinates? Spherical coordinates are useful for triple integrals over regions that are symmetric with respect to the origin, such as spheres, cones, and other solids centered at the origin.
[image: A depiction of the spherical coordinate system: a point (x, y, z) is shown, which is equal to (rho, theta, phi) in spherical coordinates. Rho serves as the spherical radius, theta serves as the angle from the x axis in the xy plane, and phi serves as the angle from the z axis.]The spherical coordinate system locates points with two angles and a distance from the origin.
Recall the relationships that connect rectangular coordinates with spherical coordinates.

Recall
From spherical to rectangular coordinates:
	x=ρsinφcosθ
	y=ρsinφsinθ
	z=ρcosφ


From rectangular to spherical coordinates:
	ρ2=x2+y2+z2
	tanθ=yx
	φ=arccos(zx2+y2+z2)


From spherical to cylindrical coordinates:
	r=ρsinφ
	θ=θ
	z=ρcosφ


From cylindrical to spherical coordinates:
	ρ=r2+z2
	θ=θ
	φ=arccos(zr2+z2)


The following figure shows a few solid regions that are convenient to express in spherical coordinates.





[image: This figure consists of four figures. In the first, a sphere is shown with the note Sphere rho = c (constant). In the second, a half plane is drawn from the z axis with the note Half plane theta = c (constant). In the last two figures, a half cone is drawn in each with the note Half cone phi = c (constant). In the first of these, the cone opens up and it is marked 0 < c < pi/2. In the second of these, the cone opens down and it is marked pi/2 < c < pi.]Spherical coordinates are especially convenient for working with solids bounded by these types of surfaces. (The letter c indicates a constant.)Pro Tip
For a more detailed review of cylindrical and spherical coordinates, including how to visualize these coordinate systems and work with them in three dimensions, refer to the section on Alternative Coordinate Systems and Surfaces.Triple Integrals in Alternative Coordinate Systems: Learn It 4
Integration in Spherical Coordinates

We now establish a triple integral in the spherical coordinate system, as we did before in the cylindrical coordinate system. Let the function f(ρ,θ,φ) be continuous in a bounded spherical box:

B=(ρ,θ,φ)∣a ≤ ρ ≤ b,α ≤ θ ≤ β,γ ≤ φ ≤ ψ.

We then divide each interval into l, m, and n subdivisions such that Δρ=b−al, Δθ=β−αm, and Δφ=ψ−γn.

For the volume element of the subbox ΔV in spherical coordinates, we have ΔV=(Δρ)(ρΔφ)(ρsinφΔθ), as shown in the following figure.

[image: In the spherical coordinate space, a box is projected onto the polar coordinate plane. On the polar coordinate plane, the projection has area rho sin phi Delta theta. On the z axis, a distance Delta rho is indicated, and from these boundaries, angles are made that project through the edges of the box. There is also a blown up version of the box that shows it has sides Delta rho, rho Delta phi, and rho sin phi Delta theta, with overall volume Delta V = rho squared sin phi Delta rho Delta phi Delta theta.]The volume element of a box in spherical coordinates.
Just as with cylindrical coordinates, we must account for how volume elements change in spherical coordinates. The volume element includes factors that account for the geometry of the spherical "wedge" shape that results from our subdivisions.

The triple integral in spherical coordinates is the limit of a triple Riemann sum:

liml,m,n→∞∑i=1l∑j=1m∑k=1nf(ρijk*,θijk*,φijk*)(ρijk*)2sinφΔρΔθΔφ

provided the limit exists.

Notice the extra factors of ρ2sinφ in the sum. These come from the geometry of spherical coordinates and are essential for obtaining correct results.



Key Takeaway

converting triple integrals to spherical coordinates

If g(x,y,z) is a continuous function in rectangular coordinates, then we can convert to spherical coordinates:

∭Bg(x,y,z)dV=∭Bg(ρsinφcosθ,ρsinφsinθ,ρcosφ)ρ2sinφdρdφdθ.

The volume element in spherical coordinates is dV=ρ2sinφdρdφdθ.

Pro Tip
Don't Forget ρ2sinφ!
When converting to spherical coordinates, the volume element dV becomes ρ2sinφ,dρ,dφ,dθ. Students often forget these extra factors, which leads to incorrect results. The ρ2 accounts for the radial expansion, while sinφ accounts for the changing circumference at different angles from the z-axis.


Fubini's Theorem in Spherical Coordinates

As with the other multiple integrals we have examined, all the properties work similarly for a triple integral in the spherical coordinate system, and so do the iterated integrals.

Key Takeaway

Fubini's theorem for spherical coordinates

If f(ρ,θ,φ) is continuous on a spherical solid box B=[a,b] × [α,β] ×[γ,ψ], then:

∭Bf(ρ,θ,φ) ρ2sin φ dρ dφ dθ=∫φ=γφ=ψ ∫θ=αθ=β ∫ρ=aρ=b f(ρ,θ,φ) ρ2sin φ dρ dφ dθ.

This iterated integral may be replaced by other iterated integrals by integrating with respect to the three variables in other orders.

Pro Tip
When to Use Spherical Coordinates
Spherical coordinate systems work well for solids that are symmetric around a point, such as spheres and cones. Look for problems involving expressions like x2+y2+z2 or solids centered at the origin.

Example
Evaluate the iterated triple integral∫θ=0θ=2π ∫φ=0φ=π/2 ∫p=0ρ=1 ρ2sin φ dρ dφ dθ.
Sample Answer
As before, in this case the variables in the iterated integral are actually independent of each other and hence we can integrate each piece and multiply:
∫02π ∫0π/2 ∫01 ρ2sin φ dρ dφ dθ=∫02π dθ ∫0π/2 sin φ dφ ∫01 ρ2dρ=(2π)(1)(13)=2π3.




Triple Integrals over General Spherical Regions

The concept of triple integration in spherical coordinates can be extended to integration over a general solid, using the projections onto the coordinate planes. Note that dV and dA mean the increments in volume and area, respectively. The variables V and A are used as the variables for integration to express the integrals.

The triple integral of a continuous function f(ρ,θ,φ) over a general solid region:

E={(ρ,θ,φ)∣(ρ,θ) ∈ D,u1 (ρ,θ) ≤ φ ≤ u2 (ρ,θ)}

in ℝ3, where D is the projection of E onto the ρθ-plane, is:

∭Ef(ρ,θ,φ)dV=∬D[ ∫u1(ρ,θ)u2(ρ,θ) f(ρ,θ,φ)dφ]dA.

In particular, D={(ρ,θ)∣g1 (θ) ≤ ρ ≤ g2 (θ),α ≤ θ ≤ β}, then we have:
∭Ef(ρ,θ,φ)dV=∫αβ ∫g1(θ)g2(θ) ∫u1(ρ,θ)u2(ρ,θ) f(ρ,θ,φ)ρ2sin φ dφ dρ dθ.

Similar formulas occur for projections onto the other coordinate planes.

Example
Set up an integral for the volume of the region bounded by the cone z=3(x2+y2) and the hemisphere z=4−x2−y2 (see the figure below).

[image: A hemisphere with equation z = the square root of (4 minus x squared minus y squared) in the upper half plane, and within it, a cone with equation z = the square root of (3 times (x squared + y squared)) that is pointing down, with vertex at the origin.]A region bounded below by a cone and above by a hemisphere.
Sample Answer

Using the conversion formulas from rectangular coordinates to spherical coordinates, we have:

For the cone: z=3(x2+y2) or ρ cos φ=3 ρ sin φ or tan φ=13 or φ=π6.

For the sphere: z=4−x2−y2 or z2+x2+y2=4 or ρ2=4 or ρ=2.

Thus, the triple integral for the volume is V(E)=∫θ=0θ=2π  ∫ϕ=0φ=π/6  ∫ρ=0ρ=2 ρ2sin φ dρ dφ dθ.



Example

Let E be the region bounded below by the cone z=x2+y2 and above by the sphere z=x2+y2+z2 (Figure 5). Set up a triple integral in spherical coordinates and find the volume of the region using the following orders of integration:

	dρ dϕ dθ,
	dφ dρ dθ.



[image: A sphere with equation z = x squared + y squared + z squared, and within it, a cone with equation z = the square root of (x squared + y squared) that is pointing down, with vertex at the origin.]A region bounded below by a cone and above by a sphere.
Sample Answer

	Use the conversion formulas to write the equations of the sphere and cone in spherical coordinates.
For the sphere:
x2+y2+&z2=z&ρ2=ρ cos φ&ρ=cos φ.

For the cone:

z&=x2+y2ρ cos φ&=ρ2sin2φcos2ϕ+ρ2sin2φsin2ϕρ cos φ&=ρ2sin2φ(cos2ϕ+sin2ϕ)ρ cos φ&=ρ sin φcos φ&=sin φφ&=π/4.

Hence the integral for the volume of the solid region E becomes
V(E)=∫θ=0θ=2π ∫φ=0φ=π/4 ∫ρ=0ρ=cosφ ρ2sin φ dρ dφ dθ.


	Consider the φρ-plane. Note that the ranges for φ and ρ (from part a.) are
0& ≤ φ ≤ π/40& ≤ ϕ ≤ cosφ.

The curve ρ=cosφ meets the line φ=π/4 at the point (π/4,2/2). Thus, to change the order of integration, we need to use two pieces:

0≤ρ≤2/20≤φ≤π/4  and  2/2≤ρ≤10≤φ≤cos−1ρ

Hence the integral for the volume of the solid region E becomes
V(E)=∫θ=0θ=2π ∫ρ=0ρ=2/2 ∫φ=0φ=π/4 ρ2sin φ dφ dρ dθ +∫θ=0θ=2π ∫ρ=2/2ρ=1 ∫φ=0φ=cos−1ρ ρ2sin φ dφ dρ dθ.

In each case, the integration results in V(E)=π8.




Example
Convert the following integral into cylindrical coordinates:
∫y=−1y=1∫x=0x=1−y2 ∫z=x2+y2z=x2+y2 xyz dz dx dy.

Sample Answer

The ranges of the variables are

−1&   ≤   y≤10&   ≤   x≤1−y2x2+y2&   ≤   z≤x2+y2..

The first two inequalities describe the right half of a circle of radius 1. Therefore, the ranges for θ and r are

−π2 ≤ θ ≤ π2  and  0 ≤ r ≤ 1.

The limits of z are r2, hence

∫y=−1y=1∫x=0x=1−y2∫z=x2+y2z=x2+y2 xyz dz dx dy=∫θ=−π/2θ=π/2 ∫r=0r=1 ∫z=r2z=r r(rcosθ)(rsinθ)z dz dr dθ.



Example
Convert the following integral into spherical coordinates:
∫y=0y=3∫x=0x=9−y2∫z=x2+y2z=18−x2−y2 (x2+y2+z2) dz dx dy.

Sample Answer

The ranges of the variables are

0  &≤   y ≤ 30  &≤   x ≤ 9−y2x2+y2  &≤   z ≤ 18−x2−y2.

The first two ranges of variables describe a quarter disk in the first quadrant of the xy-plane. Hence the range for θ is 0 ≤ θ ≤ π2.

The lower bound z=x2+y2 is the upper half of a cone and the upper bound z=18−x2−y2 is the upper half of a sphere. Therefore, we have 0 ≤ ρ ≤ 18, which is 0 ≤ ρ ≤ 32.

For the ranges of φ, we need to find where the cone and the sphere intersect, so solve the equation

r2+z2  &=   18(x2+y2)2+z2  &=   18z2+z2  &=   182z2  &=   18z2  &=   9z  &=   3.

This gives

32cosφ=3cosφ=12φ=π4.
Putting this together, we obtain

∫y=0y=3∫x=0x=9−y2∫z=x2+y2z=18−x2−y2(x2+y2+z2)dz dx dy=∫φ=0φ=π/4∫θ=0θ=π/2∫ρ=0ρ=32ρ4sinφ dρ dθ dφ.



Finding Volumes Using Spherical Coordinates

Now that we are familiar with the spherical coordinate system, let's find the volume of some known geometric figures, such as spheres and ellipsoids.

Example
Find the volume of the spherical planetarium in l’Hemisphèric in Valencia, Spain, which is five stories tall and has a radius of approximately 50 ft, using the equation x2+y2+z2=r2.

[image: A picture of l’Hemisphèric, which is a giant glass structure that is in the shape of an ellipsoid.](credit: modification of work by Javier Yaya Tur, Wikimedia Commons)
Sample Answer

We calculate the volume of the ball in the first octant, where x≥0, y≥0, and z≥0, using spherical coordinates, and then multiply the result by 8 for symmetry. Since we consider the region D as the first octant in the integral, the ranges of the variables are

0≤φ≤π2, 0≤ρ≤r, 0≤θ≤π2

Therefore,

V=∭Ddx dy dz=8∫θ=0θ=π/2∫ρ=0ρ=π∫φ=0φ=π/2ρ2sinθ dφ dρ dθ=8∫φ=0φ=π/2dφ∫ρ=0ρ=πρ2 dρ∫θ=0θ=π/2sinθ dθ=8(π2)(r33)(1)=43πr3
This exactly matches with what we knew. So for a sphere with a radius of approximately 50 ft, the volume is 43πr3≈523,000 ft. 3.



Example
Find the volume of the ellipsoid x2a2+y2b2+z2c2=1.
Sample Answer

We again use symmetry and evaluate the volume of the ellipsoid using spherical coordinates. As before, we use the first octant x≥0, y≥0, and z≥0 and then multiply the result by 8.

In this case the ranges of the variables are

0≤φ≤π2, 0≤ρ≤π2, 0≤ρ≤1, 0≤θ≤π2

Also, we need to change the rectangular to spherical coordinates in this way:

x=aρcosφsinθ, y=bρsinφsinθ, and z=cρcosθ.

Then the volume of the ellipsoid becomes

V=∭Ddx dy dz=8∫θ=0θ=π/2∫ρ=0ρ=1∫φ=0φ=π/2abcρ2sinθ dφ dρ dθ=8abc∫φ=0φ=π/2dφ∫ρ=0ρ=1ρ2 dρ∫θ=0θ=π/2sinθ dθ=8abc(π2)(13)(1)=43πabc


Example
Find the volume of the space inside the ellipsoid x2752+y2802+z2902=1 and outside the sphere x2+y2+z2=502.
Sample Answer

This problem is directly related to the l’Hemisphèric structure. The volume of space inside the ellipsoid and outside the sphere might be useful to find the expense of heating or cooling that space. We can use the preceding two examples for the volume of the sphere and ellipsoid and then subtract.

First we find the volume of the ellipsoid using a=75 ft, b=80 ft, and c=90 ft. The volume of the ellipsoid is:

V ellipsoid =43π(75)(80)(90)≈2,262,000 ft. 3

We found earlier, the volume of the sphere is:

V sphere ≈523,600 ft. 3.

Therefore, the volume of the space inside the ellipsoid x2752+y2802+z2902=1 and outside the sphere x2+y2+z2=502 is approximately

V Hemisferic =V ellipsoid −V sphere =1,738,400 ft. 3.



Triple Integrals in Alternative Coordinate Systems: Apply It
Learning Goals

	Evaluate a triple integral by changing to cylindrical coordinates
	Evaluate a triple integral by changing to spherical coordinates



Hot air ballooning is a relaxing, peaceful pastime that many people enjoy. Many balloonist gatherings take place around the world, such as the Albuquerque International Balloon Fiesta. The Albuquerque event is the largest hot air balloon festival in the world, with over 500 balloons participating each year.

[image: A picture of many hot air balloons.]Balloons lift off at the 2001 Albuquerque International Balloon Fiesta. (credit: David Herrera, Flickr)
As the name implies, hot air balloons use hot air to generate lift. (Hot air is less dense than cooler air, so the balloon floats as long as the hot air stays hot.) The heat is generated by a propane burner suspended below the opening of the basket. Once the balloon takes off, the pilot controls the altitude of the balloon, either by using the burner to heat the air and ascend or by using a vent near the top of the balloon to release heated air and descend. The pilot has very little control over where the balloon goes, however—balloons are at the mercy of the winds. The uncertainty over where we will end up is one of the reasons balloonists are attracted to the sport.

In this project we use triple integrals to learn more about hot air balloons. We model the balloon in two pieces. The top of the balloon is modeled by a half sphere of radius 28 feet. The bottom of the balloon is modeled by a frustum of a cone (think of an ice cream cone with the pointy end cut off). The radius of the large end of the frustum is 28 feet and the radius of the small end of the frustum is 6 feet. A graph of our balloon model and a cross-sectional diagram showing the dimensions are shown in the following figure.

[image: This figure consists of two parts, a and b. Figure a shows a representation of a hot air balloon in xyz space as a half sphere on top of a frustrum of a cone. Figure b shows the dimensions, namely, the radius of the half sphere is 28 ft, the distance from the bottom to the top of the frustrum is 44 ft, and the diameter of the circle at the top of the frustrum is 12 ft.](a) Use a half sphere to model the top part of the balloon and a frustum of a cone to model the bottom part of the balloon. (b) A cross section of the balloon showing its dimensions.
We first want to find the volume of the balloon. If we look at the top part and the bottom part of the balloon separately, we see that they are geometric solids with known volume formulas. However, it is still worthwhile to set up and evaluate the integrals we would need to find the volume. If we calculate the volume using integration, we can use the known volume formulas to check our answers. This will help ensure that we have the integrals set up correctly for the later, more complicated stages of the project.

	Find the volume of the balloon in two ways.
	Use triple integrals to calculate the volume. Consider each part of the balloon separately. (Consider using spherical coordinates for the top part and cylindrical coordinates for the bottom part.)
	Verify the answer using the formulas for the volume of a sphere, V=43πr3, and for the volume of a cone, V=13πr2h.





In reality, calculating the temperature at a point inside the balloon is a tremendously complicated endeavor. In fact, an entire branch of physics (thermodynamics) is devoted to studying heat and temperature. For the purposes of this project, however, we are going to make some simplifying assumptions about how temperature varies from point to point within the balloon. Assume that just prior to liftoff, the temperature (in degrees Fahrenheit) of the air inside the balloon varies according to the function


T0(r,θ,z)=z−r10+210



	What is the average temperature of the air in the balloon just prior to liftoff? (Again, look at each part of the balloon separately, and do not forget to convert the function into spherical coordinates when looking at the top part of the balloon.)


Now the pilot activates the burner for 10 seconds. This action affects the temperature in a 12-foot-wide column 20 feet high, directly above the burner. A cross section of the balloon depicting this column in shown in the following figure.


[image: This figure shows the dimensions of the balloon and the hot air, namely, the radius of the half sphere is 28 ft, the distance from the bottom to the top of the frustrum is 44 ft, the diameter of the circle at the top of the frustrum is 12 ft, and the inner column of hot air has height 20 ft and diameter 12 ft.]Activating the burner heats the air in a 20-foot-high, 12-foot-wide column directly above the burner.


Assume that after the pilot activates the burner for 10 seconds, the temperature of the air in the column described above increases according to the formula


H(r,θ,z)=−2z−48.




Then the temperature of the air in the column is given by


T1(r,θ,z)=z−r10+210+(−2z−48),




while the temperature in the remainder of the balloon is still given by


T0(r,θ,z)=z−r10+210.



	Find the average temperature of the air in the balloon after the pilot has activated the burner for 10 seconds.

Center of Mass and Moments of Inertia: Learn It 1
Learning Goals

	Find centers of mass in two dimensions
	Calculate moments of inertia in two dimensions
	Find centers of mass in three dimensions



Center of Mass in Two Dimensions

We've already used multiple integrals to find areas, volumes, and average values of functions over bounded regions. Now we'll extend these techniques to find the center of mass and moments of inertia for physical objects. You'll use double integrals for laminas (flat plates) and triple integrals for three-dimensional objects with variable density. When an object has uniform density throughout, we call it homogeneous. For homogeneous objects, the density is constant.

The center of mass represents the balance point of an object. In a uniform gravitational field, this is also called the center of gravity. For objects with uniform density, the center of mass is simply the geometric center, which we call the centroid.

Figure 1 shows a lamina perfectly balanced at its center of mass P.

[image: A surface is delicately balanced on a fine point.]A lamina is perfectly balanced on a spindle if the lamina’s center of mass sits on the spindle.
To find the coordinates of the center of mass P(x―,y―) of a lamina, you need three quantities:

	The moment Mx about the x-axis
	The moment My about the y-axis
	The mass m of the lamina


Then the center of mass coordinates are:

x―=Mym  and  y―=Mxm.

Recall
Centers of Mass in One Dimension
For a one-dimensional object like a thin rod with density ρ(x) along the x-axis from x=a to x=b:

	Mass: m=∫abρ(x)dx
	Center of mass: x―=1m∫abxρ(x)dx


We'll extend this same idea to two dimensions using double integrals.

When the density function is constant, these formulas give the centroid of the lamina—the geometric center independent of mass distribution.
Setting Up the Mass Calculation

Suppose that the lamina occupies a region R in the xy-plane, with density ρ(x,y) (measured in mass per unit area) at any point (x,y).

The density is defined as:

ρ(x,y)=limΔA→0ΔmΔA,

where Δm and ΔA are the mass and area of a small rectangle containing the point (x,y), and the limit is taken as the rectangle's dimensions approach zero (Figure 2).

[image: A lamina R is shown on the x y plane with a point (x, y) surrounded by a small rectangle marked Mass = Delta m and Area = Delta A.]The density of a lamina at a point is the limit of its mass per area in a small rectangle about the point as the area goes to zero.




To find the total mass, we partition region R into tiny rectangles Rij, each with area ΔA. We choose sample points (xij*,yij*) in each rectangle. The mass mij of rectangle Rij is approximately:

 mij=ρ(xij*,yij*)ΔA (Figure 3).

Let k and l be the number of subintervals in x and y respectively (Figure 3). Note that while we use rectangles for convenience, this limiting process works for any shape, as you've seen in previous sections.

[image: A lamina is shown on the x y plane with a point (x* sub ij, y* sub ij) surrounded by a small rectangle marked R sub ij.]Subdividing the lamina into tiny rectangles Rij, each containing a sample point (xij*,yij*).



Taking the limit as the partition becomes infinitely fine gives us the total mass:




m=limk,l→∞∑i=1k∑j=1lmij=limk,l→∞∑i=1k∑j=1lρ(xij*,yij*)ΔA=∬Rρ(x,y)dA.



Key Takeaway

mass of a lamina

For a lamina occupying region R with density function ρ(x,y), the total mass is:

m=∬Rρ(x,y)dA


Let's see how this works with a concrete example.

Example
Consider a triangular lamina R with vertices (0,0), (0,3), (3,0) and with density ρ(x,y)=xy  kg/m 2. Find the total mass.
Sample Answer
A sketch of the region R is always helpful, as shown in the following figure.[image: A triangular lamina is shown on the x y plane bounded by the x and y axes and the line x + y = 3. The point (1, 1) is marked and is surrounded by a small squared marked d m = p(x, y) dA.]A lamina in the xy-plane with density ρ(x,y)=xy.
Using the expression developed for mass, we see that

m&=∬Rdm=∬Rρ(x,y)dA=∫x=0x=3 ∫y=0y=3−xxy dy dx=∫x=0x=3 [xy22\verty=0y=3−x]dx&=∫x=0x=3  12x(3−x)2dx=[9x24−x3+x48]|x=0x=3&=278.

The computation is straightforward, giving the answer m=278 kg.




Calculating Moments

Now that we have the mass formula, we can develop expressions for moments. The moment Mx about the x-axis for region R is the limit of the sums of moments of the rectangles Rij about the x-axis:
Mx=limk,l→∞∑i=1k∑j=1l(yij*)mij=limk,l→∞∑i=1k∑j=1l(yij*)ρ(xij*,yij*)ΔA=∬Ryρ(x,y)dA.

Similarly, the moment My about the y-axis is:

My=limk,l→∞∑i=1k∑j=1l(xij*)mij=limk,l→∞∑i=1k∑j=1l(yij*)ρ(xij*,yij*)ΔA=∬Rxρ(x,y)dA.

Key Takeaway

moments of a lamina

For a lamina occupying region R with density function ρ(x,y):

	Moment about the x-axis: Mx=∬Ryρ(x,y)dA
	Moment about the y-axis: My=∬Rxρ(x,y)dA


Example
Consider the same triangular lamina R with vertices (0,0), (0,3), (3,0) and with density ρ(x,y)=xy. Find the moments Mx and My.
Sample Answer

Use double integrals for each moment and compute their values:

Mx=∬Ryρ(x,y)dA=∫x=0x=3 ∫y=0y=3−xxy2dydx=8120,My=∬Rxρ(x,y)dA=∫x=0x=3 ∫y=0y=3−xx2ydydx=8120.

The computation is quite straightforward.




Finding the Center of Mass

We can now express the center of mass coordinates in terms of integrals. We denote the x-coordinate by x― and the y-coordinate by y―:

x―=Mym=∬Rxρ(x,y)dA∬Rρ(x,y)dA and y―=Mxm=∬Ryρ(x,y)dA∬Rρ(x,y)dA

Key Takeaway

center of mass formulas

For a lamina occupying region R with density ρ(x,y), the center of mass is at (x―,y―) where:

x―=Mym=∬Rxρ(x,y)dA∬Rρ(x,y)dA

y―=Mxm=∬Ryρ(x,y)dA∬Rρ(x,y)dA

Example
Again consider the same triangular region R with vertices (0,0), (0,3), (3,0) and with density function ρ(x,y)=xy. Find the center of mass.
Sample Answer


Using the formulas we developed, we have


x―=Mym=∬Rxρ(x,y) dA∬Rρ(x,y) dA=81/2027/8=65y―=Mxm=∬Ryρ(x,y)dA∬Rρ(x,y) dA=81/2027/8=65
Therefore, the center of mass is the point (65,65).






Analysis

If we choose the density ρ(x,y) instead to be uniform throughout the region (i.e., constant), such as the value 1 (any constant will do), then we can compute the centroid,

xc=Mym=∬Rx dA∬RdA=9/29/2=1,yc=Mxm=∬Ry dA∬RdA=9/29/2=1.

Notice that the center of mass (65,65) is not exactly the same as the centroid (1,1) of the triangular region. This is due to the variable density of R. If the density is constant, then we just use ρ(x,y)=c (constant). This value cancels out from the formulas, so for a constant density, the center of mass coincides with the centroid of the lamina.






Centroid Formulas

Based on the observation in the previous example, when density is constant (or we're simply finding the geometric center), we have simplified formulas for the centroid of a region:
xc=Mym=∬Rx,dA∬RdA and yc=Mxm=∬Ry,dA∬RdA

Key Takeaway

centroid formulas

For a region R in the plane, the centroid (geometric center) is at (xc,yc) where:

xc=∬Rx,dA∬RdA and yc=∬Ry,dA∬RdA

Note: ∬RdA gives the area of region R.

Pro Tip

Center of Mass vs. Centroid

	Centroid: Geometric center of a region (constant density)
	Center of Mass: Balance point accounting for variable density


When density is uniform, these two points coincide!

Example

Find the mass, moments, and the center of mass of the lamina of density ρ(x,y)=x+y occupying the region R under the curve y=x2 in the interval 0≤x≤2 (see the following figure).

[image: A lamina R is shown on the x y plane bounded by the x axis, the line x = 2, and the line y = x squared. The corners of the shape are (0, 0), (2, 0), and (2, 4).]Locating the center of mass of a lamina R with density ρ(x,y)=x+y.
Sample Answer

First we compute the mass m. We need to describe the region between the graph of y=x2 and the vertical lines x=0 and x=2:

m&=∬Rdm=∬Rρ(x,y)dA=∫x=0x=2 ∫y=0y=x2(x+y)dy dx=∫x=0x=2[xy+y22\verty=0y=x2]dx&=∫x=0x=2 [x3+x42]dx=[x44+x510]\vertx=0x=2=365.

Now compute the moments Mx and My:

Mx=&∬Ryρ(x,y)dA=∫x=0x=2 ∫y=0y=x2y(x+y)dy dx=807,My=&∬Rxρ(x,y)dA=∫x=0x=2 ∫y=0y=x2x(x+y)dy dx=17615.

Finally, evaluate the center of mass,

x―=&Mym=∬R xρ(x,y)dA∬R ρ(x,y)dA=176/1536/5=4427,y―=&Mxm=∬R yρ(x,y)dA∬R ρ(x,y)dA=80/736/5=10063.

Hence the center of mass is (x―,y―)=(4427,10063).



Example
Find the centroid of the region under the curve y=ex over the interval 1≤x≤3 (see the following figure).[image: On the x y plane the curve y = e to the x is shown from x = 0 to x = 3 (3, e cubed). The points (1, 0) and (3, 0) are marked on the x axes. A dashed line rises from (1, 0) marked x = 1; similarly, a solid line rises from (3, 0) marked x = 3.]Finding a centroid of a region below the curve y=ex
Sample Answer

To compute the centroid, we assume that the density function is constant and hence it cancels out:

xc=Mym=∬Rx dA∬RdA and yc=Mxm=∬Ry dA∬RdA,xc=Mym=∬Rx dA∬RdA=∫x=1x=3∫y=0y=exx dy dx∫x=1x=3∫y=0y=exdy dx=∫x=1x=3xexdx∫x=1x=3exdx=2e3e3−e=2e2e2−1,yc=Mxm=∬Ry dA∬RdA=∫x=1x=3∫y=0y=exy dy dx∫x=1x=3∫y=0y=exdy dx=∫x=1x=3e2x2dx∫x=1x=3exdx=14e2(e4−1)e(e2−1)=14e(e2+1).
Thus the centroid of the region is

(xc,yc)=(2e2e2−1,14e (e2+1)).



Center of Mass and Moments of Inertia: Learn It 2
Moments of Inertia

The moment of inertia measures how mass is distributed relative to an axis of rotation. Physically, it describes the tendency of an object to resist changes in rotational motion about that axis.

Recall

Moment of Inertia for a Particle

For a single particle of mass m located at distance r from an axis, the moment of inertia is:

I=mr2

The distance r is measured perpendicular to the axis of rotation.

Using the same partition approach from the previous section, we divide region R into subrectangles Rij with sample points (xij*,yij*) and area ΔA.

[image: A lamina is shown on the x y plane with a point (x* sub ij, y* sub ij) surrounded by a small rectangle marked R sub ij.]Subdividing the lamina into tiny rectangles Rij, each containing a sample point (xij*,yij*).
From Figure 3, we can see that:

	The moment of inertia of subrectangle Rij about the x-axis is (yij*)2ρ(xij*,yij*)ΔA
	The moment of inertia of subrectangle Rij about the y-axis is (xij*)2ρ(xij*,yij*)ΔA


Notice that we square the distance from the axis, not just use the distance itself. This is what distinguishes moments of inertia from ordinary moments.

The moment of inertia Ix about the x-axis for region R is the limit of the sum of moments of inertia of all subrectangles:

Ix=limk,l→∞∑i=1k∑j=1l(yij*)2mij=limk,l→∞∑i=1k∑j=1l(yij*)2ρ(xij*,yij*)ΔA=∬Ry2ρ(x,y)dA.

Similarly, the moment of inertia Iy about the y-axis is:

Iy=limk,l→∞∑i=1k∑j=1l(xij*)2mij=limk,l→∞∑i=1k∑j=1l(xij*)2ρ(xij*,yij*)ΔA=∬Rx2ρ(x,y)dA.

Key Takeaway

moments of inertia about coordinate axes

For a lamina occupying region R with density ρ(x,y):

	About the x-axis: Ix=∬Ry2ρ(x,y)dA
	About the y-axis: Iy=∬Rx2ρ(x,y)dA


Pro Tip

Moments vs. Moments of Inertia

Compare these formulas carefully:

	Moment Mx=∬Ryρ(x,y)dA (linear in y)
	Moment of inertia Ix=∬Ry2ρ(x,y)dA (quadratic in y)


The squared distance term makes moments of inertia more sensitive to mass far from the axis.


Polar Moment of Inertia

Sometimes we need the moment of inertia about the origin rather than about one of the coordinate axes. This is called the polar moment of inertia, denoted I0.

Since the distance from a point (x,y) to the origin is x2+y2, squaring this distance gives x2+y2. This leads to:
I0=Ix+Iy=∬R(x2+y2)ρ(x,y)dA.

Key Takeaway

polar moment of inertia

The moment of inertia about the origin is:

I0=Ix+Iy=∬R(x2+y2)ρ(x,y)dA

Pro Tip

These expressions can be converted to polar coordinates using the substitutions:

	x=rcosθ
	y=rsinθ
	dA=rdrdθ


For example, the polar moment of inertia becomes:

I0=∬Rr2ρ(rcosθ,rsinθ)rdrdθ

This is particularly useful when the region or density function has circular symmetry.

Example
Use the triangular region R with vertices (0,0), (2,2), and (2,0) and with density ρ(x,y)=xy. Find the moments of inertia.
Sample Answer

Using the expressions established above for the moments of inertia, we have

Ix=&∬Ry2ρ(x,y)dA=∫x=0x=2 ∫y=0y=xxy3dy dx=83,Iy=&∬Rx2ρ(x,y)dA=∫x=0x=2 ∫y=0y=xx3y dy dx=163,I0=&∬R(x2+y2) ρ(x,y)dA=∫02∫0x(x2+y2) xy dy dx=&Ix+Iy=8.




Radius of Gyration

The radius of gyration tells us how far from an axis we could concentrate all the mass of an object while maintaining the same moment of inertia. It's a useful measure of how mass is distributed around an axis.

For a particle of mass m at distance r from an axis, we have I=mr2. Solving for r gives r=I/m, which motivates the definition of radius of gyration.

The radii of gyration with respect to the x-axis, y-axis, and origin are:

Rx=Ixm,Ry=Iym, and R0=I0m

Key Takeaway

radius of gyration

The radius of gyration measures the effective distance from an axis where the entire mass could be concentrated:

Rx=Ixm,Ry=Iym,R0=I0m

where m is the total mass of the object.

Connect It

In engineering and physics, the radius of gyration helps describe:

	How mass is distributed around a centroidal axis
	Structural stability and resistance to bending
	Rotational dynamics of machinery and moving parts


While moments of inertia are useful for calculating torque and rotational motion, radii of gyration provide insight into the spatial distribution of mass.

Example
Consider the same triangular lamina R with vertices (0,0), (2,2), and (2,0) and with density ρ(x,y)=xy. Find the radii of gyration with respect to the x-axis, the y-axis, and the origin.
Sample Answer

If we compute the mass of this region we find that m=2. We found the moments of inertia of this lamina in Example "Finding Mass, Moments, and Center of Mass". From these data, the radii of gyration with respect to the x-axis, the y-axis, and the origin are, respectively,

Rx=&Ixm=8/32=86=233,Ry=&Iym=16/32=83=263,R0=&I0m=82=4=2.



Center of Mass and Moments of Inertia: Learn It 3
Center of Mass and Moments of Inertia in Three Dimensions

All the formulas we developed for double integrals can be extended to triple integrals for three-dimensional objects.
Mass of a Three-Dimensional Solid

For a solid object Q in three-dimensional space with density function ρ(x,y,z) at any point (x,y,z), the total mass is:

m=∭Qρ(x,y,z)dV

Recall

Two-Dimensional Mass Formula

For a lamina (flat plate) occupying region R with density ρ(x,y):

m=∬Rρ(x,y)dA

The three-dimensional formula follows the same pattern, but we integrate over volume dV instead of area dA.


Moments in Three Dimensions

The moments of the solid about the three coordinate planes are:

Mxy=&∭Qzρ(x,y,z)dV,Mxz=∭Qyρ(x,y,z)dV, Myz=&∭Qxρ(x,y,z)dV

Notice the pattern: the moment about each plane uses the perpendicular coordinate as the weighting factor.

Pro Tip

Understanding Moment Subscripts

	Mxy is the moment about the xy-plane, so we multiply by z
	Mxz is the moment about the xz-plane, so we multiply by y
	Myz is the moment about the yz-plane, so we multiply by x


The subscript tells you which plane, and the missing coordinate is what you multiply by.


Center of Mass in Three Dimensions

If the center of mass of the object is the point (x―,y―,z―), then:

x―=Myzm,y―=Mxzm,z―=Mxym

Key Takeaway

center of mass for three-dimensional solids

For a solid Q with density ρ(x,y,z) and mass m:

	x―=Myzm=∭Qxρ(x,y,z)dV∭Qρ(x,y,z)dV
	y―=Mxzm=∭Qyρ(x,y,z)dV∭Qρ(x,y,z)dV
	z―=Mxym=∭Qzρ(x,y,z)dV∭Qρ(x,y,z)dV



Just as with laminas, if the solid object is homogeneous (has constant density), then the center of mass becomes the centroid of the solid—the geometric center independent of the density value.

Moments of Inertia in Three Dimensions

The moments of inertia about the three coordinate planes are:

Ix=&∭Q(y2+z2)ρ(x,y,z)dV,Iy=∭Q(x2+z2)ρ(x,y,z)dV,Iz=∭Q(x2+y2)ρ(x,y,z)dV

Key Takeaway

moments of inertia in three dimensions

For a solid Q with density ρ(x,y,z):

	About the x-axis: Ix=∭Q(y2+z2)ρ(x,y,z)dV
	About the y-axis: Iy=∭Q(x2+z2)ρ(x,y,z)dV
	About the z-axis: Iz=∭Q(x2+y2)ρ(x,y,z)dV


Each formula uses the sum of squares of the two coordinates perpendicular to the axis.

Pro Tip

Pattern for Moments of Inertia

To remember which coordinates to square:

	Ix uses y2+z2 (everything except x)
	Iy uses x2+z2 (everything except y)
	Iz uses x2+y2 (everything except z)


These represent the squared distance from each axis.

Example
Suppose that Q is a solid region bounded by x+2y+3z=6 and the coordinate planes and has density ρ(x,y,z)=x2yz. Find the total mass.
Sample Answer

The region Q is a tetrahedron (Figure 1) meeting the axes at the points (6,0,0), (0,3,0), and (0,0,2). To find the limits of integration, let z=0 in the slanted plane z=13(6−x−2y). Then for x and y find the projection of Q onto the xy-plane, which is bounded by the axes and the line x+2y=6. Hence the mass is


m=∭Qρ(x,y,z)dV=∫x=0x=6 ∫y=0y=12(6−x) ∫z=0z=13(6−x−2y) x2yz dz dy dx=10835 ≈ 3.086.
[image: In x y z space, the solid Q is shown with corners (0, 0, 0), (0, 0, 2), (0, 3, 0), and (6, 0, 0). Alternatively, you could consider the solid as being bounded by the x y, x z, and y z planes and the plane x + 2y + 3z = 6, forming an irregular tetrahedron.]Finding the mass of a three-dimensional solid Q.

Example
Suppose Q is a solid region bounded by the plane x+2y+3z=6 and the coordinate planes with density ρ(x,y,z)=x2yz (see Figure 1). Find the center of mass using decimal approximation. Use the mass found in Example "Finding the Mass of a Solid".
Sample Answer

We have used this tetrahedron before and know the limits of integration, so we can proceed to the computations right away. First, we need to find the moments about the xy-plane, the xz-plane, and the yz-plane:

Mxy=&∭Qzρ(x,y,z)dV=∫x=0x=6 ∫y=0y=1/2(6−x) ∫z=0z=1/3(6−x−2y) x2yz2dz dy dx=5435 ≈ 1.543,Mxz=&∭Qyρ(x,y,z)dV=∫x=0x=6 ∫y=0y=1/2(6−x) ∫z=0z=1/3(6−x−2y) x2y2z dz dy dx=8135 ≈ 2.314,Myz=&∭Qxρ(x,y,z)dV=∫x=0x=6 ∫y=0y=1/2(6−x) ∫z=0z=1/3(6−x−2y) x3yz dz dy dx=24335 ≈ 6.943.

Hence the center of mass is
x―=&Myzm, y―=Mxzm, z―=Mxym,x―=&Myzm=243/35108/35=243108=2.25,y―=&Mxzm=81/35108/35=81108=0.75,z―=&Mxym=54/35108/35=54108=0.5.

The center of mass for the tetrahedron Q is the point (2.25,0.75,0.5).


Example
Suppose that Q is a solid region and is bounded by x+2y+3z=6 and the coordinate planes with density ρ(x,y,z)=x2yz (see Figure 1). Find the moments of inertia of the tetrahedron Q about the yz-plane, the xz-plane, and the xy-plane.
Sample Answer

Once again, we can almost immediately write the limits of integration and hence we can quickly proceed to evaluating the moments of inertia. Using the formula stated before, the moments of inertia of the tetrahedron Q about the xy-plane, the xz-plane, and the yz-plane areIx=&∭Q(y2+z2)ρ(x,y,z)dV,Iy=&∭Q(x2+z2)ρ(x,y,z)dV,

andIz=∭Q(x2+y2)ρ(x,y,z)dV  with  ρ(x,y,z)=x2yz.

Proceeding with the computations, we haveIx=∭Q(y2+z2)x2yz dV=∫x=0x=6∫y=0y=12(6−x)∫z=0z=13(6−x−2y)(y2+z2)x2yz dz dy dx=11735≈3.343,Iy=∭Q(x2+z2)x2yz dV=∫x=0x=6∫y=0y=12(6−x)∫z=0z=13(6−x−2y)(x2+z2)x2yz dz dy dx=68435≈19.543,Iz=∭Q(x2+y2)x2yz dV=∫x=0x=6∫y=0y=12(6−x)∫z=0z=13(6−x−2y)(x2+y2)x2yz dz dy dx=72935≈20.829.

Thus, the moments of inertia of the tetrahedron Q about the yz-plane, the xz-plane, and the xy-plane are 117/35,684/35, and 729/35, respectively.




Center of Mass and Moments of Inertia: Apply It
Learning Goals

	Find centers of mass in two dimensions
	Calculate moments of inertia in two dimensions
	Find centers of mass in three dimensions



Finding Balance and Stability in a Skate Park Ramp

A local recreation department is building a new skate park, and you have been asked to help analyze one of the ramp components. The ramp's side support panel is a triangular piece of reinforced material with vertices at (0,0), (4,0), and (0,3), where distances are measured in feet. Due to the manufacturing process, the density of the material varies across the panel according to the function ρ(x,y)=2+x lb/ft², with higher density near the outer edge providing extra durability where skaters apply the most force. Before installation, engineers need to determine the total mass of the panel, locate its center of mass for proper mounting, and calculate its moment of inertia to understand how it will respond to rotational forces during use. Your task is to perform these calculations to ensure the ramp is installed safely and securely.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Change of Variables: Learn It 1
Learning Goals

	Find how a region changes when you use a different set of variables
	Calculate the Jacobian for a transformation of variables
	Apply change of variables in double integrals
	Apply change of variables in triple integrals



Change of Variables in Multiple Integrals

When evaluating integrals, making an appropriate substitution can transform a difficult integral into a simpler one. You've already seen this technique in single-variable calculus with u-substitution.

Recall

Substitution Rule for Single Integrals

For ∫abf(x)dx, we substitute u=g(x) to get:

∫abf(x)dx=∫cdf(g(u))g′(u)du

where x=g(u), dx=g′(u)du, and the new limits satisfy c=g(a) and d=g(b).


Consider the integral ∫23x(x2−4)5dx. We can substitute u=g(x)=x2−4. Then du=2x,dx, so x,dx=12du. The limits change to u=g(2)=22−4=0 and u=g(3)=9−4=5. The integral becomes ∫0512u5du, which is much simpler to evaluate.

You've also used this idea when transforming double integrals from rectangular to polar coordinates, or triple integrals from rectangular to cylindrical or spherical coordinates. In each case, the goal is to make computations simpler through an appropriate change of variables.

For double integrals, when we substitute x=h(r,θ)=rcosθ, y=g(r,θ)=rsinθ, and dA=dx,dy=r,dr,dθ, we get:

∬Rf(x,y)dA=∬Sf(rcosθ,rsinθ)r,dr,dθ

where region R in the xy-plane is replaced by region S in polar coordinates.

The function we use to change variables is called a transformation or mapping. This section develops the general theory for changing variables in multiple integrals.

Planar Transformations

A planar transformation T transforms a region G in one plane into a region R in another plane through a change of variables. Both G and R are subsets of ℝ2.

Figure 1 shows region G in the uv-plane transformed into region R in the xy-plane by the change of variables x=g(u,v) and y=h(u,v). We can also write this as x=x(u,v) and y=y(u,v).

[image: On the left-hand side of this figure, there is a region G with point (u, v) given in the Cartesian u v-plane. Then there is an arrow from this graph to the right-hand side of the figure marked with x = g(u, v) and y = h(u, v). On the right-hand side of this figure there is a region R with point (x, y) given in the Cartesian xy- plane.]The transformation of a region G in the uv-plane into a region R in the xy-plane.
We typically assume that each transformation function has continuous first partial derivatives. This means gu, gv, hu, and hv all exist and are continuous. The reason for this requirement will become clear as we develop the theory.

Pro Tip

Notation for Transformations

We write T:G→R to indicate that transformation T maps region G to region R.

The notation T(u,v)=(x,y) means that point (u,v) in G maps to point (x,y) in R.


One-to-One Transformations

A transformation T:G→R defined as T(u,v)=(x,y) is one-to-one if no two different points in G map to the same point in R.

To prove that T is one-to-one, we assume T(u1,v1)=T(u2,v2) and show that this implies (u1,v1)=(u2,v2).

Key Takeaway

one-to-one transformation

A transformation T:G→R is one-to-one if:

T(u1,v1)=T(u2,v2)⟹(u1,v1)=(u2,v2)

In other words, different input points always produce different output points.

When transformation T is one-to-one on domain G, the inverse transformation T−1 exists with domain R such that T−1∘T and T∘T−1 are identity functions.
Domain, Range, and Image

In Figure 1, the mapping T(u,v)=(x,y) relates x and y to u and v through the equations x=g(u,v) and y=h(u,v).

Region G is the domain of T, while region R is the range of T, also called the image of G under transformation T.

Connect It

Forward vs. Inverse Problems

In practice, we encounter two types of problems:

Forward problem: Given region G and transformation T, find the image region R.

Inverse problem: Given region R and transformation T, find the pre-image region G.

Both perspectives are useful when setting up integrals with change of variables.

Example
Suppose a transformation T is defined as T(r,θ)=(x,y) where x=rcosθ,y=rsinθ. Find the image of the polar rectangle G={(r,θ)∣0≤r≤1,0≤θ≤π/2} in the rθ-plane to a region R in the xy-plane. Show that T is a one-to-one transformation in G and find T−1(x,y).
Sample Answer
Since r varies from 0 to 1 in the rθ-plane, we have a circular disc of radius 0 to 1 in the xy-plane. Because θ varies from 0 to π/2 in the rθ-plane, we end up getting a quarter circle of radius 1 in the first quadrant of the xy-plane (Figure 2). Hence R is a quarter circle bounded by x2+y2=1 in the first quadrant.

[image: On the left-hand side of this figure, there is a rectangle G with a marked subrectangle given in the first quadrant of the Cartesian r theta-plane. Then there is an arrow from this graph to the right-hand side of the figure marked with x = r cos theta and y = r sin theta. On the right-hand side of this figure there is a quarter circle R with a marked subannulus (analogous to the rectangle in the other graph) given in the Cartesian x y-plane.]A rectangle in the rθ-plane is mapped into a quarter circle in the xy-plane.
In order to show that T is a one-to-one transformation, assume T(r1,θ1)=T(r2,θ2) and show as a consequence that (r1,θ1)=(r2,θ2). In this case, we have

T(r1,θ1)&=T(r2,θ2)(x1,y1)&=(x2,y2)(r1cosθ1,r1sinθ1)&=(r2cosθ2,r2sinθ2)r1cosθ1&=r2cosθ2r1sinθ1&=r2sinθ2

Dividing, we obtain

r1cosθ1r1sinθ1&=r2cosθ2r2sinθ2cosθ1sinθ1&=cosθ2sinθ2tanθ1&=tanθ2θ1&=θ2

since the tangent function is one-one function in the interval 0≤θ≤π/2. Also, since 0<r≤1, we have r1=r2,θ1=θ2. Therefore, (r1,θ1)=(r2,θ2) and T is a one-to-one transformation from G into R.

To find T−1(x,y) solve for r,θ in terms of x,y. We already know that r2=x2+y2 and tanθ=yx. Thus T−1(x,y)=(r,θ) is defined as r=x2+y2 and θ=tan−1(yx).



Example
Let the transformation T be defined by T(u,v)=(x,y) where x=u2+v2 and y=uv. Find the image of the triangle in the uv-plane with vertices (0,0), (0,1), and (1,1).
Sample Answer
The triangle and its image are shown in Figure 3. To understand how the sides of the triangle transform, call the side that joins (0,0) and (0,1) side A, the side that joins (0,0) and (1,1) side B, and the side that joins (1,1) and (0,1) side C.

[image: On the left-hand side of this figure, there is a triangular region given in the Cartesian uv-plane with boundaries A, B, and C represented by the v axis, the line u = v, and the line v = 1, respectively. Then there is an arrow from this graph to the right-hand side of the figure marked with x = u squared minus v squared and y = u v. On the right-hand side of this figure there is a complex region given in the Cartesian x y-plane with boundaries A’, B’, and C’ given by the x axis, y axis, and a line curving from (negative 1, 0) through (0, 1), namely x = y squared minus 1, respectively.]A triangular region in the uv-plane is transformed into an image in the xy-plane.
For the side A: u=0, 0≤v≤1 transforms to x=−v2, y=0 so this is the side A′ that joins (−1,0) and (0,0).

For the side B: u=v, 0≤u≤1 transforms to x=0, y=u2 so this is the side B′ that joins (0,0) and (0,1).

For the side C: 0≤u≤1, v=1 transforms to x=u2−1, y=u (hence x=y2−1) so this is the side C′ that makes the upper half of the parabolic arc joining (−1,0) and (0,1).

All the points in the entire region of the triangle in the uv-plane are mapped inside the parabolic region in the xy-plane.



Change of Variables: Learn It 2
Jacobians

We mentioned earlier that transformation functions must have continuous first partial derivatives—meaning gu, gv, hu, and hv exist and are continuous. A transformation with this property is called a C1 transformation (where C denotes continuous).

Let T(u,v)=(g(u,v),h(u,v)) be a one-to-one C1 transformation, where x=g(u,v) and y=h(u,v). We want to understand how this transformation affects a small rectangular region S in the uv-plane, measuring Δu units by Δv units (see Figure 4).

[image: On the left-hand side of this figure, there is a region S with lower right corner point (u sub 0, v sub 0), height Delta v, and length Delta u given in the Cartesian u v-plane. Then there is an arrow from this graph to the right-hand side of the figure marked with T. On the right-hand side of this figure there is a region R with point (x sub 0, y sub 0) given in the Cartesian x y-plane with sides r(u, v sub 0) along the bottom and r(u sub 0, v) along the left.]A small rectangle S in the uv-plane is transformed into a region R in the xy-plane.


Since x=g(u,v) and y=h(u,v), we can write the position vector of the image of point (u,v) as:

𝐫(u,v)=g(u,v)𝐢+h(u,v)𝐣

Suppose (u0,v0) is the lower left corner of rectangle S, which maps to (x0,y0)=T(u0,v0).

The line v=v0 in the uv-plane maps to an image curve with vector function 𝐫(u,v0). The tangent vector at (x0,y0) to this image curve is:

𝐫u=gu(u0,v0)𝐢+hu(u0,v0)𝐣=∂x∂u𝐢+∂y∂u𝐣

Similarly, the line u=u0 maps to an image curve with vector function 𝐫(u0,v), and its tangent vector at (x0,y0) is:

𝐫v=gv(u0,v0)𝐢+hv(u0,v0)𝐣=∂x∂v𝐢+∂y∂v𝐣

Recall

Tangent Vectors and Derivatives

For a vector function 𝐫(u), the derivative 𝐫u gives the tangent vector:

ru=limΔu→0r(u0+Δu,v0)−r(u0,v0)Δu

This means 𝐫(u0+Δu)−𝐫(u0)≈Δu𝐫u for small Δu.


From the definition of derivative, we have:

ru=limΔu→0r(u0+Δu,v0)−r(u0,v0)Δu  so  r(u0+Δu,v0)−r(u0,v0)≈Δuru.

Similarly,

rv=limΔv→0r(u0,v0+Δv)−r(u0,v0)Δv  so  r(u0,v0+Δv)−r(u0,v0)≈Δvrv.

Finding the Area Element

The small rectangle S in the uv-plane transforms into a curved region R in the xy-plane. We can estimate the area ΔA of image R by finding the area of the parallelogram formed by the sides Δu𝐫u and Δv𝐫v.

Recall

Area of a Parallelogram Using Cross Product

For vectors 𝐚 and 𝐛 in space, the area of the parallelogram they span is |𝐚×𝐛|.

To compute the cross product of two-dimensional vectors, add a 𝐤 component of zero to make them three-dimensional.


Using the cross product (by adding the 𝐤 component as 0), the area ΔA of image R is approximately:

|Δu𝐫u×Δv𝐫v|=|𝐫u×𝐫v|ΔuΔv

In determinant form, the cross product is:

𝐫u×𝐫v=|𝐢𝐣𝐤∂x∂u∂y∂u0∂x∂v∂y∂v0|=|∂x∂u∂y∂u∂x∂v∂y∂v|𝐤=(∂x∂u∂y∂v−∂x∂v∂y∂u)𝐤

Since |𝐤|=1, we have:

ΔA≈|𝐫u×𝐫v|ΔuΔv=|∂x∂u∂y∂v−∂x∂v∂y∂u|ΔuΔv

This determinant expression is so important that it gets its own name: the Jacobian.

The Jacobian Determinant

The Jacobian of the C1 transformation T(u,v)=(g(u,v),h(u,v)) is denoted by J(u,v) and is defined by the 2×2 determinant:

J(u,v)=|∂(x,y)∂(u,v)|=|∂x∂u∂y∂u∂x∂v∂y∂v|=(∂x∂u∂y∂v−∂x∂v∂y∂u)

Key Takeaway

the Jacobian

For transformation T(u,v)=(x,y) where x=g(u,v) and y=h(u,v):

J(u,v)=∂(x,y)∂(u,v)=|∂x∂u∂y∂u∂x∂v∂y∂v|

The Jacobian tells us how the transformation scales areas: ΔA≈|J(u,v)|ΔuΔv


Using this definition, we can write:

ΔA≈J(u,v)ΔuΔv=|∂(x,y)∂(u,v)|ΔuΔv

Note that the Jacobian is frequently written simply as:

J(u,v)=∂(x,y)∂(u,v)

Pro Tip

Two Ways to Arrange the Jacobian

The determinant can be computed in two equivalent ways:

|∂x∂u∂y∂u∂x∂v∂y∂v|=(∂x∂u∂y∂v−∂x∂v∂y∂u)=|∂x∂u∂x∂v∂y∂u∂y∂v|

The notation J(u,v)=∂(x,y)∂(u,v) suggests we can write the Jacobian with partials of x in the first row and partials of y in the second row.

Example
Consider the transformation T(r,θ)=(x,y) where x=rcosθ and y=rsinθ. Find the Jacobian of this transformation.
Sample Answer

The transformation is T=(r,θ)=(rcosθ,rsinθ) where x=rcosθ and y=rsinθ. Thus the Jacobian is

J(r,θ)=∂(x,y)∂(r,θ)=|∂x∂r∂x∂θ∂y∂r∂y∂θ|=|cosθ−rsinθsinθrcosθ|=rcos2θ+rsin2θ=r(cos2θ+sin2θ)=r.



Example
Consider the transformation T(u,v)=(x,y) where x=u2+v2 and y=uv. Find the Jacobian of this transformation.

Sample Answer
The transformation is T(u,v)=(u2−v2,uv) where x=u2−v2 and y=uv. Thus the Jacobian is
J(u,v)=∂(x,y)∂(u,v)=|∂x∂u∂x∂v∂y∂u∂y∂v|=|2uv−2vu|=2u2+2v2.



Change of Variables: Learn It 3
Change of Variables for Double Integrals

We've established that under the change of variables T(u,v)=(x,y) where x=g(u,v) and y=h(u,v), a small region ΔA in the xy-plane is related to the area ΔuΔv in the uv-plane by:

ΔA≈J(u,v)ΔuΔv

Let's revisit the definition of the double integral:

∬Rf(x,y) dA=limm,n→∞∑i=1m∑j=1nf(xij,yij)ΔA

Looking at Figure 1, we divide region S in the uv-plane into small subrectangles Sij. The subrectangles Rij in the xy-plane are the images of Sij under transformation T(u,v)=(x,y).

[image: On the left-hand side of this figure, there is a rectangle S with an inscribed red oval and a subrectangle with lower right corner point (u sub ij, v sub ij), height Delta v, and length Delta u given in the Cartesian u v-plane. Then there is an arrow from this graph to the right-hand side of the figure marked with T. On the right-hand side of this figure there is a region R with inscribed (deformed) red oval and a subrectangle R sub ij with corner point (x sub ij, y sub ij) given in the Cartesian x y-plane. The subrectangle is blown up and shown with vectors pointing along the edge from the corner point.]The subrectangles Sij in the uv-plane transform into subrectangles Rij in the xy-plane.
The double integral becomes:

∬Rf(x,y) dA=limm,n→∞∑i=1m∑j=1nf(xij,yij)ΔA=limm,n→∞∑i=1m∑j=1nf(g(uij,vij),h(uij,vij))|J(uij,vij)|ΔuΔv.

This is exactly the double Riemann sum for the integral:

∬Sf(g(u,v),h(u,v))|∂(x,y)∂(u,v)|du dv.

Key Takeaway

change of variables for double integrals

Let T(u,v)=(x,y) where x=g(u,v) and y=h(u,v) be a one-to-one C1 transformation with a nonzero Jacobian on the interior of region S in the uv-plane. If T maps S into region R in the xy-plane and f is continuous on R, then:

∬Rf(x,y) dA=∬Sf(g(u,v),h(u,v))|∂(x,y)∂(u,v)|du dv.


With this theorem, we can change the variables from (x,y) to (u,v) in a double integral simply by replacing:

dA=dx dy=|∂(x,y)∂(u,v)|du dv

when we use the substitutions x=g(u,v) and y=h(u,v) and then change the limits of integration accordingly. This change of variables often makes any computations much simpler.


Why the Absolute Value? 

We use |J(u,v)| in the integral because the Jacobian can be negative, but area must be positive. The absolute value ensures we're measuring area correctly regardless of whether the transformation reverses orientation.

Pro Tip

Choosing a Good Transformation

Look for patterns in:

	The boundary curves of the region (can they be simplified?)
	The integrand itself (does it suggest a coordinate system?)
	Symmetry in the problem (circular, elliptical, etc.)


Often the region's shape will suggest natural substitutions that make the limits constants.


How to: Apply Change of Variables to Double Integrals

	Sketch the region in the xy-plane and write the equations of the curves that form the boundary.
	Choose the transformation x=g(u,v) and y=h(u,v) based on the region or integrand structure.
	Determine the new limits of integration in the uv-plane.
	Find the Jacobian J(u,v)=∂(x,y)∂(u,v).
	Replace the variables in the integrand to obtain the new integrand.
	Replace dA (whether dy,dx or dx,dy) by |J(u,v)|,du,dv.


Example

Consider the integral

∫02∫02x−x2x2+y2dy dx.

Use the change of variables x=rcosθ and y=rsinθ, and find the resulting integral.

Sample Answer


First we need to find the region of integration. This region is bounded below by y=0 and above by y=2x−x2 (see the following figure).

[image: A semicircle in the first quadrant of the xy plane with radius 1 and center (1, 0). The equation for this curve is given as y = the square root of (2x minus x squared)]Changing a region from rectangular to polar coordinates.
Squaring and collecting terms, we find that the region is the upper half of the circle x2+y2−2x=0 that is, y2+(x−1)2. In polar coordinates, the circle is r=2cosθ so the region of integration in polar coordinates is bounded by 0≤r≤cosθ and 0≤θ≤π2.

The Jacobian is J(r,θ)=r, as shown in Example "Finding the Jacobian". Since r≥0, we have |J(r,θ)|=r.

The integrand x2+y2 changes to r in polar coordinates, so the double iterated integral is

∫02∫02x−x2x2+y2dy dx=∫0π/2∫02cosθr|J(r,θ)|dr dθ=∫0π/2∫02cosθr2 dr dθ.




Notice in the next example that the region of integration often suggests a suitable transformation. This is a common and important situation.

Example
Consider the integral ∬R(x−y)dy dx, where R is the parallelogram joining the points (1,2), (3,4), (4,3), and (6,5) (Figure 3). Make appropriate changes of variables, and write the resulting integral.

[image: A semicircle in the first quadrant of the xy plane with radius 1 and center (1, 0). The equation for this curve is given as y = the square root of (2x minus x squared)]The region of integration for the given integral.
Sample Answer

First, we need to understand the region over which we are to integrate. The sides of the parallelogram are x−y+1=0, x−y−1=0, x−3y+5=0, and x−3y+9=0 (Figure 4). Another way to look at them is x−y=−1, x−y=1, x−3y=−5, and x−3y=−9.

Clearly the parallelogram is bounded by the lines y=x+1, y=x−1, y=13(x+5), and y=13(x+9).

Notice that if we were to make u=x−y and v=x−3y, then the limits on the integral would be −1≤u≤1 and −9≤v≤−5.

To solve for x and y, we multiply the first equation by 3 and subtract the second equation, 3u−v=(3x−3y)−(x−3y)=2x. Then we have x=3u−v2. Moreover, if we simply subtract the second equation from the first, we get u−v=(x−y)−(x−3y)=2y and y=u−v2.

[image: A parallelogram R with corners (1, 2), (3, 4), (6, 5), and (4, 3) formed by the lines y = x + 1, y = x minus 1, y = (x + 9)/3, and y = (x + 5)/3.]A parallelogram in the xy-plane that we want to transform by a change in variables.
Thus, we can choose the transformation

T(u,v)=(3u−v2,u−v2)

and compute the Jacobian J(u,v). We have

J(u,v)=∂(x,y)∂(u,v)=|∂x∂u∂x∂v∂y∂u∂y∂v|=|3/2−1/21/2−1/2|=−34+14=−12.

Therefore, |J(u,v)|=12. Also, the original integrand becomes
x−y=12[3u−v−u+v]=12[3u−u]=12[2u]=u.

Therefore, by the use of the transformation T, the integral changes to
∬R(x−y)dy dx=∫−9−5∫−11J(u,v)u du dv=∫−9−5∫−11(12)u du dv,

which is much simpler to compute. In fact, it is easily found to be zero. And this is just one example of why we transform integrals like this.



Example

Using the change of variables u=x−y and v=x+y, evaluate the integral

∬R(x−y)ex2−y2dA,

where R is the region bounded by the lines x+y=1 and x+y=3 and the curves x2−y2=−1 and x2−y2=1 (see the first region in Figure 5).

Sample Answer


As before, first find the region R and picture the transformation so it becomes easier to obtain the limits of integration after the transformations are made (Figure 5).

[image: A parallelogram R with corners (1, 2), (3, 4), (6, 5), and (4, 3) formed by the lines y = x + 1, y = x minus 1, y = (x + 9)/3, and y = (x + 5)/3.]Transforming the region R into the region S to simplify the computation of an integral.
Given u=x−y and v=x+y, we have x=u+v2 and y=v−u2 and hence the transformation to use is T(u,v)=(u+v2,v−u2). The lines x+y=1 and x+y=3 become v=1 and v=3, respectively. The curves x2−y2=1 and x2−y2=−1 become uv=1 and uv=−1, respectively.

Thus we can describe the region S (see the second region Figure 5) as

s={(u,v)|1≤v≤3,−1v≤u≤1v}.

The Jacobian for this transformation is

J(u,v)=∂(x,y)∂(u,v)=|∂x∂u∂x∂v∂y∂u∂y∂v|=|1/2−1/21/21/2|=12.

Therefore, by using the transformation T, the integral changes to

∬R(x−y)ex2−y2dA=12∫13∫−1/v1/vueuvdu dv.

Doing the evaluation, we have

12∫13∫−1/v1/vueuvdu dv=43e≈0.490.



Change of Variables: Learn It 4
Change of Variables for Triple Integrals

Changing variables in triple integrals works exactly the same way as for double integrals. Cylindrical and spherical coordinate substitutions are special cases of this general method.

Suppose G is a region in uvw-space that maps to region D in xyz-space (Figure 6) by a one-to-one C1 transformation T(u,v,w)=(x,y,z) where:

	x=g(u,v,w)
	y=h(u,v,w)
	z=k(u,v,w)


[image: On the left-hand side of this figure, there is a region G in u v w space. Then there is an arrow from this graph to the right-hand side of the figure marked with x = g(u, v, w), y = h(u, v, w), and z = k(u, v, w). On the right-hand side of this figure there is a region D in xyz space.]A region G in uvw-space mapped to a region D in xyz-space.
Any function F(x,y,z) defined on D can be expressed as a function H(u,v,w) defined on G:

F(x,y,z)=F(g(u,v,w), h(u,v,w) k(u,v,w))= H(u,v,w).

Recall

Two-Dimensional Jacobian

For a transformation T(u,v)=(x,y), the Jacobian is the 2×2 determinant:

J(u,v)=|∂x∂u∂y∂u∂x∂v∂y∂v|

The three-dimensional case extends this to a 3×3 determinant.


The Jacobian determinant J(u,v,w) in three variables is defined as:

J(u,v,w)=|∂x∂u∂y∂u∂z∂u∂x∂v∂y∂v∂z∂v∂x∂w∂y∂w∂z∂w|

This can also be written equivalently as:

J(u,v,w)=|∂x∂u∂x∂v∂x∂w∂y∂u∂y∂v∂y∂w∂z∂u∂z∂v∂z∂w|

Key Takeaway

jacobian determinant in three variables

For transformation T(u,v,w)=(x,y,z):

J(u,v,w)=∂(x,y,z)∂(u,v,w)=|∂x∂u∂x∂v∂x∂w∂y∂u∂y∂v∂y∂w∂z∂u∂z∂v∂z∂w|

This determinant measures how the transformation scales volumes.


The Jacobian is commonly denoted simply as ∂(x,y,z)∂(u,v,w).

Pro Tip

Just as with two variables, you can arrange the 3×3 determinant in two equivalent ways:

	By output variables: Rows for x, y, z derivatives
	By input variables: Columns for u, v, w derivatives


Both give the same result when you compute the determinant.

With the transformation and Jacobian defined, we can state the theorem for changing variables in triple integrals.

Key Takeaway

change of variables for triple integrals

Let T(u,v,w)=(x,y,z) where x=g(u,v,w), y=h(u,v,w), and z=k(u,v,w) be a one-to-one C1 transformation with a nonzero Jacobian that maps region G in uvw-space into region D in xyz-space. If F is continuous on D, then:

∭RF(x,y,z)dV=∭GF(g(u,v,w), h(u,v,w), k(u,v,w))|∂(x,y,z)∂(u,v,w)|du dv dw=∭GH(u,v,w)|J(u,v,w)|du dv dw.


In other words, when changing variables from (x,y,z) to (u,v,w):

dV=dxdydz=|∂(x,y,z)∂(u,v,w)|dudvdw

Connect It

Cylindrical and Spherical Coordinates

The coordinate systems you've already used are special cases of this general theorem:

Cylindrical coordinates: x=rcosθ, y=rsinθ, z=z

	Jacobian: J(r,θ,z)=r
	Volume element: dV=r,dr,dθ,dz


Spherical coordinates: x=ρsinϕcosθ, y=ρsinϕsinθ, z=ρcosϕ

	Jacobian: J(ρ,ϕ,θ)=ρ2sinϕ
	Volume element: dV=ρ2sinϕ,dρ,dϕ,dθ


We'll verify these formulas using the change of variables theorem.

Example

Derive the formula in triple integrals for

	cylindrical and
	spherical coordinates.


Sample Answer

	For cylindrical coordinates, the transformation is T(r,θ,z)=(x,y,z) from the Cartesian rθz--plane  to the Cartesian xyz-plane (Figure 7). Here x=rcosθ, y=rsinθ, and z=z. The Jacobian for the transformation is

J(r,θ,z)=∂(x,y,z)∂(r,θ,z)=|∂x∂r∂x∂θ∂x∂z∂y∂r∂y∂θ∂y∂z∂z∂r∂z∂θ∂z∂z|=|cosθ−rsinθ0sinθrcosθ0001|=rcos2θ+rsin2θ=r(cos2θ+sinsθ)=r.

We know that r≥0, so |J(r,θ,z)|=r. Then the triple integral is

∭Df(x,y,z)dV=∭Gf(rcosθ,rsinθ,z)r dr dθ dz.

[image: On the left-hand side of this figure, there is a cube G with sides parallel to the coordinate axes in cylindrical coordinate space. Then there is an arrow from this graph to the right-hand side of the figure marked with x = r cos theta, y = r sin theta, and z = z. On the right-hand side of this figure there is a region D in x y z space that is a thick annulus. The top is labeled z = constant, the flat vertical side is labeled theta = constant, and the outermost side is labeled r = constant.]The transformation from rectangular coordinates to cylindrical coordinates can be treated as a change of variables from region G in rθz-space to region D in xyz-space.
	For spherical coordinates, the transformation is T(ρ,θ,φ)=(x,y,z) from the Cartesian pθφ--plane  to the Cartesian xyz--plane  (Figure 8). Here x=ρsinφcosθ, y=ρsinφsinθ, and z=ρcosφ. The Jacobian for the transformation is

J(ρ,θ,φ)=∂(x,y,z)∂(ρ,θφ)=|∂x∂ρ∂x∂θ∂x∂φ∂y∂ρ∂y∂θ∂y∂φ∂z∂ρ∂z∂θ∂z∂φ|=|sinφcosθ−ρsinφsinθρcosφcosθsinφsinθ−ρsinφcosθρcosφsinθcosθ0−ρsinφ|


Expanding the determinant with respect to the third row:

=cosφ|−ρsinφsinθρcosφcosθρsinφsinθρcosφsinθ|−ρsinφ|sinφcosθ−ρsinφsinθsinφsinθρsinφcosθ|=cosφ(−ρ2sinφcosφsin2θ−ρ2sinφcosφcos2θ)−ρsinφ(ρsin2φcos2θ+ρsin2φsin2θ)=−ρ2sinφcos2φ(sin2θ+cos2θ)−ρ2sinφsin2φ(sin2θ+cos2θ)=−ρ2sinφcos2φ−ρ2sinφsin2φ=−ρ2sinφ(cos2φ+sin2φ)=−ρ2sinφ

Since 0≤φ≤π, we must have sinφ≥0. Thus |J(ρ,θ,φ)|=|−ρ2sinφ|=ρ2sinφ.

[image: On the left-hand side of this figure, there is a cube G with sides parallel to the coordinate axes in rho phi theta space. Then there is an arrow from this graph to the right-hand side of the figure marked with x = rho sin phi cos theta, y = rho sin phi sin theta, and z = rho cos phi. On the right-hand side of this figure there is a region D in xyz space that is a thick annulus and has the point (x, y, z) shown as being equal to (rho, phi, theta). The top is labeled phi = constant, the flat vertical side is labeled theta = constant, and the outermost side is labeled rho = constant.]The transformation from rectangular coordinates to cylindrical coordinates can be treated as a change of variables from region G in ρθφ-space to region D in xyz-space.




Then the triple integral becomes

∭Df(x,y,z)dV=∭Gf(ρsinφcosθ,ρsinφsinθ,ρcosφ)ρ2sinφ dρ dφ dθ.




Example

Evaluate the triple integral

∫03∫04∫y/2(y/2)+1(x+z3)dx dy dz

in xyz-space by using the transformation

u=(2x−y)/2, v=y/2, and w=z/3.

Then integrate over an appropriate region in uvw-space

Sample Answer

As before, some kind of sketch of the region G in xyz-space over which we have to perform the integration can help identify the region D in uvw-space (Figure 9). Clearly G in xyz-space is bounded by the planes x=y/2, x=(y/2)+1, y=0,y=4, z=0, and z=4. We also know that we have to use u=(2x−y)/2, v=y/2 and w=z/3 for the transformations. We need to solve for x, y, and z. Here we find that x=u+v, y=2v, and z=3w.

Using elementary algebra, we can find the corresponding surfaces for the region G and the limits of integration in uvw-space. It is convenient to list these equations in a table.





	Equations in xyz for the region D
	Corresponding equations in uvw for the region G
	Limits for the integration in uvw





	x=y/2
	u+v=2v/2=v
	u=0



	x=y/2
	u+v=(2v/2)+1=v+1
	u=1



	y=0
	2v=0
	v=0



	y=4
	2v=4
	v=2



	z=0
	3w=0
	w=0



	z=3
	3w=3
	w=1









[image: On the left-hand side of this figure, there is a box G with sides 1, 2, and 1 along the u, v, and w axes, respectively. Then there is an arrow from this graph to the right-hand side of the figure marked with x = u + v, y = 2v, and z = 3w. On the right-hand side of this figure there is a region D in xyz space that is a rotated box with sides 1, 4, and 3 along the x, y, and z axes. The rear plane is marked x = y/2 or y = 2x. The front plane is marked x = y/2 + 1 or y = 2x minus 2.]The region G in uvw-space is transformed to region D in xyz-space.





Now we can calculate the Jacobian for the transformation:

J(u,v,w)=|∂x∂u∂x∂v∂x∂w∂y∂u∂y∂v∂y∂w∂z∂u∂z∂v∂z∂w|=|110020003|=6.

The function to be integrated becomes

f(x,y,z)=x+z3=u+v+3w3=u+v+w.

We are now ready to put everything together and complete the problem.

∫03∫04∫y/2(y/2)+1(x+z3)dx dy dz=∫01∫02∫01(u+v+w)|J(u,v,w)|du dv dw=∫01∫02∫01(u+v+w)|6|du dv dw=6∫01∫02∫01(u+v+w)du dv dw=6∫01∫02[u22+vu+wu]01dv dw=6∫01∫02(12+v+w)dv dw=6∫01[12v+v22+wv]02dw=6∫01(3+2w)dw=6[3w+w2]01=24.



Change of Variables: Apply It
Learning Goals

	Find how a region changes when you use a different set of variables
	Calculate the Jacobian for a transformation of variables
	Apply change of variables in double integrals
	Apply change of variables in triple integrals



Calculating Water Volume for a Curved Backyard Pool

You are helping your neighbor determine how much water is needed to fill their new above-ground pool. The pool has an unusual kidney-bean shape that curves smoothly, and the pool floor slopes from a shallow end to a deeper section. The pool manufacturer provided dimensions using one set of variables, but your neighbor's water bill calculator and the garden hose flow rate chart use standard rectangular measurements.

To figure out the total water volume and how long filling will take, you need to transform the pool's curved region into a simpler coordinate system, calculate the Jacobian to account for how areas and volumes scale under this transformation, and then evaluate the appropriate integrals. The pool's curved boundary in the xy-plane is described by the transformation x=2u+v and y=u−v, where the region G in the uv-plane is the rectangle 0≤u≤3 and 0≤v≤2. The pool depth at any point is given by f(x,y)=1+0.1x feet.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
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Vector Calculus and Vector Fields
Vector Calculus and Vector Fields: Background You'll Need 1
Learning Goals

	Calculate the dot product of two given vectors



The Dot Product

The dot product is a new way to "multiply" vectors, but unlike vector addition and scalar multiplication, the result is a scalar (a number), not a vector.

Key Takeaway

dot product

For vectors 𝐮=⟨u1,u2,u3⟩ and 𝐯=⟨v1,v2,v3⟩:

𝐮·𝐯=u1v1+u2v2+u3v3

For 2D vectors 𝐮=⟨u1,u2⟩ and 𝐯=⟨v1,v2⟩:

𝐮·𝐯=u1v1+u2v2


The dot product is also called the scalar product (because the result is a scalar) or the inner product.

Pro Tip
Multiply corresponding components and add the results. For ⟨2,3,1⟩·⟨4,−1,5⟩:
(2)(4)+(3)(−1)+(1)(5)=8−3+5=10
Example

	Find the dot product of 𝐮=⟨3,5,2⟩ and 𝐯=⟨−1,3,0⟩.
	Find the scalar product of 𝐩=10𝐢−4𝐣+7𝐤 and 𝐪=−2𝐢+𝐣+6𝐤.


Sample Answer

	Substitute the vector components into the formula for the dot product:


u·v=u1v1+u2v2+u3v3=3(−1)+5(3)+2(0)=−3+15+0=12.


	The calculation is the same if the vectors are written using standard unit vectors. We still have three components for each vector to substitute into the formula for the dot product:

p·q=u1v1+u2v2+u3v3=10(−2)+(−4)(1)+7(6)=−20−4+42=18.





Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Properties of the Dot Product

The dot product follows familiar algebraic rules, making it easy to work with in calculations.

Key Takeaway

properties of the dot product

Let 𝐮, 𝐯, and 𝐰 be vectors, and let c be a scalar.

	Commutative: 𝐮·𝐯=𝐯·𝐮
	Distributive: 𝐮·(𝐯+𝐰)=𝐮·𝐯+𝐮·𝐰
	Associative with scalars: c(𝐮·𝐯)=(c𝐮)·𝐯=𝐮·(c𝐯)
	Magnitude relationship: 𝐯·𝐯=||𝐯||2



From the definition and properties, we can make several key observations:

	0·𝐯=0 for any vector 𝐯
	If 𝐯·𝐯=0, then 𝐯=0 (only the zero vector has dot product zero with itself)
	The dot product of a vector with itself gives the square of its magnitude


Recall
Remember that ||𝐯||=v12+v22+v32, so ||𝐯||2=v12+v22+v32=𝐯·𝐯.Example

Let 𝐚=⟨1,2,−3⟩, 𝐛=⟨0,2,4⟩, and 𝐜=⟨5,−1,3⟩. Find each of the following products.

	(𝐚·𝐛)𝐜
	𝐚·(2𝐜)
	||𝐛||2


Sample Answer

	Note that this expression asks for the scalar multiple of  𝐜 by 𝐚·𝐛:
(𝐚·𝐛)𝐜=(⟨1,2,−3⟩·⟨0,2,4⟩)⟨5,−1,3⟩=(1(0)+2(2)+(−3)(4))⟨5,−1,3⟩=−8⟨5,−1,3⟩=⟨−40,8,−24⟩.

	This expression is a dot product of vector 𝐚 and scalar multiple 2𝐜:

𝐚·(2𝐜)=2(𝐚·𝐜)=2(⟨1,2,−3⟩·⟨5,−1,3⟩)=2(1(5)+2(−1)+(−3)(3))=2(−6)=−12.

	Simplifying this expression is a straightforward application of the dot product:
||𝐛||2=𝐛·𝐛=⟨0,2,4⟩·⟨0,2,4⟩=02+22+42=0+4+16=20.
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Learning Goals

	Use the Fundamental Theorem of Calculus to find derivatives of integral functions and calculate definite integrals



Fundamental Theorem of Calculus Part 1: Integrals and Antiderivatives

As mentioned earlier, the Fundamental Theorem of Calculus is an extremely powerful theorem that establishes the relationship between differentiation and integration, and gives us a way to evaluate definite integrals without using Riemann sums or calculating areas.

The theorem is comprised of two parts. The first part, which is stated here, establishes the relationship between differentiation and integration.

Key Takeaway

Fundamental Theorem of Calculus, Part 1

If f(x) is continuous over an interval [a,b], and the function F(x) is defined by

F(x)=∫axf(t)dt,

then F′(x)=f(x) over [a,b].

Pro Tip
A couple of points to clarify:
	Notation: We define F(x) as the definite integral of f(t) from a to x. This might seem confusing because we've said a definite integral is a number. However, F(x) is a function that gives the value of the definite integral for each x.
	Implications: The Fundamental Theorem of Calculus is crucial because it shows that integration and differentiation are inverse processes. It guarantees that any continuous function f(x) has an antiderivative F(x).


Example

Use the first part of the Fundamental Theorem of Calculus to find the derivative of:

g(x)=∫1x1t3+1dt.

Sample Answer

According to the Fundamental Theorem of Calculus, the derivative is given by:

g′(x)=1x3+1.


Example
Let F(x)=∫1xsintdt. Find F′(x).

Sample Answer

Letting u(x)=x, we have F(x)=∫1u(x)sintdt. Thus, by the Fundamental Theorem of Calculus and the chain rule,

F′(x)=sin(u(x))dudx=sin(u(x))·(12x−1/2)=sinx2x.






Example
Let F(x)=∫x2xt3dt. Find F′(x).

Sample Answer

We have F(x)=∫x2xt3dt. Both limits of integration are variable, so we need to split this into two integrals. We get

F(x)=∫x2xt3dt=∫x0t3dt+∫02xt3dt=−∫0xt3dt+∫02xt3dt.

Differentiating the first term, we obtain

ddx[−∫0xt3dt]=−x3.

Differentiating the second term, we first let u(x)=2x. Then,

ddx[∫02xt3dt]=ddx[∫0u(x)t3dt]=(u(x))3dudx=(2x)3·2=16x3.

Thus,

F′(x)=ddx[−∫0xt3dt]+ddx[∫02xt3dt]=−x3+16x3=15x3.

Watch the following video to see the worked solution to this example.

Interactive elements can be viewed embedded within the content of our online courseware.

For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.You can view the transcript for this segmented clip of "5.3 The Fundamental Theorem of Calculus" here (opens in new window). 



Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.


Fundamental Theorem of Calculus, Part 2: The Evaluation Theorem

The Fundamental Theorem of Calculus, Part 2 (also called the Evaluation Theorem) provides a direct method for evaluating definite integrals. Instead of approximating area with rectangles, you can find an antiderivative and evaluate it at the endpoints.

Key Takeaway

The Fundamental Theorem of Calculus, Part 2

If f is continuous over the interval [a,b] and F(x) is any antiderivative of f(x), then:

∫abf(x)dx=F(b)−F(a)

Example

Use the second part of the Fundamental Theorem of Calculus to evaluate

∫−22(t2−4)dt.

Sample Answer

Recall the power rule for antiderivatives:

 If y=xn,∫xndx=xn+1n+1+C.

Use this rule to find the antiderivative of the function and then apply the theorem. We have

∫−22(t2−4)dt=t33−4t|−22=[(2)33−4(2)]−[(−2)33−4(−2)]=(83−8)−(−83+8)=83−8+83−8=163−16=−323.

Analysis

Notice that we did not include the “+ C” term when we wrote the antiderivative. The reason is that, according to the Fundamental Theorem of Calculus, Part 2, any antiderivative works. So, for convenience, we chose the antiderivative with C=0. If we had chosen another antiderivative, the constant term would have canceled out. This always happens when evaluating a definite integral.

The region of the area we just calculated is depicted in Figure 3. Note that the region between the curve and the x-axis is all below the x-axis. Area is always positive, but a definite integral can still produce a negative number (a net signed area). For example, if this were a profit function, a negative number indicates the company is operating at a loss over the given interval.

[image: The graph of the parabola f(t) = t^2 – 4 over [-4, 4]. The area above the curve and below the x axis over [-2, 2] is shaded.]The evaluation of a definite integral can produce a negative value, even though area is always positive.

Example
Use the second part of the Fundamental Theorem of Calculus to evaluate ∫12x−4dx.
Sample Answer
724


Example
James and Kathy are racing on roller skates. They race along a long, straight track, and whoever has gone the farthest after 5 sec wins a prize. If James can skate at a velocity of f(t)=5+2t ft/sec and Kathy can skate at a velocity of g(t)=10+cos(π2t) ft/sec, who is going to win the race?
Sample Answer

We need to integrate both functions over the interval [0,5] and see which value is bigger. For James, we want to calculate

∫05(5+2t)dt.

Using the power rule, we have

∫05(5+2t)dt=(5t+t2)|05=(25+25)=50.

Thus, James has skated 50 ft after 5 sec. Turning now to Kathy, we want to calculate

∫0510+cos(π2t)dt.

We know sint is an antiderivative of cost, so it is reasonable to expect that an antiderivative of cos(π2t) would involve sin(π2t). However, when we differentiate sin(π2t), we get π2cos(π2t) as a result of the chain rule, so we have to account for this additional coefficient when we integrate. We obtain

∫0510+cos(π2t)dt=(10t+2πsin(π2t))|05=(50+2π)−(0−2πsin0)≈50.6.

Kathy has skated approximately 50.6 ft after 5 sec. Kathy wins, but not by much!

Watch the following video to see the worked solution to this example.

Interactive elements can be viewed embedded within the content of our online courseware.

For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "5.3 The Fundamental Theorem of Calculus" here (opens in new window).
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Learning Goals

	Use a direction field to sketch solution curves



Direction Fields

Direction fields (also called slope fields) provide a visual tool for understanding first-order differential equations without solving them algebraically. They're particularly useful when you need to predict solution behavior quickly or when an exact solution is difficult to find.

We work with differential equations of the form:

y′=f(x,y)

The key idea is straightforward: the derivative y′ at any point represents the slope of the solution curve passing through that point. A direction field shows these slopes as short line segments across the coordinate plane.

Key Takeaway

direction field

A direction field (slope field) is a mathematical object used to graphically represent solutions to a first-order differential equation. At each point in a direction field, a line segment appears whose slope is equal to the slope of a solution to the differential equation passing through that point.


Creating a Direction Field

Let's build a direction field for y′=3x+2y−4.

The process involves picking points (x0,y0) in the coordinate plane and evaluating the right-hand side of the differential equation at each point. This gives you the slope of any solution curve that passes through that point.

 
Let's work through the process of creating a direction field using one of our examples: y′=3x+2y−4.

The key idea is to pick any point (x0,y0) in the coordinate plane and substitute these coordinates into the right-hand side of the differential equation.

Example

At point (1,2), we substitute into the equation:

y′=3x+2y−4=3(1)+2(2)−4=3

This means any solution passing through (1,2) has slope 3 at that point. We draw a short line segment with slope 3 at (1,2).

Repeat this process for multiple points across the plane to create the complete direction field. The domain consists of all ordered pairs (x,y) where f(x,y) is defined.

Figure 2 shows the complete direction field for y′=3x+2y−4.

[image: A graph of the direction field for the differential equation y’ = 3 x + 2 y – 4 in all four quadrants. In quadrants two and three, the arrows point down and slightly to the right. On a diagonal line, roughly y = -x + 2, the arrows point further and further to the right, curve, and then point up above that line.]Direction field for the differential equation y′=3x+2y−4.Pro Tip

You can create direction fields for any first-order differential equation of the form y′=f(x,y). Common examples include:

	y′=3x+2y−4
	y′=x2−y2
	y′=2x+4y−2



Using Direction Fields

Direction fields let you sketch approximate solutions without finding an exact formula. The line segments act as guides showing which direction the solution curve should follow.


How to sketch a solution curve:

	Start at any initial point (x0,y0) in the field
	Follow the direction indicated by the line segment at that point
	Move a small step in that direction to reach a new point
	At the new point, follow its line segment direction
	Continue this process to trace out the solution curve



The curve you create is called a solution curve passing through the initial point.

Connect It

Connection to Linear Approximation

Direction fields build on linear approximation. The linear approximation of a function f(x) at point (x0,y0) is:

L(x)=y0+f′(x0)(x−x0)

For small changes in x, we can approximate the change in y:

Δy≈f′(x0)Δx

Each line segment in the direction field represents this local linear approximation.

Example


Create a direction field for the differential equation y′=x2−y2 and sketch a solution curve passing through the point (−1,2).



Sample Answer


Use x and y values ranging from −5 to 5. For each coordinate pair, calculate y′ using the right-hand side of the differential equation.





Sample Answer


[image: A graph of the direction field for the differential equation y’ = x ^ 2 – y ^ 2. Along y = x and y = -x, the lines are horizontal. On either side of y = x and y = -x, the lines slant and direct solutions along those two functions. The rest of the lines are vertical. The solution going through (-1, 2) is shown. It curves down from about (-2.75, 10), through (-1, 2) and about (0, 1.5), and then up along the diagonal to (10, 10).]




Watch the following videos to see the worked solution to the above example.Interactive elements can be viewed embedded within the content of our online courseware.

You can view the transcript for "4.2.1" here (opens in new window).Interactive elements can be viewed embedded within the content of our online courseware.

You can view the transcript for "4.2.2" here (opens in new window). Introduction to Vector Fields: Learn It 1
Learning Goals

	Recognize a vector field in a plane or in space
	Sketch a vector field from a given equation
	Identify a conservative field and its associated potential function



Vector Fields

Vector fields provide a powerful tool for describing physical phenomena that affect regions of space. They help us model gravitational forces, electromagnetic fields, fluid flow, and atmospheric patterns—anything where a quantity has both magnitude and direction at each point in space.

How can we model the gravitational force exerted by multiple astronomical objects? How can we model the velocity of water particles on a river's surface? Figure 1 gives visual representations of such phenomena.

Figure 1(a) shows a gravitational field exerted by two astronomical objects, such as a star and a planet or a planet and a moon. At any point in the figure, the vector associated with that point gives the net gravitational force exerted by the two objects on an object of unit mass. The vectors of largest magnitude are closest to the larger object. The larger object has greater mass, so it exerts a gravitational force of greater magnitude than the smaller object.

Figure 1(b) shows the velocity of a river at points on its surface. The vector at a given point gives the velocity of the water at that point. The small vectors on the left indicate slow-flowing water. As the water moves from left to right, it encounters rapids around a rock. The speed increases, and a whirlpool forms in part of the rapids.

[image: Two images, labeled A and B. Image A shows the gravitational field exerted by two astronomical bodies on a small object. The earth is on the left, and the moon is on the right. The earth is surrounded by long arrows pointing towards its center arranged in concentric circles. There is a break in the circle on the right, across from the moon. The moon is surrounded by smaller arrows that curve out and to the right. Image B shows the vector velocity field of water on the surface of a river with a large rock in the middle. The arrows tend to point at the same angle as the riverbank. Where the river meets the rock, the arrows point around the rock. After the rock, the some arrows point forward, and others turn back to the rock. The water flows fastest towards the middle of the river and around the rock and slowest along the riverbank.](a) The gravitational field exerted by two astronomical bodies on a small object. (b) The vector velocity field of water on the surface of a river shows the varied speeds of water. Red indicates that the magnitude of the vector is greater, so the water flows more quickly; blue indicates a lesser magnitude and a slower speed of water flow.

Each figure illustrates a vector field. Intuitively, a vector field is a map that assigns a vector to each point in a region. We study vector fields in both ℝ2 (the plane) and ℝ3 (three-dimensional space).

Key Takeaway

vector field in ℝ2

A vector field 𝐅 in ℝ2 assigns a two-dimensional vector 𝐅(x,y) to each point (x,y) in a subset D of ℝ2. The subset D is the domain of the vector field.

Key Takeaway

vector field in ℝ3

A vector field 𝐅 in ℝ3 assigns a three-dimensional vector 𝐅(x,y,z) to each point (x,y,z) in a subset D of ℝ3. The subset D is the domain of the vector field.

Pro Tip
You can think of a vector field as a function whose inputs are points in space and whose outputs are vectors. At each point in the domain, the vector field "tells" you which direction to point and how strongly.
Representing Vector Fields in ℝ2

A vector field in ℝ2 can be represented in two equivalent ways.

Component form uses a vector with components that are two-variable functions:

𝐅(x,y)=⟨P(x,y),Q(x,y)⟩

Standard unit vector form uses the unit vectors 𝐢 and 𝐣:

𝐅(x,y)=P(x,y)𝐢+Q(x,y)𝐣

Recall

Component Functions

The functions P(x,y) and Q(x,y) are called the component functions of the vector field 𝐅.

	P(x,y) gives the horizontal component (in the 𝐢 direction)
	Q(x,y) gives the vertical component (in the 𝐣 direction)


A vector field is continuous if its component functions are continuous. This means there are no sudden jumps or breaks in the vector field.

Example
Let F(x,y)=(2y2+x−4)i+cos(x)j be a vector field in ℝ2. Note that this is an example of a continuous vector field since both component functions are continuous. What vector is associated with point (0,−1)?
Sample Answer

Substitute the point values for x and y:

F(0,1)=(2(−1)2+0−4)i+cos(0)j=−2i+j


Connect It

In physical applications:

	Force fields like gravity or electromagnetism are represented as vector fields where each vector shows the force acting at that point
	Velocity fields like wind or water currents show the velocity at each point in the fluid
	The magnitude of the vector indicates the strength of the force or speed of flow
	The direction of the vector indicates which way the force points or the fluid moves


Introduction to Vector Fields: Learn It 2
Drawing a Vector Field

We can represent a vector field using component functions or unit vectors, but visualizing it requires a different approach. The challenge is that a vector field in ℝ2 has both its domain and range in ℝ2, which means a complete "graph" would require four-dimensional space. Since we can't visualize four dimensions, we use a clever alternative.

To draw a vector field in ℝ2, we draw the vector associated with each point at that point's location in the plane. For example, if point (4,−1) has the associated vector ⟨3,1⟩, we draw vector ⟨3,1⟩ starting at point (4,−1).

We should plot enough vectors to see the general shape, but not so many that the sketch becomes cluttered. If you plotted a vector at every single point, the entire region would be filled and the pattern would be impossible to see.

Pro Tip
Choose points at grid line intersections and plot several representative vectors from each quadrant.
Two Important Types of Vector Fields

This module focuses on two types of vector fields in ℝ2: radial fields and rotational fields.

Radial fields model gravitational fields and energy source fields. In a radial field:

	All vectors either point directly toward or directly away from the origin
	The magnitude of any vector depends only on its distance from the origin
	The vector at point (x,y) is perpendicular to the circle centered at the origin containing (x,y):pb-1 [&:not(:last-child)_ol]:pb-1 list-disc space-y-2.5 pl-7">
 	
	The vector at point (x,y) is tangent (not perpendicular) to a circle with radius r=x2+y2
	All vectors point either clockwise or counterclockwise
	The magnitude of a vector depends only on its distance from the origin


Example
Sketch the vector field F(x,y)=x2i+y2j.
Sample Answer

To sketch this vector field, choose a sample of points from each quadrant and compute the corresponding vector. The following table gives a representative sample of points in a plane and the corresponding vectors.





	(x,y)
	F(x,y)
	(x,y)
	F(x,y)
	(x,y)
	F(x,y)



	(1,0)
	⟨12,0⟩
	(2,0)
	⟨1,0⟩
	(1,1)
	⟨12,12⟩



	(0,1)
	⟨0,12⟩
	(0,2)
	⟨0,1⟩
	(−1,1)
	⟨−12,12⟩



	(−1,0)
	⟨−12,0⟩
	(−2,0)
	⟨−1,0⟩
	(−1,−1)
	⟨−12,−12⟩



	(0,−1)
	⟨0,−12⟩
	(0,−2)
	⟨0,−1⟩
	(1,−1)
	⟨12,−12⟩








Figure 2(a) shows the vector field. To see that each vector is perpendicular to the corresponding circle, Figure 2(b) shows circles overlain on the vector field.

[image: Visual representations of a radial vector field on a coordinate field. The arrows are stretching away from the origin in a radial pattern. The magnitudes increase the further the arrows are from the origin, so the lines are longer. The second version shows concentric circles around the origin to highlight the radial pattern.](a) A visual representation of the radial vector field F(x,y)=x2i+y2j. (b) The radial vector field F(x,y)=x2i+y2j with overlaid circles. Notice that each vector is perpendicular to the circle on which it is located.
Example
Sketch the vector field F(x,y)=⟨y,−x⟩.
Sample Answer

Create a table (see the one that follows) using a representative sample of points in a plane and their corresponding vectors. Figure 5 shows the resulting vector field.






	(x,y)
	F(x,y)
	(x,y)
	F(x,y)
	(x,y)
	F(x,y)



	(1,0)
	⟨0,−1⟩
	(2,0)
	⟨0,−2⟩
	(1,1)
	⟨1,−1⟩



	(0,1)
	⟨1,0⟩
	(0,2)
	⟨2,0⟩
	(−1,1)
	⟨1,1⟩



	(−1,0)
	⟨0,1⟩
	(−2,0)
	⟨0,2⟩
	(−1,−1)
	⟨−1,1⟩



	(0,−1)
	⟨−1,0⟩
	(0,−2)
	⟨−2,0⟩
	(1,−1)
	⟨−1,−1⟩






[image: A visual representation of the given vector field in a coordinate plane with two additional diagrams with notation. The first representation shows the vector field. The arrows are circling the origin in a clockwise motion. The second representation shows concentric circles, highlighting the radial pattern. The The third representation shows the concentric circles. It also shows arrows for the radial vector <a,b> for all points (a,b). Each is perpendicular to the arrows in the given vector field.]5 (a) A visual representation of vector field F(x,y)=⟨y,−x⟩. (b) Vector field F(x,y)=⟨y,−x⟩ with circles centered at the origin. (c) Vector F(a,b) is perpendicular to radial vector ⟨a,b⟩ at point (a,b).
Analysis

Note that vector F(a,b)=⟨b,−a⟩ points clockwise and is perpendicular to radial vector ⟨a,b⟩. (We can verify this assertion by computing the dot product of the two vectors:⟨a,b⟩·⟨−b,a⟩=−ab+ab=0.) Furthermore, vector ⟨b,−a⟩ has length r=a2+b2. Thus, we have a complete description of this rotational vector field: the vector associated with point (a,b) is the vector with length r tangent to the circle with radius r, and it points in the clockwise direction.







Connect It

Rotational vector fields are used to analyze major storm systems, including hurricanes and cyclones. An interesting pattern emerges:

	In the northern hemisphere, storms rotate counterclockwise
	In the southern hemisphere, storms rotate clockwise


This effect is caused by Earth's rotation about its axis and is called the Coriolis Effect.

Example
Sketch vector field F(x,y)=yx2+y2i−xx2+y2j.
Sample Answer

To visualize this vector field, first note that the dot product F(a,b)·(ai+bj) is zero for any point (a,b). Therefore, each vector is tangent to the circle on which it is located. Also, as (a,b)→(0,0), the magnitude of F(a,b) goes to infinity. To see this, note that

||F(a,b)||=a2+b2(a2+b2)2=1a2+b2.

Since 1a2+b2→∞ as (a,b)→(0,0) then ||F(a,b)||→∞ as (a,b)→(0,0). This vector field looks similar to the vector field in Example "Chapter Opener: Drawing a Rotational Vector Field", but in this case the magnitudes of the vectors close to the origin are large. The table below shows a sample of points and the corresponding vectors, and Figure 6 shows the vector field. Note that this vector field models the whirlpool motion of the river in Figure 1(b). The domain of this vector field is all of ℝ2 except for point (0,0).




	(x,y)
	F(x,y)
	(x,y)
	F(x,y)
	(x,y)
	F(x,y)



	(1,0)
	⟨0,−1⟩
	(2,0)
	⟨0,−12⟩
	(1,1)
	⟨12,−12⟩



	(0,1)
	⟨1,0⟩
	(0,2)
	⟨12,0⟩
	(−1,1)
	⟨12,12⟩



	(−1,0)
	⟨0,1⟩
	(−2,0)
	⟨0,12⟩
	(−1,−1)
	⟨−12,12⟩



	(0,−1)
	⟨−1,0⟩
	(0,−2)
	⟨−12,0⟩
	(1,−1)
	⟨−12,−12⟩






[image: A visual representation of the given vector field in a coordinate plane. The magnitude is larger closer to the origin. The arrows are rotating the origin clockwise. It could be use to model whirlpool motion of a fluid.]A visual representation of vector field F(x,y)=yx2+y2i−xx2+y2j. This vector field could be used to model whirlpool motion of a fluid.



Example
Suppose that v(x,y)=−2yx2+y2i+2xx2+y2j is the velocity field of a fluid. How fast is the fluid moving at point (1,−1)? (Assume the units of speed are meters per second.)
Sample Answer

To find the velocity of the fluid at point (1,−1), substitute the point into v:

v(1,−1)=−2(−1)1+1i+2(1)1+1j=i+j.

The speed of the fluid at (1,−1) is the magnitude of this vector. Therefore, the speed is ||i+j||=2 m/sec.




Unit Vector Fields

A vector field 𝐅 is a unit vector field if the magnitude of each vector in the field is 1. In a unit vector field, only the direction of each vector matters—not its magnitude.

Key Takeaway

unit vector field

A vector field 𝐅 is a unit vector field if ||𝐅(x,y)||=1 for all points (x,y) in the domain.

Example
Show that vector field F(x,y)=⟨yx2+y2,−xx2+y2⟩ is a unit vector field.
Sample Answer

To show that F is a unit field, we must show that the magnitude of each vector is 1. Note that

(yx2+y2)2+(−xx2+y2)2=y2x2+y2+x2x2+y2=x2+y2x2+y2=1.
Therefore, F is a unit vector field.



Unit vector fields are particularly useful when studying fluid flow where we care only about the direction of flow at each point, not the speed. When speed is irrelevant and only direction matters, the unit vector field associated with velocity is what we study.
Normalizing a Vector Field

If 𝐅(x,y)=⟨P,Q,R⟩ is a vector field, the corresponding unit vector field is:

𝐅||𝐅||=⟨P||𝐅||,Q||𝐅||,R||𝐅||⟩

The process of dividing 𝐅 by its magnitude to form the unit vector field 𝐅/||𝐅|| is called normalizing the field 𝐅.

Recall

You've normalized individual vectors before by dividing by their magnitude. Normalizing a vector field applies the same idea to every vector in the field simultaneously:

	For vector 𝐯, the unit vector is 𝐯||𝐯||
	For vector field 𝐅, the unit vector field is 𝐅||𝐅||



Vector Fields in ℝ3

Vector fields in three dimensions can model gravitational or electromagnetic fields, fluid flow, or heat flow throughout three-dimensional space. While a two-dimensional vector field might model water flow on a river's surface, a three-dimensional field can model the flow throughout the entire depth of the river.

The extra dimension makes vector fields in ℝ3 more challenging to visualize, but the idea remains the same: plot enough vectors to show the overall shape. We can use a similar method to visualizing fields in ℝ2 by choosing representative points in each octant.


Just as with vector fields in ℝ2, we represent vector fields in ℝ3 using component functions. We need an extra component function for the extra dimension.

	Component form:
𝐅(x,y,z)=⟨P(x,y,z),Q(x,y,z),R(x,y,z)⟩



	Standard unit vector form:
𝐅(x,y,z)=P(x,y,z)𝐢+Q(x,y,z)𝐣+R(x,y,z)𝐤



Pro Tip

When sketching a vector field in ℝ3:

	Start by understanding the field's behavior in coordinate planes (xy-plane, xz-plane, yz-plane)
	Consider how the vectors change as you move perpendicular to these planes
	Look for symmetry that can simplify your understanding
	Plot representative vectors from different octants


Example
Describe vector field F(x,y,z)=⟨1,1,z⟩.
Sample Answer
For this vector field, the x and y components are constant, so every point in ℝ3 has an associated vector with x and y components equal to one. To visualize F, we first consider what the field looks like in the xy-plane. In the xy-plane, z=0. Hence, each point of the form (a,b,0) has vector ⟨1,1,0⟩ associated with it. For points not in the xy-plane but slightly above it, the associated vector has a small but positive z component, and therefore the associated vector points slightly upward. For points that are far above the xy-plane, the z component is large, so the vector is almost vertical. Figure 8 shows this vector field.[image: A visual representation of the given vector field in three dimensions. The arrows always have x and y components of 1. The z component changes according to the height. The closer z comes to 0, the smaller the z component becomes, and the further away z is from 0, the larger the z component becomes.]A visual representation of vector field F(x,y,z)=⟨1,1,z⟩.
Introduction to Vector Fields: Learn It 3
Gradient Fields

Some vector fields have special structure that makes them particularly important in physics and engineering. Gradient fields (also called conservative fields) model physical systems in which energy is conserved. Gravitational fields and electric fields associated with a static charge are examples of gradient fields.

Recall

The Gradient

For a scalar function f of x and y, the gradient is:

 grad f=∇f=fx(x,y)𝐢+fy(x,y)𝐣

For a function f of x, y, and z:

 grad f=∇f=fx(x,y,z)𝐢+fy(x,y,z)𝐣+fz(x,y,z)𝐤

The gradient assigns a vector to each point, making it a vector field.

From the form of the gradient, we can see that ∇f is a vector field in ℝ2 when f is a function of two variables, and ∇f is a vector field in ℝ3 when f is a function of three variables.

Key Takeaway

gradient field

A vector field 𝐅 in ℝ2 or ℝ3 is a gradient field if there exists a scalar function f such that ∇f=𝐅.

Example
Use technology to plot the gradient vector field of f(x,y)=x2y2.
Sample Answer

The gradient of f is ∇f=⟨2xy2,2x2y⟩. To sketch the vector field, use a computer algebra system such as Mathematica. Figure 1 shows ∇f.

[image: A visual representation of the given gradient vector field in two dimensions. The arrows point up above the x axis and down below the x axis, and they point left on the left side of the y axis and to the right on the right side of the y axis. The further the arrows are from zero, the more vertical they are, and the closer the arrows are to zero, the more horizontal they are.]The gradient vector field is ∇f, where f(x,y)=x2y2.

Relationship Between Gradient Fields and Level Curves

Figure 3 shows the level curves of function f(x,y)=x2y2 overlaid on its gradient vector field. Notice two important patterns:

	The gradient vectors are perpendicular to the level curves
	The magnitudes of the vectors increase as level curves get closer together


These patterns make sense geometrically. Closely grouped level curves indicate the graph is steep, and the magnitude of the gradient vector gives the largest value of the directional derivative. You can assess the local steepness of a graph by examining the corresponding function's gradient field.

[image: A visual representation of the given gradient field. The arrows are flatter the closer they are to the x axis and more vertical the further they are from the x axis. The arrows point left to the left of the y axis, and they point to the right to the right of the y axis. They point up above the x axis and down below the x axis. Several level curves are drawn, each asymptotically approaching the axes. As the level curves get closer together, the magnitude of the gradient vectors increases.]The gradient field of f(x,y)=x2y2 and several level curves of f. Notice that as the level curves get closer together, the magnitude of the gradient vectors increases.Connect It

Gradient Direction and Level Curves

The gradient always points in the direction of greatest increase of the function f, which is perpendicular to the level curves. This is why:

	Gradient vectors are perpendicular to level curves
	Where the function changes rapidly (closely spaced level curves), gradient vectors are large
	Where the function changes slowly (widely spaced level curves), gradient vectors are small



Potential Functions

A vector field 𝐅 is a conservative vector field (or gradient field) if there exists a scalar function f such that ∇f=𝐅. In this situation, f is called a potential function for 𝐅.

Conservative vector fields arise in many applications, particularly in physics. They are called "conservative" because they model forces in physical systems where energy is conserved. We study conservative vector fields in more detail later in this chapter.

Pro Tip

In some physics contexts, a potential function f for 𝐅 is defined such that −∇f=𝐅 instead of ∇f=𝐅. Always check which convention is being used in your specific application.

Example

Is f(x,y,z)=x2yz−sin(xy) a potential function for vector field F(x,y,z)=⟨2xyz−ycos(xy),x2z−xcos(xy),x2y⟩?

Sample Answer

We need to confirm whether ∇f=F. We have

fx=2xyz−ycos(xy),fy=x2z−xcos(xy), and fz=x2y

Therefore, ∇f=F and f is a potential function for F.



Example
The velocity of a fluid is modeled by field v(x,y)=⟨xy,x22−y⟩. Verify that f(x,y)=x2y2−y22 is a potential function for v.
Sample Answer

To show that f is a potential function, we must show that ∇f=v. Note that fx=xy and fy=x22−y. Therefore, ∇f=⟨xy,x22−y⟩ and f is a potential function for v (Figure 4).

[image: A visual representation of the given directional field in two dimensions. The arrows in quadrant 1point to the right. Closer to the y axis, they point down, but they quickly cuve and soon point up at at roughly 90-degree angle. The closer the arrows are to the x axis, the more vertical they are. Quadrant 2 is a reflection of quadrant 1. In quadrant 3, the arrows are more vertical the closer they are to the x and y axes. They point up and to the right. The further they are from the axes, the closer the arrows are to a 90-degree angle. Quadrant 4 is a reflection of quadrant 3.]Velocity field v(x,y) has a potential function and is a conservative field.

Uniqueness of Potential Functions

If 𝐅 is a conservative vector field, is there more than one potential function? If so, how are different potential functions related?

Recall

Antiderivatives in Single-Variable Calculus

If k(x) is an integrable function:

	k has infinitely many antiderivatives
	If F and G are both antiderivatives of k, then F(x)=G(x)+C for some constant C


The same principle applies to potential functions, since the gradient is like a derivative.


For a conservative vector field 𝐅 with potential functions f and g, since the gradient is analogous to a derivative, we expect f(x)=g(x)+C for some constant C. The next theorem confirms this.

To state the theorem precisely, we need the domain of the vector field to be connected and open. A domain is connected if you can walk from any point P1 to any other point P2 along a path that stays entirely inside the domain.

Key Takeaway

uniqueness of potential functions

Let 𝐅 be a conservative vector field on an open and connected domain, and let f and g be functions such that ∇f=𝐅 and ∇g=𝐅. Then there is a constant C such that f=g+C.

Connect It

Proof



Since f and g are both potential functions for F, then ∇(f−g)=∇f−∇g=F−F=0. Let h=f−g then we have ∇h=0. We would like to show that h is a constant function.

Assume h is a function of x and y (the logic of this proof extends to any number of independent variables). Since ∇h=0, we have hx=0 and hy=0. The expression hx=0 implies that h is a constant function with respect to x—that is, h(x,y)=k1(y) for some function k1.  Similarly, hy=0 implies h(x,y)=k2(x) for some function k2. Therefore, function h depends only on y and also depends only on x. Thus, h(x,y)=C for some constant C on the connected domain of F. Note that we really do need connectedness at this point; if the domain of F came in two separate pieces, then k could be a constant C1 on one piece but could be a different constant C2 on the other piece. Since f−g=h=C, we have that f=g+C, as desired.

∎

The Cross-Partial Property

Conservative vector fields have a special property, called the cross-partial property, that provides a test for whether a given vector field is conservative.

Key Takeaway

the cross-partial property of conservative vector fields

Let 𝐅 be a vector field such that the component functions have continuous second-order mixed-partial derivatives.

In ℝ2: If 𝐅(x,y)=⟨P(x,y),Q(x,y)⟩ is conservative, then:

∂P∂y=∂Q∂x

In ℝ3: If 𝐅(x,y,z)=⟨P(x,y,z),Q(x,y,z),R(x,y,z)⟩ is conservative, then:

∂P∂y=∂Q∂x,∂Q∂z=∂R∂y, and ∂R∂x=∂P∂z

Connect It

Proof



Since F is conservative, there is a function f(x,y) such that ∇f=F. Therefore, by the definition of the gradient, fx=P and fy=Q. By Clairaut’s theorem, fxy=fyx, but, fxy=Py and fyx=Qx, and thus Py=Qx.

∎

Clairaut’s theorem gives a fast proof of the cross-partial property of conservative vector fields in ℝ3, just as it did for vector fields in ℝ2.

Recall

For a function f with continuous second partial derivatives:

fxy=fyx

This symmetry of mixed partials is the foundation for the cross-partial property of conservative fields.


The ross-partial property of conservative vector fields theorem shows that most vector fields are not conservative. The cross-partial property is difficult to satisfy in general, so most vector fields won’t have equal cross-partials.

Pro Tip

The Cross-Partial Property Theorem says:

	If 𝐅 is conservative, then 𝐅 has the cross-partial property


This does NOT mean:

	If 𝐅 has the cross-partial property, then 𝐅 is conservative


The theorem can only help you determine that a field is not conservative (by showing the cross-partial property fails). It cannot by itself prove a field is conservative.

For example, vector field 𝐅(x,y)=⟨x2y,x33⟩ has the cross-partial property, but we cannot use this theorem alone to conclude the field is conservative.

Example
Show that rotational vector field F(x,y)=⟨y,−x⟩ is not conservative.
Sample Answer
Let P(x,y)=y and Q(x,y)=−x. If F is conservative, then the cross-partials would be equal—that is, Py would equal Qx. Therefore, to show that F is not conservative, check that Py≠Qx. Since Py=1 and Qx=−1, the vector field is not conservative.
Example
Is vector field F(x,y,z)=⟨7,−2,x3⟩ conservative?
Sample Answer
Let P(x,y,z)=7, Q(x,y,z)=−2, and R(x,y,z)=x3. If F is conservative, then all three cross-partial equations will be satisfied—that is, if F is conservative, then py would equal Qx, Qz, would equal Ry, and Rx would equal Pz. Note that Py=Qx=Ry=Qz=0, so the first two necessary equalities hold. However, Rx=3x2 and Pz=0 so Rx≠Pz. Therefore, F is not conservative.
Introduction to Vector Fields: Apply It
Learning Goals

	Recognize a vector field in a plane or in space
	Sketch a vector field from a given equation
	Identify a conservative field and its associated potential function



Analyzing Airflow Patterns in a Warehouse Ventilation System

You are helping design an air circulation system for a large distribution warehouse. The warehouse floor can be modeled as a coordinate plane, where distances are measured in meters from a central reference point. The HVAC engineering team has provided you with mathematical models of different airflow patterns they are considering. Your task is to analyze these velocity fields to understand how air moves through the space, identify what type of circulation pattern each model creates, and determine whether certain airflow configurations can be described using a potential function. This analysis will help the team select the most effective ventilation design for maintaining air quality and temperature control throughout the facility.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Line Integrals: Learn It 1
Learning Goals

	Calculate scalar line integrals
	Calculate vector line integrals
	Apply line integrals to compute work
	Describe flux and circulation



Line Integrals

Single-variable integrals of the form ∫abf(x)dx integrate over an interval [a,b] on the x-axis. We can think of this interval as a curve—specifically, a line segment with endpoints (a,0) and (b,0).

But what if we want to integrate over any curve in the plane or in space, not just a line segment on the x-axis? This requires a new kind of integral called a line integral.

Connect It
Line integrals have many applications to engineering and physics. They allow us to make several useful generalizations of the Fundamental Theorem of Calculus, and they are closely connected to the properties of vector fields.
There are two types of line integrals:

	Scalar line integrals integrate a scalar function over a curve in a plane or in space.
	Vector line integrals integrate a vector field over a curve in a plane or in space.


We'll begin by studying scalar line integrals.
Line Integrals: Learn It 2
Scalar Line Integrals

A scalar line integral is defined similarly to a single-variable integral, except the integrand is a function of more than one variable and the domain of integration is a curve rather than an interval on the x-axis.

Recall

Riemann Sums for Single-Variable Integrals

For ∫abg(x)dx, we:

	Partition [a,b] into subintervals of width Δx
	Choose sample points xi* in each subinterval
	Form the sum ∑g(xi*)Δx
	Take the limit as Δx→0


Scalar line integrals follow the same pattern, but over curves instead of interval


For a scalar line integral, we start with a smooth curve C and a function f whose domain includes C. Here's the process:

	Chop the curve into small pieces
	For each piece, choose a point P in each piece and evaluate f(P)
	Multiply f(P) by the arc length Δs of that piece
	Sum all products f(P)Δs
	Let the arc lengths shrink to zero by taking a limit


The result is the scalar line integral of the function over the curve.

Formal Definition

Let C be a smooth curve in space given by the parameterization 𝐫(t)=⟨x(t),y(t),z(t)⟩, a≤t≤b. Let f(x,y,z) be a function whose domain includes curve C.

Partition the parameter interval [a,b] into n subintervals [ti−1,ti] of equal width for 1≤i≤n, where t0=a and tn=b (Figure 1). Let ti* be a value in the ith interval [ti−1,ti].

Denote the endpoints 𝐫(t0),𝐫(t1),…,𝐫(tn) by P0,…,Pn. These points divide curve C into n pieces C1,C2,…,Cn with lengths Δs1,Δs2,…,Δsn. Let Pi* denote the endpoint of r(ti*) for 1≤i≤n.

[image: A diagram of a curve in quadrant one. Several points and segments are labeled. Starting at the left, the first points are P_0 and P_1. The segment between them is labeled delta S_1. The next points are P_i-1, P_i, and P_i+1. The segments connecting them are delta S_i and delta S_j+1. Point P_i starred and point P_i+1 starred are located on each segment, respectively. The last two points are P_n-1 and P_n, connected by segment S_n.]Curve C has been divided into n pieces, and a point inside each piece has been chosen.
Now we evaluate function f at point Pi* foreach i. Multiply f(Pi*) by the length Δsi of Ci, which gives the area of a "sheet" with base Ci and height f(Pi*). This is analogous to using rectangles to approximate area in single-variable integrals.

Form the sum ∑i=1nf(Pi*)Δsi. As with Riemann sums, we define the integral by letting the width of the pieces shrink to zero. The result is the scalar line integral of f along C.

Pro Tip
Unlike single-variable integrals where we partition into equal lengths, the arc lengths Δs1,Δs2,…,Δsn aren't necessarily equal. However, this difference doesn't affect the limit—as arc lengths shrink to zero, their values become close enough that small differences become irrelevant.Key Takeaway

scalar line integral

Let f be a function with a domain that includes the smooth curve C parameterized by 𝐫(t)=⟨x(t),y(t),z(t)⟩, a≤t≤b. The scalar line integral of f along C is:

∫Cf(x,y,z)ds=limn→∞∑i=1nf(Pi*)Δsi

if this limit exists.

For a planar curve with parameterization x=x(t), y=y(t), a≤t≤b:

∫Cf(x,y)ds=limn→∞∑i=1nf(Pi*)Δsi


If f is continuous on smooth curve C, then ∫Cfds always exists. The continuity of f guarantees the existence of the limit, just as ∫abg(x)dx exists when g is continuous over [a,b].

Geometric Interpretation

Before learning how to compute line integrals, let's examine the geometry they capture.

Suppose f(x,y)≥0 for all points (x,y) on a smooth planar curve C. Imagine projecting curve C "up" to the surface defined by f(x,y), creating a new curve C′ that lies on the graph of f(x,y) (Figure 2). Now drop a "sheet" from C′ down to the xy-plane. The area of this sheet is ∫Cf(x,y)ds.

If f(x,y)≤0 for some points in C, then ∫Cf(x,y)ds equals the area above the xy-plane minus the area below the xy-plane. This is analogous to single-variable integrals ∫abg(x)dx.

[image: A diagram in three dimensions. The original curve C in the (x,y) plane looks like a parabola opening to the left with vertex in quadrant 1. The surface defined by f(x,y) is shown always above the (x,y) plane. A curve on the surface directly above the original curve C is labeled as C’. A blue sheet stretches down from C’ to C.]The area of the blue sheet is ∫Cf(x,y)ds.Pro Tip
From this geometry, we see that line integral ∫Cf(x,y)ds does not depend on the parameterization 𝐫(t) of C. As long as the curve is traversed exactly once, the area of the sheet formed by the function and curve is the same. This geometric argument extends to three-dimensional curves as well.Example
Find the value of integral ∫C2ds, where C is the upper half of the unit circle.
Sample Answer
The integrand is f(x,y)=2. Figure 3 shows the graph of f(x,y)=2, curve C, and the sheet formed by them. Notice that this sheet has the same area as a rectangle with width π and length 2. Therefore, ∫C2ds=2π.[image: A graph in three dimensions. There is a flat plane just above the (x,y) plane. The upper half of the unit circle in quadrants 1 and 2 of the (x,y) plane is raised up to form a semicircle sheet into the z-plane.]The sheet that is formed by the upper half of the unit circle in a plane and the graph of f(x,y)=2.
To see that ∫C2ds=2π using the definition of line integral, we let r(t) be a parameterization of C. Then, f(r(ti))=2 for any number ti in the domain of r. Therefore,

∫Cfds&=limn→∞∑i=1nf(r(ti*))Δsi&=limn→∞∑i=1n2Δsi&=2limn→∞∑i=1nΔsi&=2 (length of C) &=2π.




Computing Scalar Line Integrals

Scalar line integrals integrate with respect to arc length s, which can make calculations difficult. We can simplify by translating ∫Cfds to an integral with variable t.

Let 𝐫(t)=⟨x(t),y(t),z(t)⟩ for a≤t≤b be a parameterization of smooth curve C. Since C is smooth, 𝐫′(t)=⟨x′(t),y′(t),z′(t)⟩ is continuous for all t in [a,b].

According to the arc length formula:

 length (Ci)=Δsi=∫ti−1ti||𝐫′(t)||dt

If width Δti=ti−ti−1 is small, then ||𝐫′(t)|| is nearly constant over interval [ti−1,ti]. Therefore:

∫ti−1ti||𝐫′(t)||dt≈||𝐫′(ti*)||Δti

This gives us:

∑i=1nf(r(ti*))Δsi=∑i=1nf(r(ti*))‖r′(ti*)‖Δti.

[image: A segment of an increasing concave down curve labeled C. A small segment of the curved is boxed and labeled as delta t_i. In the zoomed-in insert, this boxed segment of the curve is almost linear.]If we zoom in on the curve enough by making Δti very small, then the corresponding piece of the curve is approximately linear.
Taking the limit as n→∞:

limn→∞∑i=1nf(r(ti*))‖r′(ti*)‖Δti=∫abf(r(t))‖r′(t)‖dt.

This gives us our main computational theorem.

Key Takeaway

evaluating a scalar line integral

Let f be a continuous function with a domain that includes the smooth curve C with parameterization r(t),a≤t≤b. Then:

∫Cfds=∫abf(r(t))‖r′(t)‖dt.

Pro Tip
In our derivation, we wrote ∫ti−1ti||𝐫′(t)||dt≈||𝐫′(ti*)||Δti. This is an approximation, not an equation. The left-hand side approaches the right-hand side as n→∞. In other words, letting the widths of the pieces shrink to zero makes the right-hand sum arbitrarily close to the left-hand sum.
Since ||𝐫′(t)||=(x′(t))2+(y′(t))2+(z′(t))2, we obtain a practical formula for computation.

Key Takeaway

scalar line integral calculation

Let f be continuous with domain including smooth curve C with parameterization 𝐫(t)=⟨x(t),y(t),z(t)⟩, a≤t≤b. Then:

∫Cf(x,y,z)ds=∫abf(r(t))(x′(t))2+(y′(t))2+(z′(t))2dt.

For a planar curve:

∫Cf(x,y)ds=∫abf(r(t))(x′(t))2+(y′(t))2dt

A key consequence of this theorem is the equation ds=||𝐫′(t)||dt. In other words, the change in arc length can be viewed as a change in the t domain, scaled by the magnitude of vector 𝐫′(t).

Example
Find the value of integral ∫C(x2+y2+z)ds, where C is part of the helix parameterized by r(t)=⟨cost,sint,t⟩,0≤t≤2π.
Sample Answer

To compute a scalar line integral, we start by converting the variable of integration from arc length s to t. Then, we can use the scalar line integral calculation to compute the integral with respect to t. Note that f(r(t))=cos2t+sin2t+t=1+t and

(x′(t))2+(y′(t))2+(z′(t))2&=(−sin(t))2+cos2(t)+1&=2.

Therefore,

∫C(x2+y2+z)ds=∫02π(1+t)2dt.

Notice that The Scalar Line Integral Calculation Theorem Equation translated the original difficult line integral into a manageable single-variable integral. Since

∫02π(1+t)2dt&=[2t+2t22]02π&=22π+22π2,

we have

∫C(x2+y2+z)ds=22π+22π2.



Example
Find the value of integral ∫C(x2+y2+z)ds, where C is part of the helix parameterized by r(t)=⟨cos(2t),sin(2t),2t⟩,0≤t≤π. Notice that this function and curve are the same as in the previous example; the only difference is that the curve has been reparameterized so that time runs twice as fast.
Sample Answer

As with the previous example, we use the scalar line integral calculation to compute the integral with respect to t. Note that f(r(t))=cos2(2t)+sin2(2t)+2t=2t+1 and

(x′(t))2+(y′(t))2+(z′(t))2&=(−sint+cost+4)&=22

so we have

∫C(x2+y2+z)ds&=22∫0π(1+2t)dt&=22[t+t2]0π&=22(π+π2)..

Notice that this agrees with the answer in the previous example. Changing the parameterization did not change the value of the line integral. Scalar line integrals are independent of parameterization, as long as the curve is traversed exactly once by the parameterization.




Arc Length as a Line Integral

Line integrals provide a way to calculate arc length. If f(x,y,z)=1, then:

∫Cf(x,y,z)ds&=limn→∞∑i=1nf(ti*)Δsi&=limn→∞∑i=1nΔsi&=limn→∞ length (C)&= length (C).

Therefore, ∫C1ds is the arc length of C.

Example
A wire has a shape that can be modeled with the parameterization r(t)=⟨cost,sint,23t3/2⟩,0≤t≤4π. Find the length of the wire.
Sample Answer

The length of the wire is given by ∫C1ds, where C is the curve with parameterization r. Therefore,

 The length of the wire &=∫C1ds&=∫04π‖r′(t)‖dt&=∫04π(−sint)2+cos2t+tdt&=∫04π1+tdt&=[2(1+t)3/23]04π&=23((1+4π)3/2−1).



Line Integrals: Learn It 3
Vector Line Integrals

The second type of line integrals are vector line integrals. Vector line integrals allow us to integrate along a curve through a vector field. Consider a continuous vector field in ℝ3:

F(x,y,z)=P(x,y,z)i+Q(x,y,z)j+R(x,y,z)k

Suppose F represents a force on a particle, and C is a smooth curve in ℝ3 contained in the domain of F. How do we compute the work done by F in moving a particle along C?

To answer this question, first note that a particle can travel in two directions along a curve: forward or backward. The work done by the vector field depends on which direction the particle moves. We must specify a direction along curve C, called an orientation.

The specified direction is the positive direction along C, and the opposite direction is the negative direction. When C has been given an orientation, we call it an oriented curve (Figure 1). The work done on the particle depends on the direction along the curve in which the particle is moving.

[image: Two images, labeled A and B. Image A shows a curve C that is an oriented curve. It is a curve that connects two points; it is a line segment with curves. Image B, on the other hand, is a closed curve. It has no endpoints and completely encloses an area.](a) An oriented curve between two points. (b) A closed oriented curve.
Defining the Vector Line Integral

Let r(t) be a parameterization of C for a≤t≤b such that the curve is traversed exactly once and the particle moves in the positive direction along C. We'll build up the work calculation step by step.

Divide the parameter interval [a,b] into n subintervals [ti−1,ti], 0≤i≤n, of equal width. Denote the endpoints r(t0),r(t1),…,r(tn) by P0,…,Pn. These points divide C into n pieces.

Let Δsi denote the length of the piece from Pi−1 to Pi. For each i, choose a value ti* in the subinterval [ti−1,ti]. The endpoint of r(ti*) is a point in the piece of C between Pi−1 and Pi (Figure 2).

If Δsi is small, then as the particle moves from Pi−1 to Pi along C, it moves approximately in the direction of T(Pi), the unit tangent vector at the endpoint of r(ti*). Let Pi* denote the endpoint of r(ti*).

The work done by the force vector field in moving the particle from Pi−1 to Pi is F(Pi*)·(ΔsiT(Pi*)). Therefore, the total work done along C is:

∑i=1n F(Pi*)·(ΔsiT(Pi*))=∑i=1n F(Pi*)·T(Pi*)Δsi.

[image: An image of a concave down curve – initially increasing, but later decreasing. Several points are labeled along the curve, as are arrowheads along the curve pointing in the direction of increasing P value. The points are: P_0, P_1, P_i-1, P_i starred, P_i, P_n-1, and Pn. Two arrows have their endpoints at P_i. The first is an increasing tangent vector labeled T(P_i starred). The second is labeled F(P_i starred) and points up and to the left.]Curve C is divided into n pieces, and a point inside each piece is chosen. The dot product of any tangent vector in the ith piece with the corresponding vector F is approximated by F(Pi*)·T(Pi*).

Letting the arc length of the pieces of C get arbitrarily small by taking a limit as n→∞ gives us the work done by the field in moving the particle along C. The work done by F in moving the particle in the positive direction along C is:

W=∫CF·Tds

This integral is called a vector line integral.

Key Takeaway

vector line integral

The vector line integral of vector field F along oriented smooth curve C is:

∫CF·Tds=limn→∞∑i=1n F(Pi*)·T(Pi*)Δsi

if that limit exists.


With scalar line integrals, neither the orientation nor the parameterization of the curve matters. As long as the curve is traversed exactly once, the value of the line integral is unchanged.

With vector line integrals, orientation is critical. If you hike up a mountain, the gravitational force of Earth does negative work on you. If you walk down the mountain by the exact same path, Earth's gravitational force does positive work on you. Reversing the path changes the work value from negative to positive.

Pro Tip

If C is an oriented curve, then −C represents the same curve but with opposite orientation.


Computing Vector Line Integrals with Parameterization

As with scalar line integrals, it's easier to compute a vector line integral using the parameterization function r and the variable t.

To translate the integral ∫CF·Tds in terms of t, recall that the unit tangent vector T along C is:

T=r′(t)|r′(t)|

(assuming |r′(t)|≠0)

Since ds=|r′(t)|dt, as we saw when discussing scalar line integrals, we have:

F·Tds=F(r(t))·r′(t)|r′(t)||r′(t)|dt=F(r(t))·r′(t)dt

This gives us a practical formula for computing vector line integrals.

Key Takeaway

computing vector line integrals

∫CF·Tds=∫abF(r(t))·r′(t)dt

We often use the notation ∫CF·dr for the line integral ∫CF·Tds.


If r=⟨x(t),y(t),z(t)⟩, then dr denotes the vector differential ⟨x′(t),y′(t),z′(t)⟩dt.

Example
Find the value of integral ∫CF·dr, where C is the semicircle parameterized by r(t)=⟨cost,sint⟩,0≤t≤π and F=⟨−y,x⟩.
Sample Answer

We can use the vector line integrals equation to convert the variable of integration from s to t. We then have

F(r(t))=⟨−sint,cost⟩ and r′(t)=⟨−sint,cost⟩.

Therefore,

∫CF·dr&=∫0π⟨−sint,cost⟩·⟨−sint,cost⟩dt&=∫0πsin2t+cos2tdt&=∫0π1dt=π..

See Figure 3.

[image: A vector field in two dimensions. The closer the arrows are to the origin, the smaller they are. The further away they are, the longer they are. The arrows surround the origin in a radial pattern. A single curve is plotted and follows the radial pattern in quadrants 1 and 2 over the interval [-1,1]. It is a concave down arch that looks like a downward opening parabola.]This figure shows curve r(t)=⟨cost,sint⟩,0≤t≤π in vector field F=⟨−y,x⟩.
Example
Find the value of integral ∫CF·dr, where C is the semicircle parameterized by r(t)=⟨cos(t+π),sint⟩,0≤t≤π, and F=⟨−y,x⟩.
Sample Answer

Notice that this is the same problem as Example "Evaluating a Vector Line Integral", except the orientation of the curve has been traversed. In this example, the parameterization starts at r(0)=⟨−1,0⟩ and ends at r(π)=⟨1,0⟩. By the equation to compute vector line integrals,

∫CF·dr&=∫0π⟨−sint,cos(t+π)⟩·⟨−sin(t+π),cost⟩dt&=∫0π⟨−sint,−cost⟩·⟨sint,cost⟩dt&=∫0π(−sin2t−cos2t)dt&=∫0π−1dt&=−π.

Notice that this is the negative of the answer in the previous example. It makes sense that this answer is negative because the orientation of the curve goes against the “flow” of the vector field.




The previous examples illustrate an important property:

∫−CF·dr=−∫CF·dr

Reversing the orientation of a curve changes the sign of a line integral. This makes physical sense when thinking about work—if you reverse direction, the work done changes sign.

Alternative Notation

Another standard notation for integral ∫CF·dr is ∫CPdx+Qdy+Rdz. In this notation, P, Q, and R are functions, and we think of dr as vector ⟨dx,dy,dz⟩.

To justify this convention, recall that dr=Tds=r′(t)dt=⟨dxdt,dydt,dzdt⟩dt. Therefore:

F·dr=⟨P,Q,R⟩·⟨dx,dy,dz⟩=Pdx+Qdy+Rdz

If dr=⟨dx,dy,dz⟩, then drdt=⟨dxdt,dydt,dzdt⟩, which implies that dr=⟨dxdt,dydt,dzdt⟩dt. Therefore:

∫CF·dr&=∫CPdx+Qdy+Rdz&=∫(P(r(t))dxdt+Q(r(t))dydt+R(r(t))dzdt)dt.

Example
Find the value of integral ∫Czdx+xdy+ydz, where C is the curve parameterized by r(t)=⟨t2,t,t⟩,1≤t≤4.
Sample Answer

As with our previous examples, to compute this line integral we should perform a change of variables to write everything in terms of t. In this case,

∫CF·dr&=∫CPdx+Qdy+Rdz&=∫(P(r(t))dxdt+Q(r(t))dydt+R(r(t))dzdt)dt.

allows us to make this change:
∫Czdx+xdy+ydz&=∫14(t(2t)+t2(12t)+t)dt&=∫14(2t2+t3/22+t)dt&=[2t33+t5/25+2t3/23]t=1t=4&=79315..




Piecewise Smooth Curves

We have learned how to integrate smooth oriented curves. Now suppose that C is an oriented curve that is not smooth, but can be written as the union of finitely many smooth curves. In this case, we say that C is a piecewise smooth curve.

To be precise, curve C is piecewise smooth if C can be written as a union of n smooth curves C1,C2,…,Cn such that the endpoint of Ci is the starting point of Ci+1 (Figure 4). When curves Ci satisfy this condition, we write their union as C1+C2+⋯+Cn.

[image: Three curves: C_1, C_2, and C_3. One of the endpoints of C_2 is also an endpoint of C_1, and the other endpoint of C_2 is also an end point of C_3. C_1’s and C_3’s other endpoints are not connect to any other curve. C_1 and C_3 appear to be nearly straight lines while C_2 is an increasing concave down curve. There are three arrowheads on each curve segment all pointing in the same direction: C_1 to C_2, C_2 to C_3, and C_3 to its other endpoint.]The union of C1,C2,C3 is a piecewise smooth curve.The next theorem summarizes several key properties of vector line integrals.Key Takeaway

theorem: properties of vector line integrals

Let F and G be continuous vector fields with domains that include the oriented smooth curve C. Then:

	∫C(F+G)·dr=∫CF·dr+∫CG·dr
	∫CkF·dr=k∫CF·dr, where k is a constant
	∫−CF·dr=−∫CF·dr
	Suppose instead that C is a piecewise smooth curve in the domains of F and G, where C=C1+C2+...+Cn and C1,C2,...,Cnare smooth curves such that the endpoint of Ci is the starting point of Ci+1. Then:
∫CF·ds=∫C1F·ds+∫C2F·ds+...+∫CnF·ds




Understanding the Properties

Notice the similarities between these properties and the properties of single-variable integrals.

Properties 1 and 2 say that line integrals are linear, which is true of single-variable integrals as well. Property 3 says that reversing the orientation of a curve changes the sign of the integral. If we think of the integral as computing the work done on a particle traveling along C, then this makes sense—if the particle moves backward rather than forward, the value of the work done has the opposite sign. This is analogous to the equation ∫abf(x)dx=−∫baf(x)dx.

Finally, if [a1,a2], [a2,a3], …, [an−1,an] are intervals, then:

∫a1anf(x)dx=∫a1a2f(x)dx+∫a1a3f(x)dx+...+∫an−1anf(x)dx,

This is analogous to property 4.

Example
Find the value of integral ∫CF·Tds, where C is the rectangle (oriented counterclockwise) in a plane with vertices (0,0), (2,0), (2,1),and (0,1) and where F=⟨x−2y,y−x⟩ (Figure 5).

[image: A vector field in two dimensions. The arrows following roughly a 90-degree angle to the origin in quadrants 1 and 3 point to the origin. As the arrows deviate from this angle, they point away from the angle ad become smaller. Above, they point up and to the left, and below, they point down and to the right. A rectangle is drawn in quadrant 1 from 0 to 2 on the x axis and from 0 to 1 on the y axis. C_1 is the base, C_2 is the right leg, C_3 is the top, and C_4 is the left leg.]Rectangle and vector field.

Sample Answer

Note that curve C is the union of its four sides, and each side is smooth. Therefore C is piecewise smooth. Let C1 represent the side from (0,0) to (2,0), let C2 represent the side from (2,0) to (2,1), let C3 represent the side from (2,1) to (0,1), and let C4 represent the side from (0,1) to (0,0) (Figure 5). Then,

∫CF·Tdr=∫C1F·Tdr+∫C2F·Tdr+∫C3F·Tdr+∫C4F·Tdr.

We want to compute each of the four integrals on the right-hand side using The Scalar Line Integral Calculation Theorem Equation. Before doing this, we need a parameterization of each side of the rectangle. Here are four parameterizations (note that they traverse C counterclockwise):

C1&:⟨t,0⟩,0≤t≤2C2&:⟨2,t⟩,0≤t≤1C3&:⟨2−t,1⟩,0≤t≤2C4&:⟨0,1−t⟩,0≤t≤1..

Therefore,

∫C1F·Tdr&=∫02F(r(t))·r′(t)dt&=∫02⟨t−2(0),0−t⟩·⟨1,0⟩dt=∫01tdt&=[t22]02=2..

Notice that the value of this integral is positive, which should not be surprising. As we move along curve C1 from left to right, our movement flows in the general direction of the vector field itself. At any point along C1, the tangent vector to the curve and the corresponding vector in the field form an angle that is less than 90°. Therefore, the tangent vector and the force vector have a positive dot product all along C1, and the line integral will have positive value.

The calculations for the three other line integrals are done similarly:

∫C2F·dr&=∫01⟨2−2t,t−2⟩·⟨0,1⟩dt&=∫01(t−2)dt&=[t22−2t]01=−32,

∫C3F·Tds&=∫02⟨(2−t)−2,1−(2−t)⟩·⟨−1,0⟩dt&=∫02tdt=2,

and

∫C4F·dr&=∫01⟨−2(1−t),1−t⟩·⟨0,−1⟩dt&=∫01(t−1)dt&=[t22−t]01=−12.

Thus, we have ∫CF·dr=2.






Line Integrals: Learn It 4
Flux and Circulation

We close this section by discussing two key concepts related to line integrals: flux across a plane curve and circulation along a plane curve. Flux is used to calculate fluid flow across a curve, and circulation is important for characterizing conservative gradient fields. Both concepts are used heavily throughout the rest of this course and are especially important for Green's theorem, Stokes' theorem, and the divergence theorem.

Understanding Flux

Let C be a plane curve and let F be a vector field in the plane. Imagine C is a membrane across which fluid flows, but C does not impede the flow of the fluid. In other words, C is an idealized membrane invisible to the fluid. Suppose F represents the velocity field of the fluid. How could we quantify the rate at which the fluid is crossing C?

Recall that the line integral of F along C is ∫CF·Tds—the dot product of the vector field with the unit tangential vector with respect to arc length. If we replace the unit tangential vector with unit normal vector N(t) and instead compute integral ∫CF·Nds, we determine the flux across C.

The definition of integral ∫CF·Nds is the same as integral ∫CF·Tds, except the T in the Riemann sum is replaced with N. Therefore, the flux across C is defined as:

∫cF·N ds=limn→∞∑i=1nF(Pi*)·N(Pi*)Δsi,

where Pi* and Δs are defined as they were for integral ∫CF·Tds. A flux integral is perpendicular to a vector line integral, because N and T are perpendicular vectors.

Pro Tip
If F is a velocity field of a fluid and C is a curve that represents a membrane, then the flux of F across C is the quantity of fluid flowing across C per unit time, or the rate of flow.
More formally, let C be a plane curve parameterized by r(t)=⟨x(t),y(t)⟩, a≤t≤b. Let n(t)=⟨y′(t),−x′(t)⟩ be the vector that is normal to C at the endpoint of r(t) and points to the right as we traverse C in the positive direction (Figure 3). Then N(t)=n(t)||n(t)|| is the unit normal vector to C at the endpoint of r(t) that points to the right as we traverse C.

Key Takeaway

flux across a curve

The flux of F across C is line integral:
∫CF·n(t)||n(t)||ds

[image: A simple diagram of an increasing concave down curve C in vector field F, with no coordinate plane. Towards the top of the curve, the normal n is drawn perpendicular to the curve C. Another arrow F is drawn sharing n’s endpoint. This flux points up and to the right at about a 90-degree angle to n. The arrows in the vector field to the left of n are drawn pointing straight up. The arrows after n point in the same direction as the flux.]The flux of vector field F across curve C is computed by an integral similar to a vector line integral.
We now give a formula for calculating the flux across a curve. This formula is analogous to the formula used to calculate a vector line integral.

Key Takeaway

calculating flux across a curve

Let F be a vector field and let C be a smooth curve with parameterization r(t)=⟨x(t),y(t)⟩, a≤t≤b. Let n(t)=⟨y′(t),−x′(t)⟩. The flux of F across C is:

∫CF·Nds=∫abF(r(t))·n(t)dt.

Connect It

Proof



The proof of calculating flux across a curve is similar to the proof of the scalar line integral calculation. Before deriving the formula, note that ||n(t)||=||⟨y′(t),−x′(t)⟩||=(y′(t))2+(x′(t))2=||r′(t)||. Therefore,

∫CF·Nds&=∫CF·n||n(t)||ds&=∫abFn||n(t)||||r′(t)||dt&=∫abF[(r(t))·n(t)dt[.

∎
Example
Calculate the flux of F=⟨2x,2y⟩ across a unit circle oriented counterclockwise (Figure 4).
[image: A unit circle in a vector field in two dimensions. The arrows point away from the origin in a radial pattern. Shorter vectors are near the origin, and longer ones are further away. A unit circle is drawn around the origin to fit the pattern, and arrowheads are drawn on the circle in a counterclockwise manner.]A unit circle in vector field F=⟨2x,2y⟩.
Sample Answer

To compute the flux, we first need a parameterization of the unit circle. We can use the standard parameterization r(t)⟨cost,sint⟩, 0≤t≤2π. The normal vector to a unit circle is ⟨cost,sint⟩. Therefore, the flux is

∫CF·Nds&=∫02π⟨2cost,2sint⟩·⟨cost,sint⟩ dt&=∫02π(2cos2t,2sin2t) dt=2∫02π(cos2t,sin2t) dt&=2∫02π dt=4π.



Pro Tip
Alternative Notation for Flux
Let F(x,y)=⟨P(x,y),Q(x,y)⟩ be a two-dimensional vector field. Recall that integral ∫CF·Tds is sometimes written as ∫CPdx+Qdy.

Analogously, flux ∫CF·Nds is sometimes written in the notation ∫C−Qdx+Pdy, because the unit normal vector N is perpendicular to the unit tangent T. Rotating the vector dr=⟨dx,dy⟩ by 90° results in vector ⟨dy,−dx⟩.


Understanding Circulation

The line integral of vector field F along an oriented closed curve is called the circulation of F along C. Circulation line integrals have their own notation:

∮CF·Tds.

The circle on the integral symbol denotes that C is "circular" in that it has no endpoints.

To see where the term circulation comes from and what it measures, let v represent the velocity field of a fluid and let C be an oriented closed curve. At a particular point P, the closer the direction of v(P) is to the direction of T(P), the larger the value of the dot product v(P)·T(P).

The maximum value of v(P)·T(P) occurs when the two vectors point in the exact same direction. The minimum value occurs when the two vectors point in opposite directions. Thus, the value of the circulation ∮Cv·Tds measures the tendency of the fluid to move in the direction of C.

Example
Let F=⟨−y,x⟩ and let C represent the unit circle oriented counterclockwise. Calculate the circulation of F along C.Sample Answer

We use the standard parameterization of the unit circle: r(t)=⟨cost,sint⟩, 0≤t≤2π. Then, F(r(t))=⟨−sint,cost⟩ and r′(t)=⟨−sint,cost⟩. Therefore, the circulation of F along C is

∮CF·Tds&=∫02π⟨−sint,cost⟩·⟨−sint,cost⟩ dt&=∫02π(sin2t+cos2t) dt&=∫02π dt=2π.

Notice that the circulation is positive. The reason for this is that the orientation of C “flows” with the direction of F. At any point along the circle, the tangent vector and the vector from F form an angle of less than 90°, and therefore the corresponding dot product is positive.




In the above example, what if we had oriented the unit circle clockwise? We denote the unit circle oriented clockwise by −C. Then:

∮−CF·T ds=−∮CF·T=−2π.

Notice that the circulation is negative in this case. The reason for this is that the orientation of the curve flows against the direction of F.

Example
Calculate the work done on a particle that traverses circle C of radius 2 centered at the origin, oriented counterclockwise, by field F(x,y)=⟨−2,y⟩. Assume the particle starts its movement at (1,0).
Sample Answer

The work done by F on the particle is the circulation of F along C: ∮CF·T ds. We use the parameterization r(t)=⟨2cost,2sint⟩, 0≤t≤2π for C. Then, r′(t)=⟨−2cost,2sint⟩ and F(r(t))=⟨−2,2sint⟩. Therefore, the circulation of F along C is

∮CF·T ds&=∫02π⟨−2,2sint⟩·⟨−2,2cost⟩ dt&=∫02π(4sint+4sintcost) dt&=[−4cost+4sin2t]02π&=(−4cos(2π)+2sin2(2π))−(−4cos(0)+4sin2(0))&=−4+4=0.

The force field does zero work on the particle.

Notice that the circulation of F along C is zero. Furthermore, notice that since F is the gradient of f(x,y)=−2x+y22, F is conservative. We prove in a later section that under certain broad conditions, the circulation of a conservative vector field along a closed curve is zero.



Line Integrals: Apply It
Learning Goals

	Calculate scalar line integrals
	Calculate vector line integrals
	Apply line integrals to compute work
	Describe flux and circulation



Applications of Line Integrals

Scalar line integrals have many applications. They can be used to calculate the length or mass of a wire, the surface area of a sheet of a given height, or the electric potential of a charged wire given a linear charge density. Vector line integrals are extremely useful in physics. They can be used to calculate the work done on a particle as it moves through a force field, or the flow rate of a fluid across a curve. Here, we calculate the mass of a wire using a scalar line integral and the work done by a force using a vector line integral.

Suppose that a piece of wire is modeled by curve C in space. The mass per unit length (the linear density) of the wire is a continuous function ρ(x,y,z). We can calculate the total mass of the wire using the scalar line integral ∫Cρ(x,y,z)ds. The reason is that mass is density multiplied by length, and therefore the density of a small piece of the wire can be approximated by ρ(x*,y*,z*)Δs for some point (x*,y*,z*) in the piece. Letting the length of the pieces shrink to zero with a limit yields the line integral ∫Cρ(x,y,z)ds.

Example
Calculate the mass of a spring in the shape of a helix parameterized by ⟨t,2cost,2sint⟩, 0≤t≤π2, with a density function given by ρ(x,y,z)=ex+yz kg/m.

[image: A three dimensional diagram. An increasing, then slightly decreasing concave down curve is drawn from (0,2,0) to (pi/2, 0, 2). The arrow on the curve is pointing to the latter endpoint.]The wire from Example "Calculating the Mass of a Wire".
Sample Answer

To calculate the mass of the spring, we must find the value of the scalar line integral ∫c(ex+yz)ds, where C is the given helix. To calculate this integral, we write it in terms of t using The Scalar Line Integral Calculation Theorem Equation:

∫cex+yzds&=∫0π/2((et+4costsint)1+(−2cost2+(2sint)2)dt&=∫0π/2((et+4costsint)5)dt&=5[et+2sin2t]t=0t=π/2&=5(eπ/2+1).

Therefore, the mass is 5(eπ/2+1) kg.



When we first defined vector line integrals, we used the concept of work to motivate the definition. Therefore, it is not surprising that calculating the work done by a vector field representing a force is a standard use of vector line integrals. Recall that if an object moves along curve C in force field F, then the work required to move the object is given by ∫cF· dr.

Example
How much work is required to move an object in vector force field F=⟨yx,xy,xz⟩ along path r(t)=⟨t2,t,t4⟩, 0≤t≤1?  See Figure 2.

Sample Answer

Let C denote the given path. We need to find the value of ∫cF· dr. To do this, we use the equation to compute vector line integrals:

∫cF· dr&=∫01(⟨t5,t3,t6⟩·⟨2t,1,4t3⟩)dt&=∫01(2t6+t3+4t9) dt&=[2t77+t44+2t105]t=0t=1=131140.

[image: A three dimensional diagram of the curve and vector field for the example. The curve is an increasing concave up curve starting close to the origin and above the x axis. As the curve goes left above the (x,y) plane, the height also increases. The arrows in the vector field get longer as the z component becomes larger.]The curve and vector field for Example "Calculating Work".




Example
Calculate the mass of a spring in the shape of a helix parameterized by r(t)=⟨cost,sint,t⟩, 0≤t≤6π, with a density function given by ρ(x,y,z)=x+y+z kg/m.
Sample Answer
182π2 kg.
Watch the following video to see the worked solution to the above example.Interactive elements can be viewed embedded within the content of our online courseware.

You can view the transcript for “CP 6.20” here (opens in new window).
Conservative Vector Fields: Learn It 1
Learning Goals

	Identify simple and closed curves in various regions
	Find potential functions for conservative fields
	Apply the Fundamental Theorem for Line Integrals
	Test a vector field to determine whether it is conservative



Curves and Regions

Before we can work with the theorems in this section, we need to establish some geometric vocabulary about curves and regions. The definitions here will set us up for generalizing the Fundamental Theorem of Calculus to line integrals.

Let's start with two important types of curves. A closed curve begins and ends at the same point. A simple curve doesn't cross itself. When a curve is both closed and simple, we call it a simple closed curve (Figure 1).

Key Takeaway

closed and simple curves

A curve C is closed if it has a parameterization 𝐫(t), a≤t≤b, where 𝐫(a)=𝐫(b) and the parameterization traverses the curve exactly once.


A curve C is simple if it doesn't cross itself. More precisely, C is simple if it has a parameterization 𝐫(t), a≤t≤b, where 𝐫 is one-to-one over (a,b). Note that we can have 𝐫(a)=𝐫(b), which would make the simple curve also closed.


[image: An image showing eight curves and their types. The first curve is neither simple nor closed; it has two endpoints and crosses itself twice. The second curve is simple but not closed; it does not cross itself and has two endpoints. The third curve is closed but is not simple; it crosses itself a few times. The fourth is a simple closed curve; it does not cross itself and has no endpoints. The fifth is a simple, not closed curve; it does not cross itself, but it has endpoints. The sixth is a simple, closed curve; it does not cross itself and has no endpoints. The seventh is closed but not a simple curve; it crosses itself but has no endpoints. The last is not simple and not closed; it crosses itself and has endpoints.]Types of curves that are simple or not simple and closed or not closed.
Example
Is the curve with parameterization r(t)=⟨cost,sin(2t)2⟩, 0≤t≤2π a simple closed curve?
Sample Answer


Note that r(0)=⟨0,1⟩; therefore, the curve is closed. The curve is not simple, however. To see this, note that r(π2)=⟨0,0⟩=r(3π2), and therefore the curve crosses itself at the origin (Figure 2).

[image: A diagram in the (x,y) coordinate plane that shows a closed but not simple curve. It looks like a horizontal figure eight with the crossing point at the origin.]A curve that is closed but not simple.



Now we need to define two types of regions. Many theorems in this module relate an integral over a region to an integral over its boundary. For these theorems to work, we need the region to be either connected or simply connected.

A connected region is one where you can draw a path between any two points without leaving the region. A simply connected region goes further—it's a connected region with no holes in it.

Key Takeaway

connected and simply connected regions

A region D is connected if, for any two points P1 and P2 in D, there exists a path from P1 to P2 that stays entirely inside D.


A region D is simply connected if D is connected and any simple closed curve C inside D can be continuously shrunk to a point while staying entirely inside D. In two dimensions, this means the region is connected and has no holes.

All simply connected regions are connected, but not all connected regions are simply connected (Figure 3).

[image: A diagram showing simply connected, connected, and not connected regions. The simply connected regions have no holes. The connected regions may have holes, but a path can still be found between any two points in the region. The not connected region has some points that cannot be connected by a path in the region. Here, this is illustrated by showing two circular shapes that are defined as part of region D1 but are separated by white space.]Not all connected regions are simply connected. (a) Simply connected regions have no holes. (b) Connected regions that are not simply connected may have holes but you can still find a path in the region between any two points. (c) A region that is not connected has some points that cannot be connected by a path in the region.
Example
Is the region in the below image connected? Is the region simply connected?[image: <img src="/apps/archive/20220422.171947/resources/4fa7f7d2717cf20dc660c0bca880c7c7de267432" data-media-type="image/jpeg" alt="A shaded circle with an open space in the shape of a circle inside it but very close to the boundary." id="9">]
Sample Answer


The region in the figure is connected. The region in the figure is not simply connected.



Try It
Interactive elements can be viewed embedded within the content of our online courseware.
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Fundamental Theorem for Line Integrals

Now that we understand some basic curves and regions, we can generalize the Fundamental Theorem of Calculus to line integrals. Recall that the Fundamental Theorem of Calculus says that if a function f has an antiderivative F, then the integral of f from a to b depends only on the values of F at a and at b:
∫abf(x) dx=F(b)−F(a).

If we think of the gradient as a derivative, then the same theorem holds for vector line integrals. Let's see how this works with an example.

Example
Let F(x,y)=⟨2x,4y⟩. Calculate ∫CF. dr, where C is the line segment from (0,0) to (2,2) (Figure 4).
Sample Answer

We use ∫CF·ds=∫CF·Tds=∫abF(r(t))·r′(t)dt to calculate ∫CF. dr. Curve C can be parameterized by r(t)=⟨2t,2t⟩, 0≤t≤1. Then, F(r(t))=⟨4t,8t⟩ and r′(t)=⟨2,2⟩, which implies that

∫CF·dr&=∫01⟨4t,8t⟩·⟨2,2⟩ dt&=∫01(8t+16t)dt=∫0124t dt&=[12t2]01=12.

[image: A vector field in two dimensions. The arrows are longer the further away from the origin they are. They stretch out from the origin, forming a rectangular pattern. A line segment is drawn from P_0 at (0,0) to P_1 at (2,2).]The value of line integral ∫CF. dr depends only on the value of the potential function of F at the endpoints of the curve.
Notice that F=∇f, where f(x,y)=x2+2y2. If we think of the gradient as a derivative, then f is an “antiderivative” of F. In the case of single-variable integrals, the integral of derivative g′(x) is g(b)−g(a), where a is the start point of the interval of integration and b is the endpoint. If vector line integrals work like single-variable integrals, then we would expect integral F to be f(P1)−f(P0), where P1 is the endpoint of the curve of integration and P0 is the start point. Notice that this is the case for this example:

∫CF·dr=∫C∇f. dr=12

and

f(2,2)−f(0,0)=4+8−0=12.

In other words, the integral of a “derivative” can be calculated by evaluating an “antiderivative” at the endpoints of the curve and subtracting, just as for single-variable integrals.



The following theorem says that, under certain conditions, what happened in the previous example holds for any gradient field.

Key Takeaway

the fundamental theorem for line integrals

Let C be a piecewise smooth curve with parameterization r(t), a≤t≤b. Let f be a function of two or three variables with first-order partial derivatives that exist and are continuous on C. Then,

∫C∇f. dr=f(r(b))−f(r(a)).

Connect It

Proof



By ∫CF·ds=∫CF·Tds=∫abF(r(t))·r′(t)dt,

∫C∇f· dr=∫ab∇f(r(t))·r′(t) dt.

By the chain rule,

ddt(f(r(t))=∇f(r(t))·r′(t).

Therefore, by the Fundamental Theorem of Calculus,

∫C∇f· dr&=∫ab∇f(r(t))·r′(t) dt&=∫abddt(f(r(t)) dt&=[f(r(t))]t=at=b&=f(r(b))−f(r(a)).

∎

We know that if 𝐅 is a conservative vector field, there are potential functions f such that ∇f=𝐅. Therefore ∫C𝐅·d𝐫=∫C∇f·d𝐫=f(𝐫(b))−f(𝐫(a)).

In other words, just as with the Fundamental Theorem of Calculus, computing the line integral ∫C𝐅·d𝐫 where 𝐅 is conservative is a two-step process:

	Find a potential function ("antiderivative") f for 𝐅
	Compute the value of f at the endpoints of C and calculate their difference f(𝐫(b))−f(𝐫(a)).


Pro Tip
There is one major difference between the Fundamental Theorem of Calculus and the Fundamental Theorem for Line Integrals. A continuous function of one variable must have an antiderivative. However, a vector field, even if it is continuous, does not necessarily have a potential function.Example

Calculate integral ∫cf.dr, where F(x,y,z)=⟨2xlny,x2y+z2,2yz⟩ and C is a curve with parameterization r(t)=⟨t2,t,t⟩, 1≤t≤1e

	without using the Fundamental Theorem of Line Integrals and
	using the Fundamental Theorem of Line Integrals.


Sample Answer

	
	First, let’s calculate the integral without the Fundamental Theorem for Line Integrals and instead use ∫CF·ds=∫CF·Tds=∫abF(r(t))·r′(t)dt:

∫CF.dr=∫1eF(r(t)).r′(t) dt=∫1e⟨2t2lnt,t4t+t2,2t2⟩.⟨2t,1,1⟩dt=∫1e(4t3lnt+t3+3t2) dt=∫1e4t3lnt dt+∫1e(t3+3t2) dt=∫1e4t3lnt dt+[t44+t3]1e=2∫1et3lnt dt+e44+e3−54..


Integral ∫1et3lnt requires integration by parts. Let u=lnt and dv=t3. Then u=lnt, dv=t3,
and


du=1tdt,v=t44.

Therefore,

∫1et3lntdt=[t44lnt]1e−14∫1et3 dt=e44−1r(e44−14)..


Thus,

∫CF.dr=4∫1et3lnt dt+e44+e3−54=4(e44−14(e44−14))+e44+e3−54=e4−e44+14+e44+e3−54=e4+e3−1.



	Given that f(x,y,z)=x2lny+yz2 is a potential function for F, let’s use the Fundamental Theorem for Line Integrals to calculate the integral. Note that

∫CF.dr=∫C∇f.dr=f(r(e))−f(r(1))=f(e2,e,e)−f(1,1,1)=e4+e3−1.


This calculation is much more straightforward than the calculation we did in (a). As long as we have a potential function, calculating a line integral using the Fundamental Theorem for Line Integrals is much easier than calculating without the theorem.








The Fundamental Theorem for Line Integrals allows us to calculate many vector line integrals more easily. As long as we have a potential function, calculating the line integral is only a matter of evaluating the potential function at the endpoints and subtracting.

Two Important Consequences

The Fundamental Theorem for Line Integrals has two important consequences. The first is that if 𝐅 is conservative and C is a closed curve, then the circulation of 𝐅 along C is zero—that is, ∫C𝐅·d𝐫=0.

To see why this is true, let f be a potential function for 𝐅. Since C is a closed curve, the terminal point 𝐫(b) of C is the same as the initial point 𝐫(a) of C—that is, 𝐫(a)=𝐫(b). Therefore, by the Fundamental Theorem for Line Integrals,

∮C𝐅·d𝐫&=∮C∇f·d𝐫&=f(𝐫(b))−f(𝐫(a))&=f(𝐫(b))−f(𝐫(b))&=0.

Connect It
Recall that the reason a conservative vector field 𝐅 is called "conservative" is because such vector fields model forces in which energy is conserved. Gravity is an example of such a force. If we think of vector field 𝐅 in integral ∮C𝐅·d𝐫 as a gravitational field, then the equation ∮C𝐅·d𝐫=0 makes sense. If a particle travels along a path that starts and ends at the same place, then the work done by gravity on the particle is zero.
The second important consequence of the Fundamental Theorem for Line Integrals is that line integrals of conservative vector fields are independent of path—meaning they depend only on the endpoints of the given curve and not on the path between the endpoints.

Key Takeaway

path independence

Let 𝐅 be a vector field with domain D. The vector field 𝐅 is independent of path (or path independent) if ∫C1𝐅·d𝐫=∫C2𝐅·d𝐫 for any paths C1 and C2 in D with the same initial and terminal points.


The second consequence is stated formally in the following theorem.

Key Takeaway

path independence of conservative fields

If 𝐅 is a conservative vector field, then 𝐅 is independent of path.

Connect It

Proof



Let D denote the domain of F and let C1 and C2 be two paths in D with the same initial and terminal points (Figure 5). Call the initial point P1 and the terminal point P2. Since F is conservative, there is a potential function f for F. By the Fundamental Theorem for Line Integrals,

∫C1F·dr=f(P2)−f(P1)=∫C2F·dr.

Therefore, ∫C1F·dr=∫C2F·dr and F is independent of path.

∎

To visualize what independence of path means, imagine three hikers climbing from base camp to the top of a mountain. Hiker 1 takes a steep route directly from camp to the top. Hiker 2 takes a winding route that is not steep. Hiker 3 starts on the steep route but halfway to the top decides it's too difficult, returns to camp, and takes the non-steep path to the top.

All three hikers are traveling in a gravitational field. Since gravity is a conservative force, the gravitational field is conservative. By independence of path, the total work done by gravity on each hiker is the same because they all started and ended in the same place. The work done by the hikers includes other factors such as friction and muscle movement, so the total energy each expended is not the same—but the net energy expended against gravity is the same for all three.

[image: A vector field in two dimensions. The arrows are shorter the closer to the x axis and line x=1.5 they become. The arrows point up, converging around x=1.5 in quadrant 1. That line is approached from the left and from the right. Below, in quadrant 4, the arrows in the rough interval [1,2.5] curve out, away from the given line x=1.5, but do turn back in and converge to x=1.5 above the x axis. Outside of that interval, the arrows go to the left and right horizontally for x values less than 1 and greater than 2.5, respectively. A line is drawn from P_1 at the origin to P_2 at (3,.75) and labeled C_2. C_1 is a simple curve that connects the given endpoints above C_2, C_3 is a simple curve that connects the given endpoints below C_2.]The vector field is conservative, and therefore independent of path.We have shown that if 𝐅 is conservative, then 𝐅 is independent of path. It turns out that if the domain of 𝐅 is open and connected, then the converse is also true. That is, if 𝐅 is independent of path and the domain of 𝐅 is open and connected, then 𝐅 is conservative.

Key Takeaway

the path independence test for conservative fields

If 𝐅 is a continuous vector field that is independent of path and the domain D of 𝐅 is open and connected, then 𝐅 is conservative.

Connect It

Proof



We prove the theorem for vector fields in ℝ2. The proof for vector fields in ℝ3 is similar. To show that F=⟨P,Q⟩ is conservative, we must find a potential function f for F. To that end, let X be a fixed point in D. For any point (x,y) in D, let C be a path from X to (x,y). Define f(x,y) by f(x,y)=∫CF·dr. (Note that this definition of f makes sense only because F is independent of path. If F was not independent of path, then it might be possible to find another path C′ from X to (x,y) such that ∫CF·dr≠∫CF·dr, and in such a case f(x,y) would not be a function.) We want to show that f has the property ∇f=F.

Since domain D is open, it is possible to find a disk centered at (x,y) such that the disk is contained entirely inside D. Let (a,y) with a<x be a point in that disk. Let C be a path from X to (x,y) that consists of two pieces: C1 and C2. The first piece, C1, is any path from X to (a,y) that stays inside D; C2 is the horizontal line segment from (a,y) to (x,y) (Figure 6). Then

f(x,y)=∫C1F·dr+∫C2F·dr.

The first integral does not depend on x, so

fx=∂∂x∫C2F·dr.

If we parameterize C2 by r(t)=⟨t,y⟩, a≤t≤x, then

fx&=∂∂x∫C2F·dr&=∂∂x∫axF(r(t))·r′(t) dt&=∂∂x∫axF(r(t))·ddt(⟨t,y⟩ dt&=∂∂x∫axF(r(t))·⟨1,0⟩ dt&=∂∂x∫axP(t,y) dt.

By the Fundamental Theorem of Calculus (part 1),

fx=∂∂x∫axP(t,y) dt=P(x,y).

[image: A diagram of a region D in the rough shape of a backwards C. It is a simply connected region formed by a closed curve. Another curve C_1 is drawn inside D from point X to (a,y). C_2 is a horizontal line segment drawn from (a,y) to (x,y). Arrowheads point to (a,y) on C_1 and to (x,y) on C_2.]Here, C1 is any path from X; to (a,y) that stays inside D, and C2 is the horizontal line segment from (a,y) to (x,y).
A similar argument using a vertical line segment rather than a horizontal line segment shows that fy=Q(x,y).

Therefore ∇f=F and F is conservative.

∎
We can summarize these results simply: a vector field 𝐅 on an open and connected domain is conservative if and only if it is independent of path. This is important because conservative vector fields are extremely useful in applications, and these theorems give us a different way of viewing what it means to be conservative.

Example
Use path independence to show that vector field F(x,y)=⟨x2y,y+5⟩ is not conservative.


Sample Answer

We can indicate that F is not conservative by showing that F is not path independent. We do so by giving two different paths, C1 and C2, that both start at (0,0) and end at (1,1), and yet ∫C1F·dr≠∫C2F·dr.

Let C1 be the curve with parameterization r1(t)=⟨t,t⟩, 0≤t≤1 and let C2 be the curve with parameterization r2(t)=⟨t,t⟩, 0≤t≤1 (Figure 7). Then

∫C1F·dr&=∫01F(r1(t))·r1′(t) dt&=∫01⟨t3,t+5⟩·⟨1,1⟩ dt=∫01(t3+t+5) dt&=[t44+t22+5t]01=234

and

∫C1F·dr&=∫01F(r2(t))·r2′(t) dt&=∫01⟨t4,t2+5⟩·⟨1,2t⟩ dt=∫01(t4+2t2+10t) dt&=[t55+t42+5t2]01=5710

Since ∫C1F·dr≠∫C2F·dr, the value of a line integral of F depends on the path between two given points. Therefore, F is not independent of path, and F is not conservative.

[image: A vector field drawn in two dimensions. The arrows are roughly the same length. They point directly up but tend to shift to the right in the upper right portion of quadrant 1. Curves C_1 and C_2 connect the origin to point (1,1). They are both simple curves, and their arrowheads point to (1,1).]Curves C1 and C2 are both oriented from left to right.
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Conservative Vector Fields and Potential Functions

The Fundamental Theorem for Line Integrals tells us that if 𝐅 is conservative, then calculating ∫C𝐅·d𝐫 has two steps: first, find a potential function f for 𝐅, and second, calculate f(P1)−f(P0), where P1 is the endpoint of C and P0 is the starting point.

To use this theorem, we need to answer a key question: Given a conservative vector field 𝐅, how do we find a function f such that ∇f=𝐅? Let's start with an example to see how this works.

Example
Find a potential function for F(x,y)=⟨2xy3,3x2y2+cos(y)⟩, thereby showing that F is conservative.
Sample Answer

Suppose that f(x,y) is a potential function for F. Then, ∇f=F, and therefore

fx=2xy3 and fy=3x2y2+cosy.

Integrating the equation fx=2xy3 with respect to x yields the equation

f(x,y)=x2y2+h(y).

Notice that since we are integrating a two-variable function with respect to x, we must add a constant of integration that is a constant with respect to x, but may still be a function of y. The equation f(x,y)=x2y2+h(y) can be confirmed by taking the partial derivative with respect to x:

∂f∂x=∂∂x(x2y3)∂∂x(h(y))=2xy3+0=2xy3.

Since f is a potential function for F,

fy=3x2y2+cos(y),

and therefore

3x2y2+h′(y)=3x2y2+cos(y).

This implies that h′(y)=cos(y), so h(y)=siny+C. Therefore, any function of the form f(x,y)=x2y3+sin(y)+C is a potential function. Taking, in particular, C=0 gives the potential function f(x,y)=x2y3+sin(y).

To verify that f is a potential function, note that ∇f=⟨2xy3,3x2y2+cosy⟩=F.




The logic of the previous example extends to finding the potential function for any conservative vector field in ℝ2. Here's the strategy:

How to: Find a Potential Function for a Conservative Vector Field 𝐅(x,y)=⟨P(x,y),Q(x,y)⟩ 
	Integrate P with respect to x. This results in a function of the form g(x,y)+h(y), where h(y) is unknown.
	Take the partial derivative of g(x,y)+h(y) with respect to y. This results in the function gy(x,y)+h′(y).
	Use the equation gy(x,y)+h′(y)=Q(x,y) to find h′(y).
	Integrate h′(y) to find h(y).
	Write the potential function. Any function of the form f(x,y)=g(x,y)+h(y)+C, where C is a constant, is a potential function for 𝐅.



We can adapt this strategy to find potential functions for vector fields in ℝ3, as shown in the next example.

Example
Find a potential function for F(x,y,z)=⟨2xy,x2+2yz3,3y2z2+2z⟩, thereby showing that F is conservative.
Sample Answer

Suppose that f is a potential function. Then, ∇f=F and therefore fx=2xy. Integrating this equation with respect to x yields the equation f(x,y,z)=x2y+g(y,z) for some function g. Notice that, in this case, the constant of integration with respect to x is a function of y and z.

Since f is a potential function,

x2+2yz3=fy=x2+gy.

Therefore,

gy=2yz3.

Integrating this function with respect to y yields

g(y,z)=y2z3+h(z)

for some function h(z) of z alone. (Notice that, because we know that g is a function of only y and z, we do not need to write g(y,z)=y2z3+h(x,z).) Therefore,

f(z,y,z)=x2+y+g(y,z)=x2y+y2z3+h(z).

To find f, we now must only find h Since f is a potential function,

3y2z2+2z=gz=3y2z2+h′(z).

This implies that h′(z)=2z, so h(z)=z2+C. Letting C=0 gives the potential function

f(x,y,z)=x2y+y2z3+z2.

To verify that f is a potential function, note that ∇f=⟨2xy,x2+2yz3,3y2z2+2z⟩.




We can apply this process to a gravitational force. Recall that if an object has unit mass and is located at the origin, then the gravitational force in ℝ2 that the object exerts on another object of unit mass at the point (x,y) is given by vector field

F(x,y)=−G⟨x(x2+y2)3/2,y(x2+y2)3/2⟩,

where G is the universal gravitational constant. In the next example, we build a potential function for 𝐅, thus confirming what we already know: that gravity is conservative.

Example
Find a potential function f for F(x,y)=−G⟨x(x2+y2)3/2,y(x2+y2)3/2⟩.
Sample Answer

Suppose that f is a potential function. Then, ∇f=F and therefore

fx=−Gx(x2+y2)3/2.

To integrate this function with respect to x, we can use u-substitution. If u=x2+y2 then du2=x dx, so

∫−Gx(x2+y2)3/2&=∫−G2u3/2 du&=Gu+h(y)&=Gx2+y2+h(y)

for some function h(y). Therefore,

f(x,y)=G(x2+y2)+h(y).

Since f is a potential function for F,

fy=−Gy(x2+y2)3/2.

Since f(x,y)=Gx2+y2+h(y), fy also equals −Gy(x2+y2)3/2+h′(y).

Therefore,

−Gy(x2+y2)3/2+h′(y)=−Gy(x2+y2)3/2,

which implies that h′(y)=0. Thus, we can take h(y) to be any constant; in particular, we can let h(y)=0. The function

f(x,y)=Gx2+y2

is a potential function for the gravitational field F. To confirm that f is a potential function, note that

∇f&=⟨−12G(x2+y2)3/2(2x),−12G(x2+y2)3/2(2y)⟩&=⟨−Gx(x2+y2)3/2,−Gy(x2+y2)3/2⟩&=F.



Conservative Vector Fields: Learn It 4
Testing a Vector Field

Until now, we have worked with vector fields that we know are conservative. But what if we're not told whether a vector field is conservative? We need to be able to test it ourselves.

Recall that if 𝐅 is conservative, then 𝐅 has the cross-partial property. That is, if 𝐅=⟨P,Q,R⟩ is conservative, then Py=Qx, Pz=Rx, and Qz=Ry. This raises a natural question: If 𝐅 has the cross-partial property, is 𝐅 conservative? If the domain of 𝐅 is open and simply connected, then the answer is yes.

Key Takeaway

the cross-partial test for conservative fields

If 𝐅=⟨P,Q,R⟩ is a vector field on an open, simply connected region D and Py=Qx, Pz=Rx, and Qz=Ry throughout D, then 𝐅 is conservative.


Although a proof of this theorem is beyond the scope of this course, we can see its power through examples. Later, we'll see why it's necessary for the region to be simply connected.

Combining this theorem with the cross-partial property gives us a powerful tool for determining whether a vector field is conservative.

Key Takeaway

the cross-partial property of conservative fields

Let 𝐅=⟨P,Q,R⟩ be a vector field on an open, simply connected region D. Then Py=Qx, Pz=Rx, and Qz=Ry throughout D if and only if 𝐅 is conservative.

Pro Tip
The version of this theorem in ℝ2 is also true. If 𝐅=⟨P,Q⟩ is a vector field on an open, simply connected domain in ℝ2, then 𝐅 is conservative if and only if Py=Qx.Example
Determine whether vector field F(x,y,z)=⟨xy2z,x2yz,z2⟩ is conservative.
Sample Answer

Note that the domain of F is all of ℝ2 and ℝ3 is simply connected. Therefore, we can use the cross-partial property of conservative fields theorem to determine whether F is conservative. Let

P(x,y,z)=xy2z, Q(x,y,z)=x2yz, and R(x,y,z)=z2.

Since Qz=x2y and Ry=0, the vector field is not conservative.



Example
Determine vector field F(x,y)=⟨xln(y),x22y⟩ is conservative.
Sample Answer

Note that the domain of F is the part of ℝ2 in which y>0. Thus, the domain of F is part of a plane above the x-axis, and this domain is simply connected (there are no holes in this region and this region is connected). Therefore, we can use the cross-partial property of conservative fields theorem to determine whether F is conservative. Let

P(x,y)=xln(y) and Q(x,y)=x22y.

Then Py=xy=Qx and thus F is conservative.




When the Domain is Not Simply Connected

When using the Cross-Partial Property of Conservative Fields theorem, it's important to remember that a theorem is a tool—and like any tool, it can only be applied under the right conditions. In this case, the theorem only applies if the domain of the vector field is simply connected.

To see what can go wrong when misapplying the theorem, consider the vector field:

F(x,y)=yx2+y2i+−xx2+y2j.

This vector field satisfies the cross-partial property, since

∂∂y(yx2+y2)=(x2+y2)−y(2y)(x2+y2)2=x2−y2(x2+y2)2

and

∂∂x(−xx2+y2)=−(x2+y2)+x(2x)(x2+y2)2=x2−y2(x2+y2)2.

Since 𝐅 satisfies the cross-partial property, we might be tempted to conclude that 𝐅 is conservative. However, 𝐅 is not conservative. To see this, let

𝐫(t)=⟨cost,sint⟩, 0≤t≤π

be a parameterization of the upper half of a unit circle oriented counterclockwise (denote this C1) and let

𝐬(t)=⟨cost,−sint⟩, 0≤t≤π

be a parameterization of the lower half of a unit circle oriented clockwise (denote this C2). Notice that C1 and C2 have the same starting point and endpoint. Since sin2t+cos2t=1,

𝐅(𝐫(t))·𝐫′(t)=⟨sin(t),−cos(t)⟩·⟨−sin(t),cos(t)⟩=−1

and

𝐅(𝐬(t))·𝐬′(t)&=⟨−sint,−cost⟩·⟨−sint,−cost⟩&=sin2t+cos2t&=1

Therefore,

∫C1𝐅·d𝐫=∫0π−1dt=−π and ∫C2𝐅·d𝐫=∫0π1dt=π.

Thus, C1 and C2 have the same starting point and endpoint, but ∫C1𝐅·d𝐫≠∫C2𝐅·d𝐫. Therefore, 𝐅 is not independent of path and 𝐅 is not conservative.

To summarize: 𝐅 satisfies the cross-partial property and yet 𝐅 is not conservative. What went wrong? Does this contradict the cross-partial property of conservative fields theorem ? The issue is that the domain of 𝐅 is all of ℝ2 except for the origin. In other words, the domain of 𝐅 has a hole at the origin, and therefore the domain is not simply connected. Since the domain is not simply connected, the cross-partial property of conservative fields theorem does not apply to 𝐅.

Pro Tip

We can now summarize a useful strategy for calculating vector line integrals. If you're asked to calculate an integral of the form ∫C𝐅·d𝐫, your first question should be: Is 𝐅 conservative?

If the answer is yes, find a potential function and use the Fundamental Theorem for Line Integrals to calculate the integral. If the answer is no, then the Fundamental Theorem for Line Integrals can't help you, and you'll need to use other methods to compute the integral.

Example
Calculate line integral ∫CF·dr, where F(x,y,z)=⟨2xeyz+exz,x2eyz,x2ey+ex⟩ and C is any smooth curve that goes from the origin to (1,1,1).
Sample Answer


Before trying to compute the integral, we need to determine whether F is conservative and whether the domain of F is simply connected. The domain of F is all of ℝ3, which is connected and has no holes. Therefore, the domain of F is simply connected. Let


P(x,y,z)=2xeyz+exz, Q(x,y,z)=x2eyz, and R(x,y,z)=x2ey+ex

so that F=⟨P,Q,R⟩. Since the domain of F is simply connected, we can check the cross partials to determine whether F is conservative. Note that

Py&=2xeyz=QxPz&=2xey+ex=RxQz&=x2ey=Ry.

Therefore, F is conservative.

To evaluate ∫CF·dr using the Fundamental Theorem for Line Integrals, we need to find a potential function f for F. Let f be a potential function for F. Then, ∇f=F, and therefore fx=2xeyz+exz. Integrating this equation with respect to x gives f(x,y,z)=x2eyz+exz+h(y,z) for some function h. Differentiating this equation with respect to y gives x2eyz+hy=Q=x2eyz, which implies that hy=0. Therefore, h is a function of z only, and f(x,y,z)=x2eyz+ex+h(z). To find h, note that fz=x2ey+ex+h′(z). Therefore, h′(z)=0 and we can take h(z)=0. A potential function for F is f(x,y,z)=x2eyz+exz.

Now that we have a potential function, we can use the Fundamental Theorem for Line Integrals to evaluate the integral. By the theorem,

∫CF·dr&=∫C∇f·dr&=f(1,1,1)−f(0,0,0)&=2e.






Analysis

Notice that if we hadn’t recognized that F is conservative, we would have had to parameterize C and use ∫CF·Tds=∫abF(r(t))·r′(t)dt. Since curve C is unknown, using the Fundamental Theorem for Line Integrals is much simpler.





Example
Let F(x,y)=⟨2xy2,2x2y⟩ be a force field. Suppose that a particle begins its motion at the origin and ends its movement at any point in a plane that is not on the x-axis or the y-axis. Furthermore, the particle’s motion can be modeled with a smooth parameterization. Show that F does positive work on the particle.
Sample Answer


We show that F does positive work on the particle by showing that F is conservative and then by using the Fundamental Theorem for Line Integrals.


To show that F is conservative, suppose f(x,y) were a potential function for F. Then, ∇f=F=⟨2xy2,2x2y⟩ and therefore fx=2xy2 and fy=2x2y. Equation fx=2xy2 implies that f(x,y)=x2y2+h(y). Deriving both sides with respect to y yields fy=2x2y+h′(y). Therefore, h′(y) and we can take h(y)=0.

If f(x,y)=x2y2, then note that ∇f=⟨2xy2,2x2y⟩=F, and therefore f is a potential function for F.

Let (a,b) be the point at which the particle stops is motion, and let C denote the curve that models the particle’s motion. The work done by F on the particle is ∫CF·dr. By the Fundamental Theorem for Line Integrals,

∫CF·dr&=∫c∇f·dr&=f(a,b)−f(0,0)&=a2b2.

Since a≠0 and b≠0, by assumption, a2b2>0. Therefore, ∫CF·dr>0, and F does positive work on the particle.






Analysis

Notice that this problem would be much more difficult without using the Fundamental Theorem for Line Integrals. To apply the tools we have learned, we would need to give a curve parameterization and use ∫CF·Tds=∫abF(r(t))·r′(t)dt. Since the path of motion C can be as exotic as we wish (as long as it is smooth), it can be very difficult to parameterize the motion of the particle.





Conservative Vector Fields: Apply It
Learning Goals

	Identify simple and closed curves in various regions
	Find potential functions for conservative fields
	Apply the Fundamental Theorem for Line Integrals
	Test a vector field to determine whether it is conservative



Planning Energy-Efficient Bike Delivery Routes Through Your City

You recently started a part-time job delivering food by bicycle in your city. The city has varying terrain with hills and valleys, and you want to understand how much energy you expend on different routes. Your friend, who is studying physics, mentions that gravitational force is conservative, meaning the work done by gravity depends only on your starting and ending elevations—not the specific streets you take.

To optimize your delivery routes, you model the net force field acting on you and your bike as 𝐅(x,y)=⟨6xy2,6x2y⟩, where x and y are measured in kilometers from the city center. You need to verify whether this force field is conservative, find its potential function, and calculate the work done along specific delivery routes. Understanding these concepts will help you choose routes that conserve your energy for a long shift.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Green’s Theorem: Learn It 1
Learning Goals

	Apply the circulation form of Green's theorem
	Apply the flux form of Green's theorem
	Calculate circulation and flux on general regions



Green's Theorem

Green's theorem extends the Fundamental Theorem of Calculus to two dimensions. It has two forms: a circulation form and a flux form, both of which require region D in the double integral to be simply connected. Later, we'll extend Green's theorem to regions that are not simply connected.

Green's theorem relates a line integral around a simply closed plane curve C and a double integral over the region enclosed by C. The theorem is useful because it allows us to translate difficult line integrals into simpler double integrals, or difficult double integrals into simpler line integrals.

Recall that the Fundamental Theorem of Calculus says that:

∫abF′(x)dx=F(b)−F(a).

Geometrically, this equation tells us that the integral over the region below the graph of F′(x) and above the line segment [a,b] depends only on the value of F at the endpoints a and b. Since the numbers a and b form the boundary of line segment [a,b], we can calculate the integral based on information about the boundary (Figure 1).

[image: A graph in quadrant 1 of a generic function f(x). It is an increasing concave up function for the first quarter, an increasing concave down function for the second quarter, a decreasing concave down function for the third quarter, and an increasing concave down function for the last quarter. In the second quarter, a point a is marked on the x axis, and in the third quarter, a point b is marked on the x axis. The area under the curve and between a and b is shaded. This area is labeled the integral from a to b of f(x) dx.]The Fundamental Theorem of Calculus says that the integral over line segment [a,b] depends only on the values of the antiderivative at the endpoints of [a,b].

The Fundamental Theorem for Line Integrals works the same way:

∫C∇f·d𝐫=f(𝐫(b))−f(𝐫(a)).

When we have a potential function (an "antiderivative"), we can calculate the line integral based solely on information about the boundary of curve C.

Green's theorem extends this idea to double integrals. It says we can calculate a double integral over region D based solely on information about the boundary of D. It also says we can calculate a line integral over a simple closed curve C based solely on information about the region that C encloses. Green's theorem connects a double integral over region D to a line integral around the boundary of D.



Green’s Theorem: Learn It 2
Circulation Form of Green’s Theorem

The first form of Green's theorem that we examine is the circulation form. This form relates the vector line integral over a simple, closed plane curve C to a double integral over the region enclosed by C. Therefore, the circulation of a vector field along a simple closed curve can be transformed into a double integral and vice versa.

Key Takeaway

Green's theorem, circulation form

Let D be an open, simply connected region with a boundary curve C that is a piecewise smooth, simple closed curve oriented counterclockwise (Figure 2). Let F=⟨P,Q⟩ be a vector field with component functions that have continuous partial derivatives on D. Then,
∮CF·dr=∮CPdx+Qdy=∬D(Qx−Py)dA.

[image: A vector field in two dimensions with all of the arrows pointing up and to the right. A curve C oriented counterclockwise sections off a region D around the origin. It is a simple, closed region.]The circulation form of Green’s theorem relates a line integral over curve C to a double integral over region D.Pro Tip
Green's theorem can only be used for a two-dimensional vector field 𝐅. If 𝐅 is a three-dimensional field, then Green's theorem does not apply.Since ∫CPdx+Qdy=∫C𝐅·𝐓ds, this version of Green's theorem is sometimes called the tangential form of Green's theorem.
The proof of Green’s theorem is rather technical, and beyond the scope of this text. Here we examine a proof of the theorem in the special case that D is a rectangle. For now, notice that we can quickly confirm that the theorem is true for the special case in which F⟨P,Q⟩ is conservative. In this case,

∮CPdx+Qdy=0

because the circulation is zero in conservative vector fields. By the cross-partial property of conservative fields theorem, F satisfies the cross-partial condition, so Py=Qx. Therefore,

∬D(Qx−Py)dA=∬D0dA=0=∮CPdx+Qdy,

which confirms Green’s theorem in the case of conservative vector fields.

Connect It

Proof




Let’s now prove that the circulation form of Green’s theorem is true when the region D is a rectangle. Let D be the rectangle [a,b]×[c,d] oriented counterclockwise. Then, the boundary C of D consists of four piecewise smooth pieces C1, C2, C3, and C4 (Figure 3). We parameterize each side of D as follows:

C1:r1(t)&=⟨t,c⟩,a≤t≤bC2:r2(t)&=⟨b,t⟩,c≤t≤d−C3:r3(t)&=⟨t,d⟩,a≤t≤b−C4:r4(t)&=⟨a,t⟩,c≤t≤d.



[image: A diagram in quadrant 1. Rectangle D is oriented counterclockwise. Points a and b are on the x axis, and points c and d are on the y axis with b > a and d > c. The sides of the rectangle are side c1 with endpoints at (a,c) and (b,c), side c2 with endpoints at (b,c) and (b,d), side c3 with endpoints at (b,d) and (a,d), and side c4 with endpoints at (a,d) and (a,c).]Rectangle D is oriented counterclockwise.


Then,
∫CF•dr&=∫C1F•dr+∫C2F•dr+∫C3F•dr+∫C4F•dr&=∫C1F•dr+∫C2F•dr−∫−C3F•dr−∫−C4F•dr&=∫abF(r1(t))•r1(t)dt+∫cdF(r2(t))•r2(t)dt−∫abF(r3(t))•r3(t)dt−∫cdF(r4(t))•r4(t)dt&=∫abP(t,c)dt+∫cdQ(b,t)dt−∫abP(t,d)dt−∫cdQ(a,t)dt&=∫ab(P(t,c)−P(t,d))dt+∫cd(Q(b,t)−Q(a,t))dt&=−∫ab(P(t,d)−P(t,c))dt+∫cd(Q(b,t)−Q(a,t))dt.

By the Fundamental Theorem of Calculus,

P(t,d)−P(t,c)=∫cd∂∂yP(t,y)dy and Q(b,t)−Q(a,t)=∫ab∂∂xQ(x,t)dx.

Therefore,

&−∫ab(P(t,d)−P(t,c)dt+∫cd(Q(b,t)−Q(a,t))dt&=−∫ab∫cd∂∂yP(t,y)dydt+∫cd∫ab∂∂xQ(x,t)dxdt.

But,

−∫ab∫cd∂∂yP(t,y)dydt+∫cd∫ab∂∂xQ(x,t)dxdt&=−∫ab∫cd∂∂yP(x,y)dydx+∫cd∫ab∂∂xQ(x,t)dxdy&=∫ab∫cd(Qx−Py)dydx&=∫ ∫D(Qx−Py)dA.

Therefore, ∫CF•dr=∫∫D(Qx−Py)dA and we have proved Green’s theorem in the case of a rectangle.

To prove Green’s theorem over a general region D, we can decompose D into many tiny rectangles and use the proof that the theorem works over rectangles. The details are technical, however, and beyond the scope of this text.

∎


Example

Calculate the line integral

∮Cx2ydx+(y−3)dy

where C is a rectangle with vertices (1,1), (4,1), (4,5), and (1,5) oriented counterclockwise.

Sample Answer

Let F(x,y)=⟨P(x,y),Q(x,y)⟩=⟨x2y,y−3⟩. Then, Qx=0 and Py=x2. Therefore, Wx−Py=−x2.

Let D be the rectangular region enclosed by C (Figure 4). By Green’s theorem,

∮Cx2ydx+(y−3)dy&=∬D(Qx−Py)dA&=∫ ∫D−x2dA=∫15 ∫14−x2dxdy&=∫15−21dy=−84.

[image: A vector field in two dimensions with focus on quadrant 1. The arrows near the origin are short, and the arrows further away from the origin are longer. A rectangle has endpoints at (1,1), (4,1), (4,5), and (1,5). The arrows in quadrant 3 are pointing to the right. At the y axis, they split at y = 3. Arrows above that line curve up at the y axis and shift until they are horizontally pointing to the right in quadrant 1. Arrows below that line and above the x axis curve down at the y axis and shift until they are horizontally pointing to the right. Arrows below the x axis point to the left and down, pointing back to the y axis.]The line integral over the boundary of the rectangle can be transformed into a double integral over the rectangle.
Analysis

If we were to evaluate this line integral without using Green’s theorem, we would need to parameterize each side of the rectangle, break the line integral into four separate line integrals, and use the methods from line integrals to evaluate each integral. Furthermore, since the vector field here is not conservative, we cannot apply the Fundamental Theorem for Line Integrals. Green’s theorem makes the calculation much simpler.







Example

Calculate the work done on a particle by force field

F(x,y)=⟨y+sinx,ey−x⟩

as the particle traverses circle x2+y2=4 exactly once in the counterclockwise direction, starting and ending at point (2,0).

Sample Answer

Let C denote the circle and let D be the disk enclosed by C. The work done on the particle is

W=∮C(y+sinx)dx+(ey−x)dy.

As with Example "Applying Green’s Theorem over a Rectangle", this integral can be calculated using tools we have learned, but it is easier to use the double integral given by Green’s theorem (Figure 5).

Let F(x,y)=⟨P(x,y),Q(x,y)⟩=⟨y+sinx,ey−x⟩. Then, Qx=−1 and Py=1. Therefore, Qx−Py=−2.

By Green’s theorem,

W&=∮C(y+sinx)dx+(ey−x)dy&=∬D(Qx−Py)dA=∬D−2dA&=−2( area (D))=−2π(22)=−8π.

[image: A vector field in two dimensions. The arrows further away from the origin are much longer than those near the origin. The arrows curve out from about (.5,.5) in a clockwise spiral pattern.]The line integral over the boundary circle can be transformed into a double integral over the disk enclosed by the circle.


In the preceding two examples, the double integral in Green’s theorem was easier to calculate than the line integral, so we used the theorem to calculate the line integral. In the next example, the double integral is more difficult to calculate than the line integral, so we use Green’s theorem to translate a double integral into a line integral.

Example
Calculate the area enclosed by ellipse x2a2+y2b2=1 (Figure 6).[image: A horizontal ellipse graphed in two dimensions. It has vertices at (-a, 0), (0, -b), (a, 0), and (0, b), where the absolute value of a is between 2.5 and 5 and the absolute value of b is between 0 and 2.5.]Ellipse x2a2+y2b2=1 is denoted by C.
Sample Answer

Let C denote the ellipse and let D be the region enclosed by C. Recall that ellipse C can be parameterized by

x=acost,y=bsint,0≤t≤2π.

Calculating the area of D is equivalent to computing double integral ∬DdA. To calculate this integral without Green’s theorem, we would need to divide D into two regions: the region above the x-axis and the region below. The area of the ellipse is

∫−aa∫0b2−(bx/a)2dydx+∫−aa∫b2−(bx/a)20dydx.

These two integrals are not straightforward to calculate (although when we know the value of the first integral, we know the value of the second by symmetry). Instead of trying to calculate them, we use Green’s theorem to transform ∬DdA into a line integral around the boundary C.

Consider vector field

F(x,y)=⟨P,Q⟩=⟨−y2,x2⟩.

Then, Qx=12 and Py=−12, and therefore Qx−Py=1. Notice that F was chosen to have the property that Qx−Py=1. Since this is the case, Green’s theorem transforms the line integral of F over C into the double integral of 1 over D.

By Green’s theorem,

∬DdA&=∬D(Qx−Py)dA&=∫CF•dr=12∫C−ydx+xdy&=12∫02π−bsint(−asint)+a(cost)bcostdt&=12∫02πabcos2t+absin2tdt=12∫02πabdt=πab.

Therefore, the area of the ellipse is πab.




In the above example, we used vector field 𝐅(x,y)=⟨P,Q⟩=⟨−y2,x2⟩ to find the area of any ellipse. The logic of the previous example can be extended to derive a formula for the area of any region D. Let D be any region with a boundary that is a simple closed curve C oriented counterclockwise. If 𝐅(x,y)=⟨P,Q⟩=⟨−y2,x2⟩, then by the same logic as in the previous example,

  area of D=∬DdA=12∮C−ydx+xdy.

Pro Tip
 If 𝐅=⟨P,Q⟩ is any vector field with Qx−Py=1, then the logic of the previous paragraph works. So, the equation above is not the only equation that uses a vector field's mixed partials to get the area of a region.Green’s Theorem: Learn It 3
Flux Form of Green’s Theorem

The circulation form of Green's theorem relates a double integral over region D to line integral ∮C𝐅·𝐓ds, where C is the boundary of D.

The flux form of Green's theorem relates a double integral over region D to the flux across boundary C. The flux of a fluid across a curve can be difficult to calculate using the flux line integral. This form of Green's theorem allows us to translate a difficult flux integral into a double integral that is often easier to calculate.

Key Takeaway

Green's theorem, flux form

Let D be an open, simply connected region with a boundary curve C that is a piecewise smooth, simple closed curve that is oriented counterclockwise (Figure 1). Let F=⟨P,Q⟩ be a vector field with component functions that have continuous partial derivatives on an open region containing D. Then,

∮F·Nds=∬DPx+QydA.

[image: A vector field in two dimensions. A generic curve C encloses a simple region D around the origin oriented counterclockwise. Normal vectors N point out and away from the curve into quadrants 1, 3, and 4.]The flux form of Green’s theorem relates a double integral over region D to the flux across curve C.Pro Tip
Because this form of Green's theorem contains unit normal vector 𝐍, it is sometimes referred to as the normal form of Green's theorem.

Connect It

Proof



Recall that ∮F·Nds=∮C−Qdx+Pdy. Let M=−Q and N=P. By the circulation form of Green’s theorem,

∮C−Qdx+Pdy&=∮CMdx+nDy&=∬DNx−MydA&=∬DPx−(−Q)ydA&=∬DPx+QydA.

∎
Example
Let C be a circle of radius r centered at the origin (Figure 2) and let F(x,y)=⟨x,y⟩. Calculate the flux across C.[image: A vector field in two dimensions. The arrows point away from the origin in a radial pattern. They are shorter near the origin and much longer further away. A circle with radius 2 and center at the origin is drawn.]Curve C is a circle of radius r centered at the origin.
Sample Answer

Let D be the disk enclosed by C. The flux across C is ∮CF·Nds. We could evaluate this integral using tools we have learned, but Green’s theorem makes the calculation much more simple. Let P(x,y)=x and Q(x,y)=y so that F=⟨P,Q⟩. Note that Px=1=Qy, and therefore Px+Qy=2. By Green’s theorem,

∫CF•N=∫ ∫D2dA=2∫ ∫DdA.

Since ∫DdA is the area of the circle, ∫DdA=πr2. Therefore, the flux across C is 2πr.



Example
Let S be the triangle with vertices (0,0), (1,0), and (0,3) oriented clockwise (Figure 3). Calculate the flux of F(x,y)=⟨P(x,y),Q(x,y)⟩=⟨x2+ey,x+y⟩ across S.[image: A vector field in two dimensions. A triangle is drawn oriented clockwise with vertices at (0,0), (1,0), and (0,3). The arrows in the field point to the right and up slightly. The angle is greater the closer they are to the axis.]Curve S is a triangle with vertices (0,0), (1,0), and (0,3) oriented clockwise.
Sample Answer

To calculate the flux without Green’s theorem, we would need to break the flux integral into three line integrals, one integral for each side of the triangle. Using Green’s theorem to translate the flux line integral into a single double integral is much more simple.

Let D be the region enclosed by S. Note that Px=2x and Qy=1 therefore, Px+Qy=2x+1. Green’s theorem applies only to simple closed curves oriented counterclockwise, but we can still apply the theorem because ∮CF·Nds=−∮−SF·Nds and −S is oriented counterclockwise. By Green’s theorem, the flux is

∮CF·Nds&=∮−SF·Nds&=−∬D(Px+Qy)dA&=−∬D(2x+1)dA

Notice that the top edge of the triangle is the line y=−3x=3 Therefore, in the iterated double integral, the y-values run from y=0 to y=−3x+3, and we have

−∬D(2x+1)dA&=−∫01∫0−3x+3(2x+1)dydx&=−−∫01(2x+1)(−3x+3)dx=−∫01(−6x2+3x+3)dx&=−[−2x3+3x22+3x]01=−52.



Example
Water flows from a spring located at the origin. The velocity of the water is modeled by vector field v(x,y)=⟨5x+y,x+3y⟩ m/sec. Find the amount of water per second that flows across the rectangle with vertices (−1,−2), (1,−2), (1,3), and (−1,3), oriented counterclockwise (Figure 4).[image: A vector field in two dimensions. A rectangle is drawn oriented counterclockwise with vertices at (-1,3), (1,3), (-1,-2), and (1,-2). The arrows point out and away from the origin in a radial pattern. However, the arrows in quadrants 2 and 4 curve slightly towards the y axis instead of directly out. The arrows near the origin are short, and those further away from the origin are much longer.]Water flows across the rectangle with vertices (−1,−2), (1,−2), (1,3), and (−1,3), oriented counterclockwise.
Sample Answer

Let C epresent the given rectangle and let D be the rectangular region enclosed by C. To find the amount of water flowing across C, we calculate flux ∫Cv·Nds.

Let P(x,y)=5x+y and Q(x,y)=x+3y so that v=(P,Q). Then, Px=5 and Qy=3. By Green’s theorem,
∫Cv·Nds&=∬D(Px+Qy)dA&=∬D8dA&=8( area of D)=80.

Therefore, the water flux is 80 m2/sec.




Source-Free Vector Fields

Recall that if vector field 𝐅 is conservative, then 𝐅 does no work around closed curves—that is, the circulation of 𝐅 around a closed curve is zero. In fact, if the domain of 𝐅 is simply connected, then 𝐅 is conservative if and only if the circulation of 𝐅 around any closed curve is zero.

If we replace "circulation of 𝐅" with "flux of 𝐅," then we get a definition of a source-free vector field. The following statements are all equivalent ways of defining a source-free field 𝐅=⟨P,Q⟩ on a simply connected domain (note the similarities with properties of conservative vector fields):

	The flux ∮C𝐅·𝐍ds across any closed curve C is zero.
	If C1 and C2 are curves in the domain of 𝐅 with the same starting points and endpoints, then ∫C1𝐅·𝐍ds=∫C2𝐅·𝐍ds. In other words, flux is independent of path.
	There is a stream function g(x,y) for 𝐅. A stream function for 𝐅=⟨P,Q⟩ is a function g such that P=gy and Q=−gx. Geometrically, 𝐅(a,b) is tangential to the level curve of g at (a,b). Since the gradient of g is perpendicular to the level curve of g at (a,b), stream function g has the property that 𝐅(a,b)·∇g(a,b)=0 for any point (a,b) in the domain of g. Stream functions play the same role for source-free fields that potential functions play for conservative fields.
	Px+Qy=0


Example
Verify that rotation vector field F(x,y)=⟨y,−x⟩ is source free, and find a stream function for F.
Sample Answer

Note that the domain of F is all of ℝ2, which is simply connected. Therefore, to show that F is source free, we can show any of items 1 through 4 from the previous list to be true. In this example, we show that item 4 is true. Let P(x,y)=y and Q(x,y)=−x. Then Px+0=Qy, and therefore Px+Qy=0. Thus, F is source free.

To find a stream function for F, proceed in the same manner as finding a potential function for a conservative field. Let g be a stream function for F. Then gy=y, which implies that

g(x,y)=y22+h(x).

Since −gx=Q=−x we have h′(x)=x. Therefore,

h(x)=x22+C.

Letting C=0 gives stream function

g(x,y)=x22+y22.

To confirm that g is a stream function for F, note that gy=y=P and −gx=−x=Q.

Notice that source-free rotation vector field F(x,y)=⟨y,−x⟩ is perpendicular to conservative radial vector field ∇g=⟨x,y⟩ (Figure 5).

[image: Two vector fields in two dimensions. The first has arrows surrounding the origin in a clockwise circular pattern. The second has arrows pointing out and away from the origin in a radial manner. Circles with radii 1.5, 2, and 2.5 and centers at the origin are drawn in both. The arrows near the origin are shorter than those much further away. The first is labeled F(x,y) = <y, -x> and the second is labeled for the gradient, delta g = <x, -y>.](a) In this image, we see the three-level curves of g and vector field F. Note that the F vectors on a given level curve are tangent to the level curve. (b) In this image, we see the three-level curves of g and vector field ∇g. The gradient vectors are perpendicular to the corresponding level curve. Therefore, F(a,b)•∇g(a,b)=0 for any point in the domain of g.

Conservative and Source-Free Vector Fields

Vector fields that are both conservative and source free are important vector fields.

One important feature of conservative and source-free vector fields on a simply connected domain is that any potential function f of such a field satisfies Laplace's equation fxx+fyy=0. Laplace's equation is foundational in the field of partial differential equations because it models phenomena such as gravitational and magnetic potentials in space, and the velocity potential of an ideal fluid. A function that satisfies Laplace's equation is called a harmonic function. Therefore any potential function of a conservative and source-free vector field is harmonic.

To see that any potential function of a conservative and source-free vector field on a simply connected domain is harmonic, let f be such a potential function of vector field 𝐅=⟨P,Q⟩. Then, fx=P and fy=Q because ∇f=𝐅. Therefore, fxx=Px and fyy=Qy. Since 𝐅 is source free, fxx+fyy=Px+Qy=0, and we have that f is harmonic.

Example
For vector field F(x,y)=⟨exsiny,excosy⟩, verify that the field is both conservative and source free, find a potential function for F, and verify that the potential function is harmonic.
Sample Answer






Let P(x,y)=exsiny and Q(x,y)=excosy. Notice that the domain of F is all of two-space, which is simply connected. Therefore, we can check the cross-partials of F to determine whether F is conservative. Note that Py=excosy, so F is conservative. Since Px=exsiny and Qy=exsiny,Px+Qy=0 and the field is source free.

To find a potential function for F, let f be a potential function. Then, ∇f=F, so fx=exsiny. Integrating this equation with respect to x gives f(x,y)=exsiny+h(y). Since fy=excosy, differentiating f with respect to y gives excosy=excosy+h′(y). Therefore, we can take h(y)=0, and f(x,y)=exsiny is a potential function for f.

To verify that f is a harmonic function, note that fxx=∂∂x(exsiny)=exsiny and fyy=∂∂x(excosy)=−exsiny. Therefore, fxx+fyy=0, and f satisfies Laplace’s equation.













Green’s Theorem: Learn It 4
Green’s Theorem on General Regions

Green's theorem, as stated, applies only to regions that are simply connected—that is, Green's theorem cannot handle regions with holes. Here, we extend Green's theorem so that it does work on regions with finitely many holes (Figure 1).

[image: A nonsimply connected, oval-shaped region with three circular holes.]Green’s theorem, as stated, does not apply to a nonsimply connected region with three holes like this one.
Before discussing extensions of Green's theorem, we need to go over some terminology regarding the boundary of a region. Let D be a region and let C be a component of the boundary of D.

	We say that C is positively oriented if, as we walk along C in the direction of orientation, region D is always on our left. The counterclockwise orientation of the boundary of a disk is a positive orientation, for example.
	Curve C is negatively oriented if, as we walk along C in the direction of orientation, region D is always on our right. The clockwise orientation of the boundary of a disk is a negative orientation.


Let D be a region with finitely many holes (so that D has finitely many boundary curves), and denote the boundary of D by ∂D (Figure 2). To extend Green's theorem so it can handle D, we divide region D into two regions, D1 and D2 (with respective boundaries ∂D1 and ∂D2), in such a way that D=D1∪D2 and neither D1 nor D2 has any holes (Figure 2).

[image: Two regions. The first region D is oval-shaped with three circular holes in it. Its oriented boundary is counterclockwise. The second region is region D split horizontally down the middle into two simply connected regions with no holes. It still has a boundary oriented counterclockwise.](a) Region D with an oriented boundary has three holes. (b) Region D split into two simply connected regions has no holes.Assume the boundary of D is oriented as in the figure, with the inner holes given a negative orientation and the outer boundary given a positive orientation. The boundary of each simply connected region D1 and D2 is positively oriented. If 𝐅 is a vector field defined on D, then Green's theorem says that:
∮∂DF·dr&=∮∂D1F·dr+∮∂D2F·dr&=∬D1Qx−PydA+∬D2Qx−PydA&=∬D(Qx−Py)dA.

Therefore, Green’s theorem still works on a region with holes.

To see how this works in practice, consider annulus D in Figure 3 and suppose that 𝐅=⟨P,Q⟩ is a vector field defined on this annulus. Region D has a hole, so it is not simply connected.

Orient the outer circle of the annulus counterclockwise and the inner circle clockwise (Figure 3) so that, when we divide the region into D1 and D2, we are able to keep the region on our left as we walk along a path that traverses the boundary. Let D1 be the upper half of the annulus and D2 be the lower half. Neither of these regions has holes, so we have divided D into two simply connected regions.

We label each piece of these new boundaries as Pi for some i, as in Figure 3. If we begin at P and travel along the oriented boundary, the first segment is P1, then P2, P3, and P4. Now we have traversed D1 and returned to P.

Next, we start at P again and traverse D2. Since the first piece of the boundary is the same as P4 in D1, but oriented in the opposite direction, the first piece of D2 is −P4. Next, we have P5, then −P2, and finally P6.

[image: A diagram of an annulus – a circular region with a hole in in like a donut. Its boundary is oriented counterclockwise. One point P on the outer boundary is labeled. It is the right endpoint of the horizontal diameter. The annulus is split horizontally down the middle into two separate regions that are each simply connected. Point P is labeled on both of these regions, D1 and D2. Each region has boundaries oriented counterclockwise. The upper curve of D1 is labeled P1, the left flat side is P2, the lower curve is P3, and the right flat side is P4. The lower curve of D2 is P6, the left flat side is –P2, the upper curve is P5, and the right flat side is –P4.]Breaking the annulus into two separate regions gives us two simply connected regions. The line integrals over the common boundaries cancel out.
Figure 3 shows a path that traverses the boundary of D. Notice that this path traverses the boundary of region D1, returns to the starting point, and then traverses the boundary of region D2. Furthermore, as we walk along the path, the region is always on our left.

Notice that this traversal of the Pi paths covers the entire boundary of region D. If we had only traversed one portion of the boundary of D, then we cannot apply Green's theorem to D.

The boundary of the upper half of the annulus, therefore, is P1∪P2∪P3∪P4 and the boundary of the lower half of the annulus is −P4∪P5∪−P2∪P6. Then, Green's theorem implies:

∫∂DF·dr&=∫+P1F·dr+∫P2F·dr+∫P3F·dr+∫P4F·dr+∫−P4F·dr+∫P5F·dr−∫P2F·dr+∫P6F·dr&=∫+P1F·dr+∫P2F·dr+∫P3F·dr+∫P4F·dr−∫P4F·dr+∫P5F·dr−∫P2F·dr+∫P6F·dr&=∫+P1F·dr+∫P3F·dr+∫P5F·dr+∫P6F·dr&=∫∂D1F·dr+∫∂D2F·dr&=∬D1(Qx−Py)dA+∬D2(Qx−Py)dA&=∬D(Qx−Py)dA.

Therefore, we arrive at the equation found in Green's theorem:

∮∂DF·dr=∬D(Qz−Py)dA.

The same logic implies that the flux form of Green's theorem can also be extended to a region with finitely many holes:

∮CF·Dds=∬D(Px+Qy)dA.

Example

Calculate integral

∮∂D(sinx−x33)dx+(y33+siny)dy,

where D is the annulus given by the polar inequalities 1≤r≤2,0≤θ≤2π.

Sample Answer

Although D is not simply connected, we can use the extended form of Green’s theorem to calculate the integral. Since the integration occurs over an annulus, we convert to polar coordinates:

∮∂D(sinx−x33)dx+(y33+siny)dy&=∬D(Qx−Py)dA&=∬D(x2+y2)dA&=∫02π∫12r3drdθ=∫02π154dθ&=15π2.



Example
Let F=⟨P,Q⟩=⟨yx2+y2,−yx2+y2 and let C be any simple closed curve in a plane oriented counterclockwise. What are the possible values of ∮CF·dr?
Sample Answer

We use the extended form of Green’s theorem to show that ∮CF·dr is either 0 or −2π–that is, no matter how crazy curve C is, the line integral of F along C can have only one of two possible values. We consider two cases: the case when C encompasses the origin and the case when C does not encompass the origin.


Case 1: C Does Not Encompass the Origin

In this case, the region enclosed by C is simply connected because the only hole in the domain of F is at the origin. We showed in our discussion of cross-partials that F satisfies the cross-partial condition. If we restrict the domain of F just to C and the region it encloses, then F with this restricted domain is now defined on a simply connected domain. Since F satisfies the cross-partial property on its restricted domain, the field F is conservative on this simply connected region and hence the circulation ∮CF·dr is zero.

Case 2: C Does Encompass the Origin

In this case, the region enclosed by C is not simply connected because this region contains a hole at the origin. Let C1 be a circle of radius a centered at the origin so that C1 is entirely inside the region enclosed by C (Figure 4). Give C1 a clockwise orientation.

[image: A diagram in two dimensions. A circle C1 oriented clockwise is centered at the origin completely inside a generic curve C that is in all four quadrants. Curve C is oriented counterclockwise.]Choose circle C1 centered at the origin that is contained entirely inside C.
Let D be the region between C1 and C, and C is orientated counterclockwise. By the extended version of Green’s theorem,

∫CF·dr+∫C1F·dr&=∬DQx−PydA&=∬D−y2−x2(x2+y2)2+y2−x2(x2+y2)2dA&=0,

and therefore

∫CF·dr=−∫C1F·dr.

Since C1 is a specific curve, we can evaluate ∫C1F·dr. Let

x=acost,y=asint,0≤t≤2π

be a parameterization of C1. Then,

∫C1F·dr&=∫02πF(r(t))·r′(t)dt&=∫02π⟨−sin(t)a,−cos(t)1⟩·⟨−asin(t),−cos(t)⟩dt&=∫02πsin2(t)+cos2(t)dt=∫02πdt=2π.

Therefore, ∫CF·ds=−2π.





Green’s Theorem: Apply It
Learning Goals

	Apply the circulation form of Green's theorem
	Apply the flux form of Green's theorem
	Calculate circulation and flux on general regions



Analyzing Airflow Patterns in Your Apartment

You recently moved into a small apartment and noticed that some areas feel stuffy while others have a nice breeze when your window fan is running. Curious about the airflow patterns, you borrow a handheld anemometer from a friend in the engineering program to measure air velocity at different points in your rectangular living space. The room measures 4 meters by 3 meters. Based on your measurements, you model the air velocity as a vector field 𝐅(x,y)=⟨P(x,y),Q(x,y)⟩ where x and y are positions in meters and the components are in meters per second. You want to understand how air circulates around the room and how much air flows across certain boundaries. This information will help you decide where to place a second fan or reposition furniture for better airflow.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Advanced Vector Calculus
Advanced Vector Calculus: Background You'll Need 1
Learning Goals

	Calculate the cross product of two vectors and understand what it tells us



The Cross Product

The cross product multiplies two vectors in ℝ3 to produce a third vector that is orthogonal to both original vectors. This operation is essential for finding perpendicular directions, calculating torque, and determining areas and volumes.

Key Takeaway

cross product

For vectors 𝐮=⟨u1,u2,u3⟩ and 𝐯=⟨v1,v2,v3⟩:

 
Component Form:

𝐮×𝐯=⟨u2v3−u3v2,u3v1−u1v3,u1v2−u2v1⟩

Standard Unit Vector Form:

𝐮×𝐯=(u2v3−u3v2)𝐢−(u1v3−u3v1)𝐣+(u1v2−u2v1)𝐤


Direction: The Right-Hand Rule

The cross product formula tells us the components of 𝐮×𝐯, but how do we determine its direction? The right-hand rule provides the answer.


Right-Hand Rule Steps:

	Point your right hand fingers in the direction of the first vector 𝐮
	Curl your fingers toward the second vector 𝐯
	Your thumb points in the direction of 𝐮×𝐯


[image: This figure has two images. The first image has three vectors with the same initial point. Two of the vectors are labeled “u” and “v.” The angle between u and v is theta. The third vector is perpendicular to u and v. It is labeled “u cross v.” The second image has three vectors. The vectors are labeled “u, v, and u cross v.” “u cross v” is perpendicular to u and v. Also, on the image of these three vectors is a right hand. The fingers are in the direction of u. As the hand is closing, the direction of the closing fingers is the direction of v. The thumb is up and in the direction of “u cross v.”]The direction of u×v is determined by the right-hand rule.Pro Tip
Order Matters: Try the right-hand rule for 𝐯×𝐮. Start with fingers pointing toward 𝐯, curl toward 𝐮—your thumb points in the opposite direction! This shows that 𝐮×𝐯=−(𝐯×𝐮).Example
Let 𝐮=⟨0,2,1⟩ and 𝐯=⟨3,−1,0⟩. Calculate 𝐮×𝐯 and 𝐯×𝐮 and graph them.[image: "This]
Sample Answer

We have


𝐮×𝐯=⟨(0+1),−(0−3),(0−6)⟩=⟨1,3,−6⟩𝐯×𝐮=⟨(−1−0),−(3−0),(6−0)⟩=⟨−1,−3,6⟩.

We see that, in this case, 𝐮×𝐯=−(𝐯×𝐮) (Figure 2.56). We prove this in general later in this section.

[image: ]The cross products u×v and v×u are both orthogonal to u and v, but in opposite directions.

Cross Products of Standard Unit Vectors

Key Takeaway

unit vector cross products

Positive Results (right-hand rule gives positive direction):

	𝐢×𝐣=𝐤
	𝐣×𝐤=𝐢
	𝐤×𝐢=𝐣


Negative Results (opposite order gives negative direction):

	𝐣×𝐢=−𝐤
	𝐤×𝐣=−𝐢
	𝐢×𝐤=−𝐣


Pro Tip
Notice the cyclic pattern 𝐢→𝐣→𝐤→𝐢. Going forward in the cycle gives positive results, backward gives negative results.Example
Find 𝐢×(𝐣×𝐤).
Sample Answer
We know that 𝐣×𝐤=𝐢. Therefore, 𝐢×(𝐣×𝐤)=𝐢×𝐢=0.


Properties of the Cross Product

The dot product and cross product are both forms of vector multiplication, but they have very different properties and applications. The dot product is called the scalar product because it produces a scalar, while the cross product is called the vector product because it produces a vector.

Key Takeaway

properties of the cross product:

Let 𝐮, 𝐯, and 𝐰 be vectors, and let c be a scalar.

	Anticommutative: 𝐮×𝐯=−(𝐯×𝐮)
	Distributive: 𝐮×(𝐯+𝐰)=𝐮×𝐯+𝐮×𝐰
	Scalar multiplication: c(𝐮×𝐯)=(c𝐮)×𝐯=𝐮×(c𝐯)
	Zero vector: 𝐮×0=0×𝐮=0
	Self cross product: 𝐯×𝐯=0
	Scalar triple product: 𝐮×(𝐯×𝐰)≠(𝐮×𝐯)×𝐰 (in general)


Example
Use the cross product properties to calculate (2𝐢×3𝐣)×𝐣.
Sample Answer

(2𝐢×3𝐣)×𝐣=2(𝐢×3𝐣)×𝐣=2(3)(𝐢×𝐣)×𝐣=(6𝐤)×𝐣=6(𝐤×𝐣)=6(−𝐢)=−6𝐢.
 



Example
Use the properties of the cross product to find the magnitude of the cross product of 𝐮=⟨0,4,0⟩ and 𝐯=⟨0,0,−3⟩.
Sample Answer

We have


||𝐮×𝐯||=||𝐮||·||𝐯||·sinθ=02+42+02·02+02+(−3)2·sinπ2=4(3)(1)=12.
 




Magnitude of the Cross Product

We've focused on the direction of 𝐮×𝐯, but what about its magnitude? It turns out there is a simple expression for the magnitude of 𝐮×𝐯 involving the magnitudes of 𝐮 and 𝐯, and the sine of the angle between them.

Key Takeaway

magnitude of the cross product

For vectors 𝐮 and 𝐯 with angle θ between them:
||𝐮×𝐯||=||𝐮||·||𝐯||·sinθ


Pro Tip
Compare this to the dot product formula 𝐮·𝐯=||𝐮||·||𝐯||·cosθ. The cross product uses sine instead of cosine!
The cross product only works in three dimensions. In 2D, there's no direction simultaneously perpendicular to two nonparallel vectors—you'd need to point "out of the plane," which requires a third dimension. This geometric requirement explains why cross products are fundamental in 3D applications like torque, rotation, and magnetic fields, but don't exist in 2D vector algebra.


Advanced Vector Calculus: Background You'll Need 2
Learning Goals

	Compute partial derivatives of multivariable functions



Derivatives of a Function of Two Variables

In single-variable calculus, the derivative represents an instantaneous rate of change of y with respect to x. We write this using Leibniz notation as dy/dx, where y is the dependent variable and x is the independent variable.

For a function z=f(x,y) of two variables, both x and y are independent variables and z is the dependent variable. This immediately raises two questions: How do we adapt Leibniz notation for two variables? What does the derivative even mean when we have two inputs? The answer lies in partial derivatives.

Key Takeaway

partial derivatives

Let f(x,y) be a function fo two variables.


The partial derivative of f with respect to x, written as ∂f∂x or fx, is defined as

∂f∂x= lim h→0f(x+h,y)−f(x,y)h.

The partial derivative of f with respect to y, written as ∂f∂y or fy, is defined as

∂f∂y= lim k→0f(x,y+k)−f(x,y)k.


This definition reveals two key differences from single-variable derivatives. First, the notation changes—we use the symbol ∂ instead of d. This rounded "d" is called "partial," so ∂f/∂x is read as "the partial of f with respect to x."

Second, we now have two different derivatives we can compute, one with respect to each independent variable. Depending on which variable we choose, we get entirely different partial derivatives.

Example
Use the definition of the partial derivative as a limit to calculate ∂f/∂x and ∂f/∂y for the function
f(x,y)=x2−3xy+2y2−4x+5y−12.

Sample Answer

First, calculate f(x+h,y).

f(x+h,y)=(x+h)2−3(x+h)y+2y2−4(x+h)+5y−12=x2+2xh+h2−3xy−3hy+2y2−4x−4h+5y−12.

 

Next, substitute this into our definition and simplify:
∂f∂x=limh→0f(x+h,y)−f(x,y)h=limh→0(x2+2xh+h2−3xy−3hy+2y2−4x−4h+5y−12)−(x2−3xy+2y2−4x+5y−12)h=limh→0x2+2xh+h2−3xy−3hy+2y2−4x−4h+5y−12−x2+3xy−2y2+4x−5y+12h=limh→02xh+h2−3hy−4hh=limh→0h(2x+h−3y−4)h=limh→0(2x+h−3y−4)=2x−3y−4

 

To calculate ∂f∂y, first calculate f(x,y+h):
f(x,y+h)=x2−3x(y+h)+2(y+h)2−4x+5(y+h)−12=x2−3xy−3xh+2y2+4yh+2h2−4x+5y+5h−12.

 

Next, substitute this into our definition and simplify:
∂f∂y=limk→0f(x,y+h)−f(x,y)k=limk→0(x2−3xy−3xh+2y2+4yh+2h2−4x+5y+5h−12)−(x2−3xy+2y2−4x+5y−12)k=limk→0x2−3xy−3xh+2y2+4yh+2h2−4x+5y+5h−12−x2+3xy−2y2+4x−5y+12k=limk→0−3xk+4yk+2k2+5kk=limk→0h(−3x+4y+2k+5)k=limk→0(−3x+4y+2k+5)=−3x+4y+5.




Computing Partial Derivatives

The key idea when calculating partial derivatives is simple: treat all independent variables except the one you're differentiating with respect to as constants. Then differentiate as you would with a single-variable function.

Why does this work? When we fix y and define g(x)=f(x,y) as a function of x only, we get:

g′(x)= lim h→0g(x+h)−g(x)h= lim h→0f(x+h,y)−f(x,y)h=∂f∂x.

The same reasoning applies for the partial derivative with respect to y. Fix x and define h(y)=f(x,y) as a function of y only:

h′(y)= lim k→0h(y+k)−h(y)k= lim k→0f(x,y+k)−f(x,y)k=∂f∂y.

All the differentiation rules you learned in single-variable calculus still apply.

Pro Tip

To find ∂f∂x: Treat y as a constant and differentiate with respect to x.

To find ∂f∂y: Treat x as a constant and differentiate with respect to y.

Example
Calculate ∂f/∂x and ∂f/∂y for the following functions by holding the opposite variable constant then differentiating:
	f(x,y)=x2−3xy+2y2−4x+5y−12.
	g(x,y)=sin(x2y−2x+4)


Sample Answer

	To calculate ∂f/∂x, treat the variable y as a constant. Then differentiate f(x,y) with respect to x using the sum, difference, and power rules:
∂f∂x=∂∂x[x2−3xy+2y2−4x+5y−12]=∂∂x[x2]−∂∂x[3xy]+∂∂x[2y2]−∂∂x[4x]+∂∂x[5y]−∂∂x[12]=2x−3y+0−4+0−0=2x−3y−4.

 

The derivatives of the third, fifth, and sixth terms are all zero because they do not contain the variable x, so they are treated as constant terms. The derivative of the second term is equal to the coefficient of x, which is −3y. Calculating ∂f/∂y:
∂f∂y=∂∂y[x2−3xy+2y2−4x+5y−12]=∂∂y[x2]−∂∂y[3xy]+∂∂y[2y2]−∂∂y[4x]+∂∂y[5y]−∂∂y[12]=−3x+4y−0+5−0=−3x+4y+5.

 

These are the same answers obtained in the previous example
	To calculate ∂g/∂x, create the variable y as a constant. Then differentiate g(x,y) with respect to x using the chain rule and power rule:
∂g∂y=∂∂x[sin(x2y−2x+4)]=cos(x2y−2x+4)∂∂x[x2y−2x+4]=(2xy−2)cos(x2y−2x+4).

 

To calculate ∂f/∂y, treat the variable x as a constant. Then differentiate g(x,y) with respect to y using the chain rule and power rule:
∂g∂y=∂∂y[sin(x2y−2x+4)]=cos(x2y−2x+4)∂∂x[x2y−2x+4]=x2cos(x2−2x+4).

 




Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Functions of More Than Two Variables

Suppose we have a function of three variables, such as w=f(x,y,z). We can calculate partial derivatives of w with respect to any of the independent variables. The definitions extend naturally from what we did with two variables.

Key Takeaway

partial derivatives of functions of three variables

Let f(x,y,z) be a function of three variables. Then:


The partial derivative with respect to x is

∂f∂x= lim h→0f(x+h,y,z)−f(x,y,z)h.

The partial derivative with respect to y is

∂f∂y= lim k→0f(x,y+k,z)−f(x,y,z)k.

The partial derivative with respect to z is

∂f∂z= lim m→0f(x,y,z+m)−f(x,y,z)m.

The computation technique is identical to what you used with two variables. To calculate ∂f∂x, treat y and z as constants and differentiate with respect to x. The same principle applies for the other partial derivatives—just hold the other variables constant and differentiate with respect to the variable of interest.

Example
Use the limit definition of partial derivatives to calculate ∂f/∂x for the function
f(x, y, z)=x2−3xy+2y2−4xz+5yz2−12x+4y−3z.

 

Then, find ∂f/∂y and ∂f/∂z by setting the other two variables constant and differentiating accordingly.


Sample Answer

We first calculate ∂f/∂x using our definition, then we calculate the other two partial derivatives by holding the remaining variables constant. To use the equation to find ∂f/∂x, we first need to calculate f(x+h, y, z):

f(x+h, y, z)=(x+h)2−3(x+h)y+2y2−4(x+h)z+5yz2−12(x+h)+4y−3z=x2+2xh+h2−3xy−3xh+2y2−4xz−4hz+5yz2−12x−12h+4y−3z

 

and recall that f(x, y, z)=x2−3xy+2y2−4xz+5yz2−12x+4y−3z. Next, we substitute these two expressions into the equation:
∂f∂x=limh→0[x2+2xh+h2−3xy−3xh+2y2−4xz−4hz+5yz2−12x−12h+4y−3zh−x2−3xy+2y2−4xz+5yz2−12x+4y−3zh]=limh→0[2xh+h2−3hy−4hz−12hh]=limh→0[h(2x+h−3y−4z−12)h]=limh→0(2x+h−3y−4z−12)=2x−3y−4z−12.

 

Then we find ∂f/∂y by holding x and z constant. Therefore, any term that does not include the variable y is constant, and its derivative is zero. We can apply the sum, difference, and power rules for functions of one variable:

2&∂∂y[x2−3xy+2y2−4xz+5yz2−12x+4y−3z]&=∂∂y[x2]−∂∂y[3xy]+∂∂y[2y2]−∂∂y[4xz]+∂∂y[5yz2]−∂∂y[12x]+∂∂y[4y]−∂∂y[3z]&&=0−3x+4y−0+5z2−0+4−0&=−3x+4y+5z2+4.

To calculate ∂f/∂z, we hold x and y constant and apply the sum, difference, and power rules for functions of one variable:

2&∂∂z[x2−3xy+2y2−4xz+5yz2−12x+4y−3z]&=∂∂z[x2]−∂∂z[3xy]+∂∂z[2y2]−∂∂z[4xz]+∂∂z[5yz2]−∂∂z[12x]+∂∂z[4y]−∂∂y[3z]&&=0−0+0−4x+10yz−0+0−3&=−4z+10yz−3.


Example
Calculate the three partial derivatives of the following functions.
	f(x, y, z)=x2y−4xz+y2x−3yz
	g(x, y, z)=sin(x2y−z)+cos(x2−yz)


Sample Answer

In each case, treat all variables as constants except the one whose partial derivative you are calculating.

 
1.∂f∂x=∂∂x[x2y−4xz+y2x−3yz]=∂∂x(x2y−4xz+y2)(x−3yz)−(x2y−4xz+y2)∂∂x(x−3yz)(x−3yz)2=(2xy−4z)(x−3yz)−(x2y−4xz+y2)(1)(x−3yz)2=2x2y−6xy2z−4xz+12yz2−x2y+4xz−y2(x−3yz)2=x2y−6xy2z−4xz+12yz2+4xz−y2(x−3yz)2∂f∂y=∂∂y[x2y−4xz+y2x−3yz]=∂∂y(x2y−4xz+y2)(x−3yz)−(x2y−4xz+y2)∂∂y(x−3yz)(x−3yz)2=(x2+2y)(x−3yz)−(x2y−4xz+y2)(−3z)(x−3yz)2=x3−3x2yz+2xy−6y2z+3x2yz−12xz2+3y2z(x−3yz)2=x3+2xy−3y2z−12xz2(x−3yz)2∂f∂z=∂∂z[x2y−4xz+y2x−3yz]=∂∂z(x2y−4xz+y2)(x−3yz)−(x2y−4xz+y2)∂∂z(x−3yz)(x−3yz)2=(−4x)(x−3yz)−(x2y−4xz+y2)(−3y)(x−3yz)2=−4x2+12xyz+3x2y2−12xyz+3y3(x−3yz)2=−4x2+3x2y2+3y3(x−3yz)2

2.∂f∂x=∂∂x[sin(x2y−z)+cos(x2−yz)]=(cos(x2y−z))∂∂x(x2y−z)−(sin(x2−yz))∂∂x(x2−yz)=2xycos(x2y−z)−2xsin(x2−yz)∂f∂y=∂∂y[sin(x2y−z)+cos(x2−yz)]=(cos(x2y−z))∂∂y(x2y−z)−(sin(x2−yz))∂∂y(x2−yz)=x2cos(x2y−z)+zsin(x2−yz)∂f∂z=∂∂z[sin(x2y−z)+cos(x2−yz)]=(cos(x2y−z))∂∂z(x2y−z)−(sin(x2−yz))∂∂z(x2−yz)=−cos(x2y−z)+ysin(x2−yz)



Advanced Vector Calculus: Background You'll Need 3
Learning Goals

	Create parametric equations for curves and use them to calculate arc length.



Derivatives of Parametric Equations

When working with parametric equations x=x(t) and y=y(t), you can find the slope of the curve without eliminating the parameter.

Key Takeaway

theorem: derivative of parametric equations

For parametric equations x=x(t) and y=y(t):

dydx=dydtdxdt=y′(t)x′(t).

Important condition: x′(t)≠0

Pro Tip

Why This Formula Works

Think of the chain rule: As t changes, both x and y change. The ratio of their rates of change gives us the slope of the curve.

This is particularly useful when eliminating the parameter would result in a complicated expression!

The parametric derivative formula works for any parametric curve—even curves that loop or cross themselves and can't be written as y=f(x).

Recall
Recall that a critical point of a differentiable function y=f(x) is any point x=x0 such that either f′(x0)=0 or f′(x0) does not exist.
The parametric approach gives us the slope at any point along the curve, regardless of how complicated the path might be.

Example


Calculate the derivative dydx for each of the following parametrically defined plane curves, and locate any critical points on their respective graphs.

	x(t)=t2−3,y(t)=2t−1,−3≤t≤4
	x(t)=2t+1,y(t)=t3−3t+4,−2≤t≤5
	x(t)=5cost,y(t)=5sint,0≤t≤2π




Sample Answer


	To apply the theorem , first calculate x′(t) and y′(t): 

x′(t)=2ty′(t)=2.



Next substitute these into the equation:

dydx=dydtdxdtdydx=22tdydx=1t.



This derivative is undefined when t=0. Calculating x(0) and y(0) gives x(0)=(0)2−3=−3 and y(0)=2(0)−1=−1, which corresponds to the point (−3,−1) on the graph. The graph of this curve is a parabola opening to the right, and the point (−3,−1) is its vertex as shown.


[image: A curved line going from (6, −7) through (−3, −1) to (13, 7) with arrow pointing in that order. The point (6, −7) is marked t = −3, the point (−3, −1) is marked t = 0, and the point (13, 7) is marked t = 4. On the graph there are also written three equations: x(t) = t2 − 3, y(t) = 2t − 1, and −3 ≤ t ≤ 4.]Graph of the parabola described by parametric equations in part a.

	To apply the theorem, first calculate x′(t) and y′(t): 

x′(t)=2y′(t)=3t2−3.



Next substitute these into the equation:

dydx=dydtdxdtdydx=3t2−32.



This derivative is zero when t=±1. When t=−1 we have

x(−1)=2(−1)+1=−1 and y(−1)=(−1)3−3(−1)+4=−1+3+4=6,



which corresponds to the point (−1,6) on the graph. When t=1 we have

x(1)=2(1)+1=3 and y(1)=(1)3−3(1)+4=1−3+4=2,



which corresponds to the point (3,2) on the graph. The point (3,2) is a relative minimum and the point (−1,6) is a relative maximum, as seen in the following graph.


[image: A vaguely sinusoidal curve going from (−3, 2) through (−1, 6) and (3, 2) to (5, 6). The point (−3, 2) is marked t = −2, the point (−1, 6) is marked t = −1, the point (3, 2) is marked t = 1, and the point (5, 6) is marked t = 2. On the graph there are also written three equations: x(t) = 2t + 1, y(t) = t3 – 3t + 4, and −2 ≤ t ≤ 2.]Graph of the curve described by parametric equations in part b.

	To apply the theorem, first calculate x′(t) and y′(t): 

x′(t)=−5sinty′(t)=5cost.



Next substitute these into the equation:

dydx=dydtdxdtdydx=5cost−5sintdydx=−cott.



This derivative is zero when cost=0 and is undefined when sint=0. This gives t=0,π2,π,3π2, and 2π as critical points for t. Substituting each of these into x(t) and y(t), we obtain




	t
	x(t)
	y(t)





	0
	5
	0



	π2
	0
	5



	π
	−5
	0



	3π2
	0
	−5



	2π
	5
	0








These points correspond to the sides, top, and bottom of the circle that is represented by the parametric equations (Figure 4). On the left and right edges of the circle, the derivative is undefined, and on the top and bottom, the derivative equals zero.


[image: A circle with radius 5 centered at the origin is graphed with arrow going counterclockwise. The point (5, 0) is marked t = 0, the point (0, 5) is marked t = π/2, the point (−5, 0) is marked t = π, and the point (0, −5) is marked t = 3π/2. On the graph there are also written three equations: x(t) = 5 cos(t), y(t) = 5 sin(t), and 0 ≤ t ≤ 2π.]Graph of the curve described by parametric equations in part c.





Watch the following video to see the worked solution to the example above.

Interactive elements can be viewed embedded within the content of our online courseware.


For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "7.2 Calculus of Parametric Curves" here (opens in new window).



Example


Find the equation of the tangent line to the curve defined by the equations

x(t)=t2−3,y(t)=2t−1,−3≤t≤4 when t=2.

 



Sample Answer


First find the slope of the tangent line using the theorem, which means calculating x′(t) and y′(t):

x′(t)=2ty′(t)=2.

 
Next substitute these into the equation:

dydx=dydtdxdtdydx=22tdydx=1t.

 
When t=2, dydx=12, so this is the slope of the tangent line. Calculating x(2) and y(2) gives

x(2)=(2)2−3=1 and y(2)=2(2)−1=3,

 
which corresponds to the point (1,3) on the graph (Figure 6). Now use the point-slope form of the equation of a line to find the equation of the tangent line:

y−y0=m(x−x0)y−3=12(x−1)y−3=12x−12y=12x+52.

 
[image: A curved line going from (6, −7) through (−3, −1) to (13, 7) with arrow pointing in that order. The point (6, −7) is marked t = −3, the point (−3, −1) is marked t = 0, and the point (13, 7) is marked t = 4. On the graph there are also written three equations: x(t) = t2 − 3, y(t) = 2t − 1, and −3 ≤ t ≤ 4. At the point (1, 3), which is marked t = 2, there is a tangent line with equation y = x/2 + 5/2.]Tangent line to the parabola described by the given parametric equations when t=2.


Watch the following video to see the worked solution to the example above.

Interactive elements can be viewed embedded within the content of our online courseware.


For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "7.2 Calculus of Parametric Curves" here (opens in new window).



Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Arc Length of a Parametric Curve

Arc length measures the actual distance traveled along a curve. If a particle moves from point A to point B along a parametric path, the arc length tells you exactly how far it traveled.

Key Takeaway

theorem: arc length of a parametric curve

For a plane curve defined by x=x(t), y=y(t) where t1≤t≤t2, with x(t) and y(t) differentiable then:

s=∫t1t2(dxdt)2+(dydt)2dt.

This formula gives the exact arc length of the parametric curve.


How to: Calculate Arc Length
	Find dxdt and dydt
	Square both derivatives
	Add the squared derivatives under a square root
	Integrate with respect to t over the given interval
	Use trigonometric identities when needed (like sin2t+cos2t=1)



Example


Find the arc length of the semicircle defined by the equations

x(t)=3cost,y(t)=3sint,0≤t≤π.

 



Sample Answer


The values t=0 to t=π trace out the red curve in Figure 9. To determine its length, use the theorem:

s=∫t1t2(dxdt)2+(dydt)2dt=∫0π(−3sint)2+(3cost)2dt=∫0π9sin2t+9cos2tdt=∫0π9(sin2t+cos2t)dt=∫0π3dt=3t|0π=3π.

 
Note that the formula for the arc length of a semicircle is πr and the radius of this circle is 3. This is a great example of using calculus to derive a known formula of a geometric quantity.

[image: A semicircle is drawn with radius 3. There is an arrow pointing counterclockwise. On the graph there are also written three equations: x(t) = 3 cos(t), y(t) = 3 sin(t), and 0 ≤ t ≤ π.]The arc length of the semicircle is equal to its radius times π.


Watch the following video to see the worked solution to the example above.

Interactive elements can be viewed embedded within the content of our online courseware.


For closed captioning, open the video on its original page by clicking the Youtube logo in the lower right-hand corner of the video display. In YouTube, the video will begin at the same starting point as this clip, but will continue playing until the very end.

You can view the transcript for this segmented clip of "7.2 Calculus of Parametric Curves" here (opens in new window).



Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Divergence and Curl: Learn It 1
Learning Goals

	Determine divergence from the formula for a given vector field
	Determine curl from the formula for a given vector field
	Use divergence and curl to identify conservative fields



Divergence

Divergence is an operation on a vector field that tells us how the field behaves toward or away from a point. Locally, the divergence of a vector field 𝐅 in ℝ2 or ℝ3 at a particular point P is a measure of the "outflowing-ness" of the vector field at P.

If 𝐅 represents the velocity of a fluid, then the divergence of 𝐅 at P measures the net rate of change with respect to time of the amount of fluid flowing away from P (the tendency of the fluid to flow "out of" P). If the amount of fluid flowing into P is the same as the amount flowing out, then the divergence at P is zero.

Key Takeaway

divergence

If F⟨P,Q,R⟩ is a vector field in ℝ3 and Px, Qy, and Rz all exist, then the divergence of F is defined by:

 div F=Px+Qy+Rz=∂P∂x+∂Q∂y+∂R∂z.

Pro Tip

Note the divergence of a vector field is not a vector field, but a scalar function. In terms of the gradient operator ∇=⟨∂∂x,∂∂y,∂∂z⟩, divergence can be written symbolically as the dot product:

 div F=∇·F.

Note this is merely helpful notation, because the dot product of a vector of operators and a vector of functions is not meaningfully defined given our current definition of dot product. If F⟨P,Q⟩ is a vector field in ℝ2, and Px and Qy both exist, then the divergence of F is defined similarly as:
 div F=Px+Qy=∂P∂x+∂Q∂y=∇·F.

To illustrate this point, consider the two vector fields in Figure 1.

[image: Two images of vector fields A and B in two dimensions. Vector field A has arrows pointing up and to the right. They do not change in size or direction. It has zero divergence. Vector field B has arrows surrounding the origin in a counterclockwise direction. The arrows are larger the closer they are to the origin. It also has zero divergence.](a) Vector field ⟨1,2⟩ has zero divergence. (b) Vector field ⟨−y,x⟩ also has zero divergence.At any particular point, the amount flowing in is the same as the amount flowing out, so at every point the "outflowing-ness" of the field is zero. Therefore, we expect the divergence of both fields to be zero, and this is indeed the case, as:
 div (⟨1,2⟩)=∂∂x(1)+∂∂y(2)=0 and div (⟨−y,x⟩)=∂∂x(−y)+∂∂y(x)=0.

By contrast, consider radial vector field R(x,y)=⟨−x,−y⟩ in Figure 2.

[image: A vector field in two dimensions with negative divergence. The arrows point in towards the origin in a radial pattern. The closer the arrows are to the origin, the larger they are.]This vector field has negative divergence.

At any given point, more fluid is flowing in than is flowing out, and therefore the “outgoingness” of the field is negative. We expect the divergence of this field to be negative, and this is indeed the case, as  div (R)=∂∂x(−x)+∂∂y(−y)=−2.

To get a global sense of what divergence is telling us, suppose that a vector field in ℝ2 represents the velocity of a fluid. Imagine taking an elastic circle (a circle with a shape that can be changed by the vector field) and dropping it into a fluid. If the circle maintains its exact area as it flows through the fluid, then the divergence is zero. This would occur for both vector fields in Figure 1.
On the other hand, if the circle's shape is distorted so that its area shrinks or expands, then the divergence is not zero. Imagine dropping such an elastic circle into the radial vector field in Figure 2 so that the center of the circle lands at point (3,3). The circle would flow toward the origin, and as it did so the front of the circle would travel more slowly than the back, causing the circle to "scrunch" and lose area. This is how you can see a negative divergence.

Example
If F(x,y,z)=exi+yzj−y2k, then find the divergence of F at (0,2,−1).
Sample Answer

The divergence of F is

∂∂x(ex)+∂∂y(yz)−∂∂z(yz2)=ex+z−2yz.

Therefore, the divergence at (0,2,−1) is e0−1+4=4. If F represents the velocity of a fluid, then more fluid is flowing out than flowing in at point (0,2,−1).




One application for divergence occurs in physics when working with magnetic fields. A magnetic field is a vector field that models the influence of electric currents and magnetic materials. Physicists use divergence in Gauss's law for magnetism, which states that if 𝐁 is a magnetic field, then ∇·𝐁=0; in other words, the divergence of a magnetic field is zero.

Example
Is it possible for F(x,y)=⟨x2y,y−xy2⟩ to be a magnetic field?
Sample Answer

If F were magnetic, then its divergence would be zero. The divergence of F is

∂∂x(x2y)+∂∂y(y−xy2)=2xy+1−2xy=1.

and therefore F cannot model a magnetic field (Figure 3).

[image: A vector field in two dimensions with divergence equal to 1. The arrows are quite flat near the x axis and vertical near the y axis. They seem to asymptotically approach the axes in quadrants 2 and 4, pointing up and to the right in quadrant 2 and down and to the left in quadrant 4. In quadrant 1, they start by pointing up and to the right close to the y axis, but they soon shift to pointing down and to the right. In quadrant 3, they start by pointing down and to the left close to the y axis, bu they soon shift to pointing up and to the left. The closer the arrows are to the origin, the shorter they are.]The divergence of vector field F(x,y)=⟨x2y,y−xy2⟩
is one, so it cannot model a magnetic field.

Another application for divergence is detecting whether a field is source free. Recall that a source-free field is a vector field that has a stream function; equivalently, a source-free field is a field with a flux that is zero along any closed curve. The next two theorems say that, under certain conditions, source-free vector fields are precisely the vector fields with zero divergence.

Key Takeaway

divergence of a source-free vector field

If F=⟨P,Q⟩ is a source-free continuous vector field with differentiable component functions, then  div F=0.

Connect It

Proof



Since F is source free, there is a function g(x,y) with gy=P and −gx=Q. Therefore, F=⟨gy,−gx⟩ and  div F=gyx−gxy=0 by Clairaut’s theorem.

∎

The converse of this theorem is true on simply connected regions, but the proof is too technical to include here. Thus, we have the following theorem, which can test whether a vector field in ℝ2 is source free.

Key Takeaway

divergence test for source-free vector fields

Let F=⟨P,Q⟩ be a continuous vector field with differentiable component functions with a domain that is simply connected. Then,  div F=0 if and only if F is source free.

Example
Is field F(x,t)=⟨x2y,5−xy2⟩ source free?
Sample Answer

Note the domain of F is ℝ2, which is simply connected. Furthermore, F is continuous with differentiable component functions. Therefore, we can use the divergence test for source-free vector fields to analyze F. The divergence of F is

∂∂x(x2y)+∂∂y(5−xy2)=2xy−2xy=0.

Therefore, F is source free by the divergence test for source-free vector fields.




Divergence and Green's Theorem

Recall that the flux form of Green’s theorem says that

∮CF·Nds=∬DPx+QydA,

where C is a simple closed curve and D is the region enclosed by C. Since Px+Qy= div F, Green’s theorem is sometimes written as

∮CF·Nds=∬D div FdA.

Therefore, Green’s theorem can be written in terms of divergence.

If we think of divergence as a derivative of sorts, then Green’s theorem says the “derivative” of F on a region can be translated into a line integral of F along the boundary of the region. This is analogous to the Fundamental Theorem of Calculus, in which the derivative of a function f on a line segment [a,b] can be translated into a statement about f on the boundary of [a,b]. Using divergence, we can see that Green’s theorem is a higher-dimensional analog of the Fundamental Theorem of Calculus.
We can use all of what we have learned in the application of divergence.

Let v be a vector field modeling the velocity of a fluid. Since the divergence ofv at point P measures the “outflowing-ness” of the fluid at P,  div v(P)>0 implies that more fluid is flowing out of P than flowing in. Similarly,  div v(P)<0 implies the more fluid is flowing in to P than is flowing out, and  div v(P)=0 implies the same amount of fluid is flowing in as flowing out.

Example
Suppose v(x,y)=⟨−xy,y⟩, y>0 models the flow of a fluid. Is more fluid flowing into point (1,4) than flowing out?
Sample Answer

To determine whether more fluid is flowing into (1,4) than is flowing out, we calculate the divergence of v at (1,4):

 div (v)=∂∂x(−xy)+∂∂y(y)=−y+1.

To find the divergence at (1,4), substitute the point into the divergence: −4+1=−3. Since the divergence of v at (1,4) is negative, more fluid is flowing in than flowing out (Figure 4).

[image: A vector field in two dimensions with negative divergence at (1,4). The arrows are very flat but become more vertical closer to the y axis. Above the x axis, the arrows point up and towards the y axis on either side of it. Below the x axis, the arrows point down and away from the y axis on either side of it.]Vector field v(x,y)=⟨−xy,y⟩
has negative divergence at (1,4).
Divergence and Curl: Learn It 2
Curl

The second operation on a vector field that we examine is the curl, which measures the extent of rotation of the field about a point. Suppose that 𝐅 represents the velocity field of a fluid. Then, the curl of 𝐅 at point P is a vector that measures the tendency of particles near P to rotate about the axis that points in the direction of this vector.

The magnitude of the curl vector at P measures how quickly the particles rotate around this axis. In other words, the curl at a point is a measure of the vector field's "spin" at that point. Visually, imagine placing a paddlewheel into a fluid at P, with the axis of the paddlewheel aligned with the curl vector (Figure 5). The curl measures the tendency of the paddlewheel to rotate.

[image: A diagram of a small paddlewheel in water. Arrows are drawn surrounding the center in a counterclockwise circle. At the center, the height is labeled n.]To visualize curl at a point, imagine placing a small paddlewheel into the vector field at a point.
Example

Consider the vector fields in the figure below (Figure 1). In part (a), the vector field is constant and there is no spin at any point. Therefore, we expect the curl of the field to be zero, and this is indeed the case. Part (b) shows a rotational field, so the field has spin. In particular, if you place a paddlewheel into a field at any point so that the axis of the wheel is perpendicular to a plane, the wheel rotates counterclockwise. Therefore, we expect the curl of the field to be nonzero, and this is indeed the case (the curl is 2k).

[image: Two images of vector fields A and B in two dimensions. Vector field A has arrows pointing up and to the right. They do not change in size or direction. It has zero divergence. Vector field B has arrows surrounding the origin in a counterclockwise direction. The arrows are larger the closer they are to the origin. It also has zero divergence.](a) Vector field ⟨1,2⟩ has zero divergence. (b) Vector field ⟨−y,x⟩ also has zero divergence.Pro Tip
To see what curl is measuring globally, imagine dropping a leaf into the fluid. As the leaf moves along with the fluid flow, the curl measures the tendency of the leaf to rotate. If the curl is zero, then the leaf doesn’t rotate as it moves through the fluid.Key Takeaway

curl

If F=⟨P,Q,R⟩ is a vector field in ℝ3, and Py, Pz, Qx, Qz, Rx, and Ry all exist, then the curl of F is defined by:

 curl F&=(Ry−Qz)i+(Pz−Rx)j+(Qx−Py)k&=(∂R∂y−∂Q∂z)i+(∂P∂z−∂R∂x)j+(∂Q∂x−∂P∂y)k.

Note that the curl of a vector field is a vector field, in contrast to divergence.

Pro Tip

The definition of curl can be difficult to remember. To help with remembering, we use the notation ∇×𝐅 to stand for a "determinant" that gives the curl formula:

|ijk∂∂x∂∂y∂∂zPQR|.

The determinant of this matrix is:

(Ry−Qz)i−(Rx−Pz)j+(Qx−Py)k=(Ry−Qz)i+(Pz−Rx)j+(Qx−Py)k= curl F.

Thus, this matrix is a way to help remember the formula for curl. Keep in mind, though, that the word determinant is used very loosely. A determinant is not really defined on a matrix with entries that are three vectors, three operators, and three functions.


If F=⟨P,Q⟩ is a vector field in ℝ2, then the curl of F, by definition, is:

 curl F=(Qx−Py)k=(∂Q∂x−∂P∂y)k.

Example
Find the curl of F(P,Q,R)=⟨x2z,ey+xz,xyz⟩.
Sample Answer

The curl is

 curl F&=∇×F&=|ijk∂∂x∂∂y∂∂zPQR|&=(Ry−Q)z)i+(Pz−Rx)j+(Qx−Py)k&=(xz−z)i+(x2−yz)j+zk.



Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Example
Find the curl of F=⟨P,Q⟩=⟨y,0⟩.
Sample Answer

Notice that this vector field consists of vectors that are all parallel. In fact, each vector in the field is parallel to the x-axis. This fact might lead us to the conclusion that the field has no spin and that the curl is zero. To test this theory, note that

 curl F=(Qx−Pt)k=−k≠0.

Therefore, this vector field does have spin. To see why, imagine placing a paddlewheel at any point in the first quadrant (Figure 2). The larger magnitudes of the vectors at the top of the wheel cause the wheel to rotate. The wheel rotates in the clockwise (negative) direction, causing the coefficient of the curl to be negative.

[image: Two vector field diagrams consisting of vectors that are all parallel. The closer they are to the x axis, the shorter the arrows are. Above the x axis, the arrows point to the right, and below the x axis, the arrows point to the left.]Vector field F(x,y)=⟨y,0⟩ consists of vectors that are all parallel.

Curl and Green's Theorem

Note that if F=⟨P,Q⟩ is a vector field in a plane, then  curl F·k=(Qx−Py)k·k=Qx−Py. Therefore, the circulation form of Green’s theorem is sometimes written as:

∮CF·dr=∬D curl ·kdA,

where C is a simple closed curve and D is the region enclosed by C.

Therefore, the circulation form of Green’s theorem can be written in terms of the curl. If we think of curl as a derivative of sorts, then Green’s theorem says that the “derivative” of F on a region can be translated into a line integral of F along the boundary of the region. This is analogous to the Fundamental Theorem of Calculus, in which the derivative of a function f on line segment [a,b] can be translated into a statement about f on the boundary of [a,b]. Using curl, we can see the circulation form of Green’s theorem is a higher-dimensional analog of the Fundamental Theorem of Calculus.

Example

We can now use what we have learned about curl to show that gravitational fields have no “spin.” Suppose there is an object at the origin with mass m1 at the origin and an object with mass m2. Recall that the gravitational force that object 1 exerts on object 2 is given by field:

F(x,y,z)=−Gm1m2⟨x(x2+y2+z2)3/2,y(x2+y2+z2)3/2,z(x2+y2+z2)3/2⟩.

Show that a gravitational field has no spin.
Sample Answer

To show that F has no spin, we calculate its curl. Let P(x,y,z)=x(x2+y2+z2)3/2, Q(x,y,z)=y(x2+y2+z2)3/2, and R(x,y,z)=z(x2+y2+z2)3/2. Then,

 curl F&=−Gm1m2[(Ry−Qz)i+(Pz−Rx)j+(Qx−Py)k]&=−Gm1m2[&(−3yz(x2+y2+z2)5/2−(−3yz(x2+y2+z2)5/2))i&+(−3xz(x2+y2+z2)5/2−(−3xz(x2+y2+z2)5/2))j&+(−3xy(x2+y2+z2)5/2−(−3xy(x2+y2+z2)5/2))k]&=0 .

Since the curl of the gravitational field is zero, the field has no spin.



Divergence and Curl: Learn It 3
Using Divergence and Curl

Now that we understand the basic concepts of divergence and curl, we can discuss their properties and establish relationships between them and conservative vector fields.

If 𝐅 is a vector field in ℝ3, then the curl of 𝐅 is also a vector field in ℝ3. Therefore, we can take the divergence of a curl. The next theorem says that the result is always zero. This result is useful because it gives us a way to show that some vector fields are not the curl of any other field.

To give this result a physical interpretation, recall that divergence of a velocity field 𝐯 at point P measures the tendency of the corresponding fluid to flow out of P. Since  div curl (𝐯)=0, the net rate of flow in vector field curl(𝐯) at any point is zero. Taking the curl of vector field 𝐅 eliminates whatever divergence was present in 𝐅.

Key Takeaway

divergence of the curl

Let F=⟨P,Q,R⟩ be a vector field in ℝ3 such that the component functions all have continuous second-order partial derivatives. Then,

 div curl (F)=∇·(∇×F)=0.
Connect It

Proof



By the definitions of divergence and curl, and by Clairaut’s theorem,

 div curl (F)&= div [(Ry−Qz)i+(Pz−Rx)j+(Qx−Py)k]&=Ryx−Qxz+Pyz−Ryx+Qzx−Pzy&=0.

∎
Example
Show that F(x,y,z)=exi+yzj+xz2k is not the curl of another vector field. That is, show that there is no other vector G with curl G=F.
Sample Answer

Notice that the domain of F is all of ℝ3 and the second-order partials of F are all continuous. Therefore, we can apply the previous theorem to F.

The divergence of F is ex+z+2xz. If F were the curl of vector field G, then  div F= div curl G=0. But, the divergence of F is not zero, and therefore F is not the curl of any other vector field.




With the next two theorems, we show that if 𝐅 is a conservative vector field then its curl is zero, and if the domain of 𝐅 is simply connected then the converse is also true. This gives us another way to test whether a vector field is conservative.

Key Takeaway

curl of a conservative vector field

If F=⟨P,Q,R⟩ is conservative, then  curl F=0. 
Connect It

Proof



Since conservative vector fields satisfy the cross-partials property, all the cross-partials of F are equal. Therefore,

 curl F&=(Ry−Qz)i+(Pz−Rx)j+(Qx−Py)k&=0.

∎
The same theorem is true for vector fields in a plane.
Since a conservative vector field is the gradient of a scalar function, the previous theorem says that  curl (∇f)=0 for any scalar function f. In terms of our curl notation, ∇×∇(f)=0. This equation makes sense because the cross product of a vector with itself is always the zero vector. Sometimes equation ∇×∇(f)=0 is simplified as ∇×∇=0.

Key Takeaway

curl test for a conservative field

Let F=⟨P,Q,R⟩ be a vector field in space on a simply connected domain. If  curl F=0, then F is conservative.

Connect It

Proof



Since  curl F=0, we have that Ry=Qz, Pz=Rx, and Qx=Py. Therefore, F satisfies the cross-partials property on a simply connected domain, and Cross-Partial Property of Conservative Fields Theorem implies that F is conservative.

∎

The same theorem is also true in a plane. Therefore, if 𝐅 is a vector field in a plane or in space and the domain is simply connected, then 𝐅 is conservative if and only if  curl 𝐅=0.

Example
Use the curl to determine whether F(x,y,z)=⟨yz,xz,xy⟩ is conservative.
Sample Answer
Note that the domain of F is all of ℝ3, which is simply connected (Figure 1). Therefore, we can test whether F is conservative by calculating its curl.[image: A diagram showing the curl of a vector field in two dimensions. The curl is zero. The arrows seem to be pointing up and over into the yz plane.]The curl of vector field F(x,y,z)=⟨yz,xz,xy⟩ is zero.
The curl of F is

(∂∂yxy−∂∂zxz)i+(∂∂yyz−∂∂zxy)j+(∂∂yxz−∂∂zyz)k=(x−x)i+(y−y)j+(z−z)k=0.

Thus, F is conservative.




The Laplace Operator

We have seen that the curl of a gradient is zero. What is the divergence of a gradient? If f is a function of two variables, then  div (∇f)=∇·(∇f)=fxx+fyy. We abbreviate this "double dot product" as ∇2. This operator is called the Laplace operator, and in this notation Laplace's equation becomes ∇2f=0. Therefore, a harmonic function is a function that becomes zero after taking the divergence of a gradient.

Similarly, if f is a function of three variables then,

 div (∇f)=∇·(∇f)=fxx+fyy+fzz.

Using this notation we get Laplace’s equation for harmonic functions of three variables:

∇2f=0.

Harmonic functions arise in many applications. For example, the potential function of an electrostatic field in a region of space that has no static charge is harmonic.

Example
Is it possible for f(x,y)=x2+x−y to be the potential function of an electrostatic field that is located in a region of ℝ2 free of static charge?
Sample Answer
If f were such a potential function, then f would be harmonic. Note that fxx=2, and fyy=0, so fxx+fyy≠0. Therefore, f is not harmonic and f cannot represent an electrostatic potential.


Divergence and Curl: Apply It
Learning Goals

	Determine divergence from the formula for a given vector field
	Determine curl from the formula for a given vector field
	Use divergence and curl to identify conservative fields



Analyzing Airflow in Your Dorm Room

It's the first hot week of the semester, and your small dorm room feels stuffy despite having two fans running. Your roommate, who is studying mechanical engineering, offers to help optimize your airflow setup. They place sensors at various points in the room and model the combined air velocity as vector fields based on different fan positions. The velocity vectors describe how fast and in what direction air moves at each point in the room. By analyzing these vector fields, you can determine where air is stagnating, where it's flowing effectively, and whether the fans create useful circulation patterns. Understanding these airflow characteristics will help you reposition the fans for maximum cooling comfort during the hot days ahead.

Your roommate's first sensor reading models the airflow velocity in a horizontal cross-section of the room as the vector field 𝐯(x,y)=⟨3x+y,2x−3y⟩, where x and y are measured in meters from the center of the room, and velocity is in meters per second.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Your roommate repositions the oscillating fan and the new airflow in a vertical cross-section is modeled by the three-dimensional vector field 𝐅(x,y,z)=⟨yz,xz,xy⟩, where z represents height above the floor.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Your roommate tries a different fan configuration. The resulting airflow is modeled by 𝐆(x,y,z)=⟨2xz,y2,x2+z⟩.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.
You want to know if certain airflow patterns could represent a conservative vector field, which would mean the air circulation is "path-independent" and easier to predict. Your roommate tests two different fan setups:

Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Your roommate proposes one final airflow model: 𝐇(x,y,z)=⟨exsiny,excosy,z2⟩.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Surface Integrals: Learn It 1
Learning Goals

	Understand and find parametric representations of surfaces
	Calculate surface integrals of scalar functions
	Calculate surface integrals of vector fields
	Use surface integrals to solve real-world problems



Parametric Surfaces

We have seen that a line integral is an integral over a path in a plane or in space. However, if we wish to integrate over a surface (a two-dimensional object) rather than a path (a one-dimensional object) in space, then we need a new kind of integral that can handle integration over objects in higher dimensions. We can extend the concept of a line integral to a surface integral to allow us to perform this integration.
Just as with line integrals, there are two kinds of surface integrals: surface integrals of scalar-valued functions and surface integrals of vector fields. Before we can integrate over a surface, we need to understand how to describe surfaces mathematically using parameterizations.

Recall

Parameterizing Curves

To calculate a line integral over curve C, we first parameterize C. A parametric curve uses one parameter t to trace out a one-dimensional path.


To calculate a surface integral over surface S, we need to parameterize S. A parametric surface uses two parameters because a surface is two-dimensional.

A parametric surface is given by:

𝐫(u,v)=⟨x(u,v),y(u,v),z(u,v)⟩

Pro Tip
Notice that this parameterization involves two parameters, u and v, because a surface is two-dimensional, and therefore two variables are needed to trace out the surface.
The parameters u and v vary over a region called the parameter domain (or parameter space)—the set of points in the uv-plane that can be substituted into 𝐫. Each choice of u and v in the parameter domain gives a point on the surface, just as each choice of parameter t gives a point on a parameterized curve. The entire surface is created by making all possible choices of u and v over the parameter domain.

Key Takeaway

parameter domain

Given a parameterization of surface r(u,v)=⟨x(u,v),y(u,v),z(u,v)⟩, the parameter domain of the parameterization is the set of points in the uv-plane that can be substituted into r.

Example

Describe the surface S parameterized by

𝐫(u,v)=⟨cosu,sinu,v⟩,−∞<u<∞,−∞<v<∞

Sample Answer

To get an idea of the shape of the surface, we first plot some points. Since the parameter domain is all of ℝ2, we can choose any value for u and v and plot the corresponding point. If u=v=0, then r(0,0)⟨1,0,0⟩, so point (1,0,0) is on S. Similarly, points r(π,2)=⟨−1,0,2⟩ and r(π2,4)=(0,1,4) are on S.

Although plotting points may give us an idea of the shape of the surface, we usually need quite a few points to see the shape. Since it is time-consuming to plot dozens or hundreds of points, we use another strategy. To visualize S, we visualize two families of curves that lie on S. In the first family of curves we hold u constant; in the second family of curves we hold v constant. This allows us to build a “skeleton” of the surface, thereby getting an idea of its shape.

First, suppose that u is a constant K. Then the curve traced out by the parameterization is ⟨cosK,sinK,v⟩, which gives a vertical line that goes through point (cosK,sinK,v) in the xy-plane.

Now suppose that v is a constant K. Then the curve traced out by the parameterization is ⟨cosK,sinK,v⟩, which gives a circle in plane z=K with radius 1 and center (0,0,K).

If u is held constant, then we get vertical lines; if v is held constant, then we get circles of radius 1 centered around the vertical line that goes through the origin. Therefore the surface traced out by the parameterization is cylinder x2+y2=1 (Figure 1).

[image: Three diagrams in three dimensions. The first shows vertical lines around the origin. The second shows parallel circles all with center at the origin and radius of 1. The third shows the lines and circle. Together, they form the skeleton of a cylinder.](a) Lines ⟨cosK,sinK,v⟩ for K=0,π2,π, and 3π2. (b) Circles ⟨cosu,sinu,K⟩ for K=−2,−1,1, and 2. (c) The lines and circles together. As u and v vary, they describe a cylinder.Notice that if x=cosu and y=sinu, then x2+y2=1, so points from S do indeed lie on the cylinder. Conversely, each point on the cylinder is contained in some circle ⟨cosK,sinK,v⟩ for some k, and therefore each point on the cylinder is contained in the parameterized surface (Figure 2).[image: An image of a vertical cylinder in three dimensions with the center of its circular base located on the z axis.]Cylinder x2+y2=r2 has parameterization r(u,v)=⟨rcosu,rsinu,v⟩, 0≤u≤2π,−∞<v<∞.

Analysis

Notice that if we change the parameter domain, we could get a different surface. For example, if we restricted the domain to 0≤u≤π,0<v<6, then the surface would be a half-cylinder of height 6.

Pro Tip

Parameterizing Cylinders

It follows from the example that we can parameterize all cylinders of the form x2+y2=R2. If S is a cylinder given by equation x2+y2=R2, then a parameterization of S is:

𝐫(u,v)=⟨Rcosu,Rsinu,v⟩,0≤u≤2π,−∞<v<∞


We can also find different types of surfaces given their parameterization, or we can find a parameterization when we are given a surface.

Example

Describe the surface S parameterized by r(u,v)=⟨ucosv,usinv,u2⟩,0≤u≤∞,0≤v<2π.

Sample Answer

Notice that if u is held constant, then the resulting curve is a circle of radius u in plane z=u. Therefore, as u increases, the radius of the resulting circle increases. If v is held constant, then the resulting curve is a vertical parabola. Therefore, we expect the surface to be an elliptic paraboloid. To confirm this, notice that

x2+y2&=(ucosv)2+(usinv)2&=u2cos2v+u2sin2v&=u2&=z.

Therefore, the surface is elliptic paraboloid x2+y2=z (Figure 3).

[image: Two images in three dimensions. The first shows parallel circles on the z axis with radii increasing as z increases. Vertical parabolas opening up frame the circles, forming the skeleton of a paraboloid. The second shows the elliptic paraboloid, which is made of all the possible circles and vertical parabolas in the parameter domain.](a) Circles arise from holding u constant; the vertical parabolas arise from holding v constant. (b) An elliptic paraboloid results from all choices of u and v in the parameter domain.

Example
Give a parameterization of the cone x2+y2=z2 lying on or above the plane z=−2.
Sample Answer
The horizontal cross-section of the cone at height z=u is circle x2+y2=u2. Therefore, a point on the cone at height u has coordinates (ucosv,usinv,u) for angle v. Hence, a parameterization of the cone is r(u,v)=⟨ucosv,usinv,u⟩. Since we are not interested in the entire cone, only the portion on or above plane z=−2, the parameter domain is given by −2≤u<∞,0≤v<2π (Figure 4).[image: A three-dimensional diagram of the cone x^2 + y^2 = z^2, which opens up along the z axis for positive z values and opens down along the z axis for negative z values. The center is at the origin.]Cone x2+y2=r2 has parameterization r(u,v)=⟨ucosv,usinv,u⟩, −∞<u<∞,0≤v≤2π.
We have discussed parameterizations of various surfaces, but two important types of surfaces need a separate discussion: spheres and graphs of two-variable functions.
Parameterizing Spheres

To parameterize a sphere, it's easiest to use spherical coordinates. The sphere of radius ρ centered at the origin is given by:

𝐫(ϕ,θ)=⟨ρcosθsinϕ,ρsinθsinϕ,ρcosϕ⟩,0≤θ≤2π,0≤ϕ≤π

The idea is that as ϕ sweeps downward from the positive z-axis, a circle of radius ρsinϕ is traced out by letting θ run from 0 to 2π. To see this, let ϕ be fixed. Then:

x2+y2&=(ρcosθsinϕ)2+(ρsinθsinϕ)2&=ρ2sin2ϕ(cos2θ+sin2θ)&=ρ2sin2ϕ&=(ρsinϕ)2

This gives the desired circle (Figure 5).

[image: A three-dimensional diagram of the sphere of radius rho.]The sphere of radius ρ has parameterization r(ϕ,θ)=⟨ρcosθsinϕ,ρsinθsinϕ,ρcosϕ⟩,0≤θ≤2π,0≤ϕ≤π.
Parameterizing Graphs of Functions

To parameterize the graph of a two-variable function, let z=f(x,y) be a function of two variables. The simplest parameterization of the graph of f is:

𝐫(x,y)=⟨x,y,f(x,y)⟩

where x and y vary over the domain of f (Figure 6).

Example

For example, the graph of f(x,y)=x2y can be parameterized by 𝐫(x,y)=⟨x,y,x2y⟩, where the parameters x and y vary over the domain of f.

If you only care about a piece of the graph of f—say, the piece over rectangle [1,3]×[2,5]—then you can restrict the parameter domain:

𝐫(x,y)=⟨x,y,x2y⟩,1≤x≤3,2≤y≤5


Similarly, if S is a surface given by x=g(y,z) or y=h(x,z), then a parameterization of S is:

𝐫(y,z)=⟨g(y,z),y,z⟩ or 𝐫(x,z)=⟨x,h(x,z),z⟩

Example

For example, the graph of paraboloid 2y=x2+z2 can be parameterized by:

𝐫(x,z)=⟨x,x2+z22,z⟩,0≤x≤∞,0≤z≤∞

Notice that we don't need to vary over the entire domain of y because x and z are squared.

[image: A three-dimensional diagram of a surface z = f(x,y) above its mapping in the two-dimensional x,y plane. The point (x,y) in the plane corresponds to the point z = f(x,y) on the surface.]The simplest parameterization of the graph of a function is r(x,y)=⟨x,y,f(x,y)⟩.
Smooth and Regular Parameterizations

Let's generalize the notions of smoothness and regularity from curves to parametric surfaces.

Recall

Regular Parameterizations of Curves

Curve parameterization 𝐫(t), a≤t≤b, is regular if 𝐫′(t)≠0 for all t in [a,b]. This condition ensures the image of 𝐫 is actually a curve, not just a point.

For example, 𝐫(t)=⟨1,2⟩, 0≤t≤5, is not regular because its image is just the point  (1,2) and 𝐫′(t)=0.


We need a similar notion of regularity for surfaces to ensure a surface parameterization traces out an actual surface. Consider the parameterization:

𝐫(u,v)=⟨0,cosv,1⟩,0≤u≤1,0≤v≤π

Although this appears to parameterize a surface, its image is actually just a line (Figure 7). Notice that 𝐫u=⟨0,0,0⟩ and 𝐫v=⟨0,−sinv,0⟩, so the cross product 𝐫u×𝐫v=0.

The analog of the condition 𝐫′(t)≠0 for curves is that 𝐫u×𝐫v≠0 for surfaces.

[image: A three-dimensional diagram of a line on the x,z plane where the z component is 1, the x component is 1, and the y component exists between -1 and 1.]The image of parameterization r(u,v)=⟨0,cosv,1⟩, 0≤u≤1, 0≤v≤π is a line.Key Takeaway

regular parameterization

Parameterization r(u,v)=⟨(x(u,v),y(u,v),z(u,v)⟩ is a regular parameterization if ru×rv is not zero for point (u,v) in the parameter domain.

If parameterization 𝐫 is regular, then the image of 𝐫 is a two-dimensional object, as a surface should be. Throughout this module, we assume all parameterizations 𝐫(u,v)=⟨x(u,v),y(u,v),z(u,v)⟩ are regular.

Recall

Smooth Parameterizations of Curves

Curve parameterization 𝐫(t), a≤t≤b, is smooth if 𝐫′(t) is continuous and 𝐫′(t)≠0 for all t in [a,b]. Informally, a curve parameterization is smooth if the resulting curve has no sharp corners.


The definition of a smooth surface parameterization is similar. Informally, a surface parameterization is smooth if the resulting surface has no sharp corners.

Key Takeaway

smooth parameterization

A surface parameterization r(u,v)=⟨(x(u,v),y(u,v),z(u,v)⟩ is smooth if vector ru×rv is not zero for any choice of u and v in the parameter domain.

A surface may also be piecewise smooth if it has smooth faces but also has locations where the directional derivatives do not exist.

Example
Which of the figures in Figure 8 is smooth?

[image: Two three-dimensional figures. The first surface is smooth. It looks like a tire with a large hole in the middle. The second is piecewise smooth. It is a pyramid with a rectangular base and four sides.](a) This surface is smooth. (b) This surface is piecewise smooth.
Sample Answer

The surface in Figure 8(a) can be parameterized by

r(u,v)=⟨(2+cosv)cosu,(2+cosv)sinu,sinv⟩ 0≤u≤2π, 0≤v≤2π

(we can use technology to verify). Notice that vectors

ru=⟨−(2+cosv)sinu,(2+cosv)cosu,0⟩ and rv=⟨−sinvcosu,−sinvsinu,cosv⟩

exist for any choice of u and v in the parameter domain, and

rv&=|ijk−(2+cosv)sinu(2+cosv)cosu0−sinvcosu−sinvsinucosv|&=[(2+cosv)cosucosv]i+[(2+cosv)sinucosv]j+[(2+cosv)sinvsin2u+(2+cosv)sinvcos2u]k&=[(2+cosv)cosucosv]i+[(2+cosv)sinucosv]j+[(2+cosv)sinv]k

.
The k component of this vector is zero only if v=0 or v=π. If v=0 or v=π, then the only choices for u that make the j component zero are u=0 or u=π. But, these choices of u do not make the i component zero. Therefore, ru×rv is not zero for any choice of u and v in the parameter domain, and the parameterization is smooth. Notice that the corresponding surface has no sharp corners.

In the pyramid in Figure 8(b), the sharpness of the corners ensures that directional derivatives do not exist at those locations. Therefore, the pyramid has no smooth parameterization. However, the pyramid consists of five smooth faces, and thus this surface is piecewise smooth.
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Surface Integrals: Learn It 2
Surface Area of a Parametric Surface

Now that we can parameterize surfaces, we need to define the surface area of a parametric surface. This definition provides the foundation for surface integrals.

Let S be a surface with parameterization 𝐫(u,v)=⟨x(u,v),y(u,v),z(u,v)⟩ over some parameter domain D. We assume the surface parameterization is continuously differentiable—meaning each component function has continuous partial derivatives. For simplicity, assume D is a rectangle (this material extends to nonrectangular domains). Divide rectangle D into subrectangles Dij with horizontal width Δu and vertical length Δv.

Suppose i ranges from 1 to m and j ranges from 1 to n, so D is subdivided into mn rectangles. This division of D into subrectangles gives a corresponding division of surface S into pieces Sij. Choose point Pij in each piece Sij. Point Pij corresponds to point (ui,vj) in the parameter domain.

Grid Curves and Tangent Vectors

We can form a grid with lines parallel to the u-axis and v-axis in the uv-plane. These grid lines correspond to a set of grid curves on surface S that is parameterized by 𝐫(u,v).

Without loss of generality, assume Pij is located at the corner of two grid curves, as in Figure 9. If we think of 𝐫 as a mapping from the uv-plane to ℝ3, the grid curves are the image of the grid lines under 𝐫.

Consider the grid lines through point (ui,vj). One line is given by x=ui, y=v; the other is given by x=u, y=vj. In the first grid line, the horizontal component is held constant, yielding a vertical line through (ui,vj). In the second grid line, the vertical component is held constant, yielding a horizontal line through (ui,vj). The corresponding grid curves are 𝐫(ui,v) and 𝐫(u,vj), and these curves intersect at point Pij.

[image: Two diagrams, showing that grid lines on a parameter domain correspond to grid curves on a surface. The first shows a two-dimensional rectangle in the u,v plane. The horizontal rectangle is in quadrant 1 and broken into 9x5 rectangles in a grid format. One rectangle Dij has side lengths delta u and delta v. The coordinates of the lower left corner are (u_i *, v_j *). In three dimensions, the surface curves above the x,y plane. The D_ij portion has become S_ij on the surface with lower left corner P_ij.]Grid lines on a parameter domain correspond to grid curves on a surface.
Now consider the vectors that are tangent to these grid curves. For grid curve r(ui,v) the tangent vector at Pij is:

tv(Pij)=rv(ui,vj)=⟨xv(ui,vj),yv(ui,vj),zv(ui,vj)⟩.

For grid curve r(u,vj), the tangent vector at Pij is:

tu(Pij)=ry(ui,vj)=⟨xv(ui,vj),yu(ui,vj),zu(ui,vj)⟩.

If vector N=tu(Pij)×tu(Pij exists and is not zero, then the tangent plane at Pij exists (Figure 10).

If piece Sij is small enough, then the tangent plane at point Pij is a good approximation of piece Sij.

[image: Two diagrams. The one on the left is two dimensional and in the first quadrant of the u,v coordinate plane. A point u_0 is marked on the horizontal u axis, and a point v_0 is marked on the vertical v axis. The point (u_0, v_0) is shown in the plane. The diagram on the right shows the grid curve version. Now, the u_0 is marked as r(u_0, v) and the v_0 is marked as r(u, v_0). The (u_0, v_0) point is labeled P. Coming out of P are three arrows: one is a vertical N arrow, and the other two are t_u and t_v for the tangent plane.]If the cross product of vectors tu and tv exists, then there is a tangent plane.
Approximating Surface Area

The tangent plane at Pij contains vectors 𝐭u(Pij) and 𝐭v(Pij). Therefore, the parallelogram spanned by these two vectors lies in the tangent plane.

Since the original rectangle in the uv-plane corresponding to Sij has width Δu and length Δv, we approximate Sij using the parallelogram spanned by Δutu(Pij) and Δvtv(Pij).

In other words, we scale the tangent vectors by the constants Δu and Δv to match the scale of the original division of rectangles in the parameter domain.

Therefore, the area of the parallelogram used to approximate the area of Sij is:

ΔSij≈||(Δutu(Pij))×(Δvtv(Pij))=||tu(Pij)×tv(Pij)||ΔuΔv.

Varying point Pij over all pieces Sij and the previous approximation leads to the following definition of surface area of a parametric surface (Figure 11).

[image: A surface S_ij that looks like a curved parallelogram. Point P_ij is at the bottom left corner, and two blue arrows stretch from this point to the upper left and lower right corners of the surface. Two red arrows also stretch out from this point, and they are labeled t_v delta v and t_u delta u. These form two sides of a parallelogram that approximates the piece of surface of S_ij. The other two sides are drawn as dotted lines.]The parallelogram spanned by tu and tv approximates the piece of surface Sij.Key Takeaway

surface area of a parametric surface

Let r(u,v)=⟨(x(u,v),y(u,v),z(u,v)⟩ with parameter domain D be a smooth parameterization of surface S. Furthermore, assume that S is traced out only once as (u,v) varies over D. The surface area of S is:



∬D||tu×tv||dA,

where tu=⟨∂x∂u,∂y∂u,∂z∂u⟩ and tv=⟨∂x∂v,∂y∂v,∂z∂v⟩.

Example
Calculate the lateral surface area (the area of the “side,” not including the base) of the right circular cone with height h and radius r.
Sample Answer

Before calculating the surface area of this cone using the surface area of a parametric surface equation, we need a parameterization. We assume this cone is in ℝ3 with its vertex at the origin (Figure 12). To obtain a parameterization, let α be the angle that is swept out by starting at the positive z-axis and ending at the cone, and let k=tanα. For a height value v with 0≤v≤h, the radius of the circle formed by intersecting the cone with plane z=v is kv. Therefore, a parameterization of this cone is


s(u,v)=⟨kvcosu,kvsinu,v⟩, 0≤u≤2π, 0≤v≤h.

The idea behind this parameterization is that for a fixed v value, the circle swept out by letting u vary is the circle at height v and radius kv. As v increases, the parameterization sweeps out a “stack” of circles, resulting in the desired cone.

[image: A right circular cone in three dimensions, opening upwards on the z axis. It has radius r = kh and height h with the given parameterization. Alpha is the angle that is swept out by starting at the positive z-axis and ending at the cone. It is noted that k is equal to the tangent of alpha.]The right circular cone with radius r=kh and height h has parameterization s(u,v)=⟨kvcosu,kvsinu,v⟩, 0≤u≤2π,0≤v≤h.


With a parameterization in hand, we can calculate the surface area of the cone using the surface area of a parametric surface equation. The tangent vectors are tu=⟨−kvsinu,kvcosu,0⟩ and tv=⟨kcosu,ksinu,1⟩. Therefore,

tu×tv&=|ijk−kvsinukvcosu0kcosuksinu1|&=⟨kvcosu,kvsinu,−k2vsin2y−k2vcos2u⟩&=⟨kvcosu,kvsinu,−k2v⟩.

The magnitude of this vector is

||⟨kvcosu,kvsinu,−k2v⟩||&=k2v2cos2u+k2v2sin2u+k4v2&=k2v2+k4v2&=kv1+k2.

By the surface area of a parametric surface equation, the surface area of the cone is

∬D||tu×tv||dA&=∫0h∫02πkv1+k2dudv&=2πk1+k2∫0hvdv&=2πk1+k2[v22]0h&=πkh21+k2.

Since k=tanα=r/h,

πkh21+k2&=πrhh21+r2h2&=πrh1+r2h2&=πrh2+h2(r2h2)&=πrh2+r2.

Therefore, the lateral surface area of the cone is πrh2+r2.

Analysis

The surface area of a right circular cone with radius r and height h is usually given as πr2+πrh2+r2. The reason for this is that the circular base is included as part of the cone, and therefore the area of the base πr2 is added to the lateral surface area πrh2+r2 that we found.









Example



Show that the surface area of the sphere x2+y2+z2=r2 is 4πr2.





Sample Answer

The sphere has parameterization

⟨rcosθsinϕ,rsinθsinϕ,rcosϕ⟩, 0≤θ≤2π, 0≤ϕ≤π.

The tangent vectors are

tθ=⟨−rsinθsinϕ,rcosθsinϕ,0⟩ and tϕ=⟨rcosθcosϕ,rsinθcosϕ,−rsinϕ⟩.

Therefore,

tϕ×tθ&=⟨r2cosθsin2ϕ,r2sinθsin2ϕ,r2sin2θsinϕcosϕ+r2cos2θsinϕcosϕ⟩&=⟨r2cosθsin2ϕ,r2sinθsin2ϕ,r2sinϕcosϕ⟩.

Now,

||tϕ×tθ||&=r4sin4ϕcos2θ+r4sin4ϕsin2θ+r4sin2ϕcos2ϕ&=r4sin4ϕ+r4sin2ϕcos2ϕ&=r2sin2ϕ&=r2sinϕ.

Notice that ϕ≥0 on the parameter domain because 0≤ϕ≤π, and this justifies equation sin2ϕ=sinϕ. The surface area of the sphere is

∫02π∫0πr2sinϕdϕdθ=r2∫02π2dθ=4πr2.

We have derived the familiar formula for the surface area of a sphere using surface integrals.







Surfaces of Revolution

In addition to parameterizing surfaces given by equations or standard geometric shapes such as cones and spheres, we can also parameterize surfaces of revolution. This lets us calculate the surface area of a surface of revolution using the same techniques.

Let y=f(x)≥0 be a positive single-variable function on the domain a≤x≤b, and let S be the surface obtained by rotating f about the x-axis (Figure 13). Let θ be the angle of rotation. Then S can be parameterized with parameters x and θ by:

𝐫(x,θ)=⟨x,f(x)cosθ,f(x)sinθ⟩,a≤x≤b,0≤θ≤2π







[image: Two diagrams, a and b, showing the surface of revolution. The first shows three dimensions. In the (x,y) plane, a curve labeled y = f(x) is drawn in quadrant 1. A line is drawn from the endpoint of the curve down to the x axis, and it is labeled f(x). The second shows the same three dimensional view. However, the curve from the first diagram has been rotated to form a three dimensional shape about the x axis. The boundary is still labeled y = f(x), as the curve in the first plane was. The opening of the three dimensional shape is circular with the radius f(x), just as the line from the curve to the x axis in the plane of the first diagram was labeled. A point on the opening’s boundary is labeled (x,y,z), the distance from the x axis to this point is drawn and labeled f(x), and the height is drawn and labeled z. The height is perpendicular to the x,y plane and, as such, the original f(x) line drawn from the first diagram. The angle between this line and the line from the x axis to (x,y,z) is labeled theta.]We can parameterize a surface of revolution by r(x,θ)=⟨x,f(x)cosθ,f(x)sinθ⟩, a≤x≤b,0≤x≤2π.

Example
Find the area of the surface of revolution obtained by rotating y=x2, 0≤x≤b about the x-axis (Figure 14).

[image: A solid of revolution drawn in two dimensions. The solid is formed by rotating the function y = x^2 about the x axis. A point C is marked on the x axis between 0 and x’, which marks the opening of the solid.]A surface integral can be used to calculate the surface area of this solid of revolution.
Sample Answer

This surface has parameterization

r(x,θ)⟨x,x2cosθ,x2sinθ⟩, 0≤x≤b, 0≤x≤2π.

The tangent vectors are

tx=⟨1,2xcosθ,2xsinθ⟩ and tθ=⟨0,−x2sinθ,−x2cosθ⟩.

Therefore,
tx×tθ&=⟨2x3cos2θ+2x3sin2θ,−x2cosθ,−x2sinθ⟩&=⟨2x3,−x2cosθ,−x2sinθ⟩

and

tx×tθ&=4x6+x4cos2θ+x4sin2θ&=4x6+x4&=x24x2+1.

The area of the surface of revolution is

∫0b∫0πx24x2+1dθdx&=2π∫0bx24x2+1dx&=2π[164(24x2+1(8x3+x)sinh−1(2x))]0b&=2π[164(24b2+1(8b3+b)sinh−1(2b))].




Surface Integrals: Learn It 3
Surface Integral of a Scalar-Valued Function

Now that we can parameterize surfaces and calculate their surface areas, we can define surface integrals. Let's start with the surface integral of a scalar-valued function.

A surface integral of a scalar-valued function is similar to a scalar line integral, but in one higher dimension. For a line integral, the domain of integration is a parameterized curve (one-dimensional). For a surface integral, the domain of integration is a parameterized surface (two-dimensional).

The definition follows the same logic as line integrals. For scalar line integrals, we chop the domain curve into tiny pieces, choose a point in each piece, evaluate the function at that point, and take a limit of the corresponding Riemann sum. For scalar surface integrals, we chop the domain surface into tiny pieces and proceed in the same fashion.

Defining the Surface Integral

Let S be a piecewise smooth surface with parameterization 𝐫(u,v)=⟨x(u,v),y(u,v),z(u,v)⟩ with parameter domain D. Let f(x,y,z) be a function with a domain that contains S.

For simplicity, assume the parameter domain D is a rectangle (we can extend this to any parameter domain). Divide rectangle D into subrectangles Dij with horizontal width Δu and vertical length Δv.

Suppose i ranges from 1 to m and j ranges from 1 to n, so D is subdivided into mn rectangles. This division of D into subrectangles gives a corresponding division of S into pieces Sij.

Choose point Pij in each piece Sij, evaluate f at Pij, and multiply by the area of Sij to form the Riemann sum:

∑i=1m∑j=1nf(Pij)ΔSij

Key Takeaway

surface integral of a scalar-valued function

The surface integral of a scalar-valued function of f over a piecewise smooth surface S is:

∬Sf(x,y,z)dS=limm,n→∞∑i=1m∑j=1nf(Pij)ΔSij.

Pro Tip

Notice the similarities between this definition and the definition of a scalar line integral. In the line integral, we chop a curve into pieces, evaluate a function at a point in each piece, and let the length of the pieces shrink to zero. In the surface integral, we chop a surface into pieces, evaluate a function at a point in each piece, and let the area of the pieces shrink to zero.

This definition extends to parameter domains that are not rectangles by using the same logic. The basic idea is to chop the parameter domain into small pieces, choose a sample point in each piece, and so on. The exact shape of each piece becomes irrelevant as the areas shrink to zero.
Computing Surface Integrals

Scalar surface integrals are difficult to compute from the definition, just as scalar line integrals are. To make surface integrals easier to compute, we approximate surface areas ΔSij with small pieces of a tangent plane, as we did when calculating surface area.

Recall the definition of vectors tu and tv:
𝐭u=⟨∂x∂u,∂y∂u,∂z∂u⟩ and 𝐭v=⟨∂x∂v,∂y∂v,∂z∂v⟩

From our work with surface area, we know that:

ΔSij≈||tu(Pij)×tv(Pij)||ΔuΔv

Using this approximation in our Riemann sum gives:
∬Sf(x,y,z)dS≈limm,n→∞∑i=1m∑j=1nf(Pij)||tu(Pij)×tv(Pij)||ΔuΔv.

This approximation becomes arbitrarily close to limm,n→∞∑i=1m∑j=1nf(Pij)ΔSij as we increase the number of pieces Sij by letting m and n go to infinity.

We can now state the formula for calculating scalar surface integrals:

∬Sf(x,y,z)dS=∬Df(r(u,v)||tu×tv||dA.

Key Takeaway

calculating scalar surface integrals

Let S be a smooth surface with parameterization 𝐫(u,v)=⟨x(u,v),y(u,v),z(u,v)⟩ over parameter domain D. Then:

∬Sf(x,y,z)dS=∬Df(𝐫(u,v))||𝐭u×𝐭v||dA

where 𝐭u and 𝐭v are the tangent vectors with respect to u and v.

Connect It

Line Integrals vs. Surface Integrals

The surface integral formula transforms a surface integral into a double integral. This is analogous to the line integral formula:

∬Cf(x,y,z)ds=∫abf(𝐫(t))||𝐫′(t)||,dt

In the surface integral case, vector 𝐭u×𝐭v is perpendicular to the surface. In the line integral case, vector 𝐫′ is tangent to the curve.

Example
Calculate surface integral ∬S5dS, where S is the surface with parameterization r(u,v)=⟨v,u2,v⟩ for 0≤u≤2 and 0≤v≤u.
Sample Answer

Notice that this parameter domain D is a triangle, and therefore the parameter domain is not rectangular. This is not an issue though, because the surface integral equation does not place any restrictions on the shape of the parameter domain.

To use the surface integral equation to calculate the surface integral, we first find vector tu and tv. Note that tu=⟨1,2u,0⟩ and tv=⟨0,0,1⟩. Therefore,

tu×tv=|ijk12u0001|=⟨2u,−1,0⟩

and

||tu×tv||=1+4u2.

By the surface integral equation,

∬S5dS&=5∬D1+4u2dA&=5∫02∫0u1+4u2dvdu=5∫02u1+4u2du&=5[(1+4u2)3/23]02=5(173/2−1)12≈28.79.



Example

Calculate surface integral ∬S(x+y2)dS, where S is cylinder x2+y2=4, 0≤z≤3 (Figure 1).

[image: A graph in three dimensions of a cylinder. The base of the cylinder is on the (x,z) plane, with center on the y axis. It stretches along the y axis.]Integrating function f(x,y,z)=x+y2 over a cylinder.
Sample Answer

To calculate the surface integral, we first need a parameterization of the cylinder. Following our previous examples, a parameterization is:

r(u,v)=⟨2cosu,2sinu,v⟩, 0≤u≤2π, 0≤v≤3.

The tangent vectors are tu=⟨sinu,cosu,0⟩ and tv=⟨0,0,1⟩. Then,

tu×tv=|ijk−sinucosu0001|=⟨cosu,sinu,0⟩

and ||tu×tv||=cos2u+sin2u=1. By the surface integral equation,

∬Sf(x,y,z)dS&=∬Df(r(u,v))||tu×tv|| dA&=∫03∫02π(2cosu+4sin2u)dydv&=∫03[2sinu+2u−sin(2u)]02πdv=∫034πdv=12π.



Example
Calculate surface integral ∬Sf(x,y,z)dS, where f(x,y,z)=z2 and S is the surface that consists of the piece of sphere x2+y2+z2=4 that lies on or above plane z=1 and the disk that is enclosed by intersection plane z=1 and the given sphere (Figure 2).[image: A diagram in three dimensions of the upper half of a sphere. The center is at the origin, and the radius is 2. The top part above the plane z=1 is cut off and shaded; the rest is simply an outline of the hemisphere. The top section has center at (0,0,1) and radius of radical three.]Calculating a surface integral over surface S.
Sample Answer


Notice that S is not smooth but is piecewise smooth; S can be written as the union of its base S1 and its spherical top S2, and both S1 and S2 are smooth. Therefore, to calculate ∬Sz2dS, we write this integral as ∬Sz2dS1+∬S2z2dS and we calculate integrals ∬S1z2dS and ∬S2z2dS.


First, we calculate ∬S1z2dS. To calculate this integral we need a parameterization of S1. This surface is a disk in plane z=1 centered at (0,0,1). To parameterize this disk, we need to know its radius. Since the disk is formed where plane z=1 intersects sphere x2+y2+z2=4, we can substitute z=1 into equation x2+y2+z2=4:

x2+y2+1=4⇒x2+y2=3.

Therefore, the radius of the disk is 3 and a parameterization of S1 is r(u,v)=⟨ucosv,usinv,1⟩, 0≤u≤3,0≤v≤2π. The tangent vectors are tu=⟨cosv,sinv,0⟩ and tv=⟨−usinv,ucosv,0⟩, and thus

tu×tv=|ijkcosvsinv0−usinvucosv0|=⟨0,0,ucos2v+usin2v⟩=⟨0,0,u⟩.

The magnitude of this vector is u. Therefore,

∬S1z2dS&=∫03∫02πf(r(u,v))||tu×tv|| dvdu&=∫03∫02πu dvdu&=2π∫03 udu&=3π.

Now we calculate ∬S2 dS. To calculate this integral, we need a parameterization of S2. The parameterization of full sphere x2+y2+z2=4 is

r(ϕ,θ)=⟨2cosθsinϕ,2sinθsinϕ,2cosϕ⟩, 0≤θ≤2π, 0≤ϕ≤π.

Since we are only taking the piece of the sphere on or above plane z=1, we have to restrict the domain of ϕ. To see how far this angle sweeps, notice that the angle can be located in a right triangle, as shown in Figure 3 (the 3 comes from the fact that the base of S is a disk with radius 3). Therefore, the tangent of ϕ is 3, which implies that ϕ is π/6. We now have a parameterization of S2:

r(ϕ,θ)=⟨2cosθsinϕ,2sinθsinϕ,2cosϕ⟩, 0≤θ≤2π, 0≤ϕ≤π/3.

[image: A diagram of a plane within the three-dimensional coordinate system. Two points are marked on the z axis: (0,0,2) and (0,0,1). The distance from the origin to (0,0,1) is marked as 1, the horizontal distance between the point (0,0,1) and a point of the sphere is labeled radical three, and the angle between the origin and the point on the sphere is theta. There is a line drawn from the origin to the point on the sphere, and this forms a triangle.]The maximum value of ϕ has a tangent value of 3
The tangent vectors are

tϕ=⟨2cosθcosϕ,2sinθcosϕ,−2sinϕ⟩ and tθ=⟨−2sinθsinϕ,ucosθsinϕ,0⟩,
and thus

tϕ×tθ&=|ijk2cosθcosϕ2sinθcosϕ−2sinϕ−2sinθsinϕ2cosθsinϕ0|&=⟨4cosθsin2ϕ,4sinθsin2ϕ,4cos2θsinϕ+4sin2θcosϕsinϕ⟩&=⟨4cosθsin2ϕ,4sinθsin2ϕ,4cosϕsinϕ⟩.

The magnitude of this vector is

||tϕ×tθ||&=16cos2θsin4ϕ+16sin2θsin4ϕ+16cos2ϕsin2ϕ&=4sin4ϕ+cos2ϕsin2ϕ.

Therefore,

∬S2z2dS&=∫0π/3∫02πf(r(ϕ,θ))||tϕ×tθ|| dθdϕ&=∫0π/3∫02π16cos2ϕsin4ϕ+cos2ϕsin2ϕdθdϕ&=32π∫0π/3cos2ϕsin4ϕ+cos2ϕsin2ϕdϕ&=32π∫0π/3cos2ϕsinϕsin2ϕ+cos2ϕdϕ&=32π∫0π/3cos2ϕsinϕdϕ&=32π[−cos3ϕ3]0π/6=32π[13−38]=28π3.

Since
∬Sz2 dS=∬S1z2 dS+∬S2z2 dS=3π28π3=37π3.






Analysis

In this example we broke a surface integral over a piecewise surface into the addition of surface integrals over smooth subsurfaces. There were only two smooth subsurfaces in this example, but this technique extends to finitely many smooth subsurfaces.






Scalar surface integrals have several real-world applications. Recall that scalar line integrals can be used to compute the mass of a wire given its density function. In a similar fashion, we can use scalar surface integrals to compute the mass of a sheet given its density function. If a thin sheet of metal has the shape of surface S and the density of the sheet at point (x,y,z) is ρ(x,y,z), then mass m of the sheet is:

m=∬Sρ(x,y,z)dS.

Example
A flat sheet of metal has the shape of surface z=1+x+2y that lies above rectangle 0≤x≤4 and 0≤y≤2. If the density of the sheet is given by ρ(x,y,z)=x2yz, what is the mass of the sheet?
Sample Answer

Let S be the surface that describes the sheet. Then, the mass of the sheet is given by m=∬Sx2yzdS. To compute this surface integral, we first need a parameterization of S. Since S is given by the function f(x,y)=1+x+2y, a parameterization of S is r(x,y)=⟨x,y,1+x+2y⟩, 0≤x≤4, 0≤y≤2.

The tangent vectors are tx=⟨1,0,1⟩ and ty=⟨1,0,2⟩. Therefore, tx×ty=⟨−1,−2,1⟩ and ||tx×ty||=6. By the scalar line integral equation,

m&=∬Sx2yzdS&=6∫04∫02x2y(1+x+2y)dydx&=6∫0422x23+2x3 dx&=2,56069&≈696.74.



Surface Integrals: Learn It 4
Orientation of a Surface

When we defined scalar line integrals, we didn't need to worry about an orientation of the curve of integration. The same was true for scalar surface integrals—we didn't need to worry about an "orientation" of the surface of integration.

However, when we defined vector line integrals, the curve of integration needed an orientation. We needed the notion of an oriented curve to define a vector line integral without ambiguity. Similarly, when we define a surface integral of a vector field, we need the notion of an oriented surface.

An oriented surface is given an "upward" or "downward" orientation or, in the case of surfaces such as a sphere or cylinder, an "outward" or "inward" orientation.

Orientable Surfaces


Let S be a smooth surface. For any point (x,y,z) on S, we can identify two unit normal vectors 𝐍 and −𝐍.

If it is possible to choose a unit normal vector 𝐍 at every point (x,y,z) on S so that 𝐍 varies continuously over S, then S is orientable. Such a choice of unit normal vector at each point gives the orientation of surface S.

Key Takeaway

orientable surface

A smooth surface S is orientable if it is possible to choose a unit normal vector 𝐍 at every point (x,y,z) on S so that 𝐍 varies continuously over S.

 
The choice of 𝐍 determines the orientation of the surface.

Pro Tip
If you think of the normal field as describing water flow, then the side of the surface that water flows toward is the "negative" side and the side where water flows away is the "positive" side. Informally, a choice of orientation gives S an "outer" side and an "inner" side (or an "upward" side and a "downward" side), just as a choice of orientation of a curve gives the curve "forward" and "backward" directions.


Examples of Orientable Surfaces

Closed surfaces such as spheres are orientable. If we choose the outward normal vector at each point on the surface of the sphere, then the unit normal vectors vary continuously. This is called the positive orientation of the closed surface (Figure 1).

We also could choose the inward normal vector at each point to give an "inward" orientation, which is the negative orientation of the surface.

[image: A three-dimensional image of an oriented sphere with positive orientation. A normal vector N stretches out from the top of the sphere, as does one from the upper left portion of the sphere.]An oriented sphere with positive orientation.



A portion of the graph of any smooth function z=f(x,y) is also orientable. If we choose the unit normal vector that points "above" the surface at each point, then the unit normal vectors vary continuously over the surface. We could also choose the unit normal vector that points "below" the surface at each point.

To get such an orientation, we parameterize the graph of f in the standard way: 𝐫(x,y)=⟨x,y,f(x,y)⟩, where x and y vary over the domain of f. Then 𝐭x=⟨1,0,fx⟩ and 𝐭y=⟨0,1,fy⟩, and therefore the cross product 𝐭x×𝐭y (which is normal to the surface at any point) is ⟨−fx,−fy,1⟩.

Since the z-component of this vector is one, the corresponding unit normal vector points "upward," and the upward side of the surface is chosen to be the "positive" side.

Finding an Orientation

Let S be a smooth orientable surface with parameterization 𝐫(u,v). For each point 𝐫(a,b) on the surface, vectors 𝐭u and 𝐭v lie in the tangent plane at that point.

Vector 𝐭u×𝐭v is normal to the tangent plane at 𝐫(a,b) and is therefore normal to S at that point. Therefore, the choice of unit normal vector:

𝐍=𝐭u×𝐭v||𝐭u×𝐭v||

gives an orientation of surface S.

Example
Give an orientation of cylinder x2+y2=r2, 0≤z≤h.
Sample Answer

This surface has parameterization

r(u,v)=⟨rcosu,rsinu,v⟩, 0≤u≤2π, 0≤v≤h.

The tangent vectors are tu=⟨−rsinu,rcosu,0⟩ and tv=⟨0,0,1⟩. To get an orientation of the surface, we compute the unit normal vector

N=tu×tv||tu×tv||.

In this case, tu×tv=⟨rcosu,rsinu,0⟩ and therefore

‖|tu×tv||=r2cos2u+r2sin2u=r.

An orientation of the cylinder is

N(u,v)=⟨rcosu,rsinu,0⟩4=⟨cosu,sinu,0⟩.

Notice that all vectors are parallel to the xy-plane, which should be the case with vectors that are normal to the cylinder. Furthermore, all the vectors point outward, and therefore this is an outward orientation of the cylinder (Figure 2).

[image: A diagram of a vertical cylinder cut in half by a plane. An outward-pointing normal stretches out from the side of the cylinder.]If all the vectors normal to a cylinder point outward, then this is an outward orientation of the cylinder.



Nonorientable Surfaces

Since every curve has a "forward" and "backward" direction (or, in the case of a closed curve, a clockwise and counterclockwise direction), it is possible to give an orientation to any curve. Hence, it is possible to think of every curve as an oriented curve. This is not the case with surfaces, however. Some surfaces cannot be oriented; such surfaces are called nonorientable.

Essentially, a surface can be oriented if the surface has an "inner" side and an "outer" side, or an "upward" side and a "downward" side. Some surfaces are twisted in such a fashion that there is no well-defined notion of an "inner" or "outer" side.

Example

The classic example of a nonorientable surface is the Möbius strip. To create a Möbius strip, take a rectangular strip of paper, give the piece of paper a half-twist, and then glue the ends together (Figure 3).

Because of the half-twist in the strip, the surface has no "outer" side or "inner" side. If you imagine placing a normal vector at a point on the strip and having the vector travel all the way around the band, then (because of the half-twist) the vector points in the opposite direction when it gets back to its original position. Therefore, the strip really only has one side.

[image: An image showing the construction of a Mobius strip. The first step shows a rectangle with corners A, B, C, and D, labeled from bottom left to bottom right in a clockwise manner. In the second step, the rectangle is flipped along the middle; now, corner D is in the upper right position, and corner C is in the lower right position. We can see the “back” side of the rectangle. In the final step, the rectangle is looped. Corner B connects to corner D, and corner A connects to corner C. The flip from step two remains. But, the “front” and “back” are now the same because of the flip!]The construction of a Möbius strip.
Pro Tip

Since some surfaces are nonorientable, it is not possible to define a vector surface integral on all piecewise smooth surfaces. This is in contrast to vector line integrals, which can be defined on any piecewise smooth curve.


Surface Integrals: Learn It 5
Surface Integral of a Vector Field

With the idea of orientable surfaces in place, we can now define a surface integral of a vector field. The definition is analogous to the definition of the flux of a vector field along a plane curve.

Recall

Flux of a Vector Field Along a Curve

If 𝐅 is a two-dimensional vector field and C is a plane curve, then the flux of 𝐅 along C involves chopping C into small pieces, choosing a point inside each piece, and calculating 𝐅·𝐍 at the point (where 𝐍 is the unit normal vector at the point).

The definition of a surface integral of a vector field proceeds in the same fashion, except now we chop surface S into small pieces, choose a point in each (two-dimensional) piece, and calculate 𝐅·𝐍 at the point.


To place this definition in a real-world setting, let S be an oriented surface with unit normal vector 𝐍. Let 𝐯 be a velocity field of a fluid flowing through S, and suppose the fluid has density ρ(x,y,z).

Imagine the fluid flows through S, but S is completely permeable so that it does not impede the fluid flow (Figure 4). The mass flux of the fluid is the rate of mass flow per unit area. The mass flux is measured in mass per unit time per unit area.

[image: A diagram showing fluid flowing across a completely permeable surface S. The surface S is a rectangle curving to the right. Arrows point out of the surface to the right.]Fluid flows across a completely permeable surface S.



How could we calculate the mass flux of the fluid across S?

The rate of flow, measured in mass per unit time per unit area, is ρ𝐯. To calculate the mass flux across S, chop S into small pieces Sij.

If Sij is small enough, then it can be approximated by a tangent plane at some point P in Sij. Therefore, the unit normal vector at P can be used to approximate 𝐍(x,y,z) across the entire piece Sij, because the normal vector to a plane does not change as we move across the plane.

The component of the vector ρ𝐯 at P in the direction of 𝐍 is ρ𝐯·𝐍 at P. Since Sij is small, the dot product ρ𝐯·𝐍 changes very little as we vary across Sij, and therefore ρ𝐯·𝐍 can be taken as approximately constant across Sij.

To approximate the mass of fluid per unit time flowing across Sij (and not just locally at point P), we need to multiply (ρ𝐯·𝐍)(P) by the area of Sij. Therefore, the mass of fluid per unit time flowing across Sij in the direction of 𝐍 can be approximated by (ρ𝐯·𝐍)ΔSij, where 𝐍, ρ, and 𝐯 are all evaluated at P (Figure 5).

This is analogous to the flux of two-dimensional vector field 𝐅 across plane curve C, in which we approximated flux across a small piece of C with the expression (𝐅·𝐍)Δs.

[image: A diagram in three dimensions of a surface S. A small section S_ij is labeled. Coming out of this section are two vectors, labeled N and F = v. The latter points in the same direction as several other arrows with positive z and y components but negative x components.]The mass of fluid per unit time flowing across Sij in the direction of N can be approximated by (ρv·N)∇Sij.
To approximate the mass flux across S, form the sum ∑i=1m∑j=1n(ρv·N)∇Sij As pieces Sij get smaller, this sum gets arbitrarily close to the mass flux. Therefore, the mass flux is:

∬sρv·NdS=limm,n→∞∑i=1m∑j=1n(ρv·N)∇Sij.

This is a surface integral of a vector field. Letting the vector field ρ𝐯 be an arbitrary vector field 𝐅 leads to the following definition.



Key Takeaway

surface integral of a vector field

Let 𝐅 be a continuous vector field with a domain that contains oriented surface S with unit normal vector 𝐍. The surface integral of 𝐅 over S is:

∬SF·dS=∬SF·NdS.

This integral is also called the flux of 𝐅 across S.

Pro Tip
Notice the parallel between this definition and the definition of vector line integral ∫CF·Nds. A surface integral of a vector field is defined in a similar way to a flux line integral across a curve, except the domain of integration is a surface (two-dimensional) rather than a curve (one-dimensional).
Computing Surface Integrals of Vector Fields

Just as with vector line integrals, surface integral ∬SF·NdS is easier to compute after surface S has been parameterized. Let 𝐫(u,v) be a parameterization of S with parameter domain D.

The unit normal vector is given by 𝐍=𝐭u×𝐭v||𝐭u×𝐭v||. Using the surface integral formula for scalar-valued functions, we have:

∬SF·NdS&=∬SF·NdS&=∬SF·tu×tv||tu×tv||dS&=∬D(F(r(u,v))·tu×tv||tu×tv||)||tu×tv||dA&=∬D(F(r(u,v))·(tu×tv))dA.

Notice that the magnitude terms cancel, simplifying the computation considerably.

Key Takeaway

computing surface integrals

For a vector field 𝐅 and oriented surface S with parameterization 𝐫(u,v) over domain D:

∬SF·NdS=∬D(F(r(u,v))·(tu×tv))dA.

Example
Calculate the surface integral ∬SF·NdS, where F=⟨−y,x,0⟩ and S is the surface with parameterization r(u,v)=⟨u,v2−u,u+v⟩, 0≤u≤3, 0≤v≤4.
Sample Answer

The tangent vectors are tu=⟨1,−1,1⟩ and tv=⟨0,2v,1⟩. Therefore,

tu×tv=⟨−1−2v,−1,2v⟩.

By ∬SF·NdS=∬D(F(r(u,v))·(tu×tv))dA,

∬SF·dS&=∫04∫03F(r(u,v))·tu×tv)dudv&=∫04∫03⟨u−v2,u,0⟩·⟨−1−2v,−1,2v⟩dudv&=∫04∫03[(u−v2)(−1−2v)−u]dudv&=∫04∫03(2v3+v2−2uv−2u]dudv&=∫04[2v3u+v2u−vu2−u2]03dv&=∫04(6v3+3v2−9v−9)dv&=[3v22+v3−9v22−9v]04&=340.

Therefore, the flux of F across S is 340.



Example
Let v(x,y,z)=⟨2x,2y,z⟩ represent a velocity field (with units of meters per second) of a fluid with constant density 80 kg/m3. Let S be hemisphere x2+y2+z2=9 with z≥0 such that S is oriented outward. Find the mass flow rate of the fluid across S.
Sample Answer

A parameterization of the surface is:

r(ϕ,θ)=⟨3cosθsinϕ,3sinθsinϕ,3cosϕ⟩, 0≤θ≤2π, 0≤ϕ≤π/2.

The tangent vectors are:

tθ⟨−3sinθsinϕ,3cosθsinϕ,0⟩ and tϕ⟨3cosθcosϕ,3sinθcosϕ,−3sinϕ⟩,

and their cross product is:

tϕ×tθ=⟨9cosθsin2ϕ,9sinθsin2ϕ,9sinϕcosϕ⟩d\phidθ.

Notice that each component of the cross product is positive, and therefore this vector gives the outward orientation. Therefore we use the orientation N=⟨9cosθsin2ϕ,9sinθsin2ϕ,9sinϕcosϕ⟩ for the sphere.

By the surface integral equation,

∬Sρv·dS&=80∫02π∫0π/2v(r(ϕ,θ))·(tϕ×tθ)dϕdθ&=80∫02π∫0π/2&=80∫02π∫0π/2⟨6cosθsinϕ,6sinθsinϕ,3cosϕ⟩·⟨9cosθsin2ϕ,9sinθsin2ϕ,9sinϕcosϕ⟩&=80∫02π∫0π/254sin2ϕ+27cos2ϕsinϕdϕdθ&=80∫02π∫0π/254(1−cos2ϕ)sinϕ+27cos2ϕsinϕdϕdθ&=80∫02π∫0π/254sinϕ−27cos2ϕsinϕdϕdθ&=80∫02π[−54cosϕ+9cos3ϕ]ϕ=0ϕ=2πdθ&=80∫02π45dθ=7,200π.

Therefore, the mass flow rate is 7,200π kg/sec/m^2 . 




Surface Integrals: Apply It
Learning Goals

	Understand and find parametric representations of surfaces
	Calculate surface integrals of scalar functions
	Calculate surface integrals of vector fields
	Use surface integrals to solve real-world problems



Applications: Mass Flux vs. Flow Rate

In an earlier example, we computed the mass flux, which is the rate of mass flow per unit area. If we want to find the flow rate (measured in volume per time) instead, we can use flux integral ∫∫Sv·NdS, which leaves out the density.

Since the flow rate of a fluid is measured in volume per unit time, flow rate does not take mass into account. Therefore, we have the following characterization:

 Flow rate of fluid across S:∫∫Sv·NdS

To compute the flow rate of the fluid in the previous example, we simply remove the density constant, which gives a flow rate of 90π m³/sec.

Both mass flux and flow rate are important in physics and engineering. Mass flux measures how much mass is flowing across a surface; flow rate measures how much volume of fluid is flowing across a surface.

Application: Heat Flow

In addition to modeling fluid flow, surface integrals can be used to model heat flow. Suppose that the temperature at point (x,y,z) in an object is T(x,y,z).

Then the heat flow is a vector field proportional to the negative temperature gradient in the object. To be precise, the heat flow is defined as vector field 𝐅=−k∇T, where the constant k is the thermal conductivity of the substance from which the object is made (this constant is determined experimentally).

The rate of heat flow across surface S in the object is given by the flux integral:

∬SF·dS=∬S−k∇T·dS.

Example
A cast-iron solid cylinder is given by inequalities x2+y2≤1, 1≤z≤4. The temperature at point (x,y,z) in a region containing the cylinder is T(x,y,z)=(x2+y2)z. Given that the thermal conductivity of cast iron is 55, find the heat flow across the boundary of the solid if this boundary is oriented outward.
Sample Answer

Let S denote the boundary of the object. To find the heat flow, we need to calculate flux integral ∬S−k∇T·dS. Notice that S is not a smooth surface but is piecewise smooth, since S is the union of three smooth surfaces (the circular top and bottom, and the cylindrical side). Therefore, we calculate three separate integrals, one for each smooth piece of S. Before calculating any integrals, note that the gradient of the temperature is ∇T=⟨2xz,2yz,x2+y2⟩.

First we consider the circular bottom of the object, which we denote S1. We can see that S1 is a circle of radius 1 centered at point (0,0,1), sitting in plane z=1. This surface has parameterization r(u,v)=⟨vcosu,vsinu1⟩, 0≤u≤2π, 0≤v≤1. Therefore,

tu=⟨−vsinu,vcosu,0⟩ and tv=⟨cosu,vsinu,0⟩,

and

tu×tv=⟨0,0,−vsin2u−vcos2u⟩=⟨0,0,−v⟩.

Since the surface is oriented outward and S1 is the bottom of the object, it makes sense that this vector points downward. By ∬SF·NdS=∬D(F(r(u,v))·(tu×tv))dA, the heat flow across S1 is

∬S1−k∇T·dS&=−55∫02π∫01∇T(u,v)·(tu×tv)dvdu&=−55∫02π∫01⟨2vcosu,2vsinu,v2cos2u+v2sin2u⟩·⟨0,0,−v⟩dvdu&=−55∫02π∫01⟨2vcosu,2vsinu,v2⟩·⟨0,0,−v⟩dvdu&=−55∫02π∫01−v3dvdu=−55∫02π−14du=55π2.

Now let’s consider the circular top of the object, which we denote S2. We see that S2 is a circle of radius 1 centered at point (0,0,4), sitting in plane z=4. This surface has parameterization r(u,v)=⟨vcosu,vsinu,4⟩, 0≤u≤2π, 0≤v≤1. Therefore,
tu=⟨−vsinu,vcosu,0⟩ and v⟨cosu,vsinu,0⟩,

and

tu×tv=⟨0,0,−vsin2u−vcos2u⟩=⟨0,0,−v⟩.

Since the surface is oriented outward and S1 is the top of the object, we instead take vector tu×tv=⟨0,0,v⟩. By ∬SF·NdS=∬D(F(r(u,v))·(tu×tv))dA, the heat flow across S1 is

∬S2−k∇T•dS&=−55∫02π∫01∇T(u,v)•(tu×tv)dvdu&=−55∫02π∫01⟨8vcosu,8vsinu,v2cos2u+v2sin2u⟩•⟨0,0,v⟩dvdu&=−55∫02π∫01⟨8vcosu,8vsinu,v2⟩•⟨0,0,v⟩dvdu&=55∫02π∫01v3dvdu=−55π2.

Last, let’s consider the cylindrical side of the object. This surface has parameterization r(u,v)=⟨cosu,sinu,v⟩, 0≤u≤2π, 1≤v≤4. By Example "Calculating the Surface Integral of a Cylinder", we know that tu×tv=⟨cosu,sinu,0⟩. By ∬SF·NdS=∬D(F(r(u,v))·(tu×tv))dA,
∬S2−k∇T•dS&=−55∫02π∫01∇T(u,v)•(tu×tv)dvdu&=−55∫02π∫14⟨2vcosu,2vsinu,cos2u+sin2u⟩•⟨cosu,sinu,0⟩dvdu&=−55∫02π∫01⟨2vcosu,2vsinu,1⟩•⟨cosu,sinu,0⟩dvdu&=−55∫02π∫01(2vcos2u+2vsin2u)dvdu&=−55∫02π∫012vdvdu=−55∫02πdu=−110π.

Therefore, the rate of heat flow across S is 55π2−55π2−110π=−110π.



Stokes’ Theorem: Learn It 1
Learning Goals

	Use Stokes' theorem to relate line integrals to surface integrals
	Use Stokes’ theorem to calculate a surface integral
	Use Stokes’ theorem to calculate a curl



Stokes’ Theorem

Stokes' theorem is a higher-dimensional generalization of Green's theorem. Like the Fundamental Theorem for Line Integrals and Green's theorem, it generalizes the Fundamental Theorem of Calculus to higher dimensions by relating an integral over a geometric object to an integral over its boundary.

Specifically, Stokes' theorem relates a surface integral over surface S to a line integral around the boundary of S. This connection allows us to translate between line integrals and surface integrals, and it links the concepts of curl and circulation. The theorem has important applications in fluid mechanics and electromagnetism, including the derivation of Faraday's law.

Stokes' theorem says we can calculate the flux of curl 𝐅 across surface S by knowing information only about the values of 𝐅 along the boundary of S. Conversely, we can calculate the line integral of vector field 𝐅 along the boundary of surface S by translating to a double integral of the curl of 𝐅 over S.

Let S be an oriented smooth surface with unit normal vector 𝐍. Furthermore, suppose the boundary of S is a simple closed curve C. The orientation of S induces the positive orientation of C if, as you walk in the positive direction around C with your head pointing in the direction of 𝐍, the surface is always on your left.

Key Takeaway

Stokes' theorem

Let S be a piecewise smooth oriented surface with a boundary that is a simple closed curve C with positive orientation (Figure 1). If F is a vector field with component functions that have continuous partial derivatives on an open region containing S, then:

∫CF·dr=∬S curl F·dS.


[image: A diagram of a surface S in three dimensions. The orientation of the curve C around its boundary is positive. Various normals are drawn coming off of the surface.]Stokes’ theorem relates the flux integral over the surface to a line integral around the boundary of the surface. Note that the orientation of the curve is positive.
Connect It

Stokes' Theorem and Green's Theorem

Suppose surface S is a flat region in the xy-plane with upward orientation. Then the unit normal vector is 𝐤 and surface integral ∬S curl F·dS is actually the double integral ∬S curl F·kdA.

In this special case, Stokes' theorem gives:

∫CF·dr=∬S curl F·kdA

However, this is the circulation form of Green's theorem, which shows us that Green's theorem is a special case of Stokes' theorem. Green's theorem can only handle surfaces in a plane, but Stokes' theorem can handle surfaces in a plane or in space.

The complete proof of Stokes’ theorem is beyond the scope of this text. We look at an intuitive explanation for the truth of the theorem and then see proof of the theorem in the special case that surface S is a portion of a graph of a function, and S, the boundary of S, and F are all fairly tame.

Connect It

Proof



First, we look at an informal proof of the theorem. This proof is not rigorous, but it is meant to give a general feeling for why the theorem is true. Let S be a surface and let D be a small piece of the surface so that D does not share any points with the boundary of S. We choose D to be small enough so that it can be approximated by an oriented square E. Let D inherit its orientation from S, and give E the same orientation. This square has four sides; denote them El, Er, Eu, and Ed for the left, right, up, and down sides, respectively. On the square, we can use the flux form of Green’s theorem:

∫El+Ed+Er+EuF·dr=∬E curl F·NdS=∬E curl F·dS.

To approximate the flux over the entire surface, we add the values of the flux on the small squares approximating small pieces of the surface (Figure 2). By Green’s theorem, the flux across each approximating square is a line integral over its boundary. Let F be an approximating square with an orientation inherited from S and with a right side El (so F is to the left of E). Let Fr denote the right side of F; then, El=−Fr. In other words, the right side of F is the same curve as the left side of E, just oriented in the opposite direction. Therefore,

∫ElF·dr=−∫FrF·dr.

As we add up all the fluxes over all the squares approximating surface S, line integrals ∫ElF·dr and ∫FrF·drcancel each other out. The same goes for the line integrals over the other three sides of E. These three line integrals cancel out with the line integral of the lower side of the square above E, the line integral over the left side of the square to the right of E, and the line integral over the upper side of the square below E (Figure 3). After all this cancelation occurs over all the approximating squares, the only line integrals that survive are the line integrals over sides approximating the boundary of S. Therefore, the sum of all the fluxes (which, by Green’s theorem, is the sum of all the line integrals around the boundaries of approximating squares) can be approximated by a line integral over the boundary of S. In the limit, as the areas of the approximating squares go to zero, this approximation gets arbitrarily close to the flux.

[image: A diagram of a surface S sectioned into small pieces in a grid – they are small enough to be approximated by a square E. The orientation of each square is the same as S, shown with counterclockwise arrows in each square.. The N and F vectors are drawn coming off of one square.]Chop the surface into small pieces. The pieces should be small enough that they can be approximated by a square.
[image: Two diagrams labeled A and B. A contains two squares, F and E. Both have arrows along the sides in a counterclockwise manner. The right side of F is labeled F_r. The left, right, upper, and lower sides of E are labeled E_l, E_r, E_u, and E_d, respectively. B contains five squares. F and E are drawn as they are in diagram A. Above, to the right, and below E there are three other squares: G, H, and I, respectively. All have arrows along their sides in a counterclockwise manner. The bottom side of G is labeled G_d, the left side of H is labeled H_l, and the upper side of I is labeled I_u.](a) The line integral along El cancels out the line integral along Fr because El=−Fr. (b) The line integral along any of the sides of E cancels out with the line integral along a side of an adjacent approximating square.Let’s now look at a rigorous proof of the theorem in the special case that S is the graph of function z=f(x,y), where x and y vary over a bounded, simply connected region D of finite area (Figure 4). Furthermore, assume that f has continuous second-order partial derivatives. Let C denote the boundary of S and let C′ denote the boundary of D. Then, D is the “shadow” of S in the plane and C′ is the “shadow” of C. Suppose that S is oriented upward. The counterclockwise orientation of C is positive, as is the counterclockwise orientation of C′. Let F(x,y,z)=⟨P,Q,R⟩ be a vector field with component functions that have continuous partial derivatives.[image: A diagram of a surface S in three dimensions, where z is a function of x and y notated as z=f(x,y). The normal N is drawn pointing up and away from the surface. D is the shadow, or projection of S in the (x,y)-plane. The curve around S is labeled C, and C’ is the projection of C in the (x,y)-plane. Arrows are drawn on C, the boundary of S, in a counterclockwise manner.]D is the “shadow,” or projection, of S in the plane and C′ is the projection of C.
We take the standard parameterization of S:x=x,y=y,z=g(x,y). The tangent vectors are tx=⟨1,0,gx⟩,and ty=⟨0,1,gy⟩, and therefore, tx×ty=⟨−gx,−gy,1⟩. By the equation to calculate scalar surface integrals,

∬S curl F·dS=∬D[−(Ry−Qz)zx−(Pz−Rx)zy+(Qx−Py)]dA,

where the partial derivatives are all evaluated at (x,y,g(x,y)), making the integrand depend on x and y only. Suppose ⟨x(t),y(t)⟩, a≤t≤b is a parameterization of C′. Then, a parameterization of C is ⟨x(t),y(t),g(x(t),y(t))⟩, a≤t≤b. Armed with these parameterizations, the Chain rule, and Green’s theorem, and keeping in mind that P, Q, and R are all functions of x and y, we can evaluate line integral ∫CF·dr:

∫CF·dr&=∫ab(Px′(t)+Qy′(t)+Rz′(t))dt&=∫ab[Px′(t)+Qy′(t)+R(∂z∂xdxdt+∂z∂ydydt)]dt&=∫ab[((P+R∂z∂x)x′(t)+(Q+R∂z∂y)y′(t)]dt&=∫C′(P+R∂z∂x)dx+(Q+R∂z∂y)dy&=∬D[∂∂x(Q+R∂z∂y)−∂∂y(P+R∂z∂x)]dA&=∬D(∂Q∂x+∂Q∂z∂z∂x+∂R∂x∂z∂y+∂R∂z∂z∂x∂z∂y+R∂2z∂x∂y)−(∂P∂y+∂P∂z∂z∂y+∂R∂y∂z∂x+∂R∂z∂z∂y∂z∂x+R∂2z∂y∂x)dA.

By Clairaut’s theorem, ∂2z∂x∂y=∂2z∂y∂x. Therefore, four of the terms disappear from this double integral, and we are left with
∬D[−R(Ry−Qz)zx−(Pz−Rx)zy+(Qx−Py)]dA,

which equals ∬S curl F·dS.

∎

We have shown that Stokes' theorem is true in the case of a function with a domain that is a simply connected region of finite area. We can quickly confirm this theorem for another important case: when vector field 𝐅 is conservative.

If 𝐅 is conservative, the curl of 𝐅 is zero, so ∬S curl F·dS=0. Since the boundary of S is a closed curve,∫CF·dr is also zero.

Example
Verify that Stokes’ theorem is true for vector field F(x,y,z)=⟨y,2z,x2⟩ and surface S, where S is the paraboloid z=4−x2−y2. Assume the surface is outward oriented and z≥0
[image: A diagram in three dimensions of a hemisphere in a vector field. The arrows of the vector field follow the shape of the hemisphere, which is located in quadrants 2 and 3 of the (x, y) plane and stretches up and down into the z-plane. The center of the hemisphere is at the origin. The normal N is drawn stretching up and away from the hemisphere.]Verifying Stokes’ theorem for a hemisphere in a vector field.
Sample Answer

As a surface integral, you have g(x,y)=4−x2−y2, gx=−2y, and

 curl F=|ijk∂∂x∂∂y∂∂zy2zx2|=⟨−2,−2x,−1⟩.

By the equation to calculate scalar surface integrals,



∬S curl F·dS&=∬S curl F(r(ϕ,θ))·tϕ×tθ)dA&=∬D⟨−2,−2x,−1⟩·⟨2x,2y,1⟩dA&=∫−22∫4−x24−x2(−4x−4xy−1)dydx&=∫−22(8x4−x2−24−x2)dx&=4π.

As a line integral, you can parameterize C by r(t)=⟨2cost,2sint,0⟩, 0≤t≤2π. By the equation to calculate scalar surface integrals,

∫CF·dr&=∫02π⟨2sint,0,4cos2t⟩·⟨−2sint,2cost,0⟩dt&=∫02π−4sin2tdt=−4π.

Therefore, we have verified Stokes' theorem for this example.



Stokes’ Theorem: Learn It 2
Applying Stokes’ Theorem

Stokes' theorem translates between the flux integral of surface S to a line integral around the boundary of S. Therefore, the theorem allows us to compute surface integrals or line integrals that would ordinarily be quite difficult by translating the line integral into a surface integral or vice versa.

Example
Calculate surface integral ∬S curl F·dS, where S is the surface, oriented outward, in Figure 1 and F=⟨z,2xy,x+y⟩.

[image: A diagram of a complicated surface S in a three dimensional vector field. The surface is a cylindrical tube that twists about in the three-dimensional space arbitrarily. The upper end of the tube is an open circle leading to inside the tube. It is centered on the z-axis at a height of z=1 and has a radius of 1. The bottom end of the tube is closed with a hemispherical cap on the end. The vector arrows are best described by their components. The x component is positive everywhere and becomes larger as z increases. The y component is positive in the first and third octants and negative in the other two. The z component is zero when y=x and becomes more positive with more positive x and y values and more negative in the other direction.]A complicated surface in a vector field.
Sample Answer

Note that to calculate ∬S curl F·dS without using Stokes’ theorem, we would need to use the equation to calculate scalar surface integrals. Use of this equation requires a parameterization of S. Surface S is complicated enough that it would be extremely difficult to find a parameterization. Therefore, the methods we have learned in previous sections are not useful for this problem. Instead, we use Stokes’ theorem, noting that the boundary C of the surface is merely a single circle with radius 1.

The curl of F is ⟨1,1,2y⟩. By Stokes’ theorem,

∬S curl F·dS=∫CF·dr,

where C has parameterization r(t)=⟨sint,0,1−cost⟩, 0≤t≤2π. By the equation to for computing vector line integrals,

∬S curl F·dS&=∫CF·dr&=∫02π⟨1−cost,0,−sint⟩·⟨−cost,0sint⟩dt&=∫02π(−cost+cos2t−sin2t)dt&=[−sint+12sin(2t)]02π&=(−sin(2π)+12sin(4π))−(−sin0+12sin0)&=0.




An amazing consequence of Stokes’ theorem is that if S′ is any other smooth surface with boundary C and the same orientation as S, then ∬S curl F·dS=∫CF·dr=0 because Stokes’ theorem says the surface integral depends on the line integral around the boundary only.

Surface Independence

In the previous example, we calculated a surface integral simply by using information about the boundary of the surface. In general, let S1 and S2 be smooth surfaces with the same boundary C and the same orientation. By Stokes' theorem:
∬S1 curl F·dS=∫CF·dr=∬S2 curl F·dS.

Therefore, if ∬S1 curl F·dS is difficult to calculate but ∬S2 curl F·dS is easy to calculate, Stokes’ theorem allows us to calculate the easier surface integral. In the previous example, we could have calculated ∬S curl F·dS by calculating ∬S′ curl F·dS, where S′ is the disk enclosed by boundary curve C (a much simpler surface to work with).

Connect It

Surface Independence and Path Independence

The equation ∬S1 curl F·dS=∫CF·dr=∬S2 curl F·dS shows that flux integrals of curl vector fields are surface independent in the same way that line integrals of gradient fields are path independent.

Recall
Recall that if 𝐅 is a two-dimensional conservative vector field defined on a simply connected domain, f is a potential function for 𝐅, and C is a curve in the domain of 𝐅, then ∫CF·dr depends only on the endpoints of C. Therefore if C′ is any other curve with the same starting point and endpoint as C, then ∫CF·dr=∫C′F·dr.

Pro Tip
In other words, the value of the integral depends on the boundary of the path only; it does not depend on the path itself.


Analogously, suppose that S and S′ are surfaces with the same boundary and same orientation, and suppose that 𝐆 is a three-dimensional vector field that can be written as the curl of another vector field 𝐅 (so that 𝐅 is like a "potential field" of 𝐆). By Stokes' theorem:

∫SG·dS=∬S curl F·dS=∫CF·dr=∬S′ curl F·dS=∬S′ curl G·dS.

Therefore, the flux integral of G does not depend on the surface, only on the boundary of the surface. Flux integrals of vector fields that can be written as the curl of a vector field are surface independent in the same way that line integrals of vector fields that can be written as the gradient of a scalar function are path independent.

Example
Calculate the line integral ∫CF·dr, where F=⟨xy,x2+y2+z2,yz⟩ and C is the boundary of the parallelogram with vertices (0,0,1), (0,1,0), (2,0,−1), and (2,1,−2).
Sample Answer

To calculate the line integral directly, we need to parameterize each side of the parallelogram separately, calculate four separate line integrals, and add the result. This is not overly complicated, but it is time-consuming.

By contrast, let’s calculate the line integral using Stokes’ theorem. Let S denote the surface of the parallelogram. Note that S is the portion of the graph of z=1−x−y for (x,y) varying over the rectangular region with vertices (0,0), (0,1), (2,0), and (2,1) in the xy-plane. Therefore, a parameterization of S is ⟨x,y,1−x−y⟩, 0≤x≤2, 0≤y≤1. The curl of F is −⟨z,0,x⟩, and Stokes’ theorem and the equation to calculate scalar surface integrals give

∫CF·dr&=∬S curl F·dS&=∫02∫01 curl F(x,y)·(tx×ty)dydx&=∫02∫01⟨−(1−x−y),0,x⟩·(⟨1,0,−1⟩×⟨0,1,−1⟩)dydx&=∫02∫01⟨x+y−1,0,x⟩·⟨1,1,1⟩dydx&=∫02∫012x+y−1dydx&=3.



Stokes’ Theorem: Learn It 3
Interpretation of Curl

In addition to translating between line integrals and flux integrals, Stokes' theorem can be used to justify the physical interpretation of curl. Here we investigate the relationship between curl and circulation, and we use Stokes' theorem to state Faraday's law—an important law in electricity and magnetism that relates the curl of an electric field to the rate of change of a magnetic field.

Recall

Circulation

If C is a closed curve and 𝐅 is a vector field defined on C, then the circulation of 𝐅 around C is line integral ∫CF·dr. If F represents the velocity field of a fluid in space, then the circulation measures the tendency of the fluid to move in the direction of C.


Let F be a continuous vector field and let Dr be a small disk of radius r with center P0 (Figure 2). If Dr is small enough, then ( curl F)(P)≈( curl F)(P0) for all points P in Dr because the curl is continuous.

Let Cr be the boundary circle of Dr. By Stokes’ theorem:
∫CrF·dr=∬Dr curl F·NdS≈∬Dr( curl F)(P0)·N(P0)dS.

[image: A Disk D_r is a small disk in a continuous vector field in three dimensions. The radius of the disk is labeled r, and the center is labeled P_0. The arrows appear to have negative x components, slightly positive y components, and positive z components that become larger as z becomes larger.]Disk Dr is a small disk in a continuous vector field.




The quantity ( curl F)(P0)·N(P0) is constant, and therefore:

∬Dr( curl F)(P0)·N(P0)dS=πr2[( curl F)(P0)·N(P0)].

Thus:

∫CrF·dr≈πr2[( curl F)(P0)·N(P0)],

and the approximation gets arbitrarily close as the radius shrinks to zero. Therefore Stokes' theorem implies that:

( curl F)(P0)·N(P0)=limr→0+1πr2∫CrF·dr.

This equation relates the curl of a vector field to the circulation. Since the area of the disk is πr2, this equation says we can view the curl (in the limit) as the circulation per unit area.
Recall that if F is the velocity field of a fluid, then circulation ∮crF·dr=∮CrF·Tds is a measure of the tendency of the fluid to move around Cr. The reason is that F·T is a component of F in the direction of T, and the closer the direction of F is to T, the larger the value of F·T.

Pro Tip
Remember that if a and b are vectors and b is fixed, then the dot product a·b is maximal when a points in the same direction as bTherefore, if F is the velocity field of a fluid, then  curl F·N is a measure of how the fluid rotates about axis N. The effect of the curl is largest about the axis that points in the direction of N, because in this case F·N is as large as possible.
To see this effect in a more concrete fashion, imagine placing a tiny paddlewheel at point P0 (Figure 3). The paddlewheel achieves its maximum speed when the axis of the wheel points in the direction of  curl F. This justifies the interpretation of the curl we have learned: curl is a measure of the rotation in the vector field about the axis that points in the direction of the normal vector N, and Stokes’ theorem justifies this interpretation.


[image: A diagram of a tiny paddlewheel in water. A segment is stretching up out of its center, and that has an arrow labeled curl v. Red arrows are drawn to show the rotation of the wheel in a counterclockwise direction.]To visualize curl at a point, imagine placing a tiny paddlewheel at that point in the vector field.


Faraday's Law

Now that we have learned about Stokes' theorem, we can discuss applications in the area of electromagnetism. In particular, we examine how we can use Stokes' theorem to translate between two equivalent forms of Faraday's law.

Let C be a closed curve that models a thin wire. In the context of electric fields, the wire may be moving over time, so we write C(t) to represent the wire. At a given time t, curve C(t) may be different from original curve C because of the movement of the wire, but we assume that C(t) is a closed curve for all times t.

Let D(t) be a surface with C(t) as its boundary, and orient C(t) so that D(t) has positive orientation. Suppose that C(t) is in a magnetic field 𝐁(t) that can also change over time. In other words, 𝐁 has the form:




B(x,y,z)=⟨P(x,y,z),Q(x,y,z),R(x,y,z)⟩,

where P, Q, and R can all vary continuously over time.

We can produce current along the wire by changing field 𝐁(t) (this is a consequence of Ampere's law). Flux ϕ(t)=∬D(t)B(t)·dS creates electric field 𝐄(t) that does work.

Key Takeaway

Faraday’s law: integral form

The integral form of Faraday's law states that:

 Work =∫C(t)E(t)·dr=−∂ϕ∂t.

Pro Tip
In other words, the work done by 𝐄 is the line integral around the boundary, which is also equal to the rate of change of the flux with respect to time.Key Takeaway

Faraday’s law: differential form

The differential form of Faraday's law states that:

 curl E=−∂B∂t.


Using Stokes’ theorem, we can show that the differential form of Faraday’s law is a consequence of the integral form. By Stokes’ theorem, we can convert the line integral in the integral form into surface integral:

−∂ϕ∂t=∫C(t)E(t)·dr=∬D(t) curl E(t)·dS.

Since ϕ(t)=∬D(t)B(t)·dS, then as long as the integration of the surface does not vary with time we also have:

−∂ϕ∂t=∬D(t)−∂B∂t·dS.

Therefore:

∬D(t)−∂B∂t·dS=∬D(t) curl E(t)·dS.

To derive the differential form of Faraday’s law, we would like to conclude that  curl E=−∂B∂t. In general, the equation above is not enough to conclude this. The integral symbols do not simply "cancel out," leaving equality of the integrands.


Why Can't We Just Cancel the Integrals? 

To see why the integral symbol does not just cancel out in general, consider the two single-variable integrals ∫01x,dx and ∫01f(x),dx, where:

f(x)={1,0≤x≤1/20,1/2≤x≤1.

Both of these integrals equal 12, so ∫01x,dx=∫01f(x),dx. However, x≠f(x).


In our context, the equation ∬D(t)−∂B∂t·dS=∬D(t) curl E(t)·dS is true for any region, however small. If 𝐅 and 𝐆 are three-dimensional vector fields such that ∬SF·dS=∬SG·dS for any surface S, then it is possible to show that 𝐅=𝐆 by shrinking the area of S to zero by taking a limit.

Therefore, we can let area D(t) shrink to zero by taking a limit and obtain the differential form of Faraday’s law:

 curl E=−∂B∂t.

In the context of electric fields, the curl of the electric field can be interpreted as the negative of the rate of change of the corresponding magnetic field with respect to time.

Example
Calculate the curl of electric field E if the corresponding magnetic field is constant field B(t)=⟨1,−4,2⟩.
Sample Answer


Since the magnetic field does not change with respect to time, −∂B∂t=0. By Faraday’s law, the curl of the electric field is therefore also zero.




Analysis

A consequence of Faraday’s law is that the curl of the electric field corresponding to a constant magnetic field is always zero.






Stokes’ Theorem: Apply It
Learning Goals

	Use Stokes' theorem to relate line integrals to surface integrals
	Use Stokes’ theorem to calculate a surface integral
	Use Stokes’ theorem to calculate a curl



Analyzing Electromagnetic Induction in a Wire Loop

You are learning electronics repair at a local makerspace and currently studying electromagnetic induction—the principle that makes transformers, generators, and wireless chargers work. Your mentor has set up a demonstration with a wire loop placed in a changing magnetic field, and you need to analyze the relationship between the electric field induced in the wire and the magnetic flux through the loop. Understanding how Stokes' theorem connects the circulation of the electric field around the wire to the curl of the field over the surface helps you predict voltage outputs and troubleshoot faulty coils. Today, you will work through several calculations involving vector fields, verifying relationships between line integrals and surface integrals, and applying Faraday's law to determine how electric fields respond to changing magnetic fields.

Consider a vector field representing a simplified electric field model: F(x,y,z)=⟨2z,x,y⟩. You need to verify Stokes' theorem by computing both the line integral around a boundary curve and the surface integral of the curl over a surface.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Your mentor presents a more complex surface: a wire loop forms the boundary of a paraboloid cap. Consider vector field F(x,y,z)=⟨y,−x,z2⟩ and surface S, which is the part of the paraboloid z=9−x2−y2 that lies above the xy-plane, oriented upward. The boundary curve C is the circle x2+y2=9 in the xy-plane.

Rather than computing a complicated surface integral, use Stokes' theorem to evaluate ∬S curl F·dS by instead computing the line integral ∫CF·dr.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.

An important consequence of Stokes' theorem is surface independence: if two surfaces share the same boundary curve and orientation, then the flux integral of the curl is the same over both surfaces.

Consider vector field G(x,y,z)=⟨z,x,y⟩. Surface S1 is the hemisphere z=1−x2−y2, and surface S2 is the flat disk x2+y2≤1 in the plane z=0. Both surfaces are oriented upward and share the same boundary: the unit circle in the xy-plane.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Now your mentor explains Faraday's law of electromagnetic induction. In the makerspace, you're examining a coil where the magnetic field is changing over time.

The magnetic field is given by B(t)=⟨0,0,5t2⟩, where t represents time in seconds. According to Faraday's law in differential form,  curl E=−∂B∂t.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Your mentor shows you a scenario where the magnetic field is constant: B=⟨2,−3,7⟩. This represents a static magnetic field that does not change over time.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.
The Divergence Theorem: Learn It 1
Learning Goals

	Understand the divergence theorem
	Calculate flux using the divergence theorem
	Apply the divergence theorem to physical problems



Overview of Theorems


Before examining the divergence theorem, it is helpful to begin with an overview of the versions of the Fundamental Theorem of Calculus we have discussed. Each theorem relates an integral of a "derivative" over a domain to an integral over the boundary of that domain.




	The Fundamental Theorem of Calculus:


∫abf′(x)dx=f(b)−f(a).




This theorem relates the integral of derivative f′ over line segment [a,b] along the x-axis to a difference of f evaluated on the boundary.
	The Fundamental Theorem for Line Integrals:


∫C∇f·dr=f(P1)−f(P0).




where P0 is the initial point of C and P1 is the terminal point of C. The Fundamental Theorem for Line Integrals allows path C to be a path in a plane or in space, not just a line segment on the x-axis. If we think of the gradient as a derivative, then this theorem relates an integral of derivative ∇f over path C to a difference of f evaluated on the boundary of C.
	Green’s theorem, circulation form:


∬D(Qx−Py)dA=∫CF·dr.




Since Qx−Py= curl F·k and curl is a derivative of sorts, Green’s theorem relates the integral of derivative curlF over planar region D to an integral of F over the boundary of D.
	Green’s theorem, flux form:


∬D(Px+Qy)dA=∫CF·Nds.




Since Px+Qy= div F and divergence is a derivative of sorts, the flux form of Green’s theorem relates the integral of derivative div F over planar region D to an integral of F over the boundary of D.
	Stokes’ theorem:

∬S curl F·ds=∫CF·dr


If we think of the curl as a derivative of sorts, then Stokes’ theorem relates the integral of derivative curlF over surface S (not necessarily planar) to an integral of F over the boundary of S.
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Stating the Divergence Theorem

The divergence theorem follows the general pattern of the other theorems we've studied. If we think of divergence as a derivative of sorts, then the divergence theorem relates a triple integral of derivative div 𝐅 over a solid to a flux integral of 𝐅 over the boundary of the solid.

More specifically, the divergence theorem relates a flux integral of vector field 𝐅 over a closed surface S to a triple integral of the divergence of 𝐅 over the solid enclosed by S.

Key Takeaway

the divergence theorem

Let S be a piecewise, smooth closed surface that encloses solid E in space. Assume that S is oriented outward, and let F be a vector field with continuous partial derivatives on an open region containing E (Figure 1). Then:

∭e div FdV=∫CF·dS.

[image: A diagram of a closed surface S, vector field, and solid E enclosed by the surface in three dimensions. The surface is a roughly rectangular prism with curved sides. The normal vectors stretch out and away from the surface. The arrows have negative x components and positive y and z components.]The divergence theorem relates a flux integral across a closed surface S to a triple integral over solid E enclosed by the surface.Pro Tip
Recall that the flux form of Green’s theorem states that ∬D div FdA=∫CF·Nds. Therefore, the divergence theorem is a version of Green’s theorem in one higher dimension.

The proof of the divergence theorem is beyond the scope of this text. However, we look at an informal proof that gives a general feel for why the theorem is true, but does not prove the theorem with full rigor. This explanation follows the informal explanation given for why Stokes’ theorem is true.

Connect It

Proof




Let B be a small box with sides parallel to the coordinate planes inside E (Figure 2). Let the center of B have coordinates (x,y,z) and suppose the edge lengths are Δx, Δy, and Δz (Figure 2(b)). The normal vector out of the top of the box is k and the normal vector out of the bottom of the box is −k. The dot product of F=⟨P,Q,R⟩ with k is R and the dot product with −k is −R. The area of the top of the box (and the bottom of the box) ΔS is ΔxΔy.

[image: This figure has three diagrams. The first is a surface E in three dimensions with a small box B inside it. The second just has box B. The height is labeled as delta z, the width is labeled as delta x, and the width is labeled as delta y. An arrow perpendicular to the top points up and away from the box and is labeled k. An arrow perpendicular to the bottom points down and away from the box and is labeled –k. The third diagram is a side views of box B. The center is (x, y, z), the midpoint of the side below it is (x, y, z – delta z / 2), and the midpoint of the size above it is (x, y, z + delta z / 2). The height is delta z.](a) A small box B inside surface E has sides parallel to the coordinate planes. (b) Box B has side lengths Δx,Δy, and Δz (c) If we look at the side view of B, we see that, since (x,y,z) is the center of the box, to get to the top of the box we must travel a vertical distance of Δz/2 up from (x,y,z). Similarly, to get to the bottom of the box we must travel a distance Δz/2 down from (x,y,z).




The flux out of the top of the box can be approximated by R(x,y,z+Δz2)ΔxΔy (Figure 2(c)) and the flux out of the bottom of the box is −R(x,y,z−Δz2)ΔxΔy. If we denote the difference between these values as ΔR, then the net flux in the vertical direction can be approximated by ΔRΔxΔy. However,

ΔRΔxΔy=(ΔRΔz)ΔxΔyΔz≈(∂R∂z)ΔV.

Therefore, the net flux in the vertical direction can be approximated by (∂R∂z)ΔV. Similarly, the net flux in the x-direction can be approximated by (∂P∂x)ΔV and the net flux in the y-direction can be approximated by (∂Q∂y)ΔV. Adding the fluxes in all three directions gives an approximation of the total flux out of the box:

Total flux ≈(∂P∂x+∂Q∂y+∂R∂z)ΔV= div FΔV.

This approximation becomes arbitrarily close to the value of the total flux as the volume of the box shrinks to zero.

The sum of  div FΔV over all the small boxes approximating E is approximately ∭E div FdV. On the other hand, the sum of  div FΔV over all the small boxes approximating E is the sum of the fluxes over all these boxes. Just as in the informal proof of Stokes’ theorem, adding these fluxes over all the boxes results in the cancelation of a lot of the terms. If an approximating box shares a face with another approximating box, then the flux over one face is the negative of the flux over the shared face of the adjacent box. These two integrals cancel out. When adding up all the fluxes, the only flux integrals that survive are the integrals over the faces approximating the boundary of E. As the volumes of the approximating boxes shrink to zero, this approximation becomes arbitrarily close to the flux over S.

∎


Example
Verify the divergence theorem for vector field F=⟨x−y,x+z,z−y⟩ and surface S that consists of cone x2+y2=z2, 0≤z≤1, and the circular top of the cone (see the following figure). Assume this surface is positively oriented.[image: This figure is a vector diagram in three dimensions. The cone x^2 + y^2 = z^2 is shown. Its point is at the origin, and it opens up. There is a cover across the top. The arrows seem to be following the shape of the cone.]The vector field F=⟨x−y,x+z,z−y⟩ and surface S that consists of cone x2+y2=z2, 0≤z≤1, and the circular top of the cone
Sample Answer

Let E be the solid cone enclosed by S. To verify the theorem for this example, we show that ∭E div FdV=∬sF·dS by calculating each integral separately.

To compute the triple integral, note that  div F=Px+Qy+Rz=2, and therefore the triple integral is

∭E div FdV&=2∭EdV&=2 (volume of E) .

The volume of a right circular cone is given by πr2h3. In this case, h=r=1. Therefore,

∭E div FdV=2 (volume of E) =2π3.

To compute the flux integral, first note that S is piecewise smooth; S can be written as a union of smooth surfaces. Therefore, we break the flux integral into two pieces: one flux integral across the circular top of the cone and one flux integral across the remaining portion of the cone. Call the circular top S1 and the portion under the top S2. We start by calculating the flux across the circular top of the cone. Notice that S1 has parameterization

r(u,v)=⟨u,cosv,usinv,1⟩, 0≤u≤1, 0≤v≤2π.

Then, the tangent vectors are tu⟨cosv,sinv,0⟩ and tv=⟨−ucosv,usinv,0⟩. Therefore, the flux across S1 is

∬S1F·dS&=∫01∫02πF(r(u,v))·(tu×tv)dA&=∫01∫02π⟨ucosv−usinv,ucosv+1,1−usinv⟩·⟨0,0,u⟩ dvdu&=∫01∫02πu−u2sinv dvdu=π.

We now calculate the flux over S2. A parameterization of this surface is

r(u,v)=⟨u,cosv,usinv,1⟩, 0≤u≤1, 0≤v≤2π.

The tangent vectors are tu⟨cosv,sinv,1⟩ and tv⟨−usinv,ucosv,0⟩, so the cross product is

tu×tv=⟨−ucosv,−sinv,u⟩.

Notice that the negative signs on the x and y components induce the negative (or inward) orientation of the cone. Since the surface is positively oriented, we use vector tu×tv=⟨ucosv,usinv,−u⟩ in the flux integral. The flux across S2 is then

∬S2F·dS&=∫01∫02πF(r(u,v))·(tu×tv)dA&=∫01∫02π⟨ucosv−usinv,ucosv+u,u−usinv⟩·⟨ucosv,usinv,−u⟩&=∫01∫02πu2cos2v+2u2sinv−u2 dvdu=−π3.

The total flux across S is
∬S2F·dS=∬S1F·dS+∬S2F·dS=2π3=∭e div FdV,

and we have verified the divergence theorem for this example.





Physical Interpretation of Divergence

Recall that the divergence of continuous field 𝐅 at point P is a measure of the "outflowing-ness" of the field at P. If 𝐅 represents the velocity field of a fluid, then the divergence can be thought of as the rate per unit volume of the fluid flowing out less the rate per unit volume flowing in. The divergence theorem confirms this interpretation.

To see this, let P be a point and let Br be a ball of small radius r centered at P (Figure 4). Let Sr be the boundary sphere of Br.

Since the radius is small and F is continuous,  div F(Q)≈ div F(P) for all other points Q in the ball. Therefore, the flux across Sr can be approximated using the divergence theorem:
∬SrF·dS=∭Br div FdV≈∭Br div F(P)dV.

Since  div F(P) is a constant,

∭Br div F(P)dV= div F(P)V(Br).

Therefore, flux ∬SrF·dS can be approximated by  div F(P)V(Br). This approximation gets better as the radius shrinks to zero, and therefore:

 div F(P)=limr→01V(Br)∬SrF·dS.

This equation says that the divergence at P is the net rate of outward flux of the fluid per unit volume.

[image: This figure is a diagram of ball B_r, with small radius r centered at P. Arrows are drawn pointing up and to the right across the ball.]Ball Br of small radius r centered at P.
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Using the Divergence Theorem

The divergence theorem translates between the flux integral of closed surface S and a triple integral over the solid enclosed by S. Therefore, the theorem allows us to compute flux integrals or triple integrals that would ordinarily be difficult to compute by translating the flux integral into a triple integral and vice versa.

Example
Calculate the surface integral ∬SF·dS, where S is cylinder x2+y2=1, 0≤z≤2, including the circular top and bottom, and F=⟨x33+yz,y33−sin(xz),z−x−y⟩.
Sample Answer

We could calculate this integral without the divergence theorem, but the calculation is not straightforward because we would have to break the flux integral into three separate integrals: one for the top of the cylinder, one for the bottom, and one for the side. Furthermore, each integral would require parameterizing the corresponding surface, calculating tangent vectors and their cross product, and using the equation to calculate scalar surface integrals.

By contrast, the divergence theorem allows us to calculate the single triple integral ∭E div FdV, where E is the solid enclosed by the cylinder. Using the divergence theorem and converting to cylindrical coordinates, we have

∬SF·dS&=∭E div FdV&=∭E(x2+y2+1)dV&=∫02π∫01∫02(r2+1)r dzdrdθ&=32∫02πdθ=3π.



Example
Let v=⟨−yz,xz,0⟩ be the velocity field of a fluid. Let C be the solid cube given by 1≤x≤4, 2≤y≤5, 1≤z≤4, and let S be the boundary of this cube (see the following figure). Find the flow rate of the fluid across S.[image: This is a figure of a diagram of the given vector field in three dimensions. The x components are –y/z, the y components are x/z, and the z components are 0.]Vector field v=⟨−yz,xz,0⟩.
Sample Answer

The flow rate of the fluid across S is ∬sv·dS. Before calculating this flux integral, let’s discuss what the value of the integral should be. Based on Figure 2, we see that if we place this cube in the fluid (as long as the cube doesn’t encompass the origin), then the rate of fluid entering the cube is the same as the rate of fluid exiting the cube. The field is rotational in nature and, for a given circle parallel to the xy-plane that has a center on the z-axis, the vectors along that circle are all the same magnitude. That is how we can see that the flow rate is the same entering and exiting the cube. The flow into the cube cancels with the flow out of the cube, and therefore the flow rate of the fluid across the cube should be zero.

To verify this intuition, we need to calculate the flux integral. Calculating the flux integral directly requires breaking the flux integral into six separate flux integrals, one for each face of the cube. We also need to find tangent vectors, compute their cross product, and use the equation to calculate scalar surface integrals. However, using the divergence theorem makes this calculation go much more quickly:

∬sv·dS&=∭C div (v)dV&=∭C0 dV=0.

Therefore the flux is zero, as expected.




A Special Case: Zero Divergence

The example above illustrates a remarkable consequence of the divergence theorem. Let S be a piecewise, smooth closed surface and let 𝐅 be a vector field defined on an open region containing the surface enclosed by S.

If 𝐅 has the form 𝐅=⟨f(y,z),g(x,z),h(x,y)⟩, then the divergence of 𝐅 is zero. By the divergence theorem, the flux of 𝐅 across S is also zero. This makes certain flux integrals incredibly easy to calculate.

For example, suppose we wanted to calculate the flux integral ∬S𝐅·d𝐒 where S is a cube and:

F=⟨sin(y)eyz,x2z2,cos(xy)esinx⟩.

Calculating the flux integral directly would be difficult, if not impossible, using techniques we studied previously. At the very least, we would have to break the flux integral into six integrals, one for each face of the cube. But, because the divergence of this field is zero, the divergence theorem immediately shows that the flux integral is zero.

Pro Tip

Quick Check for Zero Flux

If a vector field has the form 𝐅=⟨f(y,z),g(x,z),h(x,y)⟩ (where each component depends only on the two variables shown), then:

	 div 𝐅=0
	The flux across any closed surface is automatically zero


This can save significant computation time!


Justifying the Physical Interpretation

We can now use the divergence theorem to justify the physical interpretation of divergence that we discussed earlier. Recall that if 𝐅 is a continuous three-dimensional vector field and P is a point in the domain of 𝐅, then the divergence of 𝐅 at P is a measure of the "outflowing-ness" of 𝐅 at P.

If 𝐅 represents the velocity field of a fluid, then the divergence of 𝐅 at P is a measure of the net flow rate out of point P (the flow of fluid out of P less the flow of fluid in to P).

To see how the divergence theorem justifies this interpretation, let Br be a ball of very small radius r with center P, and assume that Br is in the domain of 𝐅. Furthermore, assume that Br has a positive, outward orientation.

Since the radius of Br is small and 𝐅 is continuous, the divergence of 𝐅 is approximately constant on Br. That is, if P′ is any point in Br, then  div 𝐅(P)≈ div 𝐅(P′).

Let Sr denote the boundary sphere of Br. We can approximate the flux across Sr using the divergence theorem as follows:

∬SF·dS&=∭Br div FdV&≈∭Br div F(P)dV&= div F(P)V(Br).

As we shrink the radius r to zero via a limit, the quantity  div F(P)V(Br) gets arbitrarily close to the flux. Therefore:
 div F(P)=limr→01V(Br)∬SrF·dS

and we can consider the divergence at P as measuring the net rate of outward flux per unit volume at P. Since “outflowing-ness” is an informal term for the net rate of outward flux per unit volume, we have justified the physical interpretation of divergence we discussed earlier, and we have used the divergence theorem to give this justification.
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Application to Electrostatic Fields

The divergence theorem has many applications in physics and engineering. It allows us to write many physical laws in both an integral form and a differential form (in much the same way that Stokes' theorem allowed us to translate between an integral and differential form of Faraday's law).

Areas of study such as fluid dynamics, electromagnetism, and quantum mechanics have equations that describe the conservation of mass, momentum, or energy. The divergence theorem allows us to give these equations in both integral and differential forms.

Gauss' Law

One of the most common applications of the divergence theorem is to electrostatic fields. An important result in this subject is Gauss' law. This law states that if S is a closed surface in electrostatic field 𝐄, then the flux of 𝐄 across S is the total charge enclosed by S (divided by an electric constant).

We now use the divergence theorem to justify the special case of this law in which the electrostatic field is generated by a stationary point charge at the origin.

If (x,y,z) is a point in space, then the distance from the point to the origin is r=x2+y2+z2. Let Fr denote radial vector field:

Fr=1r2⟨xy,yr,zr⟩.

The vector at a given position in space points in the direction of unit radial vector ⟨xy,yr,zr⟩ and is scaled by the quantity 1/r2. Therefore, the magnitude of a vector at a given point is inversely proportional to the square of the vector’s distance from the origin.

Suppose we have a stationary charge of q Coulombs at the origin, existing in a vacuum. The charge generates electrostatic field E given by:
E=q4πε0Fr,

where the approximation ε0=8.854×10−12 farad (F)/m is an electric constant. (The constant ε0 is a measure of the resistance encountered when forming an electric field in a vacuum.)

Notice that 𝐄 is a radial vector field. The difference from a gravitational field is that this field points outward whereas the gravitational field points inward. Because:
E=q4πε0Fr=q4πε0(1r1⟨xy,yr,zr⟩),

we say that electrostatic fields obey an inverse-square law. That is, the electrostatic force at a given point is inversely proportional to the square of the distance from the source of the charge (which in this case is at the origin).

Given this vector field, we show that the flux across closed surface S is zero if the charge is outside of S, and that the flux is q/ε0 if the charge is inside of S. In other words, the flux across S is the charge inside the surface divided by constant ε0. This is a special case of Gauss' law, and here we use the divergence theorem to justify this special case.

To show that the flux across S is the charge inside the surface divided by constant ε0, we need two intermediate steps. First we show that the divergence of Fr is zero and then we show that the flux of Fr across any smooth surface S is either zero or 4π. We can then justify this special case of Gauss’ law.

Example
Verify that the divergence of Fr is zero where Fr is defined (away from the origin).
Sample Answer

Since r=x2+y2+z2, the quotient rule gives us

∂∂x(xr3)&=∂∂x(x(x2+y2+z2)3/2)&=(x2+y2+z2)3/2−x[32(x2+y2+z2)1/22x](x2+y2+z2)3&=r3−3x2rr6=r2−3x2r5.

Similarly,

∂∂y(yr3)=r2−3y2r5 and ∂∂z(zr3)=r2−3z2r5.

Therefore,

 div Fr&=r2−3x2r5+r2−3y2r5+r2−3z2r5&=3r2−3(x2+y2+z2)r5&=3r2−3r2r5=0.




Notice that since the divergence of 𝐅r is zero and 𝐄 is 𝐅r scaled by a constant, the divergence of electrostatic field 𝐄 is also zero (except at the origin).

Key Takeaway

flux across a smooth surface

Let S be a connected, piecewise smooth closed surface and let Fr=1r2⟨xr,yr,zr⟩. Then,

∬SF·dS={0 if S does not encompass the origin 4π if S encompasses the origin. 

Pro Tip
In other words, the flux of 𝐅r across any piecewise smooth closed surface S depends only on whether the origin is inside of S.

Connect It

Proof



The logic of this proof follows the logic of using Green's theorem on a region with holes, only we use the divergence theorem rather than Green's theorem.

First, suppose that S does not encompass the origin. In this case, the solid enclosed by S is in the domain of Fr, and since the divergence of Fr is zero, we can immediately apply the divergence theorem and find that ∬SF·dS is zero.

Now suppose that S does encompass the origin. We cannot just use the divergence theorem to calculate the flux, because the field is not defined at the origin. Let Sa be a sphere of radius a inside of S centered at the origin. The outward normal vector field on the sphere, in spherical coordinates, is

tϕ×tθ=⟨a2cosθsin2ϕ,a2sinθsin2ϕ,a2sinϕcosϕ⟩.

Therefore, on the surface of the sphere, the dot product Fr·N (in spherical coordinates) is

Fr·N&=⟨sinϕcosθa2,sinϕsinθa2,cosϕa2⟩·⟨a2cosθsin2ϕ,a2sinθsin2ϕ,a2sinϕcosϕ⟩&=sinϕ(⟨sinϕcosθ,sinϕsinθ,cosϕ⟩·⟨sinϕcosθ,sinϕsinθ,cosϕ⟩)&=sinϕ.

The flux of Fr across Sa is
∬SaFr·NdS=∫02π∫0πsinϕdϕdθ=4π.

Now, remember that we are interested in the flux across S, not necessarily the flux across Sa. To calculate the flux across S, let E be the solid between surfaces Sa and S. Then, the boundary of E consists of Sa and S. Denote this boundary by S−Sa to indicate that S is oriented outward but now Sa is oriented inward. We would like to apply the divergence theorem to solid E. Notice that the divergence theorem, as stated, can’t handle a solid such as E because E has a hole. However, the divergence theorem can be extended to handle solids with holes, just as Green’s theorem can be extended to handle regions with holes. This allows us to use the divergence theorem in the following way. By the divergence theorem,

∬S−SaFr·NdS&=∬SFr·NdS−∬SaFr·NdS&=∭E div FrdV&=∭E0 dV=0.

Therefore,

∬SFr·NdS=∬SaFr·dS=4π,

and we have our desired result.

∎

Applying Gauss' Law

Now we return to calculating the flux across a smooth surface in the context of electrostatic field E=q4πε0Fr of a point charge at the origin. Let S be a piecewise smooth closed surface that encompasses the origin. Then:

∬SE·dS&=∬Sq4πε0Fr·dS&=q4πε0∬SFr·dS&=qε0.

If S does not encompass the origin, then:

∬SE·dS=q4πε0∬SFr·dS=0.

Therefore, we have justified the claim that we set out to justify: the flux across closed surface S is zero if the charge is outside of S, and the flux is q/ε0 if the charge is inside of S.

This analysis works only if there is a single point charge at the origin. In this case, Gauss' law says that the flux of 𝐄 across S is the total charge enclosed by S.

Gauss' law can be extended to handle multiple charged solids in space, not just a single point charge at the origin. The logic is similar to the previous analysis, but beyond the scope of this text. In full generality, Gauss' law states that if S is a piecewise smooth closed surface and Q is the total amount of charge inside of S, then the flux of 𝐄 across S is Q/ε0.

Example
Suppose we have four stationary point charges in space, all with a charge of 0.002 Coulombs (C). The charges are located at (0,1,1), (1,1,4), (−1,0,0), and (−2,−2,2). Let E denote the electrostatic field generated by these point charges. If S is the sphere of radius 2 oriented outward and centered at the origin, then find ∬SE·dS.
Sample Answer

According to Gauss’ law, the flux of E across S is the total charge inside of S divided by the electric constant. Since S has radius 2, notice that only two of the charges are inside of S: the charge at (0,1,1) and the charge at (−1,0,0). Therefore, the total charge encompassed by S is 0.004 and, by Gauss’ law,

∬SE·dS=0.0048.854×10−12≈4.518×109 V-m .



The Divergence Theorem: Apply It
Learning Goals

	Understand the divergence theorem
	Calculate flux using the divergence theorem
	Apply the divergence theorem to physical problems





Analyzing Heat Distribution in Your Microwave Burrito





You just got back to your apartment after a long day of classes and grab a frozen burrito from the freezer. As you heat it in the microwave, you notice a familiar problem: some parts come out scorching hot while others remain frozen. Your roommate, who is taking an electromagnetic fields course, mentions that microwaves generate an energy field inside the appliance that can be modeled mathematically. Curious, you decide to analyze the energy flux through the burrito's surface to understand why it heats so unevenly. The burrito can be approximated as a cylinder, and the microwave's energy field in the region around your food can be modeled using vector fields. By applying the divergence theorem, you can relate the energy absorption inside the burrito to the flux across its surface, helping explain why that first bite is always a gamble between lava and ice.
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Second-Order Differential Equations
Second-Order Differential Equations: Background You'll Need 1
Learning Goals

	
Solve quadratic equations using factoring, the quadratic formula, and completing the square.





Solving Quadratic Equations by Factoring

Often the easiest method of solving a quadratic equation is factoring. Factoring a quadratic equation involves expressing it as a product of simpler polynomials, typically two binomials.

If a quadratic equation can be factored, it is written as a product of linear terms. Solving by factoring depends on the zero-product property which states that if a·b=0, then a=0 or b=0, where a and b are real numbers or algebraic expressions. In other words, if the product of two numbers or two expressions equals zero, then one of the numbers or one of the expressions must equal zero because zero multiplied by anything equals zero.

The process of factoring a quadratic equation depends on the leading coefficient, whether it is 1 or another integer.

How To: Given a quadratic equation with the leading coefficient of 1, factor it
	Find two numbers whose product equals c and whose sum equals b.
	Use those numbers to write two factors of the form (x+k) or (x−k), where k is one of the numbers found in step 1. Use the numbers exactly as they are. In other words, if the two numbers are 1 and −2, the factors are (x+1)(x−2).
	Solve using the zero-product property by setting each factor equal to zero and solving for the variable.


Example
Factor and solve the equation:x2+x−6=0

	Factor the quadratic expression.
x2+x−6=(x+2)(x−3)

Sample Answer

	We have a trinomial with leading coefficient 1, b=1, and c=−6.
	We need to find two numbers with a product of −6 and a sum of 1.





	Factors of −6
	Sum of Factors



	1,−6
	−5



	−1,6
	5



	2,−3
	−1



	−2,3
	1






	Now that we have identified p and q as −2 and 3, we can write the factored form as (x−(−2))(x−3)=(x+2)(x−3).



	Apply the Zero-Product Property to find x. Equation: x2+x−6=0 Factored form: (x−2)(x+3)=0 Apply zero product property: x−2=0 or x+3=0 Solution: x=2 or x=−3


Interactive elements can be viewed embedded within the content of our online courseware.
When the leading coefficient is not 1, we factor a quadratic equation using the method called grouping, which requires four terms.

With the equation in standard form, let’s review the grouping procedures:
	With the quadratic in standard form, ax2+bx+c=0, multiply a·c.
	Find two numbers whose product equals a·c and whose sum equals b.
	Rewrite the equation replacing the bx term with two terms using the numbers found in step 2 as coefficients of x.
	Factor the first two terms and then factor the last two terms. The expressions in parentheses must be exactly the same to use grouping.
	Factor out the expression in parentheses.
	Set the expressions equal to zero and solve for the variable.


Example
Use grouping to factor and solve the quadratic equation:4x2+15x+9=0

Sample Answer
First, multiply a·c: 4·9=36. Then list the factors of 36.
1·362·183·124·96·6

The only pair of factors that sums to 15 is 3+12. Rewrite the equation replacing the b term, 15x, with two terms using 3 and 12 as coefficients of x. Factor the first two terms, and then factor the last two terms.
4x2+3x+12x+9=0x(4x+3)+3(4x+3)=0(4x+3)(x+3)=0

Solve using the zero-product property.
(4x+3)(x+3)=04x+3=0⇒x=−34x+3=0⇒x=−3

The solutions are x=−34 and x=−3.

[image: Coordinate plane with the x-axis ranging from negative 6 to 2 with every other tick mark labeled and the y-axis ranging from negative 6 to 2 with each tick mark numbered. The equation: four x squared plus fifteen x plus nine is graphed with its x-intercepts: (-3/4,0) and (-3,0) plotted as well.]Coordinate plane with quadratic equation


Interactive elements can be viewed embedded within the content of our online courseware.

Using the Square Root Property

When there is no linear term in the equation, another method of solving a quadratic equation is by using the square root property, in which we isolate the x2 term and take the square root of the number on the other side of the equal sign. Keep in mind that sometimes we may have to manipulate the equation to isolate the x2 term so that the square root property can be used.

Key Takeaway

square root property

With the x2 term isolated, the square root property states that:
 if x2=k, then x=±k

where k is a non-negative real number.

How To: Given a quadratic equation with an x2 term but no x term, use the square root property to solve it
	Isolate the x2 term on one side of the equal sign.
	Take the square root of both sides of the equation, putting a ± sign before the expression on the side opposite the squared term.
	Simplify the numbers on the side with the ± sign.


Example
Solve the quadratic using the square root property:x2=8.
 Given equation: x2=8 Apply the square root property: x=±8 Simplify the square root: 8=4×2=22 Thus, the solution is: x=±22Example
Solve the quadratic equation using the square root property:3(x−4)2=15

Sample Answer
 Isolate the squared term: (x−4)2=153(x−4)2=5 Apply the square root property: x−4=±5 Solve for x:x=4±5x=4+5 or x=4−5
Interactive elements can be viewed embedded within the content of our online courseware.

Completing the Square

Not all quadratic equations can be factored or can be solved in their original form using the square root property. In these cases, we may use other methods for solving a quadratic equation. One method of solving quadratic equation is known as completing the square.

Using this process, we add or subtract terms to both sides of the equation until we have a perfect square trinomial on one side of the equal sign. We then apply the square root property. To complete the square, the leading coefficient, a, must equal 1. If it does not, then divide the entire equation by a. Then, we can use the following procedures to solve a quadratic equation by completing the square.

Key Takeaway

completing the square

The goal of completing the square is to transform a quadratic equation of the form ax2+bx+c=0 into a perfect square trinomial:
(x−h)2=k,

which can easily be solved by taking square roots.

How to: Solve a quadratic equation by completing the square
	Rearrange your equation so that it is in standard form: ax2+bx+c=0. Divide by a if a≠1.
	Isolate the constant term by moving it to the right side of the equation.
	Add (b2)2 on both sides of the equation.
	Form the perfect square trinomial.
	Solve for x using the square root property.


Example
Solve the quadratic equation by completing the square:x2−3x−5=0

Sample Answer
First, move the constant term to the right side of the equal sign by adding 5 to both sides of the equation.
x2−3x=5

Then, take 12 of the b term and square it.
12(−3)=−32(−32)2=94

Add the result to both sides of the equal sign.
 x2−3x+(−32)2=5+(−32)2x2−3x+94=5+94

Factor the left side as a perfect square and simplify the right side.
(x−32)2=294

Use the square root property and solve.
(x−32)2=±294(x−32)=±292x=32±292

The solutions are x=32+292, x=32−292.



Example
Solve the quadratic equation using completing the square:3x2−6x−9=0

Sample Answer
 Divide by the coefficient of x2:3x2−6x−93=0x2−2x−3=0 Isolate the constant term: x2−2x=3 Add (−22)2=(−1)2=1 on both sides :x2−2x+1=3+1 Form the perfect square trinomial: (x−1)2=3+1 Simplify and solve: (x−1)2=4x−1=±2x=1±2x=1+2=3 and x=1−2=−1
Interactive elements can be viewed embedded within the content of our online courseware.
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Quadratic Formula

The fourth method of solving a quadratic equation is by using the quadratic formula, a formula that will solve all quadratic equations. Although the quadratic formula works on any quadratic equation in standard form, it is easy to make errors in substituting the values into the formula. Pay close attention when substituting, and use parentheses when inserting a negative number.

Key Takeaway

quadratic formula

Written in standard form, ax2+bx+c=0, any quadratic equation can be solved using the quadratic formula:
x=−b±b2−4ac2a

where a,b, and c are real numbers and a≠0.

How To: Given a quadratic equation, solve it using the quadratic formula
	Make sure the equation is in standard form: ax2+bx+c=0.
	Make note of the values of the coefficients and constant term, a,b, and c.
	Carefully substitute the values noted in step 2 into the equation. To avoid needless errors, use parentheses around each number input into the formula.
	Calculate and solve.


Example
Solve the quadratic equation:x2+5x+1=0

Sample Answer
Identify the coefficients: a=1,b=5,c=1. Then use the quadratic formula.
x=−(5)±(5)2−4(1)(1)2(1)=−5±25−42=−5±212





Try It
Interactive elements can be viewed embedded within the content of our online courseware.


Second-Order Differential Equations: Background You'll Need 2
Learning Goals

	Make expressions simpler by applying the rules for multiplying, dividing, and raising numbers to powers



Simplifying Expressions Using the Rules for Multiplying, Dividing, and Raising Numbers to Powers

The Power Rule for Exponents

Another word for an exponent is power. You have likely seen or heard an example such as 35 can be described as 3 raised to the 5th power. In this section, we will further expand our capabilities with exponents. We will learn what to do when a term with a power is raised to another power, what to do when two numbers or variables are multiplied and both are raised to an exponent, and what to do when numbers or variables that are divided are raised to a power. We will begin by raising powers to powers.

Key Takeaway


the power rule for exponents

For any positive number x and integers a and b: (xa)b=xa·b.



Try It
Interactive elements can be viewed embedded within the content of our online courseware.

Raise a Product to a Power

Raising a product to a power is a fundamental operation in algebra that demonstrates how exponents interact with multiplication. This operation is widely used across various mathematical disciplines, including geometry, where it might be used to calculate the volume of shapes, and in finance, where it can be used to calculate compounded interest over multiple periods.

The rule simplifies the process of working with powers of products. Instead of multiplying the base numbers repeatedly, we apply the exponent to each factor individually. This is based on the distributive property of exponents over multiplication.

Key Takeaway


a product raised to a power

For any nonzero numbers a and b and any integer x, (ab)x=ax·bx.



Example
Simplify the following: (2yz)6

Sample Answer
Apply the exponent to each number in the product.26y6z6
Answer: (2yz)6=64y6z6

If the variable has an exponent with it, use the Power Rule: multiply the exponents.

Example
Simplify the following:(−7a4b)2

Sample Answer
Apply the exponent 2 to each factor within the parentheses.(−7)2(a4)2(b)2Square the coefficient and use the Power Rule to square (a4)2.
49a4·2b2

Simplify.
49a8b2

 

Answer: (−7a4b)2=49a8b2



The Product Rule for Exponents

The Product Rule for Exponents is one of the essential rules in algebra that simplifies the process of working with powers. This rule is pivotal when dealing with exponential expressions, particularly when multiplying them. In essence, it tells us that when we multiply two exponents with the same base, we can simply add the exponents to get the new power of the base.

This rule is extremely useful in various mathematical and real-world applications, such as calculating compound interest, understanding scientific notation, or solving problems in physics and engineering. By using the Product Rule, we can manage and simplify complex expressions without the need for lengthy multiplication.

Key Takeaway


the product rule for exponents

For any number x and any integers a and b, (xa)(xb)=xa+b.

To multiply exponential terms with the same base, add the exponents.



[image: Caution]Caution! When you are reading mathematical rules, it is important to pay attention to the conditions on the rule. For example, when using the product rule, you may only apply it when the terms being multiplied have the same base and the exponents are integers. Conditions on mathematical rules are often given before the rule is stated, as in this example it says "For any number x and any integers a and b."

Example
Simplify the following:
(a3)(a7)

Sample Answer
The base of both exponents is a, so the product rule applies.
(a3)(a7)

Add the exponents with a common base.
a3+7

 

Answer: (a3)(a7)=a10


When multiplying more complicated terms, multiply the coefficients and then multiply the variables.

Example
Simplify the following:
5a4·7a6

Sample Answer
Multiply the coefficients.
35·a4·a6

The base of both exponents is a, so the product rule applies. Add the exponents.
35·a4+6

Add the exponents with a common base.
35·a10

 

Answer: 5a4·7a6=35a10


Try It
Interactive elements can be viewed embedded within the content of our online courseware.

The Quotient (Division) Rule for Exponents

The Quotient Rule for Exponents is as crucial as the Product Rule and serves as its counterpart for division. This rule assists in simplifying expressions where we have exponential terms with the same base being divided. It states that when you divide exponents with the same base, you can subtract the exponents.

This rule has significant practical applications, especially in fields that involve calculations of rates of change, decay, or growth when they are decreasing, such as in the case of depreciation in finance or radioactive decay in physics.

Key Takeaway


the quotient (division) rule for exponents

For any non-zero number x and any integers a and b:

xaxb=xa−b
To divide exponential terms with the same base, subtract the exponents.



Example
Evaluate the following:4944

Sample Answer
These two exponents have the same base, 4. According to the Quotient Rule, you can subtract the power in the denominator from the power in the numerator.
49−4

 

4944=45


When dividing terms that also contain coefficients, divide the coefficients and then divide variable powers with the same base by subtracting the exponents.

Example
Simplify the following:12x42x

Sample Answer
Separate into numerical and variable factors.
(122)(x4x)

Since the bases of the exponents are the same, you can apply the Quotient Rule. Divide the coefficients and subtract the exponents of matching variables.
6(x4−1)

 

12x42x=6x3


Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Second-Order Differential Equations: Background You'll Need 3
Learning Goals

	Understand and use the basic rules and relationships in trigonometry



Trigonometric Identities

Trigonometric identities are the equalities that involve trigonometric functions and are true for any substitution of the variable where the sides of the equation are defined. Mastery of these identities is crucial for solving trigonometric equations, proving other mathematical statements, and is frequently necessary in calculus.

The main trigonometric identities are listed below.

Key Takeaway

trigonometric identities

Reciprocal identities

tanθ=sinθcosθcotθ=cosθsinθcscθ=1sinθsecθ=1cosθ



 
Pythagorean identities

sin2θ+cos2θ=1\rule2em0ex1+tan2θ=sec2θ\rule2em0ex1+cot2θ=csc2θ



 
Addition and subtraction formulas

sin(α±β)=sinαcosβ±cosαsinβ

cos(α±β)=cosαcosβ∓sinαsinβ



 
Double-angle formulas

sin(2θ)=2sinθcosθ

cos(2θ)=2cos2θ−1=1−2sin2θ=cos2θ−sin2θ

When facing a trigonometric identity, verification is key to ensuring the identity holds true for all permissible values of the variable. The process is a methodical one, where you manipulate one side of the equation until it matches the other.

How to: Given a Trigonometric Identity, Verify that it is True.

	Work on one side of the equation. It is usually better to start with the more complex side, as it is easier to simplify than to build.
	Look for opportunities to factor expressions, square a binomial, or add fractions.
	Noting which functions are in the final expression, look for opportunities to use the identities and make the proper substitutions.
	If these steps do not yield the desired result, try converting all terms to sines and cosines.


Example
Verify tanθcosθ=sinθ.
Sample Answer
 We will start on the left side, as it is the more complicated side:

tanθcosθ=(sinθcosθ)cosθ Rewrite tanθ in terms of sinθ and cosθ=sinθcosθcosθ Multiply by cosθ , then cancel =sinθ Simplify 


Example

Prove the trigonometric identity 1+tan2θ=sec2θ.

Sample Answer

We start with the identity

sin2θ+cos2θ=1

Dividing both sides of this equation by cos2θ, we obtain

sin2θcos2θ+1=1cos2θ

Since sinθcosθ=tanθ and 1cosθ=secθ, we conclude that
tan2θ+1=sec2θ.


Algebra is very important in verifying trigonometric identities, but it is just as critical in simplifying trigonometric expressions before solving. Being familiar with the basic properties and formulas of algebra, such as the difference of squares formula, the perfect square formula, or substitution, will simplify the work involved with trigonometric expressions and equations.

Example
The equation (sinx+1)(sinx−1)=0 resembles the equation (x+1)(x−1)=0, which uses the factored form of the difference of squares. Using algebra makes finding a solution straightforward and familiar. We can set each factor equal to zero and solve. How to: Given a Trigonometric Equation, Solve using Algebra.
	Spot Patterns: Look for familiar algebraic cues in the equation, like notable identities or factors.
	Substitute Variables: Temporarily replace trig expressions with a single variable to simplify the equation.
	Solve Algebraically: Treat the simplified equation as you would a standard algebraic one.
	Back-Substitute: Once you've solved for the temporary variable, revert to the original trigonometric terms.
	Find Angles: Use inverse functions to solve for the angle, considering the function's period and domain.
	Verify Solutions: Always check that your solutions satisfy the initial equation.


Example
Write the following trigonometric expression as an algebraic expression:2cos2θ+cosθ−1

Sample Answer
Notice that the pattern displayed has the same form as a standard quadratic expression, ax2+bx+c. Letting cosθ=x, we can rewrite the expression as follows:

2x2+x−1
This expression can be factored as (2x−1)(x+1). If it were set equal to zero and we wanted to solve the equation, we would use the zero factor property and solve each factor for x. At this point, we would replace x with cosθ and solve for θ. 

Second-Order Differential Equations: Background You'll Need 4
Learning Goals

	Understand what we mean by the sum of an infinite series



Sums and Series

When you add the terms of a sequence together, you get a series. An infinite series is the sum of infinitely many terms, written as:

∑n=1∞an=a1+a2+a3+⋯.

But what does it mean to add infinitely many terms? We can't simply add them the way we add a finite number of terms. Instead, we define the value of an infinite series using partial sums.

A partial sum is a finite sum of the first k terms:
∑n=1kan=a1+a2+a3+⋯+ak.

The value of the infinite series is then defined as the limit of these partial sums as k→∞.

Let's see how this works with a real scenario.

Example

Suppose oil seeps into a lake following this pattern:

	Week 1: 1000 gallons enter the lake
	Week 2: 500 gallons enter (half of previous week)
	Week 3: 250 gallons enter (half of previous week)
	And so on...


Each week, half as much oil enters compared to the previous week. The question is: if this continues forever, will the total amount of oil grow without bound, or will it approach some finite limit?

Let Sk represent the total oil (in thousands of gallons) after k weeks:
S1=1S2=1+0.5=1+12S3=1+0.5+0.25=1+12+14S4=1+0.5+0.25+0.125=1+12+14+18S5=1+0.5+0.25+0.125+0.0625=1+12+14+18+116.

Looking at this pattern, the total oil after k weeks is:
Sk=1+12+14+18+116+⋯+12k−1=∑n=1k(12)n−1.

As k→∞, the total amount of oil is represented by the infinite series:
∑n=1∞(12)n−1=1+12+14+18+116+⋯.

The behavior of an infinite series depends entirely on what happens to its sequence of partial sums Sk as k→∞.
To find limk→∞Sk, let's calculate some partial sums:

S1=1 S2=1+12=32=1.5 S3=1+12+14=74=1.75 S4=1+12+14+18=158=1.875 S5=1+12+14+18+116=3116=1.9375

Plotting some of these values in Figure 1, it appears the sequence Sk might be approaching 2.

[image: This is a graph in quadrant 1with the x and y axes labeled n and S_n, respectively. From 1 to 5, points are plotted. They increase and seem to converge to 2 and n goes to infinity.]The graph shows the sequence of partial sums {Sk}. It appears that the sequence is approaching the value 2.

More Evidence: In the following table, we list the values of Sk for several values of k.




	k
	5
	10
	15
	20



	Sk
	1.9375
	1.998
	1.999939
	1.999998






These data supply more evidence suggesting that the sequence {Sk} converges to 2.


This numerical evidence strongly suggests that limk→∞Sk=2.

Since the sequence of partial sums converges to 2, we say the infinite series converges to 2 and write:

∑n=1∞(12)n−1=2

Example
Returning to our question about the oil in the lake, since this series converges to 2, the total amount of oil in the lake will approach 2000 gallons (remember our units were thousands of gallons), no matter how long the spill continues.Key Takeaway

infinite series

An infinite series is an expression of the form

∑n=1∞an=a1+a2+a3+⋯.

 
For each positive integer k, the sum

Sk=∑n=1kan=a1+a2+a3+⋯+ak

 
is called the k th  partial sum of the infinite series. The partial sums form a sequence {Sk}.

	If limk→∞Sk=S (a finite number), the series converges to S
	If limk→∞Sk does not exist or is infinite, the series diverges



The starting index of a series can be adjusted for convenience. For example:

∑n=1∞(12)n−1

can also be written as

∑n=0∞(12)n or ∑n=5∞(12)n−5.

Often it is convenient for the index to begin at 1, so if for some reason it begins at a different value, we can reindex by making a change of variables. For example, consider the series

∑n=2∞1n2.

By introducing the variable m=n−1, so that n=m+1, we can rewrite the series as

∑m=1∞1(m+1)2.

Example


For each of the following series, use the sequence of partial sums to determine whether the series converges or diverges.

	∑n=1∞nn+1
	∑n=1∞(−1)n
	∑n=1∞1n(n+1)




Sample Answer


	The sequence of partial sums {Sk} satisfies

S1=12S2=12+23S3=12+23+34S4=12+23+34+45.



Notice that each term added is greater than 12. As a result, we see that

S1=12S2=12+23>12+12=2(12)S3=12+23+34>12+12+12=3(12)S4=12+23+34+45>12+12+12+12=4(12).



From this pattern we can see that Sk>k(12) for every integer k. Therefore, {Sk} is unbounded and consequently, diverges. Therefore, the infinite series ∑n=1∞n(n+1) diverges.
	The sequence of partial sums {Sk} satisfies

S1=−1S2=−1+1=0S3=−1+1−1=−1S4=−1+1−1+1=0.



From this pattern we can see the sequence of partial sums is

{Sk}={−1,0,−1,0 , … }.



Since this sequence diverges, the infinite series ∑n=1∞(−1)n diverges.
	The sequence of partial sums {Sk} satisfies

S1=11·2=12S2=11·2+12·3=12+16=23S3=11·2+12·3+13·4=12+16+112=34S4=11·2+12·3+13·4+14·5=45S5=11·2+12·3+13·4+14·5+15·6=56.



From this pattern, we can see that the k th  partial sum is given by the explicit formula

Sk=kk+1.



Since k(k+1)→1, we conclude that the sequence of partial sums converges, and therefore the infinite series converges to 1. We have

∑n=1∞1n(n+1)=1.

 






Linear Homogeneous Equations: Learn It 1
Learning Goals

	Identify homogeneous linear equations
	Find and use characteristic equations
	Solve homogeneous equations using characteristic equations
	Solve initial and boundary value problems



Homogeneous Linear Equations

Consider the second-order differential equation:

xy′′+2x2y′+5x3y=0.

Notice that y and its derivatives appear in a relatively simple form. They are multiplied by functions of x, but are not raised to any powers themselves, nor are they multiplied together. First-order equations with similar characteristics are linear. The same is true of second-order equations.

All the terms in this differential equation involve either y or one of its derivatives. There are no terms involving only functions of x. Equations like this, in which every term contains y or one of its derivatives, are called homogeneous.

Not all differential equations are homogeneous. Consider the differential equation:

xy′′+2x2y′+5x3y=x2.

The x2 term on the right side does not contain y or any of its derivatives. Therefore, this differential equation is nonhomogeneous.

Key Takeaway

linear second-order differential equations

A second-order differential equation is linear if it can be written in the form

a2(x)y′′+a1(x)y′+a0(x)y=r(x),

where a2(x), a1(x), a0(x), and r(x) are real-valued functions and a2(x) is not identically zero.

 

If r(x)=0 for every value of x, the equation is a homogeneous linear equation. If r(x)≠0 for some value of x, the equation is a nonhomogeneous linear equation.

In linear differential equations, y and its derivatives can be raised only to the first power and they may not be multiplied by one another. Terms involving y2 or y′ make the equation nonlinear. Functions of y and its derivatives, such as siny or ey′, are similarly prohibited in linear differential equations.

Pro Tip
Equations may not always be given in standard form. It can be helpful to rewrite them in that form to decide whether they are linear, or whether a linear equation is homogeneous.Example

Classify each of the following equations as linear or nonlinear. If the equation is linear, determine further whether it is homogeneous or nonhomogeneous.

	y″+3x4y′+x2y2=x3
	(sinx)y″+(cosx)y′+3y=0
	4t2x″+3txx′+4x=0
	5y″+y=4x5
	(cosx)y″−siny′+(sinx)y−cosx=0
	8ty″−6t2y′+4ty−3t2=0
	sin(x2)y″−(cosx)y′+x2y=y′−3
	y″+5xy′−3y=cosy


Sample Answer

	This equation is nonlinear because of the y2 term.
	This equation is linear. There is no term involving a power or function of y, and the coefficients are all functions of x. The equation is already written in standard form, and r(x) is identically zero, so the equation is homogeneous.
	This equation is nonlinear. Note that, in this case, x is the dependent variable and t is the independent variable. The second term involves the product of x and x′, so the equation is nonlinear.
	This equation is linear. Since r(x)=4x5, the equation is nonhomogeneous.
	This equation is nonlinear, because of the siny′ term.
	This equation is linear. Rewriting it in standard form gives
8t2−6t2y′+4ty=3t2.
With the equation in standard form, we can see that r(t)=3t2 so the equation is nonhomogeneous.
	This equation looks like it’s linear, but we should rewrite it in standard form to be sure. We get
sin(x2)y″−(cosx+1)y′+x2y=−3.This equation is, indeed, linear. With r(x)=−3, it is nonhomogeneous.
	This equation is nonlinear because of the cosy term.




Before we examine techniques for solving specific types of differential equations, let's understand how solutions to linear differential equations behave. In many cases, solving differential equations depends on making educated guesses about what the solution might look like.

Example

Consider the linear, homogeneous differential equation

x2y″−xy′−3y=0.

Looking at this equation, notice that the coefficient functions are polynomials, with higher powers of x associated with higher-order derivatives of y. Show that y=x3 is a solution to this differential equation.

Sample Answer

Let y=x3. Then y′=3x2 and y″=6(x). Substituting into the differential equation, we see that

x2y″−xy′−3y&=x2(6x)−x(3x2)−3(x3)&=6x3−3x3−3x3&=0.



Linear Homogeneous Equations: Learn It 2
Finding the General Solution

Although finding any solution to a differential equation is important, we often want to find all solutions to a differential equation. We call this the general solution.

Pro Tip
Just as with first-order differential equations, a general solution (or family of solutions) gives the entire set of solutions to a differential equation.An important difference between first-order and second-order equations is that, with second-order equations, we typically need to find two different solutions to the equation to find the general solution. If we find two solutions, then any linear combination of these solutions is also a solution. We state this fact in the following theorem.

Key Takeaway

superposition principle

If y1(x) and y2(x) are solutions to a linear homogeneous differential equation, then the function

y(x)=c1y1(x)+c2y2(x),

where c1 and c2 are constants, is also a solution.

Example

Consider the differential equation

y′′−4y′−5y=0.

Given that e−x and e5x are solutions to this differential equation, show that 4e−x+e5x is a solution.

Sample Answer

We have

y(x)=4e−x+e5x, so y′(x)=−4e−x+5e5x and y′′=4e−x+25e5x.

Then

y′′−4y′−5y&=(4e−x+25e5x)−4(−4e−x+5e5x)−5(4e−x+e5x)&=4e−x+25e5x+16e−x−20e5x−20e−x−5e5x&=0.

Thus, y(x)=4e−x+e5x is a solution.




Unfortunately, to find the general solution to a second-order differential equation, it is not enough to find any two solutions and then combine them. Consider the differential equation:

x″+7x′+12x=0.

Both e−3t and 2e−3t are solutions (check this). However, x(t)=c1e−3y+c2(2e−3t) is not the general solution. This expression does not account for all solutions to the differential equation. In particular, it fails to account for the function e−4t, which is also a solution to the differential equation.

To find the general solution to a second-order differential equation, we must find two linearly independent solutions.

Key Takeaway

linearly independent

A set of functions f1(x),f2(x),…,fn(x) is said to be linearly dependent if there are constants c1,c2,…cn, not all zero, such that c1f1(x)+c2f2(x)+⋯cnfn(x)=0 for all x over the interval of interest.

 

A set of functions that is not linearly dependent is said to be linearly independent.


You will usually test sets of only two functions for linear independence, which allows us to simplify this definition. From a practical perspective, two functions are linearly dependent if either one of them is identically zero or if they are constant multiples of each other.

If the functions meet these conditions, then they are linearly dependent. If one of the functions is identically zero—say, f2(x)≡0—then choose c1=0 and c2=1, and the condition for linear dependence is satisfied. If, on the other hand, neither f1(x) nor f2(x) is identically zero, but f1(x)=Cf2(x) for some constant C, then choose c1=1C and c2=−1, and again, the condition is satisfied.

Conversely, if two functions are linearly dependent, then either one is identically zero or they are constant multiples of one another. Assume f1(x) and f2(x) are linearly dependent. Then, there are constants, c1 and c2, not both zero, such that:

c1f1(x)+c2f2(x)=0

for all x over the interval of interest. Then,



c1f1(x)=−c2f2(x).


Now, since we stated that c1 and c2 can’t both be zero, assume c2≠0. Then, there are two cases: either c1=0 or c1≠0. If c1=0, then:

0&=−c2f2(x)0&=f2(x),

so one of the functions is identically zero. Now suppose c1≠0. Then,

f1(x)=(−c2c1)f2(x)

and we see that the functions are constant multiples of one another.

Key Takeaway

linear dependence of two functions

Two functions, f1(x) and f2(x), are said to be linearly dependent if either one of them is identically zero or if f1(x)=Cf2(x) for some constant C and for all x over the interval of interest.

 

Functions that are not linearly dependent are said to be linearly independent.

Example

Determine whether the following pairs of functions are linearly dependent or linearly independent.

	f1(x)=x2, f2(x)=5x2
	f1(x)=sinx, f2(x)=cosx
	f1(x)=e3x, f2(x)=e−3x
	f1(x)=3x, f2(x)=3x+1


Sample Answer

	f2(x)=5f1(x), so the functions are linearly dependent.
	There is no constant C such that f1(x)=Cf2(x), so the functions are linearly independent.
	There is no constant C such that f1(x)=Cf2(x), so the functions are linearly independent. Don’t get confused by the fact that the exponents are constant multiples of each other. With two exponential functions, unless the exponents are equal, the functions are linearly independent.
	There is no constant C such that f1(x)=Cf2(x), so the functions are linearly independent.




If we are able to find two linearly independent solutions to a second-order differential equation, then we can combine them to find the general solution.

Key Takeaway

general solution to a homogeneous equation

If y1(x) and y2(x) are linearly independent solutions to a second-order, linear, homogeneous differential equation, then the general solution is given by:

y(x)=c1y1(x)+c2y2(x),

wherec1 and c2 are constants.

When we say a family of functions is the general solution to a differential equation, we mean that (1) every expression of that form is a solution and (2) every solution to the differential equation can be written in that form. This makes this theorem extremely powerful. If we can find two linearly independent solutions to a differential equation, we have effectively found all solutions to the differential equation.

Example
If y1(t)=e3t and y2(t)=e−3t are solutions to y″−9y=0, what is the general solution?
Sample Answer
Note that y1 and y2 are not constant multiples of one another, so they are linearly independent. Then, the general solution to the differential equation is y(t)=c1e3t+c2e−3t.



Linear Homogeneous Equations: Learn It 3
Second-Order Equations with Constant Coefficients

Now that we have a better feel for linear differential equations, we are going to concentrate on solving second-order equations of the form:

ay′′+by′+cy=0

where a, b, and c are constants.
Since all the coefficients are constants, the solutions are probably going to be functions with derivatives that are constant multiples of themselves. We need all the terms to cancel out, and if taking a derivative introduces a term that is not a constant multiple of the original function, it is difficult to see how that term cancels out. Exponential functions have derivatives that are constant multiples of the original function, so let’s see what happens when we try a solution of the form y(x)=eλx, where λ (the lowercase Greek letter lambda) is some constant.

If y(x)=eλx, then y′(x)=λeλx and y′′(x)=λ2eλx. Substituting these expressions into a linear second-order differential equation, we get

ay′′+by′+cy&=a(λ2eλx)+b(λeλx)+ceλx&=eλx(aλ2+bλ+c).

Since eλx is never zero, this expression can be equal to zero for all x only if:

aλ1+bλ+c=0.

We call this the characteristic equation of the differential equation.

Key Takeaway

characteristic equation

The characteristic equation of the differential equation ay′′+by′+cy=0 is aλ2+bλ+c+0.


The characteristic equation is very important in finding solutions to differential equations of this form. We can solve the characteristic equation either by factoring or by using the quadratic formula:

λ=−b±b2−4ac2a.

This gives three cases. The characteristic equation has (1) distinct real roots; (2) a single, repeated real root; or (3) complex conjugate roots. We consider each of these cases separately.


Distinct Real Roots

If the characteristic equation has distinct real roots λ1 and λ2, then eλ1x and eλ2x are linearly independent solutions to the differential equation, and the general solution is given by:
y(x)=c1eλ1x+c2eλ2x,

where c1 and c2 are constants.

Example

The differential equation y′′9y′+14y=0 has the associated characteristic equation λ2+9λ+14=0. This factors into (λ+2)(λ+7)=0, which has roots λ1=−2 and λ2=−7. Therefore, the general solution to this differential equation is:

y(x)=c1e−2+c2e−7x.


Single Repeated Real Root

Things are a little more complicated if the characteristic equation has a repeated real root, λ. In this case, we know eλx is a solution to the differential equation, but it is only one solution and we need two linearly independent solutions to determine the general solution. We might be tempted to try a function of the form keλx, where k is some constant, but it would not be linearly independent of eλx. Therefore, let's try xeλx as the second solution.

First, note that by the quadratic formula,
λ=−b±b2−4ac2a.

But, λ is a repeated root, so b2−4ac=0 and λ=−b2a. Thus, if y=xeλx, we have:

y′=eλx+λxeλx and y′′=2λeλx+λ2xeλx.

Substituting these expressions into a linear second-order differential equation, we see that:

ay′′+by′+cy&=a(2λeλx+λ2eλx)+b(eλx+λxeλx)+cxeλx&=xeλx(aλ2+bλ+c)+eλx(2aλ+b)&=xeλx(0)+eλx(2(−b2a)+b)&=0+eλx(0)=0.

This shows that xeλx is a solution to a linear second-order differential equation. Since eλx and xeλx are linearly independent, when the characteristic equation has a repeated root λ, the general solution to a linear second-order differential equation is given by
y(x)=c1eλx+c2xeλx,

where c1 and c2 are constants.

Example

The differential equation y′′+12y′+36y=0 has the associated characteristic equation λ2+12λ+36=0. This factors into (λ+6)2, which has a repeated root λ=−6. Therefore, the general solution to this differential equation is:

y(x)=c1e−6x+c2xe−6x.


Complex Conjugate Roots

The third case we must consider is when b2−4ac<0. In this case, when we apply the quadratic formula, we are taking the square root of a negative number. We must use the imaginary number i=−1 to find the roots, which take the form λ1=α+βi and λ2=α−βi. The complex number α+βi is called the conjugate of α−βi. Thus, when b2−4ac<0, the roots of our characteristic equation are always complex conjugates.

This creates a problem for us. If we follow the same process we used for distinct real roots—using the roots of the characteristic equation as the coefficients in the exponents of exponential functions—we get the functions e(α+βi)x and e(α−βi)x as our solutions. However, there are problems with this approach. First, these functions take on complex (imaginary) values, and a complete discussion of such functions is beyond the scope of this text. Second, even if we were comfortable with complex-valued functions, we do not address the idea of a derivative for such functions here.

If possible, we'd like to find two linearly independent real-valued solutions to the differential equation. For purposes of this development, we are going to manipulate and differentiate the functions e(α+βi)x and e(α−βi)x as if they were real-valued functions. For these particular functions, this approach is valid mathematically, but be aware that there are other instances when complex-valued functions do not follow the same rules as real-valued functions.

Recall
Euler's formula
eiθ=cosθ+isinθ

for all real numbers θ.


Based on the roots α±βi of the characteristic equation, the functions e(α+βi)x and e(α−βi)x are linearly independent solutions to the differential equation. and the general solution is given by:

y(x)=c1e(α+βi)x+c2e(α−βi)x.

Using some smart choices for c1 and c2, and a little bit of algebraic manipulation, we can find two linearly independent, real-value solutions to a linear second-order differential equation and express our general solution in those terms.

Going back to the general solution, we have:

y(x)&=c1e(α+βi)x+c2e(α−βi)x&=c1eαxeβix+c2eαxe−βix&=eαx(c1eβix+c2e−βix).

Applying Euler’s formula together with the identities cos(−x)=cosx and sin(−x)=−sinx, we get:

y(x)&=eαx[c1(cosβx+isinβx)+c2(cos(−βx)+isin(−βx))]&=eαx[(c1+c2)cosβx+(c1−c2)isinβx].

Now, if we choose c1=c2=12, the second term is zero and we get:

y(x)=eαxcosβx

as a real-value solution to a linear second-order differential equation. Similarly, if we choose c1=−i2 and c2=i2, the first term is zero and we get:

y(x)=eαxsinβx

as a second, linearly independent, real-value solution to a linear second-order differential equation.

Based on this, we see that if the characteristic equation has complex conjugate roots α±βi, then the general solution to a linear second-order differential equation is given by:

y(x)&=c1eαxcosβx+c2eαxcossinβx&=eαx(c1cosβx+c2sinβx).

where c1 and c2 are constants.

Example

The differential equation y′′−2y′+5y=0 has the associated characteristic equation λ2−2λ+5=0. By the quadratic formula, the roots of the characteristic equation are 1±2i. Therefore, the general solution to this differential equation is:

y(x)=ex(c1cos2x+c2sin2x).


Summary of Results



We can solve second-order, linear, homogeneous differential equations with constant coefficients by finding the roots of the associated characteristic equation. The form of the general solution varies, depending on whether the characteristic equation has distinct, real roots; a single, repeated real root; or complex conjugate roots.

Key Takeaway

summary of characteristic equation cases




	Characteristic Equation Roots
	General Solution to the Differential Equation





	Distinct real roots, λ1 and λ2
	y(x)=c1eλ1x+c2eλ2x



	A repeated real root, λ
	y(x)=c1eλx+c2xeλx



	Complex conjugate roots α±βi
	y(x)=eλx(c1cosβx+c2sinβx)






Table 7.1 Summary of Characteristic Equation Cases


How to: Use the Characteristic Equation to Solve Second-Order Differential Equations with Constant Coefficients

	Write the differential equation in standard form: ay″+by′+cy=0.
	Find the corresponding characteristic equation: aλ2+bλ+c=0.
	Solve for the roots: Either factor the characteristic equation or use the quadratic formula to find the roots.
	Determine the form of the general solution: Based on whether the characteristic equation has distinct, real roots; a single, repeated real root; or complex conjugate roots.


Example

Find the general solution to the following differential equations. Give your answers as functions of x.

	y″+3y′−4y=0
	y″+6y′+13y=0
	y″+2y′+y=0
	y″−5y′=0
	y″−16y=0
	y″+16y=0


Sample Answer

Note that all these equations are already given in standard form (step 1).

	The characteristic equation is λ2+3λ−4=0 (step 2). This factors into (λ+4)(λ−1)=0, so the roots of the characteristic equation are λ1=−4 and λ2=1 (step 3). Then the general solution to the differential equation is
y(x)=c1e−4x+c2ex (step 4).


	The characteristic equation is λ2+6λ+13=0 (step 2). Applying the quadratic formula, we see this equation has complex conjugate roots (−3±2i (step 3). Then the general solution to the differential equation is


y(t)=e−3t(c1cos2t+c2sin2t) (step 4).



	The characteristic equation is λ2+2λ+1=0 (step 2). This factors into (λ+1)2=0, so the characteristic equation has a repeated real root λ=−1 (step 3). Then the general solution to the differential equation is


y(t)=c1e−t+c2te−t (step 4).



	The characteristic equation is λ2−5λ=0 (step 2). This factors into λ(λ−5)=0, so the roots of the characteristic equation are λ1=0 and λ2=5 (step 3). Note that e0x=e0=1, so our first solution is just a constant. Then the general solution to the differential equation is


y(x)=c1+c2e5x (step 4).



	The characteristic equation is λ2−16=0 (step 2). This factors into (λ+4)(λ−4)=0, so the roots of the characteristic equation are λ1=4 and λ2=−4 (step 3). Then the general solution to the differential equation is


y(x)=c1e4x+c2e−4x (step 4).



	The characteristic equation is λ2+16=0 (step 2). This has complex conjugate roots ±4i (step 3). Note that e0x=e0=1, so the exponential term in our solution is just a constant. Then the general solution to the differential equation is


y(t)=c1cos4t+c2sin4t (step 4).




Linear Homogeneous Equations: Learn It 4
Initial-Value Problems and Boundary-Value Problems

So far, we have been finding general solutions to differential equations. However, differential equations are often used to describe physical systems, and the person studying that physical system usually knows something about the state of that system at one or more points in time.

For example, if a constant-coefficient differential equation is representing how far a motorcycle shock absorber is compressed, we might know that the rider is sitting still on his motorcycle at the start of a race, time t=t0. This means the system is at equilibrium, so y(t0)=0, and the compression of the shock absorber is not changing, so y′(t0)=0. With these two initial conditions and the general solution to the differential equation, we can find the specific solution to the differential equation that satisfies both initial conditions.

This process is known as solving an initial-value problem. Note that second-order equations have two arbitrary constants in the general solution, and therefore we require two initial conditions to find the solution to the initial-value problem.

Key Takeaway

initial-value problem

An initial-value problem requires finding a solution to a differential equation that satisfies specific conditions at a single point in time t0. For second-order equations, we need two initial conditions, typically y(t0) and y′(t0).

Sometimes we know the condition of the system at two different times. For example, we might know y(t0)=y0 and y(t1)=y1. These conditions are called boundary conditions, and finding the solution to the differential equation that satisfies the boundary conditions is called solving a boundary-value problem.

Key Takeaway

boundary-value problem

A boundary-value problem requires finding a solution to a differential equation that satisfies specific conditions at two different points in time, t0 and t1.

Pro Tip
Within the context of constant-coefficient, second-order equations, initial-value problems are guaranteed to have a unique solution as long as two initial conditions are provided. Boundary-value problems, however, are not as well behaved. Even when two boundary conditions are known, we may encounter boundary-value problems with unique solutions, many solutions, or no solution at all.Example
Solve the following initial-value problem: y″+3y′−4y=0, y(0)=1, y′(0)=−9.
Sample Answer

We already solved this differential equation previously and found the general solution to be:

y(x)=c1e−4x+c2ex.

Then:

y′=−4c1e−4x+c2ex.

When x=0, we have y(0)=c1+c2 and y′(0)=−4c1+c2. Applying the initial conditions, we have:

c1+c2&=1−4c1+c2&=−9.

Then c1=1−c2. Substituting this expression into the second equation, we see that:

−4(1−c2)+c2&=−9−4+4c2+c2&=−95c2&=−5c2&=−1.

So, c1=2 and the solution to the initial-value problem is:

y(x)=2e−4x−ex.



Example

Solve the following initial-value problem and graph the solution:

y′′+6y′+13y=0, y(0)=0, y′(0)=2.

Sample Answer

We already solved this differential equation previously and found the general solution to be:

y(x)=e−3x(c1cos2x+c2sin2x).

Then:


y′(x)=e−3x(−2c1sin2x+2c2cos2x)−3e−3x(c1cos2x+c2sin2x).

When x=0, we have y(0)=c1 and y′(0)=2c2−3c1. Applying the initial conditions, we obtain:

c1&=0−3c1+2c2&=2.

Therefore, c1=0, c2=1, and the solution to the initial value problem is shown in the following graph.

y=e−3xsin2x

[image: This figure is a graph of the function y = e^−3x sin 2x. The x axis is scaled in increments of tenths. The y axis is scaled in increments of even tenths. The curve passes through the origin and has a horizontal asymptote of the positive x axis.]


Example

The following initial-value problem models the position of an object with mass attached to a spring. The solution to the differential equation gives the position of the mass with respect to a neutral (equilibrium) position (in meters) at any given time. Note that for spring-mass systems of this type, it is customary to define the downward direction as positive.

y′′+2y′+y=0, y(0)=1, y′(0)=0

Solve the initial-value problem and graph the solution. What is the position of the mass at time t=2 sec? How fast is the mass moving at time t=1 sec? In what direction?

Sample Answer

We already solved this previously and found the general solution to this differential equation to be:

y(t)=c1e−t+c2te−t.

Then:

y′(t)=−c1e−t+c2(−te−t+e−t).

When t=0, we have y(0)=c1 and y′(0)=−c1+c2. Applying the initial conditions, we obtain:

c1&=1−c1+c2&=0.

Thus, c1=1, c2=1, and the solution to the initial value problem is:

y(t)=e−t+te−t.

This solution is represented in the following graph. At time t=2, the mass is at position y(2)=e−2+2e−2=3e−2≈0.406 m below equilibrium.

[image: This figure is the graph of y(t) = e^−t + te^−t. The horizontal axis is labeled with t and is scaled in increments of even tenths. The y axis is scaled in increments of 0.5. The graph passes through positive one and decreases with a horizontal asymptote of the positive t axis.]

 
To calculate the velocity at time t=1, we need to find the derivative. We have y(t)=e−t+te−t, so:

y′(t)=−e−t+e−t−te−t=−te−t.

Then y′(1)=e−1≈−0.3679. At time t=1, the mass is moving upward at 0.3679 m/sec.



Example

Earlier we solved the differential equation y″+16y=0 and found the general solution to be y(t)=c1cos4t+c2sin4t. If possible, solve the boundary-value problem if the boundary conditions are the following:

	y(0)=0, y(π4)=0
	y(0)=1, y(π8)=0
	y(π8)=0, y(3π8)=0


Sample Answer

We have:


y(x)=c1cos4t+c2sin4t



	Applying the first boundary condition given here, we get y(0)=c1=0. So the solution is of the form y(t)=c2sin4t. When we apply the second boundary condition, though, we get y(π4)=c2sin(4(π4))=c2sinπ=0 for all values of c2. The boundary conditions are not sufficient to determine a value for c2, so this boundary-value problem has infinitely many solutions. Thus, y(t)=c2sin4t is a solution for any value of c2.
	Applying the first boundary condition given here, we get y(0)=c1=1. Applying the second boundary condition givesy(π8)=c2=0, so c2=0. In this case, we have a unique solution: y(t)=cos4t.
	Applying the first boundary condition given here, we get y(π8)=c2=0. However, applying the second boundary condition gives y(3π8)=−c2=2, so c2=−2. We cannot have c2=0=−2 so this boundary value problem has no solution.




Linear Homogeneous Equations: Apply It
Learning Goals

	Identify homogeneous linear equations
	Find and use characteristic equations
	Solve homogeneous equations using characteristic equations
	Solve initial and boundary value problems



Analyzing Sound Wave Equations in a Synthesizer App

You are helping a friend develop a simple synthesizer app that generates different types of sound waves. The app models audio signals using second-order differential equations, where the solution y(t) represents the amplitude of the sound wave at time t. Different equation settings produce different audio behaviors: some create sustained tones, others create sounds that fade out, and some produce unusual effects. Your task is to analyze several differential equations to determine what type of sound each setting will produce. You will classify equations, find characteristic equations, solve for general solutions, and use initial conditions to find specific waveforms. Understanding these mathematical relationships will help your friend's app generate the desired audio output.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Try It
Interactive elements can be viewed embedded within the content of our online courseware.
Nonhomogeneous Linear Equations: Learn It 1
Learning Goals

	Find general solutions of nonhomogeneous equations
	Apply the method of undetermined coefficients
	Apply the method of variation of parameters



General Solution to a Nonhomogeneous Linear Equation

Nonhomogeneous differential equations require different terminology and methods than those we used for homogeneous equations. Let's start by defining some key terms.

Consider the nonhomogeneous linear differential equation:

a2(x)y′′+a1(x)y′+a0(x)y=r(x).

The associated homogeneous equation:

a2(x)y′′+a1(x)y′+a0(x)y=0

is called the complementary equation. Solving the complementary equation is an important step in solving a nonhomogeneous differential equation.

To find the general solution to a nonhomogeneous equation, we need to find one specific solution to the nonhomogeneous equation itself. This brings us to an important definition - the particular solution.

Key Takeaway

particular solution

A solution yp(x) of a differential equation that contains no arbitrary constants is called a particular solution to the equation.


Once we have both the general solution to the complementary equation and a particular solution to the nonhomogeneous equation, we can combine them to form the general solution.

Key Takeaway

general solution to a nonhomogeneous equation

Let yp(x) be any particular solution to the nonhomogeneous linear differential equation:

a2(x)y′′+a1(x)y′+a0(x)y=r(x).

Also, let c1y1(x)+c2y2(x) denote the general solution to the complementary equation. Then, the general solution to the nonhomogeneous equation is given by:

y(x)=c1y1(x)+c2y2(x)+yp(x).

Connect It

Proof



To prove y(x) is the general solution, we must first show that it solves the differential equation and, second, that any solution to the differential equation can be written in that form. Substituting y(x) into the differential equation, we have

a2(x)y′′+a1(x)y′+a0(x)y&=a2(x)(c1y1+c2y2+yp)′′+a1(x)(c1y1+c2y2+yp)′+a0(x)(c1y1+c2y2+yp)&=[a2(x)(c1y1+c2y2)′′+a1(x)(c1y1+c2y2)′+a0(x)(c1y1+c2y2)]+a2(x)yp′′+a1(x)yp′+a0(x)yp&=0+r(x)&=r(x).

So y(x) is a solution.
Now, let z(x) be any solution to a2(x)y′′+a1(x)y′+a0(x)y=r(x). Then

a2(x)(z−yp)′′+a1(x)(z−yp)′+a0(x)(z−yp)&=(a2(x)z′′+a1(x)z′+a0(x)z)−(a2(x)yp′′+a1(x)yp′+a0(x)yp)&=r(x)−r(x)&=0,

so z(x)=yp(x) is a solution to the complementary equation. But, c1y1(x)+c2y2(x) is the general solution to the complementary equation, so there are constants c1 and c2 such that
z(x)=yp(x)=c1y1(x)+c2y2(x).

Hence, we see that z(x)=c1y1(x)+c2y2(x)yp(x).

∎
Example
Given that yp(x)=x is a particular solution to the differential equation y′′+y=x, write the general solution and check by verifying that the solution satisfies the equation.
Sample Answer

The complementary equation is y′′+y=0, which has the general solution c1cosx+c2sinx. So, the general solution to the nonhomogeneous equation is

y(x)=c1cosx+c2sinx+x.

To verify that this is a solution, substitute it into the differential equation. We have

y′(x)=−c1sinx+c2cosx+1 and y′′=−c1cosx−c2sinx.

Then

y′′(x)+y(x)=−c1cosx−c2sinx+c1cosx+c2sinx+x.

So, y(x) is a solution to y′′+y=x.



In the last section, we learned how to solve homogeneous equations with constant coefficients. Therefore, for nonhomogeneous equations of the form ay′′+by′+cy=r(x), we already know how to solve the complementary equation, and the problem boils down to finding a particular solution for the nonhomogeneous equation. We now examine two techniques for this: the method of undetermined coefficients and the method of variation of parameters.Nonhomogeneous Linear Equations: Learn It 2
Undetermined Coefficients

The method of undetermined coefficients involves making educated guesses about the form of the particular solution based on the form of r(x). When we take derivatives of polynomials, exponential functions, sines, and cosines, we get polynomials, exponential functions, sines, and cosines. So when r(x) has one of these forms, it is possible that the solution to the nonhomogeneous differential equation might take that same form.

Example
Find the general solution to y′′+4y′+3y=3x.
Sample Answer

The complementary equation is y′′+4y′+3y=0, with general solution c1e−x+c2e−3x. Since r(x)=3x, the particular solution might have the form yp(x)=Ax+B. If this is the case, then we have yp′(x)=A and ypy′′(x)=0. For yp to be a solution to the differential equation, we must find values for A and B such that

y′′+4′+3y&=3x0+4(A)+3(Ax+B)&=3x3Ax+(4A+3B)&=3x.

Setting coefficients of like terms equal, we have

3A&=34A+3b&=0.

Then, A=1 and B=−43, so yp(x)=x−43 and the general solution is

y(x)=c1e−x+c2e−3x+x−43.



Pro Tip
In the example above, notice that even though r(x) did not include a constant term, it was necessary to include the constant term in our guess. If we had assumed a solution of the form yp=Ax (with no constant term), we would not have been able to find a solution.
If the function r(x) is a polynomial, our guess for the particular solution should be a polynomial of the same degree, and it must include all lower-order terms, regardless of whether they are present in r(x).

Example
Find the general solution to y′′−y′−2y=2e3x.
Sample Answer

The complementary equation is y′′−y′−2y=0, with the general solution c1e−x+c2e2x. Since r(x)=2e3x, the particular solution might have the form yp=Ae3x. Then, we have yp′(x)=3Ae3x and y′′=9Ae3x. For yp to be a solution to the differential equation, we must find a value for A such that

y′′−y′−2y&=2e3x9Ae3x−3Ae3x−2Ae3x&=2Ae3x4Ae3x&=2Ae3x.

So, 4A=2 and A=12. Then, yp(x)=(12)e3x, and the general solution is

y(x)=c1e−x+c2e2x+12e3x.




Pro Tip
When r(x) includes both sine and cosine terms, both terms must be present in the guess—even if r(x) included only a sine term or only a cosine term.The method of undetermined coefficients also works with products of polynomials, exponentials, sines, and cosines. Some of the key forms of r(x) and the associated guesses for yp(x) are summarized below.

Key Takeaway

key forms for the method of undetermined coefficients

 



	r(x)
	Initial guess for yp(x)





	k (a constant)
	A (a constant)



	ax+b
	Ax+B



	ax2+bx+c
	Ax2+Bx+C



	Higher-order polynomials
	Polynomial of the same order as r(x)



	aeλx
	Aeλx



	acosβx+bsinβx
	Acosβx+Bsinβx



	aeαxcosβx+beαxsinβx
	Aeαxcosβx+Beαxsinβx



	(ax2+bx+c)eλx
	(Ax2+Bx+C)eλx



	(a2x2+a1x+a0)cosβx+(b2x2+b1x+b0)sinβx
	(A2x2+A1x+A0)cosβx+(B2x2+B1x+B0)sinβx



	(a2x2+a1x+a0)eαxcosβx+(b2x2+b1x+b0)eαxsinβx
	(A2x2+A1x+A0)eαxcosβx+(B2x2+B1x+B0)eαxsinβx






Table 7.2 Key Forms for the Method of Undetermined Coefficients

Note: For polynomial guesses, the guess must include all lower-order terms, even if they have zero coefficients in r(x). For trigonometric guesses, both sine and cosine terms must be included, even if only one appears in r(x).

A Key Pitfall

There is an important issue to watch for with this method. Consider the differential equation y′′+5y′+6y=3e−2x. Based on the form of r(x), we guess a particular solution of the form yp(x)=Ae−2x. But when we substitute this expression into the differential equation to find a value for A, we run into a problem.

We have yp′(x)=−2Ae−2x and yp′′(x)=4Ae−2x, so we want:

y′′+5y′+6y&=3e−2x4Ae−2x+(−2Ae−2x)+6Ae−2x&=3e−2x4Ae−2x−10Ae−2x+6Ae−2x&=3e−2x0&=3e−2x,

which is not possible.
Looking closely, we see that the general solution to the complementary equation is c1e−2x+c2e−3x. The exponential function in r(x) is actually a solution to the complementary equation, so all the terms on the left side of the equation cancel out.

We can still use the method of undetermined coefficients in this case, but we have to alter our guess by multiplying it by x. Using the new guess, yp(x)=Axe−2x, we have:

yp′(x)=A(e−2x−2xe−2x)

and

yp′′(x)=−4Ae−2x+4Axe−2x.

Substitution gives

y′′+5y′+6y&=3e−2x(−4Ae−2x+4Axe−2x)+5(Ae−2x−2Axe−2x)+6Axe−2x&=3e−2x−4Ae−2x+4Axe−2x−10Axe−2x+6Axe−2x&=3e−2xAe−2x&=3e−2x,

So, A=3 and yp(x)=3xe−2x. This gives us the following general solution:
y(x)=c1e−2x+c2e−2x+3xe−2x.

Pro Tip
If xe−2x were also a solution to the complementary equation, we would have to multiply by x again, and we would try yp(x)=Ax2e−2x.How to: Use the Method of Undetermined Coefficients
	Solve the complementary equation: Write down the general solution.
	Make an initial guess for yp(x): Base your guess on the form of r(x).
	Check for conflicts with the complementary solution: If any term in the guess for yp(x) is a solution to the complementary equation, multiply the guess by x. Repeat this step until there are no terms in yp(x) that solve the complementary equation.
	Substitute and solve for coefficients: Substitute yp(x) into the differential equation and equate like terms to find values for the unknown coefficients in yp(x).
	Write the general solution: Add the general solution to the complementary equation and the particular solution you just found.


Example

Find the general solutions to the following differential equations.

	y′′−9y=−6cos3x
	x′′+2x′+x=4e−t
	y′′−2y′+5y=102−3x−3
	y′′−3y′=−12t


Sample Answer

	The complementary equation is y′′−9y=0, which has the general solution c1e3x+c2e−3x (step 1). Based on the form of r(x)=−6cos3x, our initial guess for the particular solution is yp(x)=Acos3x+Bsin3x (step 2). None of the terms in yp(x) solve the complementary equation, so this is a valid guess (step 3).
Now we want to find values for A and B, so substitute yp into the differential equation. We have

yp′(x)=−3Asin3x+3Bcos3x and yp′′(x)=−9Acos3x−9Bsin3x,


so we want to find values of A and B such that

y′′−9y&=−6cos3x−9Acos3x−9Bsin3x−9(Acos3x+Bsin3x)&=−6cos3x−18Acos3x−18Bsin3x&=−6cos3x

Therefore,

−18A&=−6−18B&=0.


This gives A=13 and B=0, so yp(x)=(13)cos3x (step 4).
Putting everything together, we have the general solution

y(x)=c1e3x+c2e−3x+13cos3x.

	The complementary equation is x′′+2x′+x=0, which has the general solution c1e−t+c2te−t (step 1). Based on the form r(t)=4e−t, our initial guess for the particular solution is xp(t)=Ae−t (step 2). However, we see that this guess solves the complementary equation, so we must multiply by t, which gives a new guess: xp(t)=Ate−t (step 3). Checking this new guess, we see that it, too, solves the complementary equation, so we must multiply by t again, which gives xp(t)=At2e−t (step 3 again). Now, checking this guess, we see that xp(t) does not solve the complementary equation, so this is a valid guess (step 3 yet again).
We now want to find a value for A, so we substitute xp into the differential equation. We have

xp(t)&=At2e−txp′(t)&=2Ate−t−At2e−t

and xp′′=2Ae−t−2Ate−t−(2Ate−t−At2e−t)=2Ae−t−4Ate−t+At2e−t.
Substituting into the differential equation, we want to find a value of A so that

x′′+2x′+x&=4e−t2Ae−t−4Ate−t+At2e−t+2(2Ate−t−At2e−t)+At2e−t&=4e−t2Ae−t=4e−t.


This gives A=2, so xp(t)=2t2e−t (step 4). Putting everything together, we have the general solution

x(t)=c1e−t+c2te−t+2t2e−t.

	The complementary equation is y′′−2y′+5y=0, which has the general solution c1excos2x+c2exsin2x (step 1). Based on the form r(x)=10x2−3x−3, our initial guess for the particular solution is yp(x)=Ax2+Bx+C (step 2). None of the terms in yp(x) solve the complementary equation, so this is a valid guess (step 3). We now want to find values for A, B, and C, so we substitute yp into the differential equation. We have yp′(x)=2Ax+B and yp′′(x)=2A, so we want to find values of A, B, and C such that

y′′−2y′+5y&=10x2−3x−32A−2(2Ax+b)+5(Ax2+Bx+C)&=10x2−3x−35Ax2+(5B−4A)x+(5C−2B+2A)&=10x2−3x−3.

Therefore,

5A&=105B−4A&=−35C−2B+2A&=−3.


This gives A=2, B=1, and C=−1, so yp(x)=2x2+x−1 (step 4). Putting everything together, we have the general solution

y(x)=c1excos2x+c2exsin2x+2x2+x−1.

	The complementary equation is y′′−3y′=0, which has the general solution c1e3t+c2 (step 1). Based on the form r(t)=−12t, our initial guess for the particular solution is yp(t)=At+B (step 2). However, we see that the constant term in this guess solves the complementary equation, so we must multiply by t, which gives a new guess: yP(t)=At2+Bt (step 3). Checking this new guess, we see that none of the terms in yp(t) solve the complementary equation, so this is a valid guess (step 3 again). We now want to find values for A and B, so we substitute yp into the differential equation. We have yp′(t)=2At+B and yp′′(t)=2A, so we want to find values of A and B such that

y′′−3y′&=−12t2A−3(2At+B)=−12t−6At+(2A−3B)&=−12t.


Therefore,

−6A&=−122A−3B&=0.

This gives A=2 and b=4/3, so yp(t)=2t2+(4/3)t (step 4). Putting everything together, we have the general solution

y(t)=c1e3t+c2+2t2+43t.






Nonhomogeneous Linear Equations: Learn It 3
Variation of Parameters

Sometimes, r(x) is not a combination of polynomials, exponentials, or sines and cosines. When this is the case, the method of undetermined coefficients does not work, and we have to use another approach to find a particular solution to the differential equation. We use an approach called the method of variation of parameters.

To simplify our calculations, we are going to divide the differential equation through by a, so we have a leading coefficient of 1. Then the differential equation has the form:

y′′+py′+qy=r(x),



where p and q are constants.
If the general solution to the complementary equation is given by c1y1(x)+c2y2(x), we are going to look for a particular solution of the form yp(x)=u(x)y1(x)+v(x)y2(x). In this case, we use the two linearly independent solutions to the complementary equation to form our particular solution. However, we are assuming the coefficients are functions of x, rather than constants. We want to find functions u(x) and v(x) such that yp(x) satisfies the differential equation.

We have:



yp&=uy1+vy2yp′&=u′+uy1′+v′y2+vy2′yp′′&=(u′y1+v′y2)′+u′y1′+uy1′′+v′y2′+vy2′′.

Substituting into the differential equation, we obtain:

yp′′+pyp′+qyp&=[(u′y1+v′y2)+u′y1′+uy1′′+v′y2′+vy2′′]+p[u′y1+uy1′+v′y2+vy2′]+q[uy1+vy2]&=u[y1′′+py1′+qy1]+v[y2′′+py2′+qy2]+(u′y1+v′y2)′+p(u′y1+v′y2)+(u′y1′+v′y2′).

Note that y1 and y2 are solutions to the complementary equation, so the first two terms are zero. Thus, we have:

(u′y1+v′y2)′+p(u′y1+v′y2)+(u′y1′+v′y2′)=r(x).

If we simplify this equation by imposing the additional condition u′y1+v′y2=0, the first two terms are zero, and this reduces to u′y1′+v′y2′=r(x). So, with this additional condition, we have a system of two equations in two unknowns:
u′y1+v′y2&=0u′y1′+v′y2′&=r(x).

Solving this system gives us u′ and v′, which we can integrate to find u and v. Then, yp(x)=u(x)y1(x)+v(x)y2(x) is a particular solution to the differential equation.

Solving this system of equations is sometimes challenging, so let's review Cramer's rule, which allows us to solve the system of equations using determinants.

Key Takeaway

Cramer's rule

The system of equations:

a1z1+b1z2=r1a2z1+b2z2&=r2

has a unique solution if and only if the determinant of the coefficients is not zero. In this case, the solution is given by:

z1=|r1b1r2b2||a1b1a2b2| and z2=|a1r1a2r2||a1b1a2b2|.

Example

Use Cramer’s rule to solve the following system of equations.

x2z1+2xz2&=0z1−3x2z2&=2x.

Sample Answer

We have

a1(x)&=x2a2(x)&=1b1(x)&=2xb2(x)&=−3x2r1(x)&=0r2(x)&=2x.

Then,

|a1b1a2b2|=|x22x1−3x2|=−3x4−2x

and

|r1b1r2b2|=|02x2x−3x2|=0−4x2=−4x2.

Thus,

z1=|r1b1r2b2||a1b1a2b2|=−4x2−3x4−2x=4x3x3+2.

In addition,

|a1r1a2r2|=|x2012x|=2x3−0=2x3.

Thus,

z2=|a1r1a2r2||a1b1a2b2|=2x3−3x4−2x=−2x23x3+2.



How to: Use the Method of Variation of Parameters
	Solve the complementary equation: Write down the general solution c1y1(x)+c2y2(x).
	Find u′(x) and v′(x): Use Cramer's rule or another suitable technique to find functions u′(x) and v′(x) satisfying u′y1+v′y2&=0u′y1′+v′y2′&=r(x)
	Integrate to find u and v: Integrate u′ and v′ to find u(x) and v(x). Then, yp(x)=u(x)y1(x)+v(x)y2(x) is a particular solution to the equation.
	Form the particular solution: Calculate yp(x)=u(x)y1(x)+v(x)y2(x).
	Write the general solution: Add the general solution to the complementary equation and the particular solution found in step 4.


Example

Find the general solution to the following differential equations.

	y′′−2y′+y=ett2
	y′′+y=3sin2x


Sample Answer

	The complementary equation is y′′−2y′+y=0 with associated general solution c1et+c2tet. Therefore, y1(t)=et and y2(t)=tet. Calculating the derivatives, we get y1′(t)=et and y2′(t)=et+tet (step 1). Then, we want to find functions u′(t) and v′(t) so that

u′et+v′tet&=0u′et+v′(et+tet)&=ett2


Applying Cramer’s rule, we have

u′=|0tetett2et+tet||ettetetet+tet|=0−tet(ett2)et(et+tet)−ettet=−e2tte2t=−1t

and


v′=|et0etett2||ettetetet+tet|=et(ett2)e2t=1t2 (step 2).



Integrating, we get

u&=−∫1t dt=−ln|t|v&=∫1t2dt=−1t (step 3) .


Then we have

yp&=−etln|t|−1ttet&=−etln|t|−et (step 4) .


The et term is a solution to the complementary equation, so we don’t need to carry that term into our general solution explicitly. The general solution is

y(t)=c1et+c2tet−etln|t| (step 5).


	The complementary equation is y′′+y+0 with associated general solution c1cosx+c2sinx. So, y1(x)=cosx and y2(x)=sinx (step 1). Then, we want to find functions u′(x) and v′(x) such that

u′cosx+v′sinx&=0−y′sinx+v′cosx&=3sin2x.


Applying Cramer’s rule, we have

u′=|0sinx3sin2xcosx||cosxsinx−sinxcosx|=0−3sin3xcos2x+sin2x=−3sin3x

and

v′=|cosx0−sinx3sin2x||cosxsinx−sinxcosx|=3sin2xcosx1=3sin2xcosx (step 2).

Integrating first to find u, we get

u=∫−3sin3xdx=−3[−13sin2xcosx+23∫sinxdx]=sin2xcosx+2cosx (step 3).


Now, we integrate to find v. Using substitution (with w=sinx), we get

v=∫3sin2xcosxdx=∫3w2dw=w3=sin3x.


Then,

yp&=(sin2xcosx+2cosx)cosx+(sin3x)sinx&=sin2xcos2x+2cos2x+sin4x&=2cos2x+sin2x(cos2x+sin2x)    (step4).&=2cos2x+sin2&=cos2x+1

The general solution is
y(x)=c1cosx+c2sinx+1+cos2x (step 5).





Nonhomogeneous Linear Equations: Apply It
Learning Goals

	Find general solutions of nonhomogeneous equations
	Apply the method of undetermined coefficients
	Apply the method of variation of parameters



Modeling Food Truck Profit with Nonhomogeneous Equations

Your friend recently started running a small food truck near campus, and they've asked for your help analyzing their daily profit trends. After collecting data for several weeks, you notice that the profit rate changes over time due to two main factors: a natural settling toward a baseline as regular customers establish habits, and external boosts from campus events that drive additional sales. The profit behavior can be modeled using a second-order linear differential equation where the right-hand side represents the external influences on revenue. Your task is to help your friend understand both the long-term natural behavior of their profits and how specific events create temporary changes. By finding the general solution to this nonhomogeneous equation, you can help predict future earnings and plan for busy periods.

Try It
Interactive elements can be viewed embedded within the content of our online courseware.
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Applications: Learn It 1
Learning Goals

	Solve equations for simple harmonic motion
	Solve equations for damped harmonic motion
	Solve equations for forced harmonic motion
	Apply differential equations to electrical circuits



Simple Harmonic Motion

Consider a mass suspended from a spring attached to a rigid support. This is commonly called a spring-mass system. Gravity is pulling the mass downward and the restoring force of the spring is pulling the mass upward. As shown in Figure 1, when these two forces are equal, the mass is said to be at the equilibrium position. If the mass is displaced from equilibrium, it oscillates up and down.

[image: This figure has three images of springs. The first image is a vertical spring in its natural position with length L attached at the top to a fixed point. The second image shows a vertical spring with a mass m attached to the spring, stretching the spring distance s from L. The spring is in equilibrium. The third image is a vertical spring with mass m attached where the spring is in motion, distance x from equilibrium L + s.]A spring in its natural position (a), at equilibrium with a mass m attached (b), and in oscillatory motion (c).








Let x(t) denote the displacement of the mass from equilibrium. Note that for spring-mass systems of this type, it is customary to adopt the convention that down is positive. Thus, a positive displacement indicates the mass is below the equilibrium point, whereas a negative displacement indicates the mass is above equilibrium.

Pro Tip
Displacement is usually given in feet in the English system or meters in the metric system.
Consider the forces acting on the mass. The force of gravity is given by mg. In the English system, mass is in slugs and the acceleration resulting from gravity is in feet per second squared. The acceleration resulting from gravity is constant, so in the English system, g=32 ft/sec². In the metric system, we have g=9.8 m/sec².

According to Hooke's law, the restoring force of the spring is proportional to the displacement and acts in the opposite direction from the displacement, so the restoring force is given by −k(s+x). The spring constant is given in pounds per foot in the English system and in newtons per meter in the metric system.

Now, by Newton's second law, the sum of the forces on the system (gravity plus the restoring force) is equal to mass times acceleration, so we have:

mx′′&=−k(s+x)+mg&=−ks−kx+mg.

However, by the way we have defined our equilibrium position, mg=ks, the differential equation becomes:
mx′′+kx=0.

It is convenient to rearrange this equation and introduce a new variable, called the angular frequency, ω. Letting ω=k/m, we can write the equation as:

x′′+ω2x=0.

This differential equation has the general solution:

x(t)=c1cosωt+c2sinωt,

which gives the position of the mass at any point in time. The motion of the mass is called simple harmonic motion. The period of this motion (the time it takes to complete one oscillation) is T=2πω and the frequency is f=1T=ω2π (Figure 2).




[image: This figure is the graph of f(t) = sin 2t. It is a periodic, oscillating graph. The period of the graph is represented with a line pointing from one peak to the next. It is labeled with the period T = 2π/ω.]A graph of vertical displacement versus time for simple harmonic motion.
Example
Assume an object weighing 2 lb stretches a spring 6 in. Find the equation of motion if the spring is released from the equilibrium position with an upward velocity of 16 ft/sec. What is the period of the motion?
Sample Answer

We first need to find the spring constant. We have

mg&=ks2&=k(12)k&=4.

We also know that weight W equals the product of mass m and the acceleration due to gravity g. In English units, the acceleration due to gravity is 32 ft/sec2.

W&=mg2&=m(32)m&=116.

Thus, the differential equation representing this system is

116x′′+4x=0.

Multiplying through by 16, we get x′′+64x=0, which can also be written in the form x′′+(82)=0. This equation has the general solution

x(t)=c1cos(8t)+c2sin(8t).

The mass was released from the equilibrium position, so x(0)=0, and it had an initial upward velocity of 16 ft/sec, so x′(0)=−16. Applying these initial conditions to solve for c1 and c2 gives

x(t)=−2sin8t.

The period of this motion is 2π8=π4 sec.




Alternative Form of the Solution

Writing the general solution in the form x(t)=c1cos(ωt)+c2sin(ωt) has some advantages. It is easy to see the link between the differential equation and the solution, and the period and frequency of motion are evident. This form of the function tells us very little about the amplitude of the motion, however.

In some situations, we may prefer to write the solution in the form:

x(t)=Asin(ωt+ϕ).

Although the link to the differential equation is not as explicit in this case, the period and frequency of motion are still evident. Furthermore, the amplitude of the motion, A, is obvious in this form of the function. The constant ϕ is called a phase shift and has the effect of shifting the graph of the function to the left or right.

To convert the solution to this form, we want to find the values of A and ϕ such that:

c1cos(ωt)+c2sin(ωt)=Asin(ωt+ϕ).

We first apply the trigonometric identity:

sin(α+β)=sinαcosβ+cosαsinβ

to get:

c1cos(ωt)+c2sin(ωt)&=A(sin(ωt)cosϕ+cos(ωt)sinϕ)&=Asinϕ(cos(ωt))+Acosϕ(sin(ωt)).

Thus,
c1=Asinϕ and c2=Acosϕ.

If we square both of these equations and add them together, we get:

c12+c22&=A2sin2ϕ+A2cos2ϕ&=A2(sin2ϕ+cos2ϕ)&=A2.

Thus,

A=c12+c22.

Now, to find ϕ, go back to the equations for c1 and c2, but this time, divide the first equation by the second equation to get:

c1c2&=AsinϕAcosϕ&=tanϕ.

Then,

tanϕ=c1c2.

We summarize this finding in the following theorem.

Key Takeaway

solution to the equation for simple harmonic motion

The function x(t)=c1cos(ωt)+c2sin(ωt) can be written in the form x(t)=Asin(ωt+ϕ), where A=c12+c22 and tanϕ=c1c2.

Pro Tip
When using the formula tanϕ=c1c2 to find ϕ, we must take care to ensure ϕ is in the right quadrant (Figure 3).

[image: This figure is the graph of f(t) = sin 2t. It is a periodic, oscillating graph. The period of the graph is represented with a line pointing from one peak to the next. It is labeled with the period T = 2π/ω. The graph has a phase shift of ϕ/ω so that the sine curve has the value zero to the left of the origin.]A graph of vertical displacement versus time for simple harmonic motion with a phase change.
Example

Express the following functions in the form A(sinωt+ϕ). What is the frequency of motion? The amplitude?

	x(t)=2cos(3t)+sin(3t)
	x(t)=3cos(2t)−2sin(2t)


Sample Answer

	We have

A=c12+c22=22+12=5

and
tanϕ=c1c2=21=2.


Note that both c1 and c2 are positive, so ϕ is in the first quadrant. Thus,

ϕ≈1.107 rad,


so we have

x(t)=2cos(3t)+sin(3t)=5sin(3t+1.107).


The frequency is ω2π=32π≈0.477. The amplitude is 5.
	We have
A=c12+c22=32+22=13

and

tanϕ=c1c2=3−2=−32.


Note that c1 is positive but c2 is negative, so ϕ is in the fourth quadrant. Thus,

ϕ≈−0.983 rad,


so we have

x(t)&=3cos(2t)−2sin(2t)&=13sin(2t−0.983).


The frequency is ω2π=22π≈0.318. The amplitude is 13.






Applications: Learn It 2
Damped Vibrations

With the model just described, the motion of the mass continues indefinitely. Clearly, this doesn't happen in the real world. In the real world, there is almost always some friction in the system, which causes the oscillations to die off slowly—an effect called damping.

Physical spring-mass systems almost always have some damping as a result of friction, air resistance, or a physical damper, called a dashpot (a pneumatic cylinder; see Figure 4).

[image: This figure is a pneumatic cylinder. The cylinder is clear, and the piston can be seen.]A dashpot is a pneumatic cylinder that dampens the motion of an oscillating system.

Because damping is primarily a friction force, we assume it is proportional to the velocity of the mass and acts in the opposite direction. So the damping force is given by −bx′ for some constant b>0. Again applying Newton’s second law, the differential equation becomes:

mx′′+bx′+kx=0.

Then the associated characteristic equation is:

mλ2+bλ+k=0.

Applying the quadratic formula, we have:

λ=−b±b2−4mk2m.

Just as before, we consider three cases, based on whether the characteristic equation has distinct real roots, a repeated real root, or complex conjugate roots.


Case 1: b2>4mk

In this case, we say the system is overdamped. The general solution has the form:

x(t)=c1eλ1t+c2eλ2t,

where both λ1 and λ2 are less than zero. Because the exponents are negative, the displacement decays to zero over time, usually quite quickly. Overdamped systems do not oscillate (no more than one change of direction), but simply move back toward the equilibrium position.



[image: This figure has two graphs labeled (a) and (b). The first graph is a decreasing curve with the horizontal axis as a horizontal asymptote. The second graph initially is a decreasing function but becomes increasing below the horizontal axis. Then, the horizontal axis is also a horizontal asymptote.]Behavior of an overdamped spring-mass system, with no change in direction (a) and only one change in direction (b).
Example
A 16-lb mass is attached to a 10-ft spring. When the mass comes to rest in the equilibrium position, the spring measures 15 ft 4 in. The system is immersed in a medium that imparts a damping force equal to 52 times the instantaneous velocity of the mass. Find the equation of motion if the mass is pushed upward from the equilibrium position with an initial upward velocity of 5 ft/sec. What is the position of the mass after 10 sec? Its velocity?
Sample Answer

The mass stretches the spring 5 ft 4 in., or 163 ft. Thus, 16=(163)k, so k=3. We also have m=1632=12, so the differential equation is

12x′′+52x′+3x=0.

Multiplying through by 2 gives x′′+5x′+6x=0, which has the general solution

x(t)=c1e−2t+c2e−3t.

Applying the initial conditions, x(0)=0 and x′(0)=−5, we get

x(t)=−5e−2t+5e−3t.

After 10 sec the mass is at position

x(10)=−5e−20+5e−30≈−1.0305×10−8≈0,

so it is, effectively, at the equilibrium position. We have x′(t)=10e−2t−15e−3t, so after 10 sec the mass is moving at a velocity of

x′(10)=10e−20−15e−30≈2.061×10−8≈0.

After only 10 sec, the mass is barely moving.




Case 2: b2=4mk

In this case, we say the system is critically damped. The general solution has the form:

x(t)=c1eλ1t+c2eλ2t,

where λ is less than zero. The motion of a critically damped system is very similar to that of an overdamped system. It does not oscillate.

However, with a critically damped system, if the damping is reduced even a little, oscillatory behavior results. From a practical perspective, physical systems are almost always either overdamped or underdamped (case 3, which we consider next). It is impossible to fine-tune the characteristics of a physical system so that b2 and 4mk are exactly equal.

[image: This figure has two graphs labeled (a) and (b). The first graph is in the first quadrant and is a decreasing curve with the horizontal axis as a horizontal asymptote. The second graph initially is a decreasing function but becomes increasing below the horizontal axis. Then, the horizontal axis is also a horizontal asymptote.]Behavior of a critically damped spring-mass system. The system graphed in part (a) has more damping than the system graphed in part (b).
Example
A 1-kg mass stretches a spring 20 cm. The system is attached to a dashpot that imparts a damping force equal to 14 times the instantaneous velocity of the mass. Find the equation of motion if the mass is released from equilibrium with an upward velocity of 3 m/sec.
Sample Answer

We have mg=1(9.8)=0.2k, so k=49. Then, the differential equation is

x′′+14x′+49x=0,

which has general solution

x(t)=c1e−7t+c2te−7t.

Applying the initial conditions x(0)=0 and x′(0)=−3 gives

x(t)=−3te−7t.




Case 3: b2<4mk

In this case, we say the system is underdamped. The general solution has the form:

x(t)=eαt(c1cos(βt)+sin(βt)),

where α is less than zero. Underdamped systems do oscillate because of the sine and cosine terms in the solution. However, the exponential term dominates eventually, so the amplitude of the oscillations decreases over time.



[image: This figure is an oscillating graph where the amplitude is decreasing. There are red dashed curves at the peaks of the amplitudes showing the pattern of a decreasing amplitude. As t increases, the horizontal axis becomes a horizontal asymptote.]Behavior of an underdamped spring-mass system.
Pro Tip

Note that for all damped systems,  lim t→∞x(t)=0. The system always approaches the equilibrium position over time.

Example
A 16-lb weight stretches a spring 3.2 ft. Assume the damping force on the system is equal to the instantaneous velocity of the mass. Find the equation of motion if the mass is released from rest at a point 9 in. below equilibrium.
Sample Answer

We have k=163.2=5 and m=1632=12, so the differential equation is

12x′′+x′+5x=0, or x′′+2x′+10x=0.

This equation has the general solution:

x(t)=e−t(c1cos(3t)+c2sin(3t)).

Applying the initial conditions, x(0)=34 and x′(0)=0, we get

x(t)=e−t(34cos(3t)+14sin(3t)).



Example

[image: This picture is a shock absorber on a motorcycle.](credit: modification of work by nSeika, Flickr)
For motocross riders, the suspension systems on their motorcycles are very important. The off-road courses on which they ride often include jumps, and losing control of the motorcycle when they land could cost them the race.

This suspension system can be modeled as a damped spring-mass system. We define our frame of reference with respect to the frame of the motorcycle. Assume the end of the shock absorber attached to the motorcycle frame is fixed. Then, the “mass” in our spring-mass system is the motorcycle wheel. We measure the position of the wheel with respect to the motorcycle frame. This may seem counterintuitive, since, in many cases, it is actually the motorcycle frame that moves, but this frame of reference preserves the development of the differential equation that was done earlier. As with earlier development, we define the downward direction to be positive.

When the motorcycle is lifted by its frame, the wheel hangs freely and the spring is uncompressed. This is the spring’s natural position. When the motorcycle is placed on the ground and the rider mounts the motorcycle, the spring compresses and the system is in the equilibrium position (Figure 9).

[image: This figure has two springs attached above at a fixed point. The first spring is labeled, “Natural Position,” and has an uncompressed spring hanging vertically. The second spring is labeled, “Equilibrium Position,” and has a compressed spring hanging vertically. The vertical difference between the two springs is labeled, “s.”]We can use a spring-mass system to model a motorcycle suspension.
This system can be modeled using the same differential equation we used before:

mx′′+bx′+kx=0.

A motocross motorcycle weighs 204 lb, and we assume a rider weight of 180 lb. When the rider mounts the motorcycle, the suspension compresses 4 in., then comes to rest at equilibrium. The suspension system provides damping equal to 240 times the instantaneous vertical velocity of the motorcycle (and rider).

	Set up the differential equation that models the behavior of the motorcycle suspension system.
	We are interested in what happens when the motorcycle lands after taking a jump. Let time t=0 denote the time when the motorcycle first contacts the ground. If the motorcycle hits the ground with a velocity of 10 ft/sec downward, find the equation of motion of the motorcycle after the jump.
	Graph the equation of motion over the first second after the motorcycle hits the ground.


Sample Answer

	We have defined equilibrium to be the point where mg=ks, so we have
mg&=ks384&=k(13)k&=1,152.


We also have

W&=mg384&=m(32)m&=12.


Therefore, the differential equation that models the behavior of the motorcycle suspension is

12x′′+240x′+1,152x=0.


Dividing through by12, we get

x′′+20x′+96x=0.


	The differential equation found in part a. has the general solution:

x(t)=c1e−8t+c2e−12t.


Now, to determine our initial conditions, we consider the position and velocity of the motorcycle wheel when the wheel first contacts the ground. Since the motorcycle was in the air prior to contacting the ground, the wheel was hanging freely and the spring was uncompressed. Therefore the wheel is 4 in. (13 ft) below the equilibrium position (with respect to the motorcycle frame), and we have x(0)=13. According to the problem statement, the motorcycle has a velocity of 10 ft/sec downward when the motorcycle contacts the ground, so x′(0)=10. Applying these initial conditions, we get c1=72 and c2=−(196), so the equation of motion is
x(t)=72e−8t−196e−12t. 

	The graph is shown in Figure 10.

[image: This figure is the graph of the function f(x) = 7/2e^−8t −19/6e^−12t. The vertical axis is scaled in increments of 0.05, and the horizontal axis is labeled, “t.” It is scaled in increments of tenths. The graph intersects the horizontal axis increasing, reaches a maximum, then decreases. The horizontal axis is a horizontal asymptote.]Graph of the equation of motion over a time of one second.





Applications: Learn It 3
Forced Vibrations

The last case we consider is when an external force acts on the system. In the case of the motorcycle suspension system, for example, the bumps in the road act as an external force acting on the system. Another example is a spring hanging from a support; if the support is set in motion, that motion would be considered an external force on the system.

We model these forced systems with the nonhomogeneous differential equation:

mx′′+bx′+kx=f(t),

where the external force is represented by the f(t) term. As we saw earlier, differential equations such as this have solutions of the form:

x(t)=c1x1(t)+c2x2(t)+xp(t),

where c1x1(t)+c2x2(t) is the general solution to the complementary equation and xp(t) is a particular solution to the nonhomogeneous equation.

If the system is damped,  lim t→∞(c1x1(t)+c2x2(t))=0. Since these terms do not affect the long-term behavior of the system, we call this part of the solution the transient solution. The long-term behavior of the system is determined by xp(t), so we call this part of the solution the steady-state solution.

Key Takeaway

transient and steady-state solutions

For a damped forced system with solution x(t)=c1x1(t)+c2x2(t)+xp(t):

	The transient solution is c1x1(t)+c2x2(t), which approaches zero as t→∞
	The steady-state solution is xp(t), which determines the long-term behavior


Example
A mass of 1 slug stretches a spring 2 ft and comes to rest at equilibrium. The system is attached to a dashpot that imparts a damping force equal to eight times the instantaneous velocity of the mass. Find the equation of motion if an external force equal to f(t)=8sin(4t) is applied to the system beginning at time t=0. What is the transient solution? What is the steady-state solution?
Sample Answer

We have mg=1(32)=2k, so k=16 and the differential equation is

x′′+8′+16x=8sin(4t).

The general solution to the complementary equation is

c1e−4t+c2te−4t.

Assuming a particular solution of the form xp(t)=Acos(4t)+Bsin(4t) and using the method of undetermined coefficients, we find xp(t)=−14cos(4t), so

x(t)=c1e−4t+c2te−4t−14cos(4t).

At t=0, the mass is at rest in the equilibrium position, so x(0)=x′(0)=0. Applying these initial conditions to solve for c1 and c2, we get

x(t)=14e−4t+te−4t−14cos(4t).

The transient solution is 14e−4t+te−4t. The steady-state solution is −14cos(4t).



Applications: Learn It 4
The RLC Series Circuit

Consider an electrical circuit containing a resistor, an inductor, and a capacitor, as shown in Figure 1. Such a circuit is called an RLC series circuit. RLC circuits are used in many electronic systems, most notably as tuners in AM/FM radios. The tuning knob varies the capacitance of the capacitor, which in turn tunes the radio.

[image: This figure is a diagram of a circuit. It has broken lines at the bottom labeled C. On the left side there is an open circle labeled E. The top has diagonal lines labeled R. The right side has little bumps labeled L.]An RLC series circuit can be modeled by the same differential equation as a mass-spring system.

Such circuits can be modeled by second-order, constant-coefficient differential equations.

Let I(t) denote the current in the RLC circuit and q(t) denote the charge on the capacitor. Furthermore, let L denote inductance in henrys (H), R denote resistance in ohms (Ω), and C denote capacitance in farads (F). Last, let E(t) denote electric potential in volts (V).

Kirchhoff's Voltage Rule

Kirchhoff's voltage rule states that the sum of the voltage drops around any closed loop must be zero. So, we need to consider the voltage drops across the inductor (denoted EL), the resistor (denoted ER), and the capacitor (denoted EC). Because the RLC circuit includes a voltage source, E(t), which adds voltage to the circuit, we have EL+ER+EC=E(t).

Using Faraday's law and Lenz's law, the voltage drop across an inductor can be shown to be proportional to the instantaneous rate of change of current, with proportionality constant L. Thus,

EL=LdIdt.

Next, according to Ohm's law, the voltage drop across a resistor is proportional to the current passing through the resistor, with proportionality constant R. Therefore,

ER=RI.

Last, the voltage drop across a capacitor is proportional to the charge, q, on the capacitor, with proportionality constant 1/C. Thus,

EC=1Cq.

Adding these terms together, we get:

LdIdt+RI+1Cq=E(t).

Noting that I=(dq)/(dt), this becomes:

Ld2qdt2+Rdqdt+1Cq=E(t).

Mathematically, this system is analogous to the spring-mass systems we have been examining in this section.

Connect It
Notice the similarity between the RLC circuit equation and the spring-mass system equation:
	Spring-mass: mx′′+bx′+kx=f(t)
	RLC circuit: Ld2qdt2+Rdqdt+1Cq=E(t)


The inductance L corresponds to mass, resistance R corresponds to damping, and the reciprocal of capacitance 1/C corresponds to the spring constant.



Example
Find the charge on the capacitor in an RLC series circuit where L=5/3 H, R=10Ω, C=1/30 F, and E(t)=300 V. Assume the initial charge on the capacitor is 0 C and the initial current is 9 A. What happens to the charge on the capacitor over time?
Sample Answer

We have

Ld2qdt2+RLdqdt+1Cq&=E(t)53d2qdt2+10dqdt+30q&=300d2qdt2+6dqdt+18q&=180.

The general solution to the complementary equation is

e−3t(c1cos(3t)+c2sin(3t)).

Assume a particular solution of the form qp=A, where A is a constant. Using the method of undetermined coefficients, we find A=10. So,

q(t)=e−3t(c1cos(3t)+c2sin(3t))+10.

Applying the initial conditions q(0)=0 and i(0)=((dq)/(dt))(0)=9, we find c1=−10 and c2=−7. So the charge on the capacitor is

q(t)=−10e−3tcos(3t)−7e−3tsin(3t)+10.

Looking closely at this function, we see the first two terms will decay over time (as a result of the negative exponent in the exponential function). Therefore, the capacitor eventually approaches a steady-state charge of 10 C.




Applications: Apply It
Learning Goals

	Solve equations for simple harmonic motion
	Solve equations for damped harmonic motion
	Solve equations for forced harmonic motion
	Apply differential equations to electrical circuits





Modeling Harmonic Motion and Resonance with Differential Equations

Consider an undamped system exhibiting simple harmonic motion. In the real world, we never truly have an undamped system; –some damping always occurs. For theoretical purposes, however, we could imagine a spring-mass system contained in a vacuum chamber. With no air resistance, the mass would continue to move up and down indefinitely.

The frequency of the resulting motion, given by f=1T=ω2π, is called the natural frequency of the system. If an external force acting on the system has a frequency close to the natural frequency of the system, a phenomenon called resonance results. The external force reinforces and amplifies the natural motion of the system.

	Consider the differential equation x′′+x=0. Find the general solution. What is the natural frequency of the system?
	Now suppose this system is subjected to an external force given by f(t)=5cost. Solve the initial-value problem x′′+x=5cost, x(0)=0, x′(0)=1.
	Graph the solution. What happens to the behavior of the system over time?
	In the real world, there is always some damping. However, if the damping force is weak, and the external force is strong enough, real-world systems can still exhibit resonance. One of the most famous examples of resonance is the collapse of the Tacoma Narrows Bridge on November 7, 1940. The bridge had exhibited strange behavior ever since it was built. The roadway had a strange “bounce” to it. On the day it collapsed, a strong windstorm caused the roadway to twist and ripple violently. The bridge was unable to withstand these forces and it ultimately collapsed. Experts believe the windstorm exerted forces on the bridge that were very close to its natural frequency, and the resulting resonance ultimately shook the bridge apart.


This website contains more information about the collapse of the Tacoma Narrows Bridge.During the short time the Tacoma Narrows Bridge stood, it became quite a tourist attraction. Several people were on site the day the bridge collapsed, and one of them caught the collapse on film. Watch the video to see more.
	Another real-world example of resonance is a singer shattering a crystal wineglass when she sings just the right note. When someone taps a crystal wineglass or wets a finger and runs it around the rim, a tone can be heard. That note is created by the wineglass vibrating at its natural frequency. If a singer then sings that same note at a high enough volume, the glass shatters as a result of resonance.


The TV show Mythbusters aired an episode on this phenomenon. Watch this video  for more information.Series Solutions of Differential Equations: Learn It 1
Learning Goals

	Solve differential equations using power series



Series Solutions of Differential Equations

Functions can be represented as power series, y(x)=∑n=0∞anxn. We can find series representations of the derivatives of such functions by differentiating the power series term by term. This gives y′(x)=∑n=1∞nanxn−1 and y′′(x)=∑n=2∞n(n−1)anxn−2. In some cases, these power series representations can be used to find solutions to differential equations.

Pro Tip
This text provides only a brief treatment of power series solutions. Most introductory differential equations textbooks include an entire module on this topic. Several important issues are not addressed here, particularly issues related to existence of solutions. The examples and exercises were chosen for which power solutions exist. However, it is not always the case that power solutions exist.How to: Find Power Series Solutions to Differential Equations
	Assume a power series solution: y(x)=∑n=0∞anxn.
	Differentiate term by term: Get y′(x)=∑n=1∞nanxn−1 and y′′(x)=∑n=2∞n(n−1)anxn−2.
	Substitute into the differential equation: Replace y, y′, and y′′ with their power series expressions.
	Re-index and combine terms: Re-index sums as necessary to combine terms and simplify the expression.
	Equate coefficients: Set coefficients of like powers of x equal to determine values for the coefficients an.
	Write the solution: Substitute the coefficients back into the power series.


Example

Find a power series solution for the following differential equations.

	y′′−y=0
	(x2−1)y′′+6xy′+4y=−4


Sample Answer

	Assume y(x)=∑n=0∞anxn (step 1). Then, y′(x)=∑n=1∞nanxn−1 and y′′(x)=∑n=2∞n(n−1)anxn−2 (step 2). We want to find values for the coefficients an such that
y′′−y&=0∑n=2∞n(n−1)anxn−2−∑n=0∞anxn&=0 (step 3).


We want the indices on our sums to match so that we can express them using a single summation. That is, we want to rewrite the first summation so that it starts with n=0. 
To re-index the first term, replace n with n+2 inside the sum, and change the lower summation limit to n=0. We get

∑n=2∞n(n−1)anxn−2=∑n=0∞(n+2)(n+1)an+2xn.


This gives

∑n=0∞(n+2)(n+1)an+2xn−∑n=0∞anxn&=0∑n=0∞[(n+2)(n+1)an+2−an]xn&=0 (step 4) .


Because power series expansions of functions are unique, this equation can be true only if the coefficients of each power of x are zero. So we have

(n+2)(n+1)an+2−an=0 for n=0,1,2,…

This recurrence relationship allows us to express each coefficient an in terms of the coefficient two terms earlier. This yields one expression for even values of n and another expression for odd values of n. Looking first at the equations involving even values of n, we see that

a2&=a02a4&=a24·3=a04!a6&=a46·5=a06!&⋮


Thus, in general, when n is even, an=a0n! (step 5).
For the equations involving odd values of n, we see that

a3&=a13·2=a13!a5&=a35·4=a15!a7&=a57·6=a17!&⋮


Therefore, in general, when n is odd, an=a1n! (step 5 continued).
Putting this together, we have

y(x)&=∑n=0∞anxn&=a0+a1x+a02x2+a13!x3+a04!x4+a15!x5+⋯.


Re-indexing the sums to account for the even and odd values of n separately, we obtain

y(x)=a0∑k=0∞1(2k)!x2k+a1∑k=0∞1(2k+1)!x2k+1.


Analysis for part a.
As expected for a second-order differential equation, this solution depends on two arbitrary constants. However, note that our differential equation is a constant-coefficient differential equation, yet the power series solution does not appear to have the familiar form (containing exponential functions) that we are used to seeing. Furthermore, since y(x)=c1ex+c2e−x is the general solution to this equation, we must be able to write any solution in this form, and it is not clear whether the power series solution we just found can, in fact, be written in that form.
Fortunately, after writing the power series representations of ex and e−x, and doing some algebra, we find that if we choose

c0=(a0+a1)2, c1=(a0−a1)2,


we then have a0=c0+c1 and a1=c0−c1, and
y(x)&=a0+a1x+a02x2+a13!x3+a04!x4+a05!x5+…&=(c0+c1)+(c0−c1)x+(c0+c1)2x2+(c0−c1)3!x3+(c0+c1)4!x4+(c0−c1)5!x5+…&=c0∑n=0∞xnn!+c1∑n=0∞(−x)nn!&=c0ex+c1e−x.






So we have, in fact, found the same general solution. Note that this choice of c1 and c2 is not obvious. This is a case when we know what the answer should be, and have essentially “reverse-engineered” our choice of coefficients.
	Assume y(x)=∑n=0∞anxn (step 1). Then, y′(x)=∑n=1∞nanxn−1 and y′′=∑n=2∞n(n−1)anxn−2 (step 2). We want to find values for the coefficients an such that
(x2−1)y′′+6xy′+4y&=−4(x2−1)∑n=2∞n(n−1)anxn−2+6x∑n=1∞nanxn−1+4∑n=0∞anxn&=−4x2∑n=2∞n(n−1)anxn−2−∑n=2∞n(n−1)anxn−2+6x∑n=1∞nanxn−1+4∑n=0∞anxn&=−4.

Taking the external factors inside the summations, we get
∑n=2∞n(n−1)anxn−∑n=2∞n(n−1)anxn−2+∑n=1∞6nanxn+∑n=0∞4anxn=−4 (step 3).


Now, in the first summation, we see that when n=0 orn=1, the term evaluates to zero, so we can add these terms back into our sum to get
∑n=2∞n(n−1)anxn=∑n=0∞n(n−1)anxn.

Similarly, in the third term, we see that when n=0, the expression evaluates to zero, so we can add that term back in as well. We have
∑n=1∞6nanxn=∑n=0∞6nanxn.


Then, we need only shift the indices in our second term. We get


 
∑n=2∞n(n−1)anxn−2=∑n=0∞(n+2)(n+1)an+2xn


Thus, we have

∑n=0∞n(n−1)anxn−∑n=0∞(n+2)(n+1)an+2xn+∑n=0∞6nanxn+∑n=0∞4anxn&=−4 (step 4). ∑n=0∞[n(n−1)an−(n+2)(n+1)an+26nan+4an]xn&=−4∑n=0∞[(n2−n)an+6nan+4an−(n+2)(n+1)an+2]xn&=−4∑n=0∞[n2an+5nan+4an−(n+2)(n+1)an+2]xn&=−4∑n=0∞[(n2+5n+4)an−(n+2)(n+1)an+2]xn&=−4∑n=0∞[(n+4)(n+1)an−(n+2)(n+1)an+2]xn&=−4

Looking at the coefficients of each power of x, we see that the constant term must be equal to −4 and the coefficients of all other powers of x must be zero. Then, looking first at the constant term,

4a0−2a2&=−4a2&=2a0+2 (step 3).


For n≥1, we have

(n+4)(n+1)an−(n+2)(n+1)aa+2&=0(n+1)[(n+4)an−(n+2)an+2]&=0.


Since n≥1, n+1≠0, we see that

(n+4)an−(n+2)an+2=0.


and thus

an+2=n+4n+2an.


For even values of n, we have

a4&=64(2a0+2)=3a0+3a6&=86(3a0+3)=4a0+4&⋮.


In general, a2k=(k+1)(a0+1) (step 5).
For odd values of n, we have

a3&=53a1a5&=75a3=73a1a7&=97a5=93a1=3a1&⋮.


In general, a2k+1=2k+33a1 (step 5 continued).
Putting this together, we have

y(x)=∑k=0∞(k+1)(a0+1)x2k+∑k=0∞(2k+33)a1x2k+1 (step 6).







Bessel Functions

We close with a brief introduction to Bessel functions. Complete treatment of Bessel functions is well beyond the scope of this course, but we get a taste of the topic here so we can see how series solutions to differential equations are used in real-world applications.

The Bessel equation of order n is given by:

x2y′′+xy′+(x2−n2)y=0.

This equation arises in many physical applications, particularly those involving cylindrical coordinates, such as the vibration of a circular drum head and transient heating or cooling of a cylinder.

Example
Find a power series solution to the Bessel equation of order 0 and graph the solution.
Sample Answer

The Bessel equation of order 0 is given by

x2y′′xy′+x2y=0.

We assume a solution of the form y=∑n=0∞anxn. Then y′(x)=∑n=1∞nanxn−1 and y′′(x)=∑n=2∞n(n−1)anxn−2. Substituting this into the differential equation, we get

x2∑n=2∞n(n−1)anxn−2+x∑n=1∞nanxn−1+x2∑n=0∞anxn&=0&& Substitution ∑n=2∞n(n−1)anxn+∑n=1∞nanxn+∑n=0∞anxn+2&=0&& Bring external factors within sums ∑n=2∞n(n−1)anxn+∑n=1∞nanxn+∑n=2∞an−2xn&=0&& Re-index third sum. ∑n=2∞n(n−1)anxn+a1x+∑n=2∞nanxn+∑n=2∞an−2xn&=0&& Separate n=1 term from second sum a1x+∑n=2∞[n(n−1)an+nan+an−2]xn&=0&& Collect summation terms. a1x+∑n=2∞[(n2−n)an+nan+an−2]xn&=0&& Multiply through first term. a1x+∑n=2∞[n2an+an−2]xn&=0&& Simplify. 

Then a1=0, and for n≥2,

n2an+an−2&=0an=−1n2an−2.

Because a1=0, all odd terms are zero. Then, for even values of n, we have

a2&=−122a0a4&=−142a2=142·22a0a6&=−162a4=−162·42·22a0.

In general,

a2k=(−1)k(2)2k(k!)2a0.

Thus, we have

y(x)=a0∑k=0∞(−1)k(2)2k(k!)2x2k.

The graph appears below.

[image: This figure is the graph of a function. The graph is oscillating with the highest amplitude above the origin. The horizontal axis is labeled in increments of 2.5. The vertical axis is labeled in increments of 0.2.]


Series Solutions of Differential Equations: Apply It
Learning Goals

	Solve differential equations using power series



Modeling Medication Concentration Using Power Series Solutions

You're taking a new medication and want to understand how its concentration changes in your bloodstream over time. After taking a dose, your body both absorbs the medication into your bloodstream and gradually eliminates it through your liver and kidneys. The concentration y(t) of the medication (in milligrams per liter) at time t hours after taking the dose satisfies the differential equation y″−y=0. This equation captures the balance between absorption and elimination processes in your body. Using power series methods, you can model exactly how the medication concentration changes, helping you understand when the medication is most effective and how long it stays in your system.
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